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Screen Printing Apparatus and Screen Printing Method 

Fiel.d of the Invention 

The present invention relates to a screen printing apparatus 

and a. screen printing method for printing cream solder, 

conductive paste or like paste on a substrate. 

Background of the Invention 

Conventionally, screen printing has been adopted for 

printing cream solder, conductive paste or l.ike paste on 

substrates in a process of mounting electronic components ·on 

a substrate. This method comprises a process of setting a mask 

plate with pattern hol.es provided therein according to the 

printing portions and a process of printing paste on a substrate 

by squeezing s·ame through the pattern hol.es of the mask pl.ate. 

As a squeezing method for such screen printing, a method 

using a closed type squeegee head is known. In this method, a 

.squeegee head provided with a paste storage container having 

an opening at the bottom thereof is used. With the opening 

pressed against the mask pl.ate, the paste in the paste storage 

container is pressurized so _that the paste is pressed and fil.led 

into the.pattern hol.es of the mask plate through the opening. 

And then, ·the squeegee head is slid on the mask pl.ate, thereby· 

fil.l.ing the paste into each pattern hole in order. 
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In such a conventional. screen printing method using a cl.osed 

type squeegee head, there are problems as described in the 

foll.owing. In order to fill. the paste into the pattern holes 

in good condition, it is necessary to appl.y an appropriate 

pressure to the paste being stored. That is, if the pressure 

is not high enough, a sufficient amount of paste wil.1 not be 

f il.l.ed into th~ pattern holes. Al.so, if the pressure is too high, 

the paste wil.1 be forced out of the pattern holes on the mask 

plate surface. Accordingly, the pressure applied should be 

appropriate to satisfy various conditions with respect to the 

type of the mask plate and the characteristics of the paste. 

However. it is not easy to properly set and maintain at all times 

the pressure and other printing conditions in accordance with 

printing objects which come in a variety of types and shapes. 

Therefore, it has been practical.ly difficult to assure reliabl.e 

printing qualities in such conventional. printing. 

The present invention is intended to provide a screen 

printing apparatus and a screen printing method by which reliable 

printing qualities may be obtained at all times. 

A screen printing apparatus of the present invention for 

printing paste on a substrate comprises: 

(a) a positioning member on which the substrate is placed, 

( b) a mask plate ·with a pattern hole, in which the mask 
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plate is located above the positioning member, and 

( c) a squeegee head which slides on the surface of the mask 

plate; 

wherein the squeegee head comprises: 

(d) a printing section, and (e} a pressure .section; and 

the printing section comprises: 

(f) a storage section to store paste, 

(g) a printing space portion with a bottom opening, in which 

the printing space portion is formed below the storage section, 

(h) a transfer passage providing a communication between 

the storage section and the printing space portion, in which 

the transfer passage · is formed between the storage section 

and the printing space portion, and 

{i) scraping members disposed at the J:?ottom of the printing 

space portion; and 

the printing space portion includes ( j) rolling guide 

surfaces to ·enhance· the rolling motion of the paste, - ...... . 

wherein the paste stored in the storage section is 

pressurized by the pressure member while the squeegee head is 

sliding on the mask plate, 

the pa'Ste stored in the storage section is filled into the . 

printing space portion through the transfer passage, and 

the rolling guide surf aces of the printing space portion 

serve to enhance the rolling motion of the paste, then the rolling 

paste is forced out of the bottom opening of the printing space 

·. 
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portion and is printed on the substrate via the mas~ plate. 

A screen printing method of the present invention for 

printing paste on a substrate comprises the steps of: 

(a) sliding a squeegee head on the surface of a mask plate 

placed. on the substrate, 

(b) fil.l.ing paste into pattern hol.es formed in the mask pl.ate 

when the paste is forced out of a printing aperture at the bottom 

of the squeegee head according to the sl.iding operation of the 

squeegee head, and .. 
~· 

(c) printing the paste, fil.l.ed into the pattern holes, on 

the substrate; 

wherein the . step of sl.iding the squeegee head and forcing 

the paste out of the printing aperture comprises the steps of: 

(d) pressurizing the paste stored in a storage section, 

(e) forcing the pressurized paste out into a printing space 

· portion through a transfer passage, 

(f) enhancing the rolling motion of the paste forced.out 

into the printing space portion, and 

( g) forcing the rol.l.ing paste out of the printing aperture. 

With this configuration, the paste is precisel.y printed on 

the substrate. The paste is accurately printed on the substrate 

in acco.rdance with the shape of the pattern formed in the mask 

pl.ate. As a resul.t, it is possibl.e to assure rel.iable printing 

qual.ities. 

:· ...... 
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B~ief Description of the Drawings 

Fig. 1 is a side view of a screen printing apparatus in an 

embodiment of the present invention. 

· Fi.g. 2 is a secti.onal si.de elevati.on of a squeegee head for 

screen printing in another embodiment of the present invention. 

Fig. 3 (a) is a sectional side elevation of a squeegee head 

for screen printing in an embodiment of the present invention, 

and Fig. 3 (b) is a sectional side elevation of a squeegee head 

for screen printing in an embodiment of the present invention. 

Description of the Reference Numera1s 

6 Substrate 

10 Screen mask 

12 Mask plate 

12a Pattern hole 

-13 Squeegee head 

14 Printing section 

20 Main body 

21 Cartridge 

22 Paste, cream solder 

23 Pressure plate 

24 Cyl.inder 

25 Tran sf er passage 

26 Printing space portion 
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26A First rolling guide surface 

26B Second rolling guide surf ace 

27A First scraping member 

27B Second scraping member 

Detai1ed Description of the Invention 

A screen printing apparatus in an embodiment of the present 

invention is used for printing paste on the surface of a substrate. 

The screen printing apparatus comprises: 

(a) a positioning member on which the substrate is placed, 

(b} a mask plate with pattern hol.es, in which the mask pl.ate 

is located above the positioning member, and 

( c} a squeegee head which slides on the surface of the mask. 

plate; 

wherein the squeegee head comprises: 

(d} a printing section, and (e} a pressure section; and 

the printing section comprises: 

(f) a storage section to store paste, 

(g} a printing space portion with a bottom opening, in which 

the printing space portion is formed below the storage section, 

(h) a transfer passage providing a cominunication between 

the storage section and the printing space portion, which is 

formed between the storage section and the printing space portion, 

and 

( i} scraj;>"ing members disposed at th"e "bottom of· the ·printing 
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space portion; and 

the printing space portion includes ( j) rolli~g guide 

surfaces to enhance the rolling motion of the paste, 

wherein the paste stored in the storage s~ction is 

pressurized by the pressure member while the squeegee head is 

sliding on the mask plate, 

the paste stored in the storage section is filled into the 

printing spa~e portion through the transfer passage, and 

the rolling guide surfaces of the printing space portion 

serve to enhance.the rolling motion of the paste, then the rolling 

paste is forced out of the bottom opening of the printing space 

portion and is printed on the substrate via the mask plate. 

Preferably. the storage section, the printing space portion 

and the transfer passage are formed of main body members. 

Preferably. the transfer passage includes a reduced portion 

having a sectional area reduced. 

Preferably, the scraping members include a first scraping 

member disposed at the back side in the forward direction of 

the squeegee head, and a second scraping member disposed at the 

front side in the forward dire~tion of the squeegee head; 

the first scraping member forms a rear wall for the printing 

space, and the second scraping member forms a front wall for 

the printing space; 

a printing aperture is formed between the first scraping 
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member and the second scraping member, and the paste is pushed 

out of the printing aperture. 

Preferably, the storage section, the printing space portion 

and the transfer passage are formed of main body members, and 

the transfer passage includes a reduced portion having a 

sectional. area reduced, and 

the scraping members include a first scraping member 

disposed at the back side in the forward direction of the squeegee 

head, and a second scraping member disposed at the front side 

in the forward direction of the squeegee head; 

the first scraping member forms a rear wall for the printing 

space, and the second scraping member forms a front wall for 

the printing space; 

a printing aperture is formed between the first scraping 

member and the second scraping member, and the paste is pushed 

out of the printing aperture. 

Preferably, the rolling guide surfaces are upper surfaces 

to form the printing space. 

Preferably, the rolling guide surfaces have a sectional 

shape with R curvature. 

Preferably, the·storage section includes a cartridge to 

store the pa.ste, and the cartridge disposed can be removed from 

the storage section. 

~refer ably r .. the reduced portion has a pl1,1ra~i ty of 

· smaller-d·iameter path·s formed in honeycomb structure. ·and tlie 
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paste is forced out into the printing space through the plurality 

of smaller-diameter paths. 

Preferably, the first scraping member is disposed at the 

back of a position just under the transfer passage, and the second 

scraping member is disposed at the front of a position just under 

the transfer passage, and the printing aperture is positioned 

just below the transfer passage. 

Preferably, the storage section, the transfer passage and 

the printing space portion are formed of main body members. Each 

member of the first scraping member and the second scraping 

member has a plate-like shape, and each of the scraping members 

is obliquely dispof;led at the bottom of the main body member so 

that the printing space is reduced in sectional area toward the 

printing aperture. 

Preferably, the storage section, the transfer passage and 

the printing space portion are positioned just above the printing 

aperture. 

Preferably, the printing space has a top opening that leads 

to the transfer passage; and the rolling guide surfaces include 

a first rolling guide surface positioned at the back of the top 

opening and a second rolling guide surface positioned at the 

front of the top opening, respectively in the forward direction 

of the squeegee head; and the first rolling guide surf ace is 

circularly curved about a specific position within the printing 

space·,· and the second rolling guide surf·ace is circularly curved 
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about another specific position within the printing space. 

Preferably, the storage section, the transfer passage and 

the printing space portion are positioned just above the printing 

aperture, and the printing space has a top opening that leads 

to the transfer passage; and the rolling guide surfaces include 

a first rolling guide surface positioned at the back of the top 

opening and a second rolling surface positioned at the front 

of the top opening, respectively in the forward direction of 

the squeegee head: and the first rolling guide surface is 

circ1;1larly curved about a specific position within the printing 

space, and the second rolling guide surf ace is circularly curved 

about another specific position within the printing space: and 

the first rolling guide surface and the second rolling guide 

surface are symmetrically shaped with respect to the vertical 

plane passing through the center of the printing aperture. 

Preferably, the first scraping member that forms the rear 

wall of the _printing space }las _such a bottom shape as to scoop 

the paste sticking to the plate surfa9es except the pattern holes 

and to return the paste into the printing space when the squeegee 

head moves in the forward direction: and the rolling motion of 

the paste is enhanced due to the operation of returning the 

scooped paste into the printing space portion as well as the 

function of the rolling guide surfac~s. 

Preferably, the transfer pa~sa,ge includes a reduced portion, 

and the reduced po_rtion has a shape such that the paste is 
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decreased in kinetic viscosi~y. 

Preferably. the paste used is at l.east one of cream sol.der 

and conductive paste. 

A screen printing apparatus in an embodiment of the present 

invention is operated to print paste on a substrate through 

pattern hol.es of a 1J1ask pl.ate by sl.iding a squeegee head on the 

mask pl.ate. The screen printing apparatus comprises a paste 

storage section to store the paste in the squeegee head. a 

pressure sebtion to pressurize the paste stored in the paste 

storage section, a printing space portion to contain the 

pressurized paste and to make it contacted on the surface of 

the mask pl.ate. a paste transfer passage located between the 

paste storage section and the printing space portion. a reduced 

portion created in the transfer passage. and two scraping members. 

The reduced portion is shaped so as to reduce. the sectional. area 

of the transfer passage. The two scraping members form front 

and rear wal.l.s in the squeezing direction of the printing space 

portion. The bottom ends of the scraping members are abutted 

on the surface of the mask pl.ate. There are provided rol.l.ing 

guide surfaces at the printing space portion, which serve to 

enhance the rol.l.ing motion of the paste in the printing space 

during squeezing operation. 

A screen printing method in an embodiment of the present 
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invention for printing paste on a substrate comprises the steps 

of: 

(a) sliding a squeegee head on the surface of a mask plate 

placed on the substrate, 

(b) filling the paste forced out of a printing aperture of 

the squeegee head into pattern holes formed in the mask plate 

according to sliding operation of the squeegee head, and 

(c) printing the paste, filled into the pattern holes, on 

the substrate; 

wherein the step of sliding the squeegee head and forcing 

the paste out of the printing aperture comprises the steps of: 

(d) pressurizing the paste stored in a storage section, 

( e) forcing the pressurized paste out into a printing space 

portion through a transfer passage, 

(f) enhancing the ro11in~ motion of the paste forced out 

into the printing space portion, and 

(g) forc·ing the rolling paste out of the printing aperture. 

Preferably, the transfer passage has a reduced portion, and 

the process (e) includes a process of making the pressurized 

paste pass through the reduced port-ion and a process -of 

decreasing the kinetic viscosity of the paste while the paste 

passes through the reduced portion. 

Preferably, the squeegee· head-comprises: 

a printing space portion formed below the storage section, 
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a transfer passage formed between the storage section and 

the printing space, which provides communication between the 

storage section and the printing space, and 

scraping members disposed at the bottom of the printing space 

portion: and 

the scraping members include a first scraping member 

disposed at the back side in the forward direction of the squeegee 

head and a second scraping member disposed at the front side 

in the forward direction of the squeegee head: and 

the first scraping member forms a rear wall. for the printing 

space portion, and the second scraping member forms a front wall. 

for the printing space portion: and 

a printing aperture is formed between the first scraping 

member and the second scraping member, and the paste is force~ 

out of the printing aperture. 

Preferably, the process (a) incl.udes a process of moving 

the squeegee head horizontally with the _paste filled in the 

printing space. 

Preferably, the process (a) includes a process of moving 

the squeegee head horizontally while pressurizing the paste 

stored in the storage section. 

Preferably, when the squeegee head moves in the forward 

direction, the first scraping member that forms the rear wall 

of the printing space scoops the paste sticking to the plate 

surfaces except the pattern holes and returns the paste into 
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the printing space; and the rolling motion of the paste is 

enhanced due to the operation 0£ returning the scooped paste 

into the printing space portion as well as the function 0£ the 

rolling guide surfaces. 

Preferably, the printing space portion includes rolling 

guide surfaces having a sectional shape with R curvature, and 

the rolling motion 0£ the paste is enhanced when the paste moves 

along the rolling guide surfaces. 

Preferably, the printing space has a top opening that leads 

to the transfer passage; the rolling guide surfaces includes 

a first rolling guide surf ace positioned at the back of the top 

opening and a second rolling guide surface positioned at the 

front of the top opening, respectively in the forward direction 

of the squeegee head; and the first rolling guide surface is 

circularly curved about a specific position within the printing 

space, and the second rolling guide surf ace is circularly curved 

about another specific position within the print_ing . _spape. 

A screen printing method in an embodiment of the present 

invention is employed to print paste on a substrate through 

pattern holes of a mask plate by sliding a squeegee head on the 

mask plate. 

The screen printing method comprises the steps of: 

(a) pressurizing the paste stored in a paste storage section, 

(b) .feeding the pressurized paste into a printing space 
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portion surrounded by two scraping members through a reduced 

portion having a sectional area reduced, where the printing space 

portion communicates with the reduced portion and also the bottom 

ends of the two scraping members are abutted on the surface of 

the mask plate, 

( c) enhancing the rolling motion of the paste in the printing 

space portion by the function of the rolling guide surfaces, 

and 

(d) filling the rolling paste into the pattern holes formed 

in the mask plate. 

With the above configuration, the paste in the paste storage 

section is pressurized and is led into the printing space portion 

located above the mask plate, then the rolling motion of the 

paste in the printing space portion is enhanced by the rolling 

guide surfaces during squeezing operation. In this way, the 

roll.ing ability of the paste will be improved. Accordingly, a 

high pressure .. is not required to fill the paste into the patte:i;n 

holes. As ·a result, it is possible to obtain a screen printing 

apparatus and a screen printing method eapabl.e·of assuring 

reliabl.e printing qualities. 

Exemplary Embodiment 

Next, an exemplary embodiment of the present invention will 

be described with reference to the drawings. 

·Fig. 1 is a side view of a screen printing apparatus in an 
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exemplary embodiment of the present invention. Fig. 2 is a 

sectional side elevation of a squeegee head for screen printing. 

Fig. 3 (a) and (b) are a sectional side elevation of a squeegee 

head for screen printing. 

The construction of the screen printing apparatus will be 

described in the following. In Fig. !,.positioning portion 1 

to decide the position of substrate 6 is formed of a movable 

table and Z-axis table 5 disposed thereon. The movable table 

moves horizontally and is formed of X-axis table 2, Y-axis table 

3 and 0-axis table 4. The X-axis table 2, Y-axis table 3 and 

0-axis table 4 are stacked. Substrate holder 7 with clamper 8 

to hold the substrate 6 is disposed on the Z-axis table s. 

Screen mask 10 is disposed above the positioning portion 

1. The screen mask 10 includes holders 11 and a mask pl.ate 12 

attached to the holders. The mask plate 12 has pattern holes 

(not shown) formed in the positions corresponding to the printing 

portions· of the substrate 6 subjected to printing. 

Squeegee head 13 is disposed above the screen mask 10. The 

squeegee head 13 is moved horizontally reciprocally on the mask 

plate 12 by moving means (not shown). Printing section 14 to 

fill cr~arn solder into .pattern holes . is disposed under the 

squeegee P,ead 13 and is abutted on the surface of the mask_ plate 

12. 

Next, the construction of the printing section 14 will be 

.. 
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described with reference to Fig. 2. In Fig. 2. main body 20 is 

a block member being long and slender in shape. The main body 

20 is long and slender in the widthwise direction of the mask 

plate 12 (in a direction vertical to the paper surface). The 

length of the main body 20 is set so as to cover the width of 

the substrate 6 subjected to printing. There is provided a 

recess 20a in the upper part of main body 20, and cartridge 21 

containing cream solder 22 as past is removably installed in 

the recess 20a. 

The cartridge 21 functions as a storage section (paste 

storage section} to store the cream solder 22. A predetermined 

amount of cream solder 22 is stored in the storage section. The 

cartridge 21 is installed in the main body 20 when printing is 

performed. Pressure plate 23 which serves to pressurize the 

cream solder 22 in the storage section is inserted into the 

opening at top of the cartridge 21. When the. pressure plate 23 

is pressed downward. by cylinder 24, the cream solder 22 in_ th~ 

cartridge 21 is pressurized, then the cream solder 22 is forced 

to go downward ~rom opening 21a provided at the bottom of the 

cartridge. The cylinder 24 and the pressure plate 23 function 

as a pressure member that pressurizes the paste or the cream 

solder. 

Transfer passage 25 for cream solder 22 is provided at the 

'bottom of recess 20a, corresponding to the opening positI:on of 

the cartridge 21. The transfer passage 25 communicates with 
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printing space portion 26 formed at the bottom of the main body 

20. The printing space portion 26 is surrounded by the bottom 

of main body 20 and two scraping members 27A, 27B internally 

ob1ique1y disposed at the bottom of the main body 20. The two 

scraping members inc1ude a first scraping member 27A and a second 

scraping member 27B. The scraping members 27A, 27B form front 

and rear wa11s in the squeezing direction of the printing space 

portion 26. The bottom ends of the scraping members 27A, 27B 

are abutted on the surface of the mask p1ate 12. In printing 

operation, the pressurized cream solder 22 is contained in the 

printing space portion 26. And then, the cream so1der 22 is 

contacted on the surface of the mask plate 12 through a printing 

aperture formed between first scraping member 27A and second 

scraping member 27B. 

When the pressure p1ate 23 is pressed down, the cream so1der 

22 in the cartridge 21 is pressurized. This pressure causes the 

cream so1der 22 to go·downward, through the transfer passage 

, 25, into the printing .space portion 26. The transfer passage 

for cream solder 22 inc1udes a reduced portion having a sectiona1 

area reduced. When the cream so1der 22 passes through the 

reduced portion, the cream so1der 22 is decreased in viscosity, 

and thereby, the properties of. cream so1der 22 wi11 be improved 

so as to bec·ome suitab1e for screen ~rinting. ·Aiso, in the 

present exemplary embodiment. on1y one. passage 25 is formed in 

the midd1e of the construction. However, it is not so 1imi ted 
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but is susceptible of using a configuration such that the 

transfer passage 25 includes a plurality of smaller-diameter 

portions. Preferably, there are provided a plurality of 

smaller-diameter openings in honeycomb structure. 

Also, the upper surfaces of the printing space portion 26 

are the bottom surfaces 26A, 268 of the main body 20. The 

cross-section of bottoms 26A, 26B of main body 20 is generally 

R-shaped with R curvature. With the cream solder 22 filled in 

the printing sp_ace portion 26.. the printing section 14 is 

horizontally moved while the bottom ends of scraping members 

27A, 278 are abutted on the surface of the screen mask 10. In 

this way, the cream solder 22 in the printing space portion 26 

makes a rolling motion. Then, since the rolling guide surfaces 

26A, 268 of the printing space portion 26 are generally R-shaped, 

the rolling motion of cream solder 22 will be enhanced. That 

is, the bottom surfaces 26A, 268 of main body 20 function as 

rolling guide surfaces 26A; 26B to enhance the rolling motion 

of cream solder 22. Here, as for the sectional shape of rol·ling 

guide surfaces 26A, 268, it is not limited to an R-shaped 

cross-section but is susceptible of being a sectional shape such 

that the rolling guide surface 26A, 268 is gradually curved as 

.a whole. A shape such that the surface is gradually curved 

includes, for example, a shape such that a plurality of linear 

portions form. a continuous broken line. 

In the above configuration, it is.preferable to include a 
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configuration as follows. 

The storage section. the transfer passage and the printing 

space portion are located just above the printing aperture. 

The printing space portion has a top opening that leads to 

the transfer passage; the rolling guide surfaces include a first 

rolling guide surface positioned at the back of the top opening 

and· a second rolling surface positioned at the front of the top 

opening. respectively in the forward direction of the squeegee 

head; and the first rolling guide surface is circularly curved 

about a specific position within the printing space, and the 

second rolling guide surf ace is circularly curved about an 

another specific position within the printing space. 

The storage section, the transfer passage and the printing 

space portion are located just above the printing aperture; the 

printing space portion has a top opening that leads to the 

transfer passage; the rolling guide surfaces include a first 

.... - -· · rolling guide surface positioned at the back of the top opening. 

and a second ·rolling surface positioned at the front of the top 

opening, respectively in the forward direction of the squeegee 

head; and the first rolling guide surface is circularly curved 

about a specific position within the printing space. and the 

second rolling guide surf ace is circularly curved about an 

another specific position within the printing space; and the 

first rolling guide surface and the second rolling guide surface 

are ·symmetrically shaped with respect to the vertical plane 
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passing through the center of the printing aperture. 

The first scraping member that forms the rear wall of the 

printing space portion has such a bottom shape as to scoop the 

paste sticking to the plate surf aces except the pattern holes 

and to return the paste into the printing space when the squeegee 

head moves in the forward direction; and the rolling motion of 

the paste is enhanced due to the operation of returning the 

scooped paste into the printing space portion as well as the 

function of the rolling guide surfaces. 

The transfer passage includes a reduced portion, and the 

reduced portion has a shape such that the paste is decreased 

in kinetic viscosity. 

Next, cream solder printing by squeegee head 13 provided 

with printing section 14 having a construction as described above 

will be explained with reference to Fig. 3 (a) and (b). In Fig. 

3 (a)., the squeegee head 13 is horizontally moved on screen mask 

12 while cream solder 22 in cartridge 21 is pressurized by 

pressure plate 23. The pressure applied to the cream solder 22 

in this transfer process causes the cream solder 22 to move from 

opening 21a into printing space portion 26 through passage 25 

as shown by arrow 26a. 

In the transfer process, the sectional area of the transfer 

passage is reduced by the passage 25, then the cream solder 22. 

is kneaded, and the kinetic viscosity of the cream solder 22 
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will be decreased. lnd, as the squeegee head 13 is horizontally 

moved, the cream solder 22 in the printing space portion 26 is 

scooped by the bottom end of first scraping member 27A positioned 

at the back side in the moving direction of the squeegee head, 

and the scooped cream solder is given an oblique movement along 

the surface of the first scraping member 27A. 

Thus, the cream solder 22 obliquely moved upward in the 

printing space portion 26 is guided by rolling guide surf aces 

26A, 26B {see Fig. 2) and makes a rolling motion in the direction 

of arrow 26b. That is, the cream solder 22 rotates in the 

printing space portion 26 and moves down along the surface of 

second scraping member 27B positioned at the front side in the 

squeezing direction. Further, the cream solder 22 moves in the 

direction of arrow 26c, and after that, advances into pattern 

hole 12a. 

In this way, since the cream solder 22 is given a movement 

in the direction of arrow 26c, the cream solder 22 is sufficiently 

filled even into the left-hand portion (at the back side in the 

forwarding direction of squeegee head 13) of the pattern hole 

12a where especially gaps not filled with solder are liable to · 

be generated. That is, since· the printing space portion 26 

includes rolling guide surfaces 26A, 26B which are shaped as 

described, the rolling ability of cream solder 2 2 is improved; 

and as a result~ "it is possible to greatly improve the performance 

of filling cream solder 22 into pattern hole 12a. 
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Fig. 3 (b) shows how a pressing force is applied to the cream 

solder 22 during printing operation. When pressure plate 23 is 

pressed down with pressing force 23F, the pressure applied by 

the pressing force to the cream solder 22 acts particularly on 

pattern hole 12a located just below passage·25 (as shown by arrow 

26b) . · In this way, the cream solder 22 will be reliably filled 

in even when the pressing force 23F of pressure plate 23 is set 

to a smaller value. 

Also, since each of two scraping members 27A, 27B is 

defl.ected from the position just under the passage 25, pre.ssure 

26e appl.ied by p·ressing force F to the scraping members 27A, 

27B 1.s lower. Accordingly, it is possible to prevent generation 

of •sol.der l.eakagew or leakage of cream sol.der 22 from .the 

clearance between the surf ace of screen mask 12 and the scraping 

members 27A, 27B. 

In the present exempl.ary embodiment, cream solder is used 

as paste.. However, it is not . so limited but is s.uscept1.bl.e .of 

using paste materials such as conductive paste. 

Thus, since the squeegee head 13 has a configuration as 

described above, the rolling ability of cream solder 22 will. 

be 1.mproved, and thereby, the cream solder 22 is rel.iabl.y filled 

into the pattern hole 12a. That is, the performance of filling 

cream solder 22 into pattern hole 12a will. be remarkably ~proved .. 

Consequently, ·the pressing force appl·ied to the cream solder 

22 can be set to a lower level.. Accordingly, it is possible to 
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eliminate problems of solder leaking that may be caused due 

to excessive pressing forces and to disuse attached mechanisms 

such as a receptacle jig to receive leaked solder which has been 

conventionally installed in a screen printing apparatus, and 

thereby, it is possible to realize a simpl.ified screen printing 

apparatus. 

As described above, in the configuration of the present 

invention, paste in a paste storage section is pressurized and 

the paste is l.ed into a printing space portion located above 

a mask plate. During squeezing operation, the rol.ling motion 

of the paste in the printing space portion ;i.s enhanced by rol.ling 

guide surfaces, thereby improving the rolling abil.ity of the 

paste. As a resul. t, a high pressure is not required to reliabl.y 

fill. the paste into pattern holes. In this way, the performance 

of f il.l.ing the paste into pattern hol.es will. be remarkabl.y 

improved, and •paste leakage" may be prevented. Thus, it is 

possible to obtain excel.lent printing qual.ities. 



;.. : 

- 25 -
111111111111111111111111111111 

· C L M S * What is claimed is: 

1. A screen printing apparatus for printing paste on a 

substrate, comprising: 

{a) a positioning member on which said substrate is placed, 

(b) a mask plate with pattern holes, in which said mask 

plate is located above said positioning member, and 

(c) a squeegee head-which slides on said surface of said 

mask plate, 

wherein said squeegee head comprises 

(d) a printing section, and (e) a pressure section: and 

said printing section comprises 

·(f) a storage section to store paste, 

( g) a printing space portion with a bottom opening, in which 
. . 

said printing space portion is formed below said storage section, 

(h) a transfer passage providing a communication between 

said. storage section and said printing space portion, in which 

said transfer passage is formed between said storage section 

and said printing space portion, and 

( i) scraping members disposed at said bottom of said printing 

space portion, 

wherein said printing space portion includes a rolling guide 

surface to enhance the rolling motion of the paste, 

wherein, when the paste. stored in said storage section is . 

pressurized by sa-id pressure member while said squeegee head 
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is sliding on said mask plate, the paste stored in said storage 

section is filled into said printing space portion through said 

transfer passage,. and said rolling guide surface of said printing 

space portion serve to enhance the rolling motion of the paste, 

then said paste which is rolling is forced out of the bottom 

opening of said printing space portion and is printed on said 

substrate via said mask plate. 

2. The screen printing apparatus of claim l, wherein said 

storage section, said pr in ting space portion and· said trans£ er 

passage are formed of main body members. 

3. The screen printing apparatus of claim 1, wherein said 

transfer passage includes a reduced portion having a sectional 

area reduced. 

4. The screen printing apparatus of claim l, 

wherein said scraping members include a first scraping 

member disposed at the back side in the forward direction of 

said squeegee head, and a second scraping member disposed at 

the front side in the forward direction of said squeegee head; 

said first scraping member forms a rear wall for said 

printing space, 

said second scraping member.forms a front wall for said 

printing space, 
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a printing aperture is formed between said first scraping 

member and said second scraping member, and 

the paste is pushed out of said printing aperture. 

5. The screen printing apparatus of claim l, 

wherein said storage section, said printing space portion 

and said transfer passage are formed of main body members. 

said transfer passage includes a reduced portion having a 

sectional area reduced, 

said scraping members include a first scraping member 

disposed at the l?ack side in the f o·rward direction of said 

squeegee head, and a second scraping member disposed at the front 

side in the f.orward direction of said squeegee head, 

said first scraping member forms a rear wall for said 

printing space, 

said second scraping member forms a front wall for said 

printing space,. and 

a printing aperture is formed between said first scraping 

member and said second scraping member. and the paste is pushed 

out of said printing aperture. 

6. The screen printing apparatus of claim 1, wherein said 

7. 

rolling guide surf ace is an upper surface to form said 

printing space. 
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7. The screen printing apparatus of claim 6. wherein said 

rolling guide surfaces have a sectional. shape with R curvature. 

8. The screen printing apparatus of claim 1, wherein said 

storage section i?cl.udes a cartridge to store the paste, and 

said cartridge disposed may be removed from said storage section. 

9. The screen printing apparatus of claim 3, wherein said 

reduced portion has a plurality of smaller-diameter paths formed 

in honeycomb structure, and the paste is forced out into said 

printing space through said plurality of smaller-diameter 

paths. 

10. The screen printing apparatus of claim 4, 

wherein said first scraping member is disposed at the back 

of a position just under said transfer passage, 

said second :scraping member is disposed at the fr.ont of a 

position just under said transfer passage, and 

said printing aperture is positioned just below said 

·transfer passage. 

11. The screen printing apparatus of claim 4, 

·wherein said storage section, said transfer passage and said 

printing space portion are formed of main body members, 

each member of said first scraping member and said second 
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scraping member has a plate-like shape, and 

each of said scraping members is obliquely disposed at the 

bottom of said main body members so that said printing space 

is reduced in sectional area toward said printing aperture. 

12. The screen printing apparatus of claim 1, wherein said 

storage section, said transfer passage and said printing space 

portion are positioned just above said printing aperture. 

13. The screen printing apparatus.of claim 1, 

wherein said printing space has a top opening that leads 

to said transfer passage, 

said rolling guide surfaces include a first rolling guide 

surface positioned at the back of said top opening and a second 

rolling guide surface positioned at the front of said top opening, 

respectively in the forward direction of said squeegee head, 

said .first rol.l.ing .guide surf ace is circularly curved about . 

a specific position within said printing space; and 

said second rolling guide surface is circularly curved about 

another specific position within said printing space. 

14. The screen printing apparatus of claim l, 

wherein said storage section, said transfer passage and said 

printing space portion are positioned just above said printing 

aperture, 
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said printing space has a top opening that leads to said 

transfer passage, 

said roll.ing guide surfaces include a first rolling guide 

surface positioned at the back of said top opening and a ·second 

rol.l.ing surface positioned at the front of said top opening, 

respectivel.y in the forward direction of said squeegee head, 

said first rol.l.ing guide surf ace is circularly curved about 

a specific position within said printing space, 

said second rol.l.ing guide surf ace is circul.arl.y curved about 

another specific position within said printing space, and 

said first roll.ing guide surface and said second roll.ing 

guide surface are synunetrical.ly shaped with respect to the 

vertical plane passing through the center of said printing 

aperture. 

15. The screen printing apparatus of cl.aim 5, 

Wherein, when said squeegee head moves in the forward 

direction, said first scraping member that forms the rear wall 

of said printing space has such a bottom shape as to scoop the 

paste sticking to the plate surfaces except said pattern:holes 

and to return the paste into said printing space, and 

the rolling motion of the paste is enhanced due to the 

operation of. returning said paste scooped into said printing 

space portion as well as the function of. said roll.ing guide 

surfaces. 
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16. The screen printing apparatus of claim l, 

wherein said transfer passage includes a reduced portion, 

and 

said reduced portion has a shape such that the paste is 

decreased in kinetic viscosity. 

17. The screen printing apparatus of claim l, wherein said 

paste is at least one of cream solder and conductive paste. 

18. A screen printing method for printing paste on a 

substrate, comprising the steps of: 

(a) sliding a squeegee head ori the surface of a mask plate 

placed on said substrate, 

(b) filling the paste forced out of a printing aperture of 

said squeegee head into pattern hol.es formed in said mask plate 

according to. sliding operation of said squeegee head, and 

(c) printing the paste, fil.led into said pattern hol.es~ on 

said substrate, 

wherein said step of sl.iding said squeegee head and forcing 

the paste out of said printing aperture comprises the steps 

of 

(d) pressurizing the paste stored in a storage section, 

( e) forcing the pressurized paste out into a printing space 

portion through a transfer passage, 
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(f) enhancing the rolling motion of the paste forced out 

into said printing space portion. and 

(g) forcing the rolling paste out of said printing aperture. 

19. The screen printing method of claim 18, 

wherein said transfer passage has a reduced portion, 

said step { e) includes a process of making the pressurized 

paste pass through said reduced portion, and 

a process of decreasing the kinetic viscosity of the paste 

while the paste passes through said reduced portion. 

20. The screen printing method of claim 18, 

wherein said squeegee head comprises 

a storage section in which past is stored, 

a printing space portion formed below said storage section, 

a .transfer passage formed between said storage section and 

said printing space, in which said transfer passage provides 

communication between said storage and said printing space, and 

scraping members disposed at ·the bottom of said printing 

space portion, 

wherein said scrQ.ping members include a first scraping 

member disposed at the back side in the forward direction of 

said squeegee head, and a second scraping member disposed at 

the front side in the forward direction of said squeegee head, 

said first scraping member forms a rear wall for said 
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printing space portion, 

said second scraping member forms a front wall for said 

printing space portion, 

said printing aperture is formed between said first scraping 

member and said second scraping member, and 

the paste is forced out of said printing .aperture. 

21. The screen printing method of claim 20, wherein said 

step {a) includes a step of moving said squeegee head 

horizontally with the paste filled in said printing space.· 

22. The screen printing method of claim 20, wherein said 

step (a) includes a step of moving said squeegee head 

horizontally while pressurizing the paste stored in said storage 

section. 

23. The screen printing method of claim 20, 

wherein when said squeegee head moves in the forward 

direction. said first scraping member that forms said rear wall 

of said printing space scoops the paste sticking to plate 

surfaces except said pattern holes and returns the paste into 

said printing space, and 

the rolling motion of the paste is enhanced due to the 

· operation ·Of returning the scooped paste into said printing space 

portion as well as the function of a rolling guide surface. 
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24. The screen printing method of claim 20, 

wherein said printing space portion includes a rolling 

guide surface having a sectional shape with R curvature, and 

the rolling motion of the paste is enhanced when the paste 

moves along said rolling guide surfaces. 

25. The sc.reen printing apparatus of claim 24, 

wherein said printing space has a top opening that leads 

to said transfer passage, 

said rolling guide surf aces include a first rolling guide 

surf ace positioned at the back of said top opening and a second 

rolling guide surface positioned at the front of said top opening, 

respectively in the forward direction of said squeegee head, 

said first rolling guide surface is circularly curved about 

a specific position within said printing space, and 

said second rolling guide surface is circularly curved about 

another specific position w~thin said printing space. 


