
LONG RANGE STEERABLE LIDAR SYSTEM 

CROSS-REFERENCE TO RELATED APPLICATION 

[0001} This application claims priority to U.S. Patent Application No. 14/679,683, 

filed April 6, 2015 ,'vhich is hereby incorporated by reference in its entirety. 

BACKGROUND 

[0002J Unless otherwise indicated herein, the materials described in this section are 

not prior art to the claims in this application and are not admitted to be prior art by inclusion 

in this section. 

[0003J Vehicles can be configured to operatc in an autonomous mode in which the 

vehicle navigates through an environment with little or no input from a driver. Such 

autonomous vehicles can include one or more sensors that arc configured to detcct 

information about thc environmcnt in which the vchicle operates. 

10004] One such sensor is a light detection and ranging (LlDAR) device. A LlDAR 

can estimate distance to environmental features while scanning through a scene to assemble a 

"point cloud" indicative of reflective surfaces ill the environment. Individual points in the 

point cloud can be detennined by transmitting a laser pulse and detccting a returning pulse, if 

any, reflected from an object in the environment, and determining the distance to the object 

according to the time delay betv'ieen the transmitted pulse and the reception of the reflected 

pulse. A laser, or set of lasers, can be rapidly and repeatedly scanned across a scene to 

provide continuous real-time infonnatioll on distances to reflective objects in the scene. 

Combining the measured distances and the orientation of the laser(s) while measuring each 

distance allows for associating a three-dimensional position with each returning pulse. In this 

way, a three-dimensional map of points indicative of locations of reflective features in the 

environment can be generated for the entire scanning zone. 



SUMMARY 

[0005} In a first aspect, a device is provided. The device includes a light detection 

and ranging (LIDAR) device. The LlDAR device includes a light source configured to emit 

light within a wavelength range. The light source includes a fiber laser. The LIDAR device 

also includes a scanning portion configured to direct the emitted light in a reciprocating 

maDl1er about a first a....as and a plurality of detectors configured to sense light within the 

wavelength range. TIle device further includes a housing and a rotational mount configured 

to rotate about a sec.ond axis. At least the scanning portion is disposed within the housing and 

a wall of the housing includes a light filter configured to allow light within the wavelength 

range to propagate through the light flIter. The device additionally il1cludes a controller 

configured to receive target information. The target information is indicative of at least one 

of: a type of object, a size of an object, a shape of an object, a position, a location, or an angle 

range. TIle controller is additionally configured to, in response to receiving the target 

information, cause the rotational mount to rotate so as to adjust a pointing direction of the 

LIDAR. TIle controller is further configured to cause the LIDAR to scan a field-of-vie,v 

(FOY) of the enVirOl1111cnt. TIle FOY cxiends away from the LIDAR along the pointing 

direction. The controller is yet fhrther configured to detennine a three-dimensional (3D) 

representation of the environment based on data from scanning the FO V. 

[0006] In a second aspect, a system is provided. The system includes a vehicle and a 

sensing device configured to provide environmental data indicative of an el1vironment arOlmd 

the vehicle. The sensing device is coupled to the vehicle. The system also includes a light 

detection and ranging (LIDAR) device. The LIDAR device is coupled to the vehicle. The 

system further includes a controller configured to receive the environmental data and 

determine, based on the environmental data, target information. The target infonnation is 

indicative of at least one of: a i)lJe of object, a size of an object, a shape of an object, a 



position, a location, or an angle range. The controller is also configured to cause the 

rotational mount to rotate so as to adjust a pointing direction of the LIDAR bac;;ed at least on 

the target infonnation and cause the LIDAR to scan a field-of-view (FOV) of the 

environment. The FOV extends away from the LIDAR along the pointing direction. The 

controller is further configured to detennine a three-dimensional (3D) representation of the 

environment based on data from scanning the FOY. 

[0007] In a third aspect, a method is provided. TIle method includes receiving target 

infonnation by a controller of a light detection and ranging (UDAR) device. The ta.rget 

infoffiJation is indicative at least one of: a type of object, a size of an object, a shape of an 

object, a distance, a position, or an angle range. 1b.e method also includes causing a light 

source of the LIDAR to emit light within a wavelength range. The light source includes a 

fiber laser. The method further includes causing a scanning portion of the LIDAR to direct 

the emitted light in a reciprocating manner about a first axis and in response to receiving the 

target infomuttion, causing a rotational mmmt coupled to the LIDAR to rotate so as to adjust 

a pointing direction of the LIDAR. TIle rotational mount is configured to rotate about a 

second axis. 111e method yet further includes causing the LIDAR to scan a fi.eld-of-view 

(FOV) of the enviromnent. The FOV extends avvay from the LIDAR along the pointing 

direction. The method also includes detennining a three-dimensional (3D) representation of 

the environment based on data from scanning the FOY. 

[0008] Other aspects, embodiments, and implementations will become apparent to 

those of ordinary skill in the art by reading the following detailed description, with reference 

where appropriate to the accompanying drawings. 

3 



BRIEF DESCRIPTION OF THE FIGURES 

[0009J Figure 1 A illustrates several views of a vehicle, according to an example 

embodiment. 

[001 OJ Figure IB illustrates a perspective view of a sensor unit, according to an 

example embodiment. 

[00111 Figure 1 C illustrates a perspective view of a sensor unit, ru:-:cording to all 

example embodiment. 

[0012] Figure ID illustrates a scanning environment around a vehicle, according to an 

example embodiment. 

100131 Figure IE illustrates a scanning environment around a vehicle, according to an 

example embodinlent. 

[0014) 

[0015] 

embodiment. 

[00161 

embodiment. 

Figure 2 illustrates a system, according to an cxanlple embodiment. 

Figure 3A illustrates a view of a LIDAR device, according to an example 

Figure 38 illustrates a view of a UDAR device, according to an example 

10017J Figw'e 4A illustrates a cross-sectional view of a LlDAR device, according to 

an example embodiment. 

[0018] Figure 4B iHustrates a cross-sectional view of a LIDAR device, according to 

an example embodiment. 

[00191 Figure 5 illustrates a representation of a scene, according to an example 

embodiment. 

[0020J Figure 6 iHustrates a representation of a scene, according to an example 

embodiment. 
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[00211 Figure 7 illustrates a representation of a scene, according to an example 

embodiment. 

[0022J Figure 8 illustrates a vehicle operating in an environment that includes one or 

more objects, according to an example embodiment. 

[0023J Figure 9 illustrates a block diagram of a vehicle, according to all example 

embodiment. 

[0024J Figure 10 depicts a computer readable medium configured according to an 

example embodiment. 

[0025] Figure 11 illustrates a method, according to an example embodiment. 
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DETAILED DESCRIPTION 

[0026] In the following detailed description, reference is made to the accompanying 

fIgures, which form a part hereof. In the figures, similar symbols typically identify similar 

components, unless context dictates otherwise. The illustrative embodiments described in the 

detailed description, figures, and claims are not meant to be limiting. Other embodiments 

may be utilized, and other changes may be made, without departing from the scope of the 

subject matter presented herein. It will be readily understood that the aspects of the present 

disclosure, as generally described herein, and illustrated in the figures, can be arranged, 

substituted, combined, separated, and designed in a wide variety of different configurations, 

all of which are explicitly contemplated herein. 

Overview 

[0027] A vehicle may include a plumlity of sensors configured to sense various 

aspects of the environment around the vehicle. For exanlpk:, the vehicle may include a 

plurality of LIDAR devices with different fields of view, ranges, andior purposes. In one 

example, a LIDAR device may include a single beam with a narrow laser beanl spread. TIle 

laser beam spread may be about 0.1' x 0.03° resolution, however other beam resolutions are 

possible. "Ine LIDAR system may be mOlmted to a roof of a vehicle, although other 

mounting locations are possible. 

[0028] The laser beam may be steerable over 3600 about a vertical axis ex1ending 

through the vehicle. For example, the LIDAR system may be mOlmted 'with a rotational 

bearing configured to allow the LIDAR system to rotate about a vertical axis. A stepper 

motor may be configured to control the rotation of the LIDAR system. Furthermore, the laser 

beam may be steered about a horizontal axis such that the beam can be moved up and down. 

For exanlple, a portion of the LIDAR system, e.g. various optics, may be coupled to the 

LIDAR system mount via a spring. The various optics ma.y be moved about the horizontal 
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axis such that the laser beam is steered up and down. The spring may include a resonant 

frequency. The resonant frequency may be around 140Hz. Alternatively, the resonant 

frequency may be another fi·equency. The laser beam may be steered using a combination of 

mirrors, motors, springs, magnets, lenses, and/or other known means to steer light beams. 

[00291 The laser may be a fiber laser that produces 1550 nm laser light, although 

other wavelengths are possible. Furiliennore, the pulse repetition rate of the LIDAR light 

source may be 4Hz. The effective range of such a LIOAR system may be 300 meters, or 

more. 

[0030] The laser beam may be steered by a control system of the vehicle or a control 

system associated with the LlOAR system. For example, in response to the vehicle 

approaching an intersection, the LIDAR system may scan for oncoming traffic to the left and 

oncoming traffic to the right. Other sensing scenarios are possible. 

[0031J In an example embodiment, the LIDAR system may be steered so as to 

identify particular objects. For example, the LIDAR system may be operable to identifY the 

shoulders or another part of a pedestrian. In another example, the UDAR system may be 

operable to identify the \'i'heels on a bicycle. 

10032] 'The LlOAR system described herein may operate in conjunction with other 

sensors on the vehicle. For example, the LIDAR system may be used to identify specific 

objects in particular situations. Target information may be detemlined based 011 data from 

anyone of, or a combination of, other sensors associated with the vehicle. 

[0033] As a specific example, a general-purpose LIDAR system may provide data 

related to, for instance, a car passing on the vehicle's right. A controller may detemline target 

infonnation based on the data from the general-purpose LIDAR system. Based on the target 

infomlation, the controller may cause the LlDAR system disclosed herein to scan for the 
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specific pa~sing car and evaluate the target object with higher resolution and/or with a higher 

pulse repetition rate. 

10034] The embodiments disclosed herein may be used on any type of vehicle, 

including conventional automobiles and automobiles having an autonomous mode of 

operation. Ho"vever, the tenn "vehicle'"' is to be broadly construed to cover any moving 

ob,ject, including, for instance, a truck, a van, a semi~trailer truck, a motorcycle, a golf cart, an 

off-road vehicle, a warehouse transport vehicle, or a farm vehicle, as well as a carrier that 

rides on a track such a'> a rollercoa'>ter, trolley, tram, or train car, among other examples. 

System Examples 

10035] Figure lA illustrates a vehicle 100, according to an example embodiment. In 

particular, Figure 1 A shO\'\'s a Right Side View, Front View, Back View, and Top View of the 

vehicle 100. Although vehicle 100 is illustrated in Figure I A as a car, as discussed above, 

other embodiments are possible. Furthermore, although the example vehicle 100 is shown as 

a vehicle that may be configured to operate in autonomous mode, the embodiments described 

herein are also applicable to vehicles that are not configured to operate autonomously. Thus, 

the example vehicle 100 is not meant to be limiting. As shown, the vehicle 100 includes five 

sensor units 102, 104, 106, 108, and 110, and four wheels, exemplified by wheel 112. 

[0036] In line with the discussion above, each of the sensor units 102, 104, 106, 108, 

and 110 may include one or more light detection and ranging devices (UDARs) that may be 

configured to scan an environment around the vehide 100 according to various road 

conditions or scenarios. Additionally or alternatively, in some embodiments, the sensor units 

102, 104, 106, 108, and 110 may include any combination of global positioning system 

sensors, inertial measurement units, radio detection and ranging (RADAR) units, cameras, 

laser rangef111ders, LlDARs, and/or acoustic sensors among other possibilities. 
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[0037} As shown, the sensor unit 102 is mounted to a top side of the vehicle 100 

opposite to a. bottom side of the vehicle 100 where the ''''heel 112 is mounted. Further, the 

sensor units 104, 106, 108, and 110 are each mounted to a given side of the vehicle 100 other 

than the top side. For example, the sensor tuUt 104 is positioned at a front side of the vehicle 

100, the sensor 106 is positioned at a. back side of the vehicle 100, the sensor unit 108 is 

positioned at a right side ofthe vehicle 100, and the sensor unit 11 0 is positioned at a left side 

of the vehicle 100. 

(00381 \Vhile the sensor units 102, 104, 106, 108, and 110 are sho"'>'11 to be mounted 

in particular locations on the vehicle 1 00, in some embodiments, the sensor units 1 02, ] 04, 

106, 108, and 110 may be mounted else'where on the vehicle 100, either :inside or outside the 

vehicle 100. For example, although Figure lA shows the sensor unit 108 mounted to a right­

side rear-view mirror of the vehicle 100, the sensor unit 108 may alternatively be positioned 

in another location along the right side of the vehicle 100. Further, while five sensor units are 

shown, in some embodiments more or fewer sensor units may be included in the vehicle 100. 

(0039J In some embodiments, one or more of the sensor units 102, 104, 106,108, and 

! 10 may include one or more movable mounts on which the sensors may be movably 

mOlmted. '{be movable motmt may include, tor exanlple, a rotating platfornl. Sensors 

mounted 011 the rotating platfonn could be rotated so that the sensors may obtain information 

from various directions around the vehicle 100. For example, a LIDAR of the sensor unit 

102 may have a viewing direction that can be adjusted by actuating the rotating platform to a 

different direction, etc. Alternatively or additionally, the movable motmt may include a 

tilting platfoml. Sensors mounted on the tilting platform could be tilted within a given range 

of angles and/or azimuths so that the sensors may obtain infonnation from a variety of angles. 

The movable mount may take other forms as well. 
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[0040} Further, in some embodiments, one or more of the sensor units 102, ]04, 106, 

108, and 110 may include one or more actuators configured to adjust the position andlor 

orientation of sensors in the sensor unit by moving the sensors andior movable mounts. 

Exampie actuators include motors, pneumatic actuators, hydraulic pistons, relays, solenoids, 

and piezoelectric actuators. Other actuators are possible as w'ell. 

[0041J As shown, the vehicle 100 includes one or more wheels such as the wheel 112 

that are configured to rotate to cause the vehicle to travel along a driving surface. In some 

embodiments, the 'wheel 112 may include at least one tire coupled to a rim of the wheel 112. 

To that end, the wheel 112 may include any combination of metal and rubber, or a 

combination of other materials. The vehicle 100 may include one or more other components 

in addition to or instead of those shown. 

[0042] Figurc 1B is a pcrspective vic\v of the sensor unit 102 positioncd at the top 

side of the vehicle 100 shown in Figure lA. As shown, the sensor unit 102 includes a first 

LlDAR 120, a second LIDAR 122, a dividing stmcture 124, and light filter 126. 

(00431 In some examples, the first LlDAR 120 may be configured to scan an 

environment around the vehicle 100 by rotating about an axis (e.g., vertical axis, etc.) 

continuously while emitting oue or more light pulses and detecting reflected light pulses off 

objects in the environment of the vehicle, for example. In some embodiments, the first 

LIDAR 120 may be configured to repeatedly rotate about the axis to be able to scan the 

environment at a sufficiently high refresh rate to quickly detect motion of objects in the 

environment. For instance, the first LIDAR 120 may have a refresh rate of 10 Hz (e.g., ten 

complete rotations of the first LIDAR 120 per second), thereby scanning a 360-degree FOV 

around the vehicle ten times every second. 11lfough this process, for instance, a 3D map of 

the surrounding em-ironment may be determined based on data from the first LIDAR 120. In 

one embodiment, the first LJDAR 120 may include a plurality of light sources that emit 64 
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laser beams having a wavelength of 905 run. In this embodiment, the 3D map determined 

based on the data from the first LIDAR 120 may have a 0.2° (horizontal) x (UO (vertical) 

angular resolution, and the first UDAR 120 may have a 3600 (horizontal) x 20° (vertical) 

FOV of the environment. In this embodiment, the 3D map may have sufficient resolution to 

detect or identify objects within a medium range of 100 meters from the vehicle 100, for 

example. However, other configurations (e.g., number of light sources, angular resolution, 

wavelength, range, etc.) are possible as well. 

[00441 Unlike the first UDAR 120, in some embodiment .. , the second LIDAR 122 

may be configured to scan a nanower FOV of the environment around the vehicle 100. For 

instance, the second LlDAR 122 may be configured to rotate (horizontally) for less than a 

complete rotation about a similar axis. Further, in some exmnples, the sec.ond UDAR 122 

may have a lmver refresh rate than the first UDAR 120. Through this process, the vehicle 

100 may determine a 3D map of the narrower FOV of the environment using the data from 

the second UDAR 122. 'l11e 3D map in this case may have a higher angular resolution than 

the corresponding 3D map detemlined based on the data from the first UDAR 120, and may 

thus allm~' detection/identification of objects that are £luther than the medium range of 

distances of the first LlDAR 120, as well as identification of smaller objects within the 

medium range of distances. In one embodiment, the second LIDAR 122 may have a FOV of 

go (horizontal) x ]S~ (vertical), a refresh rate of 4 Hz, and may emit one narrow beam having 

a wavelength of 1550 nm. III this embodiment, the 3D map detennined based on the data 

fTom the second LIDAR 122 may have an angular resolution of 0.10 (horizontal) x 0.03° 

(vertical), thereby allowing detection/identification of objects within a range of around three 

hundred meters fi'om the vehicle 100. However, other configurations (c.g., number oflight 

sources, angular resolution, wavelength, range, etc.) are possible as well. 
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[0045] In some examples, the vehicle 100 may be configured to adjust a viewing 

direction of the second LIDAR 122, For example, while the second LIDAR 122 has a narrow 

horizontal FOV (e,g" 8 degrees), the second LIDAR 122 may be mounted to a stepper motor 

(not shown) that allows adjusting the viewing direction of the second LIDAR 122 to pointing 

directions other than that shO\vn in Figure lB, Thus, in some examples, the second LIDAR 

122 may be steerabJe to scan the narrow FOV along any pointing direction from the vehicle 

100, 

[00461 TIle structure, operation, and functionality of the sec-Ond LIDAR 122 are 

described in greater detail within exemplary embodiments herein, 

I0047} 'ille dividing stmcture 124 may be fomled from any solid material suitable for 

supporting the first LIDAR 120 andlor optically isolating the first LIDAR 120 from the 

second LIDAR 122, Example materials may include metals, plastics, foam, among other 

possibilities, 

[00481 The light filter 126 may be fomled from any material that is substantially 

transparent to light having wavelengths with a wavelength range, and substantially opaque to 

light having wavelengths outside the wavelength range. For example, the light filter 126 may 

allow light having the first wavelenf,rth of the first LIDAR 120 (e,g" 905 nm) and the second 

wavelength of the second LIDAR 122 (e,g" 1550 nm) to propagate through the light filter 

126. As shown, the light filter ]26 is shaped to enclose the first LIDAR 120 and the second 

LIDAR 122, 'ilms, in some examples, the light filter 126 may also be configured to prevent 

environmental damage to the first LIDAR 120 and the second LIDAR 122, such a'> 

accumulation of dust or collision with airborne debris, among other possibilities. In some 

examples, the light filter 126 may be configured to reduce visible light propagating through 

the light filter 126, In tum, the light filter 126 may improve an aesthetic appearance of the 

vehicle 100 by enclosing the first LTDAR 120 and the second LIDAR 122, while reducing 
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visibility of the components of the sensor unit 102 from a perspective of an outside observeI~ 

for example. In other examples, the light filter 126 may be configured to allow visible light 

as well as the light from the tlrst LIDAR 120 and the second LIDAR 122. 

[0049] In some embodiments, portions of the light filter 126 may be configured to 

allmv different. wavelength ranges t.o propagate through the light filter 126. For example, an 

upper portion of the light filter 126 above the dividing structure 124 may be configured to 

allow propagation of light within a first wavelength range that includes the first wavelength 

of the first LIDAR 120. Further, for exampJe, a lower portion of the light filter 126 below the 

dividing stmcture 124 may be configured to allow propagation of light within a second 

wavelength range that includes the second wavelength of the second LlDAR 122. In other 

embodiments, the wavelength range associated with the light filter 126 may include both the 

first wavelength of the first LIDAR 120 and the second wavelength of the second LIDAR 

122. 

[00501 Figure Ie is a perspective view of the sensor unit 104 positioned at the front 

side of the vehicle 100 shown in Figure lA, In some exanlples, the sensor units 106, 108, 

and 110 may he configured similarly to the sensor unit. 104 illustrated in Figure Ie. As 

shown, the sensor unit 104 includes a third LIDAR 130 and a light filter 132. 

[00511 The third LIDAR 130 may he configured to scan a FOV of the environment 

around the vehicle 100 that extends aYliay from a given side of the vehicle 100 (i.e., the front 

side) ,,,here the third LIDAR 130 is positioned. 11lUS, in some examples, the third LIDAR 

130 may he configured to rotate (e.g., horizontally) across a wider FOV than the second 

LJDAR 122 but less than the 360-degree FOV of the first LIDAR 120 due to the positioning 

of the third LIDAR 130. In one embodiment, the third LJDAR 130 may have a FOV of 2700 

(horizontal) x 110° (vertical), a refresh rate of 4 Hz, and may emit one laser heron having a 

wavelength of 905nm. Tn this embodiment, the 3D map determined based on the data from 
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the third LIDAR 130 may have an angular resolution of 1.2° (horizontal) x 0.20 (vertical), 

thereby allowing detection/identification of objects within a short range of 30 meters to the 

vehicle 100. However, other contIgurations (e.g., number of light sources, angular resolution, 

wavelength, range, etc.) are possible as well. The stmcture, operation, and functionality of 

the third LIDAR 130 are described in greater detail within exemplary embodiments of the 

present disclosure. 

[00521 The light filter 132 may be similar to the light filter 126 of Figure IB. For 

example, the light filter 132 may be shaped to enclose the third LIDAR 130. Further, for 

example, the light filter 132 may be confIgured to allow light within a \vave!ength range that 

includes the wavelength of light from the third LIDAR 130 to propagate through the light 

filter 132. In some examples, the light filter 132 may be configured to reduce visible light 

propagating through the light filter 132, thereby improving an aesthetic appearance of the 

vehicle 100. 

[0053J Figure lD illustrates a scenario where the vehicle 100 is operating on a sudace 

140. The surface 140, for example, may be a driving surface such as a road or a highway, or 

any other sUlfacc. In Figure ID, the arrows 142, 144, 146, 148, 150, 152 illustrate light 

pulses emitted by various LIDARs of the sensor units 102 and 104 at ends of the vertical 

FOV of the respective LIDAR. 

[0054] By way of example, arrmvs 142 and 144 illustrate light pulses emitted by the 

tIrst LIDAR 120 of Figure IB. In this example, the fIrst LIDAR 120 may emit a series of 

pulses in the region of the environment between the arrm,vs 142 and 144 and may receive 

reflected light pulses from that region to detect and/or identify objects in that region. Due to 

the positioning of the first LIDAR 120 (not shovi.'u) of the seusor unit 102 at the top side of 

the vehicle 100, the vertical FOV of the fIrst LlDAR 120 is limited by the structure of the 

vehicle 100 (e.g., roof, etc.) as illustrated in Figure 1 D. However, the positioning of the first 
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LIDAR 120 in the sensor unit 102 at the top side of the vehicle 100 allows the first LIDAR 

120 to scan all directions around the vehicle 100 by rotating about a substantially vertical axis 

170. Similarly, for example, the arrows 146 and 148 illustrate light pulses emitted by the 

second LIDAR 122 of Figure 1B at the ends of the vertical FOV of the second LlDAR 122. 

Further, the second LIDAR 122 may also be steerable to adjust a viewing direction of the 

second LIDAR 122 to any direction around the vehicle 100 in line with the discussion. In 

one embodiment, the vertical FOV of the first LIDAR 120 (e.g., angle between arrows 142 

and 144) is 20° and the vertical FOV of the second LIDAR 122 is 15° (e.g., angle between 

arrows 146 and 148). However, other vertical FOVs are possible as well depending, for 

example, 011 factors such as structure of the vehicle 100 or configuration of the respective 

LIDARs. 

[0055} As shown ill Figure I D, the sensor unit 102 (including the first LIDAR 120 

and/or the second LIDAR 122) may scan for objects in the enviromnent of the vehicle ] 00 in 

any direction around the vehicle 100 (e.g., by rotating, etc.), but may be less suitable for 

scanning the environment tor objects in close proximity to the vehicle 100. For example, as 

shown, objects within distance 154 to the vehicle 100 may be undetected or may only be 

partially detected by the fiTh"t LlDAR 120 of the sensor Imit 102 due to positions of such 

objects being outside the region between the light pulses illustrated by the arrows 142 and 

144. Similarly, objects \vithin distance 156 may also be undetected or may only be partially 

detected by the second LIDAR 122 of the sensor unit 102. 

[0056J Accordingly, the third LlDAR 130 (not shown) of the sensor unit 104 may be 

used for scanning the environment for objects that are close to the vehicle 100. For example, 

due to the positioning of the sensor unit 104 at the front side of the vehicle 100, the third 

LIDAR 130 may be suitable for scanning the environment for objects \vithin the distance 154 

and/or the distance 156 to the vehicle 100, at least for the portion of the environment 
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extending away from the front side of the vehicle 100. As shown, for example, the arrows 

150 and 152 illustrate light pulses emitted by the third LIDAR 130 at ends of the vertical 

FOY of the third LlDAR 130. l1lUs, for example, the third LIDAR 130 of the sensor unit 104 

may be configured to scan a portion of the environment between the arrows 150 and 152, 

including objects that are close to the vehicle 100. In one embodiment, the vertical FOVof 

the third LIDAR 130 is llO° (e.g., angle betiveell arrows 150 and 152). However, other 

vertical FOYs are possible as well. 

[00571 It is noted that the angles between the various arrows 142-152 ShO\'V'll in Figure 

ID are not to scale and are for illustrative purposes only. 1Jms, in some exan1ples, the 

vertical FOVs of the various LlDARs may vary as well. 

10058} Figure IE illustrates a top view of the vehicle 100 in a scenario where the 

vchicle 100 is scanning a surrounding environment. In line with the discussion above, each 

of the various LIDARs of the vehicle 100 may have a particular resolution according to its 

respective refresh rate, FOV, or any other factor. In tum, the various LIDARs may be 

suitable for detection and/or identification of objects within a respective range of distances to 

the vehide 100. 

IOO59} As shown in Figure IE, contours 160 and 162 illustrate an exanlple range of 

distances to the vehicle 100 \-vhere objects may be detected/identified based on data from the 

first LIDAR 120 of tile sensor unit 102. As illustrated, for example, close objects within the 

contour 160 may not be properly detected and/or identified due to the positioning of the 

sensor unit 102 on the top side of the vehicle 100. However, for exanlple, objects outside of 

contour 160 and within a medium range of distances (e.g., 100 meters, etc.) defined by the 

contour 162 may be properly detected/identified using the data from the first LIDAR 120. 

Further, as shown, the horizontal FOV of the first LlDAR 120 may span 3600 In all directions 

around the vehicle 100. 
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[00601 Further, as shown in Figure IE, contour 164 illustrates a region of the 

environment where objects may be detected and/or identified using the higher resolution data 

from the second LIDAR 122 of the sensor unit 102. As shown, the contour 164 includes 

objects further away from the vehicle 100 over a relatively longer range of distances (e.g., 

300 meters, etc.), for example. Although the contour 164 indicates a. narrower FOV 

(horizontally) of the second LIDAR 122, in some examples, the vehicle 100 may be 

configured to adjust the viewing direction of the second LIDAR 122 to any other direction 

tha11 that shovl'11 in Figure J E. By way of example, the vehicle 100 may detect an object 

using the data from the first LIDAR 120 (e.g., within the contour 162), adjust the viewing 

direction of the second LIDAR 122 to a FOV that includes the object, and then identify the 

object using the higher resolution data from the second LIDAR 122. In one embodiment, the 

horizontal FOV of the second LIDAR 122 may be 80.'. 

[0061] FUlther, as shown in Figure IE, contour 166 illustrates a regIOn of the 

environment scanned by the third LIDAR 130 of the sensor unit 104. As shown, the region 

illustrated by the contour 166 includes portions of the environment that may not be scanned 

by the first LIDAR 120 and/or the second LJDAR 124, for example. Further, for cxanlple, 

the data from the third LIDAR 130 has a resolution sufficient to detect andior identify objects 

wiihin a short distance (e.g., 30 meters, etc.) to the vehicle lOO. 

(0062] It is noted that the ranges, resolutions, and FaVs described above are for 

exemplary purposes only, and may vary according to various configurations of the vehicle 

100. Further, the contours 160, 162, 164, and 166 shown in Figure IE are not to scale but are 

iUustrated as shown for convenience of description. 

[0063] Figure 2 illustrates a system 200 that may include a vehicle 210 and a 

controller 230. TIle vehicle 210 could be similar or identical to vehicle 100 illustrated and 

described in referenc·e to Figure 1. The system 200 may include one or more sensing devices 
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212, a housing 214, a rotational mount 216, and a LIDAR device 220. The controller 230 

may include a processor 232 and a memory 234. 

[00641 The sensing device 212 may be configured to provide environmental data 

about an environment around the vehicle 210. The sensing device 212 may be coupled to the 

vehicle, however locations of the sensing device 212 remote to the vehicle are possible. The 

sensing device 212 may include a canlcra, a LIDAR device, a RADAR device, a sonar 

transducer, or another type of sensor. 

[00651 LIDAR device 220 may be configured to rotate about an axis that parsses from 

top to bottom through the vehicle. As such, the LIDAR device 220 may be configured to 

emit laser light into the environment around the vehicle and receive reflected light back from 

objects in the environment. By analyzing the received light, a point cloud may be formed 

that could provide a three-dimensional (3D) representation of the environment. Tn other 

words, the LIDAR device 220 may be able to provide infomlation about a 360-degree field of 

view arOlmd the vehicle. 

[0066] TIle LlDAR device 220 may be similar or identical to the second LIDAR 

device 124 as described and illustrated in reference to Figure 1 above. The LIDAR device 

220 may be coupled to the vehicle 210. 1be LlDAR device 220 includes a light source 222, 

which may be configured to emit light at one or more wavelengths. In an example 

embodiment, the LIDAR device 220 may be configured to emit light at a 1550nm wavelength. 

Other emission 'wavelengths are possible. The light source 222 of the LlDAR device 220 

may be a fiber laser, such as a laser that includes an optical fiber doped with rare-earth 

elements that may serve as an active gain medium. Alternatively, the light source 222 could 

be another type ofJaser. 

100671 In an example embodiment, a scarming portion 224 of the LIDAR device 220 

may be configured to direct the emitted light in a reciprocating manner about a first axis. In 
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an example embodiment, the scanning portion 224 may include a moveable mirror, a spring, 

and an actuator. The light source 222 of the LIDAR device 220 may emit light toward the 

moveable mirror. TIle spring and the actuator may be configured to move the moveable 

mirror in a reciprocating marmer about a horizontal axis so as to move a beam of emitted 

light in along a substantially vertical line. 

[0068J In some embodiments, the spring and the actuator may be configured to move 

the moveable mirror about the first a.us at a resonant frequency. The resonant frequency 

could be 140 Hz, but other frequencies are possible. 

[0069] Furthemlore, at least the moveable mirror may be nlOlmted on the rotational 

mOlmt 216. In an exanlple embodiment, the scanning portion 224 of the LIDAR device 220 

may be disposed within a housing 214. TIle housing 214 may be positioned at a top side of 

the vehicle 210. In such a scenario, a second axis may be defined as passing through the top 

and the bottom of the vehicle 210. As described above, the rotational mount 216 may be 

coupled to the moveable mirror, such that the moveable mirror may rotate about the second 

axis. Accordingly, the moveable minor may be configured to direct light within a 360-degree 

field of view around the vehicle 210. I.n other example embodiments, the rotational mount 

216 need not be configured to rotate 360 degrees, but rather within a smaller angle range. 

[00701 The housing 214 may include a light tiIter. TIle light filter may be dome­

shaped and may be configured to reduce an anlount of visible light propagating through the 

light filter. 

[0071] TIle LIDAR device 220 may further include one or more detectors 226 

configured to receive the reflected emission light ITom the environment. In an example 

embodiment, the LIDAR device 220 may be configured to fmm a 3D representation based on 

the enviromnental infomlatioll. Furthermore, the LlDAR device 220 may be configured to 

determine objects in the environment based on the 3D representation. 

19 



[0072] LIDAR device 220 may be configured to operate in response to environmental 

infonnation provided by the other sensing devices 212. For instance, the other sensing 

devices 212 may obtain environmental infonnation that may indicate an object in the 

environment of the vehide. Target infolmation may be detennined based on the 

environmental infonnation. Namely, the target information may include a type, size, or shape 

of an object, a particular distance, a particular position, or an angle range. In some 

embodiments, the target information may be indicative of a target object about which higher 

quality infomlation is requested, e.g. higher resolution, further number of scans, etc. For 

example, if another sensing device 212 provides environmental information that indicates a 

possible pedestrian near a crosswalk, tatget information may be based on a location of the 

possible pedestrian. 

[0073J Figure 3A illustrates a view of a LIDAR device 300, according to an example 

embodiment. The LlDAR device 300 may be similar or identical to the second LIDAR 122 

as illustrated and described in reference to Figure lB. For example, the LIDAR device 300 

may be mounted at a top side of a vehicle sllch as the vehicle 100 similarly to the second 

LlDAR 122 of the Figure lB. As shown, the LlDAR device 300 includes an optics assembly 

310, a mirror 320, a pin 322, and a platform 330. Additionally, light bearns 304 emitted by 

the second LIDAR device 300 propagate away from the mirror 320 along a viewing direction 

of the s(~cond LIDAR 300 toward an environment of the LIDAR device 300, and reflect of 

one or more objects in the environment as reflected light 306. 

[0074} The optics assembly 310 may be configured to emit light pulses towards the 

mirror 320 that are then reflected by the mirror 320 as the emitted light 304. Further, the 

optics assembly 310 may be configured to receive reflected light 306 that is reflected off the 

mirror 320. In one embodiment, the optics assembly 310 may include a single laser emitter 

that is configured to provide a narrow beam having a wavelength of 1550nm. In this 
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embodiment, the narrow beam may have a high energy sufficient for detection of objects 

within a long range of distances, similarly to the second LIDAR 122 of Figure lB. In other 

embodiments, the optics assembly 310 may include mUltiple light sources similarly to the 

LIDAR 200 of Figures 2A-2B. Further, in some examples, the optics assembly 310 may 

include a single Jens for both collimation of emitted light 304 and focusing of reflected light 

306. In other examples, the optics assembly 310 may include a first lens for collimation of 

emitted light 304 and a second lens for focusing of reflected light 306. 

[0075] The mirror 320 may be arranged to steer emitted light 304 from the optics 

assembly 310 towards the viewing direction of the LIDAR 300 as illustrated in Figure 3A. 

Similarly, for example, the mirror 320 may be arranged to steer reflected light 306 from the 

environment to\vards the optics assembly 310. 

[0076J The pin 322 may be contigured to mount the mirror 320 to the LIDAR device 

300. In tum, the pin 322 can be fanned from any material capable of supporting the mirror 

320. For example, the pin 322 may be formed from a solid material such as plastic or metal 

among ot.her possibilities. In some examples, the LlDAR 300 may be configured to rotate the 

mirror 320 about the pin 322 over a given range of angles to st.eer the emitted light 304 

vertically. In one embodiment, the LIDAR 300 may rotate the mirror 320 about the pin 322 

over the range of angles of 15°. In this embodiment, the vertical FOV of the LIDAR 300 

may correspond to 15°. However, other vertical FOVs are possible as wen according to 

various factors such as the mounting position of the LIDAR 300 or any other factor. 

[00771 TIle platfonn 330 can be formed from any material capable of supporting 

various components of the LIDAR 300 such as the optics assembly 310 and the mirror 320. 

For example, the p]atfoml 330 may be fomwd from a solid material such a'S plastic or metal 

among other possibilities. In some exanlples, the platfoml 330 may be configured to rotate 

about an axis of the LIDAR device 300. For example, the platfonn 330 may include a motor 
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such as a stepper motor to facilitate such rotation. In some examples, the axis is substantially 

vertical. By rotating the platform 330 that supports the various components, in some 

examples, the platfonn 330 may steer the emitted light 304 horizontaliy, thus allowing the 

LIDAR 300 to have a horizontal Fay. In one embodiment, the platform 330 may rotate for a 

defined amount of rotation such as 8°. In this embodiment, the LIDAR 300 may thus have a 

horizontal FOV of 8°, similarly to the second LIDAR 122 of Figure lB. In another 

embodiment, the platform 330 may rotate for complete 3600 rotation such that the horizontal 

FOV is 360°, similarly to the first LIDAR 120 of Figure lB. Other configurations of the 

platform 330 are possible as well. 

10078J Figure 3B illustrates a view of a LIDAR device 300, according to an example 

embodiment. Namely, Figure 3B is an overhead oblique view of the LIDARdevice 300. 

[0079J Figures 4A and 4B illustrate different cross-sectional views of a LIDAR 

device 400, according to an exan1pk embodiment. The LIDAR device 400 may be similar or 

identical to other devices disclosed herein, such as LIDAR device 200 and LIDAR device 

300 ac; illustrated and described in reference to Figures 2, 3A, and 38. Furthermore, LlDAR 

device 400 may be one of a plurality of LIDAR sensor devices incorporated into a vehicle 

such as vehicle 100 illustrated and described in reference to Figures lA and lB. 

[0080] The LIDAR device 400 may include a moveable min'or 402, a light source 

404, an emission mirror 406, a lens 408, and one or more detectors 410. The LIDAR device 

400 may be enclosed by a light filter 412. 

[0081] As described elsewhere herein, the light source 404 may be a fiber laser. The 

light source 404 may emit emission light at 1550nm. TIle emission light from the light source 

404 may be reflected off the emission mirror 406. The emission mirror 406 may be a flat 

mirror. Alternatively or additionally, the emission mirror 406 may include a converging 

mirror, a diverging mirror, or another type of reflective optic device, e.g. cylindrical Jens. 
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One of skill in the art will recognize that the emission mirror 406 may represent one or more 

optical components configured to direct emission light towards the moveable mirror 402. 

Furthermore, the one or more optical components may be configured to shape, reflect, focus, 

or otherwise modi(y the emission light from the light source 404. 

[00821 The emission light may optionally be fbcused by lens 408 before interacting 

with the moveable mirror 402. Altematively, the emission light may pass through an opening 

(e.g. a pass-through slit or aperture) in the lens 408 before interacting with the moveable 

mirror 402. Additionally or alternatively, the emission light may be focused or otherwise 

modified by another optical element. 

10083] 'TIle light filter 412 may be configured to be substantially transparent to at 

least some wavelengths of emission light. The light filter 412 may be configured to be 

substantially opaque to other wavelcngths of light. 

[0084] As described elsewhere herein, the LIDAR device 400 may be configured to 

rotate on a rotational mOlmt 414. Specifically, rotational mount 414 may be configured to 

rotate about a vertical a'l:is. TIle moveable mirror 402 may be cont1gured to rotate about pin 

416 in a reciprocating manner, so as to direct emission light upwards and downwards along a 

vertical plane. Ine combination of the rotational motion via rotational mount 414 and the 

reciprocating motion of the movable mirror 402 may enable the illumination of a field of 

vie'w of an environment of a vehiclc. 

[0085] Emission light may interact with objects and surfaces in the vehicle's 

environment. At least a portion of the emission light may be reflected back towards the 

LIDAR device 400 and the moveable mirror 402 as reflected light. TIle reflected light may 

interact \vith the moveable rnilTor 402 such that the moveable mirror 402 directs the reflected 

light towards lens 408. Lens 408 may focus, collimate, or otherwise modity the reflected 

light such that it interacts with the one or more detectors 410. 
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[(086) As described elsewhere herein, the reflected light collected by the one or more 

detectors 410 may be used to fonn a spatial point cloud. The spatial point cloud may provide 

infomlation about objects and/or surfaces in the field of view of the LIDAR device 400. 

10087] Figure 5 illustrates a representation of a scene 500, according to an example 

embodiment. Specifically, Figure 5 may illustrate a spatial point cloud of an environment 

based on data from the LIDAR device 300 and 400 of Figures 3A, 3B, 4A, and 4B. The 

spatial point cloud may represent a three-dimensional (3D) representation of the environment 

around a vehicle. The 3D representation may be generated by a computing device as a 3D 

point cloud based on the data from the LIDAR device 300 and 400 of Figures 3A, 3B, 4A, 

and 4B. Each point of the 3D cloud, for example, may be associated with a reflected light 

pulse from the reflected light beams 306 shown in Figure 3A. Thus, as shown, points at a 

greater distance from the LTDAR device 300 are further from one another due to the angular 

resolution of the LIDARdevice 300. 

[00881 Based on the rotation of the LIDAR device 300, the scene 500 includes a scan 

of the environment in all directions (360° horizontally) as shown in Figure 5. Further, as 

shmvn, a region 502 of the scene 500 does not include any points. For example, the region 

502 may correspond to the contour 160 (Figure IE) arOlmd the vehicle 100 that the LlDAR 

device 300 of Figurc. 3A is unable to scan due to positioning at the top side of the vehicle 100. 

Further, as shoWI1, a region 504 is indicative of objects in the environment of the LIDAR 

device 300. For example, the objects in the region 504 may conespond to pedestrians, 

vehicles, or other obstacles in the environment of the LIDAR device 300. In an example 

scenario where the LIDAR. device 300 is mounted to a vehicle such as the vehicle 100, the 

vehicle ] 00 may utilize the spatial point cloud infonnation from the scene 500 to navigate the 

vehicle away from region 504 towards regiol1 506 that does not include the obstacles of the 

region 504. 
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[0089] Figure 6 illustrates a representation of a scene 600, according to a.'1 example 

embodiment. In some examples, a 3D representation may be generated based on spatial point 

cloud data generated by LIDAR device 300 or 400 of Figures 3A, 3B, 4A, and 4B. Each 

point of the 3D cloud, for example, may be associated with a reflected light pulse from the 

reflected light beams 306 shown in Figure 3A. 

[0090] As shown, the representation of the scene 600 includes a region 602 similar to 

the region 502 of scene 500 that may represent an unscanned or l.IDscannable region due to 

the positioning oft.heLIDAR device 300 at the top side ofa vehicle. For example, the region 

602 may colTespond to the contour 160 of Figure IE around the vehicle 100. 

100911 Unlike the representation of the scene 500 of Figure 5, however, the 

representation of the scene 600 may span a much narrower field-of-view. For example, the 

FOV scanned by the LIDAR 300 and illustrated in the representation of the scene 600 may 

correspond to the contour 164 of Figure lEo Due in part to the narrower FOY, the 

representation of the scene 600 has a higher resolution than the representation of the scene 

500. For instance, point'> in the point cloud of scene 600 are closer to one another and thus 

some objects in the environment may be more easily identified compared to the objects in the 

environment represented by scene 500. 

[0092] In an example scenario, a vehicle such as the vehicle 100 may include a first 

LIDAR (e.g., first LIDAR 120) and a secon.d LIDAR (e.g., second LIDAR 122). In the 

scenario, the vehicle may utilize data from the first LlDAR to generate the representation of 

scene 500 of Figure 5. Further, in the scenario, the vehicle may determine that the region 504 

of the representation of scene 500 as a region of interest, or a target object/location, for 

fulther scanning. In tum, the vehjcle in the scenario may adjust a viewing direction of the 

second LlDAR to scan the region of interest and obtain the represen~1tjon of scene 600 of 

Figure 6. In the scenario, the vehicle may process the representation of scene 600 using a 
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computing process such as an image processing algorithm or a shape detection algorithm. In 

tum, the vehicle of the scenalio may identify an object in region 604 of the representation of 

scene 600 as a pedestriall, and another object in region 606 as a light post. In the scenario, 

the vehicle may then navigate accordingly. 

[0093} In one instance, the vehicle may navigate to be within a first threshold distance 

to the objects ifthe objects include a pedestriall (e.g., as indicated by region 6(4), or a lower 

second threshold distance if the objects include inanimate objects such as the light post (e.g., 

indicated by region 606) among other possibilities. In anot.her instance, the vehicle may 

assign the second LIDAR to track the objects if an animate object is identified (e.g., region 

604), or may assign the second LlDAR to track other objects if only inanimate objects were 

identitied. Other navigational operations are possible in line with the scenario. 

[0(94) In an example embodiment, the region of interest or target objectIJocation may 

be detemlined based on target infonnation. The target infonnation may include a specific 

object of interest, a pedestrian, another vehicle, an intersection, a traffic signal, a crosswalk, a 

"blind" spot of a vehicle, or any number of other targets that may be of interest in navigating 

a vehicle. The target infomlatiol1 may be received by a controller of the LIDAR system and 

may be provided by a sensing device. 'The sensing device could include another LIDAR 

system or it could be another type of sensor, such as a canlera, an ultrasonic transducer, 

andior a RADAR. 

[0095] Altematively or additionally, target information may be based on a map of the 

environment around the vehicle, a location of the vehicle, or a movement of the vehicle. 

Other target infonnatiol1 is possible to assist in vehicle navigation and object avoidallce. 

[0096J Thus, in some examples, a vehicle that includes a combination of sensors and 

the LlDAR device disclosed herein may utilize the respective characteristics of each sensor 
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such as refresh rate, resolution, FO\~ position, etc., to scan the environment according to 

various road conditions andior scenarios. 

[0097J Figure 7 illustrates a representation of a scene 700, according to an example 

embodiment. As a further illustrative example, Figure 7 may include another spatial point 

cloud that may be generated by LIDAR device 300 or 400 as illustrated and described in 

reference to Figures 3A, 3B, 4A, and 4B. Namely, Figure 7 may include a blind 

(unscannable) region 702 and a representation of a person 704. 

[0098J Figure 8 illustrates a vehicle 800 operating in an environment that includes 

one or more objects, according to an example embodiment. TIle vehicle 800 may be similar 

to the vehicle 100. For eXanlple, as shown, the vehicle 800 includes sensor units 802, 806, 

808, and 810 that are similar, respectively, to the sensor units 102, 106, 108, and 11 0 of the 

vehicle tOO. For instance, the sensor lU1it 802 may include a first LIDAR (not shown) and a 

second LIDAR (not sho,,;:n) that arc similar, respectively, to the first LIDAR 120 and the 

second LIDAR 122 of the vehicle 100. Further, for instance, each of the sensofwlits 806-810 

may aJso include a LlDAR similar to the third LlDAR l30 of the vehicle 100. As show-n, the 

environment of the vehicle 800 includes various objects such as cars 812,814,816, road sign 

818, tree 820, building 822, street sign 824, pedestrian 826, dog 828, car 830, driveway 832, 

and lane lines including lane line 834. In acc.ordance with the present disclosure, the vehicle 

800 may perfonn the methods and processes herein, such as methods 500-700, to facilitate 

autonomous operation of the vehicle 800 andlor accidence avoidance by the vehicle 800. 

Below are example scenarios for operation of the vehicle 800 in accordance with the present 

disclosure. 

[00991 In a first scenario, the vehicle 800 may detcct the road sign 8] 8 using a 

medilml range LlDAR, similar to the first LIDAR 120 of the vehicle 100. In other words, the 

first LIDAR 120 or another sensor may provide target infornlation to a controller 230 of the 
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LIDAR system 200. In tum, the vehicle 800 may adjust a viewing direction of a higher 

resolution LIDAR and/or longer range LIDAR, similar to the second LIDA R 122 of the 

vehicle 100, to analyze the road sign 818 for infolmatioll. The higher resolution of the 

second LIDAR, for instance, may allow resolving the infonnation due to differences of 

reflectivity of features in the road sign 818. In one instance of the scenario, the road sign 

may indicate hazards ahead or a closed lane, and the vehicle 800 may adjust its speed or 

change lanes accordingly. In another instance of the scenario, the road sign may indicate 

traffic delays ahead, and the vehicle 800 may then instruct a navigation system of the vehicle 

800 to determine an altemate routc. Other variations ofthc scenm10 are possible as welL 

100100J In a second scenario, the vehicle 800 may use various sensors to detect and/or 

identify the various objects illustrated in Figure 8. The various sensors may provide to 

controller 230 target infomlation that reJates to the environment around vehicle 800. For 

example, the vehicle 800 may identify the cars 812-816 as moving objects that may be 

relevant to the navigational behavior of the vehicle 800. Acc.ordingly, the vehicle 800 may 

use LlDAR device 300 or 400 to track the cars 812-816 and facilik'lte such navigation. For 

instance, the vehicle 800 may adjust its speed, or may change lanes to avoid contact with the 

cars 812-816 based on data from the LlDAR device 300 or 400. 

[00101J In a third scenario, the vehicle 800 may utilize a first LIDAR of the sensor unit 

802, similar to the LJDAR 120 of the vehicle 100, t.o detect andlor identify the car 814 that is 

within a threshold distance (e.g., mediunl range of distances) to the vehicle 800. In the 

scenario, the car 814 may be in the process of changing lanes to the same lane as the vehicle 

800. In the scenari.o, the vehicle 800 may need to adjust its speed and/or change Janes to 

maintain a safe distance to the car 814. Hovi'ever, data from the first LJDAR may ha've a first 

resolution insuffIcient to detect whether the car 814 is crossing the lane line 834, or may be 

insufficient to even detect/identify the lane line 834. Thus, in the scenario, the vehicle 800 
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may adjust a viewing direction of a second UDAR, similar to the second LIDAR 122 or the 

UDAR device 300 or 400, that is included in the sensor unit 802 and that hac,; a higber second 

resolution than the first resolution of the first LlDAR 1n tum, the vehicle 800 may resolve 

the lane line 834 and/or whether the car 814 is crossing the lane lines. Alternatively, for 

instance, the vehicle 800 may utilize the higher resolution of the second UDAR to detect a 

left light signal of the car 814 to detem1inc that the vehicle 8 I 4 is changing lanes among 

other possibilities. 

100102J in a fourth scenario, the car 816 may be driving erratically or moving at a high 

speed relative to the vehicle 800 among other possibilities. In this scenario, the vehicle 800 

may track the car 816 using the LIDAR device 300 or 400, and may navigate accordingly 

(e.g., change lanes, adjust speed, etc.) to avoid contact \vith the car 816. 

[00103J Other scenarios arc possible as 'vcll. Thus, the present methods and systems 

may facilitate autonomous operation and/or accidence avoidance tor a vehicle such as the 

vehicle 800 by utilizing a high-resolution LIDAR system configured to provide inp.:mnation 

about the environment around vehicle 800. 

100104] Figure 9 is a simplified block diagram of a vehicle 900, according to an 

example embodiment. '111e vehicle 900 may be similar to the vehicles 100 and/or 800. 

Further, the vehicle 900 may be configured to perfom1 functions and methods herein sueh as 

the methods 500, 600, and/or 700 As shOivn, the vehicle 900 includes a propulsion system 

902, a sensor system 904, a control system 906, peripherals 908, and a computer system 910. 

In other embodiments, the vehicle 900 may include more, fewer, or different systems, and 

each sy·stem may include more, fe"wer, or different components. Additionally, the systems 

and components s11o\,l'n may be combined or divided in any number ofv\'ays. 
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[00105] TIle propulsion system 902 may be configured to provide powered motion for 

the vehicle 900. As shown, the propulsion system 902 includes an engine/motor 918, an 

energy source 920, a transmission 922, and wheels/tires 924. 

1001061 The engine/motor 918 may be or include any combination of an internal 

combustion engine, an electric motor, a steam engine, and a Stirling engine. Other motors 

and engines are possible as well. In some embodiments, the propulsion system 902 may 

include multiple types of engines and/or motors. For instance, a gas-electric hybrid car may 

include a gasoline engine and an electric motor. Other examples are possible. 

[00107] TIle energy source 920 may be a source of energy that powers the 

engine/motor 918 in full or in part. That is, the engine/motor 918 may be configured to 

convert the energy source 920 into mechanical energy. Examples of energy sources 920 

include gasoline, diesel, propane, other compressed gas-based fuels, ethanol, solar panels, 

batteries, and other sources of electrical power. l11C cnergy source(s) 920 may additionally or 

alternatively include any combination of fuel tanks, batteries, capacitors, andlor fi}'\vheeis. In 

some embodiments, the energy source 920 may provide energy for other sy!'..1ems of the 

vehicle 900 as well. 

100108J 'nle transmission 922 may be configured to transmit mechanical power from 

the engine/motor 918 to the "vheels/tires 924. To this end, the transmission 922 may include 

a gearbox, clutch, diffef(~l1tial, drive shafts, and/or other elements. In embodiments where the 

transmission 922 includes drive shafts, the drive shafts may include one or more axles that 

are configured to be coupled to the wheels/tires 924. 

[00109] TIle wheels/tires 924 of vehicle 900 may be configured in various fonnats, 

including a lmicyclc, bicycle/motorcycle, tricycle, or car/tmck four-wheel fonnat. Other 

wheel/tire fOlmats are possible as well, such as those including six or more wheels. In any 

case, the wheelsltires 924 may be configured to rotate differentially with respect to other 

30 



wheels/tires 924. In some embodiments, the 'wheels/tires 924 may include at least one wheel 

that is fixedly attached to the transmission 922 and at least one tire coupled to a rim of the 

wheel that could make contact with the driving surface. The wheels/tires 924 may include 

any combination of metal and rubber, or combination of other materials. The propulsion 

system 902 may additionally or alternatively include components other than those 8ho\\<11. 

(00110] The sensor system 904 may include a number of sensors configured to sense 

intomlation about an environment in which the vehicle 900 is located, as well as one or more 

actuators 936 configured to modify a position and/or orientation of the sensors. As sho\~l11, 

the sensors of the sensor system 904 include a Global Positioning System (GPS) 926, an 

inertial measurement unit (IMU) 928, a RADAR unit 930, a laser rangefinder andior LIDAR 

unit 932, and a camera 934. The sensor system 904 may include additional sensors as well, 

including, for example, sensors that monitor internal systems ofthc vehicle 900 (e.g., an O2 

monitor, a fuel gauge, an cngine oil temperature, etc.). Further, the scnsor system 904 may 

include multiple LlDARs. In some examples, the sensor system 904 may be implemented as 

multiple sensor units each mounted to the vehicle in a respective position (e.g., top side, 

bottom side, front side, back side, right side, left side, etc.). Other sensors are possible as 

",,·ell. 

[001111 The GPS 926 may be any sensor (e.g., location sensor) configured to estimate 

a geographic location of the vehicle 900. To this end, the GPS 926 may include a transceiver 

configured to estimate a position of the vehicle 900 with respect to the Earth. lbe GPS 926 

may take other fonns a~ well. 

[00112] TIle IMU 928 may be any combination of sensors configured to sense position 

and oricntation changes of the vehicle 900 based on inertial accelcration. 1n some 

embodiments, the combination of sensors may include, for example, accelerometers and 

gyroscopes. Other combinations of sensors are possible as well. 
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root 13] The RADAR unit 930 may be any sensor configured to sense objects in the 

environment in which the vehicle 900 is located using radio signals. In some embodiments, 

in addition to sensing the objects, the RADAR unit 930 may additionally be configured to 

sense the speed andlor heading of the objects. 

[00114J Similarly, the laser range finder or LIDAR unit 932 may be any sensor 

configured to sense object'> in the environment in which the vehicle 900 is located using 

lasers. In particular, the laser rangefinder or LIDAR unit 932 may include a laser source 

and/or laser scanner configured to emit a laser and a detector configured to detect reflections 

of the laser. The laser rangefinder or LIDAR 932 may be configured to operate in a coherent 

(e.g., using heterodyne detection) or an incoherent detection mode. In some ex.:1mples, the 

LIDAR unit 932 may include multiple LIDARs that each have a unique position and/or 

configuration suitable for scanning a particular region of an environment around the vehicle 

900. 

[00115] The camera 934 may be any camera (e.g., a still camera, a video camera, etc.) 

configured to capture images of the environment in which the vehide 900 is located. To this 

end, the camera may take allY of the forms described above. The sensor system 904 may 

additionally or alternatively include components other than those sho'A'll. 

[001161 The control system 906 may be configured to control operation of the vehicle 

900 and its components. To this end, the control system 906 may include a steering unit 938, 

a throttle 940, a brake lmit 942, a sensor fusion algorithm 944, a computer vision system 946, 

a navigation or pathing system 948, and an obstacle avoidance system 950. 

[00117] The steering unit 938 may be any combination of mechanisms confi.gured to 

adjust the heading of vchicle 900. The throttle 940 may be any combination of mechanisms 

configured to control the operating speed of the engine/motor 918 and, in tum, the speed of 

the vehicle 900. ll1e brake unit 942 may be any combination of mechanisms configured to 
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decelerate the vehicle 900. For example, the brake unit 942 may use friction to slow the 

,,,,heels/tires 924. As another example, the brake unit 942 may convert the kinetic energy of 

the wheels/tires 924 to electric current. The brake unit 942 may take other forms as well. 

100118J The sensor fusion algorithm 944 may be an algorithm (or a computer program 

product storing an algorithm) configured to accept data from the sensor system 904 as an 

input. 1he data may include, for example, data representing information sensed at the sensors 

of the sensor system 904. TIle sensor fusion algorithm 944 may include, for example, a 

Kalman filter, a Bayesian networi<, an algorithm configured to perform some of the functions 

of the methods herein, or allY another algorithm. The sensor fusion algorithm 944 may 

futther be configured to provide various assessments based on the data from the sensor 

system 904, including, for example, evaluations of individual o~jects andlor features in the 

environment in which the vehicle 100 is located, evaluations of particular situations, and/or 

evaluations of possible impacts based on particular situations. Other assessments are possible 

as well. 

(00119J TIle computer vision system 946 may be any system configured to process and 

analyze images captuxed by the camera 934 in order to identify objects andlor features in the 

environment in which the vehicle 900 is located, including, for example, traffic signals and 

obstacles. To this end, the computer vision system 946 may use an object recognition 

algorithm, a Stmcture from Motion (SFM) algorithm, video tracking, or other computer 

vision techniques. In some embodiments, the computer vision system 946 may additionally 

be configured to map the environment, track o~jects, estimate the speed of o~iects, etc. 

[00120] TIle navigation and pathing system 948 may be any system configured to 

detcrmine a driving path for thc vehicle 900. TIle navigation and pathing system 948 may 

additionally be configured to update the driving path dynamically while the vehicle 900 is in 

operation. In some embodiments, the navigation and patbing syst.em 948 may be configured 
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to incotporate data from the sensor fusion algorithm 944, the GPS 926, the LIDAR unit 932, 

and one or more predeternlined maps so as to determine the driving path for vehicle 900. 

100121] TIle obstacle avoidance system 950 may be any system configured to identify, 

evaluate, and avoid or otherwise negotiate obstacles in the environment in which the vehicle 

900 is located. The control system 906 may additionally or alternatively include components 

other than those ShOW11. 

(001221 Peripherals 908 may be configured to allow the vehicle 900 to interact with 

external sensors, other vehicles, ex.iernal computing devices, and/or a user. To this end, the 

peripherals 908 may include, for example, a wireless communication system 952, a 

touchscreen 954, a microphone 956, andior a speaker 958. 

100123] TIle wireless c.ommunication system 952 may be any system configured to 

wirelessly couple to one or more other vehicles, sensors, or other entities, either directly or 

via a communication netvmrk. 10 this end, the v,rireless communication system 952 may 

include an antenna and a chipset for communicating with the other vehicles, sensors, servers, 

or other entities either directly or via a communication nehvork TIle chipset or wireless 

communication system 952 in general may be aJTanged to commlmicate according to one or 

more types of wireless cormmmicatioll (e.g., protocols) such as BLUETOOTH, 

communication protocols described in IEEE 802.11 (including any IEEE 802.11 revisions), 

cellular technology (such as GSM, CDMA, UMTS, EV-DO, WiMAX, or LTE), ZIGBEE, 

dedicated ShOlt range communications (DSRC), and radio frequency identification (RFID) 

communications, among other possibilities. The wireless communication system 952 may 

take other fonus as well. 

[00124J The touchscreen 954 may be used by a user to input commands to the vehicle 

900. To this end, the touchscreen 954 may be configured to sense at least one of a position 

and a movement of a user's finger via capacitive sensing, resistance sensing, or a surface 

34 



acoustic wave process, among other possibilities. The touchscreen 954 may be capable of 

sensing finger movement in a direction parallel or planar to the touchscreen surface, in a 

direction normal to the touchscreen surface, or both, and may also be capable of sensing a 

level of pressure applied to the touchscreen surface. The touchscreen 954 may be formed of 

one or more translucent or transparent insulating layers and one or more translucent or 

transparent conducting layers. The touchscreen 954 may t1.ke other forms as well. 

[001251 The microphone 956 may be configured to receive audio (e.g., a VOIce 

command or other audio input) from a user of the vehicle 900. Similarly, the speakers 958 

may be configured to output audio to the user of the vehicle 900. The peripherals 908 may 

additionally or alternatively include components other than those shown. 

100126J TIle c.omputer system 910 may be configured to transmit data to, receive data 

from, interact with, and/or control one or more of the propulsion system 902, the sensor 

system 904, the control system 906, and the pClipherals 908. 1b this end, the computer 

system 910 may be communicatively linked to one or more of the propulsion system 902, the 

sensor sy!.1em 904, the control system 906, and the peripherals 908 by a. system bus, network, 

andlor other conn.ection mechanism (not S110;"11). 

100127} In one example, the computer system 910 may be configured to control 

operation of the transmission 922 to improve fuel efficiency. As another example, the 

computer system 910 may be configured to cause the camera 934 to capture images of the 

environment. As yet another exanlple, the computer system 910 may be configured to store 

and execute instmctions corresponding to the sensor fusion algorithm 944. As still another 

example, the computer system 910 may be configured to store and execute instmctions for 

detemlining a 3D representation of the environment around the vehicle 900 using the LIDAR 

unit 932. Other examples are possible as well. 
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[001281 As shmvn, the computer system 910 includes the processor 912 and data 

storage 914. The processor 912 may comprise one or more general-purpose processors 

andlor one or more special-purpose processors. To the extent the processor 912 includes 

more than one processor, such processors could work separately or in combination. Data 

storage 914, in tum, may comprise one or more volatile andlor one or more non-volatile 

storage components, such as optical, magnetic, andlor organic storage, and data storage 914 

may be integrated in whole or in part with the processor 912. 

[001291 In some embodiments, data storage 914 may contain instructions 916 (e.g., 

program logic) executable by the processor 912 to execute various vehicle functions (e.g., 

methods 500-700, etc.). Data storage 914 may contain additional instructions as ,,,:ell, 

including instlUctions to transmit data to, receive data from, interact with, and/or control one 

or more of the propulsion system 902, the sensor system 904, the control system 906, andlor 

the peripherals 908. The computer system 910 may additionally or altematively include 

components other than those shown. 

100130] As sho"m, the vehicle 900 further includes a power supply 960, which may be 

configured to provide power to some or all of the components of the vehicle 900. To this end, 

the power supply 960 may include, for example, a rechargeable lithium-ion or lead-acid 

battery. In some embodiments, one or more banks of batteries could be configured to provide 

electrical power. Other power supply materials and configurations are possible as ,;vell. In 

some embodiments, the power supply 960 and energy source 920 may be implemented 

together as one component, as in some all-electric cars. 

[00131] In some embodiments, the vehicle 900 may include one or more elements in 

addition to or instead of those shown. For example, the vehicle 900 may include one or more 

additional intelfaces and/or power supplies. Other additional components are possible as 
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well. In such embodiments, data storage 914 may further include instructions executable by 

the processor 912 to control andlor communicate 'with the additional component~. 

[00132] Still further, while each of the components and systems are shown to be 

integrated in the vehicle 900, in some embodiments, one or more components or systems may 

be removably mounted on or otherw"ise connected (mechanically or electrically) to the 

vehicle 900 using wired or wireless connections. The verucle 900 may take other forms as 

well. 

[001331 Figure 10 depicts a computer readable medium configured according to an 

example embodiment. In example embodiments, an example system may include one or 

more processors, one or more forms of memory, one or more input devices/intelfaces, one or 

more output devices/interfaces, and machine readable instructions that when executed by the 

one or morc processors cause the system to carry out the various functions tasks, capabilities, 

etc., described above. 

[00134J In some embodiments, the disclosed techniques (e.g., method 1100 below, 

etc.) may be implemented by computer program instructions encoded on a computer readable 

storage media in a. macrunc-readable format, or on other media or articles of manufacture 

(e.g., instmctions 916 of the vehicle 900, etc.). Figure 10 is a schematic illustrating a 

conceptual partial view of an example computer program product that includes a computer 

program for executing a computer process on a computing device, arranged according to at 

least some embodiments disclosed herein. 

[001351 In one embodiment, the example computer program product 1000 is provided 

using a signaJ bearing medium 1002. TIle signal bearing medium 1002 may include one or 

more programming instmctions ] 004 that, when executed by one or more processors may 

provide functionality or portions of the functionality described above with respect to Figures 

1-9. In some exanlples, the signal bearing medium 1002 may be a non-transitory computer-
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readable medium 1006, such as, but not limited to, a hard disk drive, a Compact Disc (CD), a 

Digital Video Disk (DVD), a digital tape, memory, etc. In some implementations, the signal 

bearing medium 1002 may be a computer recordable medium ] 008, such as, but not limited 

to, memory, read/write (R/W) CDs, RJW DVDs, etc. In some implementations, the signal 

bearing medium 1002 may be a communication medium 1010 (e.g., a fiber optic cable, a 

, .. 'aveguide, a wired communications link, etc.). Thus, for example, the signal bearing 

mediwn 1002 may be conveyed by a wireless form of the communications medium 1010. 

[00136] The one or more programming instructions 1004 may be, for ex.l1nple, 

computer executable andior logic implemented instructions. In some examples, a comptlting 

device may be confIgured to provide various operations, nmctions, or actions .in response to 

the programming instructions 1004 conveyed to the computing device by one or more of the 

computer readable medium ] 006, the computer recordable medium 1008, and/or the 

communications medium 1010. 

[001371 The computer readable medium 1006 may also be distributed among multiple 

data storage elements, which could be remotely located from each other. TIle computing 

device that executes some or aU of the stored instmctions could be an external computer, or a 

mobile computing platform, such as a smartphone, tablet device, personal computer, wearable 

device, etc. Alternatively, the computing device that executes some or all of the stored 

instructions could be remotely located computer system, such as a server. 

Method Examples 

[00138J Figure 11 illustrates a method HOO, according to an example embodiment. 

The method 1100 includes blocks that may be carned out in any order. Furthem1ore, various 

blocks may be added to or subtracted from method 1100 \vithin the intended scope of this 

disclosure. TIle method HOD may correspond to steps that may be carried out using any or 
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all of the systems illustrated and described in reference to Figures lA-IE, 2, 3A-3B, 4A-4B, 

9, or 10. 

[00139] Block 1102 includes receiving target information by a controller of a light 

detection and ranging (LIDAR) device. The target infomlationmay be received from another 

sensing device or based on an expected location of an object or a particular location. In other 

words, the target infomlation may be indicative at lea~t one of: a 1)1Je of object, a size of an 

object, a shape of an object, a distance, a position, or an angle range. 

[00140] Block 1104 includes causing a light source of the UDAR to emit light within 

a wavelen,btth range, wherein the light source comprises a fIber laser. As discllssed above, the 

light source may be configured to emit light at one or more wavelengths, e.g. 1550 um. 

100141j Block 1106 includes causing a scanning portion of the LlDAR to direct the 

emitted light in a reciprocating manncr about a first axis. TIle scanning portion of the LJDAR 

may include a moveable mirror, a spring, and an actuator. The spring and the actuator may be 

configured to move the moveable mirror in a back-and-forth motion about the first axis at a 

resonant fi·equency. The resonant frequency could be 140 Hz or another fre.quency, 

[00142] Block ] 108 includes, in response to receiving the target infonnation, causing a 

rotational mOlmt coupled to the LIDAR to rotate so as to adjust a pointing direction of the 

LIDAR. In an example embodiment, the rotational mount is configured to rotate about a 

second axis. The second axis could be a vertical axis that runs through the roof and floor of 

the vehicle. Thus, in response to receiving target information about a target at a particular 

direction of interest, the rotational mOlmt may be configured to rotate the moveable mirror 

such tbat the emitted light is directed or steered towards the particular direction of interest. 

100143J Block 1110 includes causing the LJDAR to scan a fieJd-of-vicw (FOV) of the 

environment, wherein the FOV extends away from the LlDAR along the pointing direction. 

Scanning could include controlIing one or both of the rotational mount and/or the moveable 
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mirror so as to illuminate the FOV with emitted light and receive the reflected, emitted light 

at one or more detectors associated with the LIDAR 

100144] Block 1112 includes detemlining a three-dimensional (3D) representation of 

the-environment based on data from scanning the FOY. As described above, the LIDAR 

system may include one or more detectors configured to receive emitted light that has been 

reflected from objects in the el1Viromncllt around the vehicle. TIms, based on the received 

light, the LIDAR system may produce a point cloud map that may be indicative of the 

vehicle's environment. The point cloud map may be used for navigation, object recognition, 

obstacle avoidance, and/or other fimctions. 

1001451 'llle particular arrangements shown in the Figures should 110t be viewed as 

limiting. It should be understood that other embodiments may include more or less of each 

element shovm in a givcn Figure. Further, some of the illustrated clements may be combined 

or omitted. Yet further, an illustrative embodiment may include elements that are not 

illustrated in the Figures. 

(00146] While various examples and embodiments have been disclosed, other exampJes 

and embodiments ,,,,ill be apparent to those skilled in the art. The various disclosed examples 

and embodiments are for purposes of illustration and are not intended to be limiting, with the 

tme scope and spirit being indicated by the following claims. 
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Claims 

1. A device comprising:

a light detection and ranging (LIDAR) device, wherein the LIDAR device is configured to 

obtain data within a first region, and wherein the LIDAR device comprises: 

a light source configured to emit light; and 

a plurality of detectors; 

a further LIDAR device, wherein the further LIDAR device is configured to obtain data within 

a second region, and wherein the first and second regions do not fully overlap horizontally; and  

a controller configured to: 

receive target or directional information based on an initial three-dimensional (3D) 

representation of an environment of the device; 

in response to receiving the target or directional information, cause an adjustment to a 

pointing direction of the LIDAR device; 

cause the LIDAR device to scan a field-of-view (FOV) of the environment; and 

provide information indicative of a 3D representation of the environment based on data 

from scanning the FOV. 

2. The device of claim 1, wherein the light source comprises a laser.

3. The device of claim 1, further comprising:

a housing, wherein at least the scanning portion is disposed within the housing, and wherein

a wall of the housing comprises a light filter configured to allow the emitted light to propagate 

through the light filter; and 
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a rotational mount configured to rotate at least a portion of the LIDAR device about a 

second axis. 

4. The device of claim 3 wherein the housing is positioned at a top side of a vehicle, wherein

the second axis comprises an axis passing through the top side of the vehicle, and wherein the 

rotational mount is configured to rotate within a 360 degree range of motion about the second axis. 

5. The device of claim 3 wherein the light filter has a dome shape and wherein the light filter

is configured to attenuate visible light propagating into the housing. 

6. A system comprising:

a vehicle; 

a sensing device configured to provide environmental data indicative of an environment around 

the vehicle, wherein the sensing device is coupled to the vehicle; 

a light detection and ranging (LIDAR) device, wherein the LIDAR device is configured to 

obtain data within a first region, and wherein the LIDAR device is coupled to the vehicle; 

a further LIDAR device, wherein the further LIDAR device is configured to obtain data within 

a second region, and wherein the first and second regions do not fully overlap horizontally; and 

a controller configured to: 

receive the environmental data from the sensing device, wherein the environmental data 

comprises target or directional information based on an initial three-dimensional (3D) 

representation of an environment of the vehicle; 
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cause an adjustment to a pointing direction of the LIDAR device based at least on the 

target or directional information; 

cause the LIDAR device to scan a field-of-view (FOV) of the environment; and 

providing information indicative of a 3D representation of the environment based on 

data from scanning the FOV. 

7. The system of claim 6 wherein the LIDAR device comprises a light source, wherein the

light source comprises a laser. 

8. The system of claim 7, wherein the laser is configured to emit light having a wavelength

of 1550 nm. 

9. The system of claim 6 wherein the LIDAR device further comprises a scanning portion.

10. The system of claim 9 wherein at least the scanning portion of the LIDAR device is

disposed within a housing, wherein the housing is positioned at a top side of the vehicle, wherein 

a second axis comprises an axis passing through the top side of the vehicle, and wherein a rotational 

mount is configured to rotate at least a portion of the LIDAR device within a 360 degree range of 

motion about the second axis. 

MCSLLP



44 

11. The system of claim 10 wherein the housing comprises a light filter, wherein the light filter

has a dome shape, and wherein the light filter is configured to attenuate visible light propagating 

into the housing. 

12. The system of claim 6, wherein the target or directional information is further indicative of

at least one of: a type of object, a size of an object, a shape of an object, a position, a location, or 

an angle range. 

13. A method comprising:

receiving target or directional information by a controller of a light detection and ranging 

(LIDAR) device configured to obtain data within a first region, wherein the target or directional 

information is based on an initial three dimensional (3D) representation of an environment of the 

LIDAR device and is indicative at least one of: a type of object, a size of an object, a shape of an 

object, a distance, a position, or an angle range; 

in response to receiving the target or directional information, causing the LIDAR device to 

adjust a pointing direction of the LIDAR device; 

causing a light source of the LIDAR device to emit light, wherein the light source comprises a 

laser; 

causing the LIDAR device to scan a field-of-view (FOV) of the environment, wherein the FOV 

extends away from the LIDAR device along the pointing direction;  

determining a 3D representation of the environment based on data from scanning the FOV; 

and 
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causing a further LIDAR device configured to obtain data within a second region, wherein the 

first and second regions do not fully overlap horizontally, to scan a FOV of the environment 

corresponding to a second region; and  

determining a 3D representation of the environment corresponding to the second region. 

14. The method of claim 13, wherein the LIDAR device is coupled to a rotational mount, and

wherein adjusting the pointing direction of the LIDAR device comprises causing the rotational 

mount to rotate at least a portion of the LIDAR device about a rotational axis. 

15. The method of claim 13 further comprising identifying at least one object in the

environment based on the 3D representation. 

16. The system of claim 6, wherein the sensing device comprises at least one of a

RADAR device, a sonar transducer, and a second LIDAR device. 

17. The device of claim 1 wherein the LIDAR device and the further LIDAR device

are independently movable. 

18. The method of claim 13, wherein causing the further LIDAR to scan a FOV of the

environment comprises causing the further LIDAR to move independently of the LIDAR device. 

19. The device of claim 1 wherein the first region extends further from the device than

the second region. 
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20. The device of claim 1 wherein the first region is horizontally entirely within the

second region. 
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