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(54) Title: COATING COMPOUND FOR EXPANDABLE STYROL POLYMER PARTICLES

(54) Bezeichnung: BESCHICHTUNGSZUSAMMENSETZUNG FUR EXPANDIERBARE STYROLPOLYMERISATPARTI-
KEL

(57) Abstract: The invention relates to a coating compound for expandable styrol polymer particles comprising (A) 10 to 90 wt.-%
of a tristearyl ester having a melting point in the range of 60 to 65 °C, (B) 10 to 90 wt.-% of a triglyceride of a hydroxy-C16 to C18
oleic acid having a melting point in the range of 70 to 95 °C, and expandable styrol polymer particles having at least one coating
made of said coating material compound.

(57) Zusammenfassung: Eine Beschichtungszusammensetzung fiir expandierbare Styrolpolymerisatpartikel, welche (A) 10 bis 90
Gew.-% eines Tristearylesters mit einem Schmelzpunkt im Bereich von 60 bis 65°C, (B) 10 bis 90 Gew.-% eines Tricglycerides einer
Hydroxy-C16 bis C18-Olsiure mit einem Schmelzpunkt im Bereich von 70 bis 95°C enthilt, sowie. expandierbare Styrolpolymeri-
satpartikel, welche mindestens eine Beschichtung aus dieser Beschichtungsmittelzusammensetzung aufweist.



