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COMPOSITE SHEET 

2000-283223 

This invention relates to a composite sheet comprising 

a nonwoven fabric formed from thermoplastic synthetic resin 

5 fibers and a plastic film formed f ram a thermoplastic synthetic 

resin and joined to one surface of the nonwoven fabric. 

Japanese Patent Application Publication No. 1999-349702A 

discloses a porous sheet comprising a plastic sheet having a 

number of micro pores and partly embossed such that opaque 

10 regions having a total light transmittance of below 50 % and 

transparent regions having a total light transmittance of 50 % 

or above are formed in the sheet. In this poro~s sheet, the 

embossed portions define tl}e transparent regions. The 

transparent regions account for 5 - 3 O % of a total area of the 

15 sheet. TP,e sheet has a moisture permeability in the range of 

O. 8 - 4 g / 1 O o cm2 
• h. This porous sheet, when used as a back 

sheet of a disposable wearable article such as a disposable 

diaper or sanitary napkin, is effec-,tive to reduce humidity and 

heat buildup within the wearable article and permits us to see 

20 the excrements, e.g. , urine and feces, absorbed in the wearable 

article though the transparent regions from outside of the 

article. 

However, in the porous sheet as disclosed in the 
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above-identified reference, the total light transmittance of 

the opaque regions, exclusive of the embossed portions, is below 

50 % and is insufficient for us to see the excrements through 

the opaque regions. The porous sheet only allows us to see a 

5 part of the excrements through the transparent regions. The 

reference also discloses a composite sheet having a nonwoven 

fabric laminated to the above porous sheet. However, the 

presence of the nonwoven fabric reduces a total light 

transmittance of the composite· sheet and accordingly even at 

10 the transparent regions of the porous sheet. 

It is an object of this invention to provide a composite 

sheet which shows high total light transmittance and moisture 

permeability and which, when us.ed as a back sheet of a disposable 

15 wearable article, allows us to see the excrements absorbed in 

the article through the sheet, without difficulty, from outside 

of the article. 

According to the present inv~ntion, there is provided a 

composite sheet comprises a nonwoven fabric formed from a 

20 thermoplastic synthetic resin fibers and a plastic film formed 

from a thermoplastic synthetic.resin and joined to one surface 

of the nonwoven fabric. 

The composite sheet further comprises the film being a 
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porous and moisture permeable film formed from any of 

urethane-based, ester-based and amide-based thermoplastic 

elastomer resins, the film and nonwoven fabric each having a 

total light transmittance of not less than 70 % and not greater 

5 than 95 % when measured according to a Japanese Industrial 

Standards (hereinafter referred to as JIS) K 7105A method, the 

film being joined by fusion to synthetic resin fibers 

constituting the nonwoven fabric, and the composite sheet 

having a total light transmittance of not less than 60 % and 

10 not greater than 95 % when measured according to a JIS K 7105A 

method. 

This invention encompasses the following embodiments. 

( 1) The aforementioned film has a number of protuberances 

arranged in an intermittent manner and protruding toward the 

15 nonwoven fabric and flat portipns extending in a substantially 

planar manner between adjacent protuberances, with the 

protuberances being joined by fusion to synthetic resin fibers 

constituting the nonwoven fabric. 

(2) The composite sheet has a moisture permeability of 

20 not less thaµ. 1, 000 g/m2 
• 24Hr, when measured according to a JIS 

L 1099A-2 method. 

( 3) The composite sheet has a hydraulic pressure 

resistance of not less than 49 hpa, when measured according to 
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a JIS L l092A method. 

(4) In a disposable wearable article which includes a 

liquid absorbent core interposed between a liquid permeable top 

sheet and a liquid impermeable back sheet, the composite sheet 

5 is used for the back sheet. 

Figure 1 is a partially cut-away perspective view of a 

composite sheet; 

Figure 2 is an end view taken along the line A-A of Figure 

10 1; 

Figure 3 is a view showing the end view of Figure 2 in 

an enlarged fashion; 

Figure 4 is a partially cut-away perspective view of a 

composite sheet embodiment which differs from the embodiment 

15 shown in Figure 1; 

Figure 5 is an end view taken along the line B-B of Figure . . 

4; 

Figure 6 is a partially cut-~way perspective view of a 

disposable diaper using the composite sheet of Figure 1 for its 

20 back sheet; and 

Figure 7 is an end view taken a1ong the 1ine c-c of Figure 

6. 
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The composite sheet in accordance with this invention is 

below described in detail with reference to the attached 

drawings. 

Figures 1 is a partially cut-away perspective view of a 

5 composite sheet lA. Figure 2 is an end view taken along the 

line A-A of Figure 1. Figure 3 is a view which shows the end 

view of Figure 2 in an enlarged manner. In Figure 1 and 

below-described Figures 4 and 6, a lateral direction is 

indicated by the arrow X and a longitudinal direction is 

10 indicated by the arrow Y. 

The composite sheet lA includes·a nonwoven fabric 2 formed 

from thermoplastic synthetic resin fibers 2a and a plastic film 

3 formed from a thermoplastic synthetic r-esin. The composite 

sheet lA is constructed in two layers by such a way as to locate 

15 the nonwoven fabric 2 adjacent a bottom face of the film 3, and 

has opposite side edges la extending longitudinally in a 

parallel manner to each other and opposite end edges lb 

extending laterally in a parallel.manner to each other. 

Examples of useful nonwoven fabrics 2 include those made 

20 by spun-lace and needle-punch techniques whereby constituent 

synthetic resin fibers 2a are mechanically entangled with each 

other, and those made by melt-blow, spun-bond, air-through, 

thermal-bond and chemical-bond techniques whereby synthetic 



---=1"·- .. 

2000-283223 

-6-

resin fibers 2a are bonded to each other, .either thermally or 

chemically. 

Examples of useful synthetic resin fibers 2a include 

polyolefinic fibers such as polypropylene and polyethylene, 

5 polyester fibers such as polyethylene terephthalate and 

polybutylene terephthalate, polyamide fibers such as nylon 66 

and nylon 6, acrylic fibers, polyethylene/polypropylene or 

polyester sheath-core and side-by-side conjugate fibers. 

The film 3 is formed from an ester-based thermoplastic 

10 elastomer resin, substantially non-porous and permeable to 

moisture. The elastomer resin is a block copolymer consisting 

of hard and soft segments. The hard segments comprise polyester 

derived either from aromatic dicarboxylic acid and aliphatic 

diol or from aliphatic dicarboxylic acid and aromatic dial. The 

15 soft segments comprise polyether. 

The following explains a mechanism of moisture vapor 

transmission through the film 3. The film 3 consists of hard 

segments as molecule-constraining _constituents that serve to 

prevent plastic deformation, and soft segments as flexible 

20 constituents that permit transmission of moisture vapor. The 

hard and soft segments are located in a random manner in the 

film 3. In the hard segments, polymeric chains of polyester 

form a crystalline phase. In the soft segments, polymeric 
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chains of polyether form a non-crystalline phase. In the soft 

segments which are, in their ordinary state, placed under a 

temperature of not lower than its glass transition temperature, 

neighboring polymeric chains of polyether are dislocated from 

5 each other as a result of micro-Brownian motion to form a void 

between them, which is larger in size than a molecule (particle 

diameter of about 3. 5 A) of moisture vapor. By the force between 

molecules of polyester and polyether, molecules of moisture 

vapor are allowed to adsorb on a top side of the film 3 and then 

10 pass through the voids present in the soft segments into an 

interior of the film 3. If a vapor pressure is lower at a back 

side than at a top side of the film 3, the molecules of moisture 

vapor are allowed to move through the voids toward the back side 

of the film 3, pass through the film 3 and exit from the back 

15 side of the film 3 to outside. 

The film 3 may be made from either one of urethane-based 

and amide-based thermoplastic elastomer resins, instead of an 

ester-based thermoplastic elastom~r resin. 

The film 3 includes protuberances 3a arranged in plural 

20 spaced-apart parallel lines and extending in one direction on 

its surface facing the nonwoven fabric 2, and flat portions 3b 

extending in a substantially planar manner between adjacent 

protuberances 3a. In the film 3, the protuberances 3a are 
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spaced apart at regular intervals and extend longitudinally in 

a parallel manner to each other and the flat portions 3b extend 

longitudinally between adjacent protuberances 3a in a parallel 

manner to each other. 

The aforementioned nonwoven fabric 2 and film 3 both have 

a total light transmittance of not less than 70 % and not greater 

than 95 % • The composite sheet lA has a total light 

transmittance of not less than 60 % and not greater than 95 % • 

These values for total light transmittance are determined 

10 according to JIS K 71O5 . 

In the composite sheet lA, the nonwoven fabric 2 and film 

3 are united together by joining by fusion the protuberances 

3a of the film 3 to the synthetic resin fibers 2a constituting 

the nonwoven fabric 2 while in the state of retaining their 

15 fibrous form, as shown in Figure 3. 

The composite sheet lA has a moisture permeability of not 

less than 1,000 g/m2 ·24Hr and a hydraulic pressure resistance 

of not less than 49 hpa. These values for moisture permeability 

and hydraulic pressure resistance are determined according to 

20 a JIS L 1099A-2 method and a JiS L 1092A method, respectively. 

The composite sheet lA shows excellent moisture permeability 

and liquid impermeability. 

In the composite sheet lA, a pe~l strength between the 
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nonwoven fabric 2 and film 3 is preferab1y not less than 400 

mN/25 mm. If the peel strength is below 400 mN/25mm, there is 

an increasing tendency for the nonwoven fabric 2 and film 3 to 

be separated from each other, possibly resulting in the failure 

5 to retain an integral form of the.composite sheet lA. 

Preferably, the nonwoven fabric 2 has a basis weight in 

the range of 10 - 50 g/m2
• If the basis weight is below 10 g/m2

, 

the nonwoven fabric 2 decreases in strength to the extent that 

the composite sheet lA may undergo breakage at the nonwoven 

10 fabric 2. If the basis weight exceeds 50 g/m2
, it may become 

difficult to maintain a total light transmittance of the 

nonwoven fabric at a value of not less than 70 % and not greater 

than 95 %. 

Preferably, the protuberance 3a of the film 3 has a width 

15 dimension Ll in the range of 0.2 - 2.0 nun and a maximum thickness 

dimension L2 in the range of 15 - 100 µm. If the width dimension 

Ll is below 0.2 mm and the maximum thickness dimension L2 is 

below 15 µm, the film 3 may be l.ittle joined by fusion to 

synthetic resin fibers 2a constituting the nonwoven fabric 2 

20 to reduce a peel strength between the nonwoven f.abric 2 and film 

3, thereby making it difficult to maintain the peel strength 

between them at a value of not less than 400 mN/25 nun. If the 

width dimension Ll exceeds 2.0 mm and the maximum thickness 
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dimension L2 exceeds 100 µm, a proportion of the film 3 that 

is occupied by the protuberances 3a increases to such an extent 

as to increase rigidity of the film 3 and reduce flexibility 

of the composite sheet lA. 

5 Preferably, the flat portion 3b of the film 3 has a 

thickness dimension L3 in the range of 5 - 90 µm. If the 

thickness dimension L3 is below 5 µm, the film strength at the 

flat portions 3b may decrease to possibly result in the breakage 

of the composite sheet lA at the film 3. If the thickness 

10 dimension L3 exceeds 90 µm, the moisture permeability of the 

film at the flat portions 3b may decrease to result in the 

difficulty to maintain the moisture permeability of the 

composite sheet at a value of not less than 1,000 g/m2 ·24Hr. 

Figure 4 is a partially cut-away perspective view, 

15 illustrating a composite sheet lB in an embodiment different 

from that shown in Figure 1. Figure 5 is an end view taken along 

the line B-B of Figure 4. The composite sheet lB shown in Figure 

4 includes a nonwoven fabric 2 _formed from thermoplastic 

synthetic fibers 2a and a plastic film 3 formed from a 

20 thermoplastic synthetic resin. The composite sheet lB of this 

embodiment differs from the composite sheet shown in Figure 1 

by the way which follows. 

The film 3 has a number of protuberances 3a distributed 
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in a dotted fashion throughout its surface·facing the nonwoven 

fabric and flat portions 3b which extend in a substantial!¥ 

planar manner between adjacent protuberances 3a. In the 

composite sheet lB, the nonwoven fabric 2 and film 3 are united 

5 together by joining by fusion the protuberances 3a of the film 

3 to the synthetic resin fibers 2a constituting the nonwoven 

fabric 2 while in the state of retaining their fibrous form. 

The respective total light transmittances of the nonwoven 

. fabric 2, film 3 and composite sheet lB, moisture permeability 

10 and hydraulic pressure resistance of the composite sheet lB, 

basis weight of the nonwoven fabric 2, composition of the film 

3 1 maximum thickness dimension L2 of the protuberance 3a and 

thickness dimension L3 of the flat portion 3b are all similar 

in values to those specified for the embodiment shown in Figure 

15 1. 

Preferably, the protuberance 3a of the film 3 has an area 

in the range of O. 001 - O. 200 cm2 and the protuberances 3a account 

for 5 - 70 % of a total area of the 9omposite sheet lB. If the 

area of protuberance 3a is below 0.001 cm2 and the proportion 

20 in area of the composite sheet that is occupied by the 

protuberances 3a is below 5 %1 a peel strength between the 

nonwoven fabric 2 and film 3 decreases to result in the 

difficulty to maintain the peel strength between them at a value 
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of not less than 400 mN/25 mm. If the area of protuberance 3a 

exceeds 0.200 cm2 and the proportion in area of the composite 

sheet that is occupied by the protuberances 3a exceeds 70 %, 

a proportion of the film 3 that is occupied by the protuberances 

. 
5 3a increases to such an extent as to reduce flexibility of the 

composite sheet lB. 

Besides the above-shown composite sheet embodiments lA 

and lB, the composite sheet may be constructed such that the 

synthetic resin fibers 2a constituting the nonwoven fabric 2 

10 are joined by fusion to an entire surface of the film 3. Also, 

in the case where the nonwoven fabric 2 is formed from 

polyolefinic fibers, the nonwoven fabric 2 may preferably be 

treated with a primer to facilitate joining of the nonwoven 

fabric 2 to the film 3. 

15 Figure 6 is a partially cut-away perspective view of a 

disposable diaper incorporating the composite she.et lA of 

Figure 1 as a back sheet 12. Figure 7 is an end view taken along 

the line C-C of Figure 6. The diap~r 10 has a liquid pervious 

top sheet 11, a liquid impervious back sheet 12, and a liquid 

20 absorbent core 13 interposed between the top sheet 11 and back 

sheet 12 and completely enveloped by and joined to a tissue paper 

(not s~own). The core 13 is joined, via the tissue paper, to 

the top sheet 11 and the back sheet 12. 
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The diaper has a front waist region 20·, a rear waist region 

22 and a crotch region 21 positioned between the front and rear 

waist regions 20 and 22, along its longitudinal direction. The 

diaper also has longitudinally-extending side edges lOa and 

5 laterally-extending end edges lOb. The side edges lOa are both 

curved laterally inwardly of the diaper 10 at the crotch region 

21. 

The diaper 10 uses the composite sheet lA shown in Figure 

1 for the back sheet 12. The back sheet 12 is oriented such 

10 that the nonwoven fabric 2 faces toward an inside of the diaper 

10 and the film 3 defines an outer ·face of the diaper 10. 

A set of leg-encircling elastic members 14 are attached 

to each side edge lOa in a stretched state for longitudinal 

stretch and contraction. A waist-encircling band-like el~stic 

15 member 15 is attached to the end edge lOb in the rear waist region 

22 for lateral stretch and contraction. Those elastic members 

14 and 15 are interposed between the top sheet 11 and the back 

sheet 12 and secured to these she~ts 11 and 12. 

In the rear waist region 22, a tape fastener 16 is provided 

20 to extend laterally inwardly from each side edge lOa of the 

diaper 10. A target tape 17 is attached to a back face of the 

back sheet 12 in the front waist region 20 to provide a zone 

for securing the tape fastener 16 thereto. When the diaper 1 O 
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is applied to a wearer, the front and rear waist regions 20 and 

22 are connected to each other by securing the tape fastener 

16 onto the target tape 17. 

A nonw~ven fabric, apertured plastic film or other liquid 

5 pervious sheet, preferably a liquid pervious and hydrophilic 

sheet, can be· used to form the top sheet 11. The core 13 

comprises a mixture containing fluff pulps, high- absorbent 

polymer particles and thermoplastic synthetic resin fibers and 

is compressed to a thickness as desired. Examples of ·useful 

. 10 high-absorbent polymers i~clude starch-based, cellulo.se-based 

and synthetic polymers. 

' 
A hot-melt adhesive or heat seal, sonic seal or other 

thermal welding means can be utilized to ~ecure the top and back 

sheets 11, 12 to each other, join the core 13 and secure the 

15 elastic members 14, 15, tape fastener 16 and target tape 17 to 

the top and back sheets 11, 12. 

Since the back sheet 11 comprises· the composite sheet lA 

having a high total light transmittance, the diaper 10 permits 

us to see the excrements absorbed in the diaper 1 O through an 

20 entire region of the bask sheet 11. In addition, the back sheet 

11, because of· its high moisture permeability and hydraulic 

pressure·resistance, reduces heat and moisture buildup within 

the diaper 10 and prevents the excrements from passing through 
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the back sheet 11. 

Other than a disposable diaper 10, the composite sheet 

can also be used for a back sheet of a s~nitary napkin. 

The following Example 1 and Comparative Example 1 

5 illustrate the composite sheet in accordance with the present 

invention and· a porous sheet for comparison to Example 1, 

respectively. 

A composite sheet of Example 1 is constructed from a 

plastic film formed of an ester-based thermoplastic elastomer 

10 resin (product name: PELPRENE GP-550, manufactured by Toyobo 

Co., Ltd.) and a spun-bonded nonwoven fabric (product name: 

ECOURE, manufactured by Toyobo Co., Ltd.). In Example 1, the 

above-specified elastomer resin is kneaded and melted in an 

extruder and then extruded from a T-die (resin temperature: 

15 230 °c, extrusion rate: 60 m/min) onto the nonwoven fabric for 

joint thereof. The nonwoven fabric is formed from a number of 

ester-based fibers. The film has protuberances arranged in 

spaced-apart parallel lines and extending in one direction. 

These protuberances are joined by fusion to the synthetic resin 

20 fibers constituting the nonwoven fabric. 

A composite sheet of comparative Example 1 is constructed 

from an olefin-based plastic film having a number of micro pores 

and a spun-bonded nonwoven fabric (product name: ECOURE, 
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manufactured by Toyobo Co., Ltd.). The film is loaded with 

calcium carbonate. Stretching of the film results in the 

formation of those micro-pores therein. The nonwoven fabric 

is formed from a number of ester-based fibers. In Comparative 

5 Example 1, the film is joined to the nonwoven fabric in an 

intermittent manner by adhesives. 

The composite sheets of Example 1 and Comparative Example 

1 were measured for total light tran.smittance, moisture 

permeability and hydraulic pressure resistance. The results 

10 are shown in Table 1. The total light transmittance, moisture 

permeability and hydraulic pressure·resistance were measured 

according to a JIS K 7105A method, JIS L 1099A-2 method and JIS 

L 1092A method, respectively. 

[Table 1] 

15 Example 1 Comparative Example 1 

Basis weight of the 15 15 

nonwoven fabric ( g/m2) 

Thickness dimension of 20 22 

film protuberance {µm) 

20 Thickness dimension of 100 100 

composite sheet(µm) 

Properties 

Total light 84.3 63.5 
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Hydraulic pressure 

5 resistance (hpa) 

over 1000 over 1000 

10 

As indicated in Table 1, the composite sheet of Example 

1 shows the increased total light ·transmittance, moisture 

permeability and hydraulic pressure resistance, compared to the 

composite sheet of Comparative Example 1. 

The composite sheet in accordance with the present 

invention comprises a film and a sheet member united together 

by joining, by fusion, a plastic film formed of any of 

urethane-based, ester-based and amide-based thermoplastic 

elastomer resins to thermoplastic synthetic resin fibers 

15 constituting a nonwoven fabric, and accordingly shows a high 

level of total light transmittance of not less than 60 % and 

not greater than 95 % over its entire region and also has high 

moisture permeability and hydraul~c pressure resistance. 

A disposable wearable article using the composite sheet 

20 for its back sheet permits us to see the excrements absorbed 

in the article through an entire region of the back sheet. Also, 

the increased moisture permeability and hydraulic pressure 

resistance of the back sheet not only reduces humidity and heat 
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buildup within the diaper, but also prevents the excrements from 

passing through the back sheet. 
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WHAT IS CLAIMED IS: f 1111111Illlfl.1111J11111111111 
* C L M S * 

1. A composite sheet comprising a nonwoven fabric formed 

from thermoplastic synthetic resi~ fibers and a plastic film 

5 formed from a thermoplastic synthetic resin and joined to one 

surface of the nonwoven fabric, wherein: 

said film is non-porous, moisture permeable and formed 

from any of urethane-based, ester-based and amide-based 

thermoplastic elastomer resins, 

10 said nonwoven fabric and film both have a total light 

transmittance of not less than 70 % and not greater than 95 % 

when measured according to a JIS K 7105A method, 

said film is joined by fusion to ·-the synthetic resin 

fibers constituting said nonwoven fabric, ;and 

15 said composite sheet has a total light transmittance of 

not less than 60 % and not greater than 95 % when measured 

according to a JIS K 7105A method. 

2. The composite sheet of Claim 1 wherein said film includes 

20 a number of protuberances arranged in an intermittent manner 

and protruding toward said nonwoven fabric and flat portions 

extending in a substantially planar manner between adjacent 

protuberances, and wherein said protuberances are joined by 
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fusion to the synthetic resin fibers constituting the nonwoven 

fabric. 

3. The composite sheet of Claim 1 wherein said composite 

5 sheet has a moisture permeability of not less than 1, 000 

g/m2 ·24Hr, when measured according to a JIS L l099A-2 method. 

4. The composite sheet of Claim 1 wherein said composite 

sheet has a hydraulic pressure resistance of not less than 49 

10 hpa, when measured according to a JIS L 1092A method. 

5. The composite sheet of Claim 1 wherein said composite 

sheet is used for a liquid impervious back sheet of a disposable 

wearable article which includes a liquid absorbent core 

15 interposed between a liquid pervious top sheet and said liquid 

impervious back sheet. 


