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FEEDTHROUGH OVERLAP COIL 

Inventors: Praburam Gopalraja, Zheng Xu, Michael Rosenstein, and John C. 

Forster 

FIELD OF THE INVENTION 

The present invention relates to plasma generators, and more particularly, 

to a method. and apparatus for generating a plasma to sputter deposit a layer of 

material in the fabrication of semiconductor devices. 

5 BACKGROUND OF THE INVENTION 

Plasmas have become convenient sources of energetic ions and activated 

atoms which can·be employed in a variety of semiconductor device fabrication 

processes including surface treatments, depositions, and etching processes. For · 

example, to deposit materials onto a semiconductor wafer using a sputter 

1 O deposition process, a plasma is produced in the vicinity of a sputter target. 

material which ·is negatively biased. Ions created within the plasma impact the 

surface of the target to dislodge, i.e., "sputter" material fro~ the target. The 

sputtered materials are then transported and deposited on the surface of the 

.semiconductor wafer.· 

15 Sputtered material has a tendency to travel in straight line paths from the 

target to the substrate on which they are being deposited at angles which are 

oblique to the surface of the substrate. As a consequence, materials deposited in 

etched trenches and holes of semiconductor devices with a high depth to width 

aspect ratio can bridge over the opening causing undesirable cavities In the 

20 deposition layer. To prevent such overhang, the sputtered material can be 

redirected into substantially vertical paths between the target and the substrate by 

negatively charging the substrate and positioning appropriate vertically oriented 

electric fields adjacent the substrate if the sputtered material is sufficiently ionized 

by the plasma. However, material sputtered by a low density plasma often has an 

25 ionization degree of less than 10% which is usually insufficient to avoid the 

formation of overhangs. Accordingly, it is desirable to increase the density of the 
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plasma to increase the ionization rate of the sp1Jttered material in order to . 

decrease unwanted overhang formation in the deposition layer. As used herein, 

the term "dense plasman is intended to refer to one that has a high electron and 

ion density. 

5 There are several known techniques for exciting a plasma with RF fields 

including capacitive coupling, inductive coupling and wave heating. In a standard 

inductively coupled pla~ma (ICP) generator1 RF current passing through a coil 

induces electromagnetic fields and generates a high density plasma. These 

currents heat the ·conducting plasma by ohmic heating, so that it is sustained in 

10 steady state. As shown in U.S. Pat. No. 4,362,632, for example, current through 

a coil is supplied by an RF generator coupled to the CQil through an impedance 

matching network, such that the coil acts as the first windings of a transformer. 

The plasma acts as a 'ingle tum second winding of a transformer. 

In many high density plasma applications, it is preferabl,e for the chamber 

15 to be op~rated at a relatively high pressure so that the frequency of collisions 

between the plasma io~s or plasma precursor gas atoms and the deposition · · 

material atoms is increased to increase thereby the resident time. of the sputtered .. 

material in the high density plasma zone. As.a QOnsequence, the likelihood that 

deposition material atoms may be ionized is increased thereby increasing the· 

20 overall ionization rate~ However, scattering of the deposition-atoms is likewis'e· · 

increased. This scattering of the ~eJ.lOSition atoms often causes the thickness of 

the deposition layer on the substrate to be thicker on that portion of the substrate 

aligned with the center of the target and thinner in the outlying regions. 

In order to imprqve the uniformity of depositio~. the coil which is used to 

25 couple RF energy into the plasma has _been actapted to sputter ma~rial from the 

coil onto the workpie~ to ~upplement the material be~ng sputtered from a target 

onto the workpiece .. The coil may be positioned adja~nt to the substrate so that 

material sputtered from the coil is deposited primarily on.to the periphery of the 

workpiece. One end of the coil is coupled to an RF generator and the other end 

30 . of the coil is coupled to the system ground, typically through a blocking capacitor 

to develop a DC bias on the coil to facilitate sputtering of the coil. If the coil is a 

single tum coil, the ends of the coil are typically positioned close together but 
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spaced by a gap (typically on the order of 1/4 inch (4-8mm)) to prevent a short 

between the RF generator and the blocking capacitor which would bypass the 

coil. 

Although sputtering material from the coil onto the workpiece can improve 

5 the uniformity of deposition, it has been noted by the present applicants that 

nonuniformities in the deposition can nonetheless occur. Accordingly, further 

improvements in deposition uniformity is desired. 

SUMMARY OF THE PREFERRED EMBODIMENTS 

It is an object of the present invention to provide an Improved method and 

1 o apparatus for generating a plasma within a· chamber and for sputter depositing a 

layer which obviate, for practical purposes, the above-mentioned limitations. 

These and other objects and advantages are achieved by, in accordance 

with one aspect of the invention, a plasma generating apparatus which inductiVely 

couples electromagnetic energy and sputters material from a coil which has two 

15 spaced but overlapping ends. and a pair of RF feedthroughs connected to the coil 

ends, also positioned in an overlapping fashion. As a result, the current path 

around the coil from one feedthrough to the other feedthrough need not have a · •·· 

circumferential or azimuthal gap in the Vicinity of the eoil ends. rt has been· 

recognized by the present applicant that the gap which normally spaces the two 

20 RF feedthroughs of a prior single tum ooil· may cause a nonuniformity in the 

plasma density which may adversely affect the uniformity of deposition onto the· 

substrate closest to the coil gap as compared to other portions of the substrate. 

By reducing or eliminating the circumferential gap in the current path at the ends 

of the coil, it is believed that the coil can provide a more uniform plasma density 

25 around the circumference of the coil, even adjacent to the ends. 

In several illustrated embodiments, the coil ends an~ associated RF 

feedthroughs circumferentially overlap in· a direction generally parallel to the axis 

of the substrate holder and the substrate supported on the holder. In alternative 

illustrated embodiments, the coil ends can circumferentially overlap in a radial 

30 direction. In each of the embodiments described herein below, it is believed that 

such overlapping of the RF feedthrough 'positions adjacent to the coil ends can 

improve the quality of the layer deposited onto the substrate. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

Fig. 1 is a perspective, partial cross-sectional view Of a plasma generating 

chamber in accordance with one embodiment of the present invention. 

Fig. 2 is a schematic diagram of the electrical interconnections to the 

5 plasma generating chamber of Fig. 1. 

Fig. 3 is a perspective view of a coil having RF feedthroughs positioned in 

accordance with a first embodiment of the present invention. 

Fig. 4 is a partial elevational view of the coil ends in Fig. 3. 

Fig. 5 is a partial elevational view of a coil in accordance with a second 

10 embodiment of the pre$ent invention. 

Fig. 6 is a partial elevational_ view of a coil in accordance with a third 

embodiment of the: present invention. 

Fig. 7 is a partial perspective view of a coil in accordance with a fourth 

embodiment Of the present invention .. 

15 Fig. 8 is a partial top view ,Of the. coil of Fig. 6 shown with feedthroughs 

through an adja~nt wall. 

· · - Fig. 9 is a perspective view of a prior coil. 

DETAILED DESCRIPTION OF THE DRAWINGS 

Referring first to Figs. 1 and 2, a plasma.generator in·accordance with a 

20 first embodiment of the present invention comprises a substantially cylindrical 

plasma chamber.100 which is received in a vacuum chamber 102 (shown 

schematically in Fig. 2). The.plasma chamber•100 of this embodiment has a 

single tum coif 104 which, as described in greater detail below, has overlapping 

ends and overlapping RF feedthroughs 200a, 200b which permit improved 

25 deposition uniformity. The coil 104 is carried internally by a shield 105 which 

protects the interior walls of the vacuum chamber 102 from the material being 

deposited within the interior of the plasma chamber 100. 

Radio frequency (RF) energy from an RF generator 106 is radiated from 

the coil 104 into the interior of the deposition system 100; which energizes a 

30 plasma within the deposition system 100, to·ionize material.sputtered from a 

target 110 positione~ at the top of the chamber 102. The target 110 is negatively 

biased by a DC power source 111 to attractsputtering ions. Ions impacting the 
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target 110 eject material from the target onto a substrate 112 which may b~ a 

wafer or other workpiece which is supported by a pedestal· 114 at the bottom of 

the deposition system 100. A rotating magnet assembly 116 provided.above the 

target 11 O produces magnetic fields which sweep over. t~e face of the target 11 O 

5 to promote a uniform or other desired erosion pattern on the target. 

As set forth above, the atoms of material ejected from the target 11 O are in 

turn ionized by the plasma being energized by the coil 104 which is inductively 

coupled to the plasma. The RF generator 106 is preferably coupled to one end 

117 of the coil 104 through an amplifier and impedance matching network 118. 

10 The otherend 119 of the coil 104 is coupled to ground, preferably through a 

capacitor 120 which may be a variable capacitor. The ionized deposition material 

is attracted to the substrate 112 and forms a deposition layer thereon. The 

pedestal 114 may be negatively biased by an RF (or AC or DC) source 121 so as 

to externally bias the substrate 112. 

15 Material may also be sputtered from the coil 104 onto the substrate 112 to 

. supplement the material w.hich is being sputtered from the target 110 onto the · 

workpiece. As a result, the layer deposited onto the substrate 112 ls formed from 

mate.rial from both the coil 104 and the target 110 which can substantially improve 

. the uniformity of the resultant layer. The material sputtered from the target 110 

. 20 . tends to deposit more thickly in the center of the workpiece as eompared to the 

edges. However, the material sputtered from the coil 104 tends to deposit more 

thickly at the edges of the workpiece as compared to the center of the workpiece. 

As a consequence, the materials deposited from the coil and the target can· 

combine to form a layer of improved· uniform thickness from the center of the 

25 workpiece to its edges. 

In general, a coil for generating a plasma and for sputtering is designed so 

that the two ends of the coil do not touch to prevent shorting out the coil. Figure 9 

shows a previous single tum coil 900 having two ends 902 and 904 which are 

coupled to an RF generator and ground, respectively, by a pair of RF 

30 feedthroughs indicated at 910a and 910b, respectively. The two ends 902 and 

904 are spaced by a vertical slot 906 which prevents the two ends from shorting. 

However, it has been recognized by the present applicants that a nonuniformity in 
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the plasma density may exist.adjacenUo the coil ends 902 and 904. The present 

invention is directed to reducing or eliminating such non uniformity adjacent to the 

coil ends. 

The coil 104, in the present embodiment;is carried on the shield 105 by a 

5 plurality of coil standoffs 122 (Fig. 1) which electri~lly insulate the coil 104 from 

the supporting shield 105. As set forth in greater detail in copending application 

Serial No. 08/853,024, .entitled •Recessed Ce>il for Generating a Plasma," filed 

May 8, 1997 (Attorney. Docket# 118~P1/PVD/DV) and assigned to the assignee 

of the present appli~tion, the insulating coil standoffs 122 have an internal 

1 O labyrinth structure ~hich permits repeated deposition of conductive materials from 

the target 110 onto the coil stando~ 122while preventing the formation of a 

complete cc>nducting path of deposited material. from the coil 104 to the shield 105 

. . .. which could short the coil ~ 04 to the shield 105 (which is typically at ground). 

RF power is applied to the coil 104 by feedthroughs 200a and 200b which 

15 are supported by .insL1latin9 feedthroug~ stando~.124~ The feec:tthrough 

standoffs 124, like the coil support sta11dpffs 12~. permit repeated deposition·of 

.. . ·.;,. 

. conductive material from~~ target ont~.the.feedthrough stE;lndoff 124 without the 

Jormation or a cond&J~ng .patf'! \'lhich c:ould ~hart the coil 104 to the shield 105 • 

Thus, the cpil feedthrough stand()ff 124. has _anjntern~l labyrinth structure 

20 somewh11t similar to that of the coil.standoff 122 to prevent the formation of a short,····· 

between the coil 104 ~n~ the wall 140 of the shield. 

The .coil 104 of the illustrated embodiment is made. of% by 1/8 inch heavy 

duty solid higb-:purity (preferably 99.995% pure) titanium. ribbon formed into a 

single tum coll having a diameter of 10-12 inches, However, other highly 

25 . conductive materials and shapes may be utilized depending upon the material 

being sputtered. an,d other factors. For.example, the·rjbbon may be as thin as 1/16 

inch and exceed 2 inches in height. In general, if the coil material is to be 

sputtered, both the target and the coil may be made of the same material. In 

addition to the; ribbon shape illustrated, hollow tubing may be utilized, particularly 

30 if water cooling is desired. To promote adherence, the coil surface may be 

treated by known treatments, including acid dipping, surface knurling, or bead 

blasting. 
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As best seen in Figs. 3 and 4, and as described in greater detail in 

copending application (Atty. Docket No. 1727/MD/PVD/DV) Serial No. 09/039,695, 

filed March 16, 1998, entitled OVERLAP DESIGN ON ONE-TURN COIL and 

assigned to the assignee of the present invention, the two ends of a single tum 

5 coil may be positioned to be •axially overlapping" to encircle the full circumference 

of the substrate. The coil 104 of the illustrated embodiment is generally circular 

and defines a central axis 130 (Fig. 2) which is preferably aligned with the center 

axis 131 ·of the substrate and substrate holder. By the term "axially overlapping," 

it is meant that the coil ends overlap in a direction generally parallel to an axis of 

1 O the substrate holder, which axis is orthogonal to the surface of the substrate 

holder carrying the substrate. The substrate holder axis defines the •axial" 

direction of travel of the deposition material deposited onto the substrate from the 

coil. In this embodiment, the target, coil, and substrate are all coaxially aligned. 

However, the present invention is applicable to other embodiments as well in 

15 which a source is designed so that the axes of the target, coil, and substrate are 

all pointing in the same direction, yet offset from each other. In still other·. 

embodiments, a source can be designed such that the axes of the target, coil, and 

substrate are not aligned in any simple manner. Also, the coil may not be circular 

such that it may not have a central axis of symmetry. However, as used herein, · 

20 . the coil ends are considered to be "axially overlapping• regardless of actual coil to · · 

substrate orientation when the coil ends overlap in a direction generally parallel to 

the substrate holder axis. 

As previously mentioned, the two ends· 117 and 119 are coupled to the RF 

generator 106 and system ground, respectively, through RF feedthroughs 200a 

25 and 200b, respectively. Each feedthrough includes a conductive connecting 

member 201 (Fig. 4) which physically attaches to the associated coil end, 

preferably through an aperture terminal provided in the coil end for that purpose. 

Other types of connection terminals may be provided on the coil as well. A slot 

600 spaces the two ends 117 and 119 to ensure that the coil current path of least 

30 resistance and least distance encircles the coil and to prevent a short between the 

RF generator 106 and the system ground. Because the coil 104 has axially 

overlapping ends the coil covers the full circumference of the plasma generator 
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area and the substrate. Thus, the coil ends are considered to be circumferentially 

overlapping as welt In other words, any axial cross-section of the chamber 

plasma generation area which includes the substrate will also contain a portion of 

the. coil 104 even in the vicinity of the slit. Consequently, a portion of the coil will 

5 be aligned with the substrate in every radial direction of- the substrate. As a 

result, it is believed that deposition-uniformity will be improved for those portions 

of the substrate aligned with the.· slot of the coil. By comparison, an axial cross­

section taken along tf1e line 920 within the slot 906 of the conventional coil shown 

in Fig. 9 will not contain a portion of the. conventional coil-because the ends of the 

10 coil 900 do not overlap; Hence, there may be a. higher level of discontinuity in the 

sputtering rate adjacent the _slot 906 as compared to the slot 600 for the coil 104 

. of Figs. 3 and 4. 

In accordance wjth the present invention, it has been-recognized that 

plasma density uniformity in the-vicinity of the coil ends may be improved by 

15 .. p~itioning the RF .feedthroughs 200a and 200b-on the Qverlapping coil ends 117 

, and 119, respectively, in such a. manner than the RF current path (represented by 

, .the dotted line 300) completely encircles the,plasma generation area without any 

azimuthal discontinuity., The RF .current is believed to propagate along the-· 

.surface of the coil. Thus, in one tialf cyple tt)e currenttravels .from the RF· · , 

20 -- . feedthrough 200a, around the circumference of the coll and back to the RF­

feec:tthrough 200b as represented by current path 300. (In the other half cycle, the 

current would travel in the opposite direction from the RF feedthrough 200b, 

around the coil and ~ack to the feedthrough 200a.) By-placing the connection 

points 201 of the RF feedthroughs 200a and 200b to the coil 104 in the -

25 overlapping portions of the coil ends 117 and 119, respectively, the ends of the 

current path 300 along the coil may be.drawn closer together. In this manner, a 

circumferential or azi.muthat· gap in the currentpath wttich may cause a 

nonuniformity in the plasma density may be ~voided._ -

By comparison; in the prior art con 900 of Fig. 9, the ends 902 and 904 of 

30 the coil 900 do not overlap and the RF feedthroughs 910a and 910b are not 

connected to overlapping ends. As a result, the circum~rential or azimuthal gap 

indicated at 912 between the.feedthroughs 910a and 910b can cause a similar 
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circumferential or azimuthal gap in the current path 920 around the coil 900 from 

one feedthrough to the other. It is believed that such a circumferential gap in the 

coil current path can adversely affect plasma density adjacent to the coil ends with 

a corresponding adverse effect on deposition uniformity. 

5 Fig. 4 shows a partial elevational view of the coil 104 in the vicinity of the 

slot 600 between the two ends 117 and 119. The coil end 117 is coupled at a 

connector member 201 of feedthrough 200a to the RF generator 106 while the coil 

end 119 is coupled at the connector member 201 of the feedthrough 200b to the 

blocking capacitor 120. The feedthroughs pass RF power through the shield 105 

10 to the coil 104. The standoffs 124 of the feedthroughs support the coil 104 on the 

shield 105 but also insulate the coil from the shield. 

The coil end 117 has a protruding portion 602 which includes an enlarged 

end 604, which defines a lateral recess 610 on the upper edge. Conversely, the 

coil end 119 has a protruding portion 626 with an enlarged end 628 to define a 

15 recess 630 on the lower edge. 

· The two ends 117 and 119 of the coil are overlapped in a spaced 

interdigitated fashion. More specifically, the protruding portion 602 of the end 117 

is received by the rece8s 630 of the end 119. Similarly, the protruding portion 626 

of the end 119 is received by the recess 610 of the end 117. However, every, 

20 portion of the end 117. is spaced from every portion of the end 119 to form the $­

shaped slot 600, so that a short between the RF generator 106 and the system 

ground can be prevented. 

Although the slot 600 separates the 1wo ends 117 and 119, the current path 

300 of the coil 104 effectively covers the full circumference of the substrate and 

25 the plasma generation area without any gap or break in the circumferential 

coverage because that portion of the current path 300 extending· into the 

protruding portion 626 of the end 119 overlaps axially with that portion of the 

current path 300 extending into the protruding portion 602 of the end 117. In 

other words, every axial cross-section of the coil 104 taken around the full 

30 circumference of the plasma generation area contains a portion of the current 

path 300 of the coil 104. No axial cross section of the coil 104 fails to include a 

portion of the RF current path 300 of the coil 104. 
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The interior vertical face 640 of the coll 104 may be subdivided into.a 

plurality of vertical areas spanning the full axial width of the coil as represented by 

a window area 642 indicated in phantom. If the window 642 is centered on an 

imaginary line 644 spaced from the.recess 610 of the coil, the area enclosed by 

5 the window 642 overlaps the coU end 117 over the entire extent of the window 

642. As a consequence, the density of the current path. 300 passing through the 

window 642 is relatively con~tant within the vicinity of the imaginary line 644 as 

compared to similar points around the coil circumference such as adjacent line 

646 of .end 119. However, if the window 642 .is centered over an imaginary line 

10 648·which intersects the recess 610, the area enclosed by the window 642 will not 

be entirely the surface of the coil end 117 because some of the area in the 

window 642 will enclose.a portion of the slot 600 and a portion of the end 119. 

Consequently •. the current density in that portion of area of the window 642 which 

coincides with the surface of coil end 117 will be greater adjacent the line 648 

15 

' . . 

than adjacent the line 644. Conversely, the current density in that portion of the ·, 

window 642 which coincides with the:surface of the coil·end 119 adjacent the line 

> 648 is relatively small or· even zero since the current path 300 into the coil end 

· · 119 does not extend substantially past the RF feedthrough 200a •. It is believed · 

.. -' that the higher current density along the surface of the coll end 117 adjacent the· 

20 · .. ·: · line 648 will substantially.compensate for the lqwer current.density along the ; ·. 

· surface of the coil end 119 adjacent the line 648 such that the plasma density will 

· remain substantially constant. By comparison, however, if a window 642 is 

centered on the imaginary line 920 in the circumferential gap 912 between the 

feedthroughs 91 Oa and 91 Ob of a previous coil shown in Fig. 9, the current . 

25 density for such a window will be zero,. or substantially zero, because the 

feedthroughs lack any circumferential overlap. Consequently, plasma density 

may vary substantially adjacent the coil ends. 

In the embodiment of Fig. 4, the RF feedthroughs 200a and 200b are 

overlapped in. such a fashion that there is an area adjacent the coil ends and 

30 between the feedthroughs in which the current path 300 itself substantially 

overlaps in the circumferential direction. Thus, for example, if a window area 642 

were centered over an imaginary line 650 between the feedthroughs and adjacent 
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the coil ends, the current density of the coil end 117 adjacent the line 650 will 

substantially match the current density of the coil end 119 adjacent the line 650. 

As a result. the total current density and the resultant plasma density adjacent the 

coil ends between the RF feedthroughs may be higher than is desired in some 

5 applications. 

Fig. 5 shows a partial elevational view of a coil 104a in accordance with a 

second embodiment of the present invention. The coil 104a is similar to the coil 

104 of Fig. 4 except that the coil 104a is shaped differently at two ends 660 and 

670 which facilitates overlapping the RF feedthroughs while minimizing 

1 O overlapping of the current path 300. The coil 104a has complementary notched 

recess areas 672 and 676 at the tWo ends 660 and 670, respectively. The end 

660 has a protruding portion 678 below the notched recess area 672 .. 

Conversely, the end 670 has a protruding portion 680 above the notched recess 

area 676. The protruding portion 680 of the end 670 is received by the notched 

15 recess area 672 of the end 660, and the protruding portion 678 of the end 660 is 

received by the notched recess area 676 of the end 670. However, every portion 

of the edge surface 682 of the ·end 660 is spaced from every portion of the:edge 

surface 684 of the end 670 to fonn a slit 690 between the surfaces 682 and 684, 

so that a short between the ·RF generator 106 and the system ground can be · 

20 prevented. 

In a manner similar to that of the coil 104, the current path 300a of the coil 

104a extends around the full circumference of the plasma generation area and the 

substrate without any substantial gap or break· in the circumferential coverage. A 

circumferential gap is avoided because the connecting members 201 of the RF 

25 feedthrough 200a of protruding portion 678 of the end 660 and the RF 

feedthrough 200b of protruding portion 680 of the end 670 overlap each other 

axially. Furthermore, overlapping of the current path 300a is minimized by axially 

aligning the RF feedthrough connecting members as represented by the line 692 

which is parallel to the chamber axis 130 (Fig. 2}. 

30 Fig. 6 shows a partial elevational view of a coil 104b in accordance with a 

third embodiment of the present invention. The coil 104b is similar to the coil 

104a of Fig. 5 in that two ends 700 and 720 of the coil 104b overlap axially so that 
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the coil 104b extends around the.full citeumference of the plasma generation area 

without any gap or break in the coverage. However •. the coil 104b has the two 

ends 700 and 720 ~~a,ped differentlyfrom the two ends of the coil 104a to form a 

slit 722 which is also:~haped somewhat differently from the -slit 680 of the coil 

5 104a. The two ends:7:00 and 720 of the coil 104b are chamfered to have an 

approximately triangQlar shape. 

The slit 122,· which has a shape of a diagonal slanting slope, is formed 

between the surfaces 702 and 721. The slit 722 spaces the two ends 700 and 

720, but. as stated ·previously, the two· ends' 700 and 720 overlap axially so that 

1 O the coil 104b extend~ around the full circumference of the substrate without any 
. . 

gap or break in the ~verage. As with the coils 104 and 104a, the coil 104b will 

be able to sputter the coil material·and couple energy around a full circumference 
: . . . . 

of the plasma genen1tion area becaU.se every radial cross-section of the coil 104b · 

taken around the full c;ircumference of the plasma generation area includes a 

15. ·. portion of the coil 1 ~~. However,:.unlike the:,coil 104a~ the RF feedthroughs 200a 

· .. 20. 

and 200b of-the coil ·104b do not substantially circurnfE!rentially overlap. ·: 

Furthermore, the current path 300b.does not circuinferentially overlap. However • 

. ·because of the circumferentially overlapping :ends .700 and 720 of the coil 104b 

, and because the .RF feedthroughs 200a. and, 200b are 'not circumferentially 

aligned, the feedthroughs 200a and 200b ·may be ·more readily moved closer 

together as shown in Fig. 6 as compared to the RF feedthroughs 910a and 91 Ob 

of the coil. 900 depi~d in Fig. 9. As shown-therein, tlie feedthroughs 910a and 

91 Ob of the coil 90Q are circumferentially aligned and the coil ends 902 and 904 

do not overlap. As a consequence. any plasma density nQnuniformity adjacent 

25 the coil ends of the coil 104b·is believed.lobe reduced as compared to that . . . . 

adjacent the ends 902 and 904 of the coil 900 of Fig. 9. 

Figs. 7 and 8 show a coil 104c in a~ordance witfl a fourth embodiment of 

the present invention. The coil 104c is different from the previously discussed 

coils 104. 104a and 104b in Figs. 4-6 in that two ends 750 and760 of the coil 

30 104c overlap each other radially inst~ad of overlapping axially like the coils 104, 

104a and 104b. In other words, the end 760 is positioned •behind" the end 750 

(i.e., between the end 750 and the shield 1~5) instead of being positioned axially 
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above or below theferid 750. Although the.two endS~oftthe coil 104c overlap 

radially instead of axially, the coil 104c still extends around a full circumference of 

the plasma generation area without any gap or break in the circumferential 

coverage so that any radial cross-section of the coil 104c taken around this full 

5 circumference of the plasma generation area contains a portion of the coil 104c in 

a manner similar to that of the coils 104, 104a and 104b. 

As best seen in Fig. 8, the RF feedthrough 200c connects to the coil end 

760 at a connection member 780. The other feedthrough 200d connects to the 

coil end 750 at connection member 782. To avoid a circumferential gap in the 

10 current path and yet reduce current path· overlap at the coil ends, it is preferred 

that the feedthrough connection members 780 and 782 radially overlap and more 

preferably be radially aligned. In the illustrated embodiment, the connection· 

members 780 and 782 are radially aligned with the feedthrough connection 

· member 782 of the coil end 750 in "fronr of the feedthrough connection member 

15 780 of the coil end 760. In this manner, the coil feedthroughs circumferentially 

overlap but in a radial direction. It should be appreciated that coil ends and coil ·· 

feedthroughs may be arranged to overlap circumferentially in both radial and 

axial directions at the same time by orienting the coil end slot in a nonorthogonal 

direction. 

20 An axially oriented diagonal silt 770 spaces the two ends 750 and 770, so 

that a short between the RF generator 106 and the system ground can be 

prevented. Even though the two ends of the coil 104c overlap· radially instead of 

axially, the coil 104c will be able to sputter the coil material and couple energy 

around a full circumference of the plasma generation area because every radial 

25 cross-section of the coil 104c·taken around this full circumference of the plasma 

generation area includes a portion of the coil 104c. 

The gap between the coil ends should be sufficiently large to prevent 

arcing between the two ends which are at substantially different potentials. The 

gap should also be sufficiently large to prevent deposition material sputtered from 

30 the target from bridging between the two ends and electrically shorting the two 

ends together. On the other hand, the smaller the gap, the smaller the 

nonuniformity in sputtering rate for those portions of the coil adjacent to the gap. 
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In the illustrated embodiment, the gap of.the:t slot 600.i~ approximately 4-8.mm, 

preferably approxirr;i~•ly 6 mm. Howev~r. it is anti~Piii~d that gaps of other sizes 

may be selected depc:tnding upon the particular applic8tion as set forth above. 
. . .. ;_ :. . . . ~ . . . . 

_ As best seen, 'n: Fig. 1, thE) plasma chamber 10() has a dark space shield 

5 ring 132 which prov~~~s a ground plane with i:espect to. th~ t~rget 110 above 

which is negatively ~ia~ed. The shield ring 132 s~ielq~ the outer edges of the 
. ·.··.· · ·, . 

target from the plasmE1 to reduce. ~puttering of the target:outer edges. 

The plasma -chamber 100. is supported by an adapter ring assembly 152 . . . . . . 

which engages theV~.Quum chamber. The chamberstii~ld 105 is grounded to the 

10 .. system ground throl;lgh the adapter ring assembly 15~.· The dark spa~ shield 

132, !ike the chamb,er.shield 105, is grounded through_ the adapter ring assembly 
. ' . : ' . : . . . 

152. 

The target 11 O .is generally disk-shaped but may have other shapes. The ... · . . .. . . .· .. , .. 

target is also suppp~d by the adapter ring: assembly 152 but is negatively biased 
. :, . 

15 and therefore shou_,~ pe.i!'sulated trom the adapter ring assembly 152 which is at 

ground. Accoajing!~· seated in a circular channel formed in the underside of the 

target 110 is a cerall'lic iosulation ring assembly 172 which is also seated in a 

.. ~rresponding channel 174 in the upper side of the target 152. The insulator ring 

assembly 172 which may be made of a variety of insulative materials including 

20 .. - ceramics spaces the, target 110 from the ad.apter ring, ~~sembly· 152 so that the 
: .· ..... ·' 

target 110 may be adequately negatively biased. The ~rget, adapter and ceramic 

ring assembly. are provided with O'."ring sealing surfacc;ts (not shown) to provide a 

vacuum tight assembly from the vacuum chamber to th~ target 110. 

It should a1$0, be recognized that the present invention is applicable to 

25 plasma chambers h~ving more than one RF powered coil .. For example, the 

present invention may be applied to multiple coil chambers for launching helicon 

waves. 

The appropriate RF generators and matching circuits are components well 
.. . . . 

known to those skill~ in the. art. For example, an RF generator such as the -ENI 

30 Genesis series which has the capability to-''frequ'9ncy hunr for the best frequency 

match with the matching circuit and antenna is suitable. The frequency of the 

generator for generating the RF power to the coil 104. is preferably 2 MHz or 
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13.56 MHz but it is *nticipated that the range can vary~tbm, for example, 0.3 MHz 
to 60 MHz. 

·In the illustrated embodiments above, the chamber shield 105 has a 

diameter of 400 mm (16"), but it is anticipated that satisfactory results can be 
5 obtained with a diameter in the range of 150-635 mm (6"-25"). The chamber 

shield 105 may be fabricated from a variety of materials including insulative 
mat~rials such as ceramics or quartz. However, the chamber shield 105 and all 
metal surfaces likely to be coated with the target material are preferably made of a 
material such as stainless steel or copper, unless made of the same material as 

1 o the sputtered target material. The material of the structure which will be coated 
should have· a coefficient of thermal expansion which closely matches that of the 
material being sputtered to reduce flaking of sputtered material from the chamber 
shield 105 or other structure onto the substrate 112. In addition, the material to 
be coated should have good adhesion to the sputtered material. Thus for 

15 example if the deposited material is titanium, the preferred metal of the chamber · 
shield 105, standoffs 122 and· 124 and other structures likely to be coated is 
titanium. Any surfaces which are more likely to sputter, such as the end caps·of 
the coil and.feedthrough standoffs 122 and 124, would preferably be made of the· 
same type of material as the target 110, such as high-purity, surface treated 

20 titanium, for example. Of course, if the material to be deposited is a material other 
than titanium, the preferred metal is the deposited material. Adherence can also 
be improved by coating non-sputtering structures with molybdenum prior to 
sputtering the target 110. It is preferred that the coil 104 (or any other surface 
likely to sputter) not be coated with molybdenum or other materials since the 

25 molybdenum can contaminate the substrate 112 if sputtered from the coil 104. 
The substrate 112 to target 110 spacing is in a range of about 120-150 

mm, preferably about 140 mm (about 5.5"), but can also range from about 38 to 
200 mm (1.5" to 8"). For this wafer to target spacing, suitable stepped wafer 
bottom coverage may ~e achieved with a coil diameter of 290 mm (11.5 inches) 

30 spaced from the target by a distance of approximately 50 mm (1.9 inches). It has 
been found that increasing the diameter of the coil which moves the coil away 
from the workpiece edge may have an adverse effect on bottom coverage. On the 
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other hand, decreasi~g the coil diameter to move the.coil closer to the waft;!r edge 

can adversely affect layer uniformity. 

Depositi()n uniformity also appea.rs to be a function of coil spacing from the 

target. As Previously mentioned, a spacing of 50 mm (1.9 inches) between the 

5 coil and target may be found satisfactory for a target to wafer spacing of 140 mm. 

Moving the. coil vertically either to~rd or away from t~~ target (or wafer) can 

adversely affect depositio~ layeruniformity. 

A variety of p~cursor, gases m.ay b,e utilized to g~nerate the plasma 

including Ar, Hz, Oz, ~ndNz or re1;1ctive:gases such as NF3, CF4 and many others. 

10 Various precursor gas_ pressures are suitable including; pressures of 0.1 - 50 

mTorr. However, pressures between 10 mTorr and 50 mTorrfacilitate ionization 

of sputtered materiE(t 

It will, of course, be understood that modifications of the present invention, 

in Hs various aspects,. will be apparent to those skilled in the art, some being 

15 .··. apparent only after study, others being mattersofr:outine mechanical and. 

electronic design. Other embodiments are ·also _possible, their specific designs 

depending upon the particular application. As such,. the scope of the invention 

should. not be .limited by the. particlilar embodiments herein described but should 

be defined only by the appended claims and equivalents thereof. 
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WHAT IS CLAIMED, IS: 
11111111111111 1111111111111111 . 

* C L ·M S * 

1. 
comprising: 

An apparatus for processing a semiconductor workpiece, 

a chamber; 

a holder having a surface for supporting said workpiece; 

a plasma generation area adjacent said holder; 

a coil for ;nductively coupling energy into a· plasma in said plasma 

generation area, said coil defining a circumference and having a first end and a 

second end spaced from but circumferentially overlapping said first end in close 

physical proximity thereto; 

a first RF feedthrough having a first connector member connected to said 

first end of said coil; and 

a second RF feedthrough having a second connector member connected to 

said second end of said coil, said second connector member circumferentially· 

. overlapping said first connector member. 

2. The apparatus of claim 1 further comprising a sputtering target 

positioned to sputter deposition material through said plasma generation area to 

said workpiece. 

3. The apparatus of claim 1 wherein said coil is a single turn coil. 

1 4. The apparatus of claim 1, wherein said workpiece holder surface 

2 defines an axis generally orthogonal to said workpiece holder surface, and 

3 wherein said first RF feedthrough connector member and said second RF 

4 feedthrough connector member overlap in a direction generally parallel to said 

5 workpiece holder axis. 

1 5. The apparatus of claim 3, wherein said coil is generally circular in 

2 shape and defines a central axis and said first RF feedthrough connector member 

3 and said second RF feedthrough connector member overlap in a direction parallel 
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to said central axis. 

6. The apparatus of claim 3, wherein said first and second ends are 

chamfered. 

7. The apparatus of claim 1, wherein said first end has a protruding 

portion and said second end defines a recess such that said protruding portion is 

· received by but spaced from said recess. 

8. The apparatus of claim 3, wherein said first end has a first 

. protruding portion and a first recess, and said second end defines a second 

protruding portion received by but spaced from said first recess, said second end 

further defining a second recess receiving but spaced from said first protruding 

portion. 

9. The apparatus of claim 6 wherein said first RF feedthrough 

. connector member is connected to said first end protruding portion and said 

$econd.RF feedthrough connector member is connected to said second end 

protruding portion. 

10. The apparatus of claim 1, wherein said coil defines a radius and said 

second connector member overlaps said first connector member radially. 

11. The apparatus of claim 10, wherein said coil is generally circular in 

shape and defines a central axis and a radius of substantially constant length and 

orthogonal to said central axis and said second connector member overlaps said 

first connector member in a radial direction orthogonal to said central axis. 

12. The apparatus of claim 10, wherein said first and second ends are 

chamfered. 
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1 13. The a~p~ratus of claim 10, wherein said 'fl~t end has a protruding 

2 portion and said second end defines a recess such that said protruding portion is 

3 , received by but spaced from said recess. 

1 14. The apparatus of claim 10, wherein said first end has a first 

2 protruding portion and a first recess, and said second end defines a second 

3 protruding portion received by but spaced from said first recess, said second end 

4 further defining a second recess receiving but spaced from said first,,protruding 

5 portion. 

1 15. The apparatus of claim 14 wherein said first RF feedthrough 

, 2 connector member is connected to said first end protruding portion and said 

3 second RF feedthrough connector member is connected to said second end 

4 protruding portion. 

1 16. The apparatus of claim 1, further comprising a sputter target 

2 positioned within said chamber to provide a source of sputtered deposition 

3 material wherein said coil is formed cf the same type of material as said target 

4 and is positioned to sputter said coil material onto said workpiece, and means for 

5 biasing said target and coil so that both said coil material and said target material 

6 are deposited on said work piece to form a layer thereon. 

1 17. An apparatus for ionizing deposition material to be deposited onto a 

2 workpiece, comprising: 

3 a chamber; 

4 a holder having a surface for supporting said workpiece; 

5 a plasma generation area adjacent said holder; 

6 a coil for inductively coupling energy into a plasma in said plasma 

7 generation area, said coil having a first end and a second end spaced from but 

8 overlapping said first end in close physical proximity thereto; 

9 a first RF feedthrough connected to said first end of said coil; and 

1 O a second RF feedthrough connected to said second end of said coil and 
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11 defining a least distance current path along said coil between said first and. 

12 second RF feedthroughs_wherein said lea~ distance current path overlaps 

13 adjacent to said coil ends. 

1 18. An apparatus for ionizing deposition material to be deposited onto a 

2 workpiece, comprising: 

3 a chamber; 

· 4 a sputtering target; 

5 a holder having a surface for supporting said workpiece; 

6 a plasma generation area adjacent said holder; 

7 a single turn coil for inductively coupling energy into a plasma in said 

8 plasma generation area, said coil having a first end and a second end spaced 

9 from but overlapping said first end in close physical proximity thereto, wherein 

1 O said first end has a first protruding portion and a first recess, and said second end 

. 11 defines a second protruding portion rec~ived by but spaced from said first recess, 

12 said second end further defining a second recess receiving but-spaced from said 

13 · first protruding portion; ' 

14 a first RF feedthrough conn19ctor:member connected to said first end 

;15 protruding portion of said coil; and .. . .. 

16 .... ·.· a second RF feedthrough ~onnector member connected-to said second end 

17 protruding portion of said coil. 

1 19. An apparatus for sputtering material onto a workpiece, comprising: 

2 a chamber; 

3 a target disposed in said chamber for sputtering said material onto said 

4 workpiece; 

5 a holder for said workpie~e: . 

6 a generally cylindrical shaped J?lasma generation area between said target 

7 and said holder; 

8 a single turn circular coil encircling said plasma generation area for 

9 inductively coupling energy into a plasma in said plasma generation area, said 

10 coil having a first end and a second end spaced from but overlapping said first 
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11 end; and ;,,d'::'.:. -~;'. :j'; 

12 a first RF feedthrough having a first connector member connected to said 

13 first end of said coil; and 

14 a second RF feedthrough having a second connector member connected to 

15 said second end of said coil, said second connector member being nonaligned 

16 relative to said first connector member. 

1 20. A method of processing a semiconductor device, comprising: 

2 supplying a plasma precursor gas to a chamber; and 

3 radiating RF energy from a coil having two spaced but overlapping ends in 

4 close physical proximity to each other, and into a plasma generation area 

5 containing a plasma energized by said coil, said radiating including supplying RF 

6 energy to said coil through a first RF feedthrough having a first connector member 

7 connected to ·said first end of said coil, and through a second RF feedthrough 

8 having a second connector member connected to said second end of said coil; 

9 said second connector member circumferentially overlapping said first connector 

10 member. 

1 21. . The method of claim 20 further comprising:· 

2 sputtering material from said coil onto said semiconductor device to form a 

3 layer of said material on said semiconductor device. 

1 22. The method of claim 20 further comprising: 

2 sputtering material from a target onto said semiconductor device to form a 

3 layer of said material on said semiconductor device. 

1 23. ·The method of claim 20 wherein said coil is a single tum coil. 

1 24. The method of claim 20, wherein said workpiece holder surface 

2 defines an axis generally orthogonal to said workpiece holder surface, and 

3 wherein said second connector member overlaps said first connector member in a 

4 direction generally parallel to said workpiece holder axis. · 
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1 25. The method of claim 24, wherein said coil is generally circular in 

2 shape and defines a central axis and said second connector member overlaps 

3 said first connector member in a direction parallel to said central axis. 

1 26. The.method of claim 24, wherein said first and second ends are 

2 chamfered. 

1 27. The method of claim 24, wherein said first end has a protruding 

2 portion and said second end defines a .recess such that said protruding portion is 

3 received by but spaced from said recess. 

1 28. The method of claim 24, wherein said first end has a first protruding 

2 portion and a first recess,.and said second end defines a second protruding 

3 portipn received by but spaced from said first recess, said second end further 

4 .. defining a second recess receiving but spaced from said first protruding portion. 

1 29. The method of claim 28 wherein said first RF feedthrough connector 

· 2 member is connected to said fir$t end protruding portion.and said second RF 

3 feedthrough connector member is connected to said second end protruding· 

4 portion. 

1 30. . The method of claim 20, wherein said coil defines a radius and said 

2 second connector member overlaps said first connector member radially. 

1 31. The method of claim 30, wherein said coil is generally circular in 

2 shape and defines a central axis and a radius of substantially constant length and 

3 orthogonal to said central axis and said second connector member overlaps said 

4 first connector member in a radi1;1I direction orthogonal to said central axis. 

1 32. The method of claim 30, wherein said first and second ends are 

2 chamfered. 
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33. 
. f~),j,~· . ;!; : . ~·. 

The method of claim 30, wherein said first end has a protruding 

portion and said second end defines a recess such that said protruding portion is 

received by but spaced from said recess. 

34. The method of claim 33, wherein said second end has a protruding 

portion and said first end defines a recess such that said protruding portion of 

said second end is received by but spaced from said recess of said first end. 

35. The method of claim 30, wherein said first end has at least one 
, 

protruding portion and at least one recess, and said second end has at least one 

protruding portion and at least one recess such that said protruding portion of said 

first end is received by said recess of said second end and said protruding portion 

of said second end is received by said recess of said first end. 

36. The method of claim 35 wherein said first RF feedthrough connector 

2 member is connected to said first end protruding portion and said second· RF 

3 feedthrough connector member ls connected to said second end protruding 

4 portion. 

1 37. The method of claim 30, wherein said first and second ends are 

2 chamfered. 

1 38. The method of claim 24 wherein said coil encircles said plasma 

2 generation area and said substrate holder. 

1 39. The method of claim 38, wherein said coil is axially displaced 

2 relative to said substrate holder. 

1 40. A method of depositing deposition material onto a workpiece, 

2 comprising: 

3 coupling energy from a coil into a plasma generation area to generate an 

4 evenly distributed plasma to ionize said material, said coil covering a full 
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5 circumference of said plasma generation area and having two spaced but . 

6 overlapping ends, each end defining a prot_ruding portion and a recess, said 

7 radiating including supplying RF energy to said coil through a first RF feedthrough 

8 having a first connector member connected to said protruding portion of said first 

9 end of said coil, and through a second RF feedthrough having a second 

1 O connector member connected to said protruding portion of said second end of 

11 said coil; and 

12 sputtering said material from said coil onto said workpiece to form a layer 

13 of said material on said workpiece. 

1 41. Amethod ofprocessing a semiconductor device, comprising: 

2 supplying a .plasma precursor gas to a chamber; .and 

3 radiating -RF energy from a coil having two spaced but overlapping ends in 

4 close physical proximity to each other, and an RF current path around said coil 

5 from one coil end to the other coil end; said RF current path lacking a substantial 

6 azimuthal gap adjacent said coil ends. 

1 42. A coil for inductively coupling RF energy into a plasma in a plasma 

2 generation area in a semiconductor processing apparatus having first and second · 

· 3 . RF connectors, ci>mprising: 

4 a conductive member defining a circumference and having a first end and a 

5 second end spaced from but circumferentially overlapping said first end in close 

6 physical proximity thereto; 

7 said first end of said coil conductive member having a first connection 

8 terminal for connecting to a first RF connector; and 

9 said second end of said coil conductive member having a second 

10 connection terminal for connecting to a second RF connector, said first and 

11 second connection terminals defining a least distance current path along said coil 

12 between said first and second connection terminals wherein said least distance 

13 current path lacks an azimuthal gap adjacent to said coil ends. 
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1 43. A coil for inductively coupling RF energy into a plasma in a pl_asma 
2 generation area in a semiconductor processing apparatus having first and second 
3 RF connectors, comprising: 

4 a conductive member defining a circumference and having a first end and a 
5 second end spaced from but circumferentially ov~rlapping said first end in close 
6 physical proximity thereto; 

7 said first end of said coil conductive member having a first connection 
8 terminal for connecting to a first RF connector; and 

9 said second end of said coil conductive member having a second 
1 o connection terminal for connecting to a second RF connector, said second 
11 connection terminal circumferentially overlapping said first connection terminal. 

1 44. A coil for inductively coupling RF energy into a plasma in a plasma 
2 generation area in a semiconductor processing apparatus having first and second 
3 RF connectors, comprising: 

4 a conductive member defining a circumference and having a first end and a 
5 second end spaced from but circumferentially overlapping said first end in close 
6 physical proximity thereto; wherein said first end has a first protruding ·portion and 
7 a first recess, and said second end defines a second protruding portion received 
8 by but spaced from said first recess, said second end further defining a second 
9 recess receiving but spaced from said first protruding portion; and wherein said 

10 first protruding portion of said first end of said coil conductive member has a first 
11 connection terminal for connecting to a first RF connector; and said second 
12 protruding portion of said second end of said coil conductive member has a 
13 second connection terminal for connecting to a second RF connector. 
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