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DISPENSING REPRODUCIBLE AMOUNTS OF AERATED COMPOSITION FIELD OF THE
INVENTION 5          This   invention   relates   to   the   handling   of
confectionery and, in particular, to handling of aerated compositions  to
provide reproducible volumes  of these compositions on a continuous basis.
10     BACKGROUND OF THE INVENTION Dispensing of reproducible volumes of
aerated material presents difficulties because such material can be
expected to distort in shape and undergo changes in volume during 15
handling.  These problems result from the aeration, in the form of bubbles,
being capable of changing volume when subjected to small, even localised,
pressure changes. This problem is particularly found with frozen ice
confections because these compositions are aerated and comprise a 20
complex structure containing fats, or fat replacers, and water  in
addition  to  milk  derived  solids.    These confections, which include
ice cream, ice milks, frozen yoghurts and frozen custards, require careful
handling at low temperatures, ie below 0[err]C, to retain their structure.
25     Aerated chocolate is another example of a material which will change
volume under pressure. Additionally change of pressure and the consequent
change in volume will often be associated with variations 30     in
viscosity.   Therefore an aerated material will show different flow rates
when subjected to pressure. The speed 



of operation of production lines requires rapid and accurate dosing of
confectionery materials. 35          WO  94/19963   (Unilever)  discloses
a  method  of dispensing reproducible amounts of an aerated deformable
composition eg. ice cream, by introducing a portion of the    WO 96/19924
PCT/EP95/04607 2 aerated composition under pressure into a volume and then
dispensing the portion from the volume after bringing the volume to
ambient.  This process utilise a piston pump. The main disadvantages of
piston pumps used as 5     decompression fillers are the time taken to
complete the decompression step and the need to have a three position valve
at the cylinder outlet,  ie. load, decompress and delivery  positions.
This  lengthy  cycle  time  is unacceptable for most commercial
applications. 10 GENERAL DESCRIPTION OF THE INVENTION Dispensing  of
aerated  confectionery materials  is achieved,   according  to  the
present  invention,   by 15     compressing the material under pressure to
a predetermined volume in which the bubbles are reduced to a volume which
effectively removes errors in measurement. The  invention  provides  a
method  of  dispensing 



20     reproducible amounts of an aerated deformable composition comprising
the steps of: i) introducing the composition under pressure into one end of
a train of volumes formed in a gear pump, and ii) moving the train of
volumes to a dispensing a point. 25 It is essential that a gear pump is
used to dispense reproducible amounts of an aerated deformable composition.
Other pumps, such as a peristaltic pump will not deliver amounts of an
aerated, deformable composition with the 30     required accuracy. A gear
pump delivers accurate doses by measuring a small fixed volume (represented
by the space between the gear teeth) at high pressure at which air is
compressed and 35     takes up a relatively small amount of the measured
volume. Normally two gears will be used, one driving the other, as this
gives more or less pulse free flow.  The pressure is    WO 96/19924
PCT/EP95/04607 3 dissipated as the measured volume progresses from high to
low pressure (low pressure will be equivalent to atmosphere pressure under
normal conditions).   Since the measured volume at high pressure is very
accurately controlled a 5     repeatable, accurate dose can be delivered. 



Moving the train of volumes from an input pressurised region to a
dispensing point, which will be at ambient atmospheric pressure under
normal conditions, may lead to 10     degradation of the product structure.
This follows from the sudden pressure drop at the dispensing point. Thus it
is preferable to have leakage paths between the volumes to provide a
pressure change between each volume. 15          When operating on a
production line making a series of products, the train of volumes may be
interrupted in its movement in order to dispense discrete volumes.   In a
preferred method the train of volumes is driven by a stepped motor. 20 The
ice  confections,  to  which  the  method  is particularly applicable, will
usually have an over-run in the range from 50% to 200%. 25          The
presence of a train of volumes allows consistent volumes of aerated product
to be accurately dispensed. Thus the final volume is the sum of a large
number of small volumes and the accuracy, ie resolution of the method, is
one of the relatively small volumes forming the train. 30     Having a
train of smaller volumes will increase the number of leakage paths between
the high pressure input and lower pressure dispensing point.   A dispensing
ratio of 0.7 (volume in train) to 30 (volume dispensed) is satisfactory and
a ratio of 1:30 will give acceptable accuracy for some 35     products.
However, the ratio is  preferably above about 
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The present invention is particularly valuable when several  dosing  units
feed  from  a  single  manifold. Variation in equipment will not affect the
volume dosed from each unit because the volume of aerated material in 5
the expandable volume is isolated from the manifold feed. The dosing rate
is relatively high and usable on standard production lines because the
normal dosing cycle does not require a reciprocating movement. Tailing of a
dispensed product is reduced by incorporating a brief reversal of the 10
train of volumes to give a suck back. A gear pump provides a flexible but
accurate control of flow rate because the rotational speed of the pump can
be closely controlled to produce the delivery rate profile 15     required.
Therefore a gear pump, in combination with a controlled  profile  bottom
up  filling  movement,  can advantageously be used to fill non-uniform
shapes and/or non-enclosed shapes (for example a Taco Shell). 20          A
gear pump can also be run in the reverse direction to avoid dripping
between doses, thus avoiding the need for a closing valve. SPECIFIC
DESCRIPTION OF THE INVENTION 



25 An example of the method of the invention will now be given to
illustrate, but not limit the invention, referring to the accompanying
diagrammatic drawing in which: Figure 1 shows a section through a device
used in the 30     present invention. A gear pump comprises housing 1
having an input nozzle 2 and an output conduit 3.  Toothed gear wheels 4, 5
are journalled within the housing to intermesh.   They are 35     driven in
contrarotating directions shown by the arrows using standard means which
are not shown. The preferred form of drive means is a stepped motor.    WO
96/19924                                        PCT/EP95/04607 5 In
operation an ice cream at -6[err]C having an overrun of 100% was dispensed
from conduit 3 with the wheels rotating as shown. As the teeth moved past
cylindrical surfaces 7 in housing 1 a train of volumes 6 was present.  Ice
cream 5     at a pressure of 6 bar gauge was supplied via nozzle 2 and
transported in the volumes 6 in each gear wheel to conduit 3. In the time
period between entering the train of 10     volumes and leaving it the
individual volumes of ice cream reduce their pressure to ambient. This
reduction occurs 



because the gap between the teeth and surface 7 allows the excess pressure
to leak away. 15       If the gear wheels were continuously rotated a
stream of ice cream at ambient pressure would be supplied from conduit 3.
With the use of a stepped motor, or other means of providing an interrupted
drive, substantially constant volumes  of ice cream are dispensed.    In
general  the 20     accuracy of the system is related to the size of the
individual volumes, that is with larger pitch gears the dispensing becomes
less accurate. The dispensing rate of the  method  is  easily  changed  and
a  50  strokes,  ie dispenses, a minute can be achieved. The interruption
of 25     the  pump  does  not  have  to  be  sudden  and  clear
acceleration/deceleration periods reduce pump wear. This also allows faster
running of the pump. In the embodiment described the gear wheels had a 30
diameter of 41 mms, a width of 20 mms with the interteeth volume being 0.7
mls. This was used to prepare ice cream (100% overrun) with a volume of 30
mls on a continuous production line.    WO 96/19924
PCT/EP95/04607 6 CLAIMS 1.   A method of dispensing reproducible amounts of
an 



aerated deformable composition comprising the steps of: i)   introducing
the composition under pressure into one end of a train of volumes formed in
a gear pump, preferably having leakage paths between them, and 10     ii)
moving the train of volumes to a dispensing point. 2.  A method according
to claim 1 wherein the train of volumes is interrupted in its movement in
order to dispense discrete volumes. 15 3.   A method according to any
preceding claim wherein the train of volumes is driven by a stepped motor.
4.  A method according to any preceding claim wherein the 20     aerated
composition is an ice confection having an over-run in the range from 50%
to 200%. 5.   A  method  of  dispensing  an  aerated  deformable
composition into a non-uniform shape and/or non-enclosed 25     space
comprising the steps of: (i)  introducing the composition under pressure
into one end of a train of volumes formed in a gear pump, preferably having
leakage paths between them, and 30 (ii) moving the train of volumes to a
dispensing point, wherein the dispensing point is combined with a
controlled profile bottom up filling movement.    


