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IMPROVED. METHOD ANO APPARATUS FOR SEQUENTIALLY STRETCHIN~ 
ZERO STRAIN STRETCH LAMINATE WEB TO IMPART ELASTICITY 

THERETO WITHOUT RUPTURING THE WEB 

TECHNICAL FIELD 
The present invention has relation to a "zero strain" 

stretch laminate web which is assembled in a substantially 

untensioned (i.e., "zero strain") condition and which is capable of 

5 being rendered elastic by mechanical stretching. 

The present invention .has further relation to method and 

a_pparatus for producing such a "zero strain" stretch 1 ami nate web, 

wherein predetermined portions of said web can be rendered elastic by 

mechanical stretching. 

10 The present invention, in a pa".'ticularly preferred 

embodiment, has further relation to method and apparatus for 

rendering predetermined portions of such a "zero strain" stretch 

laminate web elastic in one or more dfrections while the web is 

moving continuously at high speed in the machine direction. 

15 The present invention has further relation to such a "zero 

strain" stretch 1 aminate web comprising a mul tiplic;ty of absorbent 

articles, such as single use diapers, connected one to another along . . 
their waistband _portions, each of the diapers in said web further 

including at. least one elastomeric element secured to either the 

20 topsheet, the backsheet or both while said elastomeric element is in 

a substantially untensioned condition, at least a portion of the web 

containing said substantially untensioned elastomeric element being 

subjected to mechanical stretching which is sufficierit to permanently 

elongate the web to which said elastomeric element is secured. To 

25 the extent that it is not secured to the elastomeric element, said 

permanently elongated web undergoes z-direction bulking between 

adjacent pain.ts of securement -to the elastomeric element in a 

direction perpendicular to the plane of the elastomeric element 

. when the tensile forces are released and said elastomeric element 

30 returns to its subs~antially untensioned configuration. Regardless 

of the degree of z-direction bulking, the '!zero strain" stretch 

laminate portion of the web is thereafter elastically extensible in 

the direction of· initial stretching, at least up to the point of 
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initial stretching. 
The present invention, in a particularly preferred 

embodiment, has furth~r relation to such method and.apparatus wherein 
the mechanical stretching of said laminate web is carried out by 

5 pas·sing said laminate web between multiple pairs of meshing 
corrugated rolls to sequentially stretch said web without causing 

substantial damage thereto. 
The present invention has further re 1 at ion, in a 

particularly preferred embodiment, to a single use absorbent bandage 
10 structure, such as a diaper, having discrete elasticize~ portions 

the~eof formed by the method and apparatus of the present inverit\\:i:-:. 

BACKGROUND ART 
. In simplest terms, a "zero strai.n·" stretch laminate web, as· 

those terms are used herein, refers to a laminate web comprised of at 
15 least two plies of material which are secured to one another, either 

intermittently or substantially cont~nuously, along at least a 

portion of their coextensive surfaces while in a substantially 
untensioned ("zero strain") condition. At least one of said plies is 

preferably in the form of a continuous web to facilitate continuous, 
20 high speed processing. The other of said plies may comprise a 

continuous web or discrete elements or patches secured to the 
continuous web at predetermined locations. 

As used in the foregoing context, an "intermittently" 
bonded laminate web shall mean a laminate web wherein prior to the 

25 application of tension the plies are initially bonded to one another 
at discrete spaced apart points or one wherein the plies are 
substantially unbonded to one another in discrete.spaced apart areas. 
Intermittently bonded laminate webs of the first type can be formed 
by passing two heat bondable. plies through a heated patterned 

30. embossing roll nip or by applying discrete spaced apart areas of 
adhesive to one of the plies before bringing it in contact with the 
other ply, while an intermittently bonded web of the second.type can 
be . formed by feeding an adhesively coated apertured ply or scrim 
between a pair of substant i a 11 y continuous p 1 i es. Converse 1 y, a 

35 •substantially continuously" bonded 1-aminate web shall mean a 
laminate· web wherein prior tc>" the application of tension the plies 

• 
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are initially· bonded substantially continuously io one another 
throughout their areas of interface. Substantially conti~uously 

bonded laminate webs can be formed by extruding a first substantially 
continuous, thermoplastic adhesive ply directly onto a second ply 

~ while the first ply is in a heated condition, passing two heat 
bendable plies- between a heated smooth surfaced roll nip or by 
applying a substant.hlly continuous adhesive coating, spray · or 
densely patterned melt· ·blown to one of the plies prior to bringing it 
in contact wfth t~e other ply. 

10 

15 

One of the plies empll'yed in a "zero strain" stretch 
laminate web of the present invention is comprised of a material 
which is stretchable and elastomeric, i.e., it will return 
substantially to its untensioned dimensions after an applied tensile 
force has been released. The second ply ~ecured to the elastomeric 
ply is elongatable, most preferably drawable, but is not necessarily 
-el astomeri c. Whatever its composition, the second p 1 y wi 11 , upon 
stretching, be at least to a degree permanently elongated so that 
upon release of the.applied tensile forces, it will not fully return 
to· its original undistorted co_nfiguration. To the extent that the 

20 permanently elongated second ply is not secured to the elastomeric 
web after the stretching operation, the permanently·elongated second 
ply expands in the z-direction between its points of securement to 
the elastomeric web when the elastomeric web to which it is secured 
returns to its substantiatly undistorted conf;guration in the x-y 

25 p 1 ane. The greater the d htance· between the adjacent po fots of 
securement in the x-y plane after stretching, the greater will be the 
degree of z-direction expansion in the resultant laminate web. 
Regardless of the degree of z-d i rect ion expansion, the resu 1 ting 
"zero strain" stretch laminate web is thereafter elastically 

30 extensible in the direction of initial stretching, at least up to the 
point of ini~ial stretching. 

While the term "zero strain", which is used herein to 
describe stretch laminate webs to which the present invention 
pertains, has not to Applicant's knowledge been used by prior art 

35 workers to describe webs of the aforementioned type, it will for 
consistency be hereinafter used throughout the present specification 
to describe such webs. 
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One -very early execution of an intermittently bonded "zero 
strafo" stretch laminate web is disclosed in U.S. Patent 2,075,189 
issued to Galligan et al. on March 30, 1937 .. Accordfog to the 
dhclosure of -the aforementioned Galligan et al. patent, two 

5 superposed con.tinuous plies of rubber, one of which is under tension 
and longitudin.ally stretched, are passed between a pair of pressure 
rolls traveling at the same peripheral speed. One of the rolls is 
p·rovided with relatively small or narrow projections in a desired 
pattern, which projections cooperate with the second roll to 'press 

· 10 together into adhesive contact small portions· of the two plies of 
rubber S·O that relatively closely spaced small areas of the 
superposed plies will be united in a pattern similar to that of the 
projections on the pressure roll. -· 

According to Galligan et al., the roll cooperating with the 
15 ro11 having projections may be smooth, or- instead it may be provided 

with mating projections similar to those on the other roll. The 
rolls are spaced apart, depending upon the combined thickness of the 
two plies of rubber, to a degree sufficient to provide the desired 

_uniting pressure without undesirably thinning the rubber of the 
20 joined areas • 

. Upon· issuance of the joined plies from the rolls, the 
tension on the stretched ply is relaxed, and as a result this ply 
contracts in length and also slightly expands in width. Since the 
unstretched ply intennittently bonded thereto cannot thus contract, 

25 it is drawn up from a longitudinal direction in puckers or crinkles 
4. In the specific embodiment shown in Figures 1 and 2 of Galligan 
et al., the top or crinkled ply is designated by the numeral 1, while 
the stretched or· backing ply is designated by the numeral 2. At 3 
there appear narrow parallel joint lines at the points where the two 

30 plies have been united by the pressure. 
In a succeeding step of the process disclosed in the 

Galligan et al. patent, the foregoi.ng intennittently bonded· composite 
comprising a two ply crinkled material is very highly stretched in a 
lateral direction (substantially parallel to the joint lines 3), the 

35 tension being sufficient to stretch the top crinkled ply 1 beyond its 
elastic limit. However, the applied tension remains within the 
elastic limit of the bottom or backing ply 2. If desired, the 
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lateral stretching may be to a point as high as eight times the 

original width of the undistorted composite. 

S foce the top p 1 y 1 is 1atera11 y st retched beyond its 

elastic limit, its crinkles 4 are necessarily permanently thinned out 

5 in a lateral direction so that when the lateral tension on the 

laminate she·et ·is released, the superficial area of the material in 

any crinkle, when ~pread flat, will be much greater than that of the 

corresponding portion of the backing ply 2. As a result, when the 

backing ply 2 laterally contracts, the cri.nkles 4 on the top ply 1 

10 are drawn up from a lateral directi.on, and since their superficial 

area. is much greater than before, the contracting effect of the 

backing ply causes the crinkles to assume a h~~hly irregular and 

distorted form between the joint lines 3, i.e., it produces 

z-direction bulking of the composite, as· generally shown in Figures 

15 5, 6 and 7. Galligan et al. suggest that the resultant "zero strain" 

stretch laminate material is particularly suitable for use in the 

making of bathing suits, bathing caps, shoes,. aprons and other 

articles. 
Another early execution of an intermittently bonded "zero 

20 strain" stretch laminate web, which is specifically suggested for 

uses such as toweling, wiping material and expendable garment 

material, is disclosed in U.S. Patent 3,025,199 issued to Harwood on 

March 13, 1962. In p~rticular, Harwood suggests the formation of a 

25 

30 

scrim compr1 sed of 1 ntersect i ng sets of threa"ds ·or fi 1 amen ts 2 and 3 

which are bonded to one another at their points !Jf intersection to 

fonn a reticulated reinforcing network 1. A pair of nonwoven layers 

4 and 5 of fibers are preferably attached to·the opposite sides of 

the reinforcing network l formed by the intersecting threads. 

The laminate web structure disclosed by Harwood is 

thereafter subjected to a stretching operation in one or more 

directions to permanently expand the nonwoven. webs 4,5 secured to the 

opposed surfaces of the reinforcing network 1. According to Harwood, 

this may be carried out by stretching the laminate web crosswise 

(i.e., .in the cross-machine ·direction) via suitable roll means or by 

35 appropriately guided conveyor ch_ains equipped with means for gripping 

and applying opposed tensile force.s to the side margins of the web 

(i.e., tentering apparatus). If lengthwise stretching of the 
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laminate web is desired, Harwood teaches that this may be effected by 

cooperative low and high speed roll pairs. 

Since the threads 2,3 used to form· the reticulated 

reinforcing network 1 of Harwood are, in a particularly preferred 

5 embod; ment, res; 1 ; ent, the network 1 tends to res tore ; tse 1 f to a 

predeter:-mined substantially undistorted configuration as soon as any 

tensile· forces which have been applied to the laminate web are 

removed. As a result, the perma.nently expanded. outermo$t plies 4 and 

5 shown in the cross-section of Figure 4 of the Harwood patent 

10 exhibit z-direction bulking in the unbonded areas 6 which coincide 

with the openings in the resilient network 1. 

More recent executions of both intermittently bonded and 

substantially continuously .bonded "zero strain" ·stretch 1 aminate webs 

comprised of synthetic polymer pl i"es and_ .:intended for single use or 

15 disposable apparel applications are disclosed in c.ommonly as~igned 

U.S. Patent 4,107,364 issued to Sisson on August 15, 1978 and 

commonly assigned U.S. Patent 4,209,563 issued to Sisson on June 24, 

1980. The commonly assigned Sisson patents, which are hereby 

incorporated herein by reference, teach that the "zero. strain" 

20 stretch laminate webs therein disclosed are particularly well suited 

for single use apparel applications because of their ·relatively low 

cost compared to convent 1ona1 c 1 oth material s. The Sis son patents 

further teach that such "ze.ro strain" stretch laminates may be 

cons~ructed in many different forms ranging from extremely 

25 1 ightweight versions suitable for lingerie ap.pl ications to heavier 

versions suitable for apparel waistband applications .. 

In a preferred embodiment, Sisson's "zero strain" stretch 

laminate comprises at least one ply comprised substantially of 

synthetic polymeric filaments which are relatively elastomeric and at 

30 least one ply · comprised substantfally of synthetic polymeric 

filaments which are relatively elongatable but relatively nonelastic. 

In a particularly preferred embodiment the plies are bonded to one 

another to form a coherent laminate web. 

As pointed out earlier herein, Sisson discloses two types 

35 of web bonding configurations: sub$tant fal ly continuous bondi'ng, as 

can be accomplished via a heated smooth roll nip; and substantially 

lil1imm1ii if f 
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intermittent bonding at a plurality of spaced a.part points, as can be 
accomplished via a heated patterned embossing roll nip. 

Laminate webs employing either bonding conf;guration are 
thereafter mechanically worked as by stretching, preferably 

5 substantially uniformly, in at least one direction followed by 
substantially ·complete re1axat1on to ·develop a low. modu.lus of 
elastic;ty in the direction of stretching. In the case of the 
intermittently bonded 1 aminate webs, the el ong"atable bu~ rel at~vely 
nonelastic ply is permanently elongated by the stretching operation. 

10 Accordingly, it is bulked and bunched between the intermittent bonds 
securing_ it to the relatively elastomeric ply when the applied 
tension ;s released, Le., it is bulked to a significant degree in· .. . . 

the z-direction to produce a "zero strain" stretch laminate web which 
is elastically extensible in the directi9n of initial stretching, at 

15 least up to the point of initial stretcMng. In the case of the 
substantially. continuously bonded laminate webs, the permanently 
elongated polymeric filaments which are relatively inelastic do not 
retract when tension is released on the laminate web. Consequently 
they are caused to undergo 1 oopi ng, bu 1 k; ng and bunching on a much 

20 .finer scale, i.e., between their bond points to the relatively 
elastomeric polymeric filaments when tension is released on the 
laminate web. While the z-direction bulking ;s less pronounced in 
such continuously bonded laminate webs, "zero strain" stretch 
laminate webs of the latter type are also elastically extensible in 

25 the direction of stretching, at least up to the point of initial 
stretching. 

Numerous examples of "zero strain" stretch laminate webs 
employing either continuous or intermittent bonding configurations 
and methods for producing such webs are disclosed in the 

30 aforementioned commonly assigned Sisson patents. 
Sisson's suggestion to employ "zero strain" stretch 

laminate materials in single use or disposable items of wearing 
appare 1 has been fo 11 owed ·by a number of subsequent workers in the 
art. See, for example," U.S. Patent 4,525,407 issued to Ness on June 

35 25, . 1985, which discloses disposable diapers and surgical gowns 
incorporating one or more "zero strain" stretch laminate composites 
comprised of an u~tensioned elastic member intermittently bonded to 
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an unstretched· less extensible substrate, the resulting laminate 

being rendered elastic by stretching. 
Figures 1-3 of Ness disclose a simple . two layer "zero 

strain" stretch laminate web which is intended for use as an elastic 

5 . ban<jage or wrap. The 1 ami nate web comprises a nonapertured e 1 ast i c 

member 10 and an unstretched, nongathered substrate 12, which before 

it i~ stretched, is less easily extensible than the elastic member 

and wMch has less elastic recovery than the elastic member. The 

substrate antt the elastic member are intermittently bonded at spaced 

10 apart points 14 in a regular or irregular ·pattern. The laminate web 

is thereafter stretched in the directions of the arrows shown. in 

Figure 2. Upon release of the applied tensile forces, the elastic 

member 10 causes puckering, i.e., z-direction bulking, of the 

permanently elongated substrate 12 betwe~n ·bonding points 14, as 

15 _generally shown in Figure 3. Like the aforementioned "zero strain" 

stretch laminate webs of Galligan et al., Harwood and Sisson, the 

resultant laminate web disclosed by Ness is thereafter elastically 

extensible in the direction of initial stretching, at least up to the 

point of initial stretching. 

20 Another elastic composite web embodiment 30 is illustrated 

in Figures 5-8 of Ness. The latter embodiment employs .a reticulated 

elastic element 20 having transverse strands 22 and longitudinal 

. strands 24_. The reticulated elastic element 20 of Ness appears to be 

generally similar to the resilient reticulated reinforcing member 1 

25 disclosed in Figures 1-4 of the aforementioned Harwood patent. Like 

Harwood, Ness also. employs a first substrate 28 having ·less 

extensibility than the elastic member 20 and less elastic recovery 

than the elastic member. A second substrate 30, which has 

substant;ally the same physical properties as substrate 28, and which 

30 •sandwiches• the elastic member 10, is also employed by Ness. 

Substrates 28 and 30 of Ness are secured at least to the 

opposing .surfaces of the reticulated elastic member 20 while the 

elastic member is in a substantially untensioned condition. The 

substrates 28 and 30 may, if desired, also be bonded to one another 

35 through the openings in the reticulated elastic member. According to 

the teachings of Ness, when the laminate web is thereafter stretched 

in the longitudinal direction, the substrates 28,30 undergo permanent 
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elongation and ·may become delaminated from one another, but remain 
intermittently bonded_ to the reticulated elastic member 20 at the 
intermediate sit_es comprising the transverse and/or longitu~inal 

strands of the reticulated member. Once tension on the web has been 

5 ·released, the reticulated elastic member 20 restores the web to the 
substantially undistorted configuration of the reticulated elastic 
member 20, thereby causing z-direction bulking of the permanently 
elongated substrates 28,30 between their spaced apart poi~ts of 
securement to the longitudinal strands 22 of the elastic member in a 

10 direction substantially perpendicular to the direction of stretching. 
The· cross-section of the resultant elastic composite web of Ness 
shown in Figure 9 is generally similar to that of the "zero strain" 
stretch laminate web shown in Figure 4 of the aforementioned Harwood 

·patent. 
15 In addition to the foregoing "zero strain" stretch laminate 

web embodiments, Figures 9-12 of t_he Ness patent disclose the use of 
the elastic composite materials to provide extensible legband 
portions 136,137 and extensible waistband portions 138,139 along the 
opposed side edges and ends, respectively, of a disposable diaper. 

20 Such elastic composite materials may be incorporated into garments or 
bandages during manufacture and may, if desired, be stretched to 
provide- subsequent elastic extens.ibility in the direction of inithl . 
stretching. According to Ness,. the latter stretching operation may 
either be performed by the end user or applier of the product as it 

25 is being applied or it may be stretched during the manufacturing 
process. 

An automated method for stretching a laminate web 
comprising a reticulated elastic 210 heat sealed to a pair of 
opposing plastic film layers 214,216 is disclosed in Figure 14 of 

30 Ness. In the disclosed embodiment, the· three layers comprising the 
composite are fed into a nip formed between a pair of smooth, heated, 

·counter-rotating rolls 224,226 to heat seal the reticulated elastic 
to the two layers of film 214, 216 to form a heat sealed three-1 ayer· 
composite 228. The heat sealed composite 228 is then fed into the 

35 nip formed between a second pair of counter-.rotating rolls 230,232 
which may be cooled to ensure that the thermal bonding is "set". The 
composite web 234 emerging from the second pair of counter-rotatfog 
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rolls 230,232_· is then fed into the nip of a. third pair of 
counter-rotating rolls 236,238 rotating at a faster peripheral speed 
than the second pair of counter-rotating rolls 230,232 to effect 
drafting of the composite web 234 between the two pairs of rolls. 

s According to Ness, this drafting stretches the films 
214,216 and ruptures the heat seal bonds which were previously_ for.med 
between the f n ms 214, 216 through the apertures in the ret i cu 1 ated 
elastic scrim. Stretching the composite with elastic i-n the 
longitudinal direction may also, according to Ness, rupture the seal 

10 between the longitudinal strands and the film(s), leaving only the 
transverse strands bonded to the film layers 214,216. As the 
stretched composite 244 emerges from the third pair of 
counter-rotating rolls 236,238, the longitudinal~or·machine direction 
tension is re_laxed and the· composite 244 i~ fed to a windup 246 that 

15 is rotating at a peripheral speed approximately equal to the 
peripheral speed of the second pair·of counter-rotating rolls 230 and 
232. 

While stretching a laminate web by applying tension to 
widely separated points of support, e.g., first roll pair 230,232 and 

20 second ro 11 pair 236, 238, does serve to permanent 1 y e 1 ongate the 
substantially inelastic film plies 214,216, Applicant has learned· 
that the uniform;ty of elongation .in such a "zero· strain" stretch 
laminate web, as measured along the unsupported portion of the 
composite web 234, decreases as the distance between the first roll 

25 pair 230,232 and the second roll pair 236,238 increases. For any 
given distance between the first and second roll pairs, this 
nonuniformity becomes more pronounced as the difference in peripheral 
spee~ between the second ro 11 pair 236, 238 and the 'f 1 rst ro 11 pair 
230,232 increases, i.e., as the composite web 234 undergoes a greater 

·30 degree of stretching. 
Applicant has further 1 earned that these nonun i formi ty 

problems can be.avoide~ or at least minimized by following one of the 
specific suggestions set forth in the aforementioned commonly 
assigned Sisson patents. Namely, to incrementally stretch the "zero 

35 strain" stretch laminate material . by passing it through an 
incremental stretching system, such as the nip formed between a pair 
of meshing corrugated rolls which have an axis of rotation 

• 
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substantially perpendicular to the direction of web travel. The 
meshing corrugated rolls support the laminate web at plural closely 
spaced apart locations corresponding to the width of the corrugations 
during .the stretching operation. Thh causes substantially uniform 

5 incremental stretching of each unsupp9rted segment of the web between 
adjacent support points rather than highly localized stretching as 
often occurs when only the outermost extremities of the web are 
subjected to tension. 

10 

Sisson's suggestion .to incrementally stretch a "zero 
strain" stretch laminate material by passing it between corrugated 
rolls to impart elastic extensibility thereto has also been followed 
by at least one subsequent worker in .the art. See, for example, U.S. 
Patent 4,834, 741 issued to Sabee on May 30~ ·1989 and hereby 
incorporated herein by reference. 

15 Sabee, like Ness, disc 1 oses a s fngl e use garment, such as a 
disposable diaper, employing a "zero strain" stretch laminate 
material comprising an untensioned elastomeric ·element secured 
between a pair of drawable . elements in its opposed waistband and 
legband portions. The elastic elements 41 shown in Figure 1 of Sabee 

20 are affixed in the waistband portions of the diaper web while in a 
substantially relaxed condition to a drawable topsheet web, a 
drawable backsheet web or both. The bonding configuration employed 
by Sabee may be. either intermittent, as by passing the laminate 
material through a pressure nip formed between two ro11s, one of 

25 whi.ch is heated. and contains a plurality of raised points on ;ts 
surface, or continuous,. as by depositing a thin band of viscoelastic 
hot melt pressure sensitive adhesive onto one of the webs and 
thereafter. pressing the hot melt pressure sensitive adhesive to the 
other web by passing the laminate through a pressure nip formed 

30 between a pair of smooth surfaced rolls. 
Regardless of which bonding configuration is employed, the 

portions of .the diaper web containing ela~tic web elements 41 are· 
ther~after laterally stretched in the cross-machine direction by the 

. meshing corrugations on pairs of corrugated rolls 31, as generally 

35 shown in Sabee's .Figures 5 and 6. Simultanequsly the coincid.ing 

portions of the drawable topsheet and backsheet webs in the area of 
elastic element attachment are incrementally stretched and drawn to 
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impart a permanent elongation and molecular orientation thereto in 
the cross-machine direction. Because corrugated rolls 31 have their 
meshing corrugations aligned substantially parallel to the machfoe 
direction, i·ncremental stretching of the web takes ·place fo the 

5 cr~ss-machine direction. Accordingly, the.fully processed waistband 
portions of Sabee's diaper web are thereafter elastically extensible 
in the cross-machine direction, at least up to the point of initial 
stretching. 

A similar machine direction stretching operation is 
10 pref erab 1 y carried out w~ th respect to the opposed 1 egbands, which 

include untensioned elastic elements 42, by passing the diaper web of 
Sabee between another pair of meshing corrugated rolls 89, as 
genet-ally shown in Figur·es 12 and 13. Because· corrugated rolls 89 
hav~ their meshing corrugations aligned su_pstantially parallel to.the 

15 cross-machine direction, incremental stretching of the .web takes 
place in the machine direction. Accordingly, the Jegband portions of 
Sabee' s diaper web are thereafter el ast-ical ly extensible in the 
machine direction, at least to the point of initial stretching. 

While Sisson's suggestion to use corrugated rolls to 
20 incrementally stretch a "zero strain• stretch laminate web has been 

found to work reasonably well when the desired degree of stretching, 
and hence extensibility, is relatively small, the present Applicant 
has discovered that for higher degrees ·Of incremental stretching 
there is a tendency for the corrugated rolls to cause damage to the 

25 web. In extreme situations, thh damage can even take the form of 
rupturing one or more of the webs comprising the "zero strain" 
stretch laminate in the pattern of the corrugations. Depending upon 
the desired characteristics in the final product, e.g., 
fluid-imperv·iousness, such damage can render the resultant "zero 

30 stra 1 n • st retch 1 alili nate web ·unsu i tab 1 e for its intended purpose. 

35 

The aforement;on_ed problems become more and more serious as 
the speed of web processing and the desired degree of incremental 
stretching increase and the e 1 ongat ion to rupture ·characteristic of 
the stretch laminate web·in question decreases. 



_;;,~.-: ···.~ .: .. : 

., l~ 
OBJECTS OF THE INVENTION 

Accord;ngly, ;t ;s an object of the present ;nvent;on to 

prov; de imp roved method and apparatus for ; ncrementa 11 y stretching 

"zero strafn" stretch laminate webs to a 'greater degree while 

5 mi n.i m; zing damage to the webs. 

It is another object of the· present invention, in a 

preferred embod;ment, to provide imprqved method and apparatus for 

sequentially stretching such webs using multiple pairs of meshing 

corrugated rolls to reduce the strain rate experienced by the webs as 

10 they pass between each pair of meshing corrugated rolls. 

It is another object of the present invention, in a 

particularly .preferred embodiment, to provide such improved me.thod 

and apparatus capable of producing "zero stri·;·n" stretch laminate 

webs exhibiting an increased degree of -~ricremental stretching, and 

15 hence elastic extensitil ity, with less damage than has previously 

been obtainable with a single set of meshing corrugated rolls 

operating at comparable web speeds. 

QJSCLOSURE OF THE INVENTION 
The pre~ent invention comprises improved method and 

20 apparatus for incrementally stretching a "zero strain" stretch 

laminate web to impart elasticity thereto in the direction of initial 

stretching, at least up to the point of initial stretching. While"' 

·
11 zero strain" stretch lam~nate web~ per se a.re generally known in the 

art as is the use. of meshing corrugated ·rolls to incrementally 

. 25 stretch such "zero strain" stretch laminate webs to impart elasticity 

thereto, the present Applicant has discove.red that for some "zero 

strain" stretch laminate webs there is a tendency for the corrugated 

rolls to cause damage to the webs, particularly when relatively high 

degrees of incremental stretching are involved. . In extreme 

30 situations, this damage can even take the form of rupturing of the 

webs ;n the J>attern of the corrugations. 

The present App 1 ; cant has found a way to e 1 imi nate or at 

least reduce the severity of the foregoing problem in many of the 

"zero strain" stretch laminate webs which exhibit this behavior. In 

35 a preferred embodiment this is accomplished by providing method and 

apparatus for sequentially stretch;ng the "zero strain" stretch 
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laminate portions of ·tne web during the incremental stretching 

process. In a particula~ly preferred embodiment, the mechanical 

stretching operation is carried out in stages ·by passing said 
. . 

laminate web between multiple pairs of meshing corrugated rolls, each 

5 patr of rolls exhibiting a greater degree of meshing than the 

_preceding pair, to sequentially stretch said web while minimizing 

damage thereto. The use of multiple roll pairs with progresshely 

greater degrees of meshing· imposes a lower strain rate on the web 

than would be the case for a single pair of mesh;ng corrugated rolls 

10 having an ampHtude and degree of meshing comparable to the final 

pair of multiple rolls. In addition, the temporary release of 

tension from the web as it passes between the successive· roll pairs 

allows some degree of stress re~istribution to o'ccur in the web prior. 

to the web's being incrementally stretch'd to a greater degree by 

15 each succeeding roll pair. Minimizing the strain rate and allowing a 

degree of stress redistribution in the foregoing manner minimizes the 

tendency to cause damage to ~he web. 

BRIEF QESCRIPTION OF THE DRAWINGS 
While the specification concludes with claims that 

20 particularly point out and distinctly claim the subject matter 

regarded as forming the present invention, it is believed that the 

invention will be better understood from the following detailed 

description with. reference to the drawings in which: 

Figure 1 is a simplified perspective view showing the 

25 assembly of a web of single use diapers, each having elastomeric 

patches secured ther~to .at regularly spaced locati0.ns along its 

length, said web being subjected to a sequential stretching proc.ess 

using multiple pairs of meshing corrugated rolls in the areas of said 

web coinciding with the elastomeric patches, said web also being cut 

30 at predetermined points along its length to form a multiplicity of 

single use diapers, . each having at. least one pair of laterally 

stretchable side panels; 
Figure 2 is a simplified perspective view of a sequential 

web stretching assembly of the present invention, said assembly be.ing 

35 comprised of two sequent i a 11 y positioned sets of meshing corrugated 

rolls; 

11111~11imnr 
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Figure 2A is a simplified view taken along view line 2A-2A 

in Figure 2 and showing the manner in which idler rolls are used to 
cause the diaper web to wrap lowermost corrugated rolls; 

Figure 28 is a highly enlarged view taken at the inset 28 
5 shown in Figure 2, said view showing the degree of meshing of the 

first set of corrugated rolls with one another as the "zero strain" 
stretch laminate portion of the diaper web passes therebetween; 

Figure 2C is a highly enlarged view taken. at the inset 2C 
shown in Figure 2, said view showing the degree of meshing of the 

10 second set of corrugated ro 11 s with one another as the part h 11 y 
stretched ·0 zero strain" stretch laminate portion of the dhper web 
passes therebetween; 

Figure 20 is a highly enlarged. simplified cross-sectional 
view of an intermittently bonded "zero-s~~ain" stretch laminate web 

15 of the present invention after the w~b has passed through a 
corrugated roll nip of the type shown in Figures 28 and 2C; 

Figure 2E is a highly enlarged simplified cross-sectional 
view of a substantially continuously bonded "zero strain" stretch 
1 aminate web of the present invention after the web has passed 

20 through a corrugated roll nip of the type shown in Figures 28 and 2C; 
Figure 3 is a simplified schematic illustration of an 

a 1 ternat i ve sequent i a 1 web stretching system of the present 
invention; . 

Figu.re. 4A is a simplified cross-sectional· view taken along 
25 section line 4A-4A in Figure 3; and 

Figure 48 is a simplified cross-sectional view taken along 
section line 48-48 in Figure 3. 

DETAILED DESCRIPTION OF THE PRESENT INVENTION 
It will be .readily apparent to those skilled in the art 

30 that although the following description of the present invention is 
in connection with a single use diaper structure having preselected 
elasticized areas, the present invention may be practiced with equal 
facility on pearly any web either comprised entirely of or containing 
discrete, isolated "zero strain" stretch laminate portions. 

35 . The diaper manufacturing process and the diapers, which are 
only schematically illustrated in Drawing Figures l-2C, may, if 
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desired, be generally similar to those disclosed in commonly assigned 
U.S. Patent 4,081,301 issued ·to Buell on March 28, 1978 and hereby 
incorporated herein by reference. However, the elast1c1z·ed legbands 
of the Buell diaper are an optfon, and for clarity are not shown 

5 here-in. The dhper web and the hourglass-shaped diapers 
schematically shown in Figures· 1-2C employ elasticized side panels in 
one or both sets of the ear portions of the hourglass. Positioning 
of such discrete elastomeric elements which can be used to produce 
such elasticized side panels in at least one pair of ears is 

10 generaliy disclosed in U.S. Patent 4,857,067 issued to Wood et al. on 
August 15, 1989, which patent is also hereby incorporated herein by 
reference. 

Referring to Figure l, there is shown a continuous web l 
comprised of. a plurality of interconnec~e.d single use diapers 2. 

15 Each di aper 1 s comprised of an absorbent pad e 1 ement 3, a pa 1 r of 
el astomeric elements or patches 4a, wh1ch ·may be comprised of "live" 
synthetic or natural rubber, synthetic or natural rubber foam, 
elastomeric film, elastomeric nonwoven laminate, elastomeric scrim or 
the like, secured to the webs at predetermined spaced locations, said 

20 absorbent pad and said elastomeric patches being located intermediate 
a moisture-impervious backsheet 5, wMch is typically comprised of an 
elongatable polymeric material such. as one mil thick polyethylene 
film, and a moisture-pervious topsheet 6, which is typically 
comprised of either an elongatable non-woven fibrous material or an 

25 elongatable apertured polymeric film. 
Particularly preferred materials which can be used for 

elastomeric elements or patches 4a include foams having an elongation 
to break of at least about 400% and an extension force of ·about 200 
grams per inch of ·sample width at 50% extension of its unstrained 

30 length. Exemplary foams which have been found usable are:. General 
Foam polyurethane foam No. 40310 having a no-load caliper or 
thickness of approximately 80 mils and a density of approximately 
2.06 pounds per cubic foot (approximately 0.033 grams per cubic 

· centimeter), as available from General Foam of Paramus, . New Jersey; 
35 Bridgestone SG. polyurethane foam having a no-load caliper or 

thickness of .approximately 80,mils and a density of about 2.06 pounds 
per cubic foot (0.033 grams per cubic centimeter), as available from 
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er;dgestone of Yokohama, Japan; cross-Hnked natural rubber foam 

hav;ng a no-load cal;per or th;ckness of approx;mately 50 m;ls and a 

density of ·about 13.3 pounds per. cubk foot (0.214 grams per cubic 

cent;meter), as available from Fulflex Inc. of M;ddleton, RI; and 

5 cross-linked natural rubber foam hav;ng a no-load caliper or 

thickness of approximately 50 mils and a density of about 13.3 pounds 

per cubic foot (0.214 grams per cubic centimeter), as available from 

Ludlow Composites Corporation of Fremont., Ohio. 
Particularly preferred materials for backsheet 5 include 

10 blends comprised of about 45-90% linear low dens;ty polyethylene and 

about 10-55% polypropyl~ne. If used in unembossed form, the 

backsheet ·s typically exM~its a no-load caHper. or thickness of 

approximately 1 mil. If desired, the backsheet may be embossed.to a 

caliper of approximately 5.5 mils to enhance the web's handling and 

15 appear-ance characteristics. Exemp 1 ary backsheet materi a 1 s which have 

been found to work are: RR8220 blend REDEM, as .available from 

Tredegar Industries, ·inc. of Terre Haute, Indiana; and RR5475 blend 

ULAB, as available from -Tredegar Industries, Inc." of Terre Haute, 

Indiana. 
20 One particularly preferred materi a 1 for moisture pervi ous 

topsheet 6 comprises a hydrophobic, nonwoven ·carded web having a 

basis weight in the range.of about 18-20 grams per square yard and 

comprised of approximately 2.2 denier polypropylene fibers, as 

available from Veratec, Inc., .a Division of International Paper 

25 Company, of Walpole, Massachusetts under the designat;on PS. 

A part i cul arl y. des i rab 1 e aesthet 1 c appearance results ; n 

the •zero strain" stretch laminate portions of the diaper web when 

the backsheet 5, the top sheet 6 or both are comprised of res i 1 i ent 

three-dimensional polymeric webs of the type generally disclosed in 

30 conmonly assigned U.S. Patent 4,342,314 issued to Radel and Thompson 

on August 31, 1982 and hereby incorporated herein by reference. 

· The cont.inuous webs of backsheet material 5 and topsheet 

material 6 are preferably mainta;ned under very slight (essentially 

"zero strain") tension in the machine direction to prevent wrinkling 

35 and to facilitate registration with the diaper assembly and 

converting operations until the completed d;aper web is severed into 

discrete diapers 2 at knife 22. 
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The ·diaper web forming operation is illustrated only 
schematically in Figure 1. The absorbent pad segments 3 are fed into 
the nip between a pair of combining or laminat-ing rolls 15 at 
regularly spaced, predetermined intervals. In a particularly 

. s preferred embodiment, the absorbent pad segments 3 ar~ preferably 
comprised of airfelt confined within a cellulosic tissue envelope to 
provide pad integrity in use. 

As has been pointed out ear.lier herein, "zero strain" 
stretch 1 amfnat.e webs of the present invention may be produced 

10 utfl izing either an intermHtent bondfog configurat;on or a 
substantially continuous bonding configuration. The intermittent 
bonding configuration is normally desirable in those situations where 
the substantially inelastic webs in the lami·nate are relatively 
elongatable or drawable without rupture ~~d where a high degree of 

15 z-direction bulking is .desired in the finished laminate. 
Conversely, a continuous bonding configuration has 

generally been found desirable where the degree of z-direction 
bulking is not of prime importance and one or more of the relatively 
inelastic webs in the laminate is difficult to elongate or draw 

20 without causing rupture. In the latter situation, a substantially 
continuous bonding configuration maintains all of the layers of the 
1 ami nate in re 1 at i ve 1 y close adherence to one another. after the 
incremental stretching operation. Accordingly, even if one or more 
of the relatively inelastic webs is damaged to the point of rupture 

25 during the i ncrementa 1 stretching operation, the relative 1 y c 1 ose 
adherence of the damaged portions of the relatively inelastic web or 
webs to the elastomeric ply makes it difficult for the end user to 
perceive that any damage has occurred. Provided rupture of the 
relatively inelastic web or webs does not defeat the web's intended 

30 functionality, e.g., fluid-imperviousness, the damage which does 
occur to the relatively inelastic web or webs during the incremental 
stretching operation is not perceived as a negat_ive in the end 
product. 

Thus, an unexpected benefit which results from the use of a 
35 continuous bonding configuration in particularly preferred "zero 

strain" stretch laminate webs of the present inve~tion is that it 
permits the manufacturer of the elasticized article to select from a 

. . . 
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much wider range Qf relatively inelastic webs which may be 
successfully employed in laminates of the present invention. In 
essence, ·it permits the use of relatively inelastic-webs which would 
not norma 11 y be considered drawab 1 e to any apprec i ab 1 e extent in 

5 "zero strain" stretch . laminate webs of the present invention . 
. Accordingly, unless expressly stated otherwise, the term "drawable" 
as used in the present specification and claims, is not intended to 
exclude relatively inelastic webs which undergo a degree-of thinning 
or damage during the incremental stretching operation. 

10 As can be seen in the embodiment of Figure 1, the 
continuous web of moisture-impervious elongaiable backsheet material 
is· directed in close proximity to a· glue applicator 10. If an 
intermittently bonded laminate web is desired i·n. 'order to max1m1Ze 
the degree of z-direction bulking in the _f_inished product, the glue 

15 ·applicator 10 may be· used to apply discrete, spaced apart spots of 
adhesive in these predetermined areas of backsheet 5 where the 
substantially untensioned elastomeric patches 4a will be placed. 

Alternatively, if a substantially continuously bonded 
laminate web is desired, the glue applicator 10 may be used to apply 

20 ·a substantially uniform and continuous application of adhesive lOa to 
the backsheet 5 in those predetermined areas where the substantially 
untensioned elastomeric patches 4a will be placed. ln a particularly 
preferred embodiment of the latter type, the· adhesiv~ selected is 
stretchable and the glue applicator 10 comprises a melt blown 

25 applicating system. · 
One such melt blown adhesive applicating system which 

Applicant has found particularly well suited for producing a 
substantially continuously bonded "zero strain" stretch laminate web 
of the present invention is a melt blown spray applicator Model No. 

30 GM-50-2-1-GH, as avail"able from J&M Laboratories of Gainesville, 
Georgia. The latter system employs a nozzle _having 20 orifices per 
lineal inch, as measured in the cross-machine direction, each orifice 
measuring approximately 0.020 inches in diameter. A Findley H-2176 
Hot Melt Adhesive, as available from Findley Adhesives of Findley, 

35 Ohio is preferably he.ated to a temperature of approximately 34o•F and 
applied to the backsheet S at a rate of approximately 7.5-10 
milligrams per square inch. Heated compressed air at a temperature 
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of approximately 425.F and a pressure of approximately 50 psig is 
issued through the secondary orifices in the adhesive nozzle to 
assist in uniformly distributing the adhesive fibrils during the 
laydo~n operation. 

5 The intimate contact of the hot glue substantially ·shown as 
lOa in Figure l with the backsheet web 5 for the time which passes 
prior to incremental stretching of the resultant "zero strain'' 
stretch laminate portion of the diaper web provides softeni~g of the 
backsheet. For some webs, such as conventional polyethylene 

10 backsheet material, this softening has been found beneficial in 
minimizing damage to the backsheet during the incremental web 
stretching process. This may be particularly important in situations 
where the web in question imparts some function, e.g.,· 
fluid-imperviousness, to the finished artic}e being produced. 

15 Alternatively, the components comprising the "zero strain" 
portions of the diaper web may be intermittently or continuously 

.bonded to one another using u·nheated adhesive, heat bonding, pressure 
bonding, ul~rasonic bonding, etc. In ~uch instances, thermal energy 
may, if desired, be app l i ed to the backsheet web S by other means 

20 well known to those skilled in the art, e.g., radiant heaters (not 
shown),· hot air blasts (not shown), etc., to achieve a similar 
result. 

Two rolls of elastomeric material 4 are fed under very 
slight (essentially "zero strain") tension at a speed which provides 

25 the desired length of elastomeric patch 4a per diaper onto an anvil 
roll 11 equipped with vacuum hold down ports (not shown) at its 

• periphery. Knife. 12 makes one cut per diaper and the substantially 
untensioned elastomeric patches 4a travel with anvil roll 11 secured 
to its periphery by vacuum unt 11 they reach transfer point 13. At 

30 point 13 the elastomeric patches 4a are transferred to predetermined 
portions of the backsheet web S coinciding with adhesive lOa, 
preferably by high pressure air blasts. The transfer is sequential 
and the surface speed of the vacuum equipped anvil ro 1 ~ 11 and 
backsheet web 5 are. essentially equal. 

35 The backsheet web 5 with elastomeric patches 4a attached 
thereto at predetermined eoints along its length is ihen directed to 
the pair of laminating or combining rolls 15. 



------ ,_ -
21 ... 

A continuous web of a moisture-pervious topsheet material 

6, such as an elongatable fibrous nonwoven web, is directed in close 

proximity to a second glue applicator 14 where a pattern of adhesive 

14a size~ to substantially match the dimensions and locations of the 
· s · elastomeric patches 4a on backsheet web 5 is preferably applied. As 

with the backsheet material 5, the pattern of adhesive applied to the 

topsheet materhl 6 may be either intermittent or substantially 

continuous, depending upon the properties of the topsheet material 6 -

and the ch.aracteristics desired in the resultant "zero strain" 

10 stretch laminate web. If desired, adhesive applicator 14 may be 

identical to adhesive applicator 10. 
The backsheet web 5 and topsheet web 6 and the absorbent 

pads 3 are brought into contact. with one another at combining rol 1 s 

15. Just prior to the webs and pads com_jng into contact with one 

15 another, additional adhesive is preferably applied to one or both 

webs by means which are, for clarity, not shown in Figure 1. The 

latter adhesive secures predetermined portions of the backsheet, the 

topsheet and the absorbent pad to one another to form.the diaper web 

1. 

·20 The fully assembled diaper web 1 thereafter preferably 

proceeds through a pair of bond setting rolls 16, which may require 

chilling to minimize glue bleed through. 
The fully assembled diaper web 1 is then directed through 

an incremental web stretching system of the present ·invention, which 

25 is shown only schematically as 20 in Figure 1. Details of a 

particularly preferred incremental web stretching system of the 

present inver:ition which can be employed as system 20 are set forth in 
Figure 2. 

Referring to Figure 2, timing of the diaper web 1 

30 containing substantially untensioned elastomeric patches 4a is such 

that the substantially untens i oned . e 1 astomeri c patches 4a contained 

within the diaper web substantially coincide with the corrugated or 

grooved segments 24 contained on uppermost corrugated rolls 25 as the 

. diaper web 1 passes between the segments 24 -of uppermost corrugated 

35 rolls 25 and the continuously corrugated or grooved lowermost 

corrugated rolls 21. If desired, the grooved segments 24 may be of 

greater overall length than the elastomeric patches 4a, as measured 
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in the machine directfon, so as to impart a degree of extensibility 
to those portions of the topsheet and backsheet which are adjacent 
the elastomeric patches 4a in the finished diaper. · 

While the exact configuration, spacing and depth of the 
5 complementary grooves on the uppermost and lowermost corrugated.rolls 

will vary, depending upon such fact~rs as the amount of elasticity 
desired in the •zero strain" stretch laminate portion of the fully 
processed web, two pairs of sequenced corrugated rolls, each having a 
peak-to-peak groove pitch of approximately 0.150 inches, an included 

10 angle of approximately 12• as measured at the peak, and a peak-to­
valley groove depth of approximately 0.300 inches have been employed 
in a particularly preferred embodiment of the present invention. The 
exterior peak of each corrugation on the aforementioned corrugated 
~oll pairs exhibits a radius of approxima~ely 0.010 inches, while the 

15 · internal groove formed be~ween adjacent corrugations typically 
exhibits a radius of approximately 0.040 inches. The sequenced 
corrugated rol 1 pairs are typ_ical ly adjusted so that the opposing 
peaks on each succeeding pair of meshing corrugated rolls increase 
their degree of overlap with one another approximately 0.035-0.050 

20 inches from the first pair of meshing corrugated rolls to the second 
pair,. the second set of meshing corrugated rolls typically 
overlapping one another to a total depth between about 0.150 inches 
and about 0.175 inches. Two pairs of meshing corrugated rolls of the 

·aforementioned type mounted in sequence with one another have 
25 produced good e 1 ast i c characteristics in a 1 ami nate web of the 

present invention comprised of 80 mil thick elastomeric polyurethane 
foam patches 4a substant i a 11 y continuous 1 y bo"ded on their opposed 
surfaces to a one mil thick moisture impervious polymeric backsheet 5 
and a hydrophobic nonwoven top sheet 6 having a basis weight in the 

30 range of about 18 to 20 grams per square yard and comprised of 
approximately 2.2 denier polypropylene fibers. 

The degree of overlap of the opposing peaks on the 
successive pairs of meshing corrugated rolls may of course be 
adjusted, as desired, to produce more or less extensibility in the 

35 resultant •zero strain• stretch laminate portion of the web. For the 
aforemenUon.ed roll geometry and laminate web construction, peak-to­
peak overlap depths ranging from as little as about 0.050 inches to 
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as much as about · 0.225 inches are feasible. In general, as the 

number of sequenced meshing corrugated roll pairs increases for any 

given total amount of incremental stretching, the potential for web 

damage decreases. This is believed due to the fact that the 

5 incremental stretching operation is carried out more gradually in a 

series of relatively small steps when a series of sequenced meshing 

corrugated roll pairs is employed. · More gradual stretching of the . 

web is believed to minimize damage to the web. 
. . h~ 

As can be seen from Figure 2A, the di aper ~,_eu ,\ is caused 

Io by idler ro 11 s 72, 7 4 to wrap the 1 owermost corrugated ro 11 s· 21 

sufficiently to cover the active vacuum ports 22 located immediately 

adjacent each continuous· set -of grooves 23 on lowermost rolls 21. 
.. . . 

The vacuum ports 22, which are positioned so as to substantially 

coincide with the grooved segments 24 on_.uppermost corrugated rolls 

15 25, are internally connected through rolls 21 to a pair of vacuum 

manifolds 26 which exert suction against the diaper web 1 as the 

di aper web is acted upon by the grooved segments 24 of uppermost 

corrugated rolls 25. 

To minimize build up of either the adhesive used to secure 

20 the untensioned elastomeric patches 4a to the fluid-pervious topsheet 

web 6 and the fluid-impervious backsheet web 5 or the adhesive used 

to secure the coinciding portions of the topsheet web and the 

backsheet web to one another, the grooved segments 24 on uppermost 

ro 11 s 25 and the continuous grooves 23 on 1 owermost ro 11 s 21 are 

25 preferably either comprised of a low friction material, such as 

Tefl.on, or coated with a sel f-1 ubricating 1 ow friction.material such 

as Permalon No. 503 spray coating, as available from Micro Surface 

Corporation of Morris, .Illinois. 

The vacuum ports 22 on lowermost rolls 21 are preferably 

30 covered by a porous material, such as 0.090" mesh. honeycomb 44, to 

provide support to the portions of the diaper web 1 acted upon by the 

vacuum and to provide a good gripping surface against the web so as 

to substantially prevent lateral slippage or movement of the web 

across the honeycomb surface whenever the web is acted upon by 

35 vacuum. 
Under optimum circumstances, the maximum ·degree of 

incremental stretching which can be imparted to the "zero strain" 
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portions of the diaper web 1 containing elastomeric patches 4a is 

determined by the depth of engagement between the grooves on segments 

24 of uppermost corrugated ro 11 s .25 and the continuous grooves 23 on 

lowermost corrugated rolls 21. However, Applicant has discovered 

5 that.unless the stretch laminate web is substantially prevented from 

slipping or ~ontracting in a direction substantially par~llel to the 

direction of web stretching as it passes between the meshing 

corrugated rolls, the optimum degree of incremental stretching is not 

realized. Therefore, in i~s most preferred form, the incremental web 

10 stretching operation of the present invention is ca~ried out while 

the outermost portions of all of three layers comprising the "zero 

· strain" stretch laminate composite are subjected to restraint, as 

generally shown in the cross-section of Figure 2·8, to substantially 

prevent the "zero strain" stretch laminate pprtions of the· diaper web 

15 from slipping or contracting in a direction parallel to the desired 

direction of stretching as it passes between the sets of sequentially 

positioned meshing corrugated roll·s. 

However, the present invention may a 1 so, if desired, be 

practiced to advantage by restraining only the elongatable or 

20 drawab 1 e 1 ayer or 1 ayers of the composite, i.e. , it is not an 

absolute requirement that the outermost portions of the elastomeric 

elements 4a also be restrained during the incremental stretching 

operation. In the latter instance, the elongatable or drawable layer 

or 1 ayers are st il 1 permanent 1 y e 1 ongated during the i ncrementa 1 

25 stretching process, but the z-direction bulking in the resultant 

"zero strain" stretch laminate web may be somewhat less pronounced 

when the stretching tension is removed. This is due to the fact that 

the elastome.ric layer undergoes a lesser degree of initial stretching 

during such a process. Accordingly, ;t can only undergo this same 

30 amount of retraction when it returns to its undhtorted 

conf;gurat ion. 

A "zero strain" stretch laminate· embodiment of the 

aforementioned type may •lso exhibit some degree of disproportionate 

straining in the elongatable web or webs in the areas immediately 

35 adjacent the opposed edges of the elastomeric elements 4a. In the 

case Qf an opaque polymeric backsheet web which is normally employed 

as a fluid-impervious barrier on a diaper, these disproportionately 
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strained portions can become sufficiently thinned that they may even 

appear transparent despite the fact no rupture has taken place. In 

such instances the functionality, e.g., the fluid-imperviousness, of 

the "ze·ro strain" stretch laminate portions of the diaper web is not 

5 impaired. Embodiments of the latter type are normally employed in 

situations where the aesthetic appearance of the "zero strain" 

stretch laminate portion of the resultant article is e;ther hidden 

from view by the design or configuration of the article or, if 

visible, is of no concern to the user of the article. 

10 In still another embodiment of the present invention even 

rupture of one or more of the e 1 ongatab le none 1 ast i c webs may not 

render the resultant "zero strain" stretch lamin~te.web unacceptable 

for its intended purpose, e.g., rupture of the backsheet web 5 does 

not necessarily destroy the laminate w~b/s functionality for its 

15 intended purpose as 1 ong ·as one of the other p 1 i es in the 1 ami nate 

web provides the desired function in the finished article. For 

example, some degree of rupturing in the elongatable backsheet web 5 

will not destroy the _fluid-imperviousness of the resultant disposable 

diaper web if the elastomeric patches 4a are comprised of a 

20 fluid-impervious material. This is particularly true with respect to 

those •·zero strain" · stretch 1 ami nate web embodiments emp 1 oyi ng 

substant i a 11 y cont 1 nuous bonding between the p 1i es in que.st ion, s i nee 

relatively close adherence of the plies to. one another after 
. . 

incremental stretching renders such ply damage difficult to detect by 

25 the end user of the article. 

Because the diaper web 1 shown in Figures 1-28 is 

substantially impervious to the passage of air by virtue of the 

presence of the uppermost moisture-impervious backsheet web 5, vacuum 

ports 22 covered by porous honeycomb material 44 can, if desired, be 

30 employed immediately adjacent each set of machine direction oriented 

grooves 23 in lowermost corrugated rolls 21.. If the elastomeric 

patches 4a -are sufficiently pervious to the passage of air, the 

suction forces generated by the vacuum will pass through the 

fluid-pervious topsheet web 6 and the elastomeric patches so as to 

.35 tightly grip the overlying portions of the backsheet 5. In this 

instance, all three layer~ comprising the "zero strain" stretch 
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laminate portio"ns of the diaper "'eb wnl be restrained during the 
incremental stretching operation. 

If the elastomeric patches 4a were not substantially 
pervious to the passage of air, it would be necessary to e-ither (a) ... 

5 position the vacuum ports 22 and the overlying honeycomb material 44 
just outside the opposed edges of t~e elastomeric patches 4a so that" 
suction forces could be exerted on the fluid-impervious. drawable 
backsheet web 5 ·through the fluid-pervious drawable topsheet web 6; 
or (b) restrain all three layers comprising the nzero strain" stretch 

10 ·laminate portions of the diaper web by means of suitable clamping 
apparatus capable of acting upon the opposed surfaces of the diaper 
web 1. Such apparatus are disclosed in the aforementioned 
concurrently filed, commonly assigned U.S. Patent Application of 
Gerald M. Weber, William R. Vinnage, Jr., ~ouglas H. Benson and David 

15 A. Sabatelli entitled IMPROVED METHOD AND APPARATUS FOR INCREMENTALLY 
STRETCHING ZERO STRAIN STRETCH LAMINATE WEB TO IMPART "ELASTICITY 
THERETO, Attorney's Docket 4339, the disclosure of which ;s hereby 
incorporated herein by reference. 

The suction forces applied to the diaper web I shown in 
20 Drawing Figures l-2C by vacuum ports 22 acting through porous 

honeycomb materi a 1 44 substant i a 11 y prevent those portions of the 
diaper web containing sub~tantially untensioned elastomeric patches 
4a from slipping or contracting in a laterally inward direction as 
they pass between the meshing portions of the continuous grooves 23· 

25 on lowermost corrugated rolls 21 and the grooved segments 24a and 24b 
of the first and second sets of uppermost corrugated rolls 25 and 27, 
respectively. 

This not only maximizes the effectiveness of the 
incremental web stretching operation by forcing the elongatable 

. 30 topsheet and backsheet webs secured to the elastomeric patches 4a to 
undergo the fullest possible degree of elongation during the 
stretching operation,. but also substantially prevents 
disproportionately high straining of the topsheet and/or backsheet 

• · webs to which they are secured in the areas immediately adjacent the 
35 opposed peripheral edge portions of the elastomeric patches. 

Sequentially stretching the "zero strainn stretch laminate 
portions of the diaper.web I in accordance with the present invention 
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using multiple· pairs of meshing corrugated rolls, each subsequent 

pair of corrugated rolls exhibiting an increased degree of mesh~ng, 

reduces the rate at which the elongation process is carried out and 

hence the rate at which strain is experienced by the composite web as 

5 it ·passes therebetween. In addition, the temporary release of 

tension from the web as it passes between the successive roll pairs 

allows some degree of stress redistribution to occur in the web prior 

to the web's being incrementally stretched to a greater degree by 

each succeeding roll pair. 
10 Therefore, the more meshing roll pairs which are used to 

achieve the desired degree of tncremental stretching, the more 

gradual will be the stretching of the web as it passes between any 

given roll pair and the more opportun;ties there~wiil be provided for 

stress red 1 stri but ion to occur within the web~ This .not only 

15 minimizes the rate at which strain is experienced by the composite 

·web, but maximizes the ·opportunities for stress redistribution 

between each incremental stretching operation. Consequently a 

sequent i a 1 ro 11 system of the present i·nvent ion is 1 ess prone to 

cause damage to the webs being processed than if the entire 

20 stretching operation is carried out on a single roll pair exhibiting 

an equivalent degree of meshing. 
The cross-section of Figure 20 reveals the condition of an 

untensioned intermittently bonded •zero strain" stretch laminate web 

of the present invention, as viewed at a point corresponding to its 

25 greatest degree of incremental stretching, while the cross-section of 

Figure 2E reveals the condition of an otherwise identical untensioned 

substantially continuously bonded •zero strain" stretch laminate web 

of the present invention,. as viewed at a point corresponding to its 
. . 

greatest degree of incremental stretching. Although both webs are 

30 elastically extensible in the direction of initial stretching, at 

least up to the point of initial stretching, the intermittently 

bonded •zero strain• stretch laminate web shown in Figure 20 ·exhibits 

a much greater degree of z-direction bulking. 
Following the sequenthl incremental stretching operation 

35 shown schematically as 20 in Figure 1, the fully assembled diaper web 

.1 is preferably passed through a side notching apparatus shown 

schematically as 60, wherein notches intended to coincide with the 
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wearer's 1 egs are cut from the 1 ateral edge portions of the fully 
assembled diaper web. 

Finally, the diaper web 1 is cut at predetermined locations 
along its length by means of knife 22 to produce hourglass-shaped 

5 single use diapers having at least one pair of substantially 
undamaged side. panels which are elastically extensible, in a 
direction substantially parallel to the diaper's waistband, at least 
up to th~ point of initial stretching. 

From the description contained herein, it is clear that the 
10 improved method and apparatus of the present invention may be 

employed to advantage to produce a wide range of elasticized articles 
either comprised entire 1 y of or inc 1 ud i ng one or more discrete, 
isolated "zero strain" stretch laminate web portions. 

It is also recognized that while_ sequentially positioned 

15 pairs of meshing corrugated rolls having their corrugations aligned 
substant i a 11 y para 11e1 to one another are disc 1 osed in the 
accompanying Drawing Figures, the pre$ent invention may be practiced 
with equal facility employing sequentially positioned pairs of 
corrugated rolls wherein the corrugations are not all oriented· 

20 parallel to ·one another. Furthermore, the corrugations on such 
sequent i a 11 y positioned pairs of corrugated ro 11 s need not 
necessarily be aligned parallel to either the machine or .the 
cross-machine direction. For example, if a curvilinear waistband or 
legband portion is desired in a single use diaper constructed using 

25 the •zero strain" stretch laminate --technology herein disclosed, the 
. . 

meshing teeth on the sequentially pos;tioned pairs of corrugated 
rolls employed to sequentially stretch the •zero strain" portions of 
the diaper web may be arra.Yed in the desired curvilinear 
configuration to produce elasticity along the desired curvilinear 

30 contour rather than in a straight line. 
It is further recognized that while the preferred Mgh 

speed processes herein disc 1 osed emp 1 oy sequent ia 11 y po·s it i oned pairs 
of meshing cylindrical corrugated rolls, the sequential web 
stretching operation of the present invention may also be carried out 

35 utilizing a sequential intermittent stamping operation employing 
,multiple sets of meshing platens, each set having a greater degree of. 

. . . 

meshing than the prior set, to sequentially stretch the "zero strain" 
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stretch laminate portions of a web or an article placed between the 
platens. 

Such a· sequenthl stamping operation· is fllustrated 
schematically in Figure 3. The diaper web 101 ·therein disclosed 

·s comprises a fluid-pervious topsheet 6, a flu.id-impervious backsheet 
. 5, absorbent pads 3 and substantially untensioried elastomeric patches 

110 and 120 which form "zero strain" stretch laminate waistband 
portions 210 and curvilinear "zero strain" stretch laminate legband· 
portions 220, respectively, in the diaper web. 

10 The diaper web 101 is sequentially passed through at least 
two pairs of meshing platens. The bottom platen 440, which includes 
curvilinear teeth 520 for incrementally stretching the legband 
portions of the diaper web and straight teeth 510 for incrementally 
stretching the waistband portions of the ~\aper web is first engaged, 

15 with diaper web 101 supported thereon, by an uppermost meshing platen 
300 having toothed sections complementary to those on bottom platen 
440. A typical cross-section of the teeth employed on uppermost 
platen 300 is shown in Figure 4A. Tension on the partially stretched 
diaper web 101 is temporarily released, and the diaper web remains on 

20 t~e bottom p 1 aten 440 unt i 1 a second uppermost p 1 a ten 400, which 
employs complementary teeth having a greater amplitude than those.on 
p 1 aten 300, as genera 11 y shown in the cross-section of Figure 48, 
repeats the st~ing operation on the pa_rtia11y stretched "zero 
strain" stretch laminate portions of the diaper web. As a result, 

25 the "zero strain• stretch laminate portions 210,220 of the diaper web 
101 are sequentially stretched without damage. 

To ensure that the maximum degree of incremental web 
stretching is achieved, the toothed segments 510,520 on lowermost 
platen 440 are preferably surrounded by resiliently deformable 

30 windows 610,620 ·which contact and cl amp the "zero strain" stretch 
laminate portions 210,220 of the diaper web 101 about their periphery 
against corresponding sets of non-deformable windows 710,720 and 
810,820 surrounding the complementary teeth on uppermost platens 300 
and 400, respectively. This clampfog action prevents slippage or 

35 contraction of the "zero strain" stretch laminate portions of the web 
in a direction substantially parallel to the.direction of stretching 
during the incremental stretch;ng· operations performed on the 

li1ili1f U1i1f 1ijf 
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successive sets of meshing platens. The resiliently deformable 
windows 610,620 mus.t, of course, deform sufficiently to permit the 
desired degree of meshing between the teeth on uppermost platens 300 
and 400· and the opposing teeth 510,520 on lowermost platen 440 during 

5 the sequential stretching operation. 
Al.ternathely, those "zero strain" stretch laminate 

portions 210,220 of the diaper web 101 to be sequentially stretche~ 
may be restrained by suitable vacuum means (not shown) surrounding 
the toothed segments 510,520 on lowermost platen 440 before either of 

1 o the uppermost meshing p 1 a tens 300 or 400 is ab 1 e to exert enough 
force on the "zero strain• stretch 1 ami nate portions of the diaper 
web to cause slippage or contraction t~ereof in a direction parallel 
to the direction of stretching. 

While the present invention has ~e~n described primarily in 
15 the context of providing elasticized ears or elasticized wajstbancis .. 

and/or legbands in a single use diaper, it is recognized that the 
present invention may a 1 so be practiced to advantage in many other 
applications and environments. It will be obvious to those skilled 
in the art that various changes and modifications can be made without 

20 departing from the spirit and scope of the present invention, and it 
is intended to cover in the appended claims all such modifications 
that are .within the scope of this invention. 

What is claimed is: 

25 

30 

35 

1m11ui1iiinr 
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CLAIMS: 

1. An improved method for sequentially ·stretching a zero 

strain stretch laminate web to impart elasticity thereto in the 

direction of stretching, at least up to the point o( initial 

stretching, without rupturing said zero strain s~retch laminate web, 

said method comprising the steps of: 
(a) feeding a zero strain stretch laminate web comprising 

a substantially untensioned first elastomeric ply 

· intermittently secured to a substantially untensioned 

second ply comprising a continuous web which is 

elongatable, but which exhibits less elastic recovery 

than said first ply, between a first pair of opposed 

pressure applicators having three-dimensional surfaces 

which, at least to a degree, are complementary to one 

another; 
(b) subjecting the portions of said zero strai-n stretch 

laminate web located between said first pair of 

opposed pressure applicators to incremental stretching 

by causing said three-dimensional surfaces of said 

first pair of opposed pressure applicators to mesh 

with one another, at least to a degree,- whereby said 

second elongatable ply is permanently elongated, at 

least to a degree, by said initial incremental 

stretching·; 
(c) removing at least one of said first pair of pressure 

applicators from contact with the surface of said 

initially stretched portion. of said zero strain 

stretch laminate web, thereby relieving the stretching 

tension on said laminate web; and 
(d) subjecting said initially stretched portions of said 

zero strain stretch laminate web to further 

incremental stretching by contacting the exposed 

surface of said partially stretched zero strain 

stretch laminate web with a second pair of opposed 

pressure applicators having three-dimensional surfaces 

which are also,_at least to a degree, -complementary to 
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one another, but which mesh to a greater degree than 
said first pair of opposed pressure applicators, 
whereby said second elongatable ply is further 
permanently elongated with minimal damage by said 
sequential stretching operations so that sa_id laminate 
·web is elastically extensible in the d;rection of 
inc.remental stretching, at least up to the point of 
stretching by said second ·pair of opposed pressure 
applicators, once the incremental stretching forces 
are removed from said zero strain stretch 1 aminate 
web. 

2. An improved method for sequentially stretching a zero 
strain st.retch laminate web to impart elasticity thereto in the 
direction of stretching, . at least up to the point .of initial 
stretching, withbut rupturing said zero strain stretch laminate web, 
said method comprising the steps of: 

(a) feeding a zero strain stretch laminate web comprising 
a substantially untensioned first elastomeric ply 
substantially continuously secured to a substantially 
untensioned second ply comprising_ a continuous web 
which is elongatable, but which exhibits less elastic 
recovery than said first ply, between a first pair of 
opposed pressure appl icato-rs having three-dimensional 
surfaces which, . at least to a degree, are 
complementary to one another; 

(b) subjecting the portions of said zero strain stretch 
laminate web located betwee,.11 said first pair of 
opposed pressure applicators to incremental stretching 
by causing said three-dimensional surfaces of said 
first pair of opposed pressure applicators to mesh 
with one another, at least to a degree, whereby said 
second elongatable ply is permanently elongated, at 
least to a degree, by said initial inc.remental 
stretching; 

(c) removing at least one of said first pair of pressure 
applicators from contact with the surface of said 
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initially stretched portion of said zero strain 

stretch laminate web, thereby relieving the stretching 

tension on said laminate web; and 
subjecting said initially stretched ~ortions 

zero strain stretch laminate web to 

·incremental stretching by contacting the 

surface of said partially stretched zero 

stretch laminate web with a second pair of 

of said 
further 
exposed 

strain 
opposed 

pressure applicators having three-dimensional surfaces 

which are.also, at least to a degree, complementary to 

one another, but which mesh to a greater degree than 

said first pair· of opposed pressure applicators, 

whereby said second el ongatab le p 1 y is further 

permanently elongated with minimal damage by said 

seq.uential stretching operations so that said laminate 

web is elastically extensible in the direction of 

incremental stretching, at least up to the point of 

stretching by said second pair of . opposed pressure 

applicators, once the incremental stretching forces 

are removed from said zero strain stretch laminate 

web. 

3. An improved method for sequentially stretchfog a 

continuously movfog. zero strain stre~ch laminate web to impart 

elasticity thereto in the direction of stretching, at least up to the 

point of initial stretching, ·without rupturing said zero strain 

stretch laminate web, said method comprising the steps of: 

(a) contfouously feeding a zero- ~train stretch laminate 

web comprising a substantially untensioned first 

elastomeric ply intermittently secured to a 

substantially untensioned second ply comprising a 

cont i nu~us web which is e 1ongatab1 e, but which 

exhibits less elastic recovery than said first ply, 

between a first pair of opposed pressure applicators 

comprising corrugated rolls having an axis of rotation 

perpendicular to the direction of web travel, said 

corrugated rolls having t~ree-dimensional ~urfaces 
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comprising corrugations which, at. least to a degree, 
are complementary to one another; 

(b) subjecting the portions of said continuously moving 
zero strain stretch laminate web located between said 
first pair of oppos~d pressure a~plicators to 
increment~l stretching by causing said 
three-dimensional surfaces of said first pair of 
opposed pressure applicators to mesh with one another, 
at least to a degree, as said continuously moving web 
passes therebetween, whereby said second. el ongatabl e 
ply is permanently elongated, at least to a degree, by 
said initial incremental stretching; 

(c) removing at least one of ,said first pair.of pressure· 
applicators from contact with the surface of said 
initially stretched portion of said _continuously 
movi'ng zero strain stretch -laminate web, thereby 
relieving the stretching tension on said laminate web; 
and 

(d) subjecting said inUially stretched port;ons of said 
continuously moving zero strain stretch 1 ami nate web 
to further incremental stretching by contacting the 
exposed surface of said partially stretched zero 
strain stretch laminate web with a second pair of 
opposed pressure applicators comprising corrugated 
ro 11 s having an axis of rot at 1 on perpendicular to the 
direction of web travel and three-dimensional surfaces 
comprising corrugations which are also, at least to a 
degree, comp 1 ementary to one another, but which mesh 
to a greater degree than said first pair of opposed 
pressure applicators, whereby said second elongatable 
ply is further permanently elongated with minimal 
damage by said sequential stretching operations so 
that said laminate web is elastically extensible in 
the direction of incre~ental stretctiing, at least up 
to the point of stretching by said second pair· of 
pressure applicators, once the incpemental stretching 
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fore.es are removed from· said ze.ro strain stretch 

laminate web. 

4. An improved method .for sequentially stretching a 

·co.nt inuously ~oving zero strain stretch 1 aminate web to impart 

elasticity thereto -in the direction of stretching, at least up to the 

.point of initial stretching, without rupturing said zero strain 

stretch laminate web, said method comprising the steps of: 

(a) continuously feeding a zero strain stretch lami.nate 

web compri s 1 ng a substantially untens i oned first 

elastomeric ply substantially continuously secured to 

a substantially untensioned second ply comprising a 

conti.nuous web which is elongatable, but which 

exhibits less elastic recovery than said first ply, 

between a first pair of opposed pressure applicators 

comprising corrugated rolls having an axis of rotation 

perpendicular to the direction of web travel, said 

corrugated rolls having th~ee-dimensional surfaces 

comprising corrugations which, at least. to a degree, 

are complementary to one another; 

(b) subjecting the portions of said continuously moving 

zero strain stretch laminate web located between said 

first pair of opposed pressure applicators to 

incremental stretching - by causing said 

three-dimensional surfaces of said first pair of 

opposed pressure app·, i ca tors to mesh with one another, 

at least to a degree, as said continuously moving web 

passes therebetween, whereby ~aid second elongatable 

ply is permanently elongated, at least to a degree, by 

said initial incremental stretching; 

(c) removing at least one of said first pair of pressure 

applicators from contact with the surface of said 

inithlly stretched portion of said continuously 

moving zero stra·in stretch laminate web, thereby 

relieving the stretching tension on said laminate web; 

and 
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(d) subjectfog said initially stretched portions of said 
continuously moving zero strain stretch laminate web 
to further incremental stretching by contacting the 
exposed surface of said partfally stretched zero 
strafo stretch laminate web with a second pair of 
opposed pressure applicators comprhing corrugated 
rolls having an axis of rotation perpendicular to the 
direction of web travel and three-dimensional surfaces 
comprising corrugations which are also, at least to a 
degree, complementary to one another, but which mesh 
to a greater degree than said first pair of opposed 
pressure app 1i ca tors, whereby said second el ongatab 1 e 
ply is further permanently elongated with minimal 
damage by said sequential stretching operations so 
that said laminate web is elastically extensible in 
the direction of incremental stretching, at least up 
to the point of stretching by said second pair of 
opposed pressure applicators, once the incremental 
stretching forces are removed· from said zero strain 
stretch laminate· web. 

s·. · The method of Cl aim 1, Cl aim 2, Cl aim 3 or Cl aim 4, 
wherein one of said first pair of pressure applicators is common to 
said second pair of pressure applicators. 

6. The method of Claim 1, Cl.aim 2, Claim· 3 or Claim 4, 
wherein each pair of said opposed pressure app 1 i cators comprise 
corrugated rolls having · an axis of rotation substantially 
perpendicular to, the direction of web travel and wherein said 
three-dimensional surfaces on said applicators comprise corrugations 
which, at least to a ·degree, mesh with one another as said zero 
strain stretch laminate web passes t~erebetween, the corrugations on 
each successive pair of corrugated rolls meshing to a greater degree 
than the immediately preceding pair of corrugated rolls. 

7. The .method of Claim 1, Claim 2, Claim 3 or Claim 4, 
wherein said sequential incremental stretching of said zero strain 
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stretch laminate web is carried out in a direction which is 
substantially parallel to the direction of web travel.· 

8. The method of Claim 1, Claim 2, Claim 3 or Cla_im ~, 

-wherein said sequential incremental stretching of said zero strain 
stretch laminate web is carried out _in a direction which ·is 
substantially perpendtcular to the direction.of web travel. 

9. The method of Claim 1,, Claim 2, Claim 3 or Claim 4, 
wherein said sequential incremental stretching of said zero strain 
stretch laminate web is carried out .in a non-linear configuration. 

10. The method of Claim 9, wherein said sequential 
incremental stretching of said zero strain stretch laminate web is 
carried out in a multiplicity of directions. 

11. The method of Claim 1, Claim 2, Claim 3 or Claim 4, 
where-in said zero strain stretch laminate web furth.er comprhes a 
third substantially untensioned ply which is elongatable, but which 
exhibits less elastic recovery than said first elastomeric ply, 
secured to the surface of said first substantially . untensioned 
elastomeric ply - which is opposite said second substanthlly 
untensioned ply. 

12. An improved apparatus for sequenthlly stretch.ing a 
zero strain stretch laminate web to impart elasticity thereto in the 
direction .of stretching, at least up to the point of initial 
stretching, without rupturing said zero strain stretch laminate web, 
said apparatus co~prising: 

{a) means for feeding a zero strain stretch 1 aminate web 
comp-rising a substantially untensioned first 
elastomeric ply intermittently secured to a 
substantially untensioned second ply comprising a 
continuous web which is el ongatable, but which 
exhibits less elastic recovery than said first ply, 
between a first pair of opposed pressure applicators 
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having three-dimensional surfa·ces which, at least to a 
degree, are complementary to one another; 

(b) means for subjecting the portions of .said zero strain 
stretch laminate web located between said first pair 
of opposed pressure applicators opposed to incremental 
stretcMng by causing said opposed three-dimensional 
surfaces of said first pair of opposed pressure 
app l i ca tors to mesh with one another, at 1 east to a 
degree, whereby said second el ongatable ply is 
permanently elongated, ·at l_,east to a degree, by said 
initial incremental stretching; 

(c) means for removing at least one of said first pair of 
pressure applicators from contact with the surface of 
said initially stretched portion of said zero strain 
stretch laminate web, thereby relieving.the stretching 
tension on said laminate web; and 

(d) means for subjecting said initially stretched portions 
of said zero strain stretch .laminate web to further 
incremental stretchi.ng by contacting the exposed 
surface of said partially stretched zero strain 
stretch laminate web with a second pair .of opposed 
pressure applicators having three-dimensional surfaces 
which are also complementary to one another, but which 
mesh to a greater degree than said first pair of 
opposed pressure applicators, whereby said second 
elongatable ply is further.permanently elongated with 
minimal damage by said sequential stretching 
operations so that said laminate web is elastically 
extensible in the dtrection of incremental stretching, 
at least up to the point of stretching by said second 
pair of opposed pressure app 1 icators, once the 
incremental stretching forces are removed froin said 
zero strain stretch 1 ami nate web·. 

13. An improved apparatus for sequentially stretcMng a 
zero strain stretch laminate web to impart elasticity thereto in the 
direction of stret~hing, at least up to the point of initial 



.,39 I 111\11\ \\\I\\ 10~1\l\I \\\\I\ 
* C L M S 

stretching, without rupturing said zero strain stretch laminate web, 
said apparatus comprising: 

{a) means for feeding a zero strain stretch laminate web 
comprising a substantially untensioned first 
elastomeric ply substantially continuously secured to 
a substantially untensioned second ply comprising a 
continuous web which is elongatable, but which 
exhibits less elas.tic recovery than said first ply, 
between a first pair of opposed pressure applicators 
having three-dimensional surfaces which, at least to a 
degree, are complementary to one another; 

{b) means for subjecting the portions of said zero strain 
stretch laminate web located between said first pair. 
of opposed pressure applicators opposed to incremental 
stretching by causing said opposed three-dimensional 
surfaces of said first pair of opposed pressure 
applicators to mesh with one another, at 1 east to a 
degree, whereby said second elongatable ply ;s 
permanently elongated, at least to a degree, by said 
initial increment~l stretching; 

(c) means for removing at least one of said first·pair of 
pre~sure app 1 icators from contact with the surface of 
said initially stretched portion of said zero strain 
stretch laminate web, thereby relieving the stretching 
tension on said laminate web; and 

{d) means for subjecting said inUially stretched portions 
of said zero strain stretch laminate web to. further 
incremental stretching by contacting the exposed 
surface of said partially .stretched zero strain 
st retch 1 ami nate web with a pair of opposed pressure 
applicators having three-dimensional surfaces which 
are also complementary to one another, but which mesh 
to a greater degree than said first pair of opposed 
pressure applicators, whereby said second elongatable 
ply is further permanently elongated with minimal 

. damage by said sequential stretching operations so 
that said laminate web is elastically extensible in 
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the direction of incremental stretchfog, at least up 
to the point of st:retching by said second ·pair of 
opposed pressure applicators, once the incremental 
stretching forces are removed from said zero strain 
stretch laminate web. 


