
SELF LOCK MECHANISM FOR VALVE ACTUATOR 

The Technical FlaJd of the Invention 

The present jnvention relates toasejf lock mechanism which works like a 

5 break which is automatically turned off if the motor proVide torque and rotate . .!tis 

automatically turned onagajn if the motor stops. 

Background of the Invention 

Butterfly valves are a flat circular disk mounl$d inside a tube Which can be 

10 rotated 90 degrees and thereby either allow or prevent fluid from flowing through a 
pipe. When the valve is nearly closed it can act asa throttle which limitsthefiow. 

There are other valves wo~ing in a similar way, but the butterfly valve is the most 
common choice for large valves used to control liquids flowing through pipes With 

diameter of more than 100 mm. Such type of Valves may be rotated by mean a 

15 motor or by other types of actuators. 

Electric actuators are one type of actuator used to rotate valves from closed to 

open position and any position in between, usu;UIy consisting of an electric motor 

combined with a gear so that the motor must rotate many times for the vatve to 
rotate a quartet of a revolution. 

20 It is preferable that the valve is unable to rotate the motor. This means that the 

valve should not move caused by the torque acting on the valve. like torque set up 

by the fluid flowing through the valve or torque C8lJsed f:)y the valve sealing, evenlf 

the motor is turned off. For safety reasons it is usually best that the valve does not 

open or 01.088 if the electric powersl'lould disappear. MOreOV8{, it is preferable not to 

25 have current flowing throUgh the motor When it is standing still, something which 

would be necessary if the motor had to produce a torque to keep the valve in 

position. This may be achieved with a gear producing a considerably sized friction, or 

a friction break which the motor must overcome before it starts moVing. Both 

solutions mean that the motor must be larger than strictly necessary because it must 

30 produce enough torque to overcome the break, in addition to the torque necessary to 

move the valve. It is also power inefficient and the friction will cause a lot of wear. 
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The present invention is motivated bya product made by Ringspann GmbH. A 

classic application of RINGSPANN1'M irreversible locks is for the automatic locking of 

adjusting mechanisms. For such use the lock Is seldom rotated more than a few 

revolutions and it is preferable that aconsiderabte torque must be applied for the 

5 adjustment. An irreversibJe locks of this type have been attempted used between the 

gear and the motor in a butterfly valve actuator where the number of revolutions can 

be several hundred. Such irreversible locks will. however, create a lot of 

unnecessary friction, increasing the required size of the actuator motor and creating 

heat and wear which can cause problems. 

10 Hence, there is a need for a mechanism preferably preventing the valve from 

rotating the motor. This means that the valve should not be move by a torque 

produced by valve, such as a torque set up by the fluid flowing through the valve 

or torque caused by the valves sealing, even if the motor is turned off. 

For safety reasons it is usually also a need fora mechanism preventing the 

15 valve from becoming open or closed, if the electric power should disappear. 

Also it is a need for a system where there is no current flowing through the 

motor when it is standing still, something which would otherwise would have been 

necessary if the motor had to produce torque to keep the valve in position. 

It is also a need for having a self lock mechanism preventing the valve from 

moving unless it is subjected to. torque from the motor. for practical purposes this is 

a break which is turned off when the motor is turned on. 

A further need is to have a self lock mechanism which is purely mechanical 

and that is activated and deactivated by the motor. It must also be very reliable. 

Summary of the Invention 

An object of the present invention is to provide an improved self lock 

mechanism preventing the valve from moving unless it is subjected to a torque 

produced by the motor. For practical purposes the invention relates to a break which 

is turned off when the motor is turned on. 

30 Another object of the present invention is to provide an improved self lock 

mechanism which is purely mechanical and that it is activated and deactivated by the 

motor. 
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Yet another object of the present invention is to provide an improved self lock 

mechanism that is very reliable. 

A still further object onhe present invention is to provide an improved self lock 

mechanism working like a break which isautomaticalfy turned off if the motor 

5 provides torque and rotate, and which is automatically turned off again if the motor 

stops. 

Yet another object of the invention is to provide an improved self lock 

mechanism which prevents the valve from rotating the motor, Le. being able to 

withstand torque imposed by the valve or its sealing contact, on the motor even 

10 when the motor power supply is cut off. 

Another object of the invention is to provide a self lock mechanism preventing 

the valve from becoming open or closed, if the electric power should disappear. 

A further object of the invention is to provide self lock mechanism and system 

where there is no need for current to flow through the motor when it is standing still, 

] 5 and still maintaining the valve in the required position. 

The above objects are achieved by a self lock mechanism as further defined 

by the independent claims, while options, embodiments and alternatives of the self 

lock mechanism are defined by the dependent claims. 

According toone embodiment of the present invention, a self lock mechanism 

20 for rotating actuators is provided, allowing rotation from one side while denyjng 

rotation from the other side, the mechanism comprising of one or more sets of rollers 

preferably separated by a spring and arranged between a housing and a valve 

connection part with a Shape which will press one of the rollers in each set against 

the waH of the housing and causing slocking effect if the mechanism is attempted to 

25 be twisted from the valve side, and a motor .connection part shaped so that it will 

press the rollers out of locking position and release the locking effect before the 

motor connection part makes contact with the valve connection part and start 

transferring torque. According to the invention, a spring between the rollers maybe 

provided, having a stiffness and a length so as to provides a force which is suffiCient 

30 for keeping the rollers in pOSition but not sufficient to cause conSiderable friction 

between the rollers and a housing, thereby allowing the motor to rotate the gear 
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trough the self lock mechanism with relatively small torque and power losses in the 

self lock mechanism. 

According to another embodiment of the invention, the self lock mechanism 

for rotating the actuators is provided, allowing rotation from one side while denying 

5 rotation from the other side, the mechanism comprising sets of rollers arranged 

between a hOUSing and a valve connection part with a shape which will press one of 

the rollers in each set against the wall of the housing, causing locking if the 

mechanism is attempted to betw'isted from the valve side and a moior connection 

part: shaped so that it wil.1 press out of locking position and against 

10 valve connection part, transferring torque through the roller, According to 

embodiment, the rollers are III:AI"\!:I!l"lIltAt'l 

valve connection part instead of a spring. 

kept in place by at least one wing on the 

According to a further embodiment, a pin on the motor connection part, which 

press the roller out of locking position, may also press the roller against the wing, 

15 transferring torque through the mechanism and thereby render the torque transfer 

pins superfluous. 

According to a further embodiment of the inventiOn, the wings may be given a 

kind of triangular shape where the in the "triangle" is not necessarily straight 

and where one of the tips in the triangle fastened to the valve connection 

20 part while one side follows the inside of the housing, preventing the roller from 

getting in contact with the wall of the housing when the release pin is pressing the 

roller against the wing. 

The mechanism may be provided with two or more sets of rollers, release pins 

and lock surfaces on the valve connection part, wherein the sets are arranged In 

such relation to each other that forces from locking effect balance each other and 

thereby reduce wear on the bearings and make the mechanism easier to rotate from 

the mofor side. 

Short Description of the Drawings 

30 One embodiment of the invention shall be described below, referring to the 

accompanying drawings, where: 
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Figure 1a and 1 b sbowthe various parts forming the embocfjment of the self 

tc)ck mechanism. seen in an exploded view, whe~ Figure 18 ,hows.a side view, 

white Figure tb shoWs 8 vertical section seerr along the lines 2~2 In Figure aa; 

FIgure 2ashows s.ohematloatly a top View of the ·embodirMl1t shown in 

5 Figures 1a and 1b, and Figure 2h shows a vertical section through the embodiment 

shown in Figures 1a and 1b in an assembled state .• seen along the lines 2,,2 in 

Figure 2ai 

Figure 3 shows schematically a horizontal cross section through the self lock 

mechanism shown in Figures 18 and 1b, seen from below, with no motor torque and 

10 the self lock mechanism being looked; 

Figure 4 shOWS schematically a horiZontal cross section through the self lock 

meohanism shown in Figures1aand 1b, the mechanism being seen from below, 

with the motor .providing torque and with the self fock mechanism rotating; 

Figure 5a shows sehematicallya horiZontal cross section through another 

15 embodiment of a self lock mechanisml seen ftom below and along the lines C:.C in 

Figure5b. Where the motor is proViding torque and where the self lock mechanism is 

rotating; 

Figure 5b shows a side view of the embodlment shown in Figure5a, indioating 

with dotted lines the various parts of the·shown embodiment of the self lock 

20 mechanism; 

Figure 6.shows schematically a variant of the embodiment of the self lock 

mechanism sbown .in Figures 1--4; 

Figure 7 $ho~ schematically a cross section thrOl.!gh a further vatiant.of a 

self lock mechanism according to the p~sent invention, using flexible rubber 

25 oyIindersas spring for the rollers; and 

30 

Figure 8, shows sChematically In an enlarge scale a portion of a part of the 

valve connection, a roller and the inner surface of the hOUSing, indicating the position 

of the roller during a looking phase and a phase where the valve connection, and 

hence the valve, is allowed to rotate. 
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DetaiJedDescription ofthe Drawings 

In the following, the various embodiments of the invention will be described in 

further details, using the same reference numbers for identical or similar parts 

throughout the description. 

s Moreover, it should be appreci.ated that the present invehtionrelates in 

general to a self lock mechanism 100, configured to be positioned between an 

actuating means (not shown), .such as for example an electric motor, and a means to 

be actuated (not shown), such as a butterfly valve, pOSitioned in a pipeline wherein a 

fluid may flow. Further, the required gear to be arranged between the actuating 

10 means and the means to be actuated is not shown. 

According to the embodiment shown in Figure 1a and 1b,and also referring to 

Figures 2 to 4, the self lock mechanism 100 comprises a housing 101 containing the 

various elements of the self lo.ck mechanism 100. The housing 101 is fastened with 

bolts through bolt holes 103 to a frame (not shown) of an actuator (not shown) in 

15 order to prevent it from moving or rotating. The bolt holes 103 are arranged in a 

flange 104 forming an integrated part ofthe housing 101. 

The self lock mechanism 100 also comprises a motor shaft connector 105 

having a centrally arranged hole 106, configured to receive the motor shaft 107. Both 

the centrally arranged hole 106 and the corresponding part of the motor shaft 107 

20 are shaped so as to secure proper rotation of the motor shaft connector 105, without 

the risk of slipping or failing. Such Shaping is well known to the person skilled in the 

art and will not be described in further detajl. The motor shaft connector 105 is on the 

side facing downwards on the Figure provided with a number of downwards 

projecting release pins 108, rigidly fixed to the motor shaft connector 105. Further, 

25 the motor shaft connector 105 is also provided with a number of holes 109, each 

being configured to receive a corresponding torque transfer pin 110,The torque 

transfer pins 110 are rigidly attached to the valve connector 102. The dimensions 

and the shape of the valve connector 102 are configured so as to fit into the central 

space of the housing 101, enabling the valve connector 102 to rotate with respect to 

30 the inner wall surface of the housing 101 The valve connector 102 and the 

corresponding end flange 104 are provided with a centratfy arranged, aligned hole 

111 j configured to receive the end of the shaft 112 connecting the valve gear (not 
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shown) and the valve connection 102, Both the shafts 107 and 112 are fixed the 

motor shaft connector 105 and the valve connection 102 a manner securing the 

required torque transfer between the various parts. Such shaping is well known for 

the person skilled in the art and will not be described in further detail. Further, 

5 according to the embodiment shown in the Figures 1 to 4, the serf lock mechanism 

100 is provided with two pairs of rollers 113 and an intermediately arranged spring 

114, 

A slide bearing 115 having a centrally arranged hole for receipt of 

valve gear connector shaft 112 is arranged to be placed at the bottom of the boring 

10 of the valve connector 102,configured to reduce the friction respect to the 

housing 101 during rotation of the valve connector 102, 

Figure 1 a and 1 b shows the various forming the embodiment of the self 

lock mechanism 100, seen in an exploded view, where Figure 1a shows a side view, 

while Figure 1 b Shows a vertical section seen along the lines 2-2 in Figure 2a. Figure 

J 5 28 shows schematically a top view of the embodiment shown in Figures 1a and 1b; 

and Figure 2b shows a vertical section through the embodiment shown in an 

assembled state, seen along lines 2~2 in Figure 2a. 

Figure 3 shows schematically a horizontal cross section through the self lOCk 

mechanism 100 shown in Figures 1and 1b,seen from below. with no motor torque 

20 and the self lock mechanism 100 being locked, while Figure 4 shows schematically a 

horizontal cross section through the self lock mechanism 100 where the mechanism 

100 is seen from below, with the motor providing torque and with the self lock 

mechanism 100 rotating. 

The solution according to this embodiment will function as follows, indicating 

25 the following principles, referring in particular to figures 3 and 4: 

Figure 3 show the mechanism tack when rotated from the valve side, Note 

how halves of the rollers 113 interfere with valve connection 102 which is connected 

to the gear shaft 112, to indicate normal force which create friction and cause 

the mechanism to lock, Here the arrow indicating the direction of rotation, i.e. 

30 rotation in clockwise direction, starts in the part connected to the shaft 107 which 

provides the torque, i.e, in this case being the shaft from the gear/motor. The torque 

transfer pins are part of valve connection 102. 
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If valve connection 102 is rotated by the valve/gear as indicated in Figure 3, 

i.e. the valve connection 102115 rotated in anticlockwise direction, it will press two of 

the four rollers 113 against the inner surface of the wall of the housing 101. The 

established friction between rollers 113, the inner wall surface of housing 101 and 

5 valve connection 102, will then cause the locking effect due to said frictional forces. If 

rotated in the oppOSite direction the two other rollers 113, I.e. the rollers 113 which 

were during rotation in the first direction, will cause the locking in the same 

manner as explained above. It should be appreciated that faces 119 (four, but only 

one is marked) on the valve connection 102 are essential for the self lock 

10 mechanism to function properly. 

The faces 119 should be configured to have a shape relative to the inside 

diameter of the hosing 101 securing that the rollers 113 is pressed into frictional 

contact with the inner surface of the wall of the housing 101 when the valve 

connection 102 is twisted. This is visualized in Figure 8. 

15 If the valve connection 102 in FigureS is twisted in clockwise direction, the 

rollers 113 will move into position 113B. and because the roller 113 both press 

against the inside wall surface of the housing 101 and face 119 on the valve 

connection at contact point 122 they will cause the required locking effect. The only 

way the valve connection can twisted clockwise is if the release pin 10S press the 

20 roller out of locking position 122, but that require torque from the motor. 

If the valve connection 102 in Figure 8 is twisted counterclockwise the rollers 

will move towards the position 11 lA, and because the roller 113 does not both press 

against the inside surface of the housing 101 and face 119 on the valve connection 

102 it will not cause locking. Note the gap 121, allowing the motor to rotate the valve 

25 connection 102 and hence, the valve. The spring 114 (not shown in Figure 8) or the 

wing 117 on the valve connection 102 (ret the embodiment shown in Figure 5a 

and7) or similar devices. prevent the roller 113 from finding another position where it 

causes locking. 

face 119 can be straight, curved and possible have other shapes as long 

30 as the roller 113 moves into a position where it causes locking. If the lock release 

pins 108 press the rollers 113 into position 113A the torque transfer pins 110 will 

start pushing at valve connection 102 and start transferring torque. 
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The springs 114 between the two rollers 113 in a pair helps keeping the rollers 

113 in position so that the mechanism locks immediately when rotation or twist is 

caused by rotation of the shaft 112 from the valve side. To avoid considerable friction 

losses when the mechanism is rotated or twisted from the motor side, it is important 

5 that the springs 114 have correctstiffness and length so as to provides just sufficient 

force to keep the rollers 113 in position. and not so much stiffness that there are 

large normal forces, and thereby much friction between rollers 113 and inner surface 

of the housing 101. This means that springs 113 are compressed approximately 

the same distance as the radius of one roMer 113 a pair when mounted. A force 

10 equal the weight of the entire mechanism (if made of steelsnd with similar ratiO as 

shown on the Figures) will cause a of the spring of more than 5% of the 

total uncompressed length of each spring 114. This paragraph is included to give an 

impression of how each spring 114 must be designed to give a force whioh is just 

sufficient to hold the rollers in position without causing a lot of friction, which is 

15 essential for the first patent claim. There are many variations of spring stiffness and 

length which will work. 

Figure .( shows how the motor can rotaie the gear through the self tack 

mechanism 100. Note how the release pins 108 press on the rollers 113 so there is 

no contact between valve connection 102 and rollers 113. operation there is 

20 contact because the springs 114 press the rollers 113 to the position where the 

rollers 113 cause instant locking if the motor torque disappears. but there is no large 

contact fOfce whereby the self lock mechanism is allowed to rotate. The arrow, Which 

indicates direction of rotation. starts in one of the release pins 106 because it is this 

motor connection 105 which gets the torque from the motor first. 

25 When the mechanism is twisted from the motor side, ref. Figure 4, it is the 

spring which pushes the roller which is not in contact with the retease pins 108 

whereby the rollers. 113 stay in position. Without the spring 114 there is considerable 

movement before the mechanism lock when twisted from the gear side. It would also 

be possible to make the mechanism rotate from the gear side if the rotation direction 

30 is shifted for a short span every time the rollers 114 lock, caused for example by 

vibrations. 
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Asina1e set of roJlers 113 would be sufficient to create locking, but it would set 

up unbalanced or biased forces in the bearing. Fora large torque system like a valve 

actwnorit is important to have symmetry in theseJf lock mechanism 100 both to get 

rid of forces in the bearing and to reduce friction and thereby losses in the 

5 mechanism. 

If the motor shaft 107 is rotated. it will rotate the motor connection 105. Holes 

109 in motor connection 105aflows motor connection 105 to be rOlated some angle 

before torque transfer pins 11 Oaf valve connection 102 make. contact with the wall in 

hole 109. This is sufficient that release pins 108 of motor connection 105 can press 

10 the rollers 113 which otherwise would cause locking out of position before torque 

transfer pins 110 of valve connection 1 02 and holes 109 in motor connection 105 

makes contact and start transferring torque from motor to gear and valve. 

In Figure <4 the contact point 116 (indicated by a thicker marking line to the 

reference number 116). between the hole 1 09 in motor connection 105 and the 

15 torque transfer pin 110 of valve connection 102. This contact point 116 is not in the 

plane of the cross section. It is the walls otthe hole 109 in the motor connection 105 

which moves the torque transfer pin 110 otthe valve connection 102. 

Figure 3 and 4 indicate large relative movement be~n the parts, but in the 

actual lock mechanism 100 the relative movement apart from rotation is not visible 

20 with the naked eye. 

Figure Sa and 5b show an altemative seJf lock mechanism 100 without a 

springs, but otherwise based on the same principles of construction and function. 

Figure 6a shows schematically a horizontal cross section through another 

embodiment of a self Jock mechanism 100. seen from below and along the lines C .. C 

25 in Figure 5b, the Figure showing a stage where the motor is providing torque and 

where the self lock mechanism 100 is rotating in clockwise direction; and figure 5b 

shows a side view of the embodiment shown in Figure5a. indicating with dotted lines 

the various parts of the shown embodiment of the self Jock meChanism 100. 

For the alternative self lock mechanism 100 the springs is replaced with a 
30 wing 117confugured to separate the roJlers113 in the same way as the springs 114 

according to Figures 1-4, but also to transfer torque. The wings 117 can form 

intergraded parts of valve connection 102 as shown in the Figure. In Figure 5a the 
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wings 117 are given a ~hape which ensures that wheh.the relea~e pins 10Bpress on 

the rollers 113. theroJlers113 will nQt be il100htactwitl1 the housing 101, Le~the 

releat;e pins 108 tend to pressthEl r01lers'113 inwards .in direction towatdsthe center 

oUhe housing101. This is preferable becaose the roUers 101. then do not need to rob 

5 against the inner surface aftlle wall.of the housing 101 or the release pin 108, but not 

strictly necessary because the rollers 113 in Ihis situation will be in a space Where no 

large forces are pressing the toilers 113ag8instthe.hooslng 101 watl.Hence. there 

wiU fherefore be only a little friction in any case. When valve connection 102 is 

rotated from the valve side, th.e smaJl.friction.between therolJers 113 bottom and the 

10 inside.surface of housing 101 will be sufficient to secure that halves of the rollers 113 

move to a posltionprovic:jing the locking effect. 

The advantage ·01 the alternative self lock mechanism 100 is less friction. The 

disadvantage is that complete locking may not be arohived if the valve is subjected 

to vibration. 

15 The shape of the wings 117 can be optimized so that the rollers 113 provide 

quick locking. To arCAIVe this the toJerance.smust be correct .and thewings 117 must 

have a shap.e which prevent the rollers 113 from getting stuck. As shown in Figure 

Sa, each wing 117 is provided with a surface 119 forcing the rollers 113 into 

frictional. and hence locking contact with the inner surface of the housing 101. In 

20 addition each wing 117 is provided with a tip 123 at eaCh extreme end oflh.e wings 

117, the tips 123 securing that the roUers 113 are prevented from being in contact 

with the inner surface (lUne housing 101when the motor is rotating the valve 

connection 102. thus elimination. or at least subsQinliaJlyrec:iucing. thefrictic:m 

between the rollers 113 and said inner surface of the housing 101. In between the 

25 surface 119 and tbe tip 1~3,each side of the wings is provided with an indent, the 

shape of which more or less corresponds to the shape of the rollers 113. During the 

initial contact between the rollets 113 and eaoocorresponding tip When rotating in a 

clockWise direction, the rollers 113 will be forced slightly away from the inner surface 

ofthe housing 101. 

30 According to this embOdiment, the torque transfer pins 110 of the valve 

connector 102 and the corresponding holes 109 in the motor shaft connector 105 is 

removed, as such part does not have any function. 
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Figure 6 shows schematically a variant of the embodiment of the self lock: 

mechanism 100 shown in Figures 1-4, According to this embodiment the torque 

transfer pins 110 (not shown in Figure 6) fixed to the valve connector 102 and the 

corresponding holes 109 in the motor shaft conneci.or 109 have no function and thus 

5 are omitted since their functions are achieved by means of the release pins 108. The 

pair of release pins 108 which does not press against the rollers 113 will press 

against the valve connector 102 and render the torque transfer pins 110 and the 

holes 1 09 in the motor shaft connector 105 superfluous. The holes 109 is still 

present in the Figure, but has no function. The pins 110 are removed, According to 

10 this embodiment the rollers 113 and the connector 102 are resized and only 

two release pins 108 are used. The springs used the embodiment shown in Figure 

1-4 are now replaced by flexible rubber cylinders 11 B securing a quicker and more 

reliable self locking effect by providing a force which presses the rollers 113 out of 

their slots in valve connector 102. The rubber cylinders 118 are pOSitioned in a 

15 recess or slot provided the deepest end of said slots in the valve connector 102 for 

the rollers 1 When rotating antic1ockwise, i.e. the valve connector 102 is rotated 

by the valve/gear, contact points 119 between each roller 113 and a corresponding 

part the slot for each roller are established, pressing the rollers into locking contact 

with the inner surface of the housing 101. Such locking contact points will be a 

20 part of the recess for the rollers 113, near the axis of rotation of the valve connector 

102. If the unit is rotated from the motor side, the valve connector 102 will be rotated 

in a clockwise direction, establishing contacts pOints 120 close to the inner wall of 

the housing 101, forcing the rollers 113 slightly inwards towards the axis of rotation, 

away from the locking contact with the inner surface of the housing 101. 

25 It should appreciated the surfaces 119 are shaped, configured and 

functioning in the same way as described above both for the embodiment shown in 

Figure 5a and Figure 7. Also the wings 117 of the embodiment shown in Figure 7 are 

provided with tips 123 as described above. 

According to the invention, friction is drastically reduced by making the 

30 mechanism symmetric and by adjusting the spring stiffness to a minimum. 

Alternatively the spring can be omitted. This makes the mechanism more suited to 
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be used in an application where considerable power is to be transferred through the 

mechanism. 

As indicated in the Figures, the rollers 113, release pins 108 and the torque 

transfer pins 110 and the corresponding openings or holes for said units have a 

5 cylindrical shape with a circular cross sectional area. 

It should be noted that the motor shaft 107 and the valve gear shaft 112 will 

usually be part of the motor and the valve gear, and are only shown here to help 

explain functionality of the self lock mechanism 100. Holes 106 and 111 in 

respectively motor connection 105 and valve connection 102 will have to be 

10 manufactured after the shaft specifications. 

Further, the motor and the valve are not shown. It should be appreciated that 

the assembled system will be provided bearings (not shown. of a suitable type, such 

as roller bearings. The configuration 0 and positioning of such bearings is well known 

to the person skilled in the art and will not be described in any further detail. It should 

15 be noted that the bearing will only roiaies a few degrees before the self lock starts to 

rotate, so that a roller bearing is not strictly necessary. 
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Claims 

1) Self lock mechanism for rotating actuators, allowing rotation from one

side while denying rotation from the other side, comprising sets of rollers 

arranged between a housing and a valve connection part with a shape which 5 

will press one of the rollers in each set against the housing wall and cause 

locking if the mechanism is attempted to be twisted from the valve side and a 

motor connection part shaped so that it will press the rollers out of a locking 

position and against the valve connection part and transferring torque through 

the rollers, wherein the rollers in a set are separated and kept in place by a wing 10 

on the valve connection part.  

2) Self lock mechanism for rotating actuators according to claim 1, wherein

a release pin on the motor connection part which presses the roller out of the 

locking position also presses the roller against the wing, and in this way 15 

transfers torque through the mechanism and thereby renders a plurality of 

torque transfer pins on the valve connection part superfluous.   

3) Self lock mechanism for rotating actuators according to claim 2, wherein

the wing is given a kind of triangular shape where the sides in the “triangle” are 20 

not necessarily straight lines and where one of the tips in the triangle is 

fastened to the valve connection part while one side follows the inside of the 

housing, which prevents the roller from getting in contact with the housing wall 

when the release pin presses the roller against the wing.  

25 

4) Self lock mechanism for rotating actuators according to claim 1 where

there are two or more sets of rollers, release pins and lock surfaces on the 

valve connection part, wherein the sets are arranged so relative to each other 

so forces from locking balance each other and thereby reduce wear on a 

plurality of bearings and make the mechanism easier to rotate from the motor 30 

side. 
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