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A method and apparatus for purifying acrylic acid, and 

acrylic acid purified by the method 

The invention relates to a method and apparatus for 
purifying acrylic acid by fractional distillation. 

In the plastics industry, acrylic acid is an important 

starting substance for textile fibres, surface· coatings, 

adhesives etc. The annual output of acrylic acid and acrylic 
acid esters is several hundred thousand tonnes in each case. 

Among the v·arious known methods of production (acryl nitrile 

hydrolysis, catalytic conversion of acetylene with carbon 

monoxide and water etc) single-stage and two-stage 

heterogeneous catalytic oxidation of propene to acrylic acid 

via acrolein have become important recently. Owihg to the 

different reaction conditions and the use of different 

catalysts, two-stage oxidation has a better yield - somewhat 

over 90% - than single stage oxidation. By contrast, the 

yield from single-stage oxidation is only about 60%. 

Catalytic oxidation of propene to acrylic acid occurs at 
temperature's between 200 and 3oooc in the gas phase. The 
acrylic acid is then somewhat cooled and dissolved in a 
solvent such as water or a high-boiling ester. Subsequent 
purification, e.g. by distillation, yields acrylic acid with 

about 99% purity. Pure acrylic melts at 13.soc and boils at 

141.6oc at normal pressure (760 Torr). 

Some impurities such as acrolein or prOpionic acid cannot be 
completely removed by distillation, and also acrylic acid 

easily polymerises during distillation,and consequently 

other methods of purifying acrylic acid, such as fractional 
crystallisation,· have recently been proposed. The 

usefulness of fractional crystallisation for pu_rifying 
acrylic acid in aqueOl:lS ·. solµ,tion j..s limited, however, in 
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that acrylic acid forms a eutectic with water at a 63% 

content of acrylic acid by volume. In EP-0 002 612 

therefore it is proposed to add salts to the aqueous 

solution in order to break up the eutectic. 

DE-OS 26 06 364 discloses a method of fractional 

crystallisation for purifying compounds melting at between -
50 to +2oooc. In this method the compounds are sent in a 

turbulent flow through a permanently filled crystallisation 
zone and left at the crystallisation temperature until a 

fr~e~ing-out rate of 70 to 98% is reached. This method has 
. . 

the disadvantage that the efficiency of separation decreases 

as soon as the proportion of impurities reaches about 20 to 

30% by weight. This method of purification therefore yields 

a large quantity of residue which has to .be disposed of or 
otherwise processed. 

In fractional crystallisation, a distinction can be made 

between static and dynamic crystallisation. In dynamic 

crystallisation of the falling-'film or ·ful1y flowed-through 

tube type, the crystals grow on a cooled wall along which a 

solution or melted mixture of product is conveyed. The heat 

of crystallisation is dissipated by the crystal layer which 
forms and which is cooled ~rom the exterior, resulting in 
high-speed crystallisation. 

In the previously-mentioned dyn~ic crystallisation process, 
the eff iciericy of separation for purifying acrylic acid 

decreases when the content of product is in the.range of 70 

to 80% by weight. The reason is that acrylic acid 

containing between 20 and 30%impurities crystallises out in 
unfavourable, i.e. dendritic shapes, and the crystal layers 

are spongy apd soft. In comparison with their volume, the 
crystal layers have a large surface area, resulting in large 

wetting surfaces and additional high retention of liquid .. 

Consequently, relatively large amounts of residue occur 
during purification by dynamic crystallisation. The 
residues have to be disposed of in conformity with strict 
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modern environmental.regulations. ·usually the residues are 

not economic to process, owing to the different compounds 

occurring therein. 

In static crysta.llisation, the compound for purification is 

crystallised out on cooling surfaces projecting into a tank. 

The disadvantage of fractional static crystallisation 
compared with falling-film crystallisation is that in order 

to obtain a given capacity, the static crystalliser must be 
made l_arger than a corresponding dynamic c:i;ystalliser, 

because the crystallisation process is slower. Static 
crystallisation therefore is not an economic method of 

purifying acrylic acid on a large industrial scale. Since 

also, as known and as already mentioned, the crystal layers 

become worse, i.e. softer and spongier, the higher the 

content of impurities, static crystallisation has not 

hitherto been under consideration as a method of purifying 

acrylic acid. In fractional suspension crystallisation the 

solution or melt is cooled below the saturation temperature, 

so that crystals begin to form. The driving force of 

crystallisation is the extent to which the solution is 

supersaturated. The resulting heat of crystallisation is 

dissipated through the liquid phase. One disadvantage of 
suspension crystallisation is the time taken, which is 
longer than in the previously-mentioned methods, so that 
this method is less economic. 

The aim of the invention is to provide an improved, eco­
friendlier and less expensive method of purifying acrylic 

acid, at least partly avoiding the initially-mentioned 

di-sadvantages and more particularly reducing the amount.of 
residues to be disposed of and increasing the output of pure 

acrylic acid. 

According to the invention, this is achieved by a method in 
which acrylic acid is purified in a number of stages by a 
combination of dynamic and st~tic crystaliisation, the 
residue from dynamic crystallisation being further purified 
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by static crystallisation and the resulting acrylic acid 
being returned to dynamic crystallisation. It has 

unexpectedly been found that static crystallisation, if the 

process is suitably controlled, can yield crystal layers 

which can be kept sufficientiy stable even if the impurity 
content is up to about 50% by weight, i.e. a range in which 

dynamic crystallisation ceases to be efficient. Since the 
crystal layers adhere to the cooling surfaces of the static 
crystalliser, contrary to expectation, good separating 
efficiency can be obtained at the aforementioned high 
content of impurities. Consequently additional acrylic acid 
can be obtained from the residue, which would otherwise have 
to be dumped or processed. by other methods. A considerable 
reduction can therefore be made in the amount of residue 
from the purification process. 

Acrylic acid containing up to 20%, preferably up to 1,0% of 

impurities by weight is preferably supplied to a dynamic 
crystallisation stage and purified in two or more stages by 

crystallisation/melting cycles in a dynamic crystalliser. 

The crystallised substance from the highest stage of the 
·dynamic crystalliser can leave the purification process. In 

the lowest stage of dynamic crystallisation, the impurities 
in the residue can be concentrated 'to up to about 30%, 
preferably 10% to 25%, by weight, and used as a feed for 
static crystallisation, in which the residue is purified in 
at least one stage. The impurities in the residue leaving 
the purification process can thus be concentrated to about 
50% by weight. The crystallised material obtained by static 
crystallisation in the highest stage can then be returned to 
dynamic crystallisation. This is an efficient, economic 
process. A specially important point, with regard to the 
usefulness of this process, is that the composition of the 

feed for the static crystalliser is optimal. It has been 
shown that the qualitative composition of the feed is 
important, as well as the content of impurities. It has 
been found that if, for example, straight-chain saturated 
carboxylic acids such as acetic acid and propionic acid 
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constitute most of the impurities, the crystal layers can 

become soft and spongy even at a low content of impurities. 

If the content of impurities in the lowest stage of dynamic 

crystallisation is concentrated to 20 - 30% by weight, 

static crystallisation does not yield satisfactory results, 

because the crystal layers do not adhere sufficiently to the 

cooling surface. Dynamic crystallisation must therefore be 
stopped on reaching a certain content of impurities, 

depending on the qualitative composition thereof, even 

though more acrylic acid could be obtained from the residue 

by dynamic crystallisation. By this means, a first stable 

firmly-adhesive crystal layer with advantageous crystal 
shapes can form on the cooling surf aces of the static 
crystalliser. This then forms the foundation for further 

crystal layers. 

Since the cooling surfaces are still moistened with melt 

after the· crystal layer melts, they are advantageously 

frozen out before the static crystalliser is filled with 
new, less pure acrylic acid from the next lower stage. This 

procedure can form another firmly-adhesive crystal layer, so 

that an additional stage in the static crystalliser can be 

operated. 

Another advantage of the process is that acrylic acid can be 
purified even if the content of impurities by weight is 
high, up to about 20%. Usually, however, acrylic acid 

produced nowadays by oxidation of propene and pre-purified 

by distillation contains less than 5% by weight of 

impurities. 

Advantageously the residue in dynamic crystallisation and 

the partial melt from a particular stage are additionally 

purified in a respective lower stage of dynamic 
crystallisation in a subsequent sequence. The partial melt 
from the lowest stage of dynamic crystallisation is 

advantageously purified again in the same stage. This is a 
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simple process, whereby the impurities in the lowest stage 

are concentrated up to about 30% by weight. 

Advantageously static and dynamic crystallisation occur 

simultaneously side by side, i.e. batches with a lower 

content of impurities are purified in the dynamic 

crystalliser at the same time as batches with a high content 

of impurities are subjected to a crystallisation and melting 

cycle in the static crystalliser. This is time-saving and 

economic. 

Advantageously the partial melt from the highest stage of 

static crystallisation is divided into two parts. The first 

part can be purified in the next-lower stage and the second 

part in the same stage of a subsequent sequence. This 

increases the separating efficiency of static 

crystallisation, since the second part of the partial melt 

is considerably purer than the first part. 

Advantageously in static crystallisation the heat transfer 

medium in the crystallisation phase is left at the starting 

temperature of about O to 1soc for about an hour and then 

cooled to the final temper~ture of about -30 to -1soc for 

about 5 to 6 hours. This is important, since the constant 

temperature of the heat transfer medium in the starting 

phase can result in advantageous crystal shapes having a 

lower content of impurities and also sufficiently stable to 

prevent the crystal layers flaking off the cooling surfaces. 

In the highest stage of dynamic crystallisation, 

advantageously only the crystallised material from the 

previous stage is fed in. This has a strongly purifying 

effect. 

Advantageously acrylic acid is purified by static 

crystallisation in two stages. This can increase the 

proportion of impurities in the residue to about 50% by 

weight. 
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Advantageously the partial melt from the first stage of · 

static crystallisation is purified in the same stage, and 

the corresponding crystallised material is additionally 

purified in the second stage of a subsequent sequence. 

Advantageously the dynamic crystallisation is of the 
.,. 

falling-film or fully flowed-through tube type. Both methods 

are particularly efficient and fast. To obtain higher th~n 

99.9% purity, the acrylic acid is advantageously purified by 
dynamic crystallisation in five stages. To obtain even 

higher purity, the number of stages can be increased. 

Advantageously no new material is added to at least one 
additional stage of dynamic crystallisation. This can happen 
e.g. if a relatively pure feed product is used, thus saving 

a tank and reducing the cost of the plant. 

·Advantageously the·acrylic acid is purified by a combination 

of suspension crystallisation and stati~ crystallisation, 

the residue from suspension crystallisation being further 

purified by static crystallisation and the resulting acrylic 
acid being returned to suspension crystallisation. 

Advantageously acrylic acid containing up to 20%, preferably 

up to 10% of impurities by weight is supplied to a 
suspension crystallisation stage and purified in one or more 
stages in crystallisation/melt cycles. The crystallised 
material from the highest· stage can leave the purification 
process. In the lowest stage of suspension crystallisation, 

the impurities in the residue are concentrated to about 30%, 

preferably 10% to 2:5%, by weight and the ·residue is used as 

the feed for static crystallisation. The static 

crystallisation process can be controlled as ·previously 

described. 

Advantageously in the dynamic crystallisation process the 
heat transfer medium, depending on the purity of the melt, 
is cooled from about 5 to -s0 c tq about -10 to -2soc during 
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the crystallisation phase and heated to about 10oc during 

the sweating phase. This allows an efficient control of the 

process. Furthermore, it is advantageous, when, after the 

crystal layer formed on the cooling surf aces of the static 

crystalliser has melted and after the melt has been 

discharged into a tank, the crystalliser is cooled and the 

melt still adhering to the cooling.surfaces ~s crystallised 

out to form a stable crystal layer before the crystalliser 

is filled with a new batch. By· this means .a stable crystal 

layer having an advantageous crystal structu·re can be formed 

on the cooling s~rface. The afore-described freezing-out of 
the melt adhering to the ·cooling surface can be em~loyed 
also in the dynamic crystallisation process. 

The method and apparatus will now be described with 

reference to the drawings, in which: 

Fig. 1 

Fig. 2 

Fig. 3 

Fig. 4 

shows a purification apparatus comprising a static 
• crystalliser and a dynamic crystalliser; 

shows a purification apparatus comprising a static 

crystalliser and a suspension crystalliser; 

is a flow chart of acrylic acid for purification 
with a purity of above 99% during the purification 
process, and 

is a flow diagram of acrylic acid to be purified 

with a purity of about 97.8% during the purification 
process. 

Fig. 1 shows a purification apparatus comprising a dynamic 

crystalliser K-1 and a static crystalliser K-2. Tanks T-1 to 

T-5 are for temporary storage of acrylic acid which, after a 
crystallisation and melting cycle, is transferred in the 
form either of residue R, partial melt S or crystallised 

material C to a suitable tank. The contents of tanks T-1 to 
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T-5, after temporary .storage, are supplied to a suitable 

purification stage of static crystallisation or dynamic 

crystallisation in a subsequent sequence. The tank T-6 is a 

buffer tank and receives the purified acrylic acid. 

The acrylic acid is pumped by a respective pump P-0 to P-5 

from the tanks T-1 to T-5 to the crystallisers K-1 and K-2. 

During the crystallisation phase, the melt flows out of the 

bottom of crystalliser K-1 and is recycled by pump P-2 to 

the top of the crystalliser. 

The dynamic crystalliser K-1 comprises a bunch of tubes in a 
jacket and supplied with a trickling film or a full-tube 

flow of feed product F for purification. The bunch of tubes 

are externally surrounded by a heat transfer medium which 

removes the heat produced during crystallisation. The 

temperature of the heat transfer ~edium, depending on the 

purification stage and the phase of the crystallisation 

process, lies in a certain range below or above the 

solidification point (the crystallisation or melting phase} 

of the compound to be purified. A detailed description of a 

dynamic crystalliser can be found in US-3 621 664 by K. 

Saxer. 

The static crystalliser K-2 comprises a tank with an inlet 
and an outlet for the feed product F. Cooling surfaces 

flowed through by a heat transfer medium dip into the tank. 

Fig. 2 is a diagram of a purification apparatus comprising a 
suspension crystalliser K-3 and a static crystalliser K-2. 

The suspension crystalliser K-3 comprises a tank having an 

inlet and an outlet, followed by a device V for separating 

the crystals. The crystals are transferred to tank T-4 or 

discharged as a pure product, and the mother liquor, 
depending on the stage, can be conveyed either to tank T-2 
or T-3. As in the purification process in Fig. 1, the static 
crystalliser K-2 can be associated with two tanks T-1 and T-

2. Depending on the content of impurities in the crylic 
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acid and the desired purity thereof, the device can differ 

from the previous example, e.g. by being equipped with a 

larger or smaller number of tanks. 

The process 

The purification of acrylic acid by the process according to 

the invention will now be described with refe~ence to the 
flow diagram in Fig. 3. The following percentages are by 

weight. To obtain purity of above 99.9% and a content of 

impurities of about 40 - 50% by weight in the residue, the 
acrylic acid is purified by a static and a dynamic 

crystalliser in seven stages. The individual stages 
correspond to different degrees of purity and are marked 1 

to 7. Note that the stage numbers 1 to 7 relate not to a 

particular physical part of the crystallisers but to an 

operation in the process sequence. 

Purification by static crystallisation is brought about in 

stages 1 and 2, where the highest concentrations of 

impurities occur, whereas purification by dynamic 

crystallisation occurs in the subsequent stages. The figures 

1, 2 and 3 at the rear denote the residue R, the partial 

melt S and the crystallised material C from the respective 
purification stages 1, 2, 3 etc. The feed product F, 
depe~ding on its purity, is sent to a purification stage 
containing a mixture having a similar composition to the 
feed product. 

In the case of purification of a feed product which has 

already been partly purified, e.g. by distillation, and has 

a purity of over 99%, the liquid acrylic acid F is fed to 

tank T-5, where a part of the crystallised material C-5 from 
the fifth stage, the residue R-7 and the partial mel-t S-7 
are also collected. The contents of tank T-5 serves as a 
feed for the sixth purification stage, together with part of 
the molten crystallised-material C-5 from the fifth stage, 
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if a fourth stage is operated before the fifth. Note that 

in this example the stages do not all occur in sequence; 

stages 5, 6 and 7, for example, may operate more frequently. 

Less pure acrylic acid accumulates, e.g. in tank T-3, until 

a full batch for the dynamic crystalliser has been ob~ained 
(Table 3). 

The pump P-5 pumps the contents of tank T-5 to the top of 

crystalliser K-1 and the acrylic acid is uniformly 

distributed among the individual tubes (Fig. 1). A heat­

transfer medium simultaneously flows around the exterior of 

the tubes. Along the inside of the tubes, the acrylic acid 
flows in a falling film or fills the entire tube. By means 

of the pump P-2, the acrylic acid flowing out at the bottom 
of the crystalliser K-1 is returned to the top and 

distributed among the tubes. The heat transfer medium is 

then rapidly cooled to a temperature which, depending on the 

stage, can be about 5 to 2ooc below the solidification point 

of acrylic acid. The acrylic acid then begins ·to crystallise 

out in a layer on the inside of the tubes. The resulting 

heat is dissipated through the crystal layer and the heat 

transfer medium flowing along the outer walls. The heat 

transfer medium is then additionally co·oled, slowly and 

continuously. When the crystal layer reaches a certain 

~hickness, the pump T-2 is switched off and the residue R-6 
is discharged into the tank T-4. 

The next step is the "sweating phase". To this end the 
temperature of the heat transfer medium is raised until the 
.crystal layer partly melts .. In the process the impurities 

adhering to the surface and enclosed in the crystal layer 

a~e partly melted or dissolved out.. The partial.melt S-6 

formed during the sweating pha_se in the sixth stage is 

conveyed to the tank T-4. The crystal· material C-6 is then 
melted and directly fed to.the seventh purification stage. 

In contrast to the si~th stage, therefore, no new material 
is added to the seventh purification stage, which is 

therefore also called a "half-stage". An additional 
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crystallisation/melting cycle follows, the residue R-7 and 

the partial melt S-7 being conveyed to tank T-5. The 

crystallised material C-7 in the form of pure product leaves 

the purification circuit and is temporarily stored in tank 

T-6 before removal. 

In the fifth purification stage the contents of tank T-4 is 

pumped into the crystalliser K-1, which contains any molten 

crystallised material C-4 rema~ning from the fourth stage. 

The contents of tank T-4 is made up of the residue R-6, the 

partial melt S-6 and some of the crystallised material C-4 

from the previous sequence. 

The residue R-5 and the partial melt S-5 from the fifth 
stage re introduced into tank T-3. Some of the molten 

crystallised material C-5 enters the tank T-5, whereas the 

rest of the crystallised material C-5, together with fresh 

product F and the contents of tank T-5 in the previous 

sequence, serves as the feed for the sixth purification 

stage. 

It has been found advantageous to divide the crystallised 

material C-4, C-5 from stages four and five and introduce 

part of it into the tank supplying the next higher stage. 
This balances the concentrations and mass ratios, so that 
the sixth st~ge can always be supplied with the same 

. . 

quantity of fresh feed product F, which is a help in 
automating the process. In addition, the acrylic acid 

leaving the purification process .is of constant quality. 

Stages 3 and 4, likes stages 6 and 7 are operated directly 
in succession, i.e.. in this example the fourth stage is, 
like stage 7, a "half-stage" not supplied with new material. 

Accordingly, only the crystallised material from the 
previous stage is supplied to this half-stage. The feed for 

the third stage is the contents of tank T-3, in which the 

residues R-4, R-5 and the partial melts 5-3, S-4, S-5 are 

collected together with the crystallised material C-2 from 
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the second stage. The residue R-3 from the third stage is 

supplied to tank T-2. The extent of ·concentration of the 

impurities in the third stage depends on the qualitative and 

quantitative compo~ition thereof. 

In stage 2, the acrylic acid is purified preferably by 

static crystallisation. The feed i& supplied by tank T-2, 

which contains the molten crystallised material C-1, the 

residue R-3 from dynamic crystallisation and the second part 

of the partial melt S-2 from the static crystalliser K-2. 
The separating ef~iciency in the static ciystalliser K-2 can 

be increased by dividing the partial melt S-2 .into two 
parts. The first part, which contains a higher 

• concentration of impurities, is preferably supplied to tank 

T-1 in the lower first stage, whereas the second part is 

supplied to tank T-2 in stage 2. The contents of tank T-2 

is pumped into the static crystalliser K-2, where some of 

the acrylic acid crystallises on the heat-exchanger plates 

dipping into the melt. After a certain time the non­

crystallised melt in the form of residue R-2 is transferred 

to tank T-1. The first part of the partial melt S-2 is also 

supplied to tank T-1, whereas the second part is supplied to 

tank T-2. 

In the first stage, the contents of tank T-1 is processed. 
The residue R-1 leaves the circuit, whereas the partial melt 

S-1 is introduced into tank T-1 and the crystallised 
material into tank T-2. 

As shown in the flow diagram (Fig. 3), the flow of material 

is in opposite directions, the purity of the acrylic acid 

increasing from left to right. The individual process stages 

are run through in a sequence always from bottom to top, 

i.e. from less pure to purer product. The residues, the 
partial melts and any molten crystallised material from the 
individual stages are temporarily stored in tanks T-1 to T-5 
and re-used in a subsequent sequence. The crystallised 
material C-3 to C-6, except for a part which is melted to 
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balance the mass ratios and concentrations,- remains in the 
crystalliser K-1 and is subjected to another 

crystallisation/melting cycle in a next-higher stage, either 

alo·ne (stage 4 and 7) or together with temporarily· stored 

acrylic acid from one or more previous sequences. In the 

static crystalliser K-2 the crystal material C-1 and C-2 is 

transferred to tank T-2 or·T-3 after melting. 

If the aforementioned method is used to purify a feed 

product containing a higher content of impurities, the fed 

product is introduced into a tank having a composition 

corresponding approximately to that of the feed product. 

The method of purifying acrylic acid using a suspension 
crystalliser is basically the same as previously described. 

However, when the purification device in Fig. 2 is used, a 

smaller number of stages, e.g. four, can be provided. The 

feed prod~ct F is i~troduced into the tank T-3 and then 

conveyed by pump P-3 to the suspension crystalliser K-3, 

where the acrylic acid begins to crystal_lise out (stage 3) . 

After a certain time, the process is stopped and the 

crystals are separated from the mother liquor in the 

separating device V. The filtered crystals are then melted 

and the melt is temporarily stored in tank T-4. The mother 
liquor is introduced into tank T-2, the contents of which is 
purified by the static crystalliser, e.g. in two stages. 
Stage 3 is repeated until sufficient material for the fourth 

stage is available. The crystal material from the fourth 
stage can then leave the purification process, and the 
residue from this stage is introduced into tank T-3, which 

also receives 
the acrylic acid purified by static crystallisation. 

The following are examples of purification of acrylic acid 

by the process. 
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Example 1: 

The feed product was previously-purified acrylic acid 

containing 99.67% of product. The acrylic acid was purified 

as per the flow diagram in Fig. 3. The proportions by 

weight of impurities in the feed product, the purified 

product and the residue are shown in Table 1. The 

proportion of impurities at the interface between dynamic 

and static crystallisation was about 12 to 15%. 

Feed product [%] Product [%] 

Residue[%] 

Acrylic acid 99.628 99.938 62.79 

Acetic acid · 0.223 0.038 22.21 

Prop ionic acid 0.028 0.006 2.64 

Dimer. 0.009 0.001 0.96 

Aldehydes 0.025 0.000 3.00 

Water 0.057 0.017 4.81 

Phenothiazine 0.030 0.000 3.59 

----------------------------------------------p------------

Table 1: Composition of the feed product, the final 

product and residue 

Table 2 shows the initial temperature Ts and the final 

temperature Te of the heat transfer medium during the 

sweating phase and the crystallisation phase. In the stated 

time intervals At the heat transfer medil:im is uniformly 

cooled from the initial temperature Ts to the final 

temperature Te. In the static crystalliser K-2 the heat 

transfer medium is advantageously left at the initial 

temperature for 1 hour at the beginning of the coo~ing 

phase, to prevent unduly rapid crystallisation. This is 

particularly importan~ in preventing the formation of 

disadvantageous crystal shapes, e.g. dendritic crystals. At 
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the end of the cooling phase the heat transfer medium is 
left at the final temperature Te, preferably for between 2 

and 3 hours. In order to melt the crystallised material, the 

heat transfer medium is heated to about 35oc. The melting 

phase lasts about one hour in the static crystalliser and 

about 15 minutes in the falling-film crystalliser. The 

solidification point of the ac~ylic acid rises from soc in 

stage 3 to 13oc in stage 7. The output of acrylic acid with 

more than 99. 9% purity is 99 .. 5% relative to the feed 

product. The residue has a content of only 62.8% acrylic 

acid. 

Step Sweating phase 

1] 

1 

2 

3 

4 

5 

6 

7 

0 

0 

-5 

0 

7 

12 

15 

10 

10 

5 

13 

18 

15 

16 

At [min-1] 

'120 

120 

20 

20 

20 

20 

15 

Crystallisation phase 

At[min-

-15 -30 420 

0 -15 360 

-5 -25 70 

0 -25 50 

3 -22 60 

4 -20 50 

5 -10 25 

Table 2: Temperature of heat transfer medium during 
the sweating and crystallisation phase 
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In the dynamic crystalliser, the following sequence of 

stages for purification of acrylic acid have been found 
advantageous: 

Beginning 

hours 

Beginning 

Dynamic:;: 

crystalliser 

3, 4, 5, 6, 

6, 7 

5, 6, 7 

6, 7 

5, 6, 7 

6, 7 

7 

3, 4, 5, 6, 7 

Static 

crystalliser 

1 

2 

1 

Total 

run-through 

time: 

Approx. 21 

-------------------------------~-----------------------

Table 3: Sequence of purification stages 

Example 2: 

The feed product was previously purifie~ and contained 97.8% 
acrylic acid. The acrylic acid was purified as per the flow 

diagram in Fig. 4. The differences from the method in Fig. 3 
are as follows: owing to the lower purity of the feed 
product, it was supplied to stage 5, which had approximately 
the same composition. The difference in starting 
concentration resulted in different mass ratios, so that 

stage 4 could be operated as ~ full stage, i.e. an 

additional tank T-4 was used for the fourth stage, in 
contrast to the first example. The proportions by weight of 
impurities in the feed product, the purified product and the 

residue are shown in Table 1. 
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Feed product [%] Product [%] Residue[%] 

Acrylic acid 97.771 >99.933 52.2 

Acetic acid 0.250 0.018 5.14 

Prop ionic acid 0.021 0.005 0.36 

Dimer 0.7 0.027 14.88 

Aldehydes 0.028 0.000 0.62 

Water 1.2 0.017 26.14 

Phenothiazine 0.03 0.000 0.66 

Table 4: Composition of the feed product, the final 

product and the residue 

The initial temperatures Ts and the final temperatures Te of 

the heat transfer medium. during the sweating phase and the 

crystallisation phase, and the individual time intervals at 

during which the heat transfer medium. was cooled from the 

initial temperature Ts to the final temperature Te, 
substantially agree with those in Example 1. In the dynamic 

crystalliser, the following sequence of stages for purifying 

acrylic acid were found advantageous: 

Beginning 

hours 

Dynamic 

crystalliser 

3, 4, 5, 6, 7 

5, 6, 7 

4, 5, 6, 7 

5, 6, 7 

4, 5, 6, 7 

5, 6, 7 

Static 

crystalliser 

1 

2 

Total 
run-through 

time: 
Approx. 28 

-------------~----------------------------------------------

Beginning 3, 4, 5, 6, 7 

1 

------------------------------------------------------------
Table 5: Sequence of purification stages 
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1. A method of purifying acrylic acid by fractional 

crystallisation, characterised in that acrylic.acid is 

purified in a number of stages by a combination of 

dyn~mic and static crystallisation, the residue from 
dynamic crystallisation being further purifie~ by 

static crystallisation and the resulting acrylic acid 

being returned to dynamic crystallisation. 

2. A method according to claim 1, characterised in that 

acrylic acid containing up to 20%, preferably up to 10% 
by weight of impurities is supplied to a dynamic 
crystallisation stage and the acrylic acid ·is purified 

in two or more stages by crystallisation/melting cycles 

in a dynamic crystalliser, the crystallised material 

from the highest stage leaving the purification 

process, and in the lowest stage of dynamic 

crystallisation the impurities in the residue are 

concentrated to about 30%, preferably 10% to 25%, the 

residue serving as a feed for static crystallisation, 

in which the residue is purified in at least one stage, 
whereby the impurities in the residue leaving the 
purifica~ion process can be concentrated to about 50% 

by weight, and the crystallised material from the 
highest stage of static crystallisation is returned to 
dynamic crystallisation. 

3. A method according to claim 1 or 2, characteri~ed in 

that the residue in dynamic crystallisation and the 
partial melt from a given stage are each· additionally 

purified in a lower stage of dynamic crystallisation in 
a subsequent sequence, and the partial melt from the 

lowest stage of dynamic crystallisation is re-purified 
in the same stage. 
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4. A method according to any of claims 1 to 3, 

characterised in that the static and dynamic 

crystallisation occur simuitaneously side by side. 

5. A method according to any of claims 1 to 4, 

characterised in that the partial melt from the highest 

stage of static crystallisation is divided into two 

parts, the first part being ~urified in the next lower 

stage and the second part in the same stage of a 

subsequent sequence. 

6. A method according to any of claims 1 to 5, 

characterised in that in the static crystallisation, 

the heat transfer medium in the crystallisation phase 

is left at the starting temperature of about O to -1s0 c 
·tor about 1 hour and then cooled to the final 

temperature of about -30 to -1s0 c for about 5 to 6 

hours. 

7. A method according to any of claims 1 to 6, 

characterised in that in the highest stage of dynamic 
crystallisation, only the crystallised material from 
the previous stage is used. 

8. A method according to any of claims 1 to 7, 

characterised in that the acrylic acid is purified by 

static crystallisation in two stages. 

9. A method accqrding to claim 8, characterised in that 

the partial melt from the ~irst stage is purified in 
the first stage of a subsequent sequence and the 



l· 

J lllJllJ IJlllJ 11111 11111 II 1111 
* C L M S • 

S-88-5297 - 21 -

corresponding crystallised material is purified in the 
second stage thereof. 

10. A method according to any of claims 1 to 9, 

characterised in that the dynamic crystallisation is of 

the falling-film or fully flowed-through tube type. 

11. A method according to claim 10, characterised in that 

in order to obtain purity above 99.9%, the acrylic acid 

is purified by dynamic crystallisation in five stages. 

12. A method according to any of claims 7 to 11, 

characterised in that no new material is added in at 
least one additional stage of dynamic crystallisation, 

i.e. the stage is operated as a half-stage. 

13. A method of purifying acrylic acid by fractional 

crystallisation, characterised in that acrylic acid is 

purified by a combination of suspension crystallisation 

and static crystallisation in a number of stages, the 

residue from suspension crystallisation.being further 
purified by static crystallisation and the resulting 

acrylic acid being returne~ to suspension 
crystallisation. 

14. A method according to claim 13, characterised in that 
acrylic acid containing up to 20%, preferably up to 
about 10% by weight of impurities is supplied to a 

suspension crystallisation stage and the acrylic acid 

is purified in one or more stages in 

crystallisation/melt cycles~ the crystallised material 
from the highest stage leaving the purification · 

process, and in the lowest stage of suspension 

crystallisation the impurities in the residue are 
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concentrated to about 30%, preferably 10 to 25%, the 

residue serving as a feed for static crystallisation, 

in which the residue is purified in at least one stage 

whereby the impurities in the residue leaving the 

purification process can be concentrated to about 50% 

by weight and the crystallised material obtained from 

the highest stage of static crystallisation is returned 

to dynamic crystallisation. 

15. A method according to any of claims 1 to 14, 

characterised in that in the dynamic crystallisation 

process the heat transfer medium, depending on the 

purity of the melt, is cooled from about 5 to -soc to 

about -10 to -2soc during the crystallisation phase and 

heated to about 1aoc during the sweating phase. 

16. A method according to any of claims 1 to.15, 

characterised in that ~fter the crystal layer formed on 

the cooling surf aces of the static crystalliser has 

melted and after the melt has been discharged int9 a 

tank, the crystalliser is cooled and the melt still 

adhering to the cooling surf aces is crystallised out to 

form a stable crystal layer b~fore the crystalliser is 

filled with a new batch. 

17. Acrylic acid puri~ied according to any of claims 1 to 

16. 

18. Apparatus for purifying acrylic acid by fractional 

crystallisation, characterised by at least one static 

crystalliser and one dynamic crystalliser connected in 

series, the static crystalliser being provided for 

purifying the residue from dynamic crystallisation, and 

also characterised by tanks·for intermediate storage of 



I lllJlll lllllf lllll 11111 fl 1111 
* C L -M s· * 

S-88-5297 - 23 -

acrylic acid fractions, and pumps and pipes for 
conveying the acrylic acid from the tanks to the 

crystallisers and vice versa. 

19. Apparatus according to claim 18, characterised in that 

a static crystalliser, a dynamic crystalliser and five 

or six tanks for intermediate storage of acrylic acid 

are provided. 

20. Apparatus for purifying acrylic acid by fractional 

crystallisation, characterised by at least one static 
crystalliser and one suspension crystalliser connected 

in -series, the static crystalliser being provided for 
purifying the residue from suspension crystallisation, 

the device also comprising tanks for intermediate 

storage of acrylic acid fractions, and pumps and pipes 

for conveying the acrylic acid from the tanks to the 

crystallisers and vice versa. 

21. Apparatus according to claim 20, characterised in that 
a static crystalliser, a dynamic crystalliser and at 

least four tanks for intermediate storage of acrylic · 

acid are provided. 


