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(54) Title: NON-WARPING CHAIN LINK
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(57) Abstract: The subject matter of the invention is a chain link of an energy-guiding chain for guiding cables, lines, hoses and
the like between a positionally fixed connection point and a moveable connection point, wherein the chain link is formed in one
piece from at least one plastic by two lugs (1, 2), which are arranged spaced apart from one another, and at least one transverse web
(3) which connects the lugs by means of a connecting region. At least one of the lugs has at least one recess (4, 5, 10, 11) which is

formed adjacent to the connecting region.
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Veroftentlicht:

—  mit internationalem Recherchenbericht

(57) Zusammenfassung: Gegenstand der Erfindung ist ein Kettenglied einer Energiefithrungskette zur Fithrung von Kabeln, Lei-
tungen, Schlduchen und dergleichen zwischen einem ortsfesten und einem beweglichen Anschlusspunkt, wobei das Kettenglied
einstiickig aus wenigstens einem Kunststoff durch zwei beabstandet zueinander angeordnete Laschen (1, 2) und wenigstens einen
iber einen Verbindungsbereich die Laschen verbindenden Quersteg (3) gebildet ist. Wenigstens eine der Laschen weist wenigstens
eine Ausnehmung (4, 5, 10, 11) auf, welche benachbart zum Verbindungsbereich ausgebildet ist.



