
-. 

... 

W992/ll066 

;··.1.! ~: .... .\·.·t-. .1.> ~>;:~~-.. L.1:, sc; . 
j~Dc~.cription : paged .. .!. ... lo paged .. ~ ...... j 
~1 Claim(s) : paged .. .+. ... to paged .1._. I 
l ~ Dr:w.~ng(s) '. paged ···'{; .. to paged ··~···· I [ill( Ab .. 1J,1c1 • paged ... A to paged .. : ....... 1 

TE OF RECEIPT························::.:.:.:::.:·:·. 

1 ! ~ 

TOLE 
PRESSURE REI.IEVING PEILICLE 

FIELD OF DIE INV.ENTION 
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5 The present invention relates to pellicles that cover pattern 
masks during the manufacture of integrated circuits. 

BACKQROUNP OFDJEINVEN110N 

Integrated circuits typically are manufactured in processes 
10 that utilize pattern mask imaging. When these processes involve 

projection printing of the pattern mask _images, radiant energy 
such as ultraviolet light is passCd through the apertures of the 
pattern mask and is focused on a layer of resist that is coated on a 
substrate wafer. The light forms ·a pattern in the layer of resist 

1 5 that corresponds to the .Pattern, and the layer of resist is . then 
developed to expose portions of the substrate to form a 
photoresist mask. Because the image of the pattern mask is 
brought into sharp focus on the photoresist layer surface, any 
contaminating particles present on the surface of the pattern 

2 0 mask are also brought into sharp focus on the surface of the 
photoresist layer, causing undesirable printing of the 
contaminating particle images in the resist layer. Printing of 
contaminating particle images on the photoresist layer often 
renders the photoresist mask useless, resulting in considerable 

25 economic waste. 
To reduce the risk of particulate contamination of pattern 

masks, protective pellicles are generally used to cover the mas.lC. 
Pattern mask pellicles include a transparent film that extends 
across one ope~ surface of a frame of a size ·sufficient to enclose 

3 0 the pattern area of the mask, and a gasket that adheres the. other 
open surface of the frame to the mask sub~tra~e. The frame 
separates the film from the pattern mask by a distance sufficient 
to keep the images of con~minating particles that are located on 
the outer surface of the pellicle out of foc\JS, so that the images of 
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the contaminating particles will not be printed with the circ.uit 

pattern on the light sensitive layer of resist. 

Pellicles can be manufactured essentially particle-free and 

mounted over the pattern mask. The space over tbe mask pattern 

S which· is bounded by the mask substrate, gasket, frame and film is 

in· excellently sealed. condition hermetically. As a result, when the 

mask is transported by aircraft, transferred to a high altitude or 

otherwise subjected to a change iµ external pressure. the pressure 

difference between the pressure in the space over the mask 

1 0 pattern and the external pressure causes the pellicle film to bulge 

or become depressed.. Such deformation of the film is 

disadvantageo·us in that not only the optical path of the assembly 

is ·changed, but also, depending on the degree of deformation, the 

film may come in contact ~ith the surface of the mask or be 

1 5 damaged by contacting the surrounding package. 
To avoid pellicle film deformation .due to pressure 

differentials, different methods for pressure. equalization have 

been proposed. Japanese patent publication JA 154061 and JA 

22130 disclose a hole or holes straight through the frame to allow 

2 0 air to flow between the space over the pattern mask and the 

surrounding envir~nmenL The vent holes of both references 

compromise the essentially particle-free state of the space over 

the pattern mask. 
In U.S. Paten~ 4,833,051, Imamura also discloses vent holes 

2 5 in the pellicle frame. However, Imamura puts a filter in each vent 

hole. While the filter helps prevent contaminating particles from 

en~ering the . space over the pattern mask through the v~nt hole, it 

also renders production of the pellicle more complex, difficult and 

expensive. 
30 

SUMMARY OF THE INVENTION 

The invention is directed to a pattern mask pellicle 

comprising a peripheral frame; a transparent film extending 

across the top peripheral surface of the frame; and a peripheral 

3 5 gasket adhered to the bpttom peripheral surface of the frame, the 

frame/gasket assembly inc•uding at least one tacky, continuous, 
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tortuous path connecting an opening in the. interior wall of the 

assembly with an opening in the exterior wall of the assembly. 

The invention is· further- directed to a protected pattern 

mask comprising a transparent substrate having a pattern of 

opaque and transparent areas; and at least one pellicle mounted 

on the transparent substrate, said pellicle comprising a 

transparent film. ·extending across the top peripheral surface of a 

peripheral frame and covering said pattern, and a peripheral 

gasket adhered to the substrate and the bottom peripheral surface 

of the frame, the frame/gasket assembly including at least one 

tacky, continuous. tortuous path connecting an opening in the 

interior wall of the assembly with an opening in the exterior wall 

of the ·assembly. 

BRIEF DESCBIP110N OF 1HE DRAWING 
0 • 

Figure 1 is a ·cross-sectional view of a pelliclized pattern 

mask of the inyentioit. 

Each of Figures 2-4 is a top elevational view of a gasket 

2 0 according to an embodiment of the invention. 

DETAILED DESCRIPTION OF TIJB INVENDON 
With reference to Figure 1, a pellicle includes a transpfll'ent 

film 5 extending across a peripheral frame 3. The frame is 

2 5 formed of any material that has suitably high strength, a low 

tendency to attract dust and is light weight. Hard plastics, 

ceramics and metals such as aluminum and aluminum alloys are 

examples of suitable materials. Machined metals, such as 

machined aluminum, are preferred. 

3 0 The shape and size of the frame typically correspond to the 

pattern ma~ with which it is to be used. For example, the frame 

may be circular, angular (e.g. rectangular), have one or more 

truncated ends, and/or one or more truncated comers. 

Transparent film S can be formed of any suitable material, 

3 5 and should be of a thickness such that it does not adversely affect 

the· optical path of t~e image-forming energy. Examples of 

suitable film materials include polymers such as polycarbonates, 
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polyacrylates. polyvinylbutyrates, polyethersulfones, polysulfones 
and cellulose derivatives such as cellulose acetate, cellulose . -

acetate. butyrate or nitrocellulose, and fluoropolymers. 
The film S is extended over and attached to the top edge of 

5 the peripheral frame 3. Conventional glues and adhesives may be 
used to attach the film to the frame provided the glue of adhesive 
does not contain a solvent for the film. Liquid, UV-curable 
adhesives a~ suitable. Alternatively. the film may be attached to 
the frame by heat press lamination. 

10 Peripheral gasket_ 6 adheres the bottom edge of frame 3 to 
the mask substrate 1. Generally. the mask substrate comprises a 
iransparent silica glass. Any material which can adhere the frame 
material and the mask substrate material may be used. For 
ex~mple, adhesive foam, vinyl tapes such as vinyl tape nos. 701 

15 and Y447 (sold commercially by 3M Company, St. Paul, MN), and 
liquids, particularly dispensable anomalous liquids such as silicon 
rubber or synthetic resins, are useful as gasket 6. 

A pellicle comprising film 5, frame 3 and gasket 6 is usually 
manufactured in a "clean room" facility (i.e. a facility in which 

2 0 ambient particle concentration is measurably reduced) to · lessen 
the particulate contamination. Likewise, a pellicle is typically 
mounted on a mask substrate 1 over mask pattern 2 in a similar 
environment. Hence, the space bounded by the pattern mask and 
the· pellicle is essentially particle-free. 

2 5 At least one tacky, continuous, tortuous path 20 is provided 
in the frame attd gasket assembly of the pellicle of the invention. 
Each path 20 connects an opening 21 in the interior wall of the 
frame and gasket assembly with an opening 22 in the exterior 
wall of the ass_embly. The course of each path is such that a 

3 0 straight line cannot be drawn from the opening in the interior 
wall to the opening in the exterior. wall without deviating from the 
path. ·The path 20 in each of Figures 2-4 may be viewed as either 
a groove in or slot through the gasket or a groove in · the bottom 
edge of the frame. When the gasket forms any part of the path, 

3 5 the path is tacky by virtue of the adhesive of the gasket. When 
the bottom edge of the frame forms any part of the path, an 
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adhesive such as a spray or liquid adhesive may be applied to the 
frame. 

The groove or slot may be formed by any appropriate 
method. For example, milling, drilling, etching and laser cutting 

5 are suitable. Each path can be formed either before or after the 
gasket is adhered to the frame, as desired. Also, liquid gaskets 
that are dispensed onto the frame or substrate may be applied in 
a pattern that defines a slot through the finished gasket. 

The continuous path 20 allows communication between the 
1 0 sealed space which is bounded by the pattern mask, frame, gasket 

and film, and the exterior space. Such communication enables air 
passage and, therefore, pressure equalization between the two 
spaces. Moreover, the path 20 is tacky and tortuous. As the 
length of the path increases beyond the thickness of the frame 

I 5 (i.e. as the path becomes more tortuous), a particle of any given 
size is more likely to contact (and adhere) to a side of the path. In 
this way, pressure is equalized and particle contamination of the 
mask pattern is prevented. · 

It is to be understood that the forms of the invention shown 
2 0 and described herein are .but preferred embodiments and that 

various changes may be. made to these embodiments without 
departing from the spirit and scope of the invention. 
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What is claimed is: 

6 
CLAIMS 

S 1. A pattern mask . pellicle comprising: 
a peripheral frame; 
a transparent film extending across the top 

peripheral surface · of the frame;· and 
a peripheral gasket adhered to the bottom 

1 O peripheral ~urface of the frame, the frame and gasket assembly 
including at least one tacky, continuous, tortuous path connecting 
an opening in the interior wall of the assembly with an opening in 
the exterior wall of the assembly. 

15 2. A pattern mask pellicle of claim 1 wherein the path 
and openings comprise a continuous, tortuous groove or slot in the 
gasket. 

3. A pattern mask pellicle of claim 2 wherein the gasket 
2 0 consists esse~tially of an adhesive vinyl tape. 

25 

4. A pattern mask pellicle of claim 2 wherein the gasket 
·consists essentially of an anomalous liquid. 

5. A pattern mask pellicle of claim 1 wherein the path 
and openings comprise a continuous, tortu<>us groove in the 
bottom peripheral surface of the frame .. 

6. A pattern· mask pellicle of claim 5 wherein the gasket 
3 0 consists essentially of an adhesive vinyl tape. 
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7. A. protected pattern mask comprising: 

a transparent substrate having a pattern of 

opaque and transparent areas and 
S at least one pellicle mounted on the transparent 

substrate. said pellicle comprising a transparent film extending 

across the . top peripheral surface of a peripheral frame and 

covering said pattern, and a peripheral gasket adhered to the 

substrate and the bottom peripheral surf ace of the frame, the 

1 0 frame and gasket assembly including at least one tacky, 

continuous, tonuous path connecting an opening in the interior 

wall of the assembly with an opening in the ~xterior wall of the 

assembly. 

1 5 8. A protected pattern mask of claim 7 wherein two 

pellicles are mounted on opposite faces of the substrate. 

9. A protected pattern· mask of claim 7 wherein the path 

and openings in the frame and gasket assembly comprise a 

2 0 continuous, tortuous groove in the bottom peripheral surface of 

the frame. 

10 ~ A protected pattern mask of claim 7 ~herein the path 

and openings in the frame and gasket assembly comprise a 

2 5 continuous, tonuous groove or slot in the gasket. 

30 

11 . A protected pattern mask of claim 10 wherein the 

gasket consists essentially of an adhesive vinyl tape. 

1'2. A protected pattern mask of claim 10 wherein the 

gasket consists essentially of an anomalous liquid. 


