CLAIMS:

1. A method of selecting a prosthetic heart valve comprising:

taking an image of the native heart valve annulus;

obtaining measurements of the native heart valve annulus from the image, and calculating
the native annulus area and the native annulus diameter based on the obtained measurements;

determining from a set of expandable prosthetic heart valves a first prosthetic heart valve
configured to cover the native annulus diameter and the native annulus area, the first prosthetic
heart valve having a first deployed diameter range, wherein the native annulus diameter is
within the first deployed diameter range;

determining from a set of expandable prosthetic heart valves a second prosthetic heart valve
configured to cover the native annulus diameter and the native annulus area, the second
prosthetic heart valve having a second deployed diameter range that is different from the first
deployed diameter range, wherein the native annulus diameter is within the second deployed
diameter range;

determining one or more first suggested expanded diameters for the first prosthetic heart
valve based on the native annulus diameter;

determining a pressure gradient across the first prosthetic heart valve at each of the one or
more first suggested expanded diameters based at least in part on pressure values from
hermodynamic data of the first prosthetic heart valve;

determining one or more second suggested expanded diameters for the second prosthetic
heart valve based on the native annulus diameter;

determining a pressure gradient across the second prosthetic heart valve at each of the one
or more second suggested expanded diameters based at least in part on pressure values from
hermodynamic data of the second prosthetic heart valve; and

selecting the prosthetic heart valve with the suggested expanded diameter resulting in the

lowest pressure gradient from the first and second prosthetic heart valves.

2. The method of claim 1, wherein taking the image of the native heart valve annulus

is performed by obtaining the image using computed tomography.

3. The method of claim 1, wherein the suggested expanded diameter of the selected

prosthetic heart valve is within a range of 0 to 40% greater than the native annulus diameter.
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4. The method of claim 1, wherein the suggested expanded diameter of the selected

prosthetic heart valve is within a range of 0 to 20% greater than the native annulus diameter.

5. A computing device comprising a processing unit and a memory storing software
implementing a method of one of the claims 1 to 4, the software being in the form of computer-

executable instructions suitable for execution by the processing unit.

6. The computing device of claim 5, which is a mobile computing device.

7. A computer-readable storage medium comprising instructions that can be executed
by a computer and instruct the computer to:

calculating native annulus area and native annulus diameter of a native heart valve annulus
based on measurements obtained from an image of the native heart valve annulus;

determine from a set of expandable prosthetic heart valves a first prosthetic heart valve
configured to cover the native annulus diameter and the native annulus area, the first prosthetic
heart valve having a first deployed diameter range, wherein the native annulus diameter is
within the first deployed diameter range;

determine from a set of expandable prosthetic heart valves a second prosthetic heart valve
configured to cover the native annulus diameter and the native annulus area, the second
prosthetic heart valve having a second deployed diameter range that is different from the first
deployed diameter range, wherein the native annulus diameter is within the second deployed
diameter range;

determine one or more first suggested expanded diameters for the first prosthetic heart
valve based on the native annulus diameter;

determine a pressure gradient across the first prosthetic heart valve at each of the one or
more first suggested expanded diameters based at least in part on pressure values from
hermodynamic data of the first prosthetic heart valve;

determine one or more second suggested expanded diameters for the second prosthetic
heart valve based on the native annulus diameter;

determine a pressure gradient across the second prosthetic heart valve at each of the one or
more second suggested expanded diameters based at least in part on pressure values from
hermodynamic data of the second prosthetic heart valve; and

select the prosthetic heart valve with the suggested expanded diameter resulting in the

lowest pressure gradient from the first and second prosthetic heart valves.
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