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2002 1 PROCESS AND CATALYST FOR MAKING DIALKYL CARBONATES BACKGROUND OF THE
INVENTION Field of the Invention The present invention relates to a process
for the production of dialkyl carbonates, particularly dimethyl carbonate
wherein the reaction occurs simultaneously with separation of the reactants
and the carbonate products. More particularly the invention relates to a
process wherein methanol is reacted with urea and/or alkyl carbamate in the
presence of a novel catalyst complex comprising a homogeneous organic tin
compound and an electron donor oxygen atom containing compound. Related Art
Dialkyl carbonates are important commercial compounds) the most important
of which is dimethyl carbonate (DMC). Dimethyl carbonate is used as a
rnethylating and carbonylating agent. It can also be used as a solvent to
replace halogenated- solvents such as chlorobenzene. Although the current
price of dimethyl carbonate is prohibitively expensive to use as fuel
additive, it could be used as an oxygenate in reformulated gasoline and an
octane component. Dimethyl carbonate has a much higher oxygen content (530)
than MTBE (methyl tertiary butyl ether) or TAME (tertiary amyl methyl
ether), and hence not nearly as much is needed to have the same effect. It
has a RON of 130 and is less volatile than either MTBE or TAME. It has a
pleasant odor and, unlike ethers, is biodegradable. In older commercial
processes dimethyl carbonate was produced from methanol and phosgene.
Because of the extreme toxicity and cost of phosgene, there have been
efforts to develop better, non-phosgene based processes. In one new
commercial process, dimethyl carbonate is produced from methanol, carbon
monoxide, molecular oxygen and cuprous chloride via oxidative carbonylation
in a two step slurry process. Such a process is disclosed in EP 0 460 735
A2. The major shortcomings of the process are the low production rate, high
cost for the separation of    
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formation of by-products, high recycle requirements and the need for
corrosion resistant , reactors and process lines. Another new process is
disclosed in EP 0 742 198 A2 and 5 EP 0 505 374 B1 wherein dimethyl
carbonate is produced through formation of methyl nitrite instead of the
cupric methoxychloride noted above. The by-products are nitrogen oxides,
carbon dioxide, methylformate, etc. Dimethyl carbonate in the product
stream from the reactor is 10 separated by solvent extractive distillation
using dimethyl oxalate as the solvent to break the azeotropic mixture.
Although the chemistry looks simple and the production rate is improved,
the process is actually very complicated because of the separation of a
number of the 15 materials, balancing materials in various flow sections of
the process, complicated process control and dealing with the hazardous
chemical, methyl nitrite. In another commercial process dimethyl carbonate
is produced from methanol and carbon dioxide in a two step 20 process. In
the fist step cyclic carbonates are produced by reacting epoxides with
carbon dioxide as disclosed in U.S. patents 4,786,741; 4,851,555 and
4,400,559. In the second step dimethyl carbonate is produced along with
glycol by exchange reaction of cyclic carbonates with 25 methanol. See for
example Y. Okada, et al "Dimethyl Carbonate Production for Fuel Additives")
ACS, Div. Fuel Chem., Preprint, 41(3), 868, 1996, and John F. Knifton, et
al, "Ethylene Glycol-Dimethyl Carbonate Cogeneration", Journal of Molecular
Chemistry, vol 67, pp 389-399, 1991. 30 While the process has its
advantages, the reaction rate of epoxides with carbon dioxide is slow and
requires high pressure. In addition the exchange reaction of the cyclic
carbonate with methanol is limited by equilibrium and methanol and dimethyl
carbonate form an azeotrope making 35 separation difficult. It has been
known that dialkyl carbonates can be prepared by reacting primary aliphatic
alcohols such as methanol with urea in the presence of various
heterogeneous   r ~VU 00; I2212 PCT;I.'S99;18108 ~ 3 DEC 2002 3 



and homogeneous catalysts such as dibutyltin dimethoxide, tetraphenyltin,
etc. See for example P. Ball et al, "Synthesis of Carbonates and
Polycarbonates by Reaction of Urea with Hydroxy Compounds",C1 Mol. Chem.,
vol 1, pp 95 5 1d8, 1984. Ammonia is a by-product and it may be recycled to
urea as in the following react on sequence. O O 2ROH + H2N-C-NH2 ____
RO-C-OR + NH3 10 alcohol urea dialkyl carbonate 0 NH3 + COZ --_ H2N-C-NH2 +
H20 15 urea Carbamates are produced at a lower temperature followed by
production of dialkyl carbonates at higher temperature with ammonia being
produced in both steps. 20 O O H2N-C-NH2 + ROH _____ RO-C-NH2 + NH3 alkyl
carbamate 25 O O RO-C-NHZ + ROH _____ RO-C-OR + NH3 dialkyl carbonate 30 As
noted the above two reactions are reversible under reaction conditions. The
order of catalytic activity of organotin compounds is R4Sn < R3SnX  R2SnX2,
wherein X = C1, RO, RC00, RCOS. A maximum reaction rate and minimum 35
formation of by-products are reported for dialkyl tin (IV) compounds. For
most catalysts (Lewis acids), higher catalyst activity is claimed if the
reaction is carried out in the present of an appropriate cocatalyst (Lewis
base). For example, the preferred cocatalyst for organic tin (IV) 40
catalysts such as dibutyltin dimethoxide, dibutyltin oxide, etc. are
triphenylphosphine and 4dimethylaminopyridine. However, the thermal
decomposition of intermediate carbamates to isocyanic acid (HNCO) or
isocyanuric acid ((HNCO)3) and alcohols is also 45 facilitated by the
organotin compounds such as dibutyltin   WO 00/12212 4 Z 3 D E C 2002
PCT/US99118108 dimethoxide or dibutyltin oxide employed in the synthesis of
aliphatic carbamates. WO 95/17369 discloses a process for producing dialkyl
carbonate such as dimethyl carbonate in two steps from alcohols and urea,
utilizing the 5 chemistry and catalysts published by P. Ball et al. In the
first step, alcohol is reacted with urea to produce an alkyl carbamate. In
the second step, dialkyl carbonate is produced by reacting further the
alkyl carbamate with alcohol at temperatures higher than the first step.
The 



10 reactions are carried out by employing an autoclave reactor. However,
when methanol is reacted with methyl carbamate or urea, N-alkyl by-products
such as N-methyl methyl carbamate (N-MMC) and N-alkyl urea are also
produced. The dialkyl carbonate is present in the reactor 15 in an amount
between 1 to 3 weight % based on total carbamate and alcohol content of the
reactor solution. SUMMARY OF THE INVENTION Dialkyl carbonates are prepared
by reacting alcohols with urea or alkyl carbamate or both in the presence
of a 20 organic Group IVA (IV) complex such as a dibutyltin dimethoxide
complex wherein the reaction is preferably carried out in the reboiler of a
distillation still with concurrent distillation of the dialkyl carbonate.
In a preferred embodiment the complexing agents are high 25 boiling organic
electron donor compounds which have one, two, three, four or more oxygen
atoms per molecule, preferably two or more oxygen atoms per molecule
preferably polyglycoi ethers such as triglyme (triethylene glycol dimethyl
ether), whose boiling point is preferably higher 30 than either methanol or
dimethyl carbonate and which serve as both cocatalysts and solvent. Thus,
the present invention provides an improved process by concurrently
distilling dialkyl carbonate away from the reaction concurrently with the
reaction and by preferably using 35 specific complexing agents for the
organotin catalyst. The preferred electron donor oxygen atom containing
compounds useful as cocatalyst and/or solvent comprises bidentate ligands
which form 1:1 bidentate and/or 1:2   i 2 3 o E c 2002 < AMENDED SHEET > 5
monodentate adducts with R'ZSnX2 (X - C1, R'0, R'COO or R'COS), R'3SnX,
R'zSnO, Ph3_nR'SnXn or Ph4_nSnXn (wherein R' = CqH2q+i n - 0, 1 or 2 and q
- 1 to 12) and mixtures thereof. In addition these materials may be admixed
with 5 higher hydrocarbons, preferably having B to 7.2 carbon atoms, such
as dodecar~e and xylenes. Examples of ligands which form 1:1 bidentate
and/or 1:2 monodentate adducts with R'2SnX2 include diethylene glycol
ether, 1,3-dimethoxy propane, 1,2-dimethoxypropane, l0 dipropylene glycol
dimethyl ether, 1,4-dioxane, di-n-butyl ether and the like. One advantage
of producing dimethyl carbonate from urea and methanol is in the separation
of dimethyl carbonate from the reaction mixture. Since water is not
coproduced) 15 ~ the reaction mixture (the overhead product) does not form
a ternary azeotrope and, hence the separation of the product dimethyl
carbonate form the overhead mixture is easier than the current commercial
processes which have to deal with ' such a ternary azeotrope. 20 BRIEF
DESCRIPTION OF THE DRAWINGS Figure 1 is a schematic of an apparatus that
can be employed to carry out the present invention. Figure 2 is a plot of
dimethyl carbonate in overhead versus hours on stream comparing methanol
only with 25 methanol + triglyme. 



Figure 3 is a plot of dimethyl carbonate in overhead versus hours on stream
comparing methanol only with methanol + triglyme and methanol + triglyme +
DMAP at a 1.5 cc/min overhead rate. 30 Figure 4 is a plot of methylamine in
overhead versus hours on stream comparing methanol only with methanol +
triglyme and methanol + triglyme + DMAP at a 1.5 cc/min overhead rate.
Figure 5 is a plot of dimethyl carbonate in overhead 35 versus hours on
stream comparing methanol on~.y with methanol + triglyme at a 2.7 cc/min
overhead race. Figure 6 is a plot of dimethyl carbonate in overhead versus
hours on stream For a single step process.   r WO U0/12212 2 3 D E C 2002
PCT/US99/18108 6 DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENT The
reaction is preferably carried out in the presence of a high boiling
electron donor oxygen containing solvent, which also serves as the
complexing agent with the 5 organotin compound, by employing the reboiler
of distillation still as the reactor. The reactor temperature is controlled
by changing the overhead pressure of the distillation column. The use of
the reboiler and distillation column allows effective removal of the 10
reaction products, dimethyl carbonate and ammonia, while keeping the
homogeneous catalyst and solvent in the reactor. The column may be of any
conventional form such as trays, packing, or combinations thereof. The
novel organotin catalyst complex may be prepared by 15 mixing organotin
compound with high boiling electron donor oxygen containing ,compounds,
such as ethers, usually at room temperature, in situ in the reaction zone,
e.g. the reboiler at the initiation of the dialkyl carbonate reaction. When
organotin halides, acetates or oxides are 20 used as the catalyst
precursors, the complex formation may be carried out prior to the
initiation of the dialkyl carbonate, in order to remove the acid or water,
which is generated in the complexing reaction, although it is not necessary
or preferably to do so, since the acidic 25 component and water are easily
remove overhead during the startup of the dialkyl carbonate reaction. The
reaction order of 2-methylhexyl carbamate in the presence of excess
2-ethylhexyl alcohol has been proposed to be pseudo first order, or less
than one. Therefore a 30 lower methanol concentration relative to a given
concentration of methyl carbamate is expected to be favorable for higher
conversion rate of methyl carbamate. The use of both the
reboiler-distillation column, and the high boiling oxygen atoms) containing
solvent such as 35 diglyme (diethylene glycol dimethyl ether), triglyme
(triethylene glycol dimethyl ether) or tetraglyme (tetraethylene glycol
dimethyl ether), etc) allows carrying out the reaction under any desired
pressure while  



r -o oummz 7 r~cT~~~s99as~os 2 3 DEC 2002 maintaining any desired
concentration of reactants (methanol, urea and carbamate) and product
(dimethyl carbonate) in the reaction zone to obtain the best economical
result. 5 In choosing the high boiling ethereal solvent the dialkyl
carbonate produced in the reaction is a consideration. For example
triethylene dimethyl ether is preferred for the production of dimethyl
carbonate, but it is not preferred for the production of diethyl carbonate,
10 because the product is contaminated with methyl ethyl carbonate and the
solvent is slowly converted to triethylene diethyl ether. A preferable
solvent for diethyl carbonate production would be tri- or tetraethylene
glycol diethyl ether. 15 In the present invention the desired ratio of the
solvent to methanol in the reaction medium is controlled by changing the
ratio of methanol to high boiling electron solvent at a given concentration
of carbamate or a given combined concentration of urea and carbamate in the
20 reboiler. The use of the high boiling electron donor solvent such as
triglyme as a cocatalyst as well as a part of the reaction medium overcomes
the shortcomings of the earlier processes. Despite the high yield or
selectivity of carbonates 25 claimed in WO 95/17369 and P. Ball et al (C1
Mol. Chem., 1, 95, 1984 and ACS, Div. of Polymer Chemistry, Polymer
Preprints, 25, 272, 1984 and C1 Mol. Chem., 1984, Vol. 1, pp.95-l08) it is
important to understand the decomposition of urea and carbamate. Urea can
decompose thermally or 30 catalytically to isocyanic acid and ammonium
isocyanate or biuret (N2NCONHCONH2) under the reaction conditions employed
to prepare dialkyl carbonates (D. J. Belson et al., Chemical Soc. Reviews,
11, 41-56, 1982). Analysis of the overhead vent gas taken during the
reaction indicates some 35 carbon dioxide produced. Although P. Ball et al
stated that aliphatic carbamates can be distilled without decomposition,
carbamates also can decompose thermally or catalytically to isocyanic cr
isocyanuric aid and alcohol   WO 00I12212 8 2 3 D E C 2002 PCT/U S99/ 18108
(J. J. G odfrey, U.S. Patent No. 3,314,754), or form allophanates
(ROCONHCONH2) H.W. Blohm and E.I. Becker, Chem. Rev., 1952, 51, 471). Ball
et al stated that the thermal decomposition of the carbamates into
isocyanic acid 5 and alcohol competes with the formation of carbonate.
However, the paper claims that this decomposition does not occur in the
presence of suitable cocatalysts for some catalysts. Triphenylphosphine and
4-dimethylaminopyridine are cited as good cocatalysts for organotin
catalysts. 10 Present EXAMPLES 4A and 4B indicate that methyl carbamate
decomposes thermally or catalytically in the presence of organotin
catalysts. Dimethyl carbonate is a highly active compound so in order to
improve the selectivity to dimethyl carbonate, 15 the concentration of
dimethyl carbonate in the reboiler 



should be kept as low as possible. In the present invention a very low
concentration of dimethyl carbonate is obtained by selecting the proper
high boiling solvent and controlling the overhead pressure which is a
function of 20 the ratio of methanol to high boiling electron donor solvent
in the reboiler at a given concentration of methyl carbamate or given
combination of methyl carbamate and urea. The use of the high boiling
electron donor compounds as both cocatalyst and solvent improves the rate
of 25 forming dialkyl carbonates (because of effective removal of both
ammonia and dimethyl carbonate from the reaction zone) and, at the same
time, prevents the formation of byproducts such as N-alkyl alkyl carbamate,
alkyl amine, and N-alkyl urea or decomposition of urea or carbamate at 30
relatively high concentration of dialkyl carbonate in both reactor and
overhead products. High concentration of dialkyl carbonate in the overhead
product reduces the cost of separating the dialkyl carbonate from methanol
far recycle. 35 Since the reaction can be carried out at lower pressures
(less than 100 psig) the new process has a number of advantages; lower cost
for the material of construction, low catalyst inventory cost, easier
removal of the ammonia   2 3 0 E C 2002 9 and dimethyl carbonate products,
and ease of control of the optimum concentration of methanol in the reactor
far the maximum dimethyl carbonate formation rate and selectively to
dimethyl carbonate. 5 Flushing out the reactor (reboiler) with an inert gas
such as nitrogen although not necessary) be included as part of the
startup. Tf inert gas is used to flush the x~eboiler the lower pressures
preferably used in the present reaction system allows for the use of a
blower instead of a 10 compressor for the inert gas. The preferred range of
reactor temperature is from 270 to 400F, preferably from 300-380F. The
preferred overhead pressure is within the range of l0-250 psig) more
preferable between 20-200 prig and most preferably between 15 25-150 psig.
The desirable weight ratio of high boiling electron donor solvent to
methanol in the reactor is from 100-0.Q1:1, preferably 5-0.1:1. The
preferred concentration of organotin compounds in the reactor zs from 0.5
to 40 wt.%, preferably rom 2-30 wt.% based on the 20 total content in the
reactor. The preferred overhead product rate i9 controlled to have from
4-35 per cent by weight dimeC.hyl carbonate, preferably form 5-25 wt.%. The
preferred concentration of methyl carbamate or combined concentration of
methyl carbamate and urea in the reactor 25 is Erom S-60 wt.%, preferably
from 15-55 wt.% during continuous operation. For the continuous production
of dimethyl carbonate, the urea solution may be directly pumped into the
reactor or partially or completely converted to methyl carbamate prior 30
to pumping into the reactor. Such convErsion could be accomplished in a
feed preheater or in separate reactor. The solvent for the urea solution
can be substantially pure methanol or very dilute dimethyl carbonate
solution in methanol. An example of the dilute dimethyl carbonate 35
solution (about 2% dimathyl carbonate in methanol) is the overhead recycle
stream from a dimethyl carbonate rECOVery column. In one embodiment a11 or
a portion of the urea solution may be fed to the distillation column
instead of   WO 00/1221Z 



10 2 3 D E C 2002 PCT/US99/18108 the reboiler to partially convert urea to
methyl carbamate prior to entering the reboiler. In another embodiment
material from the reboiler may be added to the distillation column with the
urea feed steam or at some other point 5 along the column. Referring now to
Figure 1 is a schematic representation of the experimental apparatus used
for the following examples is shown. The 350m1 reboiler 10 of the still
equipped with a stirring blade 12 was used as the reactor. 10 The 3/4"
diameter distillation column 20 was packed with 1/8 " ceramic saddles.
Reactants, solvent and catalyst were charged to the reboiler 10 at ambient
temperature (-75F). The reactions were carried out by raising the reboiler
temperature to a selected temperature by 15 controlling the overhead
pressure of the column. During the reaction the reactants were pumped into
the reboiler continuously. The reaction products were removed from the
reboiler as overhead product from the column 20 via flow line 30 and
condensed in condenser 40 where the ammonia was 20 removed as vapor via
flow line 50 and product dimethyl carbonate removed via flow line 60.
During the reaction, the liquid volume in the reboiler was maintained at a
preferred constant level by pumping in additional methanol,
methanol-solvent mixture or the solutions of urea or methyl 25 carbamate in
methanol or methanol-solvent mixture through flow line 70. As an option a
portion of the urea can be fed directly to the distillation column via flow
line 90 as shown. In a similar manner catalyst complex from reboiler 10 may
be fed directly to the distillation column via flow 30 line 100. Samples
for analysis were removed from the reboiler via flow line 80. Samples from
the overheads (total overheads) and bottoms were analyzed by gas
chromatograph. The reboiler temperature was controlled by controlling the
overhead pressure. To raise the 35 temperature the overhead pressure was
raised. When the high boiling oxygen atom containing solvent was used, the
novel organotin complex catalyst was formed by mixing dibutyltin
dimethoxide and the solvent such as triglyme   ~o oonzZlz 11 PCT/f
S99'18108 2 3 D E C 2002 together in the reboiler. The reaction system in
the reactor may be characterized as homogeneous. EXAMPLE lA The reboiler of
the distillation still was charged with 5 96g of urea, 112g of methanol,
113g of triglyme (triethylene glycol dimethyl ether) and 25.5g catalyst
(dibutyltin dimethoxide) in the reboiler and then raising the reboiler
temperature to the desired temperature with stirring. During the heating
and reaction, 5 weight l0 percent triglyme solution in methanol was
continuously pumped into the reboiler to maintain constant liquid level in
the reboiler. The reboiler temperatures during the reaction were maintained
by controlling overhead pressure. When the reboiler temperature reached the
desired 15 temperature (320'F), the withdrawal of the overhead liquid
product was started at the 1 cc/m rate through the line 60. At the
beginning of the reaction, the reboiler temperature was maintained at 320F
for an hour and then at 355F until shut-down. The overhead pressures at
320F and 355F at 20 the beginning were 100.6 and 106.5.psig, respectively.
The column temperatures were 325F at the bottom section of the column and
253F at the top section of column at 355F reboiler temperature at the
beginning of the reaction. The overhead pressure was lowered as the
conversion of urea 25 to methyl carbamate progressed. At the end (6 hours
on stream) of the run, the overhead pressure was 68.1 prig. The column
temperature was 295F at the bottom section of column and 234F at the top
section of the column. The overhead liquid products were composed of
methanol and 



30 dimethyl carbonate with small amount of dissolved ammonia. No triglyme
was observed in the overhead products. The change of the composition of the
overhead liquid products during the run are illustrated in Figure 2. While
the bottom product sample taken at the end of the 6 hour run 35 contained
7.2% dimethyl carbonate and 22.6% methyl carbamate, the overhead product
contained 16.0o dimethyl carbonate. The content of urea in the bottoms
product sample was unknown because urea could not be analyzed by   WO
00I12212 12 2 3 D E C 2002 PCTIUS99118108 gas chromatography due to
decomposition of urea. EXAMPLE 1B The reaction was carried out in the
identical manner to EXAMPLE lA without the cocatalyst. The reboiler was 5
charged with 96g of urea, 200g of methanol and 50.1g of dimethyltin
dimethoxide. The reboiler temperatures during the reaction were maintained
by controlling overhead pressure. The flow rate of the overhead liquid
product was 1 cc/min. To maintain a constant liquid level in the 10
reboiler during the run, pure methanol was pumped into the reboiler. At the
beginning of the reaction, the reboiler temperature was maintained at 320F
for an hour and then at 365F until shut-down. The overhead pressures at
320F and 365F at the beginning were 163 and 261 psig. The column 15
temperature was 342F at the bottom section of the column and 325F at the
top section of the column at the beginning of 365F reboiler temperature.
The pressure was raised as the reaction progresses to maintain 365F
reboiler temperature. At the end (7.1 hours on stream) of run, the 20
overhead pressure was 357 psig. The column temperature was 362F at the
bottom section of the column and 353F at the top section of the column. The
change of the composition of the overhead liquid products during the run
are illustrated in Figure 2. While the bottom product sample 25 taken at
the end of 7.1 hour run contained 7.8o dimethyl carbonate and 2.2% methyl
carbamate, the overhead product contained only 1.5 dimethyl carbonate. The
content of urea in the bottoms product sample was unknown because urea
could not be analyzed by gas chromatography due to 30 decomposition of
urea. EXAMPLE lA demonstrates how effectively the product carbonate is
removed from the reaction zone in the present invention as shown in Figure
2. When the reaction is carried out according to the preferred embodiment
of the 35 present invention starting from urea, the product dimethyl
carbonate content in the overhead increases rapidly as urea is converted to
methyl carbamate which in turn is converted to dimethyl carbonate. Because
of relatively low   wo oom~i~ 13 PCT/L! S99118108 2 3 ~ E C 2002 pressure
of the still, the product dimethyl carbonate is effectively removed as
overhead product from the reboiler as indicated by the concentration of
dimethyl carbonate in the overhead and bottom products at the end of run;
more 



5 dimethyl carbonate (16%) in the overhead product than in the bottom
product (7.20). The sample taken from the reboiler contained 22.6o methyl
carbamate. Urea is effectively converted to dimethyl carbonate with little
indication of decomposition of urea and methyl carbamate. 10 When the
reaction is carried out without triglyme as in Example 1B, less product
dimethyl carbonate is removed as the overhead product as shown in Figure 2.
Dimethyl carbonate is accumulated in the reboiler by effective
rectification of the column under higher pressure rather 15 than removed as
the overhead mixture. The overhead product at the end of run contains only
1.5o dimethyl carbonate which compares with 7.8% dimethyl carbonate in the
bottom product. Undesired 'side reactions of product dimethyl carbonate and
the decomposition of urea and carbamate occur 20 because of the
accumulation of DMC in the reboiler and absence of cocatalyst such that at
the end of run, there are only 2.2% methyl carbamate and 7.8o dimethyl
carbonate in the reboiler. EXAMPLE 2 25 CATALYST COMPLEX When dibutyltin
dimethoxide (liquid at room temperature) was mixed together with methanol,
ethyl ether or toluene, dibutyltin dimethoxide catalyst was completely
soluble in these solvents and detectable by gas chromatography if 30
analyzed the solutions by using TCD detector and DB-5 gas chromatography
column. Dibutyltin dimethoxide in methanolic solution or toluene was
detectable (5.38 minutes retention time) by gas chromatography. The
analysis of the dibutyltin dimethoxide solution in diethyl ether indicated
35 that the organotin compound in the solution was no longer dibutyltin
dimethoxide. The tin compound in the solution was much heavier than
dibutyltin dimethoxide so that the peak for the new organotin complex
compound in the ether   WO 00/12212 14 2 3 d E C 2002 PCTIUS99118108
solution has about 3 time longer retention time (15.68 min.). When
dibutyltin dimethoxide was mixed with mixtures of triglyme and methanol or
pure triglyme (CH30CH2CH20CH2CH20CH2CH20CH3) at room temperature, white 5
fluffy precipitate was formed which slowly saddled down at the bottom of
bottles. If the white precipitate suspended solution was filtered
immediately and the clear filtrate was analyzed with gas chromatography the
organotin compound was still detectable, although the concentration was
lower 10 than expected. With low concentration (10 weight o) of the
organotin catalyst in the mixed solution, the white precipitate dissolved
completely to become clear solution by standing at room temperature
overnight. If the white precipitate suspended solution was warmed, the
white 15 precipitate immediately became soluble. When these clear solutions
were analyzed with gas chromatography, the dimethyltin dimethoxide was no
longer detectable. EXAMPLE 2 demonstrates the formation of adduct complex
compounds by the reaction of dibutyltin dimethoxide 20 (Bu2Sn(IV)(OCH3)2)
with the electron donor etherial compounds. In the present invention, the
complex compounds are employed as catalysts which are the adducts of the
electron donor oxygen atoms) containing molecules to the organotin
compounds. The catalytic complex compound 2S was prepared by simply mixing
dibutyltin dimethoxide and triglyme or other electron donor etherial
compounds together in the reboiler of the distillation still. EXAMPLE 3A 



The reboiler of the distillation still was charged with 30 125g methyl
carbamate, 100g methanol, 100g triglyme and 24.7g dibutyltin dimethoxide.
The reboiler temperature was maintained at 355-363F by controlling the
overhead pressure. The flow rate of the overhead liquid product was set at
l.5cc/min. To maintain a constant liquid level in 35 the reboiler, a
mixture of methanol and triglyme prepared by mixing 1650g methanol with
142.5g triglyme was continuously pumped into the reboiler. The reaction was
carried out for 6 hours each day for 2 days, for a total of   wo oo; nzu 15
PCTiL'S99 18l08 2 3 DEC 2002 12 hours. After a 6 hour run, the unit was
shut down. On the following day the unit was restarted. During the reaction
the overhead liquid products were collected into a reservoir. At the end of
the run a11 the composite 5 overhead liquid product in the reservoir and
the inventory materials in the reboiler and column were removed from the
system and weighted and then analyzed. During the run the samples taken
from the unit for analysis were weighted. The result of this experiment is
listed in Table 1. The 10 change in the compositions of dimethyl carbonate
and methylamine in the overhead liquid products during the run are
illustrated in Figure 3 and 4 respectively. The overhead pressures at 355F
at the beginning and the end were 53.4 psig and 139 psig, respectively. The
column 15 temperatures at the bottom and top section of the column were
234F and 200F at the beginning, and 288F and 277F at the end of 12 hours
run. The analysis of the bottom product sample taken From the reboiler at
the end of 12 hours run indicated 0.1% ammonia, 4.1% dimethyl carbonate, 20
0.3~ N-MMC, 2.7o methyl carbamate, 32.6% methanol, and 60.2 triglyme. The
overhead product contained 6.9% dimethyl carbonate. The content of urea in
the bottom product sample was unknown, because urea could not be analyzed
by gas chromatography due to decomposition of urea. 25 The EXAMPLE 3A
demonstrates the superior yield and selectivity for dimethyl carbonate of
the present invention compared with the prior art. The dimethyl carbonate
content in the overhead liquid product of the present invention was at
least 3 times higher than the dibutyltin 30 dimethoxide alone (Example 3B).
Consequently the separation of dimethyl carbonate from the overhead product
can be achieved at much lower cost and much reduced amount of material
recycle. When only methanol is used as the solvent (Example 3B), the
increase of the overhead liquid 35 product rate slowly improves the
selectivity of dimethyl carbonate and reduces the formation of undesired
byproducts such as N-MMC (N-methyl methyl carbamate) and methylamine)
however, the amount of the undesired by   WO 00/l2212 16 2 3 D E C 2002
PCTlUS99/18108 products are still about 10 times higher than the preferred
embodiment of in the present invention. The increase of the overhead
product rate with the cocatalyst has little effect on the dimethyl
carbonate selectivity. The 5 increase of the overhead rate simply dilutes
the concentration of dimethyl carbonate in the overhead product stream. The
overhead products from the present invention generally contain no
methylamine or at most trace amounts. 



EXAMPLE 3B 10 The reaction was carried out by utilizing the distillation
still. The run was carried out in the identical manner to the EXAMPLE 3A
but without the cocatalyst. The reboiler was charged with 125g methyl
carbamate, 200g methanol and 25.3g dibutyltin dimethoxide. 15 The flow rate
of the overhead product was set at l.5cc/m. Methanol was continuously
pumped into the reboiler to maintain a constant liquid level in the
reboiler. The result is listed in Table 1. The change in the compositions
of dimethyl carbonate and methylamine in the 20 overhead liquid products
during the run are illustrated in Figure 3 and 4, respectively. The
overhead pressures at 355F at the beginning and the end were 268.4 and
374.4 psig respectively. The column temperatures at the bottom and top
section of the column were 332F and 321F at the 25 beginning, and 353F and
348F at the end of 12 hours run. The analysis of the bottom product sample
taken from the reboiler at the end of 12 hours indicated trace ammonia,
6.9% dimethyl carbonate, 3.6% N-MMC, 2.1% methyl carbamate, 86.6 methanol,
and 0.70 others. The overhead 30 product contained 2.1% dimethyl carbonate
and 2.50 methylamine. The content of urea in the bottom product sample was
unknown because urea could not be analyzed by gas chromatography due to
urea decomposition.   wo oo;m2m 17 PoTiUS9~uglo~ 2 3 DEC 2002 EXAMPLE 3C
Triglyme was used as solvent to distill off the dimethyl carbonate product
from the reaction zone, and the reaction was carried out by utilizing the
distillation 5 still. The experiment was carried out in the identical
manner to the EXAMPLE 3A. The reboiler was charged with 125g methyl
carbamate, 100g methanol, 21g 4dimethylaminopyridine (DMAP) cocatalyst, 79g
triglyme and 24.4g dibutyltin dimethoxide. The run was continued for 12 10
hours without interruption. To maintain a constant liquid level in the
reboiler, a mixture of methanol and triglyme prepared by mixing 1650g
methanol with 142.5g triglyme was continuously pumped into the reboiler.
The result is listed in the Table 1. The change in the compositions of 15
dimethyl carbonate and methylamine in the overhead liquid products during
the run are illustrated in Figure 3 and 4, respectively. The reboiler
temperature was maintained at 344-357F by controlling the overhead
pressure. The overhead pressures at 355F at the beginning and the end 20
were 58.9 and 81 psg, respectively. The column temperatures at the bottom
and top section of the column were 238F and 226F at the beginning and 256F
and 245F at the end of 12 hours run respectively. The analysis of the
bottom product sample taken from the reboiler at the 25 end of 12 hours run
indicated 0.2 dimethyl carbonate, 4.2% N-MMC, 0.5 methyl carbamate, 18.5%
methanol, 7.0% 4dimethylaminopyridine, 69.3% triglyme and 0.3% others. The
overhead product contained 1.4% dimethyl carbonate and 0.2 methylamine. The
concentration of urea in the bottom 30 product sample was unknown but
expected to be very low._   2 3 D E C 200Z W O 00I12212 PCT l U S99J 18 f
08 



18 5 10 15 20 25 30 35 40 45 Table 1 Example 3A 3B 3C Solvent 100 MeOH-100
TG 200 MeOH 100 MeOH79TG-21DMAP Reboiler Temp, F355355355Ovhd P,
psiginitial53.4268.458.9final139374.481Rate, cc/min1.51.51.5Mass Balance,
%103.1105.789.9Mole Balance*, % Apparant MC94.041.017.4conv.,
mo95.993.298.9ApparentSelectivities*, mo DMC 90.2 31.8 9.7N-MMC0.68.96.8DMC
removedas ovhd product, g99.223.213.6 *The urea content in the reboiler was
not included in the calculation. ` TG; triglyme DMAP;
4-dimethylaminopyridine 



In EXAMPLE 3C, 4-dimethylaminopyridine (DMAP) was used as cocatalyst as
disclosed in the C1 Mol. Chem., 1984, Vol 1, 95-108, Ball et al, "Synthesis
of Carbonates and Polycarbonates by Reactions of Urea with Hydroxy
Compound". In addition triglyme also was used to carry out the reaction
under low pressure according to the present invention. Since DMAP is much
stronger Lewis base than triglyme the effect of triglyme on the catalyst as
cocatalyst is minimal. As shown in Table 1 and Figure 3, the organotin
complex compound catalyst, which is adduct complex (BU2Sn[OCH3]2~xDMAP,
wherein x = 1 or 2 or both), has very poor selectivity for dimethyl
carbonate. The analyses of the overhead vapor samples taken during the run
confirmed the decomposition of methyl carbamate, because the gas samples
contained very large volumes of carbon dioxide. In EXAMPLE 3C the analyses
of the overhead liquid product and the bottom product taken at the end of
12 hours indicate that dimethyl carbonate was effectively removed from the
reaction zone because the composition of dimethyl   2 3 D E C 2002 WO
00!12212 19 PCT/US99'18108 carbonate in the overhead product was 7 times
higher than that of the bottom product. The formation of undesired
byproduct (N-MMC and methylamine) was much higher than EXAMPLE 3A, but
somewhat better than the EXAMPLE 3B, 5 probably due to effective removal of
dimethyl carbonate and ammonia during the run. EXAMPLE 4A COMPARISON The
thermal decomposition of methyl carbamate was 10 carried out. A methyl
carbamate (12.3 weight percent) solution was prepared by dissolving 35g
methyl carbamate in 250g triglyme in a 350 ml round bottom flask which was
equipped with reflux column. The solution was refluxed with stirring at 338
to 356F. After 12.45 hours reaction, 15 the solution contained 8.2% methyl
carbamate and 0.9% methanol, indicating thermal decomposition of methyl
carbamate. The color of solution changed from water clear at the beginning
to clear golden yellow solution, indicating formation of heavier compounds,
and very small 20 amount of white solid was deposited at the bottom of
condenser. EXAMPLE 4B COMPARISON The catalytic decomposition of methyl
carbamate was 25 carried out by using the same equipment set-up in the
EXAMPLE 4A. A methyl carbamate (11.9 weight percent) solution in triglyme
was prepared by dissolving 35g methyl carbamate in 250g triglyme and then
adding 10g dibutyltin dimethoxide to the solution. After 4 hours reaction
at 313 3o to 32oF, the solution contained 7.6 weight percent methyl
carbamate, 1.4 weight percent methanol and only 0.8 weight percent dimethyl
carbonate, indicating the faster decomposition rate catalyzed by dibutyltin
dimethoxidetriglyme complex. The color of the solution changed from 35
water clear at the beginning to clear orange and some white solid was
deposited at the bottom of condenser indicating again formation of heavier
materials which could not be detected with gas chromatography. After 12
hours reaction   WO 00/I2212 20 2 3 D E C 2002 PCT/US99118108 



the solution contained only 2.7 weight percent methyl carbamate, 1.2 weight
percent methanol, and 2.7% dimethyl carbonate. Visual examination indicated
that the amount of white solid material deposited at the bottom of reflux 5
column was increased slightly compared with the EXAMPLE 4A. EXAMPLE 5A The
experiment was carried out in the same manner in the EXAMPLE 3A. The
reboiler of the distillation still was charged with 125g methyl carbamate,
100g methanol, 100g 10 triglyme and 25.0g dibutyltin dimethoxide. The
reboiler temperature was maintained at 352-356F by controlling the overhead
pressure during the reaction. The flow rate of the overhead liquid product
was set at 2.5cc/min. A methyl carbamate solution prepared by dissolving
120g methyl 15 carbamate in a mixed solution of 1960g methanol and 40g
triglyme was pumped into the reboiler to maintain the constant liquid level
in the reboiler. The reaction was terminated after 12 hours on stream. The
result of this experiment is listed in Table 2. The overhead pressures 20
at the beginning and the end were 39.4 psig and 123.9 psig, respectively.
The column temperatures at the bottom and top section of the column were
224 and 211F at the beginning, and 283 and 272F at the end of 12 hours run.
The analysis of the sample taken from the reboiler at the 25 end of run
indicates 0.2% ammonia, 14.8% methanol) 3.3% dimethyl carbonate, 22.4%
methyl carbamate, 58.4% triglyme and 0.9% N-MMC. The overhead product
contained 9.0% dimethyl carbonate. The content of urea in the bottom
product sample was unknown because urea could not be 30 analyzed by gas
chromatography due to urea decomposition. EXAMPLE 5B The experiment was
carried out in the identical manner to the EXAMPLE 5A but without the
cocatalyst. The reboiler was charged with 125g methyl carbamate, 200g 35
methanol and 24.6g dibutyltin dimethoxide. The reboiler temperature was
maintained at 352-356F by controlling the overhead pressure during the
reaction. The flow rate of the overhead liquid product was set at
2.5cc/min. A methyl   w~o oo; i~~~2 21 PCT/l!S99;1li108 2 3 DEC 2002
carbamate solution prepared by dissolving 125g methyl carbamate in 2000g
methanol was pumped into the reboiler to maintain the constant liquid level
in the reboiler. The reaction was terminated after 12 hours on stream. The
5 overhead pressures at the beginning and the end were 207.7 and 299.5 psig
respectively. The column temperatures at the bottom and top section of the
column were 317F and 305F at the beginning, and 342F and 331F at the end of
12 hours run respectively. The analysis of the sample l0 taken from the
reboiler at the end of run indicated 0.4% ammonia, 60.8% methanol, 6.7o
dimethyl carbonate, 27.6% methyl carbamate, 4.2% N-MMC and 0.2% unknown.
The overhead product contained 4.7% dimethyl carbonate and 0.1%
methylamine. The result is listed in the Table 2. The 15 content of urea in
the bottom product sample was unknown because urea could not be analyzed by
gas chromatography due to urea decomposition. EXAMPLES 4A and 4B-indicate
slow thermal decomposition of methyl carbamate and that the organotin
compounds can be 20 effective catalysts for the decomposition of methyl
carbamate and urea in the absence of methanol. Too low a concentration of
methanol in the reaction medium can promote the decomposition of methyl
carbamate or urea or both. Too high concentration of methanol will slow
down 25 the reaction rate and cause high reactor pressure which will cause
difficulty in distilling off dimethyl carbonate from the reboiler resulting
in higher by-product formation. Therefore, it is important to maintain an
optimum concentration of methanol in the reaction zone. 



30 The flow rate of the overhead liquid product was increased to 2.5cc/min
in the EXAMPLES 5A and 5B. Methyl carbamate solutions were pumped into the
reboiler of the distillation still during the run to simulate the
continuous operation. When the reaction was carried out as 35 at the high
flow rate there was little improvement compared with lower flow rate
(l.5cc/m in EXAMPLE 3A, Table 2). The increased overhead rate simply
diluted the concentration of dimethyl carbonate from 16-18o in the   WO
00/12212 22 2 3 D E C 2002 PCT/US99/18108 EXAMPLE 3A to about 9%, which is
undesirable for the separation of dimethyl carbonate from the overhead
liquid product. When the reaction was carried out in the absence of
triglyme solvent (EXAMPLE 5B), the concentration of 5 dimethyl carbonate in
the overhead product was nearly doubled with improved apparent selectivity
of dimethyl carbonate and the production of much less methylamine than in
the EXAMPLE 3B, although little change in N-MMC formation was noticed. The
concentration of dimethyl 10 carbonate in the overhead liquid product was
only about half of the EXAMPLE 5A, resulting in about 1/3 less removal of
dimethyl carbonate as the overhead liquid product compared with the EXAMPLE
5A as shown in Table 1. Although the concentration of urea in the bottom
products 15 is not known, the conversion of methyl carbamate appears to be
higher for the EXAMPLE 5A than 5B due to effective removal of both dimethyl
carbonate and ammonia from the reaction zone. Table 220Example5A5BSolvent
inreboiler100 MeOH-L00 Triglyme200 MeOHReboiler25Temp,F355355Ovhd P,
psiginitial39.4207.7final123.9299.530Ovhd ProdRate, cc/min2.52.5Mass
Balance, %96.198.7Mole Balance*, %88.987.535App. MC Conv*, %82.967.6App.
Selectivity*,m%DMC88.772.240N-MMC0.98.4DMC recoveredas Ovhd Prod,
g169.7108.345*The urea contentin the reboiler was notincluded in
thecalculation.   wo oo; mzu 23 PCT/LS99.18108 2 3 DEC 2002 EXAMPLE 6A The
reboiler of the distillation still was charged with 125g methyl carbamate,
100g methanol, 100g triglyme and 24.8g dibutyltin dimethoxide. The reboiler
temperature 5 was maintained at 353-357F by controlling the overhead
pressure during the reaction. The flow rate of the overhead liquid product
was set at 2.7 cc/min. A urea solution prepared by dissolving 105.6g urea
in 2200g methanol was pumped into the reboiler to maintain a 10 constant
liquid level in the reboiler. The reaction was terminated after 12 hours
uninterrupted continuous operation. The result of this experiment is listed
in Table 3. The change in the composition of dimethyl carbonate in the
overhead products during the run is 



15 illustrated in Figure 5. The overhead pressures at the beginning and the
end were 47.9 psig and 49 psig respectively. The column temperatures at the
bottom and top section of the column were 231F and 219F at the beginning
and 232F and 200F at the end of 12 hours run 20 respectively. While the
analysis of the sample taken from the reboiler at the end of 12 hours run
indicated 1.1% dimethyl carbonate, 13.1% methanol, 30.2% methyl carbamate)
0.8o N-MMC, 54.3% triglyme and 0.5% unknown, the overhead product contained
7.3a dimethyl carbonate and no 25 methylamine. A11 the overhead samples
taken during the 12 hours run contained no detectable amount of
methylamine. The content of urea in the bottom product sample was unknown
because urea could not be analyzed by gas chromatography due to urea
decomposition. 30 EXAMPLE 6B The reaction was carried out by utilizing the
distillation still disclosed herein as in Example 6A but without the
cocatalyst. The reboiler of the distillation still was charged with 125g
methyl carbamate, 200g 35 methanol, and 25.6g dibutyltin dimethoxide. The
reboiler temperature was maintained at 352-356F by controlling the overhead
pressure during the reaction. The flow rate of the overhead liquid product
was set at 2.7cc/min. A urea   WO 00I12212 2 3 D E C 2002 PCTIUS99/18108 24
5 10 15 20 solution prepared by dissolving 105.6g urea in 2000g methanol
was pumped into the reboiler to maintain the constant liquid level in the
reboiler. The reaction was terminated after 12 hours uninterrupted
continuous operation. The result of this experiment is listed in Table 3.
The change in the composition of dimethyl carbonate in the overhead product
during the run is illustrated in Figure 5. The overhead pressures at the
beginning and the end were 222 psig and 236.7 psig, respectively. The
column temperatures at the bottom and top section of the column were 332F
and 311F at the beginning and 326F and 314F at the end of 12 hours run.
While the analysis of the sample taken from the reboiler at the end of 12
hours run indicates 8.2% dimethyl carbonate, 45.3% methanol, 37.3% methyl
carbamate, 8.0% N-MMC, and 0.8% unknown, the overhead samples taken during
the first 6 hours run contained no detectable amount of methylamine. The
overhead samples during the second 6 hours run contained 0.08 to 0.1%
methylamine. The content of urea in the bottom product sample was unknown
because urea could not be analyzed by gas chromatography due to urea
decomposition. Table 3 25 30 35 40 



Example 6A 6B Solvent 1o0 MeOh-100 Triglyme 200 MeOH Reboiler Temp,
F355355Ovhd P, psigInitial47.9222Final49236.7Ovhd ProdRate)
cc/min2.72.7Mass Balance, 095.996.5DMC produced (m%)*53.649.4N-MMC produced
(m%)*0.55.8Methylamine (%) in ovhd00 - 0.1 DMC recovered as Ovhd Prod, g
153.5 129.3 *Calculated based on the combined total methyl carbamate and
urea charged into the reboiler during the run.   W O 00/132I2 25 PCT/LS99;
18108 2 3 D E C 2002 The EXAMPLE 6A simulates the continuous run for which
an urea solution is pumped into the reboiler (reactor) of the distillation
still to convert urea to dimethyl carbonate. 5 The experiments demonstrate
that urea can be converted to dimethyl carbonate in one step, that is, it
is not necessary to convert urea to methyl carbamate in one reactor and
then convert methyl carbamate to dimethyl carbonate in another reactor
because the extra amount of 10 ammonia produced by the Reaction 1 can
effectively be removed from the reaction zone (reboiler), when urea is
converted to methyl carbamate although one may choose to produce dimethyl
carbonate in two steps. As shown in Table 3, when the reaction was carried
out according to the 15 preferred embodiment, a superior result was
obtained again; higher productivity of dimethyl carbonate and lower
formation of by-products. When triglyme was not used as cocatalyst as well
as solvent the amount of N-MMC produced is 10 times higher than the
reaction carried out according 20 to the present invention. Since, to
convert urea to methyl carbamate (Reaction 1), urea has to react with
methanol, that is, methyl carbamate has to compete with urea for methanol
to produce dimethyl carbonate (Reaction 2). The analysis of bottom product
25 taken after 12 hours run indicates that the methanol concentration in
the EXAMPLE lA (with cocatalyst) appears to be too low (13.1%) for Reaction
1 and Reaction 2 to occur consecutively without competition for methanol.
The amount of triglyme in the reboiler of the distillation 30 still was too
high at the start of the run indicating that when an urea solution is
pumped into the reboiler to produce dimethyl carbonate in a single step the
ratio of triglyme to methanol used to convert methyl carbamate to dimethyl
carbonate should be readjusted, e.g., lowered. 35 EXAMPLE 7 This example
illustrates the actual production of DMC by one step. The reboiler of the
distillation still was charged with   



WO 00!1Z212 26 2 3 D E C 20Q2 PCT/US99118108 125g methyl carbamate, 120g
methanol, 80g triglyme and 25 dibutylin dimethoxide. The reboiler
temperature was maintained at 349-357F by controlling the overhead pressure
during the 12 hours uninterrupted run. The flow 5 rate of the overhead
liquid product was set at 2cc/min. A urea solution prepared by dissolving
105.6g urea in 2200g methanol was pumped into the reboiler to maintain a
constant liquid level in the reboiler. The reaction was terminated after 12
hours uninterrupted operation. The 10 result of this experiment is listed
in Table 4. The change of the DMC composition in the overhead products is
shown in Figure 6. The overhead pressures at the beginning and the end of
12 hours run were 66 and 134.7 psig, respectively. The column temperatures
at the bottom and top section of 15 the column were 248F and 233F at the
beginning, and 286F and 274F at the end of 12 hours, respectively. While
the analysis of the sample taken from the reboiler a the end of 12 hours
run indicated 3.8% dimethyl carbonate, 20.9% methanol, 21.1o methyl
carbamate, 1.5% N-MMC, 52.0% 20 triglyme, 0.2% unknown, 0.2% methylamine
(or water) and 0.3% ammonia, the overhead product contained 9.0% dimethyl
carbonate, 88.4% methanol, 0.1% methylamine (or water) and 2.5% ammonia.
The content of urea in the bottom product sample was unknown because urea
could not be analyzed by gc 25 due to urea decomposition. The unit was shut
down for the next day's run. The weight of the composite overhead product
was 1054g and the weight of the urea solution pumped into the reboiler was
1252g. The total samples taken out from the unit was 210.g. There was lower
liquid 30 level in the reboiler from 8 to 12 hours on stream. The composite
overhead product contained 11.5% dimethyl carbonate. A vent gas was
collected for 12 hours during the reaction (very little gas volume) and the
analysis of this vent gas indicated 0.05 vol % C02 and 2.1 vol 02 35
indicating very little decomposition of methyl carbamate or urea. The run
was continued the next day by pumping a mixed solution prepared by mixing
1650g methanol with 142.5g   ~o oo;i~z~~ 27 PCTiUS99 18108 2 3 D E C 2002
triglyme into the reboiler. The reboiler temperature was maintained at
348-359F by controlling the overhead pressure. The flow rate of the
overhead liquid product was set a 2cc/min. The reaction was terminated
after 10 hours 5 uninterrupted operation. The result of this experiment is
listed in Table 4. The overhead pressures at the beginning and the end of
l0 hours uninterrupted run were 232.1 and 201.7 psig, respectively. The
column temperatures at the bottom and top section of the column were 248F
and 233F 10 at the beginning, and 322F and 313F at the end of 10 hours run)
respectively. While the analysis of the sample taken from the reboiler at
the end of 10 hours (total 22 hours from the very beginning) run indicated
1.7 o dimethyl carbonate, 22.2% methanol, 1.5% methyl carbamate, 1.3o N 15
MMC, 71.9% triglyme, 1.3% unknowns and 0.1% air, the overhead product
contained 3.8% dimethyl carbonate, 94.94% methanol and 1.2o ammonia. The
content of urea in the bottom product sample was unknown, because urea
could not be analyzed by gc due to urea decomposition. The weight of 



20 the composite overhead product was 956g and the weight of the mixed
solution pumped into the reboiler was 1088. The total weight of the samples
taken out from the unit was 197.2g. The total weight of the inventory
material collected from the column and the reboiler was 249. The 25 vent
gas was collected during the run (very small gas volume) and it contained
10.0 vol% C02 and 0.7 vol 02. The change of DMC composition in the overhead
product for the second portion of the run is included in Figure 6. High DMC
concentration in the overhead product is very desirable 30 because the DMC
separation is a costly process due to the formation of binary azeotrope
with methanol. As shown in Table 4 the DMC selectivity is excellent
(98.2%). When the urea solution is pumped directly into the reboiler in the
one step synthesis process, very little methyl carbamate 35 decomposes
resulting in the best selectivity so far.   WO 00/12212 2 3 0 E C 2002
l~cT/us99a sl os 28 Table 4 Solvent 120 MeOH/80 TG , Pump-in Solution Urea
in MeOH(12 hrs) Meoh/TG(10 hrs) 5 Reboiler Temp, F 349-357 358-359 Ovhd P,
psig Initial 66 232.1 Final 134.7 201.7 10 Ovhd Product Rat, cc/m 2 2 Mass
Balance, % 100.1 Mole Balance*,o 99.8 15 App. Conversion*,% 98.3
Selectivity*,% DMC 98.2 N-MMC 1.6 20 DMC Recovered as Ovhd Product,g 151.31
209.12 App.; apparent 25 *Calculated based. on combined methyl carbamate
and urea consumed during the reaction, assuming no uncovered urea left in
the reactor at the end of run. 1 For the first 12 hours run. 2 For the
total 22 hours run. 30   2 3 D E C 2002 < AMENDED SHEET > 29 



The ~.nvention claimed is: 1. A process for the production of dialkyl
carbonates comprising the steps of: (a) feeding urea and a primary alcohol
to a reaction zone; (b) feeding a organotin compound and a high boiling
electron donor atom containing solvent to said reaction zone; and (c)
concurrently in said reaction zone (i) reacting a portion of the primary
alcohol and urea in the presence of said organotin compound and said high
boiling electron donor atom containing solvent to produce dialkyl
carbonate; and (ii) removing the dxalkyl carbonate and ammonia from said
reaction zone as vapor. 2. The process according to claim 1 wherein ammonia
and a portion of said alcohol are removed from said reaction zone as vapor
and withdrawn along with said dialkyl carbonate as overheads. 3, The
process according to claim 2 wherein said overheads axe partially condensed
to separate said ammonia as a vapor from said dialkyl carbonatE and said
alcohol as a liquid. 4. The process according to claim 1 wherein said
organotin catalyst is dibutyltin dimethoxide. 5. The process according to
claim 1 wherein said high boiling electron donor atom containing solvent
comprises polyglycol ether. 6. The process according to claim 1 wherein
said high boiling electron donor atom containing solvent comprises
bidentate ligands which foam 1:1 bidentate and/or 1:2 monodentate adducts
with R'~SnX2 (X - C1, R'0, R'COO or R'COS), R'3SnX) R'2Sn0, Ph3_nR'SnXn or
Ph4_nSnXn (wherein R'= CqHzq+i n - 0, 1 or 2 and q - 1 to 12) and mixtures
thereof. The process according to claim 6 wherein said high boiling
electron donor atom containing solvent comprises triethylene glycol
dimethyl ether.   2 3 D E C 2002 '< AMENDED SHEET > 30 e., The process
according to claim 1 wherein said high boiling electron donor atom
containing solvent comprisP~ materials having the general formula
RO(CH2(CHZ)~;CH20]mR, wherein each R is independently. selected from C1_,2
alkyl alkaryl or aralkyl moieties, k = 0,1, 2 or 3 and m = 1, 2, 3, 4 or S
and mixtures thereof. 9. The process according to claim 1 wherein said
primary alcohol is methanol and said dialkyl carbonate i~ dimethyl
carbonate. 10. A process for the production of dimethyl carbonar.P
comprising the steps of: (a) deeding urea and methanol to the reboiler of a
distillation still; (bl feeding dialkyltin catalyst and triethylene glycol
dimethyl ether solvent/cocatalyst to said reboiler; 



(c) concurrently in said reboiler (i) reacting a portion of said methanol
and urea in the presence of said dibutyltin catalyst and said triethylene
glycol dimethyl ether cocatalyst to finally produce dimethyl carbonate; and
(ii) removing the dimethyl carbonate and ammonia from said reboiler as
vapor. 11. The process according to claim l0 wherein a portion of said
methanol is removed from said reboiler as vapor and withdrawn from said
distillation column along with said dimethyl carbonate as overheads. 12.
The process according to claim 11 wherein said overheads are partially
condensed tv separate said dimethyl carbonate and said methanol as a
liquid. 13. A homogeneous catalyst useful fox reacting urea and primary
alcohvls to produce dialkyl carbonates comprising a complex of an organotin
compound with bidentate ligand which form 1:1 bidentate and/or ~:2
monodentate adducts with R'2SnX2 (X = C1, R'O, R'COO or R'COS), R'3SnX,
R~~SnO, Ph3_nR'SnXn or Ph4_nSnXn (wherein R'= CqH2q+1 n = 0, 1 or 2 and q =
1 to 121 and mixtures thereof. The catalyst according to claim 13 wherein
said organotin compound comprises dibutyltin dimechoxide.   wo ooiia2~~
~c-r;us99 isios 2 3 DEC 2d02 31 15. The catalyst according to claim 13
wherein said high boiling electron donor atom compound comprises
triethylene glycol dimethyl ether. 16. The catalyst according to claim 13
wherein said organotin compound comprises dibutyltin dimethoxide and said
high boiling electron donor atom compound comprises triethylene glycol
dimethyl ether. 17. A homogeneous catalyst according to claim 13 comprising
a complex of an organotin compound with materials having the general
formula RO[CH2(CH2)kCH20)mR, wherein each R is independently selected from
C1_12 alkyl, alkaryl or aralkyl moieties, k = o,l, 2 or 3 and m = 1, 2, 3,
4 or 5 and mixtures thereof. 18. The homogeneous catalyst according to
claim 13 wherein said organotin compound comprises R'2SnX2, R'3snX, R'2Sn0,
Ph3_nR'SnXn, Ph4_nSnXn or mixtures thereof. .A&n.A`r.ALn Y.A H.A
?.A`r.AL{.Ar.A..A9.A.A.A.AL5_.A..Anl .A_.A`h.A,.AL5r.An
E.AE.A&Ul.A9r.Ah.As._.Ay.A`L.A?.A.AF%#-14CEfgx
|wqlgb]X]ca]ca]ca]ca]caU]ca]ca]ca]ca]ca]ca]ca]ca]c^aU]caU]caU]ca]ca]c"a]caU
]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]caU]ca  ./9:~ab01\]    
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