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CLAIMS 

1. A microservice call method, wherein the method comprises: 

receiving(S206), by a network interface card connected to a first device, service call requests 

separately generated by a plurality of first services deployed on the first device, wherein each of 

the plurality of first services is corresponding to one second service, and the second service is used 

to process first data of a service call request generated by the first service corresponding to the 

second service; and

sending(S214), by the network interface card, the service call request to the second service 

based on service governance logic related to the first data. 

2. The method according to claim 1, wherein the sending, by the network interface card, the 

service call request to the second service based on service governance logic related to the first data 

comprises: 

determining(S208), by the network interface card based on the service governance logic 

related to the first data, an address of a second device providing the second service; and

sending, by the network interface card, the service call request to the second service based on 

the address of the second device. 

3. The method according to claim 1, wherein the method further comprises: 

sending, by the network interface card, a traffic check request to a governance center, wherein 

the traffic check request is used to perform traffic check for N service call requests, and N is a 

positive integer;

receiving, by the network interface card, a traffic check result sent by the governance center; 

and 

sending the service call request to the second service when the traffic check result indicates 

that the check succeeds. 

4. The method according to claim 1, wherein the method further comprises: 

receiving, by the network interface card, a service call response sent by the second service, 

wherein the service call response comprises second data obtained by processing the first data by 

the second service;

generating, by the network interface card, a service call log based on at least one of the service 

call request and the service call response; and

sending, by the network interface card, the service call log to a data collection center in 

batches. 

5. The method according to any one of claims 1 to 4, wherein the method further comprises: 

subscribing, by the network interface card, to a change message for a service provider list, to 
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determine, from a changed service provider list, the address of the second device providing the 

second service. 

6. The method according to any one of claims 1 to 5, wherein the method further comprises: 

subscribing, by the network interface card, to a change message for a service governance rule; 

and 

running, by the network interface card, the service governance logic for the first data 

according to a changed service governance rule. 

7. The method according to any one of claims 1 to 6, wherein the network interface card is a 

smart network interface card. 

8. A network interface card connected to a first device, wherein the network interface card 

comprises: 

a communications module(1242), configured to receive service call requests separately 

generated by a plurality of first services deployed on the first device, wherein each of the plurality 

of first services is corresponding to one second service, and the second service is used to process 

first data of a service call request generated by the first service corresponding to the second service; 

and 

the communications module(1244) is further configured to send the service call request to the 

second service based on service governance logic related to the first data. 

9. The network interface card according to claim 8, wherein the communications module is 

specifically configured to: 

determine, based on the service governance logic related to the first data, an address of a 

second device providing the second service; and

send the service call request to the second service based on the address of the second device. 

10. The network interface card according to claim 8, wherein the communications module is 

further configured to: 

send a traffic check request to a governance center, wherein the traffic check request is used 

to perform traffic check for N service call requests, and N is a positive integer;

receive a traffic check result sent by the governance center; and

send the service call request to the second service when the traffic check result indicates that 

the check succeeds. 

11. The network interface card according to claim 8, wherein the communications module is 

further configured to: 

receive a service call response sent by the second service, wherein the service call response 

comprises second data obtained by processing the first data by the second service;

the apparatus further comprises: 
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a generation module, configured to generate a service call log based on at least one of the 

service call request and the service call response; and

the communications module is further configured to: 

send the service call log to a data collection center in batches. 

12. The network interface card according to any one of claims 8 to 11, wherein the apparatus 

further comprises: 

a subscription module, configured to subscribe to a change message for a service provider 

list, to determine, from a changed service provider list, the address of the second device providing 

the second service. 

13. The network interface card according to any one of claims 8 to 12, wherein the apparatus 

further comprises: 

the subscription module, configured to subscribe to a change message for a service 

governance rule; and

a service governance module, configured to run the service governance logic for the first data 

according to a changed service governance rule. 

14. The network interface card according to any one of claims 8 to 13, wherein the network 

interface card is a smart network interface card. 

15. A computer-readable storage medium, wherein the computer-readable storage medium 

comprises instructions, and the instructions instruct a network interface card to perform the 

microservice call method according to any one of claims 1 to 7. 


