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== (54) Title: ELECTRONIC GAME AND/OR ENTERTAINMENT DEVICE
E (54) Bezeichnung : ELEKTRONISCHES SPIEL- UND/ODER UNTERHALTUNGSGERAT
= 1 (57) Abstract: The present invention relates to a game and/or entertainment
= e ¥ e device, more particularly in the form of a coin-operable or token-operable
== “ gaming machine and/or gambling device with multiple separate display units
= for presenting information, more particularly game contents and/or game
——] A5 information, wherein at least one of the display units is furnished with a
= 000 touch panel for inputting control commands by touching. According to the
E % @@@@ invention, the touch panel is formed continuously over at least one part of
—— each of at least two different display units. By extending the touch panel
— 13 across the boundary region or intermediate space between two display units,
= it is possible to achieve a continuously closed off front of the device, despite
— the use of multiple display units, whereby the structure of the corresponding
—— device wall is simplified and the security against intrusion into the housing
E at gaps is increased.
— (57) Zusammenfassung: Die vorliegende Erfindung betrifft ein Spiel-
und/oder Unterhaltungsgerit, insbesondere in Form eines miinz- und/oder
A 2, = geldwertmialBig betétigbaren Gliicksspielautomaten und/oder Wettgerits, mit
< mehreren separaten Anzeigeeinheiten zur Darstellung von Informationen,
en insbesondere Spielinhalten und/oder Spielinformationen, wobei zumindest
=2 eine der Anzeigeeinheiten mit einem Touch-Panel zur Eingabe von
(‘l:) Steuerungsbefehlen durch Berithrung versehen ist. Erfindungsgemal ist das
y— [— / Touch-Panel durchgéngig {iber zumindest jeweils einen Teil von zumindest
& zwel verschiedenen Anzeigeeinheiten ausgebildet. Durch die Erstreckung
R 6. A des Touch-Panels tiber den Grenzbereich bzw. den Zwischenraum zwischen
o ‘ zwel Anzeigeneinheiten hinweg kann trotz Verwendung mehrerer
(?] Anzeigeeinheiten eine durchgéngig abgeschlossene Gerédtefront erreicht

O Gehéuse an Spaltflichen erhoht.

werden, wodurch sich der Aufbau der entsprechenden Gerdtewandung vereinfacht und die Sicherheit gegen Findringen in das
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