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DESCRIPTION BROADCAST INFORMATION TRANSMISSION METHOD,
RADIO BASE STATION  AND MOBILE STATION 5 TECHNICAL
FIELD  [0001] The present invention relates to: a
broadcast information  transmission method in which a
radio base station divides  broadcast information into
multiple segments and repeatedly 10 transmits the
multiple segments to multiple mobile stations by
using multiple subframes; a radio base station; and a
mobile  station. BACKGROUND ART  15 [0002] With
reference to Fig. 8 and Fig. 9, description is given
of operation (broadcast information transmission
method) in  which a radio base station eNB divides
broadcast information  (BCCH: Broadcast Control
Channel) into multiple segments (SU: 20 Scheduling
Units) and repeatedly transmits the multiple  segments
to multiple mobile stations UE by using multiple
subframes, in a mobile communication system of the LTE
(Long  Term Evolution) system. [0003]  25 As shown in
Fig. 8, a BCCH (broadcast information) can  be
transmitted by being mapped to a BCH (Broadcast
Channel) and  a PDSCH (Physical Downlink Control
Channel). [0004] The radio base station eNB is
configured to repeatedly 
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transmit the BCH four times to each of the multiple
mobile  stations UE, by using six radio resource
blocks (RB: Resource  Block) in a middle part of the
bandwidth of a corresponding cell,  in a first
subframe (subframe #0) of each radio frame. 5 [0005]
Here, the radio base station eNB is configured to
transmit  basic information such as a physical
parameter (cell bandwidth  or the like) , a system
frame number (SFN: System Frame Number)  and Value
Tag, by the BCH. 10 [0006] In addition, the radio base
station eNB transmits SU-1  including broadcast
information (BCCH) not mapped to the BCH,  in a
predetermined subframe (e.g., subframe #5) by a PDSCH
(Physical Downlink Shared Channel). 15 [ 0007 1 Here,
the radio base station eNB is configured to transmit
scheduling information of each SU (calleda different
SU, below)  subsequent to a SU-1 (e.g., the size of
the different SU,  subframes in which the different SU
is to be transmitted, the 20 cycle in which the
different SU is to be transmitted, and the  like), by
the SU-l. [0008] Moreover, the radio base station eNB
is configured to  transmit the different SUs in
accordance with the scheduling  25 information
specified by the SU-1. [0009] In addition, as shown in
Fig. 9, the radio base station  



eNB is configured to divide each different SU into
multiple  segments #1 to #3 and sequentially transmit
the multiple  2 segments #1 to #3 by subframes in a
Window, if the different  SU cannot be transmitted in
1TTI (Transmission Time Interval)  [00101 For example,
as shown in Fig. 9, the radio base station  5 eNB is
configured to transmit the different SU, by subframes
#X, #X+l and #X+n in the Window. [0011] However, in
the conventional mobile communication system  of the
LTE system, the radio base station eNB can change  10
subframes to which the multiple segments #1 to #3 are
mapped and the size of each of the multiple segments
#1 to #3  (segmentation method for the corresponding
different SO), when  repeatedly transmitting the
multiple segments #1 to U.  [0012] 15 Accordingly,
there is a possibility that the multiple  segments #1
to #3 may have been changed in mapped subframe and
size while being repeatedly transmitted. Hence, a
problem  arises that, even when failing to receive
only one or some of  the multiple segments, each
mobile station UE cannot receive  20 only the one or
some segments failed to be received. Non-patent
Document 1: 3GPP TS36.300, "E-UTRA and E-UTRAN;
Overall description; Stage 2", v8.1.0. Non-patent
Document 2: 3GPP R2-073236, "Transmission of dynamic
25 system information", Ericsson. Non-patent Document
3: 3GPP R2-072660, "RLC mode for system  information
delivery", Panasonic, NTT DoCoMo. 



3 DISCLOSURE OF THE INVENTION  [0013] The present
invention has been made in view of the
above-described problem, and is aimed to provide a
broadcast  5 information transmission method, a radio
base station and a mobile station which enable the
following. When the radio base  station repeatedly
transmits multiple segments to multiple  mobile
stations by using multiple subframes and any of the
mobile stations fails to receive one or some of the
multiple 10 segments, the mobile station can
efficiently receive only the  one or some segments
failed to be received. [0014] A first aspect of the
present invention is summarized as  a broadcast
information transmission method in which a radio  15
base station divides broadcast information into a
plurality of segments and repeatedly transmits the
plurality of segments to  a plurality of mobile
stations by using a plurality of subframes,  the
broadcast information transmission method including
the  steps of: transmitting, at the radio base
station, a change 20 notification to the plurality of
mobile stations, when  repeatedly transmitting the
plurality of segments, and when  having changed a
content of the broadcast information formed  of the
plurality of segments, size of each of the plurality
of  segments or subframes in which the plurality of
segments are 25 to be transmitted, the change
notification indicating the  change; and receiving, at
the mobile station, all the plurality  of segments
again, when having failed to receive only some of  the
plurality of segments, and when having received the
change  



notification. 4 [0015] A second aspect of the present
invention is summarized  as a radio base station
configured to divide broadcast  information into a
plurality of segments and repeatedly 5 transmit the
plurality of segments to a plurality of mobile
stations by using a plurality of subframes, the radio
base  station including: a change notifying unit
configured to  transmit a change notification to the
plurality of mobile  stations, when the radio base
station repeatedly transmits the 10 plurality of
segments, and when the radio base station has  changed
a content of the broadcast information formed of the
plurality of segments, size of each of the plurality
of segments  or subframes in which the plurality of
segments are to be  transmitted, the change
notification indicating the change.  15 [0016] In the
second aspect, at a timing of transmitting a paging
signal to the plurality of mobile stations, the change
notifying  unit can be configured to transmit
scheduling information of  a shared data channel for
transmitting the paging signal, by 20 a control
channel including a radio network identifier for the
paging signal, and to transmit the change notification
together  with the paging signal, by the shared data
channel transmitted  in a radio resource specified by
the scheduling information.  [0017] 25 In the second
aspect, at a timing of transmitting a paging  signal
to the plurality of mobile stations, the change
notifying  unit can be configured to transmit the
change notification  



together with scheduling information of a shared data
channel  for transmitting the paging signal, by a
control channel having  5 a specific format including
a radio network identifier for the  paging signal.
[0018] In the second aspect, at a timing of
transmitting a paging  5 signal to the plurality of
mobile stations, the change notifying  unit can be
configured to transmit scheduling information of  a
shared data channel for transmitting the change
notification,  by a control channel including a radio
network identifier for  the change notification
different from a radio network 10 identifier for the
paging signal, and to transmit the change
notification, by the shared data channel transmitted
by a radio  resource specified by the scheduling
information. [0019] In the second aspect, at a timing
of transmitting a paging  15 signal to the plurality
of mobile stations, the change notifying  unit can be
configured to transmit the change notification, by  a
control channel including a radio network identifier
for the  change notification different from a radio
network identifier  for the paging signal. 20 [00201
In the second aspect, the change notification
transmitted  when a change is made to the size of each
of the plurality of  segments or the subframes in
which the plurality of segments  are to be
transmitted, can be different from the change 25
notification transmitted when a change is made to the
content  of the broadcast information formed of the
plurality of  



segments. [0021] A third aspect of the present
invention is summarized as  6 a mob--'- 'e station
configured to repeatedly receive a plurality  of
segments from a radio base station by using a
plurality of  subframes, the plurality of segments
being obtained by dividing  broadcast information, the
mobile station including: a change 5 notification
receiver unit configured to receive a change
notification from the radio base station, when the
radio base  station repeatedly transmits the plurality
of segments, the  change notification indicating that
a change has been made to  size of each of the
plurality of segments or subframes in which 10 the
plurality of segments are to be transmitted; and a
segment  receiver unit configured to receive again all
the plurality of  segments, when the segment receiver
unit has failed to receive  only some of the plurality
of segments, and when the change  notification
receiver. unit has received the change  15
notification. [0022] In the third aspect, the segment
receiver unit can be  configured to receive again only
some of the plurality of  segments, when the change
notification receiver unit has not 20 received the
change notification, and when the segment receiver
unit has failed to receive only some of the plurality
of  segments. [0023; In the third aspect, the change
notification can be  25 different froma change
notification transmitted when a content  



of the broadcast information is changed. [0024] In the
third aspect, the segment receiver unit can be
configured to receive again all the plurality of
segments  7 .y forming the broadcast information
corresponding to a state of  the mobile station or a
technology supported by the mobile  station, when the
segment receiver unit has failed to receive  only some
of the plurality of segments, and when the change 5
notification receiver unit has received the change
notification. BRIEF DESCRIPTION OF THE DRAWINGS
[0025] 10 [Fig. 1] Fig. 1 is a configuration diagram
of an entire  mobile communication system according to
a first embodiment of  the present invention. [Fig. 2]
Fig. 2 is a functional block diagram of a radio base
station according to the first embodiment of the
present  15 invention. [Fig. 3] Fig. 3 provides views
for explaining a method of  transmitting a change
notification in the mobile communication  system
according to the first embodiment of the present
invention. 20 [Fig. 4] Fig. 4 is a functional block
diagram of a mobile  station according to the first
embodiment of the present  invention. [Fig. 5] Fig. 5
provides views each showing a protocol stack  of the
mobile station according to the first embodiment of
the  



25 present invention. [Fig. 6] Fig. 6 is a flowchart
showing operation of the radio  base station according
to the first embodiment of the present  invention.
[Fig. 7] Fig. 7 is a flowchart showing operation of
the  8 mobile station according to the first
embodiment of the present  invention. [dig. 8] Fig. 8
is a view for explaining a method of  transmitting
broadcast information in a mobile communication  5
system according to a conventional technique. [Fig. 9]
Fig. 9 is a view for explaining a method of
transmitting a SU-2 in the mobile communication system
according to the conventional technique. 10 BEST MODE
FOR CARRYING OUT THE INVENTION  [C026] (Configuration
of Mobile Communication System according to  First
Embodiment of Present Invention) With reference to
Fig. 1 to Fig. 5, a configuration of  15 a mobile
communication system according to a first embodiment
of the present invention is described. It is to be
noted that,  although description is given in this
embodiment by taking a  mobile communication system of
the LTE system as an example,  the present invention
is not limited to the example and can be  20 applied
to any other mobile communication system. [0027] As
shown in Fig. 1, in the mobile communication system
according to this embodiment, a mobile base station
eNB is  configured to divide a BCCH (broadcast
information) into 



25 multiple segments and repeatedly transmit the
multiple segments  to multiple mobile stations UE#1 to
#N by using multiple  subframes. [0028] As shown in
Fig. 2, the radio base station eNB according  9 to
this embodiment includes a BCH transmitter unit 11, a
SJ  transmitter unit 12 and a change notifying unit
13. [00291 As shown in Fig. 8 mentioned above, the BCH
transmitter  5 unit 11 is configured to transmit a BCH
to which a BCCH (basic  information) is mapped. [00301
As shown in Fig. 8 mentioned above, the SU transmitter
unit 12 is configured to transmit SUs (SU-1, 2, 3 and
the like)  10 including a BCCH (other than the basic
information), through  a PDSCH. [00311 Specifically,
the SU transmitter unit 12 is configured  to transmit
the SU-1 including scheduling information of the  15
SOs (called different SUs, below) subsequent to the
SU-1, by  a subframe #5 of each radio frame through
the PDSCH. [00321 The SU transmitter unit 12 is
configured to then transmit  each of the different SUs
through the PDSCH, on the basis of  20 the scheduling
information of the different SUs (e.g., the size of
the different SU, subframes in which the different
SO-1 is to  be transmitted, the cycle in which the
different SU is to be  transmitted, the size of the
above-described Window, and the  



like) specified by the SU-l. 25 [00331 If the
different SU cannot be transmitted in 1TTI, the  SU
transmitter unit 12 is configured to divide the
different  SU (broadcast information), and then
transmit resultant  multiple segments by subframes
(radio resource blocks) in the  10 Window shown in
Fig. 9.  [00341 In addition, the SU transmitter unit
12 is configured to  repeatedly transmit the multiple
segments in a predetermined  5 cycle. This cycle is
specified by the scheduling information  of the
different SUs included in the SU-l. [00351 The SU
transmitter unit 12 may be configured to change  the
size of each of the multiple segments (segmentation
method  10 for the corresponding SU) or subframes in
which the multiple segments are to be transmitted
(mapped) when repeatedly  transmitting the multiple
segments. [00361 The change notifying unit 13 is
configured to transmit  15 a chance notification (BCCH
Change Notification) to the  multiple mobile stations
UE#1 to UE#N, when a change has been  made to the size
of each of the multiple segments or the subframes  in
which the multiple segments are to be transmitted,
while the  radio base station eNB is repeatedly
transmitting the multiple 20 segments, the change
notification indicating the change.  [0037] For
example, as shown in Fig. 3 (a) , at the timing (in
the  



subframe, Paging Occasion) for transmitting a PCH
(paging  signal) to the multiple mobile stations UE#1
to UE#N, the change 25 notifying unit 13 may be
configured to transmit scheduling  information of
PDSCH (shared data channel) transmitting the PCH
(paging signal) , by a PDCCH (control channel)
including a P-RNTI  (Paging-Radio Network Temporary
Identity, radio network  identifier for the paging
signal), and to then transmit the  11 change
notification together with the PCH (paging signal) by
the PDSCH (shared data channel) transmitted in radio
resource  blocks (radio resources) specified by the
scheduling  information. 5 [0038] Alternatively, as
shown in Fig. 3(b), at the timing for  transmitting a
PCH (paging signal) to the multiple mobile  stations
UE#1 to UE#N, the change notifying unit 13 may be
configured to transmit the change notification
together with 10 scheduling information of the PDSCH
(shared data channel)  transmitting the PCH (paging
signal) by a PDCCH (control  channel) having a
specific format and including a P-RNTI (radio  network
identifier for the paging signal). [0039]  15
Alternatively, as shown in Fig. 3 (c) , at the timing
for  transmitting a PCH (paging signal) to the
multiple mcbile  station UE#1 to UE#N, the change
notifying unit 13 may be  configured to transmit
scheduling information of PDSCH (shared  data channel)
transmitting the change notification, by a PDCCH 20
(control channel) including BCCH-Change-RNTI (radio
network  identifier for the change notification)
different from a P-RNTI  



(radio network identifier for a paging signal) , and
transmit  the change notification by the PDSCH (shared
data channel)  transmitted in radio resource blocks
(radio resources)  25 specified by the scheduling
information. [0040] Further alternatively, as shown in
Fig. 3(d), at the  timing for transmitting a PCH
(paging signal) to the multiple  mobile stations UE#l
to UE#N; the change notifying unit 13 may  12 be
configured to transmit the change notification by a
PDCCH  (control channel) including a BCCH-Change-RNTI
(radio network  identifier for the change
notification) different from a P-RNTI  (radio network
identifier for a paging signal). 5 [0041] The change
notifying unit 13 may be configured to transmit  the
change notification, by changing a Value Tag included
in  the BCH or the SU-l. [0042]  10 Here, the change
notification may be different from a  change
notification transmitted when the content (information
element) of the BCCH (broadcast information) is
changed.  [0043] As shown in Fig. 4, the mobile
station UE according to  15 this embodiment includes a
BCH receiver unit 31, a SU receiver  unit 32 and a
change notification receiver unit 33. [0044] As shown
in Fig.8 mentioned above, the BCH receiver unit  3- is
configured to receive the BCH in a first subframe of
each  20 radio frame, the BCH being repeatedly
transmitted four times 



by using six radio resource blocks in a middle part of
a cell  bandwidth. ['0451 During repeating
transmission of the multiple segments  25 by the radio
base station eNB, the change notification receiver
unit 33 is configured to receive a change notification
indicating that a change has been made to the size of
each of  the multiple segments (segmentation method
for the  corresponding different SU) or subframes in
which the multiple  13 segments are to be transmitted
(mapped), from the radio base  station eNS. [0046] As
shown in Fig. 8 mentioned above, the SU receiver unit
5 32 is configured to receive the SU-1 transmitted in
a subframe  #5 of each radio frame (e.g., a radio
frame of 80ms) and the  different SUs transmitted by
using the radio resource blocks  based on the
scheduling information transmitted in the SU-l.
[0047] 10 -lere, as shown in rig. 9 mentioned above,
when any of the  dif f erent SUs is divided into
multiple segments, the SU receiver  unit 32 is
configured to receive the multiple segments
transmitted in a predetermined Window. [0048]  15
Specifically, the SU receiver 32 unit is configured to
monitor all the PDCCHs transmitted in the
predetermined Window,  and to receive PDSCHs each
notified as transmitting one of the  multiple
segments. [0049'.  



20 When a "RLC-UM mode" is applied as the protocol of
a RLC  layer, the SU receiver unit 32 is configured to
judge whether  reception of each of the multiple
segments is successful or  failed, in a MAC layer, the
RLC layer or a RRC layer as shown  in Fig. 5 (a) . 25
[0050] When a "RLC-TM mode" is applied as the protocol
of a RLC  layer, The SU receiver unit 32 is configured
to judge whether  reception of each of the multiple
segments is successful or  failed, in a MAC layer or a
RRC layer as shown in Fig. 5(b).  14 [005 Here, the SU
receiver unit 32 is configured to receive  again the
SUs repeatedly transmitted by the radio base station
eNB, when failing to receive the multiple segments. 5
[00521 When the change notification receiver unit 33
has not  received any change notification and the SU
receiver unit 32  fails to receive only one or some of
the multiple segments, the  SU receiver unit 32 is
configured to receive again only the one  10 or some
of the multiple segments. [0053] The SU receiver unit
32 may be configured to receive only  the one or some
of the segments in the MAC layer by soft combining
reception in this event. 15 0054 ] Specifically, when
the change notification receiver unit  33 has not
received any change notification while the radio base
station eNB is repeatedly transmitting the multiple
segments,  



the SU receiver unit 32 can judge that a change has
not been 20 made to the size of each of the multiple
segments (segmentation  method for the corresponding
different SU) or the subframes in  which the multiple
segments are to be transmitted (mapped;.  [0055] The
SU receiver unit 32 is configured to receive again  25
all the multiple segments even when failing to receive
one or  some of the multiple segments, if the change
notification  receiver unit 33 has received a change
notification. [0056]  (Operation of Mobile
Communication System according to First  15 Embodiment
of Present Invention) An operation of a mobile
communication system according  to the first
embodiment of the present invention is described  with
reference to Figs. 6 and 7. 5 [0:057] Firstly, with
reference to Fig. 6, operation of the radio  base
station eNB according to the first embodiment of the
present invention is described. [0058;  10 As shown in
Fig. 6, in Step 5101, the radio base station  eNB
divides a different SU (e.g., the SU-2) into multiple
segments, and then transmits the multiple segments in
a radio  resource block (at the timing) specified by
the scheduling  information included in the SU-l. 15
[0059] In Step S102, in the event of retransmitting
the  above-described multiple segments, the radio base
station eNB  



judges whether or not to change the size of each of
the multiple  segments (segmentation method for the
different SU) or  20 subframes in which the multiple
segments are mapped. [0060] When determining to make
the change, the radio base  station eNB transmits a
change notification for notifying the  multiple mobile
stations UE#l to #N of the determination, to 25 the
multiple mobile stations UE#l to #N in Step S103, and
then  retransmits the multiple segments to which the
change has been  made, to the multiple mobile stations
UE#l to #N in Step S104.  [0061] When determining not
to make the change, on the other hand,  16 the radio
base station eNB retransmits the multiple segments  to
the mobile stations UE#1 to #N without transmitting
the  change notification, in Step S104. [0062;  5
Secondly, with reference to Fig. 7, operation of the
mobile station UE according to the first embodiment of
the  present invention is described. [0063] As shown
in Fig. 7, in Step S201, when starting to receive  10
the different SU transmitted by the radio base station
eNB, the  mobile station UE judges whether or not all
the segments  constituting the different SU have been
received, on the basis  of the scheduling information
included in the J-1. [0064]  15 The operation advances
to Step S205 when the mobile  station UE judges that
all the segments have been received,  



while advancing to Step S202 when the mobile station
UE judges  that one or some of the segments have
failed to be received.  [0065] 20 In Step S202, the
mobile station UE judges whether or not  it has
received a change notification from the radio base
station eNB. [0066] When judging that no change
notification has been  25 received, the mobile station
UE receives the one or some  segments failed to be
received in Step S201, in the subframes  used in the
first transmission of the segments, in Step S203.
[0067] When judging that a change notification has
been received,  17 on the other hand, the mobile
station UE receives all the  segments constituting the
different SU, instead of only the  segments failed to
be received in Step S201, in the subframes  specified
by the scheduling information included in the SU-1,  5
in Step S204. [0068] In Step S205, the mobile station
UE reconstitutes the  different SU by using the
received multiple segments, in the  RRC in Step S205.
10 [00691 (Operations and Effects of Mobile
Communication System  accord-ng to First Embodiment of
Present Invention)  According to the mobile
communication system of this embodiment, when the
radio base station eNB repeatedly  15 transmits
multiple segments to the multiple mobile stations  



UE#' to UE#N by using multiple subframes and any of
the mobile  stations UE fails to receive one or some
of the multiple segments,  the mobile station UE can
efficiently receive only the segments  failed to be
received. Thereby, time required to acquire  20
broadcast information can be shortened. [0070] In
addition, since the mobile station UE can efficiently
recover reception failure, reduction in power for
transmitting  broadcast information and increase in
encoding ratio are  25 possible in the radio base
station eNB. [00'%1]  (Modification)  In a mobile
communication system according to this modification, a
SU transmitter unit 12 of a radio base station  18 eNB
is configured to divide "BCCH", which is broadcast
information, into "SIs (System Information Pieces)",
which are  multiple segments, and to then repeatedly
transmit the multiple  segments to multiple mobile
stations UE by using multiple  5 subframes. [0072] A
change notifying unit 13 of the radio base station eNB
is configured to transmit a change notification to the
multiple  mobile stations UE, when the radio base
station eNB has changed 10 the content of broadcast
information constituted by the  multiple segments, the
size of each of the multiple segments,  or subframes
in which the multiple segments are to be  transmitted,
while the radio base station eNB is repeatedly
transmitting the multiple segments, the change
notification  



15 indicating the change. [0073] Here, a change
notification transmitted when a change has  been made
to the size of each of the multiple segments or
subframes in which the multiple segments are to be
transmitted 20 may be different from a change
notification transmitted when  a change has been made
to the content of the broadcast  information
constituted by the multiple segments. [0074] A SU
receiver unit 32 of a mobile station UE is configured
25 to receive again all the multiple segments even
when failing  to receive one or some of the multiple
segments, if a change  notification receiver unit 33
has received a change  notification. [0075; 19
Specifically, the SU receiver unit 32 is configured to
receive again all the multiple segments (SIs)
constituting the  broadcast information (BCCH)
corresponding to the state of the  mobile station UE
(e.g., Idle state or Connected state) or the 5
technology supported by the mobile station UE (RAT
(Radio Access  Technology) or the like) , even when
failing to receive only one  or some of the multiple
segments, if the change notification  receiver unit 33
has received a change notification. [0007761  10 Here,
the operations of the mobile station UE and the radio
base stations NodeB may each be implemented by
hardware, a  software module executed by a processor,
or a combination of  both. 



[0077]  15 The software module may be provided in a
storage medium  in any format such as aRAM (Random
Access Memory) , a flash memory,  a ROM (Read Only
Memory) , an EPROM (Erasable Programmable ROM),  an
EEPROM (Electronically Erasable and Programmable ROM),
a  register, a hard disk, a removable disk or a
CD-ROM. 20 [0078] The storage medium is connected to
the processor so that  the processor can read and
write information from and into the  storage medium.
Moreover, the storage medium may be integrated  into
the processor. Additionally, the storage medium and
the 25 processor may be provided in an AS-C. The ASIC
may be provided  in a corresponding one of the mobile
station UE and the radio  base station eNB.
Alternatively, the storage medium and the  processor
may be provided in a correspondJ, ng one of the mobile
station UE and the base station eNB, as discrete
components.  20 [00791 Hereinabove, the present
invention is described in detail  by using the
above-described embodiment. However, it is  apparent
to those skilled in the art that the present invention
5 is not to be limited to the embodiment described in
this  description. The present invention can be
implemented as a  modified or changed mode without
departing from the spirit and  scope of the present
invention defined by the description in  the scope of
claims. Hence, what is described in this 10
description is for illustrative purpose, and is not
intended  tc- impose any limitation on the present
invention. The entire  content of Japanese Patent
Application No. 2007-241652 (filed  



on September 18, 2007) is incorporated in this
description by  reference. 15 INDUSTRIAL APPLICABILITY
[C080' As described above, the present invention can
provide a  broadcast information transmission method,
aradio base station  20 and a mobile station which
make it possible that, when the radio base station
repeatedly transmits multiple segments to multiple
mobile stations by using multiple subframes and any of
the  mobile stations fails to receive one or some of
the multiple  segments, the mobile station can
efficiently receive only the  25 one or some segments
failed to be received. 21 CLAIMS  [1] A broadcast
information transmission method in which a  radio base
station divides broadcast information into a 5
plurality of segments and repeatedly transmits the
plurality  of segments to a plurality of mobile
stations by using a  plurality of subframes, the
broadcast information transmission  method comprising
the steps of: transmitting, at the radio base station,
a change  10 notification to the plurality of mobile
stations, when  repeatedly transmitting the plurality
of segments, and when  having changed a content of the
broadcast information formed  of the plurality of
segments, size of each of the plurality of  segments
or subframes in which the plurality of segments are 15
to be transmitted, the change notification indicating
the  change; and 



receiving, at the mobile station, all the plurality of
segments again, when having failed to receive only
some of the  plurality of segments, and when having
received the change  20 notification. [2] A radio base
station configured to divide broadcast  information
into a plurality of segments and repeatedly  transmit
the plurality of segments to a plurality of mobile 25
stations by using a plurality of subframes, the radio
base  station comprising: a change notifying unit
configured to transmit a change  notification to the
plurality of mobile stations, when the radio  base
station repeatedly transmits the plurality of
segments,  22 and when the radio base station has
changed a content of the  broadcast information formed
of the plurality of segments, size  of each of the
plurality of segments or subframes in which the
plurality of segments are to be tran_smittted, the
change  5 notification indicating the change. [3] The
radio base station according to claim 2, wherein  at a
timing of transmitting a paging signal to the
plurality of mobile stations, the change notifying
unit is 10 configured to transmit scheduling
information of a shared data  channel for transmitting
the paging signal, by a control channel  including a
radio network identifier for the paging signal, and
to transmit the change notification together with the
paging  signal, by the shared data channel transmitted
in a radio  15 resource specified by the scheduling
information. [4] The radio base station according to
claim 2, wherein  at a timing of transmitting a paging
signal to the  



plurality of mobile stations, the change notifying
unit is 20 configured to transmit the change
notification together with  scheduling information of
a shared data channel for  t-ransmitting the paging
signal, by a control channel having a  specific format
including a radio network identifier for the  paging
signal. 25 [5] The radio base station according to
claim 2, wherein  at a timing of transmitting a paging
signal to the  plurality of mobile stations, the
change notifying unit is  configured to transmit
scheduling information of a shared data  23 channel
for transmitting the change notification, by a control
channel including a radio network identifier for the
change  notification different from a radio network
identifier for the  paging signal, and to transmit the
change notification, by the 5 shared data channel
transmitted by a radio resource specified  by the
scheduling information. [61 The radio base station
according to claim 2, wherein  at a timing of
transmitting a paging signal to the  10 plurality of
mobile stations, the change notifying unit is
configured to transmit the change notification, by a
control  channel including a radio network identifier
for the change  notification different from a radio
network identifier for the  paging signal. 15 [?] The
radio base station according to any one of claims 2
to 6, wherein the change notification transmitted when
a change is made  



to the size of each of the plurality of segments or
the subframes  20 in which the plurality of segments
are to be transmitted, is different from the change
notification transmitted when a  change is made to the
content of the broadcast information  formed of the
plurality of segments. 25 [8] A mobile station
configured r.o repeatedly receive a  plurality of
segments from a radio base station by using a
plurality of subframes, the plurality of segments
being  obtained by dividing broadcast information, the
mobile station  comprisi^g: 24 a change notification
receiver unit configured to receive  a change
notification from the radio base station, when the
radio base station repeatedly transmits the plurality
of  segments, the change notification indicating that
a change has 5 been made to size of each of the
plurality of segments or  subframes in which the
plurality of segments are to be  transmitted; and a
segment receiver unit configured to receive again all
the plurality of segments, when the segment receiver
unit has  10 failed to receive only some of the
plurality of segments, and when the change
notification receiver unit has received the  change
notification. [9; The mobile station according to
claim 8, wherein 15 the segment receiver unit is
configured to receive again  only some of the
plurality of segments, when the change  notification
receiver unit has not received the change  noti_i
cation, and when the segment receiver unit has failed
to  receive only some of the plurality of segments. 



20 [10] The mobile station according to any one of
claims 8 and  9, wherein the change notification is
different from a change  notification transmitted when
a content of the broadcast  25 information is changed.
[11] The mobile station according to any one of claims
8 to  10, wherein the segment receiver unit is
configured to receive again  25 all the plurality of
segments forming the broadcast information
corresponding to a state of the mobile station or a
technology  supported by the mobile station, when the
segment receiver unit  has failed to receive only some
of the plurality of segments, 5 and when t :e change
notification receiver unit has received the  change
notification. 26 


