
;e3erZYoTTU|V:VX6YTZYHQY2 8 JAN 2003   IMPROVED PROCESS FOR THE PRODUCTION
OF VINYL ACETATE The present invention relates to a process for the
production of vinyl acetate. Vinyl acetate may be produced by the
acetoxylation of ethylene in the presence of a palladium-containing
catalyst. In addition to vinyl acetate) carbon dioxide is produced as a
by-product. 5 In commercial operation, vinyl acetate product and unreacted
ethylene are recovered from the gases exiting the reaction vessel. The
unreacted ethylene is recycled, together with fresh ethylene to the
reaction vessel. The recycled ethylene contains some carbon dioxide and
other by-products as well as some inert gases such as nitrogen and/or
argon. The presence of these components limits the concentration of
ethylene in 10 the feed to the reaction vessel. The factors which influence
the selectivity of the process towards vinyl acetate 15 are not fully
understood. The general view taken by those skilled in the art is that once
the concentration of ethylene in the reactant mixture exceeds a threshold
value, the rate of formation of vinyl acetate becomes independent of the
concentration of ethylene. The rationale behind this view is that even if
ethylene is involved in the rate determining step, the rate of formation of
vinyl acetate with respect to ethylene will tend to zero once an amount
greater than the stoichiometric amount of ethylene is exceeded. In other
words, as long as an excess of ethylene is present in the reactant mixture,
the magnitude of this excess should not have a bearing on the amount of
vinyl acetate produced. 20 This general view or technical prejudice is
supported by experimental data in Davidson et al. (Front. Chem. React.
Eng., 1984, (1) 300-313). The data show that in acetoxylation reactions
carried out at atmospheric pressure) the amount of vinyl acetate   2 8 JAN
2003 produced remains substantially constant as the ethylene concentration
is increased between 3l.6 mol % to 47.4 mol %. The technical prejudice also
extends to acetoxylation reactions performed above atmospheric pressure. In
Abel et al. CChem. Eng. Technol. 17 ( 1994) 112 - 118), 5 ethylene, acetic
acid and oxygen are reacted together at a total pressure of 8 burg. The
document recites that the rate of formation of vinyl acetate is independent
of the concentration of ethylene in the reaction mixture, provided that the
concentration of ethylene exiting the reactor is above 30 mol %. To ensure
that the effluent concentration exceeds this value, ethylene feed
concentrations of 57 mol % are employed. 10 R S Shetty and S B Chandalia in
Metals and Minerals Review Dec. 1970 35-40 propose that in an industrial
process an ethylene concentration of more than about 65% may be chosen to
keep outside the explosive limit. However in an experiment using a gas
mixture containing a mole ratio of ethylene to oxygen of 69.3:30.7 the
catalyst activity changed rapidly with time. Furthermore, the concentration
of acetic acid and 15 hence the ethylene concentration is not apparent.
Neither is it apparent whether ethylene was recovered and recycled.
Nakamura et al in J. Catal. 17 (1970) 366-374 describes the effect of
potassium acetate on the catalytic activity of a palladium catalyst with a
feed gas of ethylene: oxygen: acetic acid of 80:10:10 (Figure 4). However
it is not apparent that ethylene was 20 recycled nor is any beneficial
effect of high ethylene concentration described. 



Samanos et al in J Catal. (l971) 23 19-30 describe the rate of reaction
forming vinyl acetate varying linearly with ethylene partial pressure
whilst the rate at which carbon dioxide is formed remains constant.
However, it is not apparent the ethylene is recovered and recycled in the
experiment. 25 We have now found that when vinyl acetate is produced above
atmospheric pressure, the selectivity towards vinyl acetate increases as
the concentration of ethylene in the reactant mixture is increased above 60
mol %. This finding is contrary to the technical prejudice in the art.
Accordingly, the present invention provides a process for the production of
vinyl 30 acetate, said process comprising the steps of: (a) introducing
ethylene, acetic acid and an oxygen containing gas into a reactor, 2   2 8
JAN 2003 (b) reacting said ethylene) acetic acid, and oxygen-containing gas
in the presence of a catalyst material in said reactor to produce vinyl
acetate at above atmospheric pressure, (c) withdrawing from said reactor
gases comprising unreacted ethylene, vinyl 5 acetate, carbon dioxide by
product and inert gases such as nitrogen and/or argon; (d) recovering from
the gases withdrawn from said reactor, unreacted ethylene optionally
together with minor amounts of said carbon dioxide and inert gases, and (e)
introducing the recovered ethylene from step (d) and additional ethylene to
said reactor in step (a) wherein the amount of ethylene in the combined
feed to the reactor is 10 at least 60 mol % . Preferably also, the method
further comprises the step of recovering the vinyl acetate produced. The
present invention provides a novel and cost effective route for the
production of vinyl acetate at above atmospheric pressure, 0 Pa gauge (0
barg). The 15 reaction may be carried out at a pressure of between 5 x 104
Pa gauge (0.5 barg) and 2 x 10~ Pa gauge (20 barg), preferably between 6 x
105 Pa gauge (6 barg) and 1.4 x 106 Pa gauge ( 14 barg) and, most
preferably, between 7 x 10S Pa gauge (7 barg) and 1.2 x 106 Pa gauge (12
barg). These pressure conditions are believed to affect the interaction
between ethylene and the surface of the catalyst such that an increase in
selectivity 20 towards the production of vinyl acetate is observed when the
amount of ethylene in the feed is increased above 60 mol%. This effect is
surprising: the rate of vinyl acetate production with respect to ethylene
is expected to be of zero order once an initial ethylene concentration of
at least 57 mol % is employed as taught in Abel et al. CChem. Eng. Technol.
17 (1994) 112 - 118). 25 Whilst we do not wish to be bound to theory, the
increase in selectivity may be explained by a combination of two factors.
In addition to increasing the amount of vinyl acetate produced, an increase
in the amount of ethylene in the feed is also found to reduce the amount of
carbon dioxide produced as a by-product. This in turn, can reduce the
amount of carbon dioxide which has to be separated from the recovered
unreacted 30 ethylene and/or the amount of carbon dioxide recycled to the
reactor with the recovered ethylene. 



3   2 8 SAN 2003 The catalyst of the present invention may be fixed-bed or
fluid-bed catalyst. Preferably, a fluid-bed catalyst is employed in a fluid
bed reactor. The catalyst suitably comprises a Group VIII metal and a
promoter. Preferably, the catalyst further comprises a co-promoter. These
compounds are suitably 5 accommodated on a support. With regards to the
Group VIII metal, the preferred metal is palladium. The metal may be
present in a concentration of greater than 0.2% by weight, preferably
greater than 0.5% by weight, especially about 1% by weight based upon total
weight of catalyst. The metal concentration may be as high as 10% by
weight. Suitable sources of 10 palladium include palladium (II) chloride)
sodium or potassium tetrachloropalladate (II) (Na2PdCI4 or K2PdCI4),
palladium acetate, palladium (II) nitrate, H2PdCl4 or palladium (II)
sulphate. In addition to the Group VIII metal, the catalyst comprises a
promoter. Suitable promoters include gold, copper and/or nickel. A
preferred promoter is gold. Suitable 15 sources of gold include gold
chloride, tetrachloroauric acid (HAuCl4), NaAuCl4, KAuCl4 dimethyl gold
acetate, barium acetoaurate or gold acetate. The preferred gold compound is
HAuCl4. The promoter metal may be present in an amount of from 0.1 to 10%
by weight in the finished catalyst. The catalyst composition may comprise a
co-promoter material. Suitable co20 promoters include Group I, Group II,
lanthanide or transition metals) for example cadmium, barium) potassium,
sodium, iron, manganese, nickel, antimony, and/or lanthanum) which are
present in the finished catalyst as salts, e.g. an acetate salt. The
preferred salts are potassium or sodium acetate. The co-promoter may be
present in the catalyst composition in a concentration of up to 15%. Where
the catalyst is a fixed bed 25 catalyst, the co-promoter concentration is
preferably between 3 and 11 wt %. Where the catalyst is a fluid bed
catalyst, and the acetic acid is introduced into the reactor in the liquid
form) the co-promoter may be present in a concentration of up to 6 wt %,
preferably between 3.5 to 5.5 wt % especially 5 wt %. Where the catalyst is
a fluid bed catalyst and the acetic acid is introduced into the reactor in
vapour form, the co 30 promoter may be present in a concentration of up to
11 wt % of the total catalyst. The activity of the catalyst may decrease
with time. In particular, due to the volatile nature of the co-promoter,
the level of co-promoter in the catalyst material 4   2 8 JAN 2003
decreases with time, thus resulting in loss of catalyst activity. In order
to maintain a constant concentration of co-promoter in the catalyst, fresh
co-promoter may be added to the catalyst during the reaction. This may
suitably be carried out by adding the copromoter material to the liquid
acetic acid feed or to the liquid recycle acetic acid. 5 Alternatively, the
additional co-promoter may be introduced as a solution e.g. in water or in
acid directly by spraying through a suitable injection means such as a
nozzle. The catalyst material is a supported catalyst. Suitable catalyst
supports include porous silica, alumina, silica/alumina, silica/titania,
titania, zirconia or carbon. Preferably the support is silica. Suitably,
the support may have a pore volume from 0.2 10 to 3.5 mL per gram of
support, a surface area of 5 to 800 m2 per gram of support and an apparent
bulk density of 0.3 to 1.5 g.mL. The support may typically have a particle
size distribution such that at least 60% of the catalyst particles have a
particle diameter of below 2 x 104m (200 microns). Preferably at least 50%,
more preferably at least 80% and most preferably at least 90% of the
catalyst particles have a particle diameter less 15 than 1.05 x 104m ( 105
microns). Preferably no more than 40% of the catalyst particles have a
diameter of less than 4 x 10-Sm (40 microns). The catalyst may be prepared
by any suitable method. Suitably, the first stage of the catalyst
preparation process involves impregnation of the support material with a
solution containing the required Group VIII metal and the promoter metal in
the form of 20 soluble salts. Examples of such salts are soluble halide
derivatives. The impregnating solution is preferably an aqueous solution
and the volume of solution used is such that it 



corresponds to between 50 and 100% of the pore volume of the support,
preferably 50 to 99% of the pore volume. The impregnated support is dried
at ambient or reduced pressure and from 25 ambient temperature to l50C)
preferably 60 to 130C prior to metals reduction. To convert such materials
into the metallic state) the impregnated support is treated with a reducing
agent such as ethylene) hydrazine, formaldehyde or hydrogen. If hydrogen is
used, it will usually be necessary to heat the catalyst to 100 to 850C in
order to effect complete reduction. 30 After the steps described above have
been carried out, the reduced catalyst is washed with water and then dried.
The dried carrier is then impregnated with the 5   2 8 JAN 2003 required
amount of co-promoter and thereafter dried. Alternatively, the wet,
reduced, washed material is impregnated with co-promoter then dried. The
method of catalyst preparation may be varied to optimise catalyst
performance based on maximising vinyl acetate yield and selectivity. 5 The
process of the present invention comprises reacting ethylene, liquid acetic
acid and an oxygen-containing gas in the presence of the catalyst material.
Ethylene may be used in substantially pure form or admixed with one or more
of nitrogen, methane, ethane) carbon dioxide and water in the form of steam
or one or more of hydrogen, C3/C4 alkenes or alkanes. 10 The amount of
ethylene in the combined feed to the reactor is at least 60 mol %. The
upper limit to the ethylene concentration in the combined feeds is
determined by a number of factors including (a) the need to have oxygen and
acetic acid reactants in the feed and (b) the loss of ethylene in gas purge
from the reactor to remove carbon dioxide and other by-products, and inert
gases such as nitrogen and/or argon. Suitably, the 15 amount of ethylene in
the combined feed is up to 85 mol %. Preferably, the amount of ethylene in
the combined feed is in the range at least 60 mol % to 80 mol %. Operating
with higher ethylene concentrations can lead to an increased loss of
ethylene in the gases vented from the reaction system to remove carbon
dioxide and inerts. However, if the amount of inerts in the system can be
reduced, the amount of 20 purge gas which has to be vented can be reduced
and hence the loss of ethylene can also be reduced. The need to vent purge
gas from the reactor to remove inert gases such as nitrogen and/or argon
may be reduced in one or more of the following ways Reduce/minimise inerts
such as nitrogen, methane and ethane in the ethylene feed gas. 25
Reduce/minimise inerts such as nitrogen and argon in the oxygen feed gas.
Reduce/minimise inerts such as dissolved nitrogen in the acetic acid feed.
Reduce/eliminate inert gas purges to instruments) for example by using
ethylene or carbon dioxide purges. Use carbon dioxide as purge gas. 30
Reduce/minimise inerts from catalyst transfer operations or use ethylene or
carbon dioxide. Reduce/eliminate leakage of nitrogen into the oxygen via
sparger purge system. 



6   2 8 JAN 2003 Reduce/eliminate air leakage into the vacuum system of
product recovery. Reduce/minimise inerts in water used in the off-gas
prescrubber prior to the carbon dioxide removal system (Benfield). Design
the oxygen injection system to reduce/minimise the use of inert gas. 5 The
oxygen-containing gas may suitably be air or a gas richer or poorer in
molecular oxygen than air. Suitably, the gas may be oxygen diluted with a
suitable diluent, for example, nitrogen, argon or carbon dioxide.
Preferably the gas is oxygen. The amount of oxygen in the combined feed to
the reactor is determined by factors such as conversion and the
flammability limits of the gases exiting the reactor. Preferably, 10 the
amount of oxygen is the combined feed to the reactor is in the range 4 to
15 mol %, suitably 4 to 12 mol%. The acetic acid may be introduced into the
reactor in liquid form. Optionally, some acetic acid may be introduced in
the vapour form. The acetic acid need not be highly purified, that is it
may be crude acetic acid. Suitably, the liquid acetic acid may 15 be
introduced into the fluid bed reactor by any suitable injection means, for
example by a nozzle in which a gas is used to assist in the atomisation of
the liquid or, liquid-only spray-type nozzles may be used. Additionally,
recycled acetic acid may be introduced into the reactor. The re-cycled
acetic acid optionally containing small amounts of water may be pre-mixed
with the crude acetic acid or may be introduced into the reactor using 20 a
separate injection means. Suitably the amount of acetic acid in the
combined feed to the reactor is in the range of 10 to 20 mol % and the
amount of water is less than 6 wt%, preferably less than 4 wt%, more
preferably less than 3 wt% of the total of acetic acid and water entering
the reactor. The process is carried out in a reactor and may suitably be
operated at a 25 temperature of from 100 to 400C, preferably 140 to 210C.
The process may be carried out in a fixed bed or fluid bed reactor. The
unreacted ethylene may be recovered from the gases withdrawn from the
reactor by the steps of (i) separating condensable products from the gases
by condensation and (ii) treating the gases from step (i) to recover
ethylene, for example by 30 membrane separation or chemical treatment. The
condensable products may be separated from the withdrawn gases by
condensation for example by using a heat 7   2 8 .SAN 2003 exchanger or by
quenching the gases by flowing counter to a flow of liquid acetic acid
and/or condensable products which absorbs the vinyl acetate product.
Chemical treatment may comprise the steps of (a') contacting the gases from
step (i) with acetic acid in a scrubber to remove residual vinyl acetate
product; (b') treating 5 the product of step (a') with water in a scrubber
to remove acetic acid and (c') removing carbon dioxide from the ethylene in
the product for step (b') by contacting with potassium carbonate. A
Benfield system may be used. These and other aspects of the present
invention will now be described with reference to the following Experiments
and accompanying Figures in which: 10 Figure 1 is a schematic diagram of a
fluid bed reactor for use in a preferred embodiment of the present
invention, Figure 2 is a plot of the rate of vinyl acetate production
versus ethylene concentration for Experiment l, Figure 3 is a plot of the
rate of carbon dioxide production versus ethylene 



15 concentration for Experiment 1, Figure 4 is a plot of the selectivity of
vinyl acetate production versus ethylene concentration for Experiment 1,
and Figure 5 is a plot of the selectivity of vinyl acetate production
versus ethylene concentration for Experiment 2. 20 Experiment 1 (a)
Preparation of the fluid bed catalyst support A microspheroidal silica
support was prepared by spray-drying a mixture of Nalco silica sol 1060
(obtained from Nalco Chemical Company) and Degussa Aerosil  silica
(obtained from Degussa Chemical Company). In the dried support, 80% of the
25 silica came from the sol and 20% of the silica came from the Aerosil .
The spray-dried microspheres were calcined in air at 640C for 4 hours. The
particle size distribution of the support is as follows: Particle Size
(microns)%> 3 x 10-" m(> 300)24.4 x 10'' m - 3 x 10-" m(44 - 300)68< 4.4 x
10-' m(<44)30   2 8 JAN 2~3 It should be understood that the particle size
distribution given above is not intended to be limiting and that variations
in this distribution are contemplated depending upon reactor size and
operating conditions. (b) Preparation of catalyst S The silica support
above (l.0kg) was impregnated with a solution of NaZPdCl.4xH20 (containing
21.4g Pd) and HAuCI4.xH20 (containing 7.23gAu) in distilled H20 by
incipient wetness. The resulting mixture was mixed thoroughly, left to
stand for one hour and dried overnight. The impregnated material was then
added slowly to a 2% solution of N2H4 in 10 distilled water and the mixture
was allowed to stand with occasional stirring. Thereafter, the mixture was
filtered and washed with 4 x 8.3 litres distilled H20. The solid was then
dried overnight. The material was impregnated with an aqueous solution of
KOAc (76.7g) by incipient wetness. The resulting mixture was mixed
thoroughly, left to stand for 1 hour 15 and dried overnight. (c)
Preparation of vinyl acetate Vinyl acetate was produced using a 0.0381 m
(1.5") diameter fluid bed reactor. A schematic diagram of the reactor is
shown in Figure 1 below. The reactor 10 defines a tubular housing 12 having
an outlet 14, and first and 



20 second inlets 16, 18. The reactor 10 further comprises a sintered grid
plate 20 positioned within the housing 12. In operation, the reactor 10 is
charged with 300g of a fluid bed catalyst to form a fluid bed. Feed gas
comprising ethylene, nitrogen, oxygen, vaporised acetic acid, and
optionally vapourised water is introduced into the reactor 10 via the first
inlet 16. 25 Oxygen and/or nitrogen is introduced into the reactor 10 via
the second inlet 18. The flow of gas through the inlets 16, 18 is
controlled by mass flow controllers (not shown). Acetic acid is fed into
the reactor 10 at a rate of 273 g/hour. Oxygen is introduced via the first
and second inlets 16, 18 such that the total rate of oxygen into the
reactor 10 is 83.3g/hour. The flow of ethylene is varied as shown in Table
1. A 30 constant volumetric gas throughput is maintained by adjusting the
flow of nitrogen accordingly. 9   2 8 JAN 2003 The pressure in the reactor
10 is controlled at 8 barg and the reactor temperature is maintained at
152C (measured at 6 points within the fluid bed). A11 lines (not shown)
leading to and from the reactor 10 are heated and maintained at 160C to
prevent the reactor feeds and/or products from condensing therein. 5 The
gaseous effluent is analysed on-line using a Chrompack Model CP9000 gas
chromatograph equipped with both Flame Ionisation Detectors) (FID) and
Thermal Conductivity Detectors) (TCD). Ethylene and carbon dioxide are
separated using a Poraplot U column and quantified by TCD. Oxygen and
nitrogen are separated on a molecular sieve column and quantified by TCD.
Vinyl acetate and acetic acid and other 10 by-products are separated on a
DB 1701 capillary column and quantified with FID. Results and Discussion
The results of Experiment 1 are shown in Table 1 below. TABLE 1 ExampleMol
% Ethylene in feedg/hr Ethylene in feedg/hr Nitrogen in feedgVA/hr 



in productgCOz/hr in productgVA/kg -cat/hr (1)%VA Selectivity (2)1
*2017550311825.939382.32*2824643313522.744985.83*3631636214121.047187.34*40
35332614920.749688.05*4035332615120.850388.16*4438729214819.849588.57*52458
22215818.452589.786052815116418.554890.1 15 * comparative examples (1)
grams of vinyl acetate produced per kilogram of catalyst per hour. (2) VA
selectivity = VA/(VA + Ih COZ). Figure 2 shows how the rate of vinyl
acetate produced varies as the 20 concentration of ethylene in the feed
composition increases. The graph shows that as the 10   2 8 JAN 2003
ethylene concentration is increased from 20 mol % to 60 mol %) the rate of
vinyl acetate production increases. Figure 3 shows how the rate of
production of carbon dioxide varies as the concentration of ethylene in the
feed composition increases. The graph shows that as the 5 ethylene
concentration is increased from 20 mol% to 60 mol%, the rate of carbon
dioxide decreases. Figure 4 shows how the selectivity of the process
becomes increasingly selective towards the production of vinyl acetate as
the concentration of ethylene is increased. Experiment 2 10 (a) Preparation
of the fluid bed catalyst support In this Experiment, a fluid bed catalyst
support prepared in accordance with Experiment 1 is employed. (b)
Preparation of catalyst The fluid bed catalyst support (54.4kg) is
impregnated with a solution of 15 Na2PdC14.xH20 (containing 1000g Pd) and
HAuCI4.xH20 (containing 400g Au) in distilled H2O by incipient wetness. The
resulting mixture was mixed thoroughly, left to stand for one hour and
dried overnight. A portion of the impregnated material (l8kg) is added
slowly to a 5% solution of N2H4 in distilled water. The mixture was allowed
to stand with occasional stirring 



20 Thereafter the mixture was filtered and washed with 4 x 200 litres
distilled H20. The solid was then dried overnight. The material was
impregnated with an aqueous solution of KOAc (l.3kg) by incipient wetness.
The resulting mixture was mixed thoroughly, left to stand for 1 hour and
dried overnight. 25 (c) Preparation of vinyl acetate Vinyl acetate is
prepared using the 0.0381 m (1.5") diameter fluid bed reactor of Experiment
1 above. Acetic acid is introduced into the reactor 10 at a rate of
227g/hour) and oxygen is introduced at a rate of 83.3g/hour. 30 Results and
Discussion The results of Experiment 2 are shown in Table 2 below. 11   2 8
JAN 2003 TABLE 2 ExampleMol % Ethylene in feedg/hr Ethylene in feedg/hr
Nitrogen in feedgVA/hr in productgC02/hr in productgVA/kg -cat/ hr (1)%VA
Selectivity
(2)96052917317418.658090.5106658112016917.456290.8117263467.517517.558591.1
1277.468219.816716.155791.4136052917316418.054890.314*5447622615517.451790.
115*4741428814917.649589.616*4035335014418.647988.8176052917314715.849190.5
*comparative examples (1) grams of vinyl acetate produced per kilogram of
catalyst per hour 5 (2) VA selectivity = VA/(VA + ~/z COZ). The results of
Table 2 are listed in chronological order. As can be seen from a comparison
of the results of Examples 9, 13 and 17, a notable decrease in catalytic 



activity is observed over the course of this Experiment. This catalyst
deactivation means 10 that the rates of vinyl acetate and carbon dioxide
production of the examples cannot be directly compared. Figure 5 shows how
the selectivity of the process becomes increasingly selective towards the
production of vinyl acetate as the concentration of ethylene is increased
beyond 60 mol %. 15 12   T ;onpo.rd a~~lao~ l~Cutn aul sq~osq~ uoiunn
smnposd ajq~esuapuoa io~puQ piag of;aag pmby ;o nno~ 8 0~ zaaunoa ~ucn~o~
dq sasn~ at~i $uct~ouanb ~tq .to sa~umloxa aeay r. ~o asn ~Cq paaErndas am
stonpo.~d atqgsuapuoo oul t~oiyn~ u~ Z ustE]o u~ patuyio st; ssoao.rd d y
yuaut;gar; ~>;artuay to uoar..rndas augzquzatu r~q aualrCyla aanoaaa o; (c)
dais mo~3 sasp~ a~ ~utlsozl (tt) purr sass oql uiox; sionposd alqESUapuoo
$unsredas (i);o sdaas aq; ~q so;ogai pies tuos,~ uMESpcptnn sasg~ pigs
tuo.r~ paianooai st aua~~Ccpa uotr~M ut T urrvto ut paur~Io st; ssaaoad d
Tom 5g o~ do pus ~ Zom p9 anoqs st .tolotaz au1 0l paa3 poucqcuoa aq; ut
aua~~q;a ~o yuriourp aql u~a3aynn (r.) dais ut ~alaeai ptEs of aual~tt~;a
jguoutppg pug (p) da;s tuos~ aua~rCqla pa~canoaa.c atp ~ucanpo~u~ (a) puE
aasE~ uaut pug apixotp uoqzgo pegs ~o s;unoum sou~cuc y;rn1 ratpa~o;
~IIEUOydo aual~Ct~;a pa;ogazun '~olora~ ptgs uzoi~ unngspy;rn~ sas~~ at);
moil ~uuano~az (p) :uo~zu zo~puE ua~oz~tu sE t;ons s3sg8 uaui pus
lonpozd-~tq apixoip uoqzuo `aag;aag I~utn 'auot~qla pa;oEaiun ~msuduzoo
sase~ ao;agai prgs maJ~ ~utnngipt~at~ (o) `ainssaid aua>.jdSOUSlu onoqg ;g
a~sl~g j~Curn aonposd of sosagas pigs p Igua;gcu as~C~Elua E ~o aauasa~d
ot~ ut sg~ ~utuig;uoa-ua~~Cxo pug `ptag at;aog `aua~~Ct~aa pigs ~u~laga.~
{c~ .solagaz a o;ut sg~ ~ururs3;uoa ua~~xo ug pug ptag at;aou `auaj~Ct~a
$uynponuc (g) :30 sda~s at~a ~utsudmoo ssaooxd pigs 'a;Blaog Iriucn ,~o
uoponpoid oq; sod ssaaoad ~ y atys j~ soon Ndr a z   2 8 JAN 2D03 4. A
process as claimed in claim 2 or claim 3 in which the chemical treatment
comprises the steps of (a') contacting the gases from step (i) with acetic
acid in a scrubber to remove residual vinyl acetate product; (b') treating
the product of step (a') with water in a scrubber to remove acetic acid;
and (c') removing carbon dioxide from the ethylene in the product from step
(b') by contacting with potassium carbonate. 5. A process as claimed in any
one of the preceding claims in which the amount of ethylene in the combined
feed to the reactor is in the range 72 mol % to 85 mol 



%) preferably in the range 72 mol % to 80 mol %. 6. A process as claimed in
any one of the preceding claims in which the amount of oxygen in the
combined feed to the reactor is in the range 4 to 15 mol %a. 7. A process
as claimed in any one of the preceding claims in which the amount of acetic
acid in the combined feed to the reactor is in the range x0 to 20 mol !o.
8. A process as claimed in any one of the preceding claims in which the
ethylene, acetic acid, and oxygen-containing gas are reacted in said
reactor at a pressure of between 5 x 104 Pa gauge (0.5 barg) and 2 x 1 O6
Pa gauge (20 barg), preferably between 6 x 10[err][ Pa gauge (6 burg} and
1.4 x I06 Pa gauge (X4 barg}, most preferably between 7 x 105 Pa gauge (7
bang) and I.2 x I06 Pa gauge (I2 barg). 9. A process as claimed in any one
of the preceding claims in which said catalyst material comprises a Group
VIII metal, preferably palladium, a promoter selected from the group
consisting of gold, copper, nickel and mixtures thereof and optionally a
copromoter selected from the group consisting of Group I) Group TI,
lanthanide and transition metals. x0. A process as claimed in any one of
the preceding claims in which the reactor comprises a fluid-bed reactor and
the catalyst comprises a fluid-bed catalyst. 14 .A.SY
.Ae.A.A.Al@.A.Alu.A/.AlhS.AN.A;@.A.A.AY Dnq%}13 7 @   VM
kzupkfa\W]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]caU]ca]ca]ca]ca]ca]ca]ca]c
a]ca]ca]ca]ca]ca]ca]ca]c^aU]c<a]cRa]ca!nl<B;
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