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COMPOSITE BODY OF SILICONE RUBBER AND Sil.JCONE-EPOXY 

RESIN AND METHOD FOR THE PREPARATION THEREOF 

BACKGROUND OF THE INVENTION 

The present invention relates to a monolithic cured body of a 

silicone-epoxy resin and a silicone rubber and also relates to a 

method for the preparation thereof. More particularly, the inven­

tion relates to a monolithic composi~e .body having usefulness in 

various application fields includmg ·electrics, electronics, office­

automation instruments, automobiles, precision instruments and 

the like and a method for the preparation of such a composite body. 

A large number of proposals have been made heretofore for 

the method of adhesive bonding of a silicone rubber and an organic 

resin. For example, proposals have been made for a method in 

which the surface of a molded and cured organic resin article is 

coated with a primer and an uncured silicone rubber is brought in­

to direct contact therewith and cured to effect adhesive bonding 

therebetween and a method in which a self-adhesive silicone rub­

ber composition is cured in direct contact with a molded organic 

resin article. As to this self-adhesive silicone rubber composition, a 

large number of patent applications have been filed for the inven­

tions of which the scope, in particular, consists in the selection of 

an adhesive ingredient compounded therein. Proposals have been 

made also for a method in which an organic resin is admixed with 

an organopolysiloxane containing hydrogen atoms directly bonded 
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to the silicon atoms and adhesively bonded to a silicon rubber of 

the addition-curable type (U.S. Patents 4,686,124, 4,814,231 and 

4,834, 721 and EP 143994A corresponding to Japanese Patent Pub­

lication 2-34311), integration by physical engagement of a silicone 

rubber-made body to an organic resin article (Japanese Patent 

Publication 63-45292), a method in which a silicone rubber is ad .. 

hesively bonded to and integrated with a polyolefm resin after 

grafting of a compound having an aliphatically unsaturated group 

and a hydrolyzable group bonded to the silicon atom (EP 276790A 

corresponding to Japanese Patent Kokai 63 .. 183843) and so on. 

The method to effect adhesive bonding by the use of a primer 

is rather troublesome in the application of the primer to the mold­

ed resin article taken out of a metal mold. The method of using a 

self .. adhesive silicone rubber composition brought into direct con .. 

tact with and cured on a molded resin article has a serious defect 

that, when a metal mold is used for molding of the organic resin 

and the silicone rubber composition, the silicone rubber per se 

causes adhesive bonding to the metal mold. Further, in the method 

of admixture of an organic resin with an organop~lysiloxane hav­

ing hydrogen atoms directly bonded to the silicon atoms, it is some .. 

times difficult to obtain inherent characteristics because of the 

changes caused in the organic resin per se as a consequence of ad­

mixture of the organopolysiloxane. Further, the method of integ .. 

ration by physical engagement is not free from the troubles of dis .. 

engagement by an external physical force. 
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In recent years, on the other hand, application of silicone rub-

bers is expanding in the fields of electrics, electronics office-auto­

mation instruments, automobiles and the like by virtue of the high 

reliability .recognized relative to the heat resistance, weather­

ability, electric properties and the like of the silicone rubbers in 

general. Accordingly, it is desired to provide a monolithic molded 

article with stable product quality by the firm adhesive bonding 

between a thermosetting resin and a silicone rubber. 

SUMMARY OF THE INVENTION 

The present invention accordingly has an object to solve 

these problems in the prior art and to provide an integrally molded 

monolithically integrated composite body with stable product 

quality by virtue ·of the firm adhesive bonding between the part of 

a cured thermosetting resin and a part of a cured silicone rubber as 

well as to provide a reliable method for the preparation of such a 

monolithically integrated composite body. 

Thus, the monolithic composite body provided by the present 

invention is an integral body consisting of a part of a cured silicone 

rubber composition and a part of a cured silicone-epoxy resin com­

position in direct adhesive bonding without interventi~n of a layer 

of any third material such as a primer or adhesive. 

In particular, the above mentioned cured silicone rubber is 

obtained from a silicone rubber composition which is curable by 

means of an organic peroxide as a curing agent or curable by the 
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hydrosilation reaction between silicon-bonded ethyletlically unsa-

turated groups and silicon-bonded hydrogen atoms. 

Further, the above mentioned silicone-epoxy resin composi­

tion is a uniform blend which comprises: 

(a) 100 parts by weight of a curable epoxy .resin; 

(b) from 5 to 500 parts by weight of an organopolysiloxane having 

at least two on an average of lower alkenyl groups in a molecule; 

(c) from 1 to 50% by weight, based on the component (b), of an or­

ganohydrogenpolysiloxane having at least one hydrogen atom 

bonded to the silicon atom in a molecule and represented by the 

general composition formula 

R
4
rHgSi0(4-f-g)/2,- • • • • • • (I) 

in which R4 denotes an unsubstituted or substituted monovalent 

hydrocarbon group, the subscript f denotes a positive number in 

the range from 1 to 2.4 and the subscript g denotes a positive num­

ber not exceeding 1; 

(d) from 0.1to10 parts by weight of an organosilicon compound 

having at least one silanol group in a molecule; 

(e) from 0.001 to 10 parts by weight of an organic aluminum com­

pound; and 

(f) a compound of a platinum group metal in an amount in the 

range from 0.1 to 500 ppm by weight as the platinum group metal, 

- based on the component (b). 

The invention further provides a reliable method for the 

preparation of a monolithically integrated cured body as defmed 

above, which method comprises the steps of: 
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(A) curing either one of a curable silicone rubber composition of 

· the organic peroxide-curable type or the hydrosilation-curable 

type and a curable silicone-epoxy resin composition as defmed 

above at room temperature or by heating, preferably, in a metal 

mold; 

(B) bringing the other of the curable silicone rubber composition 

and the curable silicone-epoxy resin composition into direct con­

tact with the body cured in step (A) in the metal mold; and 

(C) curing the composition introduced into the metal mold in step 

(B) at room temperature or by heating, preferably, in the same me­

tal mold. 

BRIEF DESCRIPTION OF THE DRAWING 

Figure 1 is an explanatory figure for the purpose of schematic 

illustration of the inventive me~od by way of a vertical cross sec­

tion of the metal mold used in the examples of the present inven­

tion and in the comparative example. 

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS 

The inventors have conducted extensive investigations to 

solve the above mentioned problems in the prior art and, as a re­

sult, have arrived at a discovery that an integrally molded mono­

lithic composite body consisting of two parts bonded together with 

an adhesive bonding strength capable of fully withstanding prac­

tical uses can be obtained conveniently and within a short time by 

the selection of a silicone rubber composition of the organic perox-
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ide-curable type or the hydrosilation-curable type for the part of 

the cured silicone rubber and a specific polymer blend of a silicone 

resin and an ep<;>xy resin for the part of the cured organic resin 

without using any primer or adhesive leading to completion of the 

present invention. 

The silicone rubber composition of the organic peroxide-cur .. 

able type usable in the present invention includes a composition in 

the liquid form or a pasty form at room temperature, of which the 

principal ingredients include: 

i) an organopolysiloxane, preferably, having at least two on an av­

erage of lower alkenyl groups, i.e. having 1 to 4 carbon atoms, in a 

molecule; and 

ii) an organic peroxide in a catalytic amount. 

The silicone rubber composition of the organic peroxide-cur­

able type can be cured by standing at room temperature or, prefer· 

ably, by heating and converted into a cured rubbery elastomer. 

The organopolysiloxane as the component i) has a viscosity in 

the range from 100 cp (centipoise) to 10,000,000 cp or, preferably, 

from 1,000 cp to 1,000,000 cp at room temperature or at 25 "C and 

represented by the general composition formula RaSi0(4-a)/2, in 

which R is selected from unsubstituted or substituted monovalent 

hydrocarbon groups having 1 to 12 carbon atoms or, preferably, 1 

to 8 carbon atoms including alkyl groups such as methyl, ethyl, 

propyl, isopropyl, n·butyl, isobutyl, tert-butyl, hexyl, cyclohexyl, 

octyl and decyl groups, alkenyl groups such as vinyl, allyl, propen­

yl, isopropenyl, butenyl, isobutenyl, hexenyl and cyclohexenyl 
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groups, aryl groups such as phenyl, tolyl, xylyl and naphthyl 

groups, aralkyl groups such as benzyl, phenylethyl and phenyl­

propyl groups, halogen-substituted hydrocarbon groups such as 

chloromethyl, chloropropyl, bromoethyl and 3,3,3-trifluoropropyl 

groups, cyano group-substituted hydrocarbon groups such as cy­

anoethylgroup, and soon. 

When two or more on an average of the monovalent hydro­

carbon groups bonded to the silicon atoms in a molecule of the or­

ganopolysiloxane are alkenyl groups, it is preferable that each of 

the silicon atoms at the molecular chain terminals has the alkenyl 

group bonded thereto although the groups denoted by R in a mole­

cule can be selected each independently from the others. 

In the general composition formula, the subscript a is a posi­

tive number in the range from 1.9 to 2.2 or, preferably, from 1.95 to 

2.1. Although the molecular structure of the organopolysiloxane is 

not particularly !imitative including a straight structure and 

branched structure containing RSi0312 units and/or Si0412 units, it 

is usually preferable that the organopolysiloxane has a straightly 

linear molecular structure basically composed of repetition of the 

difunctional ~SiO units forming the main chain part and blocked 

-at the molecular chain terminals with RsSi0112 units. Though not 

particularly !imitative, the alkenyl groups are preferably vinyl 

groups and the other groups bonded to the silicon atoms are desir­

ably methyl groups or phenyl groups. The organopolysiloxane can 

be obtained by a known method or, namely, by conducting the si­

loxane-rearrangement equilibration reaction of an organocyclo-
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polysiloxane oligomer and a hexaorganodisiloxane as the source of 

the terminal groups in the presence of an alkali or acid catalyst. 

The organic peroxide as the component ii) is used as a cross­

linking agent to promote the crosslinking reaction between mole­

cules of the organopolysiloxane. The organic peroxide is exemplifi­

ed,· for example, by benzoyl peroxide, o-monochlorobenzoyl perox­

ide, bis-2,4-dichlorobenzoyl peroxide, dicumyl peroxide, tert-butyl­

peroxy benzoate, di-tert~butyl peroxide, p-monochlorobenzoyl per­

oxide, tert-butyl cumyl peroxide, 1,1-bis(tert-butylperoxy)-3,3,5-

trimethyl cyclohexane, 2.5-dimethyl-2,5-bis(tert-butylperoxy) hex­

ane, 1,6-bis(tert-butylperoxycarbonyloxy) hexane and the like 

though not particularly limited thereto. 

The compounding amount of the organic peroxide as the com­

ponent ii} can be adequately selected depending on the desired cur­

ing velocity but it is usually in the range, per 100 parts of the orga­

nopolysiloxane, the term "parts" referring to "parts by weight" 

here and hereinafter if not specified otherwise, from 0.1to10 parts 

or, preferably, from 0.2 to 2 parts. 

It is optional that these components i) and ii) are compounded 

together with a filler in order to control the flowability of the 

silicone rubber composition or to improve the mechanical 

strengths of the shaped articles therefrom. Examples of suitable 

fillers include reinforcing fillers such as precipitated silica, fumed 

silica, calcined silica, fumed titanium dioxide and the like and 

non-reinforcing fillers such as pulverized quartz, diatomaceous 

earth, asbestos, aluminosilicate, iron oxide, zinc oxide, calcium 
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carbonate and the like. They can be used as such or after a surface 

treatment with an organic silicon compound such as h.examethyl 

disilazane, trimethyl chlorosilane and polymethyl siloxanes. Fur­

ther, various known additives such as pigments, heat resistance 

improvers, flame retardant agents, plasticizers and the like can be 

compounded according to need. 

The silicone rubber composition of the hydrosilation curable­

type can be in a liquid form or pasty form at room temperature. 

The composition comprises, as the principal ingredients: 

iii) an organopolysiloxane containing at least two lower alkenyl 

groups in a molecule; 

iv) an organohydrogenpolysiloxane in the form of a liquid at room 

temperature; and 

v) a catalyst for promoting the hydrosilation reaction, 

and the composition can be converted into a cured rubbery elas­

tomer by standing at room temperature or by heating. 

The alkenyl group-containing organopolysiloxane as the 

component iii) has a viscosity in the range from 100 cp to 1,000,000 

cp. or, preferably, from 1,000 cp to 300,000 cp at room temperature 

or at 25 °C and represented by the general composition formula 

R\Si0(4-b)/2, in which R1 is an unsubstitut~d or substituted mono­

valent hydrocarbon group having 1to12 carbon atoms or, prefer­

ably, 1 to 8 carbon atoms, and the subscript b is a positive number 

in the range from 1.8 to 2.4 or, preferably, from 1.9 to 2.2. The 

groups denoted by R1 can be exemplified by those given above as 
. . 

the examples of the groups denoted by R- in the component i). Ex-
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amples of the monovalent hydrocarbon group denoted by R1 in-

clude alkyl groups such as methyl, ethyl and propyl groups, alken-

. yl groups such as vinyl, allyl, propenyl and butenyl groups, aryl 

groups sµ.ch as phenyl, tolyl and xylyl groups, aralkyl groups such 

as benzyl group, halogen-substituted hydrocarbon groups such as 

3,3,3-trifluoropropyl group, cyano group-substituted hydrocarbon 

groups such as cyanoethyl group, and so on. When at least two on 

an average of the hydrocarbon groups in a molecule are alkenyl 

groups, it is preferable that each of the silicon atoms at the molecu­

lar chain terminals has an alkenyl group bonded thereto although 

the groups denoted by R1 can be selected each independently from 

the others. The molecular structure of the organopolysiloxane can 

be a straightly chain-like structure or a branched structure con­

taining the R1Si0312 units and/or Si0412 units but it is usually pre­

ferable that the organopolysiloxane is basically a straightly ·chain­

like organopolysiloxane consisting of a repetition of the difunction­

al R12SiO units forming the main chain portion and blocked at the 

molecular chain terminals each with a monofunctional R13Si0112 

unit. The alkenyl group is preferably a vinyl group and the other 

groups denoted by R1 are desirably methyl groups and phenyl 

groups. This organopolysiloxane can be prepared by a known 

method. 

The organohydrogenpolysiloxane as the component iv) con­

tains at least two or, preferably, at least three on an average of hy­

drogen atoms directly bonded to the silicon atoms or, namely, SiH 

groups, in a molecule and acts as a crosslinking agent by the hy-
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drosilation reaction between these SiH. groups and the alkeny 1 

groups in the component iii) in the presence of the component v) 

described later as a catalyst. The molecular structure of the orga­

nohydrogenpolysiloxane is not particularly !imitative and various 

kinds of those prepared heretofore having a straightly chain-like, 

·branched, cyclic or three-dimensional network structure can be us­

ed. In particular, those represented by the following general com­

position formula can be used satisfactorily:: 

R2 cHdSiOc4-c-d)/2, 

in which R2 is an unsubstituted or substituted monovalent hy­

drocarbon group having 1 to 8 carbon atoms free from an aliphat­

ically unsaturated linkage. It can be of the same kind as those ex­

emplified for R in the above mentioned component i) excepting the 

alkenyl groups and exemplified by alkyl groups such as methyl, 

ethyl and propyl groups, aryl groups such as phenyl and tolyl 

groups, cycloalkyl groups such as cyclohexyl group, aralkyl groups 

such as benzyl group, substituted alkyl groups such as 3,3,3-tri­

fluoropropyl group and so on. The subscript c is a positive number 

in the range~ from 0.8.to 2.1 or, preferably, from 1.2 to 2.0 and the 

subscript dis a positive number in the range from 0.002 to 1 or, 

preferably, from 0.01tQ1 with the proviso that c+d is in the range 

from 1to3 or, preferably, from 1.5 to 2.7. It is preferable that the 

viscosity of the organohydrogenpolysiloxane at 25 °C is in the· 

range from 1to1,000 cp or, preferably, from 5 to 200 cp. 

The organohydrogenpolysiloxane includes methyl hydrogen 

polysiloxanes blocked at each molecular terminal with a trimeth-
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ylsiloxy group, copolymers of dimethyl siloxane .. methyl hydrogen 

siloxane units blocked at each molecular terminal with a trimeth .. 

ylsiloxy group, dimethyl polysiloxanes blocked at each molecular 

terminal with a dimethyl hydrogen siloxy group, copolymers of 

dimethyl siloxane .. methyl hydrogen siloxane units blocked at each 

molecular terminal with a dimethyl hydrogen siloxy group, copoly .. 

mers of methyl hydrogen siloxane .. diphenyl siloxane units blocked 

at each molecular terminal with a trimethylsiloxy group, copoly .. 

mers of methyl hydrogen siloxane-diphenyl siloxane units blocked 

at each molecular terminal with a trimethyl siloxy group, copoly .. 

mers composed of the monofunctional (CH3)2HSi0112 units and 

tetrafunctional Si0412 units, copolymers composed of the difunc­

tional (CH3)2HSi0112 units, tetrafunctional Si0412 units and tri­

functional (CaH5)Si0312 units and the like. 

The compounding amount of the organohydrogenpolysilox­

ane as the component iv) is preferably in the range from 0.1 to 30 

parts or, preferably, from 0.3 to 10 parts per 100 parts of the or­

ganopolysiloxane as the component iii). Alternatively, the com­

p.ounding amount can be specified as such an amount that the mol­

ar ratio of the hydrogen atoms directly bonded to the silicon atoms 

in the component iv) to the alkenyl groups in the component iii) is 

in the range from 0.2 to 10 moles/moles or, preferably, from 0.5 to 5 

moles/moles . 

. The catalyst for the hydrosilation reaction as the component 

v) is exemplified by the compounds of a platinum group metal such . 
· as platinum black, platinic chloride, chloroplatinic acid, reaction 
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products of chloroplatinic acid and a monohydric alcohol, complex-

es of chloroplatinic acid and an olefin, ·platinum bisacetoacetate, 

palladium-based catalysts, rhodium-based catalysts and the like. 

The compounding amount of this catalyst for the hydrosilation re­

action can be a catalytic amount but, usually, it is in the range 

from 0.1 to 1,000 ppm or, preferably, from 1 to 500 ppm as the 

weight of platinum or the platinum-group metal based on the total 

of the components iii) and iv). 

Thes.e components iii), iv) and v) can be compounded together 

with a filler with an object to control the flowability of the com­

position or to increase the mechanical strengths of the shaped and 

cured articles of the composition. Suitable fillers include reinforc­

ing fillers such as precipitated silica, fumed silica, calcined silica, 

·fumed titanium dioxide and the like and non-reinforcing fillers 

such as pulverized quartz, diatomaceous earth, asbestos, alumino­

silicate, iron oxide, zinc oxide, calcium carbonate and the like. 

These fillers can be used as such or after a surface treatment with 

an organic silicon compound such as hexamethyl disilazane, tri­

methyl chlorosilane and polymethyl siloxanes. Further, various 

kinds of known additives such as pigments, heat resistance im­

provers, flame retardant agents, plasticizers and the like can be 

compounded according to need. 

As the curable silicone-epoxy resin composition used in the 

presei;it invention, those given below are satisfactory though not 

particularly !imitative thereto provided that the composition has 
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curability and _is capable of being converted into a cured body ei-

ther by standing at room temperature or by heating. 

The curable silicone-epoxy resin composition is a uniform 

blend which comprises: 

(a) 100 parts of a curable epoxy resin; 

(b) from 5 to 500 parts of an organopolysiloxane having at least 

two on an average of lower alkenyl groups in a molecule; 

(c) from 1to50% by weight, based on the component (b), of an or­

ganohydrogenpolysiloxane having ~t least one hydrogen atom 

bonded to the silicon atom in a molecule and represented by the. 

general composition formula 

R4rHgSiOc4-f-g)/2, • • • • • • (I} 

in which R4 denotes. an unsubstituted or substituted monovalent 

hydrocarbon group, the subscript f denotes a positive number in 

the range from 1 to 2.4 and the subscript g denotes a positive num­

ber not exceeding 1; 

(d) from 0.1to10 parts of an organosilicon compound having at 

least one silanol group in a molecule; 

(e) from 0.001 to 10 part~ of an organic aluminum com-pound; and 

(f) a compound of a platinum group metal in an amount in the 

range from 0.1 to 500 ppm by weight as the platinum group metal, 

based on the component (b). 

The epoxy resin as the component (a) can be any of those con­

ventionally used in a curable epoxy resin composition and parti­

cular examples thereof include bisphenol A-type epoxy resins, bis­

phenol F-type epoxy resins, phenol novolac-type epoxy resins, ere-
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sol novolac-type epoxy resins, alicyclic epoxy resins, epoxy resins 

containing a heterocyclie ring such as triglyeidyl isocyanate and 

hidantoin epoxy, hydrogenated bisphenol A-type epoxy resins, 

aliphatic epoxy resins such as propyleneglycol diglycidyl ether, 

pentaerithritol polyglyeidyl ether and the like, epoxy resins ob­

tained by the reaction of an aromatic, aliphatic or alieyclic car­

boxylic acid and epichlorohydrin, epoxy resins containing a spiro 

ring, glycidyl ether-type epoxy res~s as a reaction product of an o­

allylphenol novolac compound and epichlorohydrin, glycidyl ether­

type epoxy resins as a reaction product of a diallyl bisphenol com­

pound having ally! groups at the ortho-positions relative to the hy­

droxy groups in bisphenol A and epichlorohydrin, and so on. 

The organopolysiloxane having at least two lower alkenyl 

groups on an average in a molecule as the component (b) has a 

viscosity in the range from 100 cp to 1,000,000 cp or, preferably, 

from 1,000 cp to 300,000 cp at 25 "C and is represented by the gen­

eral composition formula Rs eSi0(4-e)/2, in which Rs is an unsub­

stituted or substituted monovalent hydrocarbon group having 1 to 

12 carbon atoms or, preferably; 1to8 carbon atoms, which can be 

any one of those exemplifying the groups denoted by R in the com­

ponent i) of the above described silicone rubber composition. Parti­

cular examples of the group denoted by Rs include alkyl groups 

sue~ as methyl, ethyl, propyl, butyl, hexyl and cyclohexyl groups, 

alkenyl groups such as vinyl, ally!, propenyl and butenyl groups, 

aryl groups such as phenyl, tolyl and xylyl groups, aralkyl groups 

such as benzyl group, halogen-substituted hydrocarbon groups 
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such as 3,3,3-trifluoropropyl group, cyano group-substituted hy-

drocarbon groups such as cyanoethyl group, and so on. The groups · 

denoted by R3 in a molecule each can be of the same kind as or can 

be different from the others although the respective groups can be 

selected independently each from the others. It is preferable that 

the organopolysiloxane contains at least two alkenyl groups on an 

average in a mqlecule and, more preferably, each of the silicon 

atoms at the molecular chain terminals has an alkenyl group 

bonded thereto. The subscript e is a positive number in the range 

from 1.8 to 2.4 so that the organopolysiloxane is a straightly chain­

like diorganopolysiloxane blocked· at each molecular chain termi­

nal with a R33Si0112 unit, although the molecular structure there- . 

of can be a. straightly chain-like structure, a branched structure 

containing the R3Si0312 units and/or Si0412 units or a resinous 

structure with a three-dimensional network. The groups bonded to 

the silicon atoms can be. basically any of those mentioned above 

but, desirably, the alkenyl groups are vinyl groups and the other 

groups include phenyl groups in respect of enhancement of the 

miscibility of the organopolysiloxane with the epoxy resin. This or- . 

ganopolysiloxane can be prepared by a known method. 

The compounding amount of the component (b) is, per 100 

parts of the curable epoxy resin as the component (a), from 5 to 500 

parts or, preferably, from 20 to 200 parts since, when the amount is 

too small, the heat resistance, mold releasability and other desir­

able properties as the inherency of silicone resins cannot be fully 

exhibited after curing of the silicone.;epoxy resin composition to be 
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obtained while, on the other hand, when the compounding amount 

of the component (b) is too large, the cured material cannot be im­

parted with sufficiently high mechanical strengths. 

The organohydrogenpolysiloxane as the component (c) has at 

least one hydrogen atom directly bonded to the silicon atom in a 

molecule. The silicon-bonded hydrogen atoms contained in a mole­

cule pertain to the hydrosilation reaction with the alkenyl groups 

in the component (b) to effect chain-length extension or crosslink­

ing between molecules. The organohydrogenpolysiloxane is repre­

sented by the general composition formula 

R4rHgSi0(4-f-g)/2, 

in which R4 denotes a monovalent hydrocarbon group having 1 to 

12 carbon atoms or, preferably, 1to8 carbon atoms and free from 

an aliphatic unsaturated linkage. The groups denoted by R4 in a 

molecule each can be of the same kind as or can be different from 

the others. In the general composition formula, the subscript f is a 

positive number in the range from 1to2.4 or, preferably, from 1.6 

to 2 and the subscript g is a positive number not exceeding 1 or; 

preferably, in the range from 0.002to1 with the proviso that f+g 

is a positive number preferably in the range from 1.6 to 8 while the 

molecular structure of the organohydrogenpolysiloxane can be any 

of straightly chain-like structures, branched structures and resin­

ous structures having three-dimensional networks. The viscosity 

of the organohydrogenpolysiloxane at 25 °C is in the range from 1 

to 1000 cp or, preferably, from 5 to 200 cp. The number of the hy­

drogen atoms bonded to the silicon atoms in a molecule is prefer-
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ably in the range from 1 to 200 or, more preferably, from 2 to 20 

from the standpoint of the strengths of the cured material. 

The group denoted by R4 in the above given formula includes 

the same ones as given as the examples of R in the component i) of 

the above mentioned silicone rubber composition. Particular ex­

amples thereof include alkyl groups such as methyl, ethyl, propyl, 

butyl, hexyl, octyl, decyl, undecyl and dodecyl groups; cycloalkyl 

groups such as cyclohexyl and cyclooctyl groups, aryl groups such 

as phenyl, naphthyl, methylphenyl and xylyl groups, aralkyl 

groups such as benzyl, phenylethyl and cumyl groups and alkenyl 

groups such as vinyl, allyl and cyclohexenyl groups as we~l as 

those substituted groups by replacing a part or all of the hydrogen 

atoms in these unsubstituted hydrocarbon groups with halogen 

atoms and the like such as, for example, chloromethyl, p-chloro­

phenyl, m-chlorophenyl, o-chlorophenyl, p-trifluoromethylphenyl, 

o-trifluoromethylphenyl, 3,3,3-trifluoropropyl and cyanoethyl 

groups, those substituted by trimethyl silyl group or trialkoxy silyl 

group such as 3-trimethylsilyl propyl, 3-trimethoxysilyl propyl 

and 3-triethoxysilyl propyl groups and those substituted by an ep­

oxy group such as 3-glycidoxypropyl and 2-(3,4-epoxycyclohexyl) 

ethylgroupsandsoon 

The compounding amount of the component (c) is from 1 to 

50% or, preferably, from 5 to 30% by weight based on the compo­

nent (b). When the compounding amount of the component (c) is 

too small, the crosslinkability of the composition is insufficient due 

to deficiency in the amount of the crosslinking agent while, when 
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the amount thereof is too large, an excessively high crosslinking 

density is caused so that, in either case, the cured body sometimes 

cannot be imparted with high mechanical strengths. Alternative­

ly, the compounding a:mount of the component (c) can be specified 

as such an amount that the molar ratio of the alkenyl groups in the 

component (b) to the hydrogen atoms directly bonded to the silicon 

atoms in the component (c) is from 0.2to10 moles/moles or, prefer­

ably~ from 0.5 to 5 moles/moles. 

As the organic silicon compound having at least one silanol 

group in a molecule as the component (d), organohydroxysilanes or 

organohydroxy(poly)siloxanes can be used. The organohydroxysi­

lane is represented by the general formula R5hSi(OH)4-h, in which 

the subscript his 1, 2 or 3 and R5 denotes an unsubstituted or 

substituted monovalent hydrocarbon group having 1 to 12 carbon 

atoms or, preferably, 1 to 8 carbon atoms and free from an alipha­

tic unsaturated linkage including the same ones as those given as 

the examples of R in the component i) of the above mentioned sili­

cone· rubber composition. Examples of the groups denoted by R5 in­

clude alkyl groups such as methyl, ethyl, propyl, butyl, hexyl, oct­

yl, decyl, undecyl and dodecyl groups, cycloalkyl groups such as cy­

clohexyl and cyclooctyl groups, aryl groups such as phenyl, naph­

thyl, methylphenyl and xylyl groups and aralkyl groups such as 

benzyl, phenylethyl and cumyl groups as well as those substituted 

groups by replacing a part or all of the hydrogen atoms in these 

groups with halogen atoms and the like such as, for example, chlo-. 
romethyl, p-chlorophenyl, m-chlorophenyl, o-chlorophenyl, p-tri-
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fluoromethylphenyl, o-trifluoromethy lpheny 1, 3,3,3-trifluoro-

propyl and cyanoethyl groups and the like. 

The organohydroxy(poly)siloxane as the other class of the si­

lanol group-containing silicon compounds is represented by the 

general composition formula 

R6i(HO)jSi0c4-i-j)/2 

in which R6 denotes an unsubstituted or substituted monovalent 

hydrocarbon group having 1 to 12 carb.on atoms or, preferably, 1 to 

8 carbon atoms and free from an aliphatic unsaturated linkage, 

the subscript i is a positive number in the range from l_to 2.5 or, 

preferably, from 1.5 to 2.2 and the subscriptj is a positive number 

not exceeding 2 or, preferably, in the range from 0.05 to 2 or, more 

preferably, from 0.1to1.5 with the proviso that i+j is larger than 

1 but not exceeding 3 or, preferably, in the range from 1.6 to 2.5. 

The molecular structure of such an organopolysiloxane can be 

straightly chain-like,· branched, cyclic and resinous having a 

three-dimensional.network. 

The group denoted by R6 can be any of those given as the ex­

amples of R in the component i) of .the above mentioned· silicone 

rubber composition. Examples of the groups denoted by R6 include 

alkyl groups such as methyl, ethyl, propyl, butyl, hexyl, octyl, de­

cyl, undecyl and dodecyl groups, cycloalkyl groups such as cyclo­

hexyl and cyclooctyl groups, aryl groups such as phenyl, naphthyl, 

methylphenyl and xylyl groups and aralkyl groups such as benzyl, 

phenylethyl and cumyl groups as well as those groups obtained by 

replacing a part or all of the hydrogen atoms in these groups with 
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halogen atoms and the like such as, for example, chlo-romethyl, p-

chlorophenyl, m.-chlorophenyl, o-chlorophenyl, p-trifluoromethyl­

phenyl, o-trifluoromethylphenyl and 3,3,3-trifluoropropyl groups, 

those groups substituted by a trimethyl silyl group or a trialkoxy 

silyl group such as 3-trimethylsilyl propyl, 3-trimethoxysilyl pro­

pyl and 3-triethoxysilyl propyl groups and those groups substitut­

ed by an epoxy group such as 3-glycidoxypropyl and 2-(3,4-epoxy­

cyclohexyl}ethyl groups. 

In this organohydroxysilane or organohydroxy(poly)silox­

ane, intercrosslink:ing with the epoxy resin cannot be fully accom­

plished and necessary strengths cannot be obtained and, in ad­

dition, the curing reaction per se is extremely retarded when the 

content of the silanol groups in the component (d) is too low. When 

the content of the silanol groups is too high, on the other hand, the 

silicone compound is unstable. 

Such an organohydroxy(poly)siloxane can be prepared by a 

known method. For example, the organohydroxy(poly)siloxane can 

be obtained by the cohydrolysis of a mixture composed of vinyl 

methyl dichlorosilane and phenyl trichlorosilane with admixture 

of, according to need, one kind or more of tetrachlorosilane, methyl 

trichlorosilane, dimethyl dichlorosilane, trimethyl chlorosilane, 

diphenyl dichlorosilane and methyl phenyl dichlorosilane, cohy­

drolysis of a mixture composed of vinyl methyl chlorosilane and 

phenyl trichlorosilane with admiXture of, according to need, one or 

more of tetrachlorosilane, methyl trichlorosilane, dimethyl dichlo­

rosilane, trimethyl chlorosilane, diphenyl dichlorosilane and 



-22-

methyl phenyl dichlorosilane, cohydrolysis of a mixture of alkoxy 

silanes such as methoxy silanes, ethoxy silanes and the like corre­

sponding to the above given respective chlorosilanes in the pres­

ence of an alkali or acid catalyst, and so on, of which the organo­

polysiloxane resins or intermediates of the organopolysiloxane res­

ins obtained by the cohydrolysis of a mixture containing a trifunc­

tional silane and/or tetrafunctional silane-are preferred. 

The content of silanol groups can be controlled by means. of 

the amount of the catalyst, reaction temperature and other factors. 

It is further possible in the subsequent step to effect modification 

of the thus formed silanol groups with a silylating agent such as 

_trimethyl chlorosilane, hexamethyl disilazane, divinyl tetrameth­

yl disilazane and the like. 

The compounding amount of the component (d) is from 0.1 to 

10 parts or, preferably, from 1 to 5 parts per 100 parts of the cur­

able epoxy resin as the component (a). When the amount is too 

small; curing of the epoxy resin is incomplete while, when the 

amount is too large, on the other hand, not only an economical dis­

_ advantage is caused but also a decrease may be caused in the phys­

ical properties of the cured body. 

The organic aluminum compound as the component (e) is an 

aluminum compound having an organic group bonded to the alu­

minum atom either through an aluminum-carbon linkage or by co­

ordination. Examples of the organic groups include alkyl groups, 

unsubstituted or substituted phenyl groups, haloalkyl groups, alk-. 
oxy groups, unsubstituted or substituted phenoxy groups, acyloxy 
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groups, p-diketonato groups, o-carbonylphenolato groups and the 

like. 

The alkyl groups as a class of the organic groups in the orga­

nic aluminum compound as the component (e) are exemplified by 

methyl, ethyl, n-propyl, isopropyl, n-butyl, sec-butyl, tert-butyl 

and n-pentyl groups, the unsubstituted or substituted phenyl 

groups are exemplified by phenyl, p-methoxyphenyl, o-methoxy­

phenyl and p-ethoxyphenyl groups, the haloalkyl groups are exem­

plified by chloromethyl, chloroethyl and chloropropyl groups, the 

alkoxy groups are exemplified by methoxy, ethoxy, isopropoxy, 

butoxy and pentoxy groups, the unsubstituted or substituted phen­

oxy groups are exemplified by phenoxy, o-methylphenoxy, o-meth­

oxyphe'.11-oxy, o-nitrophenoxy and 2,6-dimethylphenoxy groups, the 

acyloxy groups are exemplified by acetato, propionato, isopropion­

ato, butyrato, stearato, ethylacetoacetato, propylacetoacetato, bu­

tylacetoacetato, diethylmaleato and dipivaloylmethanato groups, 

the ,8-diketonato groups are exemplified by acetylacetonato, tri­

fluoroacetylacetonato and hexafluoroacetylacetonato groups as 

well as those groups derived from the. compounds represented by 

the structural formulas 

Ph-CO-CH2-CO-CH3, CH3-CO-CH(CH3)-CO-CHs and 

(CH3)3C-CO-CH2-CO-C(CH3)3, in which Ph is a phenyl group. The 

o-carbonylphenolato groups are exemplified by salicylaldehydato 

group. 

Particular examples of the organic aluminum compounds 

suitable as the component (e) include aluminum benzoate, tri-
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methoxy aluminum, triethoxy aluminum, triisopropoxy alumi-

num, triphenoxy aluminum, tri(p-methylphenoxy) aluminum, iso­

propoxy diethoxy aluminum, tributoxy aluminum, triacetoxy alu­

minum, tristearato aluminum, tributyrato aluminum, tripropion­

ato aluminum, triisopropionato aluminum, tris(acetylacetonato) 

aluminum, tris(trifluoroacetylacetonato) aluminum, tris(salicylal­

dehydato) aluminum, tris(pentafluoroacetylacetonato) aluminum, 

tris(ethylacetonato) aluminum, ethylacetato diisopropoxy alumi­

num, tris(diethylmalorato) aluminum, tris(propylacetoacetato) 

aluminum, tris(butylacetoacetato) aluminum, tris(isopropylaceto­

acetato) aluminum, tris(dipivaloylmethanato) aluminum, diace­

tylacetonato dipivaloylmethanoto aluminum, diacetylacetonato 

dipivaloylmethanato aluminum and ethylacetoacetato diisoprop­

oxy aluminum as well as those co-ordination compounds expressed 

by the following formulas: 

f(CHa)a fHa I . 

-c -c jc-CHa Al fcH Al 
O=C O=C, 

'c (CHa) a 3 CH a 3 

o-c;@ 
;CF a 

Al 
-c~ 

O=~ JcH O=C 
'CH a 3 3 

-cfHa 
fHa -c 

Al jc-CH2 Al JcH 
O=C, )CH2 O=C 

' · CH2-CH2 8 ~ 0 
3 
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o~ Al 
O=C, 

CH a a a 

OCH a 
Al 
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These organic aluminum compounds can be used either sin­

gly or as a combination of two kinds or more according to need. 

The amount thereof in the composition is in the range from 0.001 

to 10 parts or, preferably, from 0.01to5 parts per 100 parts of the 

curable epoxy resin as the component (a). When the amount there­

of is too small, the curing characteristic of the composition is in-. 

complete while, when the amount thereof is too large, an increase 

in the cost is caused and the physical properties and adhesion of 

the composition after curing are adversely influenced. 

The platinum group metal compound as the component (f) 

serves as a catalyst to promote the addition reaction or the hydro­

silation reaction between the alkenyl groups in the organopolysi­

. loxane as the component (b) and the SiH groups in the organohy­

drogenpolysiloxane as the component (c). Examples of suitable cat­

alytic compounds include platinum black, platinic chloride, chloro-
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platinic acid, reaction products of chloroplatinic acid and a mono-

hydric alcohol, complexes of chloroplatinic acid with an olefm, pla­

tinum bisacetoacetate, palladium-based catalysts, rhodium-based 

catalysts and the like. They are used in an amount of 0.1 to 500 

· ppm by weight or, preferably, 0.5 to 200 ppm by weight as the me­

tal of platinum, palladium or rhodium based on the component (b). 

When the amount is too small, complete curing cannot be accom­

plished while, on the other hand, no additional advantages can be 

obtained rather with. an economical disadvantage by increasing 

the amount to exceed the above mentioned upper limit. 

It is not always essential that the components (a) to (f) de­

scribed above are each a respectively independent individual com­

pound so that, for example, an organopolysiloxane having at least 

two lower alkenyl groups and having at least one silanol group in a 

molecule can act both as the component (b) and as the component 

(d). In this case, the applicable molecular structure and compound­

ing amount of such a compound for dual service are each a combi-. 

nation of the respective ranges. For example, in the above given 

general composition formula of the organohydroxy(poly)siloxane 

as the component (d), of which the groups denoted by R6 in a mo­

lecule include at least two on an average or, preferably, from 2 to 

80% by moles or, more preferably, from 2 to 20% by moles of lower 

alkenyl groups such as vinyl, ally!, propenyl and butenyl groups in 

the overall R6 groups, this organohydroxy(poly)siloxane can be 

compounded in an amount of 5 to 500 parts or, preferably, from 20 
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to 200 parts per 100 parts of the curable epoxy resin as the compo­

nent (a) and, in this case, the component (b) can be omitted. 

In addition to the components (a) to (f), furthermore, it is op­

tional according to need to admix the composition with various 

kinds of fme powders and fibrous materials as a filler such as fused 

silica powder, crystalline silica powder, glass powder, glass fibers, 

clay, talc, mica, asbestos, zinc oxide, magnesia, aluminum silicate, 

zirconium silicate, alumina, fumed silica filler and the like in such 

an amount that the adhesive bonding with the silicone rubber 

composition is not adversely affected after curing. 

In the method of the present invention for the preparation of 

a monolithically integrated composite body of a cured silicone rub­

ber and a cured silicone-epoxy resin composition, in the first place, 

either one of the above mentioned silicone rubber composition and 

the silicone-epoxy resin composition is cured and shaped at room 

temperature or by heating, preferably, in a metal mold. The meth­

od for shaping of the composition is not particularly !imitative de-. 

pending on the rheological properties and curing behavior of the 

composition and any of the ·conventional methods such as cast­

molding, compression molding, injection molding, extrusion mold­

ing, transfer molding and others is applicable. This step to effect 

curing of either one of the compositions is referred to as the "pri­

mary shaping" hereinafter. 

After either one of the compositions has been cured and shap­

ed in the primary shaping, for example, in a metal mold, the other 

composition is brought into direct contact with the primarily shap-
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ed and C'U:red body of the first composition and subjected to shaping 

and curing at room temperature or by heating. This step of curing 

and shaping of the second composition is referred to as the "sec­

ondary shaping'' hereinafter. By successively conducting the pri­

mary shaping and secondary shaping, a monolithically integrated 

composite body consisting of the first part shaped and cured in the 

primary shaping and the second part shaped and cured in the sec­

ondary shaping can be obtained with very fi.rm adhesive bonding 

between the two parts. The shaping method in the secondary shap­

ing can also be freely selected depending on the rheological prop­

erties and curing behavior of the composition and other factors and 

any of the conventional methods such as cast-molding, compres.­

sion molding> injection molding, extrusion molding> transfer mold­

ing and the like is applicable. 

It is not always necessary that the timing to conduct the sec­

ondary shaping is after complete curing of the primarily shaped 

part and no problems are encountered by starting the secondary. 

shaping even before complete curing of the primarily shaped part 

provided that the primary shaping has been effected to such an ex~ 

tent that an interface can be formed without intermixing of the 

two compositions. 

In the following, examples are given to more fully describe 

the present invention although the scope of the present invention 

is never limited thereto. In the following examples, the term of 

"parts" refers to "parts by weight" and the term of "%" refers to "% 
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by weight", if not specified otherwise, and the values of viscosity 

always refer to the value at 25 °C • 

Example 1. 

A silicone-epoxy resin composition, referred to as the com­

position A hereinafter, was prepared by admixing 100 parts of an 

epoxy resin of the bisphenol A-type {Epikote 828, a commercial 

product by Shell Chemical Co.) having an epoxy equivalent of 190 

to 210 and a molecular weight of 380 with 10 parts of an epoxy 

compound 3,4-epoxycyclohexylmethyl 3,4-epoxycyclohexy 1 carb­

oxylate, 10 parts of an organopolysiloxane having a viscosity of 

4000 cp and expressed by the formula given below: . 

ViMe2Si-O-{-SiMe2-0-)so-{-SiPh2-0-)20-SiMe2 Vi, 

in which Vi is a vinyl group, Me is a methyl group and Ph is a 

phenyl group, 1.5 parts of an organohydrogenpolysiloxane having 

a visc_osity of 25 cp and expressed by the formula given below: 

Me3Si-O-{-SiPh2-0-)2-{-SiHMe-0-)4-{-SiMe2-0-)2-SiMe3, 

in which each symbol has the same meaning as defmed above, 1.5. 

parts of diphenylsilane diol, 0.6 part of aluminum benzoate and 0.1 

part of. an isopropanol solution of chloroplatinic· acid in a con­

centration of 0.5% as platinum. 

Separately, a silicone rubber composition, referred to as the 

composition B hereinafter, was prepared by admixing 100 parts of 

- a dimethylpolysiloxane having a viscosity of 10000 cp and blocked 

at each molecular chain end with a dimethyl vinyl siloxy group 

with 30 parts of a fumed silica filler having a specific surface area 

of 200 ~2/g, 6 parts of hexamethyl disilazane and 2 parts of water 
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under heating at 150 °C for 3 hours and then with 0.4 part of a di-

methylsiloxane-methylhydrogensiloxane copolymer of 10 cp visco­

sity consisting of 50% by moles of the dimethyl siloxane units and 

50% by moles of the methyl hydrogen siloxane units and blocked at 

each molecular chain end with a trimethyl silyl group and 0.1 part 

of the same isopropanol solution of chloroplatinic acid as described 

above. 

In the next place, the cavity 2 of the lower mold 1 of the metal 

mold having a vertical cross section schematically- illustrated in 

Figure 1 was half filled with the above prepared composition A, 

which was cured by heating at 150 °C for 3 minutes followed by 

closure of the lower mold 1 with the upper mold 3 mounted there­

on. Then, the composition B was introduced by injection into the 

cavity 2 through the injection port 4 provided in the upper part of 

the upper mold 3 on to the already cured composition A to fill the 

space under an injection pressure of60 kg/cm2 and cured by heat­

ing at 150 °C for 5 minutes to give a monolithically integrated. 

composite cured article by firm bonding of the two parts, one, of the 

silicone-epoxy resin composition as the part A and, the other, of 

the silicone rubber composition as the part B. 

The thus obtained monolithically integrated composite arti­

cle was subjected to a post-curing treatment at 150 °C for 3 hours 

and then subjected to the measurements of the hardness of the re­

spective parts according to the procedure specified in JIS K 6301. 

The results were that the JIB A hardness of the part A was higher 



-31-

than the measurable upper limit of 95 by the method while the 

part B had a hardness of 85. 

Example2. 

· Another silicone-epoxy resin composition, referred t~ as the 

.composition C hereinafter, was prepared by admixing 100 parts of 

the same epoxy resin as used in Example 1 with 10 parts of the 

same epoxy compound as used in Example 1, 50 parts of another 

organopolysiloxane expressed by the average composition formula 

given below: 

Me1.02Pho.4o Vio.osSi01.2s , 

in which each symbol has the same meaning as dermed above and 

which was prepared by the cohydrolysis of a mixture of vinyl meth­

yl dichlorosilane, dimethyl dichlorosilane and phenyl trichlorosi­

lane at 90 °C followed by separation and neutralization by washing 

with water and by the trimethyl silylation of the remaining silanol 

groups with hexamethyl disilazane followed by further washing 

with water and separation, 2 parts of the same organohydrogen­

polysiloxane as used in Example 1, 8 parts of a methyl hydrogen 

polysiloxane having a viscosity of 2 cp and expressed by the for­

mula given below: 

Me3Si-O-(-SiHMe-0-)4-SiMe3, 

in which Me is a methyl group, 1.5 parts of aluminum benzoate 

and 0.8 part of the same isopropanol solution of chloroplatinic acid 

as used in Example 1. 

In· the next place, a monolithically integrated composite cur-. 
ed article was prepared in substantially the same manner as in Ex-
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ample 1 excepting the use of the above described composition C in 

place of the composition A in Example 1. 

The thus obtained monolithically integrated composite arti­

cle was subjected to a post-cure treatment under the same condi­

tions as in Example 1 and subjected to the measurement of the 

hardness of the respective parts to imd that the part obtained from 

the composition C had a JIS A hardiiess of 95 or higher while the 

part of the silicone rubber composition B had a hardness of 35. 

Example3. 

Another silicone rubber composition, referred as the compo­

sition D hereinafter, was prepared by admixing 100 parts of a di­

methyl polysiloxane having a viscosity of 100,000 cp blocked at 

each molecular chain end with a trivinyl siloxy group with 30 

parts of the same fumed silica filler as used in Example 1, 6 parts 

of hexamethyl disilazane and 2 parts of water by mixing at 150 "C 

for 3 hours and then with 50 parts of the same trivinyl siloxy­

blocked dimethyl polysiloxane as used in Example 2 and 1.0 part of 

1,6-bis(tert-butylperoxy) hexane. 

By using the same metal mold as used in Example 1, the sil­

icone-epoxy resin composition C was poured thereinto to half fill 

the cavity in the same manner as in Example 1 and cured at 170 "C 

for 2 minutes followed by the injection of the above prepared com­

position D also in the same manner as in Example 1 on to the 

already cured composition C and the composition D was cured by 

heating at 170 "C for 5 minutes to give a monolithically integrated 

composite article with firm bonding between the two parts. 
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This monolithically integrated composite article was subject-

ed to a post-curing treatment at 170 °C for 3 hours and subjected to 

the measurement of the hardness of the respective parts to find 

that the part obtained from the composition C had a JIS A hard­

ness of 95 or higher while the part of the silicone rubber composi­

tion D had a hardness of 35. 

Example4. 

A third silicone-epoxy resin composition, referred to as the 

composition E hereinafter, was prepared by admixing 100 parts of 

the same epoxy resin as used in Example 1 with 10 parts of the 

same epoxy compound as used in Example 1, 50 parts of an organo­

polysiloxane expressed by the average composition formula given 

below: 

Vio.1 Meo.aPho.ss(HO >o.25Si01.2s , 
in which each symbol has the same ·meaning as dermed above and 

which was obtained by the cohydrolysis of a mixture of vinyl meth­

yl dichlorosilane, dimethyl dichlorosilane and phenyl trichloro-. 

silane at 90 °C followed by separation, washing with water to ob­

tain neutrality and drying, 8 parts of the same organohydrogen­

polysiloxane as used in Example 1, 0.6 part of aluminum benzoate 

and 0.1 part of the same isopropanol solution of chloroplatinic acid 

as used in Example 1. 

The curing test by using the metal mold was performed in the 

same manner as in Example 1 excepting replacement of the com­

position A with the above prepared composition: E. 
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The thus obtained monolithically integrated composite arti-

cle was subjected to the post-curing treatment in the same manner 

as in Example 1 and subjected to the measurement of the hardness 

of the respective parts to rmd JIS A values of 95 or higher in the 

part of the composition E and 35 in the part of the composition B. 

Comparative Example 1. 

An epoxy resin composition, referred to as the composition F 

hereinafter, was prepared by admixing 100 parts of the same ep­

oxy .resin as used in Example 1with10 parts of the same·epoxy 

compound as used in Example 1, 1.5 parts of diphenylsilane diol 

and 0.5 part of aluminum benzoate. 

In the next place, the cavity 2 of the lower mold 1 of the metal 

mold shown in Figure 1 was half filled by pouring the composition 

F thereinto which was cured by heating at 150 t for 3 minutes fol­

lowed by closure of the lower mold 1 with the upper mold 3 mount­

ed thereon and iil.jection of the silicone rubber composition B used 

in Example 1 through the inlet port 4 provided in the upper part of. 

the upper mold 3 on to the already cured epoxy resin composition F 

under an injection pressure of 60 kg/cm2 which was cured by 

heating at 150 °C for 5 minutes. The result of this molding test was 

that a monolithically integrated composite body consisting of the 

two parts could not be obtained and, still worse, the cured epoxy 

resin composition was adhesively bonded to the metal mold with 

such firmness that the adhering epoxy resin composition could 

hardly be removed from the metal mold. 
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Example5. 

A third silicone rubber composition, referred to as the compo­

sition G hereinafter, was prepared.by compounding 70 parts of a 

dimethyl polysiloxane having a viscosity of 5000 cp blocked at 

each molecular chain terminal with a dimethyl vinyl siloxy group 

with 30 parts of a fumed silica filler having a specific surface area 

of 300 m2/g, 6 parts of hexamethyl disilazane and 3 parts of water 

at 150 °C for 3 hours followed by further admixture of the mixture 

with 50 parts of the same dimethyl polysiloxane as used above, 

0.45 part of the same dimethylsiloxane-inethylhydrogensiloxane 

copolymer as used in Example 1 and 0.1 part of the same isopro­

panol solution of chloroplatinic acid as ~sed in Example 1. 

In the next place, the cavity 2 of the lower mold 1 of the metal 

mold having a vertical cross section schematically illustrated in 

Figure 1 was half filled with the above prepared composition G, 

which was cured by heating at 150 "C for 90 seconds followed by 

closure of the lower mold 1 with the upper mold 3 mounted there-. 

on. Then, the composition E prepared in Example 4 was introduced 

by injection into the cavity 2 through the injection port 4 provided 

in the upper part of the upper mold 3 to half fill the cavity on to the 

already cured silicone rubber composition G under an injection 

pressure of 60 kg/cm2 and cured by heating at 150 "C .for 7 minutes 

to give a monolithically integrated composite cured article by firm 

bonding between the two parts, one, of the silicone rubber composi­

tion as the part G and, the other, of the silicone-epoxy resin com­

position as the part E. 
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The thus obtained monolithically integrated composite arti­

cle was subjected to a post-curing treatment at 150 °C for 3 hours 

and then subjected to the measurements of the hardness of the re­

spective parts according to the procedure specified in JIS K 6301. 

The results were that the JIS A hardness of the part obtained from 

the composition G was 45 and the part obtained from the composi­

tion E had a hardness higher than the measurable upper limit of 

95 by the method. 
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WHAT IS CLAIMED IS: 

1. A monolithically integrated cured composite body which is 

an integral body consisting of a part of a cured silicone rubber com­

position and a part of a cured silicone-epoxy resin composition in 

direct adhesive bonding without intervention of a layer of a third 

material, the silicone rubber composition being curable by means 

of an organic peroxide as a curing agent or curable by the hydrosi­

lation reaction between silicon-bonded ethylenically unsaturated 

groups and silicon-bonded hydrogen atoms and the silicone-epoxy 

resin composition being a uniform blend which comprises: 

· (a) 100 parts by weight of a curable epoxy resin; 

(b) from 5 to 500 parts by weight of an organopolysiloxane having 

at least two on an average of lower alkenyl groups in a molecule; 

(c) from 1 to 50% by weight, based on the component (b), of an or­

ganohydrogenpolysiloxane having at least one hydrogen atom 

bonded to the silicon atom in a molecule and represented by the. 

general compos~tion formula 

R4rHgSi0(4-f-g)/2, 

in which R4 denotes an unsubstituted or substituted monovalent 

hydrocarbon group, the subscript f denotes a positive number in 

the range from 1 to 2.4 and the subscript g denotes a positive num­

ber not exceeding 1; 

(d) from 0.1to10 parts by weight of an organosilicon compound 

having at least one silanol group in a molecule; 
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(e) from 0.001 to 10 parts by weight of an organic aluminum com­

pound; and 

(f) a compound of a platinum group metal in an amount in the 

range from 0.1 to 500 ppm by weight as the platinum group metal, 

based on the component (b). · 

2. A monolithically integrated cured composite body which is 

an integral body consisting of a part of a cured silicone rubber com­

position and a part of a cured silicone-epoxy resin composition in 

direct adhesive bonding without intervention of a layer of a third 

material, the silicone rubber composition being curable by means 

of an organic peroxide as a curing agent or curable by the hydrosi­

lation reaction between silicon-bonded ethylenically unsaturated 

groups and silicon-bonded hydrogen atoms and the silicone-epoxy 

resin composition being a uniform blend which comprises: 

(a) 100 parts by weight of a curable epoxy resin; 

(c) from 1to50% by weight, based on the component (d') below, of 

an organohydrogenpolysiloxane having at least one hydrogen 

atom bonded to the silicon atom in a molecule and represented by 

the general composition formula 

R4rHgSi0(4-f-g)/2, 

in which R4 denotes an unsubstituted or substituted monovalent 

hydrocarbon group, the subscript f denotes a positive number in 

the range from 1 to 2.4 and the subscript g denotes a positive num­

ber not exceeding 1;· 
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(d,) from 5 to 500 parts by weight of an organopolysiloxane com-

pound having at least one silanol group and at least two lower al­

kenyl groups in a molecule and represented by the general com­

position formula 

R6i(HO)jSiOc4-i-j)/2, 

in which R6 is an unsubstituted or substituted monovalent hydro­

carbon group having 1 to 12 carbon atoms, of which from 2 to 80% 

by moles are lower alkenyl groups, the subscript i is a positive 

number in the range from 1to2.5 and the subscriptj is a positive 

number not exceeding 2 with the proviso that i + j is in the range 

from 1 to3; 

(e) from 0.001 to 10 parts by weight of an organic aluminum com­

pound; and 

(f) a compound of a platinum group metal in an amount in the 

range from 0.1 to 500 ppm by weight as the platinum group metal, 

based on the component (d,). 

3. A method for the preparation of a monolithically integrated 

cured composite body consisting of a first part of a cured silicone 

rubber composition and a second part of a silicone-epoxy resin com­

position, which method comprises the steps of: 

(A) curing either one of a curable silicone rubber composition of 

the organic peroxide-curable type or the hydrosilation-curable 

type and a curable silicone-epoxy resin composition, which is a 

uniform blend comprising: 

(a) 100 parts by weight of a curable epoxy resin; 
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(b) from 5 to 500 parts by weight of an organopolysiloxane having 

at least two on an average of lower alkenyl groups in a molecule; 

(c) from 1 to 50% by weight, based on the component (b), of an or­

ganohydrogenpolysiloxane having at least one hydrogen atom 

bonded to the silicon atom in a molecule and represented by the 

general composition formula 

R
4
rHgSi0(4-f-g)/2, 

in which R4 denotes an unsubstituted or substituted monovalent 

hydrocarbon group, the subscript f denotes a positi~e number in 

the range from 1 to 2.4 and the subscript g denotes a positive num­

ber not exceeding 1; 

(d) from 0.1to10 parts by weight of an organosilicon compound 

having at least one silanol group in a molecule; 

(e) from 0.001 to 10 parts by weight of an organic aluminum com­

pound; and 

(t) a compound of a platinum group metal in an amount in the 

range from 0.1 to 500 ppm by weight as the platinum group metal, 

based on the component (b), 

at room temperature or by heating in a metal mold; 

(B) bringing the other of the curable silicone rubber composition 

and the curable silicone-epoxy resin composition into direct con­

tact with the body cured in step (A) in the metal mold; and 

(C) curing the composition introduced into the metal mold in step 

(B) at room temperature or by heating in the metal mold. 
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4. A method tor the preparation of a monolithically integrated 

cured composite body consisting of a first part of a cured silicone 

rubber composition and a second part of a silicone-epoxy resin com­

position, which method comprises the steps of: 

(A) curing either one of a curable silicone rubber composition of 

the organic peroxide-curable type or the hydrosilation-curable 

type and a curable silicone-epoxy resin composition, which is a 

uniform blend comprising: 

(a) 100 parts by weight of a curable epoxy resin; 

(c) from 1 to 50% by weight, based on the component (d') below, of 

an organohydrogenpolysiloxane having at least one hydrogen 

atom bonded to the silicon atom in a molecule and represented by 

the general composition formula 

R4rHgSi0(4-f-g)/2, 

in which R4 denotes an unsubstituted or substituted monovalent 

hydrocarbon group, the subscript f denotes a positive number in 

the range from 1 to 2.4 and the subscript g denotes a positive num-. 

her not exceeding 1; 

(d') from 5 to 500 parts by weight of an organopolysiloxane com­

pound having at least one silanol group and at least two lower al­

kenyl groups in a molecule and represented by the general com­

position formula 

R6i(HO)jSi0c4-i-j)/2, 

in which R6 is an unsubstituted or substituted monovalent hydro­

carbon ~oup having 1 to 12 carbon atoms, of which from 2 to 80% 

by moles are lower alkenyl groups, the subscript i is a positive 
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number in the range from 1 to 2.5 and the subscript j is a positive 

number not exceeding 2 with the proviso that i + j is in the range 

from 1 to3; 

(e) from 0.001 to 10 parts by weight of an organic aluminum com­

pound; and 

(f) a compound of a platinum group metal in an amount in the 

range from 0.1 to 500 ppm by weight as the platinum group metal, 

based on the component (d'). 

at room temperature or by heating in a metal mold; 

(B) bringing the other of the curable silicone rubber composition 

and the curable silicone-epoxy resin composition into direct con­

tact with the body cured in step (A) in the metal mold; and 

(C) curing the composition introduced into the metal mold in step 

(B) at room temperature or by heating in the metal mold. 


