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Method and System for Optical Three-Dimensional Topography Measurement

CROSS REFERENCE TO RELATED APPLICATIONS

This application claims priority of US provisional application US 62/288,889, filed on

February 1%, 2018, which is included herein by reference in its entirety.
FIELD OF THE INVENTION

The invention relates {0 a meathod and a system for three-dimensional (3D) topography
measurement of a surface of an object, wherein patierned illumination is projected onto
the surface of the object through an objective and height information on the surface is

obtained from images of the surface recorded during a relative movement between the

object and the objective.
BACKGROUND OF THE INVENTION

information on the topography of a surface of an object is required in various areas of
manufacturing. An area where the need for such information is particularly prominent is
semiconductor manufacturing, where the semiconductor devices need to be inspected
to ensure proper function. Such inspection includes specific structures making up the
devices on a wafer, but also entities like solder bumps, which are required for holding
componants of a device together. For example, a die cut from a wafer may first be
contacted to pins of a chip with an array of solder bumps. The chip can then be
contacted to external circuitry by solder balls. For quality assurance, the heights of the
solder bumps and solder balls with respect to the substrate have 1o be inspected before

completion of the soldering.

Several methods for 3D topography measurements are well known in the art. Among
these methods are white light interferometry, confocal microscopy, methods based on
structured ilumination, and laser triangulation with stereo vision. All these methods have

their specific advantages and disadvantages.
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White light interferometry is capable of providing height information of very high
precision. The surface is moved in the interferometer by steps smailler than one
wavelength; therefore, when inspecting semiconductor devices, a large number of
frames of the surface needs {0 be taken and processed, as the steps have to extend

over a range comparable with the height variation occurring on the surface.

Both confocal microscopy and methods based on structured iilumination require rather
standard microscope optics. Both approaches are better suited for inspecting surface
topography at the scale of typical semiconductor devices. While confocal microscopy
generally provides betier height resolution than methods based on struciured

Hlumination, it also requires a more complicated and expensive optical setup.

The basic concept of methods based on structured illumination is {o project a pattern, for

example a grating, onto the surface of the object. There are two general approaches.

For an imaging system with low numerical aperture (NA), for example below G.1, for
which a longer working distance and a greater depth of focus are possible, the pattern
can be projected onto the surface at an angle with respect to the imaging optical axis.
Such an arrangement is similar to laser triangulation, as the fringe phase shift instead of
the position shift of a line Hlumination is used to exiract surface height. This approach is

aiso known as phase shift fringe projection method.

in case of an imaging system with higher NA, above 0.1, neither oblique projection nor
oblique imaging is easily implemented, as both depth of focus and working distance are
imited. Here, instead, the pattern, for example a grating, is projected onto the surface
through the imaging optics, and the optical axis of the imaging optics is normal to the
surface of the object, more precisely to the plane defined by the general macroscopic
axtension of the surface. Due {0 this arrangement, height information cannot be
extracted from fringe phase shift. Instead, height information can be obtained by moving
the object in a direction parallel to the optical axis, and finding the position shift along

this direction at which the contrast of the projected pattern is maximum.
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There is a similarity between this setup and a confocal microscope, but the optics is
simpler, not requiring relay optics. However, a higher data rate is required, as extracting

the contrast of the pattern image requires three or more frames for each height position.

One example of such an approach, of structured illumination normal to the surface, can
be found in US patent US 8,649,024 B2, issued on application13/309,244. A pattern is
generated by a spatial light modulator (SLM) and projected onto the surface of an object
along an optical axis of an imaging objective. The object is moved relative to the
objective along the optical axis, while the SLM modulates the projected pattern and a
plurality of images are recorded. Maximum contrast of the projecied pattern at a

particular position on the surface yields height information for the respective position.

Which of the methods for 3D topography measurement mentioned above is best
depends on the requirements of the specific measurement application. For
semiconductor device inspection, some key requirements are: a resolution in the plane
defined by the macroscopic extension of the surface of a few um, a repeatability of
positioning the object along a direction normal o this plane of less than 1 um, a total
range of movement along this normal direction of a few hundred um. In view of this,
methods based on structured iilumination appear to be the most suitable for
semiconductor device inspection by 3D topography measurements. The configurations
of pertinent systems can cover a wide range both of resolution in the plane of the
surface and of repeatability normal to the plane, and the meathods achieve a large range
of relative movement along the normal direction. The optics is comparatively simple and
low cost, the setup of illumination and imaging along the normal direction is suitable for
a wide variety of surface types, including both surfaces with predominantly specular
reflection and surfaces with predominantly diffuse reflection. In particular with respect to
the inspection of solder bumps, a larger NA vields a larger number of usable pixels at

the spherical bump top of smaller bumps.

While the basic concept of structured illumination outlined above and exemplified in the
cited patent US 8,649,024 B2 achieves the required precision and accuracy, an
unresolved problem is how {0 achieve these required characteristics while at the same

time meeting ever increasing throughput requirements at preferably low cost, moreover
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in a manner that is scalable. For example, the spatial light modulator of the cited patent
US 8,649,024 B2 used for generating the patlerned illumination is expensive, yet does
riot have the resolution and pixel counts for covering a large field of view, which,

however, would be essential for higher throughput.
SUMMARY OF THE INVENTION

it is an object of the invention to provide a method for three-dimensional topography
measurement of a surface of an object, which is easily implemented, provides sufficient

in-plane resolution and repeatability along the normal direction, and is scalable.

itis a further object of the invention to provide a system for three-dimensional
topography measurement of a surface of an object, which is of simple configuration,
provides sufficient in-plane resolution and repeatability along the normal direction, and is

moduiar and compact s0 as to be scalable.

The object regarding the method is achieved by a method according to claim 1 or claim
1.

The object regarding the system is achieved by a system according to claim 23 or claim
33.

in the method according to the invention for oplical three-dimeansional topography
measurement of a surface of an object, patterned illumination is projected through an
ohjective onto the suwface of the object. A relative movement is performed between the
object and the objective. A direction of this relative movement includes an obligue angle
with an optical axis of the objective. The surface of the object passes through a focal
plane of the objective during the relative movement; the optical axis of the objective s
perpendicular to the focal plane. During the relative movement a plurality of images of
the surface are recorded through the objective. The pattern of the patterned illumination
is at best focus in the focal plane of the objective; in planes parallel to the focal plane,
but offset from the focal plane along the optical axis, the patlern is out of focus. In an
image of the surface, those parts of the surface which are in the focal plane appear at

best focus in the image; parts of the surface not in the focal plane appear out of focus. A
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pattern on the surface at best focus, also imaged at best focus, has a high contrast,
while a patiern on the surface out of focus, also imaged out of focus, has a reduced
contrast in an image recorded of the surface. This dependence of the contrast on the
position of parts of the surface along the optical axis leads to a variation of the intensity
recorded from these parts of the surface of the object during the relative movement.
Height information for a respective position on the surface of the object is derived from
the variation of the intensity recorded from the respeactive position in the plurality of

images.

The height of a position on the surface refers to the distance of the position from a
reference plane along a direction normal o the reference plane. Typically, the reference
plane is defined by the macroscopic extension of the surface; for example, a
manufactured wafer bears a plurality of microscopic structures on its surface,
nonetheless, macroscopically, this surface appears as a plane surface and thus defines
a plane. While performing the method, the reference plane, if the object is correctly
aligned, is parallel to the focal plane of the objective. The heights for all positions on the
surface give the topography of the surface. Due to the obligue angle between the
direction of relative movement and the optical axis of the objective, the position of the
pattern of the patierned illumination relative to the surface of the object changes during
the relative movement. This obviates the need for separately modulating the pattern, as
is necessary in prior art methods of structured or patterned illumination, and thus
renders the method easier o implement. The relative movement between the object and
the objective, over the course of the relative movement, causes a modulation of the light
intensity impinging on any specific position on the surface to be measured. This
modulation is, on the one hand, due to the relative movement between the pattern of the
projected lllumination and the surface, just discussed above, bul, importantly, contains
an additional contribution due to the change of contrast of the pattern at the specific
position as the object is moved relative (o the objective. In tumn, this leads to a
modulation of the light intensity recorded from the respective position in the plurality of
images. Height for each respective position is derived from this modulation of recorded
tight intensity. The respective position of the object along the optical axis, for example

expressed as the position on the optical axis where the reference plane intersects the
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optical axis, at which each of the plurality of images has been respectively recorded, is

information used in the analysis to derive the height information.

in an advantageous embodiment, particularly suitable for compuiter driven performance
of the method and data analysis by a computer, each of the plurality of images is
recorded as a digital image, in other words as an array of pixels. Each of the images, by
digital image processing, is shifted such that a given position on the surface of the object
corresponds to one and the same pixel in the array of pixels for all images of the
plurality of images. This shift compensatas the displacement between the objective and
the object in a plane perpendicular to the optical axis of the objective, which
displacement is due 1o the oblique angle of the relative movement betweaen the object
and the objective. In this way the modulation of the hight intensity recorded from a
specific position on the surface of the object is moniiored by the values a specific pixel
of the array, representing the position on the surface in all the recorded images after the
shift, assumes in the various images of the pluraiity of images. Depending on the
number of pixels in the array, .. in the digital image, and on resclution requirements,
the values of more than one pixel may be combined, e.g. by summing or averaging, and
the result may be considered {o correspond {o the intensity of light recorded from the
respective position on the surface of the object for the further course of the method.
Averaging over plural pixels reduces noise. For example, the vailues of an NxN array of

pixels may be averaged, with, for instance, N=2, 3, 4, or &.

in embodiments, the patterned illumination is generated by incoherent fllumination of a
pattern mask. The patiern mask may in particular be a grating. More specifically, the
grating may be an amplitude grating or a phase grating. Non-limiting examples of grating
geometry which may be used are a line grating, a sinuscidal grating, or a cross-line
grating. The grating may alsc be a blazed grating. More generally, the pattern mask may
have a checkerboard pattern or a pinhole array, without being limited io these options.
Any pattern known in the art for generating structured illumination is suitable also for the
method according to the invention. The grating preferably is mechanical, for example an
etched shest of metal or a metal coated glass substrate, like for instance chrome {(Cr) on

glass.
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in principle, also a spatial light modulator may be considered for generating the
patterned illumination. A pattern mask or grating, however, is preferred for several
reasons. Gratings are available at considerably higher resolutions than spatial light
moduiators and are not limited by pixel counts; this is advaniageous both interms of
resoiution in the plane perpendicular to the optical axis and in terms of field of view. The
available, as well as the envisaged, pixel count for spatial light modulators is far behind
the pixel counts of cameras, for example CMOS based cameras, which may be used to
record digital images of the surface of the object according to the inventive method. This
means here a spatial ight modulator would be the dominating limitation, and thus should
be avoided. Furthermore, spatial light modulators capable of producing a modulation of
a certain minimum wavelength (limited by pixel count) are far more expensive than
gratings with an orders of magnitude lower distance betweean neighboring lines of the

gratings.

For improving contrast of the projected patterned illumination on the surface of the
object, the patterned illumination may advantageously be generated such that it only
contains a 0" diffraction order and one diffracted order, for example one 1% diffraction

order, at equal intensities. This may for example be achieved by using a blazed grating.

The steps of the inventive method, described above in general and with respect to
specific embodiments, may advaniageously be performed in paraliel on a plurality of
objects. In this way throughput can be increased; as the method is easier (o implement
than methods of prior art, this increase in throughput can also be achieved easily, and at

comparatively iow cost.

in a further general embodiment of the method according to the invention for optical
three-dimensional topography measurement of a surface of an object, patierned
Humination and uniform lumination are projected alternatingly through an objective onto
the surface of the object. Thus there are time intervals during which the surface of the
object is illuminated with patierned illumination, and time intervals during which the

surface of the object is illuminated with uniform illumination.
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A relative movement is performed between the object and the objective. A direction of
the relative movement includes a component along an optical axis of the objective; the
surface passes through a focal plane of the objective during the relative movement. The
optical axis is perpendicular to the focal plane. During the relative movement a plurality
of images of the surface are recorded through the objective. Height information for a
respeactive position on the surface of the object is derived from the variation of the

intensity recorded from the respective position in the plurality of images.

The height of a position on the surface refers {o the distance of the position from a
reference plane along a direction normal to the reference plane. Typically, the reference
plane is defined by the macroscopic extension of the surface; for example, a
manufactured wafer bears a plurality of microscopic structures on its surface,
nonetheless, macroscopically, this surface appears as a plane surface and thus defines
a plane. While performing the method, the reference plang, if the object is correctly
aligned, is parallel to the focal plane of the objective. The heights for all positions on the
surface give the topography of the surface. The respective position of the object along
the optical axis, for example expressed as the position on the optical axis where the
reference plane intersects the optical axis, at which each of the plurality of images has
been respectively recorded, is information used in the analysis to derive the height

information.

Of the plurality of images recorded during the relative movement between the object and
the objective, some images are recorded under the uniform illumination and some
images are recorded under the patterned lllumination. In an embodiment, images of the
plurality of images recorded under the uniform illumination are used for deriving height
information for a specular structure on the surface, and images of the plurality of images
recorded under the patterned illumination are used for deriving height information for
portions of the surface between specular struciures. For example, specular structures
may be solder bumps on the surface. Height information on the solder bumps is then
derived from the images recorded under uniform liumination, and height information on
the surface between the solder bumps is derived from the images recorded under

patterned ilflumination. In a specific embodiment, height information for specular
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structures, like for example solder bumps, is derived from the size of an image of a top
portion of the specular structure. This size varies between the images recorded under
uniform illumination, which variation also constitutes an intensity variation for the pixels
in the image representing the top portion in the various images. The position of the top
portion of the specular structure along the optical axis of the objective can be derived
from this size variation and thus indirectly height information for the specular structure
can be obtained. At best focus, Le. when the top portion of tha specular structure is in
the focal plane, the size of the image of the top portion is smallest. As an alternative,
haight information for a specular structure may be obtained from peak pixel intensity
over the course of the relative movement. The intensity recorded from the top of the
specular structure, and thus also the value of the pixel corresponding to the top of the
specular structure, is highest if the top of the specular structure is in the focal plane of

the objective.

In specific embodiments, the direction of the relative movement is parallel to the optical
axis of the objective. In these embaodiments, in the case of digital images, there is in
particular no nead for a shift, as mentioned above, of the recorded images, as there is
rio displacement of the object perpendicular to the optical axis of the objective. A given
pixel in the pixel array of the recorded digital images will correspond to the same

pasition on the surface of the object without such a shift.

Contrast of the pattern of the patterned illumination in images recorded of the surface of
the object under patterned iHumination varies over the course of the relative movement,
as it depends on the position any imaged part of the surface, or imaged position on the
surface, has along the optical axis of the objective. Contrast is best, if such part of the
surface or position on the surface is in the focal plane of the objective. Therefore, height
information on the part of the surface or position on the surface can be derived from the

contrast of the pattern in the plurality of images.

in embodiments with alternating illumination, tco, the patterned illumination may be
generated by incoherent ilumination of a pattern mask. The pattern mask may in
particular be a grating. More specifically, the grating may be an amplitude grating or a

phase grating. Non-limiting examples of grating geometry which may be usead are a line

Q
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grating, a sinusoidal grating, or a cross-line grating. The grating may also be a blazed
grating. More generally, the pattern mask may have a checkerboard pattern or a pinhole
array, without being limited to these options. Any pattern known in the art for generating
structured ilumination is suitable also for the method according to the invention. The
grating preferably is mechanical, for example an etched sheet of metal or a metal coated

glass substrate, like for instance chrome (Cr) on glass.

Also, and in analogy to the embodiments with a patterned illumination only, for
improving contrast of the projected pattermned illumination on the surface of the object,
the patierned Hlumination may advantageously be generated such that it only contains a
O" diffraction order and one diffracted order, for example one 1% diffraction order, at

equal intensities. This may for example be achieved by using a blazed grating.

As for embodiments with patterned illumination only, the steps of the method may
advantageously be performed in parallel on a plurality of objects. In this way throughput
can be increased; as the method is easier to implement than methods of prior art, this

increase in throughput can also be achieved gasily, and at comparatively low cost.

A system according to the invention for optical three-dimensional topography
measurement of a surface of an object comprises a source of pattermned illumination, an
objective, a detector, and means for performing a relative movement between the

objective and the object.

The objective is arranged to direct the patterned illumination to the surface of the object,
and is also arranged 1o image the surface of the object onto the detector, which infumn is
arranged and configured for recording a plurality of images of the surface of the object.
The detector may for example be part of a camera, configured to record digital images.
The detactor may for example be based on CMOS or CCD technology. The means for
performing a relative movement between the objective and the object are configured
such that a direction of the relative movement includes an oblique angle with an optical
axis of the objective. It is therefore sufficient to implement means which are capable of
performing a one-dimensional translational relative movement between the objective

and the object. There is no need, as thera is in prior art, to move for example the object
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along an optical axis of an objective used for imaging the surface of the object, and in
addition for example o modulate the patterned lliumination, either by using a spatial light

modulator or by additionally moving a grating.

in embodiments, the source of patterned illumination includes a light source and a
pattern mask. The light source may in particuiar be an incoherent light source, for

example one or plural light emitting dicdes (LEDs).

in embodiments, the pattern mask, without being limited thereto, has a checkerboard
patiern or a pinhole array. Other patterns, known in the art for generating patterned

Humination, may be used as well.

in particular, the pattern mask may be a grating, more specifically an amplitude grating
or a phase grating. The grating may for example be a line grating or a sinusocidal grating
or a cross-line grating. The grating may also be a blazed grating. The grating preferably
is mechanical, for example an elched sheet of metal or a metal coated glass substraie,

like for instance chrome (Cr) on glass.

in an advantageous embodiment, a beam splitter is arranged in such a way that both an
lumination path between the source of patterned illumination and the objective, and an
imaging path between the objective and the detector pass through the beam splitter. In
particular, the objective may be corrected to diffraction limited performance, the
correction also taking into account the beam splitter. In this way, an optical setup of high
quality is achieved, while at the same time this setup is of rather compact and simple
configuration. As a result, the setup can be realized as a low-cost module, and plural
moduies may be combined into a device for parforming 30 topography measurements

on a plurality of objects in paraliel.

A further reduction of imaging errors, and thus uitimately an increase in measurement

precision, is obtained by placing the pattarn mask and the detector in conjugate planes.

in a further general embodiment of the system for optical three-dimensional {opography

measurement of a surface of an object, the system comprises both a source of

11



20

WO 2017/136011 PCT/US2016/060599

patterned illumination and a source of uniform illumination, an objective, a deteclor, and

means for performing a relative movement betweaen the objective and the object.

The objective is arranged {o direct both the patterned illumination and the uniform
Humination to the surface of the object, and 1o image the surface of the object onto the
detector, which in turn is arranged and configured for recording a plurality of images of
the surface of the object. The detector may for example be part of a camera, configured
to record digital images. The detector may for example be based on CMOS or CCD
technology. The means for performing a relative movement between the objective and
the object are configured such that a direction of the relative movement includes at least
a component along an optical axis of the objective. The system may be configured such
that the source of patierned illumination and the source of uniform illumination can be

activated independently of each other.

in embodiments, the source of patterned ilumination includes a light source and a
pattern mask. The light source may in particular be an incoherent light source, for

example one or plural light emitting diodes (LEDs).

in embodiments, the pattern mask, without being limited thereto, has a checkerboard
patiern or a pinhole array. Other patterns, known in the art for generating patterned

Humination, may be used as well.

in particular, the pattern maslk may be a grating, more specifically an amplitude grating
or a phase grating. The grating may for example be a line grating or a sinusoidal grating
or a cross-iine grating. The grating may also be a blazed grating. The grating preferably
is machanical, for example an etched sheet of metal or a metal coated glass substrate,

like for instance chrome (Cr) on glass.

in an advantageous embodiment, a beam splitter is arranged in such a way that an
imaging path between the objective and the detector and at least one of an illumination
path between the source of patterned illumination and the objective, and an llumination
path between the source of uniform illumination and the objective pass through the
beam splitter. In particular, both the illumination path between the scurce of patterned

Humination and the objective, and the illumination path between the source of uniform
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Humination and the objective may pass through the beam splitter. The objeclive may be
corrected to diffraction limited performance, the correction also taking into account the
beam splitter. In this way, an optical setup of high guality is achieved, while at the same
time this setup is of rather compact and simple configuration. As a result, the setup can
be realized as a low-cost module, and plural modules may be combined into a device for

performing 3D topography measurements on a plurality of obhjects in parailel.

A further reduction of imaging errors, and thus ultimately an increase in measurement

precision, is obtained by placing the patterm mask and the detector in conjugate planes.

in an embodiment, the direction of the relative movement between the object and the

ohjective is parailel to the optical axis of the objective.

A system according to the invention generally may include or be connected {0 one or
plural computers for controliing the system and/or performing data analysis related (o
the three-dimensional topography measurement of a surface of an object. The system
may in particular be used, and suitably controlled, to perform any embaodiment of the
method according to the invention. The one or plural computers may be any suitable
known data processing apparatus, embedded or non-embedded, single processor,
multi-processor, single core, multi-core; plural computers may waork in parallel to perform
control of the system and/or data analysis, and may be connected with each other and

to the system via a local connection or via a data network, like the Internet.

BRIEF DESCRIPTION OF THE DRAWINGS

The nature and mode of operation of the present invention will now be more fully
described in the following detailed description of the invention taken with the

accompanying schematic drawing figures.

Figure 1 shows an embodiment of a system for 3D {opography measurements of a

surface of an object.

Figure 2 is a schematic enlarged view of the surface of the object.
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Figure 3
Figure 4a

Figure 4b

Figure &

Figure &
Figure 7
Figure 8

Figure 8

Figure 10

Figure 11

Figure 12

Figure 13

Figure 14

Figure 15

Figure 16

is a top view of the surface of the object with a projected pattern.
shows an object of step-like shape.

shows light intensity signals obtained from an object like in Fig. 4a with the

method according to the invention.

Hlustrates an optical configuration as used in the method and system

according to the invention.

shows contrast as a function of spatial frequency of a grating.
shows repeatability as a function of grating pitch.

shows an optical setup in conjunction with diffraction orders.

shows position of diffraction orders relative to imaging pupil for setup of
Fig. 8.

shows an optical setup in conjunction with diffraction orders.

shows position of diffraction orders relative to imaging pupil for setup of
Fig. 10.

shows an embodiment of a system for 3D topography measurements of a

surface of an object.
Hlustrates an optical situation when imaging a solder bump.

shows an operation sequence of the embodiment of a system for 3D

topography measurements of a surface of an object shown in Figure 12.

shows how height measurements are obtained from the operation

sequence shown in Figure 14

shows a relation between pixel intensity and position of llumination focus

point relative to object for a surface of small curvature.
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Figure 17 shows several examples of pattern masks for generating the patierned

iHumination.

Figure 18 shows an embodiment of a system for 3D topography measurements of a

surface of an object.

Figure 19 shows an optics module for carrying out the method according o the

invention.

Figure 20 shows a system for parallel inspection of plural objects.

DETAILLED DESCRIPTION OF THE INVENTION

Same reference numerals refer to same elements or elements of similar function
throughout the various figures. Furthermore, only reference numerals necessary for the
description of the respective figure are shown in the figures. The shown embodiments
represent only examples of how the invention can be carried out. This should not be

regarded as limiting the invention.

Figure 1 shows an embodiment of a system 1 for 3D topography measurements of a
surface 21 of an object 2. The system 1 has a source of patterned illumination 3; in the
embodiment shown, the source of patterned illumination 3 has a light source 31, for
axample one or plural LEDs, condeanser optics 32, and a pattern mask 33. Patterned
lumination of the surface 21 of the object 2 is generated by projecting the pattern mask
33 onto the surface 21. More precisely, in the embodiment shown, light from light source
31, after passing condenser 32 and pattern mask 33, reaches beam splitter 4, which
directs at ieast a portion of the light towards objective 5, through which the light reaches
surface 21 of object 2. Light from the surface 21 then passes through the objective 5
and reaches beam splitter 4, which directs a portion of the light from the surface 21 to a
detector 61, which, as is shown here, may be part of a camera 6. The objeclive &
defines an optical axis 51, and a focal plane 52; the optical axis 51 is perpendicular to

the focal plane 52. The projected pattern mask 33 is at best focus in the focal plane 52.
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Via the detector 61 a plurality of images of the surface 21 are recorded, while a relative
movement s performed between the object 2 and the objective 5. A direction 22 of the
refative movement between the object 2 and the objective 5 includes an oblique angle
23 with the optical axis 51. During the relative movement, the surface 21 of the object 2
passes through the focal plane 52 of the objective 5. In this macroscopic view of the
system 1, the focal plane 52 is shown coincident with the surface 21 of the object 2.
Parts of the surface 21 which lig in the focal plane appear at best focus in the images
recorded of the surface 21 via the detector 61. Due {o the obligue angle 23 between the
direction 22 of relative movement and the optical axis &1, the pattern of the patterned
Humination moves relative to the surface 21 of the object 2; in addition, the contrast of
the pattern, as recorded in the images of the surface, changes, as the surface 21
passes through the focal plane 52 over the course of the relative movement along
direction 22. As a result, the light intensity recorded from a position on the surface 21
varies between the images of the plurality of images. From this variation of the light
intensity, height information for the respective position on the surface 21 can be
obtained. For the sake of completeness we meantion that the relative movement between
the object 2 and the objective 5 may for example be achieved by moving the object 2 or

by moving the system 1, or by moving both the object 2 and the system 1.

Figure 2 1s a schematic enlarged view of a part of the surface 21 of the object 2,
showing that the surface 21 generally is not flat, but has structures, like for example the
elevation 24. The 3D topography measurements the invention is concernead with aim at
obtaining information on a height 25 of these structures, here explicitly shown for
glevation 24. The height 25 of the elevation 24 is understood as the extension of the
elevation 24 relative to a reference plane 26, along a direction perpendicular to the
reference plane 26. Also shown are the optical axis 51 and the pertinent focal plane 52
of the objective 5 (see Fig. 1). If the object 2 is correctly aligned in the system 1, the
focal plane 52 is parallel to the reference plane 26, and therefore the optical axis 51 is

perpendicular on both the focal plane 52 and the reference plane 26.

Figure 3 is a top view of the surface 21 of the object 2, showing a projected pattern 34,

originating from the source of patterned iilumination 3 (see Fig. 1). In the example
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shown, and with reference {0 the preceding figures, the object 2 is moved along
direction 22 relative o objective 5, so that this relative movement has a component 221
in the reference plane 26. As a result, the pattern 34 moves in direction 3%, opposite to
component 221, with respect to the surface 21 of the object 2. This implies that during
the relative movement the light intensity incident on a given position on the surface 21
will vary, and as a resull, the light intensity recorded from this position will vary between

the images recorded of the surface 21 by camera 6.

Figure 4a shows an object 2, the reference plane 26, and an optical axis &1 of an
ohjective 5 (see Fig. 1); the optical axis 51 is perpendicular to the reference plane 26.
The object 2 has portions 271 and 272, the height values of which, relative to the
reference plane 26, differ by an amount 251, so the object 2 has a step 27. In Fig. 4b
the corresponding intensity signal, as obtained by the method according to the invention,
is shown in a diagram. In the diagram, the abscissa 81 corresponds to a position of the
ohject 2 along the optical axis 51, and the ordinate 82 corresponds to light intensity
recorded from a position on the object 2 during relative movement, here more precisely
from the position of the step. The light intensity shows two portions of pronounced
modulation, 273 and 274. Assuming that in the case shown increasing valuas along the
abscissa 81 correspond {0 a movement of the object towards the objective, modulation
portion 273 results from the passage of portion 271 (greater height, closer o the
objective than portion 272) through the focal plane of the objective, and modulation
portion 274 results from the passage of portion 272 through the focal plane of the
objective. The difference between the positions of the maxima of the modulation
portions 273 and 274 on the abscissa 81 corresponds to the height difference 251
betweean portion 271 and 272 of the object 2. The high frequency modulations in the light
intensity, discernible in particular within the modulation portions 273 and 274, result from
the combined effact of the pattern and the relative movement between object and
ohjective. For example, if the patlern is a line pattern, these high frequency modulations
result as bright and dark lines of the patltern pass over the step 27 of object 2 of Fig. 4a.
The amplitude of these high frequency modulations, on the other hand, is determined by
the contrast of the line pattern on the surface of the object, here more precisely on the

portions 271 and 272, respectively, of object 2. The contrast is highest, and thus the
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amplitude of the high frequency modulations is highest, if the portion 271 or 272,

respactively, is in the focal plane 52 of the objective 5 (see Figs. 1 and 2).

Figure 5 shows an optical configuration for an illumination branch as can be used for
the method according to the invention. Beam splitter and camera, as in Fig. 1, are not
shown. The optical configuration shown in Fig. 5 is used to discuss measurement
uncertainty and possible improvements in this field, as precise measurements of height

are essential to the invention.

Shown arg, as in Fig. 1, light source 31, condenser 32, grating 33, objective 5 with
optical axis 51, and surface 21 of object 2. Objective 5 includes pupil 53, defining an

imaging numerical aperture (imaging NA) 54. Also indicated is ilumination NA 36.

For the following discussion, we introduce Cartesian coordinates, coordinate z along the

optical axis 51, and coordinate x perpendicular thersto.

in any plane perpendicular to the optical axis 51, the intensity | of an image of the

grating projected onto the plane can be expressed as
Hx,z2y=1,| 1+C(z) cos(----&---x +¢)

Here C(z) specifies the amplitude of intensity modulation as a function of z, Ais the
grating pitch, L.e. the distance between two neighboring lines of the grating 33, and @ is
a phase offsel. In order to measure the contrast and to ultimately determine the maxima
of modulation portions ke 273 and 274 shown in Fig. 4b, the fringe pattern i1s shifted in
x~-direction, which in the method according to the invention is accomplished by the
oblique angle of the relative movement batween the object and the objective, sees also
arrow 35 in Fig. 3. A number M of such fringe paitern shifis are made over the distance
of one grating pitch, or put differently, M images are recorded while the pattern is shifted
by one grating pitch due to the relative movement. The corresponding intensity values

for example are

. m
I, =111+ cos(—x—-27—+¢) |
m (;E < /\A lM ¢>—E
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where m is counting the fringe pattern shifts, 1sm=M. The minimum value of M is 3, but
preferably M is 4 or even higher. The fringe contrast can be evaluated from the "M-

bucket” aigorithm, described by the following calculation steps:

I =1

A

2 1
A=-—=5"{ sin{27

1Y i ( , )

2 X m—1
B=—{ cos(27 )

Af;; w OO
IR Ly S
{5 oo

]

if, for instance, a one-dimensional sinusoidal grating is used, the contrast of the
projected image of the grating as a function of z changes approximately as
(27N4 2A

z Iﬁ for A >
% Fé J ]‘//

Cw~ ) sine

where NA; is the numerical aperture 36 of the llumination, NA is the imaging numerical
aperture 54, A is the wavelength (or mean wavelength) of the light used for lumination,

and Cg is the maximum fringe conirast at best focus.

Error propagation theory vields the following expression for the variance of the fringe

contrast

o -2

ot TecT . Tacec .
V@?>:§(( apr>+;%%ﬁ V{B)+2[%&J;(;J(A?VQ&£%

oA | o4 |l 8

HE]
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which can be shown {o give

N2 (o)
1,

.~
C I
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Here <o> is the average noise of pixel intensity, and <o/l is the inverse of detecior
dynamic range in the sensor noise limited case, and the inverse of the square root of the

full well capacity of the sensor in the shot noise limited case.

The slope of focus response at 64% of the peak can be used o estimate measurement

repeatability, giving

Ax
O N
NENAC,
where N is the number of z-steps in the depth of focus. The measurement repeatability

can then be expressed as

JZ-A s (9"1 >

N, 8NAC, 1,

F, A

with Ny =MN indicating the total number of measurements, resulting from M fringe shifts
at each of N z-steps, where a z-step is the change of position along the optical axis 51

while the projected pattern moves by oneg grating pitch, due to the relative movement

between object and objective.

The goal of developing this error propagation model is to show how oplics parameters
affect performance at a fundamental level, so it is derived under ideal conditions in
which mechanical motion error and sensor noise are ignored. This model represents the
bast case scenaric. The preceding equation for the measurement repeatability shows

that the measurement repeatability can be improved by:
1. Smalier grating pitch (A)

2. Higher fringe contrast (Co)

3. Higher illumination numerical aperture (NA;), which is limited by optics
4. Higher inverse of image dvnamic range, which is limited by the sensor
5. Higher number of measurements, limited by daia rate and throughput
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Therefore smaller grating pitch and higher grating conirast are preferred. However,
grating pitch and fringe contrast are generally two conflicting requirements because
fringe contrast decreases with smaller grating pitch, as shown in Fig. 6 for the optical
transfer function of an incoherent imaging system with a circular aperture. In Fig. 6 the
grating pitch is shown as spatial frequency of the grating, normalized to the maximum
spatial frequency used. High spatial frequency means many grating lines per unit length,
and thus a small distance between neaighboring lines of the grating, 1.e. a small grating

pitch.

For incoherent illumination, the fringe contrast as a function of grating pitch is given by:

The measurement repeatability error as a function of grating pitch is obtained by
combining these equations and the preceding equation for o, the result is plotted in Fig.
7. The optimum grating pitch is a little above twice the cut-off pitch Amn, for simplicity, it

is written as:

Is]
A
A,Ow AL i

Therefore, for full NA illumination and shot noise limited case, the measurement

repeatability is given by:

NI <0' 7 >

N,8NAG4 |

[ -~

And in casea of shot noise limited case:

o ~14 1 1 A

’ JN N NA
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Here N indicates the full well capacity of the imaging sensor. This is the best scenario
case, o show the basic limit of the measurement performance. Real measurement is

often limited by mechanical noise, mainly from the z-positioning stability.

As can be seen from Fig. 6, the projected grating contrast at the oplimum grating pitch
(at half of cut-off frequency) is about 40%, given by the modulation transfer function

(MTF) of an incoherent imaging system. The low contrast is a result of the unbalanced
mixing of diffraction orders at the object plane on which the grating is projected. This is

further illustrated in Figs. 8 and 9.

Figure 8 shows condenser 32, grating 33, objective & with optical axis 51 and pupil 53,
and object 2. Also indicated are the depth of focus 28 and the grating pitch 331, as
appears projected on the obiect 2. The indications Oth, +1, and -1 refar to the OV
diffraction order, as well as to the two first order diffractions. The grating here is
assumed {o have a pitch egual to the wavelength of the light used for Hlumination

divided by the numerical aperture of the pupi 53.

Figure 9 shows that, for the setup of Fig. 8, for any given point on the illumination pupil,
only one of the two first order diffractions (i.e. either +1 or -1) passes through the optics,
while the other is diffracted to outside of the pupil. The image of the grating 33 on the
surface of the object 2 thus is formed either from diffraction orders 0 and +1, or from
diffraction orders 0 and -1, which regenerate the image of the grating by interference. As
the intensities of light in one of the first orders is lower than the intensity of light in the oY

order for a standard grating, the resulting image of the grating has a low contrast.

Figure 10 shows how to improve contrast. Shown are condenser 32, grating 33,
objective 5 with pupil 53, and object 2. Also indicated are the depth of focus 28, and the
grating pitch 331, as appears on the object 2. The grating 33 here is assumed to have a
pitch equal to the wavelength of the light used for illumination divided by the numerical
aperture of the pupil 53. The grating 33 here is such that it produces diffraction order {
and only one first order diffraction, here -1, wherein the 0" diffraction order and the
single first order diffraction have equal intensity. This can for example be achieved with

a blazed grating.
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Figure 11 shows that with the setup of Fig. 10, the image of the grating is formed by
interference of the 0 diffraction order and, in the case shown, the diffraction order -1.
As these two diffraction orders have equal intensity in the setup of Fig. 10, the resulting
image of the grating has an improved contrast in comparison with the situation shown in
Fig. 9. Contrast can in fact be improved to 100%, leading to a corresponding
improvement of measurement precision by more than a factor of 2. Several variations of

the setup of Fig. 10 are possible, for example an off-axis aperiure.

Note that the improved contrast (s not obtained at the expense of extended depth of
focus. As shown in Figs. 8 and 10, the geometric depth of focus, defined as distance
from position of best focus at which the grating contrast has degraded to half maximum,
both in the case of incoherent illumination, as in Fig. 8, and for partially coherent off-axis
Humination, shown in Fig. 10, is roughly A/NA. For exampile, for nearly coherent
Humination, where the numerical aperture for iflumination, NA;, is much smalier than the
imaging numerical aperture NA, the fringe piich can be at minimum {corresponding (o
maximum spatial frequency) of MZNA) and still have a fringe contrast of 100%. A
system where the contrast of the projected grating remains at 100% through a
practically infinitely large range of focus would have no height sensitivity on a specular

reflective swface.

Figure 12 shows an embodiment of a system 100 for 3D topography measurements of
a surface 21 of an object 2. The system 100 has a source of patterned llumination 3; in
the embodiment shown, the source of patierned Hlumination 3 has a light source 31, for
axample one or plural LEDs, condenser optics 32, and a patlern mask 33. The system
100 aiso has a source of uniform iilumination 7; in the embodiment shown, the source of
uniform illumination 7 has a light source 71, for exampie one or plural LEDs, and
condenser optics 72. A means 73, for example a beam splitter like a semi-transparent
mirror, is provided for directing both light from the source of uniform fliumination 7 and
from the source of patterned illumination 3 to beam splitter 4. Beam splitter 4 directs at
least a portion of the light towards objective 5, through which the light reaches surface
21 of object 2. Light from the surface 21 then passes through the objective § and

reacheas beam splitter 4, which directs a portion of the light from the surface 21 to a
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detector 61, which, as is shown here, may be part of a camera 6. The objective &
defines an optical axis 51, and a focal plane 52; the optical axis &1 is perpendicular to
the focal plane 2. On the surface 21 of the object 2 a structure is shown, which in

particular can be a specular structure, and here specifically is a solder bump 8.

By operating the light sources 31 and 71 alternatingly, an alternating illumination of the
surface 21 of the object 2 is provided. If the light source 71 is operated, i.e. caused to

amit light, the illumination of the surface 21 of the object 2 is uniform. If the light source
31 1s operated, Le. caused to emit light, the illumination of the surface 21 of the object 2

is patterned.

Via the detector 61 a plurality of images of the surface 21 are recorded, while a relative
movement is parformed between the object 2 and the objective 5. Some of the images
of the plurality of images are recorded while the surface 21 is subject io uniform
Humination, and some of the images of the plurality of images are recorded while the
surface 21 is subject o patterned dlumination. A direction 22 of the relative movement
between the obiect 2 and the objective 5 in this embodiment is parailel o the optical axis
51. During the relative movement, the surface 21 of the object 2 passes through the
focal plane 52 of the objective 5. In this macroscopic view of the system 100, the focal

plane 52 is shown coincident with the surface 21 of the object 2.

As in the embodiment shown the direction of relative movement 22 is parallel to the
optical axis 51 of the objective 5, in contrast to the embodiment of Fig. 1 there is no shift
of the projected patiern relative to the surface 21 of the object 2. The embodiment of
Fig. 12 is particularly aimed at inspecting surfaces with solder bumps. Solder bumps are
typically laid out in arrays on the surface 21, only one representative solder bump 91s
shown in Fig. 12, In areas between solder bumps, where the distance between solder
bumps is larger than the pitch of the pattern, &.g. grating, projected onto the surface, the
height of the surface between the solder bumps can be measured from the contrast of
the projected patiern without requiring a shift of the pattern relative o the surface. This
imphes that there is no need {o record plural images for each relative position between

ohject 2 and objective 5 along the optical axis 51, as is necessary in prior arl.
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in this embodiment, the surface height between the solder bumps 9 is determined from
images recorded under patterned illumination, while the height of the solder bumps S is

determined from images recorded under uniform dlumination.

We remark that, while in the embodiment shown in Fig. 12, the source of patterned
Humination 3 and the source of uniform illumination 7 have a light source each, this is
not 8 limitation of the invention. Embodiments are conceivable in which the source for
patterned illumination 3 and the source for uniform illumination 7 use a common light
source. In such a case suitable means are provided for achieving the alternating
Hlumination of the surface of the object by patterned and uniform ilumination. Such
means may for example be filters of switchable transmission, so that a path of light from
the light source to the further elements of the source for patterned illumination and the
source for uniform illumination, respectively, can be alternatingly blocked. The intensity
of light from the respective sources of Hlumination may also be controlled by controlling
the transmission of the respective fillers. Alternatively, the means may also be such that
they collect light from the light source and direct it alternatingly to the further elements of
the source for patierned ilumination and the source for uniform illumination,

respactively.

Figure 13 illustrates an optical situation whean imaging a solder bump 9, here of radius r.
it turns out that, due to the surface curvaiure of the reflective solder bump 9, only a
small portion of the bump top can be imaged. The size of the bump top visible to the
detector depends on both illumination numerical aperture and imaging numerical
aperture. At full numerical aperture (NA) illumination, the full-width-half-maximum radius
of the bump top visible to the detector is given by D=rNA. The optical NA needs to be
large enough to provide enough optical resolution so that individual bumps in an array
tayout can be measured accurately. The bump layout is typically 1:1 ratio of bump
spacing to bump diameter, therefore the imaging point spread function (PSF) needs to
be on the order of the bump radius to avoid oplical cross-talk between adjacent bumps.

The minimum NA is therefore:
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And the corresponding minimum diameter of a visible bump top then is
Dmin =~ A

For device topography inspection, the typical NA is around NA=0.1-0.3 in order to have
a large field size to image the whole device and also to achieve high throughput, so the
visible bump top is smaller than the optical PSF, therefore can be treated as a point
ohject of the imaging system. In this case, either the peak pixel intensity or the size of
the image of the bump top itself can be used for height measurement, since it follows

closely how the imaging point spread function changes with focus.

Figure 13 shows that, while a point P of the surface of the bump 9 may still be subject to
Humination through pupil 53, light reflected from this point P does not pass through the
pupil 53, and thus does not reach the detector 681 (see Fig. 12). The poirnt P of the
surface of the solder bump @ therefore is not visible in an image recorded by the
detactor 61. it should be appreciated from Fig. 13 that this failure of the reflected hight to
pass through the pupil 53 is mainily due to the specular nature of the reflection combined

with the curvature of the surface of the bump 9.

Figure 14 shows an operation sequence of the system shown in Fig. 12, which
itlustrates the alternating illumination generated by the source of patierned illumination 3
and the source of uniform illumination 7 in Fig. 12. The abscissa of the diagram shows a
position z, which is the position of the object 2 along the optical axis 51 of the objective 5
(see Fig. 12) during movement along direction 22. The ordinate shows the intensity of
the light emitted by the light sources 31 and 71, respectively. A square 143 with a
checkerboard patiern symbolizes the operation of the source for patierned llumination 3
(without the patiern being limited to checkerboard), and an empty square 147
symbolizes the operation of the source for uniform illumination 7. Arrows pointing from
the squares to bars 144, 148 in the diagram indicate the stages of movement along the
optical axis during which the respective source of illumination is active. So the source of
patterned ililumination 3 is active, i.e. provides illumination, for stages of the movement

along the optical axis 51 where bars 144 are shown in the diagram, and the source of
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uniform illumination 7 is active, i.e. provides illumination, for stages of the movement

along the optical axis 51 where bars 148 are shown in the diagram.

The bars 144 indicate a higher intensity of the light source 31 in the source of patterned
Humination 3 than the bars 148, which give the intensity of the light source 71 in the
source of uniform Hlumination 7. This is to show that the intensities of the light sources
can be adapted o the properties of the portions of the surface 21 on which
measurements are respectively performed. For measurements on the specular solder
bumps, a lower intensity is normally adequate than for measurements on the surface

between the solder bumps.

Figure 15 shows, for the purpose of fliustration only, a combined image 151 of solder
bumps under uniform illumination and the surface 21 between the solder bumps under
patterned illumination. Two diagrams are also shown. Diagram 157 gives, as a function
of z-position, i.e. position along direction 22 {(seea Fig. 12) paralle! to optical axis 51, the
intensity recorded from a solder bump 9. Diagram 153 gives, as a function of z-position,
the contrast measured from the surface 21 between the solder bumps 9. The intensity
shown in diagram 157 has a maximum at a z-position 158, the contrast shown in
diagram 153 has a maximum at a z-position 158, These z-positions 158, 159, where the
respactive maximum occurs, are the z-positions at which the top of the solder bump 9
{maximum 158) and the surface 21 (maximum 159), respeciively, pass through the focal
plane 52 (see Fig. 12). The difference 155 between these z-positions 158 and 159
therefore is the height of the soider bump 9.

As for the determination of the contrast values that enter diagram 153, these can be
calculated from a minimum of 2x2 pixels, if the projected pattern is a checkerboard
pattern matched to pixel size of detector 61 (see Fig. 12). Alarger pixel areg, L.e. an
NxN pixel area with N>2, can also be used. The choice will usually depend on distance
betweean bumps 9 and spatial resolution requirements perpendicular to the optical axis
51. Larger pixel areas lead {o a higher precision of the calculated contrast, bui,

avidently, to lower spatial resolution perpendicular {o the optical axis 51.
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Figure 16 shows the pixel response (e.g. value of a pixel representing light intensity
recorded by the corresponding pixel of the detector) in the method according to the
invention for a surface of small curvature, like a solder bump. To the left of the figure,
five images show light rays 164, directed o a focus point 165 {(only indicated in two of
the images), impinging on the surface of a hemisphere 163 (solder bump), for different
relative positions between the hemisphere 163 and the focus point 165, The diagram to
the right gives the pixal response on the ordinate 162, whila the abscissa 161 gives the
relative position between the hemisphere 163 and the focus point 165. The arrows
indicate which parts of the pixel response in the diagram correspond to which of the five

images on the left.

As can be seen, the pixel response has two maxima. The maximum having the smaller
value of the abscissa 161 corresponds o the situation where the focus point 165 of the
light rays 164 is at the top of the hemisphere 163, as shown in the second image from
below on the left. In a measurement, this situation occurs when the top of the solder ball
is in the focal plane 52 of the objective 5 (see Fig. 12). The second maximum occurs
when the focus point 165 of the light rays 164 coincides with the center of the
hemisphere 163, as shown in the second image from above on the left; note that the
light rays 164 do not actually penetraie into the hemisphere 163, but get reflected on its
surface. When performing a measurement, the direction of the relative movement
between the object 2 and the objective 5 is known; therefore, it is unambiguously clear
which of the two peaks corresponds to a top of a solder ball in the focal plane 52. The
other peak can be used to measure the curvature of the bump top surface, which in turn

can be used for calibration purposes to improve measurement accuracy.

Figure 17 shows several exampies of paltern masks for generating the patterned
Humination. These pattern masks can be used both in embodiments of the type shown
in Fig. 1, with patterned ilumination only, and in embodiments of the type shown in Fig.
12, with alternating patterned and uniform llumination. The invention is not limited to the
types of patiern masks shown here. The specific exampies shown are a sinusoidal
grating {A), a checkerboard (B), a line grid or cross-line grating {(C), and a pinhole array
(D).
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Figure 18 shows an embodiment of a system 200 for 3D topography measurements of
a surface 21 of an object 2. The embodiment shown is very similar {o the embodiment of
the system 100 shown in Fig. 12, where most of the elements that appear in Fig. 18
have already been discussed. In the system 200, a pupil mask 74 is included in the
source of uniform illumination 7. The pupll mask 74 acts as an illumination aperture. An
Humination aperture can improve image contrast and focus response of various feature
shapes. Also shown in Fig. 18 are two, non-limiting, examples of possible shapes of
pupil masks 74. Pupil mask exampie 741 is a ring aperture, pupil mask example 742 is a

circular aperture.

Figure 18 shows an optics module 300 that is an embodiment of a systermn according to
the invention and thus can be used for carrying out the invention. The configuration of
the optics moduie 300 shown here is similar {o the configuration of the system 1, shown
in Fig. 1, an optics module based on the configuration of system 100 of Fig. 12, or of

system 200 of Fig. 18 may also be conceived of.

A source for patierned illumination 3 includes a light source 31, a condenser 32, and a
pattern mask 33. From the source for patterned Hlumination 3 the light reaches beam
splitter 4, which directs a portion of the light {0 objective 5, from where it reaches object
2 and provides a patterned illumination of the surface 21 of the object 2. The objective 5
includes a pupil 53. Light from the surface 21 passes through objective 5 and beam
splitter 4, and then reaches detector 61 in camera 6. Deteclor 861 is used to record a
plurality of images of the surface 21 during a relative movement of the object 2 and the

objective 5, as has already been discussed above.

The moduie 300 is compact and simple, thus suitable for use in paraliel inspection of
plural objects. In order to provide a very specific, yet non-limiting example, the objective
5 may have a 22 mm field diameter, a NA of 0.2, and may be corrected for typically
30nm wavelength bandwidth of LED illuminations; this is preferred, as one or plural
LEDs are typically used as light source 21. The NA is large encugh to achieve sub-um
measurement precision and the field size can cover most of the sizes of objects that are
io be inspected. The beam splitter cube 4 in the imaging side splits the illumination path

from the imaging path, and is an integrated part of the lens design. This is a much
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simpler and more compact design than the conventional imaging microscopes which
have a separate objective lens and tube lens, and for which grating projection requires
an additional tube lens since ilumination and imaging path are split at the collimated
space between objective and tube lens. Another advantage of this design is that pattern
mask 33 and detector 61 are at exactly conjugate planes, therefore residual field
distortion is cancelled and sampling aliasing of projected patterns is eliminated. The
design is also telecentric on both object and image sides to minimize through focus

signal distortion.

Figure 20 shows a system 400 for parallel inspection of plural objects 2. Objects 2 are
placed on a conveyor 401 by pick-and-place device 402. The conveyor 401 carmies the
objects 2 {0 and past an arrangement 403 of inspection modules 404; in the specific
axample shown, the system 400 has three inspection modules 404, kach object 2 is
nspected by one inspection module 404, Each inspection module 404 performs a
method according to the invention on each object 2 it is used to inspect. His aiso
conceivable that the system 400 is configured such that the number of inspection
modules 404 can be varied, 1.e. that inspection moduies 404 can be added to or
removed from the system 400, depending on the number of objects 2 to ingpect and on

throughput reguiremenis.

Each inspection module 404 may for example be a module 300 as described in Fig. 19,
but may also be, for example, a system 1 as discussed in Fig. 1, a system 100 as
discussed in Fig. 12, or a system 200 as discussed in Fig. 18. The inspection module
404 may in general be any of the systems according o the invention discussed in the
context of Figs. 1 1o 19, as well as any system configured to carry out a method
according to the invention. The inspection module 404 may use the method according to
the invention based on a patterned illumination and a relative movement between the
object and the objective at an obligue angle between the direction of the relative
movement and the optical axis of the objective, or the method according to the invention

empioying a patierned illumination and a uniform Hllumination alternatingly.

in the above description, numerous specific details are given o provide a thorough

understanding of embodiments of the invention. However, the above description of
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Hustrated embodiments of the invention is not intended to be exhaustive or {o limit the
invention to the precise forms disclosed. Cne skilled in the relevant art will recognize
that the invention can be practiced without one or more of the specific details, or with
other methods, components, etc. In other instances, well-known structures or operations
are not shown or described in detail to avoid obscuring aspects of the invention. While
specific embodiments of, and examples for, the invention are described herein for
Hustrative purposes, various equivalent modifications are possible within the scope of

the invention, as those skilled in the relevant art will recognize.

These modifications can be made o the invention in light of the above detailed
description. The terms used in the following claims should not be construed to imit the
invention to the specific embodiments disclosed in the specification and the claims.
Rather, the scope of the invention is 1o be determined by the following claims, which are

to be construad in accordance with established doctrines of claim interpretation.
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Claims

1. A system for optical three-dimensional topography measurement of a surface of an object, the
system comprising:

a source of patterned illumination;

an objective including an optical axis perpendicular to a macroscopic extension of the surface
of the object, arranged to direct the patterned illumination to the surface of the object;

a detector arranged and configured for recording a plurality of images of the surface of the
object through the objective; and

a computer connected to the detector that is configured to determine height information for a
position on the surface of the object based on differences in light intensity of the plurality
of images, wherein the light intensity changes along a direction that includes an oblique

angle with the optical axis of the objective.

2. The system of claim 1, wherein the source of patterned illumination includes a light source and a

pattern mask.

3. The system of claim 2, wherein the pattern mask has a checkerboard pattern or a pinhole array.

4. The system of claim 2, wherein the pattern mask is a grating.

5. The system of claim 4, wherein the grating is an amplitude grating or a phase grating.

6. The system of claim 4, wherein the grating is a line grating or a sinusoidal grating or a

cross-line grating.
7. The system of claim 4, wherein the grating is a blazed grating.

8. The system of claim 1, wherein a beam splitter is arranged in such a way that both an
illumination path between the source of patterned illumination and the objective, and an imaging

path between the objective and the detector pass through the beam splitter.

9. The system of claim 8, wherein the objective is positioned to correct diffraction

caused by the beam splitter.

35



10. The system of claim 2, wherein the pattern mask and the detector are in conjugate

planes.

36



