
1  Compositions of Polypropylene and Polyamide INVENTOR: Jean-Roth Schauder,
Guy Wouters, Sudhin Datta  FIELD OF INVENTION [0001] The invention relates
to compositions of polypropylene and  polyamide for use in, for example,
molded articles for automotive applications.  BACKGROUND OF INVENTION [0002]
The grafting of polyolefins consisting largely of polypropylene  with polar
chemical modifiers, such as maleic anhydride (MAH) and acrylic acid  is
known. The grafting reaction can be performed in solution, in gas phase, or
by  surface modification. However, the most common grafting process is
performed  during melt processing, for example in single or multiple screw
extruders, rubber  masticators, Banbury mixers, Brabender mixers, roll-mills
and the like. Such  procedures are well-known and described in the technical
literature. The grafting  of polypropylene with unsaturated monomers
including maleic anhydride is  described, for example, in S.B Brown,
Reactive Extrusion, Chapter 4, published  by Polymer Processing Institute
(1992). U.S. Patent No. 5,439,974 addresses  adhesive blends suitable for
adhesion to one or more polypropylene substrates  consisting essentially of
a mixture of an impact copolymer and a graft reaction  product of a
propylene polymer and a carboxylic acid or a derivative thereof The
polymeric backbone, which is grafted, is an impact copolymer, defined as a
mixture of polypropylene and ethylene/propylene copolymer. [0003]
W002/36651, the disclosure of which is hereby incorporated  herein by
reference, describes methods for grafting propylenic elastomers, also
referred to herein as propylene-ethylene copolymers. W002/36651 discloses
grafting of propylene ethylene copolymers having a low ethylene content
(between 8 and 32 mole %), and with predominantly isotactic polypropylene
segments (>80% mm triad by13C NMR), giving polypropylene type crystallinity,
2  with MAH. These polymers, comprising low levels of ethylene content,
permit  



higher levels of grafting. [00041 Polyolefins, which have polar groups due
to such grafting  reactions, are used in blends with engineering
thermoplastics. These may have a  polyamide (PA) matrix and a dispersed
phase formed by the grafted polyolefin,  which acts as the impact modifier
(IM) so as to reduce brittle failure. The IM may  also include a non-grafted
EP rubber (EP) or a low-density amorphous or semi- crystalline polyolefin
(VLDPE). Certain publications suggest the use of an  ungrafted propylenic
elastomer as impact modifier. See, for example,  W099/65982 and
W02000/01766. In such a case, the grafted polyolefin acts to  compatibilize
the PA and the ungrafted IM. A three-component blend of PA,  ungrafted
polyolefin and MAH-grafted ethylene propylene rubber results. 10005] Impact
modification is also used where the matrix polymer is  polypropylene having
a high degree of crystallinity as generally indicated by  melting point of
over 100C. The polypropylene matrix polymer has different  properties from
the polyamide matrix polymer, which is reflected in the heat  resistance and
strength and reduced moisture sensitivity. Blends of polypropylene  and
polyamide have hence been employed with an additional impact modifier to
obtain a desirable overall balance of cost and performance. Stiffness can be
improved by incorporating the polyamide as a dispersed phase in a
polypropylene  matrix continuous phase. The cost of the composition can be
reduced at marginal  loss of performance by incorporating polypropylene as a
dispersed phase in a PA  matrix continuous phase. [00061 The manner in which
the different phases are intermingled has  influence on the overall cost
performance balance. MAH grafted polypropylene  has been used to improve
performance of polypropylene-polyamide alloys. EP- 658640 discloses a
three-component blend of polypropylene, PA and MAH- grafted polypropylene. 3
[0007] W002/36651, beginning on page 12 line 8, discusses blends of the
grafted propylene based elastomers with other alpha-olefin polymers and  



copolymers, e.g., polypropylene for fabrication into objects used in a
variety of  applications. Beginning on page 26 line 1, W002/36651 discusses
use as  compatibilizers of polyamide-polypropylene blends to increase the
percent of  elongation at break point. A composition comprising
polypropylene, a polyarnide,  and a MAH-grafted propylene based elastomer
would result. [0008] U.S. Patent Nos. 4,795,782 and 5,006,601 discloses
three  component blends of PA, MAH-grafted polypropylene and MAH-grafted
styrene- butadiene-styrene tri-block copolymers. Polymer Vol. 36 pages
4587-4603, 1995  discloses three-component blends of PA, polypropylene and
MAH-grafted EP  rubber. Run 12 in Table 1 of GB2226035 discloses blends of
PA, polypropylene,  EP copolymer and MAH-grafted propylene based Impact
Copolymer. JP_  03252436 discloses the use of compositions of polypropylene,
PA, EP copolymer  and MAH-grafted polypropylene. [0009] Embodiments of the
present invention may have one or more  advantages over previously known
materials, such as providing compositions  containing both PA and
polypropylene with improved cost performance balance  and improved balance
of impact strength and stiffness. In some embodiments, the  impact strength
may be significantly improved without substantive reduction of  stiffness,
particularly for compositions having a relatively low stiffness. SUMMARY OF
INVENTION [0010] In one embodiment, the invention provides a thermoplastic
composition comprising isotactic polypropylene with a melting point of at
least  110C, a polyamide, at least 2 wt% of a grafted functionalized
propylene-based 3a  elastomer having isotactic crystallinity, and optionally
an ungrafted polyolefin  having a melting point of less than 100C. The
grafted functionalized  propylene- based elastomer contains at least 0.25%
by weight, based on the total weight of  the elastomer, of MAH-derived
units. The combined weight percent of the  isotactic  polypropylene WO
2005/035648 4 PCT/US2004/033245  



and the polyamide is at least 70%, based on the total polymer weight of the
composition. The combined weight percent of the grafted functionalized
propylene-based elastomer and optional ungrafted polyolefin is at least 8%,
based  on the total polymer weight of the composition. [0011] In another
embodiment, the polypropylene provides the matrix into  which the other
components are dispersed, with the polypropylene comprising at  least 60 wt%
and the polyaniide comprising at least 10 wt%. In a particular aspect  of
this embodiment, the composition may have a Flexural modulus within the
range having a lower limit of 800 or 900 MPa and an upper limit of 1200 or
1600  MPa. In another particular aspect of this embodiment, the composition
may have  an improved impact resistance. For example, the composition may
have a ratio  [Izod Impact J/m2] / [Flexural Modulus in MPa] conforming to
the relationship: 12 < [Izod Impact J/m2] / [Flexural Modulus in MPa] x 1000
< 50; or  15 < [Izod Impact J/m2] / [Flexural Modulus in MPa] x 1000 < 45.
[0012] In another embodiment, the polyamide forms the matrix or  continuous
phase, with the polyamide comprising at least 60 wt% and the  polypropylene
comprising at least 10 wt%. In a particular aspect of this  embodiment, the
composition may have a Flexural modulus within the range  having a lower
limit of 1200 or 1400 MPa and an upper limit of 1800 or 2000  MPa. In
another particular aspect of this embodiment, the composition may have  a
ratio [Izod Impact J/m2] / [Flexural Modulus in MPa] conforming to the
relationship: 14 < [Izod Impact J/m2} / [Flexural Modulus in MPa] x 1000 <
80; or  18 < [Izod Impact J/m2] 1 [Flexural Modulus in MPa} x 1000 < 60.
[0013] In another embodiment, substantially equivalent amounts of  propylene
and polyamide can be used. 5  100141 In another embodiment, the dispersed
phases can be arranged to  have a small size, which may provide improved
impact performance and PA  derived reinforcement. 



[0015] In another embodiment, the present invention provides a molded or
extruded article made from any of the inventive compositions described
herein.  10016] In a particular aspect of any of the embodiments described
herein,  the composition has one or more of the following characteristics,
in any  combination: a. the composition comprises at least 2% or 4% by
weight of the  propylene-based elastomer, based on the total polymer weight
of the composition;  b. the combined weight percent of the propylene-based
elastomer and optional ungrafted polyolefin is less than 30%, based on the
total polymer weight  of the composition; c. the propylene-based elastomer
has crystallinity derived from  stereoregularly arranged propylene units; d.
the propylene-based elastomer has crystallinity derived from  isotactically
arranged propylene units; C. the propylene-based elastomer has a heat of
fusion of less than 40  Jig; f. the propylene-based elastomer has a melting
point of less than  110C; g. the propylene-based elastomer contains
MAH-derived units in an  amount within the range having a lower limit of
0.1%, or 0.5% by weight and an  upper limit of 1.5%, or 2% by weight, based
on the total weight of the clastomer; WO 2005/1135648 6 PCT/US20041633245
h. the propylene-based elastomer contains ethylene-derived units in an
amount within the range having a lower limit of 5 mol%, or 12.5 mol% and  an
upper limit of 25 mol%, or 40 mol%; , i. the propylene-based elastomer has a
heat of fusion of from 5 to  30 J/g, which reflects the elastomeric nature
of the polymer; j. the ungrafted polyolefin is an ethylene alpha-olefin
copolymer;  I the ungrafted polyolefin is an ethylene propylene copolymer;
1. the ungrafted polyolefin has a density of from 0.85 to 0.89g/cc;  



in. the ungrafted polyolefin has an ethylene content of from 45 to  65wt %;
n. the ungrafted polyolefin is used in an amount of from 60% to  20% by
weight, based on the total combined weight of the propylene-based  elastomer
and the ungrafted polyolefin; o. the ungrafted polyolefin is also a
propylene-based elastomer  having isotactic crystallinity and containing a
comonomer in an amount within 10  mol% of the amount of comonomer present in
the grafted functionalized  propylene-based elastomer; p. the comonomer of
the ungrafted polyolefin is ethylene; q. the comonomer of the grafted
functionalized propylene-based  elastomer is ethylene; r. the isotactic
polypropylene is selected from the group  consisting of a polypropylene
homopolymer and a polypropylene random  copolymer containing less than 1
Owt% of crystallinity-disrupting comonomer; and s. the polyamide is selected
from the group consisting of nylon 6,  nylon 12, and nylon 6,6. BRIEF
DESCRIPTION OF THE DRAWINGS WO 20115/035618 7 PCTIUS2004/033245  [00171
Figures 1 and 2 are graphs of the Izod impact strength and Flexural  modulus
of comparative and inventive compositions according to an embodiment  of the
invention. DETAILED DESCRIPTION  Grafted propylene-based elastomer [00181
The propylene-based semi-crystalline elastomers used in the  compositions of
the invention can be prepared by polymerizing propylene  optionally with
ethylene or higher alpha-olefins in the presence of a transition  metal
catalyst with an activator and optional scavenger. The crystallinity of the
propylene-based elastomer arises predominantly from crystallizable
stereoregular  propylene sequences. Comonomers or propylene insertion errors
separate these  



sequences. While syndiotactic configuration of the propylene is possible,
polymers with isotactic configurations are preferred. [00191 The transition
metal catalyst may be a metallocene or a non- metallocene as disclosed in
W003/040201. The comononter used with propylene  may be linear or branched.
Linear alpha-olefins include, but are not limited to  ethylene, and C4 to
C2o a-olefins such as 1-butene, 1-hexene, and 1-octene.  Branched
alpha-olefins include, but are not limited to 4-methyl-l-pentene, 3-
methyl-l-pentene, and 3,5,5-trimethyl-l-hexene. The use of a chiral
transition  metal catalyst ensures that the methyl groups of the propylene
residues have  predominantly the same tacticity. For the polymers of the
present invention the  low levels of crystallinity in the propylene-based
elastomers are derived from  isotactic polypropylene obtained by
incorporating alpha-olefin comonomers as  described above. The
propylene-based elastomer of the invention can have a heat  of fusion within
the range having an upper limit of 40, or 30, or 25, or 20, or 15  J/g and a
lower limit of 0.5, or 1, or 5 J/g. [0020] The crystallinity of the
propylene-based elastomer can also be  expressed in terms of crystallinity
percentage. The thermal energy for the highest  order of polypropylene is
estimated at 189 J/g. That is, 100% crystallinity is equal WO 2005/035648 8
PCT/US2004/033245  to 189 J/g. Therefore, according to the aforementioned
heat of fusion values, the  propylene-based elastoiner of the invention can
have a polypropylene crystallinity  within the range having an upper limit
of 15%, or 13%, or 11% and a lower limit  of 0.25%, or 0.5%. The
propylene-based elastomer preferably has a single broad  melting transition.
Typically a sample of the polymer will show secondary melting  peaks
adjacent to the principal peak, which may be considered together as a single
melting point. The highest of these peaks is considered the melting point (T
max).  The propylene-based elastomer of the invention can have a melting
point within  the range having an upper limit of 75C, or 65C, or 60C and a
lower limit of  25C, or 30C. The weight average molecular weight of the
propylene based  elastomer can be within the range having an upper limit of
5,000,000 daltons, or  



500,000 daltons and a lower limit of 10,000 daltons, or 80,000, with a MWD
(Mw/Mn) within the range having an upper limit of 40.0, or 5, or 3 and a
lower  limit of 1.5, or 1.8. In some embodiments, the propylene-based
elastomer can  have a Mooney viscosity ML (1+4)@125C less than 100, or less
than 75 or less  than 60, or less than 30. 10021] In one embodiment, the
propylene-based elastomer of the invention  comprises a random
crystallizable copolymer having a narrow compositional  distribution. The
intermolecular composition distribution of the polymer is  determined by
thermal fractionation in a solvent. A typical solvent is a saturated
hydrocarbon such as hexane or heptane. This thermal fractionation procedure
is  described in W002/083753. Typically, approximately 75% or 85% by weight
of  the polymer is isolated as one or two adjacent, soluble fraction with
the balance of  the polymer in immediately preceding or succeeding
fractions. Each of these  fractions has a composition (wt. % ethylene
content) with a difference of no  greater than 20% (relative) and more
preferably 10% (relative) of the average  weight % ethylene content of the
polypropylene copolymer. The propylene-based  elastomer has a narrow
compositional distribution if it meets the fractionation test  criteria
outlined above. 9  10022) In one embodiment, the length and distribution of
stereoregular  propylene sequences in the propylene-based elastomers of the
invention is  consistent with substantially random statistical
copolymerization. It is well known  that sequence length and distribution
are related to the copolymerization reactivity  ratios. By substantially
random, we mean copolymer for which the product of the  reactivity ratios is
generally 2 or less. In stereo-block structures, the average  length of
polypropylene sequences is greater than that of substantially random
copolymers with a similar composition. [00231 Prior art polymers with
stereo-block structure have a distribution of  polypropylene sequences
consistent with these blocky structures rather than a  random substantially
statistical distribution. The reactivity ratios and sequence  



distribution of the polymer may be determined by "C NMR, as is discussed in
detail below, which locates the ethylene residues in relation to the
neighboring  propylene residues. To produce a crystallizable copolymer with
the required  randomness and narrow composition distribution, it is
desirable to use (1) a single  sited catalyst and (2) a well-mixed,
continuous flow stirred tank polymerization  reactor, which allows only a
single polymerization environment for substantially  all of the polymer
chains of the polypropylene copolymer. The grafting options [00241 The
propylene-based elastomer may be grafted with grafting  monomer, such as,
but not limited to MAH, and ethylenically unsaturated  carboxylic acid or
acid derivative, such as an acid anhydride, ester, salt, amide,  imide, and
the like. Such monomers include, but are not limited to the following:
acrylic acid, methacrylic acid, maleic acid, fumaric acid, itaconic acid,
citraconic  acid, mesaconic acid, crotonic acid, maleic anhydride, 4-methyl
cyclohex4-ene- 1,2-dicarboxylic acid anhydride,
bicyclo(2.2.2)oct-5-ene-2,3-dicarboxylic acid  anhydride, 1,2,3,4,5,&g,
lo-octahydronaphthalene-2,3-dicarboxylic acid  anhydride,
2-oxa-l,3-diketospiro(4.4)non-7-ene, bicyclo(2.2.1)hept- 5-ene-2,3-
dicarboxylic acid anhydride, maleopimaric acid, tetrahydrophtalic anhydride,
norbom-5-ene-2,3-dicarboxylic acid anhydride, nadic anhydride, methyl nadic
WO 2005/035648 10 PCT/US2084/033245  anhydride, himic anhydride, methyl
himic anhydride, and x-methyl- bicyclo(2.2.1)hept-5-ene-2,3- dicarboxylic
acid anhydride (XMNA). As used  herein, the term "grafting" denotes covalent
bonding of the grafting monomer to a  polymer chain of the polymeric
composition. [00251 Generally the compatibilizing effect is influenced by
the level of  grafting. The propylene-based elastomer containing ethylene
derived units may be  grafted to a higher degree. The grafting level can be
within the range having an  upper limit of 2.Owt%, or 1.5wt% and a lower
limit of 0.1 wt% or 0.3 wt%. The ungrafted polyolefin 100261 The ungrafted
polyolefin of the invention can be any polymer used  



as impact modifier in the-past and includes lower density materials often
referred  to as "plastomers" and materials referred to as "elastomers." For
example, in one  embodiment, the ungrafted polyolefin may be an impact
modifier containing  ethylene alpha-olefin copolymers. In a particular
aspect of this embodiment,  known types of ethylene alpha-olefin copolymers
having a density of from 0.85 to  0.89 g/cc may be used, including, but not
limited to ethylene butene, ethylene  hexene, ethylene octene, and ethylene
propylene copolymers. The ethylene  propylene copolymers may, have an
ethylene content of, for example, 45 to 65  weight percent. The ethylene
octene copolymers may have an ethylene content of,  for example, 60 to 70
weight percent. In another particular aspect of this  embodiment, the
grafted propylene-based elastomer contains ethylene-derived  units as
discussed above, and the ungrafted polyolefin is an impact modifier
containing ethylene and/or propylene derived units. The ungrafted polyolefin
can  also be a propylene based semi-crystalline polymer which may or may not
employ  the same comonomer type or the same level of the comonomer as the
grafted  propylene-based elastomer. The ungrafted polyolefin elastomers are
generally  used in an amount of from 60 to 20 wt% based on the total weight
of (C) and (D)  combined weight of the propylene-based elastomer and the
ungrafted polyolefin.  Details of the matrix components WO 21105/035648 11
PCT/11 5 2110 4 /113 3 2 4 5  100271 The isotactic polypropylene is
generally selected from a  polypropylene homopolymer, a polypropylene random
copolymer containing less  than 10 wt % of crystallinity disrupting
comonomer, and an impact copolymer  containing segments which are largely
formed by propylene derived units and a  more amorphous ethylene containing
segment. Such polymers are well known and  available conunercially. The
impact of the selection on the general properties of  the composition as a
whole can be predicted from the known physical properties  of the
polypropylene. 100281 The polyamide is generally selected from any of the
types  described in Nylon Plastics Handbook, edited by Melvin I. Kohan,
Hauser  



Publishers ISBN 1-56990-189-9. The polyamide may be, for example, nylon 6,
nylon 12 or nylon 6,6. Blendin  100291 The compositions of the invention can
be prepared on apparatus  and by methods well known in the manufacture of
thermoplastic elastomers in  general and polyolefins in particular. For
example, batch methods can be used, as  well as continuous mixing
procedures. Extruders, such as twin screw extruders,  are a non-limiting
example of a continuous mixer. In a particular embodiment, a  co-rotating
twin screw extruder is used. EXAMPLES  [00301 In the Examples below, the
following ungrafted components were  used: PP is a propylene homopolymer
sold by ExxonMobil Chemical as  EscoreneTM (Registered Trade Mark PP4352
which has an MFR at 230C,  2.16 kg of 3 g/min. NPP1 and NPP2 are
propylene-based elastomers in the form of propylene  ethylene copolymers. WO
201)5/035648 12 PCT/11S2004/033245  PA-6 is Ultramid B3, a nylon 6 grade
sold by BASF with an MVR (at  275C, 5 kg) of 130 ml/I0 min determined
according to DIN1133. EP is a narrow molecular weight distribution
ethylene-propylene  copolymer sold as Vistalon 785 by ExxonMobil Chemical
having a  Mooney (ML(1+4), 125C of 30 and an ethylene content of 49 wt%.
[00311 The grafted components were as follows:  Table I MFR MAR wt% C
Content Crystallinity/  (230C,352g) = Heat of Fusion  MAH grafted 22 0.6 0
105 J/g  PPI MAH grafted 1.6 1.04 9 88 J/g  



ICP MAH grafted NPP1 9 0.95 10.6 19 J/g  MAH grafted NPP2 7 0.96 15.2 4 JIg
MAH grafted 3* 0.7 50 0 J/g  EP MFR at'-). 16 kg. [0032] The feedstock
included: PPI a polypropylene homopolymer; JCP a  heterophasic impact
copolymer made in series reactor with a fraction of  predominantly propylene
homopolymer and ethylene propylene copolymer as are  available commercially;
NPPI and NPP2 propylene based elastomers in the form  of propylene ethylene
copolymers; and EP is an ethylene propylene elastomer.  [00331 The
MAH-grafted polymers were prepared by reacting appropriate  concentrations
of MAH with the different polymeric feedstock. The polymers  were melt
functionalized on a non-intermeshing counter-rotating twin screw  extruder
under the following conditions: 97.5 weight % of the feedstock, 2.5  weight
% of Crystalman MA, 0.4 wt% of a 10 % solution of Luperox 130 under
conditions similar to those in W98/07769, the disclosure of which is hereby
incorporated herein by reference. WO 2005/035648 13 PCT/US2004/033245
[0034] The various components mentioned in the Tables including the  maleic
anhydride material where appropriate were then blended with the PP and  PA-6
(Ultramid B3 etc) in different proportions and combinations. The blending
equipment is an intermeshing co-rotating twin screw extruder (34mm, L/D=36)
according to conditions similar to those in W98107769. The blends were then
tested as indicated in the Tables. 100351 Some ungrafted materials used are
given in Table 2.  Table 2 MI Density (g/cc)  Melt Index measured at  



190C, 2.16Kg  (ASTM 1238) EO1 1 0.882  E02 1 0.87  E03 0.5 0.868  E04 0.5
0.863  E05 1 0.857  E06 10 0.882  E07 30 0.87  E08 13 0.864  E09 30 0.882
[0036] All were ethylene octene copolymers made in a solution process using
a metallocene based catalyst and NCA activator made by processes similar  to
those described in W000/24792 and W000/24793, the disclosures of which are
hereby incorporated herein by reference. [0037] The proportions and results
were as set out in Tables 3, 4 and 5. In  the Tables below, "F(max)" is the
Force at maximum load in a stress strain curve  which does not have a yield
point, and "E-Mod." is the modulus of elasticity  measured in a stress
strain test and corresponds to the ratio of stress per unit of
cross-sectional area to the corresponding strain for a strain from 0.005% to
0.25%. WO 2005/135648 PCT/1JS2004/033245  14 v, Ev ooov~r v m  ^ O N N N N N
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w~`=' WO 20051035648 PCT/US2004/033245  17 [0038] The results in terms of
the Izod impact strength and Flexural  Modulus for Table 3 and Table 4 are
plotted in Figure 1 and 2. These illustrate  that, at equivalent modifier
level (10%), this new composition increases impact  strength by 60% versus a
50/50 blend of maleic anhydride grafted alpha olefin  propylene copolymer
and an ungrafted alpha olefin propylene copolymer or  versus a 10% maleic
anhydride grafted alpha-olefin propylene copolymer while  keeping flexural
modulus unchanged. Use of EP and EO copolymer as auxiliary  impact modifier
and more amorphous types to propylene based elastomer appear  to be more
effective. 100391 Various tradenames used herein are indicated by a TM
symbol,  indicating that the names may be protected by certain trademark
rights. Some  such names may also be registered trademarks in various
jurisdictions. [0040] All patents, test procedures, and other documents
cited herein are  fully incorporated by reference to the extent such
disclosure is not inconsistent  with this invention and for all
jurisdictions in which such incorporation is  permitted. [0041] While the
illustrative embodiments of the invention have been  described with
particularity, it will be understood that various other modifications  will
be apparent to and can be readily made by those skilled in the art without
departing from the spirit and scope of the invention. Accordingly, it is not
intended that the scope of the claims appended hereto be limited to the
examples  and descriptions set forth herein but rather that the claims be
construed as  encompassing all the features of patentable novelty which
reside in the present  



invention, including all features which would be treated as equivalents
thereof by  those skilled in the art to which the invention pertains. When
numerical lower  limits and numerical upper limits are listed herein, ranges
from any lower limit to  any upper limit are contemplated. Is  CLAIMS We
claim: 1. A thermoplastic composition comprising: (A) isotactic
polypropylene, optionally containing comonomer, with a  melting point of at
least 110C and (B) a polyamide; (A) and (B) constituting at  least 70wt%;
(C) at least 2 wt% of a grafted funetionalized propylene-based elastomer
having isotactic crystallinity, a heat of fusion of less than 40 J/g, and a
melting  point of less than 110C; and containing at least 0.25 wt% of
MAH-derived units  based on the total weight of (C); and optionally (D) an
ungrafted polyolefin  having a melting point of less than 100C, (C) and (D)
combined being at least 8  wt%, the wt % of (A), (B), (C) and (D) being
calculated on the. basis of the total  polymer weight. 2. Composition
according to Claim 1 in which (C) is at least 4 wt% and (C)  and (D)
combined are less than 30 wt%. 3. Composition according to Claim 1 or Claim
2 in which the polypropylene  comprises at least 60 wt% and the polyamide
comprises at least 10 wt%,  the polypropylene forming the matrix and said
composition having a  Flexural modulus of from 800 to 1600 MPa, preferably
from 900 to 1200  MPa as determined by ISO 178. 4. Composition according to
claim 3 in which the composition has a ratio  [Izod Impact Jim) / [Flexural
Modulus in MPa) : 12 < [Izod Impact J/m21 / [Flexural Modulus in MPa] x 1000
< 50;  preferably 15 < [Izod Impact J/m2] / [Flexural Modulus in MPa] x 1000
< 45, wherein  



Izod Impact is determined by ISO 180/4A. 19  5. Composition according to
Claim 1 or Claim 2 in which the polyamide comprises at least 60 wt% and the
polypropylene comprises at least 10  wt%, the polyamide forming the matrix
and said composition having a  Flexural modulus of from 1200 to 2000 MPa,
preferably from 1400 to  1800 MPa as determined by ISO 178. 6. Composition
according to claim 5 in which the composition has a ratio  [lzod Impact
J/m2] / [Flexural Modulus in MPa] : 14 < [Izod Impact J/m2] / [Flexural
Modulus in MPa] x 1000 < 80;  preferably 18 < [Izod Impact J/m21 / [Flexural
Modulus in MPa] x 1000 < 60, wherein  Izod Impact is determined by ISO
180/4A. 7. Composition according to any of the preceding claims in which
propylene- based elastomer, has crystallinity derived from stereoregularly,
preferably  isotactically, arranged propylene derived units, with a heat of
fusion of less  than 40 J/g and a melting point of less than 110C and/or in
which the  propylene based elastomer contains from 0.1 to 2 wt %, preferably
from  0.5 to 1.5 wt% of MAH-derived units. 8. Composition according to any
of the preceding claims in which the  propylene-based elastomer contains
from 5 to 40 mol % of ethylene- derived units, preferably from 12.5 to 25
mol %, and has a heat of fusion  of from 5 to 30 J/g. 9. Composition
according to any of the preceding claims in which the  ungrafted polyolefin
is an ethylene propylene copolymer elastomer or  plastomer having a density
of from 0.85 to 0.89 g/cc and preferably is an  EP copolymer having an
ethylene content of from 45 to 65 percent, more  preferably used in an
amount of from 60 to 20 wt % based on the total  weight of (C) and (D). 19a



10. Composition according to any of the preceding claims in which the
ungrafted polyolefin (D) is a propylene based elastomer having isotactic
crystallinity, preferably containing a comonomer type, such as ethylene, WO
2005/1135648 PCT/US2004/033245  20 the same as that in (C), and especially
with an amount of comonomer  which is within 10 mol% of that of (C). 11.
Composition according to any of the preceding claims in which the
polypropylene is a polypropylene homopolymer, a polypropylene random
copolymer containing less than 10 wt % of crystallinity disrupting
comonomer and/or the polyamide is nylon 6, nylon 12 or nylon 6,6. 12. Molded
or extruded article made from blend according to any of preceding  claims. 


