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apparatus consisting of ·a male part provided with 
bars and a female part corresponding to the male s 
part and provided with grooves. 

BACKGROUND ART 

Packaging materials for liquid pack&ges con- fO 

slsting of board or cardboard laminated with ther­
moplastic and possibly aluminium foil are normally 
provided with fold lines, so-called crease lines 
which are made when the packaging material Is in 
web form. These crease lines are made using ts 
creasing tools which normally consist of a male 
part with bars and a corresponding female part 
provided with grooves. In conventional creasing, 
these tools are made. of metal, with or without a 
surface coating. The crease line is made in that the 20 

material passes between the male and female parts 
of the creasing tool and, when both of the tool 
parts are forced towards one another, the pack­
aging material is broken belVie"Gtf;thf'tS'attS· so 1tiat 
crease lines occur. 25 

Since the packaging material is forced between 
the two metal parts of the tool, the material Is 
exposed to guite large stresses and. Instead of 
forming n· distinct crease line, the tool may bring 
about th~n of. 'two folding or crease Hou. 30 
and may also cause the packaging material. in the 
process to be partly delaminated and thereby 
weakened. Trials have been carried out in which 
ttle entire female part of the tool has been provided . 
with a rubber coating, but because of tensions in 3S 

the rubber, It has not been pQSSible in this manner 
to obtain perfect creases. SimHarly, it i$ difficult in 
this ·case to obtain a pitch stroke Which is con$tant 
throughout. The pitch stroke is the packaging 
length· which must always be uniform in order to 40 

ensure that all packages have the same volume 
and size. 

OBJECTS OF THE INVENTION 

One object of the present invention is to devise 
a creasing apparatus which_ may execute ,9jstioct 
g;gaa Hoos wilflout nakenjgg Jbe materjal. In 
addition, the creasing apparatus must be relatively 

45 

economical to manufacture. &a 

A further object of the present invention is that 
the Creasing apparatu• be easy to install at various 
settings, and require few or no adjustments. 

SOWTION 55 

These and other objects· have been attained 
according to the present invention In that the creas-
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Ing apparatus of the type described by way of 
introduction has been given the characterizing fea­
ture that profiles· Of elastic material are inlaid In the 
grooves of the female part. 

Preferred embodiments of the present inven­
tion have further been given the characterizing fea­
tures as set forth in the appended subclaims. 

BRIEF DESCRIPTION OF THE. ACCOMPANYING 
DRAWINGS 

One preferred embodiment of the present in­
vention will now be described in greater detail 
hereinbelow, with particular reference to the ac­
companying Drawings in which: 

Fig. 1 is a seetlon of a part of the creasing 
apparatus; 
Fig. 2 shows a basic element of the groove 
profiles; and 
Fig. 3 shows a crease pattern with Inlaid groove 
profiles. 
The Drawings show only those details which 

are essential to an understanding of ·the present 
invenfian. · 

DESCRIPTION OF PREFERRED EMBODIMENT 

The creasing apparatus as illustrated In Fig, 1 
consists of a male part 1 with· bars 2 upstanding 
from the surface, the bars being clearly rounded­
off, and a female part 3 corresponding to the male 
part 1. Grooves 4 are milled in the female part 3 
and profiles 5 of an elastic material are inlaid in 
these grooves. In the preferred embodiment, the 
elastic material is rubber, such as urethane rubber 
and of a hardness corresponding to 90-97 • Shore. 
Tests have shown that a rubber hardness of ap­
prox. 93 • Shore is often suitable. Softer rubber 
qualities, below 90 • Shore, require a greater pres­
sure between the tool parts in order to obtain an 
acceptable crease line. Harder rubber qualities. 
above 97 • Shore, suffer from insufficient elasticity 
and have properties which begin to liken those of 
steel. 

BOth . of the parts 1 and 3 of the . creasing 
apparatus can be designed as plates which are 
forced towards one another with the packaging 
material 6 thetebetween, but are normally designed 
as two rollers with the packaging material. 6 pass­
ing between them. 

The rubber profiles 5 may be of different ap­
pearances, but ~g. 2 shows .a basic element 7 of a 
profile 5 •. The profile 5 has a square cross section 
which correspond$ to the cross section of the 
groove 4. The dimensions of the profile 5 may 
vary' 'but for most practical applications it is suffi­
cient with a profile which is 6 x 6 mm. The inten­
tion is to have as -~w rubber parts as possible 
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wf1hout, to that end, risking that the tools become 
difficult to adjust in their settings. 

Fig. 3 shows other types of elements 8 which 
may occur. Fig. 3 shows a crease pattern in which 
the groove profiles 5 are laid out. Of course, the 
larger elements 8 can be divided into smaller ele­
ments if this is con~idered suitable in order that as 
many parts as possible can readily be replaceable. 

The basic element 7 according to Fig. 2 has an 
elongate configuration and, In both ends, T-shaped 
end pieces 9 ·which are also of square cross sec­
tion. The T-shaped end ·pieces 9 are employed to 
lock the profile 5 fixedly in the groove 4 and this 
feature also makes it possible for the profiles 5 to 
be slightly pretensioned when they are applied into 
the grooves 4. A tensioning of between 2 and 20 % 
may be appropriate. Practical experiments dem­
onstrate that a pretensioning of approx. 7 % Is 
sufficient. Otherwise, the profiles 5 lie loose in the 
grooves 4 and move somewhat in the direction of 
rotation when the tools consist of two counter­
operating rollers. As a result of the pretensioning, 
the rubber material constantly compensates for 
those stresses which occur in the crease making 
process and a correct mutual spacing between the 
crease lines in the packaging material 6 will be 
obtained. 

By varying the height H of the p~file 5, a 
different pressure on the crease line can be ob­
tained. Alternatively, different heights of the bars 2 
of the male part 1 may be employed. Hereby, it is 
possible to vary the pressure on the different 
creases in a crease pattern and by such means 
achieve an optimum creasing procedure. 

Creasing with a tool .according to the present 
invention is gentle on the packaging material 6 
given that the packaging material Is not pressed 
between two metal parts. Moreover, the tool proper 
will be subject to less wear since it is a metal part 
in the male tool 1 which is forced against an elastic 
material in the female part 3. This is particularly 
suitable on creasing of clay coated packaging. ma­
terials 6, since otherwise the clay particles wear out 
the tool parts. 

As a result of the creasing ap~s according 
to the present invention, the tool as a whole Is 
much easier to adjust tl)an conventional creasing 
tools, since the rubber profiles · 5 inlaid in the 
grooves 4 of the female part 3 are. wider than the 
bar 2 of the male part 1. Trials have also dem­
onstrated that a. preset tool needs no subseqqent 
re-adjustment. 

The creasing apparatus according to the 
presltnt invention also makes It possible for the 
profiles. 5. divided Into elements to be easily re­
placed if a profile 5 were to become worn out or 
damaged. Since only one profile element 7 may 
perhaps need to be replaced on a female part 3, 

the service life of the tools will be prolonged. 
As is apparent from the above description, the 

present invention realizes a creasing apparatus 
which gives distinct and exactly placed crease 

6 lines. The creasing apparatus contributes i.n the 
gentle treatment of the packaging material· and also 
assists In ensuring that certain packaging materials 
do not wear out the parts of the creasing appara­
tus. ·Furthermore, the creasing apparatus is rela-

10 tively economical to manufacture, easy to adjust at 
different settings and its various parts are readily 
replaceable. 

The present invention should not be consid­
ered as restricted to that described above and 

16 shown on the Drawings, many modifications being 
conceivable without departing from the spirit and 
scope of the appended Claims. 

Clalms 

1. A creasing apparatus consisting of a male part 
(1) provided with bars (2), and a female part 
(3) corresponding to the male part (1) and 
provided with grooves (4), characterized In 

26 that profiles (5) of an elastic material are inlaid 
in the grooves (4) of the female part (3). 

2. The creasing apparatus as claimed in Claim 1, 
characterized In that the profiles (5) have a 

30 cross section which corresponds to the design 
of the grooves (4). 

3. The creasing apparatus as claimed in Claim 1, 
characterized In that the profiles. (5) are 

36 pretensioned and locked in the grooves (4) by 
means of T-shaped end pieces (9). 

4, , The creasing apparatus as claimed in Claim 1, 
/ characterized In that the profiles (5) are 

40 pretensioned by 2 - 20% in the longitudinal 
direction of the grooves (4). 

5. The .creasing apparatus as claimed in Claim 1, 
characterized In that the profiles (5) consist 

46 of a rubber material of a hardness of between 
90 and 97·• Shore. 

6. The creasing apparatus as claimec;f in Claim 1, 
characterized In· that the diffetent profiles (5) 

so in a crease pattem are of different heights (H). 

3 



. I 3 EP 0 628159 A1 4 

wi!hout, to that end, risking that the tools become 
difficult to adjust In their settings. 

Fig. 3 shows other types of elements 8 which 
may occur. Rg. 3 shows a crease pattern in which 
the groove profiles 5 are laid out. Of course, the 
larger elements 8 can be divided into smaller ele­
ments if this is considered suitable In order that as 
many parts as possible can readily be replaceable. 

The basic element 7 according to Fig. 2 has an 
elongate configuration and, in both ends, T-shaped 
end pieces 9 which are also of square cross sec­
tion. The T-shaped end pieces 9 are employed to 
lock the profile 5 fixedly in the groove 4 and this 
feature also makes It possible for the profile$ 5 to 
be slightly pretensioned when they are applied into 
the grooves 4. A tensioning of between 2 and 20 % 
may be appropriate. Practical experiments dem­
onstrate that a pretensioaing of approx. 7 % Is 
sufficient. Otherwise, the profiles 5 lie loose in the 
grooves 4 and move somewhat in the direction of 
rotation when the tools consist of two counter­
operating rollers. As a result of the pretensioning, 
the rubber material constantly compensates for 
those stresses which occur in the crease making 
process and a correct mutual spacing between the 
crease lines in the packaging material 6 will be 
obtained. 

By varying the height H of the profile 5, a 
different pressure on the crease line c8n be ob­
tained. Alternatively, different heights of the bars 2 
of the male part 1 may be employed. Hereby, it Is 
possible to vary the pressure on the different 
creases In a crease pattern and by such means 
achieve an optimum creasing procedure. 

Creasing with a tool according to the present 
invention ls gentle on the packaging material 6 
given that the packaging material is not pressed 
between two metal parts. Moreover, the tool proper 
will be subject to less wear since It is a metal part 
in the male tool 1 which is forced against an elastic 
material in the female part ~- This is particularly 
suitable on creasing of clay coated packaging ma­
terials 6, since otherwise the clay particles wear out 
the tool parts. 

As a result of the creasing appat1ltus according 
to the present invention, the tool as a whole Is 
much easier to adjust tt:ian conventional creasing 
tools, since the rubber profiles · 5 Inlaid in the 
grooves 4 of the female part 3 are wider than the 
bar 2 of the male part 1. Trials have also dem­
onstrated that a. preset tool needs no subseq1.1ent 
re-adjustment 

'!he creasing apparatus according to the 
present invention also makes It possible for the 
profiles 5 divided into elements to be easily re­
placed if a profile 5 were to become worn out or 
damaged. Since only one profile element 7 may 
perhaps need to be replaced on a female part 3, 

the service life of the tools will be prolonged. 
As is apparent from the above description, the 

present invention realizes a creasing apparatus 
which gives distinct and exactly placed crease 

s lines. The creasing apparatus contributes ln the 
gentle treatment of the packaging material and also 
assists in ensuring that certain packaging materials • 
do not wear out the parts of the creasing appara­
tus. ·Furthermore, the creasing apparatus is rela-

10 tively economical to manufacture, easy to adjust at 
different settings and its various parts are readily 
replaceable. · 

The present invention should not be consid· 
ered as restricted to that described above and 

1s shown on the Drawings, many modifications being 
conceivable without departing from the spirit and 
scope of the appended Claims. 

20 
Claims 

1. A creasing apparatus consisting of a male part 
(1) provided with bars (2), and a female part 
(3) corresponding to the male part (1) and 
provided with grooves (4), characterized In 

2s that profiles (5) of an elastic materi~ are inlaid 
in the grooves (4) of the female part (3). 

2. The creasing apparatus as claimed in Claim 1, 
characterized In that the profiles (5) have a 

30 cross section which corresponds to the design 
of the grooves (4). 

3. The creasing apparatus as claimed in Claim 1, 
characterized In that the profiles (5) are 

35 pretensioned and locked In the grooves (4) by 
means of T-shaped end pieces (9). 

4. The creasing apparatus as claimed in Claim 1, 
/ characterized In that the profiles (5) are 

40 pretensioned by 2 - 20% in the longitudinal 
direction of the grooves (4). 

5. The creasing apparatus as claimed in Claim 1, 
characterized In that the profiles (5) consist 

45 of a rubber material of a hardness of between 
90 and 97·• Shore. 

6. The creasing apparatus as claimed in Claim 1, 
characterized In that the diffetent profites (5) 

so in a crease pattern are of different heights (H). 
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