
SPECIFICATION  COATING FOR HUMIDITY INDICATOR, METHOD
FOR PRODUCTION OF THE COATING, AND HUMIDITY INDICATOR
USING THE COATING  5 TECHNICAL FIELD  [0001] The
present invention relates to a humidity indicator
which  changes colors such that an increase in
humidity is visible  10 easily, a coating for the
humidity indicator used for production of the humidity
indicator and a method for production of the same.
BACKGROUND ART [0002]  15 As a desiccant which is
sealed in a commodity package, a  silica
gel-containing pouch has been used conventionally, and
the  pouch has therein mixed cobalt
chloride-impregnated silica gel  which is called blue
gel as an indicator used to kiow a dry state.  But,
since the cobalt is a heavy metal, a cobalt-free
humidity 20 indicator has been desired in terms of
environments.  [0003] Patent Literature 1 discloses a
humidity indicator which  is formed of a dry molded
body of a mixture of a powdery  deliquescent material
and a powdery color developer which 25 develops a
color by contacting with a deliquescence of the
deliquescent material. But, the humidity indicator of
Patent  Literature 1 has a disadvantage that
visibility of a color change  is insufficient when
humidity is increased because a pH indicator  or a
water-soluble pigment such as a synthetic colorant is
used  30 as a color developer. [0004]  Besides,
various types of humidity indicators such as a  sheet
type are being demanded, and the above dry molded body
cannot 1 comply with the demands at present.  [0005]
Patent Literature 1: JP-A No. Hei 7-174704  5 SUMMARY
OF THE INVENTION 



Problems to be solved by the Invention  [0006] The
present invention has been made to overcome the above
problems and has an object to provide a humidity
indicator which  10 contains no heavy metal, has good
visibility of a color change that occurs when the
humidity is increased and can be applied to  various
modes; a coating for the humidity indicator for
production  of the humidity indicator; and a method
for production of the same.  [ 0007 ] 15 Besides, the
present invention provides various types of  humidity
indicators. Means for solving the Problems  [0008] 20
A first aspect of the present invention is a coating
for  a humidity indicator, comprising at least an
electron donative  coloration compound, an acidic
compound which is in a solid state  at ambient
temperature, a deliquescent substance, and an aqueous
resin emulsion. 25 [0009] The coating for a humidity
indicator of the present  invention preferably further
contains an organic solvent, and a  second aspect of
the present invention is a method for production  of
the coating for a humidity indicator of the present
invention 30 containing the organic solvent,
comprising finely dispersing  and/or dissolving at
least an electron donative coloration  compound, an
acidic compound which is in a solid state at ambient
temperature and a deliquescent substance into an
aqueous resin 2 emulsion, and adding an organic
solvent.  [0010] A third aspect of the present
invention is a coating for  a humidity indicator,
comprising at least an electron donative  5 coloration
compound, an acidic compound which is in a solid state
at ambient temperature, a deliquescent substance and
an aqueous  solution of a water-soluble polymer
compound. [0011]  



The coating for a humidity indicator of the third
aspect  10 of the present invention preferably further
contains an organic solvent, and a fourth aspect of
the present invention is a method  for production of
the coating for a humidity indicator of the  present
invention containing the organic solvent, comprising
finely dispersing and/or dissolving at least an
electron donative 15 coloration compound, an acidic
compound which is in a solid state  at ambient
temperature and a deliquescent substance into an
aqueous solution of a water-soluble polymer compound,
and adding  an organic solvent. [0012]  20 A fifth
aspect of the present invention is a humidity
indicator which has a coloration composition supported
on a  substrate, wherein the coloration composition
comprises at least  an electron donative coloration
compound, an acidic compound  which is in a solid
state at ambient temperature, a deliquescent 25
substance and a resin binder, and the coating for a
humidity  indicator of the present invention is
adhered to the substrate  and heated to dry. [0013]
The humidity indicator of the present invention
includes  30 as preferable aspects that a chromatic
color ink layer is provided between the substrate and
the coloration composition, the heated  and dried
coloration composition has a color different from the
chromatic color ink layer, and the surface is at least
partially  3 covered with a speed adjustment resin
layer.  Effects of the Invention [0014]  5 The present
invention provides the following effects.  [0015] [1]
The coating for a humidity indicator of the present
invention is an aqueous coating and therefore can be
handled  easily. 10 [0016] [2] The humidity indicator
of the present invention can be  



obtained easily by adhering an aqueous coating to a
substrate such  as paper, a resin film, cloth, a
nonwoven fabric or the like and  drying. Thus, various
types of humidity indicators can be 15 provided and
used for wide uses.  [0017] [3] Since the humidity
indicator of the present invention  uses an electron
donative coloration compound, a color change
indicating that humidity has increased is finely
visible, the 20 color can be restored by heating, and
reuse is possible. Colors  at the time of drying and
moistening can be selected as desired,  and a humidity
level can also be detected according to the color
change. Besides, a discoloration rate can also be
adjusted easily  and can be adjusted according to
usage and the production process.  25 [0018] [4] Since
the humidity indicator and the coating for a  humidity
indicator of the present invention do not contain a
heavy  metal such as cobalt, they are free from
environmental problems  and can be discarded in the
same manner as general household  30 garbage. [0019]
[5] Since the humidity indicator of the present
invention  can also be used as a packaging material, a
separate labor of 4 housing the humidity indicator can
be omitted by using as the  packaging material for a
package requiring the interior kept in  a dry state or
as a packaging material for a desiccant to be housed
within a package, and there is no possibility of
omitting the  5 addition of the humidity indicator.
BEST MODE FOR CARRYING OUT THE INVENTION  [0020]
Details of the present invention are described below
in  10 detail. [0021]  A humidity indicator of the
present invention is comprised  of supporting a
coloration composition on a substrate and produced  by
adhering an aqueous coating containing a prescribed
component 



15 to the substrate and heating to dry.  [0022] The
substrate used in the present invention can be formed
of any material if the coloration composition which
contains the  component of the coating can be
supported on the surface and 20 interior of the
substrate by adhering the aqueous coating to  paper, a
resin film, cloth, a nonwoven fabric or the like and
heating to dry. As the resin film, a film or a sheet
of  polyethylene terephthalate (PET), polypropylene
(PP),  polyethylene (PE) or the like is used
preferably. 25 [0023] The coloration composition
according to the present  invention comprises at least
an electron donative coloration  compound, an acidic
compound which is in a solid state at ambient
temperature, a deliquescent substance and a resin
binder. 30 [0024] The electron donative coloration
compound is not limited  to a particular one if it is
a compound which is caused to develop  a color with an
acid, but specifically, a leuco dye is used 5
preferably. For example, a pH indicator, a
triarylmethane  derivative, a fluoran derivative or
the like which develops a  color or causes a color
change if acidified is used.  Specifically, examples
are crystal violet lactone, 5
3-indolino-3-p-dimethylaminophenyl-6-dimethylaminophth
alide,  3-diethylamino-7-chlorofluoran,  2-(2-f
luorophenylamino)-6-diethylaminofluoran,
2-(2-fluorophenylamino)-6-di-n-butylaminofluoran,
3-diethylamino-7-cyclohexylaminofluoran, 10
3-diethylamino-5-methyl-7-tert-butylfluoran,
3-diethylamino-6-methyl-7-anilinofluoran,
3-diethylamino-6-methyl-7-p-butylanilinofluoran,
3-cyclohexylamino-6-chlorofluoran,
2-anilino-3-methyl-6-(N-ethyl-p-toluidino)-fluoran, 15
3-pyrrolidino-6-methyl-7-anilinofluoran,
3-pyrrolidino-7-cyclohexylaminofluoran,  



3-N-methylcyclohexylamino-6-methyl-7-anilinofluoran,
3-N-ethylpentylamino-6-methyl-7-anilinofluoran, etc.
[0025] 20 The acidic compound is not limited to a
particular one if  it is in a solid state at ambient
temperature, but its examples  include oxalic acid,
malonic acid, citric acid, salicylic acid,  benzoic
acid, boric acid, p-toluenesulfonic acid and the like.
Among them, oxalic acid, malonic acid and
p-toluenesulfonic acid  25 are desirable in terms of a
high solubility in water. [0026]  The deliquescent
substance is not limited to a particular  one if it is
a substance having deliquescence, but it is preferably
salts, and more preferably metallic salts. Examples of
the 30 deliquescent substance are magnesium chloride,
sodium chloride,  potassium chloride, calcium
chloride, strontium chloride, barium  chloride,
magnesium nitrate, calcium nitrate, strontium nitrate,
barium nitrate, magnesium bromide, and the like. Among
them, it  6 is desirable to use a substance with
deliquescence having little  temperature dependence,
because stable humidity indicating  capability can be
exerted regardless of a change in temperatures.
Examples of the substance deliquescence having little
temperature 5 dependence include magnesium chloride,
sodium chloride,  potassium chloride, and the like.
[0027]  A mixing ratio of a deliquescent substance (as
hydrate) and  an acidic compound in the coating of the
present invention is 10 preferably in a weight ratio
of 200:1 to 1:5, and more preferably  100:1 to 1:2.
And, a content of an electron donative coloration
compound in the coating is preferably 0.05 to 20.0 wt.
o, and more  preferably 0.1 to 10.0 wt.%. [0028]  15
In the present invention, the above-described electron
donative coloration compound, acidic compound and
deliquescent  substance are charged into an aqueous
resin emulsion or an aqueous  solution of a
water-soluble polymer compound and stirred  



thoroughly to finely disperse and/or dissolve, thereby
providing 20 a coating for a humidity indicator.
[0029] The resin emulsion is not limited to a
particular one if  it is an aqueous emulsion which is
solidified to become a resin  binder to support the
above-described component by heating to dry 25 at a
level of not affecting on the substrate, does not
react with  a deliquescent substance or an acidic
compound, and is not  aggregated by the presence of
the above components. And, a nonion  emulsion is used
preferably, and specifically an acrylic emulsion  is
used preferably. In addition, a weak anion emulsion or
the 30 like can be used preferably. The resin emulsion
can be used  appropriately in a state diluted with
water, and a level of color  development of the
humidity indicator can be adjusted by  appropriately
selecting an emulsion concentration. 7 [0030]  As the
water-soluble polymer compound, polyvinyl alcohol
(PVA), polyvinylpyrrolidone (PVP) or hydroxyethyl
cellulose  (HEC) is used preferably, and preferably
used as an aqueous 5 solution of 1 to 20 wt. %. In a
case where a water-soluble polymer  compound such as
polyvinyl alcohol is used, the water-soluble  polymer
compound elutes when a coloration composition absorbs
moisture, and the coated surface might become somewhat
sticky.  Thus, the aqueous resin emulsion is used
preferably in the present  10 invention. [0031]
Especially, when the aqueous resin emulsion is used,
the  deliquescent substance is supplied in a state
homogeneously  dissolved in an aqueous solvent of the
resin emulsion, so that 15 the deliquescent substance
is dispersed at a molecular level into  the resin
binder and also present in a fine and uniform state in
the coloration composition. Therefore, the
deliquescent  substance is also deliquesced by a very
small volume of moisture  which is in contact with the
coloration composition to enable to 20 discolor the
electron donative coloration compound. Besides,  



the coloration composition itself is easy to absorb
moisture  because the resin emulsion is used. [0032]
Since a solid acidic compound can be finely dispersed
and/or  25 dissolved homogeneously into an aqueous
solvent such as an aqueous resin emulsion or an
aqueous solution of a water-soluble polymer  compound,
the electron donative coloration compound can be made
to uniformly and finely develop a color in the
coating. [0033]  30 Thus, the coloration composition
of the humidity indicator  of the present invention
can detect moisture in the air very  sensitively.
[0034] 8 By selecting an acidic compound having a high
solubility  in water or by enhancing dispersibility of
the electron donative  coloration compound into the
coating, these components are finely  dispersed into
the resin binder, so that the physical strength  5 of
the resin binder can be enhanced, and the coloration
composition can be made hard to separate from the
substrate.  [0035] The present invention includes as a
preferable embodiment  a configuration that an organic
solvent is added to the 10 above-described coating for
a humidity indicator. As the organic  solvent, a polar
solvent which has a solubility in water of 5 ml/l00
ml or more and is vaporized by heating is used
preferably.  Specifically, one kind among methanol,
ethanol, 1-propanol,  2-propanol, 1-butanol,
2-butanol, 2-methyl-l-propanol, 15 tert-butyl alcohol,
methyl ethyl ketone, ethyl acetate,  tetrahydrofuran,
cyclohexanone, acetone, acetonitrile or a  mixture
solvent containing at least one of them is used
preferably. [0036]  20 The organic solvent is added
after the above-described  electron donative
coloration compound, deliquescent substance  and
acidic compound are finely dispersed and/or dissolved
into  



an aqueous resin emulsion or an aqueous solution of a
water-soluble polymer compound. In other words, before
the 25 organic solvent is added, the electron donative
coloration  compound, deliquescent substance and
acidic compound are finely  dispersed and/or dissolved
into the aqueous resin emulsion or the  aqueous
solution of the water-soluble polymer compound, so
that  the individual components can be finely
dispersed and/or 30 dissolved homogeneously into the
coating as described above. The  added amount of the
organic solvent is preferably 10 to 100 parts  by
volume to a total of 100 parts by volume of the
above-described  electron donative coloration
compound, deliquescent substance,  9 acidic compound,
aqueous resin emulsion or an aqueous solution  of the
water-soluble polymer compound. [ 0037 ] To the
above-described coating may be added an antifoam  5
agent and an antiseptic agent in a range not
deteriorating the  effects of the present invention,
if necessary. [ 0038 ] According to the present
invention, the above-described  coating for the
humidity indicator is adhered to the substrate  10 and
heated to dry to obtain the humidity indicator which
has the coloration composition, which is formed of the
electron donative  coloration compound, the
deliquescent substance, the acidic  compound and the
resin binder derived from the resin emulsion or  the
water-soluble polymer compound contained in the
coating, 15 supported on the substrate. The method of
adhering the coating  to the substrate is not limited
to a particular one if a desired  amount of the
coating can be adhered to the substrate, and it is
appropriately selected from, for example, a method of
immersing  the substrate in the coating, a method of
coating with a wire bar, 20 a roll coater or the like,
a method of spraying by a spray nozzle  or the like
depending on the compositions of the substrate and
the coating. [0039]  As the heating method, an oven or
the like can be used  



25 appropriately. A heating temperature and a heating
time are preferably 40 to 150 degrees C. , more
preferably 50 to 130 degrees  C. and preferably 2 to
600 seconds though variable depending on  the material
of the substrate and the coating composition. It  is
also possible to support a prescribed amount of the
coloration 30 composition by repeating the adhesion of
the coating and the  heating to dry plural times. For
example, when the substrate is  a flat one such as a
film, the amount of the coloration composition
supported by the dried humidity indicator is
preferably 0.3 to  10 100 g/m2 .  [0040] Since the
humidity indicator of the present invention can  be
obtained by adhering an aqueous coating to the
substrate such  5 as paper, a film or the like, a
desired size of indicator can be mass produced readily
by supporting the coloration composition  on the
substrate having a large area and cutting it. [0041]
The humidity indicator of the present invention
obtained  10 as described above indicates an increase
in humidity by discoloring (including decoloration)
the deliquescent substance  contained in the
coloration composition supported by the  substrate is
deliquesced by moisture, and the resultant water
content acts on the electron donative coloration
compound. The 15 coloration composition which is
discolored once can be restored  easily to have the
color before the discoloring by heating in an  oven or
the like. [0042]  The humidity indicator of the
present invention can be used  20 in a state that the
coloration composition is supported on the substrate
and can be used as it is for various types of uses
requiring the humidity control. And, the following
various types  of embodiments can be adopted
preferably. The following  embodiments may be
performed independently or in combination of  25
plural embodiments. [0043]  



[Speed adjustment resin layer] The coloration
composition according to the present  invention might
discolor before packaging into a package if the  30
discoloration rate is fast because it sharply detects
an increase in humidity and discolors. Therefore, it
is desirable to delay  the discoloration rate by
limiting moisture which is contacted  to the
coloration composition by covering the exterior with
the  11 speed adjustment resin layer depending on the
used coloration  composition. [0044]  As such a speed
adjustment resin layer, a transparent resin  5 layer
having appropriate moisture permeability may be used,
and it is formed by coating a resin coating, which has
a resin material  dissolved or dispersed into a
solvent, on a substrate which has  supported the
coloration composition and heating to dry, and
laminating a resin sheet or film on the substrate by
lamination  10 or the like. [0045]  Such a resin
material may be any type if it exhibits  appropriate
moisture permeability and transparency after the
resin layer is formed. The moisture permeability of
the speed 15 adjustment resin layer according to the
present invention is  indicated by moisture
permeability (g/m2day) according to the  following
measuring method. [0046]  A measuring resin layer is
formed on a PET film having a  20 thickness of 12 pm
and measured by a water vapor transmission rate
testing system ("PERMATRAN-W 3/33 series" manufactured
by M000N) .  [0047] The moisture permeability of the
speed adjustment resin  layer is not particularly
limited if a speed adjusting action can  25 be
obtained, but it is preferably 0.5 to 200 g/M2 -day.
If the moisture permeability is less than 0.5 g/m2day,
the moisture  permeability is excessively low, so that
the discoloration rate  becomes excessively slow even
if moisture is detected. If it  



exceeds 200 g/m2day, the moisture permeability is
excessively 30 high, and there is a possibility of a
sharp change due to ambient  moisture in the packing
work or the like. [0048]  Specifically, as the resin
material, polyethylene  12 terephthalate, butyral
resin, polyester-urethane, polyamide,  polyvinylidene
chloride, styrenated epoxy resin, epoxy resin,
phenoxy resin, polyester resin, vinyl chloride
acetate, acrylic  resin, nitrocellulose and the like
can be used. 5 [0049] [Chromatic color ink layer] As a
mode of more clearly detecting an increase in humidity
by the humidity indicator of the present invention,
there is a  configuration that a chromatic color ink
layer having a color 10 different from that of the
heated and dried coloration composition  is previously
formed on a substrate by using a coloration
composition which is decolored by moistening. For
example, in  a case where the coloration composition
is blue before it is  moistened, a red ink is applied
onto the substrate, and the ink 15 layer is covered
with the coloration composition. Then, a blue  color
of the coloration composition is visible when drying,
and  the coloration composition is decolored due to an
increase in  humidity, so that a red ink layer having
been covered with the  coloration composition becomes
visible. Namely, the humidity 20 indicator changes
from the blue color to the red color because  of the
increase in humidity, so that an increase in humidity
is  detected at first sight. And, the ink layer can be
detected more  clearly by printing a prescribed design
or letters. [0050]  25 In a case where the substrate
is a transparent material,  the ink layer may be
provided on the side opposite to the surface  on which
the coloration composition is coated. [0051]  The same
effect can also be obtained by using a substrate,  30
which is colored to have a prescribed color, instead
of the above  



ink layer. [0052]  [Packaging material 1] 13 In a case
where a package such as foods, electronic parts  or
the like is kept in a dry state by housing a desiccant
in the  package, the humidity indicator of the present
invention can be  applied to the packaging material of
the desiccant. 5 [ 00531 Specifically, a material
having moisture permeability is  used as the
substrate, and the coloration composition of the
present invention is supported on the substrate to use
as the  packaging material of the desiccant. 10 [0054]
In the above structure, since a material having
moisture  permeability is used as the substrate, the
coloration composition  is supported outside of the
substrate if the substrate is not  transparent, and
the coloration composition may be supported 15 either
outside or inside the substrate if the substrate is
transparent. As the substrate, one which has plural
holes having  a diameter smaller than the desiccant
formed in the resin sheet  is also used preferably
other than a material having moisture  permeability
such as a nonwoven fabric. 20 [0055] For example, the
coloration composition is supported by  applying the
coating for a humidity indicator of the present
invention to the exterior of a nonwoven fabric and
heating to dry.  Then, the coloration composition is
covered with a speed 25 adjustment resin layer. And, a
transparent resin sheet having  low moisture
permeability or substantially not having it is
provided with plural holes having,a diameter smaller
than the  desiccant, and the coloration composition is
supported on a region  not provided with the holes. In
addition, as the coloration 30 composition, one which
is decolored with moistening is used, and  a chromatic
color ink layer having a color different from the
coloration composition is provided on the inner side
of the  



coloration composition, so that an increase in
humidity can be 14 detected better.  [0056] According
to such an embodiment, since the desiccant and  the
humidity indicator are not required to be housed
separately  5 into the package, a packing work becomes
simple, and the humidity  indicator can be prevented
from not being added. [0057]  [Packaging material 2]
By appropriately selecting the substrate and the speed
10 adjustment resin'layer, the humidity indicator of
the present  invention can be used as it is as the
packaging material of a  package such as foods,
electronic parts or the like requiring  retention of a
dry package interior. [0058]  15 Specifically, it is
configured to decrease the moisture  permeability
outside the coloration composition and preferably  to
substantially eliminate the moisture permeability, and
to have  appropriate moisture permeability in the
inside. Here, the  outside means the package outside,
and the inside means the 20 package interior (the side
accommodating a packed article).  [0059] More
specifically, there is preferably used a structure
that a coated surface is formed by using as the
substrate a material  having low moisture permeability
or substantially not having it 25 and using the
coating for the humidity indicator of the present
invention for the inside, or covering the coated
surface of the  structure with the speed adjustment
resin layer. [0060]  In the above structure, the
substrate has preferably a  30 moisture permeability
of 1 g/m2day or less, and the speed adjustment resin
layer is preferably configured to have a moisture
permeability of 10 g/m2day or more. If the substrate
has a  moisture permeability of exceeding 1 g/m2day,
it tends to be 15 



affected by outside humidity, and even when the
humidity in the  package is not increased, discoloring
may be caused if the outside  humidity increases. If
the speed adjustment resin layer has a  moisture
permeability of less than 10 g/m2  day, an increase in
5 humidity within the package might not be reflected
satisfactorily.  [0061] In a case where the coloration
composition of the humidity  indicator is very
sensitive to an increase in humidity, there is  10 a
possibility that discoloring is caused by sharp
reaction to ambient humidity in the packing work.
Thus, it is preferable that  the speed adjustment
resin layer is determined to have a moisture
permeability of 200 g/m2day or less. [0062]  15 It is
necessary that the above substrate is transparent to
a level such that discoloring of the coated surface of
the  coloration composition due to an increase in
humidity can be  recognized from outside. And, for the
substrate, an  alumina-deposited layer or a
silica-deposited layer according to 20 prior art such
as CVD, PVD is preferably provided to keep the
package interior in the dry state. By provision of the
deposited  layer, the moisture permeability can be
determined to be 1  g/m2  day or less. [0063]  25
Besides, to improve the adhesiveness of the coated
surface  of the coloration composition, an anchor coat
layer may be formed  on one or both sides of the
coated surface. As the anchor coat  layer, a known one
is used, and preferably vinyl chloride-vinyl  acetate
copolymer, urethane resin or the like is used. 30
[0064] For the packaging material, a coloration
composition which  is decolored by moistening is used,
and a chromatic color ink layer  having a color
different from the coloration composition is 16
provided on the inner side of the coloration
composition, so that  an increase in humidity can be
detected better. 



[0065]  [Printing]  5 The present invention preferably
uses cloth, a nonwoven fabric or paper as the
substrate. As described above, the resin  film and the
like can also be used as the substrate, but the resin
film has moisture permeability lower than the
substrate formed  of fiber. Therefore, a humidity
indicator which is formed by 10 applying the coating
for a humidity indicator of the present  invention
onto the resin film is easy to absorb moisture on the
coating-applied surface, but moisture absorption on
the side  opposite to the coated surface is inferior,
and if the coated  surface comes into contact with a
packaging material or the like, 15 it becomes hard
that the coloration composition is moistened, and  it
becomes hard to detect an increase in humidity. Such a
problem  can be eliminated by forming the coated
surface on both sides of  the resin film, but the
process of applying the coating and heating  to dry
must be repeated two times, so that the production
processes  20 become troublesome. [0066]  The
substrate formed of fiber is easy to adhere because
the  coating for a humidity indicator of the present
invention soaks,  so that the coloration composition
can be supported on both sides 25 of the substrate in
a single process of coating and heating to  dry.
[0067]  But, in a case where a prescribed pattern such
as letters,  designs or the like is printed on the
substrate formed of fiber, 30 blotting is induced, so
that it is inferior in reproducibility  of color tone,
fine dots and the like. Therefore, when the  substrate
formed of fiber is used, a resin film is laminated on
at least one side of the substrate to solve the above
problem. 17 In other words, the humidity indicator can
be provided with clear  printing with good
reproducibility by previously printing on the  resin
film suitable for printing and laminating on the
substrate.  [0068] 



5 But, in comparison with the substrate formed of
fiber, the  resin film has lower moisture
permeability, and when the substrate  is covered with
the resin film, the coloration composition supported
by the substrate is hardly contacted to moisture.
Therefore, the area covered with the resin film in
this structure  10 is determined to be a part of the
substrate so as to secure the exposed surface of the
substrate.  [0069] In a case where the pertinent resin
film is laminated on  only one side of the substrate,
the resin film partially covers  15 the one side,
while the other side exposes the substrate on the
whole surface. When the resin film is laminated on
both sides  of the substrate, it is configured to
mutually overlap the exposed  surfaces on the both
sides of the substrate. [0070]  20 By configuring as
described above, the humidity indicator  of the
present invention has inevitably the area with both
sides  exposed within the substrate and can easily
absorb moisture from  both sides of the substrate at
the pertinent area. Thus, even  if one exposed side is
in a state of hardly absorbing moisture 25 in contact
with the packaging material of the package in which
the humidity indicator is housed, an increase in
humidity by  absorbing moisture by the other exposed
side can be detected.  [0071] In a case where the
resin film is laminated on both sides  30 of the
substrate, there may be formed an area that both sides
of  the substrate are covered with the resin film, but
even if humidity  increases on the pertinent area, the
coloration composition is  hardly moistened, and the
discoloration rate is apparently 18 delayed in
comparison with the exposed side. Therefore, it
becomes easy to detect discoloring on the exposed side
by  comparing them when humidity is increased. [0072]
5 As the resin film to be laminated on the substrate,
the  material of the speed adjustment resin layer
described above can  



be used. For example, a film of polyethylene
terephthalate (PET),  polypropylene (PP) ,
polyethylene (PE) or the like is preferably  used, but
the PET film suitable for printing is more preferable.
10 [0073] For the humidity indicator of this
configuration, one which  is decolored by moistening
is used as the coloration composition,  and the
substrate is provided with a chromatic color ink layer
having a color different from the coloration
composition at the 15 time of drying before the
coating is adhered to the substrate.  Thus, an
increase in humidity can be detected more easily.
Examples [0074]  20 (Example 1) One part by weight of
a leuco dye "BLUE-63" (manufactured  by Yamamoto
Chemicals Inc.), 1 part by weight of oxalic acid
dihydrate (manufactured by Wako Pure Chemical
Industries, Ltd.)  and 10 parts by weight of magnesium
chloride hexahydrate were 25 added to 100 parts by
weight of acrylic emulsion "DICNAL RS-308"  (solid
component of 40 wt. o, manufactured by Dainippon Ink
and  Chemicals), and they were stirred so as to become
homogeneous.  The obtained coating was applied onto a
PET film using #20 wire  bar such that the dried
coloration composition amount became 16 30 g/m2 and
dried at 8 0 degrees C. for one minute to obtain a
humidity  indicator. [0075]  (Example 2) 19 A humidity
indicator was obtained by the same manner as in
Example 1 except that 6 parts by weight of oxalic acid
dehydrate  and 20 parts by weight of magnesium
chloride hexahydrate were  used. 5 [0076]  (Example 3)
A humidity indicator was obtained by the same manner
as in  Example 1 except that 10 parts by weight of
calcium chloride  dihydrate was used instead of the
magnesium chloride hexahydrate.  



10 [0077] (Example 4) A humidity indicator was
obtained by the same manner as in  Example 1 except
that 6 parts by weight of oxalic acid dehydrate  was
used and 20 parts by weight of calcium chloride
dihydrate was  15 used instead of the magnesium
chloride hexahydrate. [0078]  (Example 5) One part by
weight of a leuco dye "RED-40" (manufactured  by
Yamamoto Chemicals Inc.), 1 part by weight of oxalic
acid  20 dihydrate and 10 parts by weight of magnesium
chloride hexahydrate were added to 100 parts by weight
of acrylic emulsion "DICNAL  E-8203WH" (solid
component of 45 wt. o, manufactured by Dainippon  Ink
and Chemicals), and they were stirred so as to become
homogeneous. The obtained coating was applied onto a
PET film 25 using #14 wire bar such that the dried
coloration composition  amount became 15 g/m2 and
dried at 80 degrees C. for one minute  to obtain a
humidity indicator. [0079]  (Example 6) 30 One-half
part by weight of a leuco dye "BLUE-63", 0.1 part  by
weight of oxalic acid dihydrate and 10 parts by weight
of  magnesium chloride hexahydrate were added to 100
parts by weight  of acrylic emulsion "DICNAL
E-8203WH", and they were stirred so 20 as to become
homogeneous. The obtained coating was applied onto  a
PET film using #20 wire bar such that the dried
coloration  composition amount became 16 g/m2 and
dried at 80 degrees C. for  one minute to obtain a
humidity indicator. 5 [0080]  (Example 7) A humidity
indicator was obtained by the same manner as in
Example 6 except that 10 parts by weight of oxalic
acid dehydrate  was used. 10 [0081]  (Example 8) 



A humidity indicator was obtained by the same manner
as in  Example 6 except that 0. 1 part by weight of a
leuco dye "BLUE-63",  1 part by weight of oxalic acid
dihydrate, and 9 parts by weight  15 of magnesium
chloride hexahydrate were used. [0082]  (Example 9) A
humidity indicator was obtained by the same manner as
in  Example 6 except that 20 parts by weight of a
leuco dye "BLUE-63",  20 1 part by weight of oxalic
acid dihydrate, and 9 parts by weight  of magnesium
chloride hexahydrate were used. [0083]  (Example 10) A
humidity indicator was obtained by the same manner as
in  25 Example 6 except that 1 part by weight of a
leuco dye "BLUE-63"  and 1 part by weight of malonic
acid instead of oxalic acid  dehydrate were used.
[0084]  (Evaluation)  30 The humidity indicators
obtained in Examples 1 to 10 were left standing under
environments of 8%RH, 20%RH, 50%RH and 90%RH  for 24
hours to observe color changes. And, the indicators
left  standing under the environment of 90%RH was
dried in an oven at  21 80 degrees C. for ten minutes,
and the color changes were observed.  The results are
shown in Table 1. [0085]  [Table 1] 22 O~ }.) 4 41 +)
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(Examples 11 to 13) One part by weight of a leuco dye
"BLUE-63" (manufactured  by Yamamoto Chemicals Inc.),
1 part by weight of oxalic acid  5 dehydrate
(manufactured by Wako Pure Chemical Industries, Ltd.)
and 10 parts by weight of magnesium bromide
hexahydrate (manufactured by Wako Pure Chemical
Industries, Ltd.) were added  to a mixture solution of
80 parts by weight of acrylic emulsion  "DICNAL
E-8203WH" (solid component of 45 wt. o, manufactured
by 10 Dainippon Ink and Chemicals) and 40 parts by
weight of 2-propanol,  and they were stirred so as to
become homogeneous. The obtained  coating was applied
onto the surface of a nonwoven fabric ("Tyvek  



1082D" manufactured by Du Pont Kabushiki Kaisha) using
#20 wire  bar such that the dried coloration
composition amount became 8 15 g/m2 , and dried at 80
degrees C. for one minute to support a blue
coloration composition on the nonwoven fabric. [0087]
Then, PET films (ester film "E5100" manufactured by
Toyobo  Co., Ltd.) having 12 pm, 25 pm and 50 pm in
thickness were dry 20 laminated on both sides of the
nonwoven fabric described above  to form a speed
adjustment resin layer on the surface. [0088]
(Examples 14 to 27) The coating used in Example 11 was
applied onto a surface  25 of a PET film ("COSMOSHINE
A4300" manufactured by Toyobo Co.,  Ltd.) having a
thickness of 100 pm using #20 wire bar such that  the
dried coloration composition amount became 8 g/m2 and
dried  at 80 degrees C. for one minute to support a
blue coloration  composition. 30 [0089] Then, coatings
containing the resin components shown in  Table 3 each
were applied in the coated amount (solid content after
drying) shown in Table 3 on both sides using #20 wire
bar and dried  24 at 80 degrees C. for one minute to
form speed adjustment resin  layers. [0090]
(Evaluation)  5 The individual humidity indicators of
Examples 11 to 27 were left still under environments
of ambient temperature, normal  pressure and 50%RH,
color changes were observed visually, and time  in
which a color had faded completely was measured. The
results  are shown in Table 2 (Examples 11 to 13) and
Table 3 (Examples  10 14 to 27). [0091]  It is
apparent from Tables 2 and 3 that the provision of
the speed adjustment resin layer makes it possible to
adjust a  discoloration rate of the humidity
indicator. Especially, the 



15 humidity indicator provided with the speed
adjustment resin layer  formed of polyvinylidene
chloride took 1800 seconds before it is  decolored
with moisture in the air under the above described
evaluation conditions. According to the present
invention,  therefore, there is no possibility of
causing a difference in 20 discoloring level which can
be checked visually on every package  depending on a
difference in exposure time even when the humidity
indicator was exposed to the air in an ordinary
packaging work  of electronic parts or the like.
[0092]  25 [Table 2] Speed adjustment resin layer
Discoloration time  Resin Thickness (A m) Moisture
permeability (s) (g/m_  day) Example 11 PET 12 39.02
600  Example 12 PET 25 20.59 1200  Example 13 PET 50
10.06 2700  [0093] 25 [Table 3]  C) E CC  0 LCD LO o o
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26 CLAIMS  1. A coating for a humidity indicator,
comprising at least an  electron donative coloration
compound, an acidic compound which  is in a solid
state at ambient temperature, a deliquescent 5
substance and an aqueous resin emulsion. 2. The
coating for a humidity indicator according to claim 1,
further comprising an organic solvent. 10 3. A method
for production of the coating for a humidity indicator
according to claim 2, comprising finely dispersing
and/or  dissolving at least an electron donative
coloration compound; an  acidic compound which is in a
solid state at ambient temperature  and a deliquescent
substance into an aqueous resin emulsion, and  15
adding an organic solvent. 4. A coating for a humidity
indicator, comprising at least an  electron donative
coloration compound, an acidic compound which  is in a
solid state at ambient temperature, a deliquescent 



20 substance and an aqueous solution of a
water-soluble polymer  compound. 5. The coating for a
humidity indicator according to claim 4,  further
comprising an organic solvent. 25 6. A method for
production of the coating for a humidity indicator
according to claim 5, comprising finely dispersing
and/or  dissolving at least an electron donative
coloration compound, an  acidic compound which is in a
solid state at ambient temperature 30 and a
deliquescent substance into an aqueous solution of a
water-soluble polymer compound, and adding an organic
solvent.  7. A humidity indicator which has a
coloration composition 27 supported on a substrate,
wherein the coloration composition  comprises at least
an electron donative coloration compound, an  acidic
compound which is in a solid state at ambient
temperature,  a deliquescent substance and a resin
binder, and the coating for 5 a humidity indicator
according to any of claims 1, 2, 4 and 5 is  adhered
to the substrate and heated to dry. 8. The humidity
indicator according to claim 7, wherein a  chromatic
color ink layer is provided between the substrate and
10 the coloration composition, and the heated and
dried coloration composition has a color different
from the chromatic color ink  layer. 9. The humidity
indicator according to claim 7 or 8, wherein the  15
surface is at least partially covered with a speed
adjustment  resin layer. 28 


