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i nvention rel ates

(54) Title: METHOD FOR PRODUCING PHTHALIC ANHYDRIDE

(54) Bezeichnung: VERFAHREN ZUR HERSTELLUNG VON PHTHALSAUREANHYDRID

(57) Abstract: The invention relates to a method for producing phthalic anhydride by subjecting xylene, naphthalene or mixtures
thereof, to gas phase oxidation in a multitube fixed-bed reactor which is thermostatted by means of a heat-transfer medium, on at
least three different fixed-bed catalysts arranged in layers. Said method is carried out in such a way that the maximum temperature
of the second catalyst layer, in the direction of flow, is up to 50 °C lower than the maximum temperature of the first catalyst layer,
and the maximum temperature of the third layer, as seen from the gas inlet, is between 30 and 100 °C lower than that of the first
catalyst layer. The inventive method enables large amounts of phthalic anhydride to be produced under practice-relevant conditions.
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) (57) Zusammenfassung: Verfahren zur Herstellung von Phthalsdureanhydrid durch Gasphasenoxidation von Xylol, Naphthalin
~~ oder Gemischen davon in einem mit einem Wirmetrdgermedium thermostatisierten Rohrbiindelreaktor an drei oder mehr als drei
verschiedenen, schichtweise angeordneten Festbettkatalysatoren, wobei das Verfahren so durch-gefiihrt wird, dass die Maximaltem-
peratur in der in Stromungsrichtung zweiten Katalysatorschicht bis zu 50°C niedriger ist als die Maximaltemperatur in der ersten
Katalysatorschicht und die Maximaltemperatur in der vom Gaseintritt her gesehen dritten Schicht um 30 bis 100°C niedriger ist als
diejenige der ersten Katalysatorschicht. Das erfindungsgemaésse Verfahren ermdglicht die Herstellung von Phthalsdureanhydrid mit
hohen Ausbeuten unter praxisrelevanten Bedingungen.
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