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& (57) Abstract: Lighting devices capable of being powered by both AC and DC power sources without requiring AC power source to
the DC power source conversion are provided, in which a lighting module comprises a plurality of micro-diodes formed on a substrate
and a conductive wire pattern connecting to the micro-diodes, wherein the conductive wire pattern has at least three voltage feed
points. A selection unit is coupled to a power source and selects at least two of the voltage feed points, such that a portion of the
micro-diodes and the power source form at least one loop thereby turning on the micro-diodes in the loop.



wire pattern has at |east three voltage feed points. A
selection unit is coupled to a power source and
selects at least two of the voltage feed points

su
that a poWWIQr2008/022863 Adi oclIHIHIIII%IHIIIIIII||I|||I|H5IIIIh|II<|1|IHHEIIHIIIIII||II|I|||II||II||||I|I|I|||II|||I||II|
—sotree—format—teast—one—toop—thereby—turrrrgor—the—————

m cro-di odes in the | oop.
PT, RO, SE, SI, SK, TR), OAPI (BF, BJ, CF, CG, CI, CM, (48) Date of publication of this corrected version:
GA, GN, GQ, GW, ML, MR, NE, SN, TD, TG). 8 May 2008

Published: (15) Information about Correction:
—  with international search report see Notice of 8 May 2008



