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POLYPROP.YLENE COMPOSITIONS AND FILMS THEREOF 

The present invention relates to polypropylene 

compositions and to films thereof. More specifically, the 

invention relates to a polypropylene composition having an 

5 excellent transparency and which is but little affected by 

the film-forming condition. 

1 0 

1 5 

20 

Since · polypropylene film has excellent appearance, 

heat resistance and rigidity, the film is wide~y used for 

packaging, such as of food or fibers. 

Recently, high-speed film formation by a large-sized 

film for_ming machine has been practiced in order to improve 

the productivity of the process, and also various 

thicknesses of the f ~lms have been employed to widen their 

available uses. In this case, as a result thereof, the 

cooling condition at film formation is altered, which has 

large effects on the transparency of the films formed, and 

a problem occurs that the transparency of the film, which 

is good at low-speed film formation or in thin films having 

a thickness of from about 20 to 30 µm, is greatly reduced 

at high-speed film formation or in films having a thickness 

of at least SO µm. 

To overcome the problem, an attempt to decrease the 

surface temperature of a cooling roll by decreasing the 

temperature of cooling water, or to directly cool a molten 

25 resin extruded with water without using a cooling roll have 

been made and an effect can be obtained to a certain 
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extent. However, the influence of the temperature of the 

cooling water or the deviation of the flow rate cannot be 

avoided, and a sufficient effect has yet been obtained. 

Thus, development of a polypropylene composition and 

5 a polypropylene film having a good transparency and showing 

small film-forming condition dependency and also small 

thickness dependency of the transparency has been desired. 

A reforming method of thermally decomposing by heat or 

peroxide a polypropylene resin, and a method of· compounding 

10 a polypropylene resin with a sorbitol nucleating agent are 

known as methods of improving the transparency of a 

polypropylene film. 

In·the reforming method of decomposing a polypropylene 

resin, the improvement effect may be obtained at low-speed 

15 film formation when the surface temperature of a cooling 

20 

roll is low, but no effect is obtained at high-speed film 

formation when.the surface temperature of a cooling roll is 

high. Further, in the case of high~speed film formation of 

thick films, the transparency is greatly reduced. 

Also, in the method of compounding with a sorbitol 

nucleating agent, an effect of improving the transparency 

may be obtained,_ but since use of the sorbitol nucleating 

agent causes an unpleasant odor of th~ film obtained, there 

is a restriction on the use thereof. 
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.Accordingly, an object of the present invention is to 

provide a polypropylene composition and. the film thereof having 

a good transparency and showing small film-forming condition 

dependency and also small thickness dependency of th~ 

5 transparency without reducing the preferred characteristics the 

polypropylene film inherently possesses. 

As a result of various investigations to develop a 

polypropylene composition and the film thereof having a good 

transparency and showing srna 11 film-forming condition 

10 dependency and also small thickness dependency of the 

transparency~ it has been found that the problem in the prior 

art can be overcome by using a polymer having a melt flow rate 

and a molecular weight distribution in specific ranges as a 

crystalline propylene polymer and compounding the.polymer with 

15 a specific amount of a crystalline ethylene polymer having a 

20 

melt flow rate, a.density, and a crystallization temperature 

under a quenching condition of at least 1°C/second in specific 

ranges to provide a composition. The present invention has 

been attained based on this finding. 

That is, according to one embodiment of the present 

invention, there is provided a polypropylene composition 

comprising 100 parts by weight of a crystalline propylene 

polymer having a melt flow rate of at least 3.0 g/10 minutes 

and a molecular weight distribution of less than 5.0 and from 

25·0.0l to less than 4.0 parts by weight of a crystalline ethylene 

:' 
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polymer having a melt flow rate of from 0.5 to 300 g/10 

minutes, a density of at least 0.910 3 g/cm, and a 

crystallization temperature of at least 85°C and which is at 

least 1°C higher than the crystallization temperature of the 

crystalline propylene polymer. 

We also provide a po~ypropylene film formed by melt­

extruding the polypropylene composition. 

The crystalline pronylene polymer used in the present 

invention has a melt flow rate of at least 3.0 g/10 minutes 

1 0 and a molecular weight distribution of less than 5. O. 

Pr~ferably this melt flow rate is from 3.0 to 50 g/10 

minutes, to provide good transparency and high-speed 

workability. 

If the molecular weight distribution of the 

15 crystalline propylene polymer is over 5.0, a polypropylene 

composition and a film thereof having excellent 

transparency and showing small film-forming condition 

dependency of the transpa_rency cannot be obtained. 

The crystalline propylene polymer used is a 

20 crystalline propylene homopolymer or a 

propylene-a-olefin copolymer. 

crystalline 

Examples of the crystalline-a-olefin copolymer are a 

propylene-ethylene copolymer, a propylene-butene-1 

copolymer or a propylene-ethylene-butene-1 copolymer, which 

25 are substantially random copolymers. A mixture of those 

copolymers may be used if those copolymers have said melt 

flow rate of at least 3. 0 g/10 minutes and mole.cl.,1.J,.~~~ht .. 

1mm1u1r111nr 
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distribution of less than 5.0. 

Pref erred crystalline propylene polymer used in the 

present invention is a crystalline propylene-a-olefin 

polymer having an a-olefin content of from 2.0 to 30% by 

5 weight and a molecular weight distribution of 4.5 or less, 

which has a good effect on the low-temperature heat sealing 

property and the film-forming condition dependency of the 

transparency. 

Also, the crystalline propylene polymer can be 

1 0 preferably produced by polymerization using a Ziegler-Natta 

catalys~ comprising ~i, Mg, and Cl as the essential 

components. 

The crystalline ethvlene polymer used in the present 

invention is an ethylene homopolymer or an ethylene-0!..:. 

15 olefin copolymer having a melt flow rate of from 0.5 to 300 

g/10 minutes, a density of at least o. 910 g/crn3
, and a 

crystallization temperature of at least as 0c and which is at 

least 1°c higher than the crystallization temperature of the 

crystalline propylene polymer. 

20 If any one of the melt flow rate, the density, and the 

crystallization temperature of the crystalline ethylene 

polymer 



... . . 
~· -.~ ~- : 

- 6 -

is outside the above-described range, the polypropylene compo­

sition and the film thereof having excellent transparency and 

showing small film-forming condition dependency of the transpa-

rency, which are the object of the present invention, cannot be 

s obtained. 

!O 

15 

As the crystalline ethylene polymer used in the present. 

invention t it iS important to· USe the Crystalline ethylene 

polymer having a crystallization temperature of a~ least 1°C 

higher than the crystallization temperature of the crystalline 

propylene polymer used in the present invention. If the 

crystallization temperature of the crystalline ethylene polymer . . 

is lower than the crystallization temperature of the 

crystalline propylene polymer used in the present invention 

plus 1°C, the effect of the present invention is not obtained. 

As the crystalline ethylene polymer used in the present 

invention, the crystalline ethylene polymer having a melt flow 

rate of from 1 !:.o 100. g/10 minutes and a crystallization 

temperature of at least 85°C and which is at least 2°C higher 

than the crystallization temperature of the crystalline 

20 propylene polymer used in the present invention is preferred, 

25 

and the straight chain. crystalline ethylene polymer having a 

crystallization temperature of at least 90°C and which is at 

least S°C higher than the crystallization temperature of the 

crystalline propylene polymer is more preferred. 

The amount of the crystalline ethylene polymer 

compounded is from 0.01 to 4.0 parts by weight per 100 parts by 
---- - - ·----
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weight of the crystalline propylene polymer. If the amount 

of the crystalline ethylene polymer compounded is less than 

0.01 part by weight, the improving effects of the 

transparency and the film-forming condition dependency of 

5 the transparency are poor. Also, if the amount is over· 4.0 

parts by weight, the transparency is reduced and the heat 

resistance becomes poor, whereby fish-eyes occur in the 

film or holes are formed in the film; and the pref erred 

characteristics the polypropylene film inherently possesses 

10 are reduced. The extent of the reduction of the 

transpa~ency when the amount of the crystalline ethylene 

polymer· compounded is over 4 . o parts by weight changes 

according to the melt flow rate of the crystalline ethylene 

polymer compounded. In the case of using a crystalline 

1 5 ethylene polymer having a melt flow rate of at least about 

5 g/10 minut~_s., even when the amount of the crystalline 

ethylene polymer compounded is over the range defined in 

the present invention, a film having a good transparency 

may be, as the case may be, obtained. In this case, 

20 however, the heat resistance is poor and troubles, such as 

the reduction in the appearance of the film, are liable to 

occur, whereby the object of the present invention cannot 

be obtained. 

25 

The amount of the crystalline ethylene polymer 

compounded is in the range of preferably from 0.01 to 2.5 

parts by weight, and more preferably from 0.02 to 1.0 ·part 

by weight. 
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The polyproplylene composition of the present 

invention can be produced e.g. by previously melt-kneading 

pellets and/or powders of the crystalline propylene polymer 

and the crystalline ethylene polymer, or by compounding a 

5 master batch of the crystalline ethylene polymer. However, 

any method wherein the composition within the range of the 

present invention is formed at film formation can be 

employed. 

The polypropylene composition of the present invention 

1 0 can be compounded, if necessary, with an antioxidant, a 

neutralizing agent, a lubricant, an antiblocking agent or 

an anti~tatic agent, or other additive usually used in 

polymeric films. 

The polypropylene composition of the present invention 

15 is suitably used for the production of a melt-extruded 

molding having a thickness of from 10 to 1,000 µm, which is 

20 

25 

produced under quenching at a cooling rate of at least 

1°C/second, and is particularly suitably used for the 

production of an unstretched film having a thickness of 

from 10 to 100-µm. 

Also, since the polypropylene composition of the 

present invention has the preferred characteristics 

described above, the composition is suitably used as at 

least one layer component in the production of multilayer 

f il.ms by a co-extrusion f ilrn-forrning method. 

There is no particular restriction on the method of 

producti9n of the polypropylene film of the present 

invention; e.g. the film can be prod1:-'?e:c.i _ _?y __ a_ melt-

1ii1ri1til 



. · ..... ": 

- 9 -

extrusion molding method such as a T-die film-forming 

method or a tubular film-forming method. The T-die film-

forming method wherein high-speed film formation is 

practiced by a large-sized film-forming machine is 

5 preferably used. 

The present invention is described in greater detail 

by reference to the following Examples. 

The method of measurement of each property mentioned 
... 

in the examples herein was as follows. 

10 (1) Melt Flow Rate (MFR): 

The crystalline propylene polymer was measured by the 

method 9f Condition-14 according to JIS K721.0 and the 

crystalline ethylene polymer was measured by the method of 

Condition-4. 

15 (2) Molecular Weight Distribution (Mw/Mn): 

20 

By GPC (gel permeation chromatography) , the molecular 

weight distribution was measured under the following 

conditions. 

Machine Type: 

Column: 

lSOCV Type (manufactured by Millipore 

Waters Co.) 

Shedex M/S 80 

Measurement Temperature: 145°C 

Solvent: Orthodichlorobenzene 

Sample Concentration: 5 mg/8 ml 
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When Standard Reference Material 706 (polystyrene of 

Mw/Mn = 2.1) of NBS (National Bureau of Standards} was measured 

under the above conditions, the molecular weight distribution 

(Mw/Mn) of 2.1 was obtained. 

5 (3) Crystallization Temperature (Tc}: 

After previously melting 5 mg of a test piece at 220°C 

for 5 minutes in a nitrogen gas atmosphere, the temperature 

thereof was decreased to 30°C at a temperature-lowering rate of 

60°C/minute (1°C/second), the maximum peak of the 

10 crystallization calorific curve of the sample obtained by using 

a differential scanning calorimeter ( DSC-7 quenching­

corresponding type, made by Perkin-Elmer Co.) was defined as 

the crystallization temperature (Tc). 

15 

(4) Ethylene Content and Butene-1 Content: 

Ethylene content: The ethylene content was determined 

by the IR spectral method described in Kohbunshi Bunseki 

(Polymer Analysis) Handbook, page 2 [(i) Random Copolymer], 

published by Asakura Shoten, 1985. 

Butene-1 content: Determined by the following equation 

20 by the IR spectral method. 

Butene-! content (weight %) = l.208K' 

wherein K' is an absorbance in 7 6 7 cm-1 

(5) Density 

Measured according to JIS K6760. 

25 (6) Transparency (haze): 

Measured according to JIS K7105. 
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(7) Heat Sealing Temperature: 

. The heat sealing temperature was measured using a 

film having a thickness of 30 µm. Sealed films of 25 mm in 

width obtained by press-adhering the superposed films by a heat 

s sealer heated to a definite temperature for 2 seconds by 

applying a load of 2 kg I cm2 were allowed to stand overnight and. 

the films were peeled off from· _each other at 23°C, a peeling 

speed of 200 mm/minute, and-a peeling angle of 180~. In this 

case, the temperature of the heat sealer when the peeling 

10 resistance became 300 g/25 mm was defined as the heat sealing· 

temperature. 

Reference Examnle 

(a) Synthesis of Organomagnesium Compound: 

After replacing the inside atmosphere of a one liter 

15 flask equipped with a stirrer, a reflux condenser, a dropping 

funnel, and a thermometer with argon, 32.0 g of shavings of 

magnesium for a Grignard reagent was placed in the flask. 

Then, 120 g of butyl chloride and 500 ml of dibutyl ether were 

charged in the dropping funnel and about 30 ml of the mixture 

20 was dropped onto magnesium in the flask to initiate the 

reaction. After the initiation of the reaction, dropping of 

the mixture was continued at 50°C for 4 hours and thereafter, 

the reaction was further conducted at 60°C for one hour. 

Thereafter,· the reaction mixture was cooled to room tempeature 

?5 and solid components were filtered off. 
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When butylmagnesium chloride in dibutyl ether was 

hydrolyzed with lN sulfuric acid and the concentration was 

determined by back-titrating with an aqueous solution of lN 

sodium hydroxide using phenolphthalein as the indicator, the 

5 concentration was 2.1 mol/liter. 

(b) Synthesis of Solid Product: 

After replacing the inside atmosphere of a 500 ml flask 

equipped with a stirrer and a dropping ·funnel with ~rgon, 240 

ml of hexane, 5.4 g (15.8 nunols) of tetrabutoxytitanium, and 

10 61. l g ( 295 mmols) of tetraethoxysilane were placed in the 

flask to form a homogeneous solution. Then, 150 ml of the 

organomagnesium compond synthesized in the above step (a) was 

gradually added dropwise to the mixture from the dropping 

funnel over a period of 4 hours while keeping the temperature 

LS of ·the inside of the flask. Thereafter, the resulting mixture 

was further stirred at room temperature for one hour and solids 

formed were separated from liquid at room temperature, 

repeatedly washed 3 times with 240 ml of hexane and dried at 

reduced pressure to obtain 45. 0 g of a light-brown solid 

?O product. 

The solid product obtained contained 1.7% by weight of 

a titanium atom, 33.8% by weight of an ethoxy group, and 2.9% 

by weight of a butoxy group. 

Also, in the wide angle X-ray diffr~ction diagram of 

!5 the solid product by the Cu-Ka line, no clear diffraction peaks 

----- -



··.• .. 
. '\:. 

- 1 3 -

were observed, which showed that the product had a 

noncrys~alline structure. 

(c) Synthesis of Ester-Treated Solid: 

After replacing the inside atmosphere of 100 ml flask 

s with argon, 6.5 g of the solid product synthesized in the above 

step (b), 16. 2 ml of toluene, and 4. 3 ml ( 16 nunols) of· 

diisobutyl phthalate were. place.d i_n the flask and the reaction 

was conducted at 95°C for on~ hour. 

After completion of the reaction, solids were separated 

10 from liquid and washed 3 times with 33 ml of toluene. 

(d) Synthesis of Solid Catalyst (activation treatment): 

After finishing washing in the above step (c), 16.2 ml 

of toluene, 0.36 ml (1.3 mmols) of diisobutyl phthalate, 2·.2 ml 

( 13 rnmols) of dibutyl ether, and 38. 0 ml ( 346 nunols) of 

15 titanium tetrachlolride were added to the solids in the flask 

and the reaction was conducted at 95°C for 3 hours. After 

completion of the-reaction, solids formed were separated from 

liquid at 95°C and washed twice with 33 ml of toluene at the 

same temperature. Then, the above washing treatment with the 

20 mixture of diisobutyl phthalate, dibutyl ether, and titanium 

tetrachloride was repeated once more under the same condition 

and the solid product was washed 3 times with 33 ml of hexane 

to· obtain 5.0 g of a loess-color solid catalyst. 

The solid catalyst contained 2 .1% by weight of a 

!5 titanium atom, 19.9% by weight of a magnesium atom, and 12.7% 

by weight of a phthalic acid ester. 



.-:· ...... 

- i 4 -

Examole .1 

(a) Catalyst Component 

Into a 250 liter reaction vessel equipped with a 

stirrer was added 150 liters of suffi.ciently purified hexane and 

5 after sufficiently replacing the inside atmosphere of the 

system with nitrogen gas, 3. 2 mols of triethylaluminum (TEA), 

0.32 mol of cyclohexylethyldimethoxysilane (CHEDMS), and the 

solid catalyst obtained in the above Reference Example in an 

amount of 51.8 g calculated as Ti were added to the 

_o reaction vessel. Then, 2.8 kg of propylene was continuously 

added thereto over a period of 2 hours while keeping the 

temperature of the system at 25°C. 

(b) Polymerization 

Using 3 oolymerization baths having inside volumes of 20 

S to 45 m3 , the catalyst component prepared in the above step (a) 

was supplied thereto such that the polymerization temperature 

became 75°C, the p0lymerization pressure became 20 kg/crn2 G, 

and an average residence time became Q hours and while 

simultaneously supplying thereto TEA and CHEDMS, a gas-phase 

polymerization was conducted by continuously supplying 

propylene and hydrogen such that the H2 concentration in the 

gas-phase portion became 0.7%. 

The polymer obtained had a melt flow rate (at 230°C) of 

9.3 g/10 minutes, a molecular ;.;eight distribution (Mw/Mn) of 

3.7, and a crystallization temperature (Tc) of 105°C. 

1i1iU1iiUf 
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After compounding 100 parts by weight of the 

crystalline propylene polymer and 0.2 part by weight of a high~ 

density polyethylene (Nissan Polyethylene 1150, made by Nissan 

Maruzen Polyethylene K.K.) having a melt flow rate (190°C) of 

s 15g/10minutes, a density of 0.956 g/cm3 and a crystallization 

temperature (Tc) of 107 °C, 0. 05 part by weight of calcium 

stearate, 0.1 part of Sumilizer BHT (trade name, made by 

Sumitomo Chemical Company, Lirni ted) , and 0. 05 part by weight of 

Irganox 1010 (trade name, made by Ciba-Geigy AG) were added to 

10 the above mixture followed by mixing with a Henschel mixer, and 

the resulting mixture was melt-extruded to form pellets. The 

pellets were· melt-extruded by a T-die film-forming machine 

having a diameter of 50 mm at a die temperature of 250°C and 

cooled by a cooling roll to obtain unstretched films each 

LS having a thickness of 30 µm or 70 µm.· 

In this case, the temperature of cooling water supplied 

to the cooling roll was changed and cooling was practiced at 

30°C and 70°C. The surface temperatures of the cooling roll 

were 30°C and 66°C, respectively. 

0 The transparency (haze), the appearance, etc., of each 

film obtained are shown in Table 2 below. 

Comoarative Examole 1 

By following the same procedure as in Example l except 

that the crystalline propylene polymer was used but the high-

density polyethylene was not compounded therewith, a film was 
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prepared and evaluated. · The evaluation results obtained are 

shown in Table 2 below. 

Comoarative Examples 2 and 3 

The homopolymerization of propylene as in Example 1 was 

5 conducted using the same catalyst system and the same polym.eri­

zation method as in Example 1 except that the hydrogen 

concentration was changed to 0.25%. 

The polymer obtained had a melt flow rate of 2.5 g/10 

minutes, a molecular weight distribution of 4.0, and a 

10 crystallization temperature of 104°C. Using the crystalline 

propylene polymer, the same procedure as in Example 1 and the 

same procedu·re as in Comparative Example 1 were followed, 

respectively, except that the amount of the crystalline 

ethylene polymer compounded was changed to form films and those 

LS films were evaluated. 

shown in Table 2 below. 

The evaluation results obtained are 

C~moarative Examoles 4 and 5 

Using a polymerization bath having an inside volume of 

23 m3 equipped with a stirrer, propylene was continuously 

~O polymerized in the co-presence of the solid catalyst described 

in JP-.Z\.-4 7-344 78 (the term "JP-A" as used herein means an 

·unexamined published Japanese patent application· ) , 

diethylaluminum chloride, an electron donor, and hydrogen, 

using heptane as the solvent at a polymerization temperature of 

5 60°C, a polymerization pressure of 6 kg/cm2 G, and a gas-phase 

hydrogen concentration of 2.9%. 

{ 
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The polymer obtained had a melt flow rate of 12 g/10 

min., a molecular weight distribution of 6.1, and a 

crystallization temperature of 102°C. Using the crystalline 

propylene polymer, the same procedure as in Example 1 and the 

5 same procedure as in Comparative Example 1 were practiced, 

respectively, to form films and the films were evaluated. The· 

evaluation results obtained are shown in Table 2 below. 

The unstretched films- obtained using the composition of 

the present invention have a good transparency in a stable 

10 level from a low temperature range to a high temperature range 

of a cooling roll and from a small thickness to a relatively 

large thickness range .. 

In addition, the properties of the crystalline 

propylene polymers and the crystalline ethylene polymers used 

LS in Example 1 and Comparative Examples 1 to 5 are shown in Table 

l below. 
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Table 1 

Crv!:ttal_line_ Propvlent:l_Folvmer 
MFR 

(230°C} 
(g/lOmin) 

Example 1 9.3 

Comparative 
Example 1 9. 3 

Comparative 
Example 2 2.5 

Comparative 
Example 3 2.5 

Comparative 
Example 4 .12 

Comparative 
Example 5 12 

Mw/Mn 

3.7 

3.7 

4.0 

4.0 

6.1 

6.1 

a-Olefin content 
Ethylene 1-Butene 

(wt%) (wt%) 

0 0 

0 0 

0 0 

0 0 

0 0 

0 0 

~ 
. ( oc) 

105 

105 

104 

104 

102 

102 

Crystalline Ethylene Pol:Yfiler 
MFR 

(190°C) Density: _'.f£_ Amount 
(g/lOmin) (g/cm3 ) (oC) (Parts by 

weight) 
;"· ·, j 

15 0.956 107 0.2 

0 
I 

..... 
15 0.956 107 0.5 ()) 

0 

15 0.956 107 0.2 

0 

. . ~ i' ; 
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Table 2 

Transoarencv C Hazel ( % l 
Cooling Roll 

Water Terno.:30°C 
Film Thickness 
30 urn 70 µm 

Example 1 2.3 4.7 

Comparative 
Example 1 0.7 1.9 

Comparative 
Example 2 6.7 14.5 

Comparative 
Example 3 6.5 14.0 

Comparative 
Example 4 2.5 5.1 

Comparative. 
Example 5 1. 8 4.0 

Cooling Roll 
Water.Terno.:70°C 

Film Thickness 
30 urn 70 urn 

6.0 11.2 

11.1 27 

7.9 11.1 

8.2 12.0 

11. 3 21 

14 30 

Exarnole 2 

Heat. 
Sealing 

Temoerature 
(°C) 

150 

150 

By using the same catalyst system and the same 

30 polymerization method as in Example 1, a gas-phase continuous 

polymerization of a mixed system of propylene, ethylene, and 

butene-1 was conducte~ at a polymerization temperature of 80°C, 

a polymerization pressure of from 7 to 15 kg/cm2 G, and a H2 

concentratin of 0.25% to obtain a propylene-ethylene-butene-1 

lS random copolymer having an ethylene content of 1.2% by weight 

and butene-1 content of 10. 2% by weight as a crystalline 

propylene polymer. 

This Sheet Has Been Replaced 

f lllllfl lllllJ IJll Ill llll 
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The polymer obtained had a melt flow rate of 5.7 g/10 

min., a molecular weight distribution of 3.0, and a 

crystaliization temperature of 81°C. 

After compounding 100 parts. by weight of the 

5 crystalline propylene polymer with 0.5 part by weight of a 

straight chain intermediate density polyethylene (Neozex 3510F, 

trade name, made by Mitsu~ P~trochemical Industries, Ltd.) 

having a melt flow rate of 1.6 g/10 minutes, a density of 0.935 
-. 

g/cm3
, and a crystallization temperature of 102°C as a 

10 crystalline ethylene polymer, o.o·s part of calcium stearate, 

0 .15 part by weight of Irganox 1010, 0 .1 part by weight of 

Sumilizer BHT, 0.1 part by weight of erucic amide, and 0.15 

part of a fine silica powder, the resulting mixture was melt­

extruded to form a film in the same manner as in Example 1 and 

ts the film was evaluated. The evaluation results obtained are 

shown in Table 4 below. 

Comoarative Examole 6 

By following the same procedure as in Example l except 

that the crystalline propylene polymer as in Example 2 was used 

'.O and the crystalline ethylene polymer was not used, a film was 

prepared and evaluated. The evaluation results obtained are 

shown in Table 4 below. 

Examoles 3 to 5 and Comoarative Examples 7 to 11 

By following the same procedure as in Example 1 except 

5 that the crystalline propylene polymer as used in Example 2 was 

used and· the kind and the amount of a crystalline ethylene 
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polymer compounded were changed as shown below and in Table 3 

below, respectively. 

The crystalline ethylene polymers used were as follows. 

Example 3: Sholex 6080 (trade name, made by Showa 

S Denko K.K:). 

10 

15 

20 

25 

30 

Example 4: Swnikathene~L GA701 (trade name, made by 

Sumitomo Chemical Company, Limited). 

Example 5: Sumikathene-L GA804 {trade name, made by 

Comparative 
Example 7: 

Comparative 
Example 8: 

Comparative 
Example 9: 

Comparative 

Swnitomo Chemical Company, Limited). 

Neozex 3510F (trade name, made by Mitui 
Petrochemical Industries, Ltd.). 

Excellen VL VL700 (trade name, made by 
Sumitomo Chemical Company, Limited). 

Swnika thene L 7 0 5. (trade name, made _by 
Sumitomo Chemical Company, Limited). 

Example 10: Sanwax 131P (trade name 1 made by Sanyo 
Chemical Industries, Ltd.). 

Comparative 
Example 11: Hizex 5202B (trade name, made by Mitui 

Petrochemical Industries, Ltd.). 

In addition, the crystalline ethylene polymer used in 

Comparative Example 9 is a long chain branched structure type 

low-density polyethylene and other crystalline ethylene 

polymers are straight-chain type_ low-density to high-density 

polyethylenes. 

1i11mir 
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Table 3 

Crystalline Progylene PolYffier 
MFR cx-Olef in content 

{230°C) Mw/Mn Ethylene 1-Butene 
(g/lOmin) (wt%) (wt%) 

I 

Example 2 5.7 3.0 1. 2 10~2 

Example 3 5.7 3.0 1. 2 10.2 

Example 4 5.7 3.0 1. 2 10.2 

Example 5 5.7 3.0 1. 2 10.2 

Comparative 
Example 6 5.7 3.0 1. 2 10.2 

Comparative 
Example 7 5.7 3.0 1. 2 10.2 

Comparative 
Example 8 5.7 3.0 1. 2 10.2 

Comparative 
Example 9 5.7 3.0 1. 2 10.2 

'. 

Crystalline Ethylene Pol~er 
MFR 

TC (190°C) Density __T£_ Amount 
(oC) (g/lOmin) (g/cm3 ) (oC) (Parts by 

.II I 

weight) ~: . . 

81 1. 6 0.935 102 0.5 

01 0 0.959 107 0.02 

01 0 0.919 90 0.5 t\J 
t\J 

' 01 55 0.930 92 0.5 

01 - - - 0 

01 1. 6 0.935 102 5.0 

81 10 0.905 02 0.5 
:·: . . , .. 

81 7 0.919 02 o.s 
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Table 3lcont'd) 

Cryst.g].line l>XQ'RVlene PQlvmer 
MPR 

t230°C) 
(g/lOmin) 

Comparative 
Example 10 5.7 

Comparative 
Example 11 5.7 

Mw/Mn 

3.0 

3.0 

a-Olefin content 
Ethylene !-Butene 

(wt%) (wt%) 

1. 2 10.2 

1. 2 10.2 

Crystalline Ethylene Polymer 

Tc 
. (oC) 

MFR 
Cl90°C) Density ....!£.... 

(g/lOmin) (g/cm3) (°C) 

Bl. 320 0.930 04 
or more 

Bl 0.3 0.964 109 

Amount 
(Parts by 

weight) 

0.5 

0.5 

"' w 

.· .~ -':·: . •.:.I 
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Table 4 

Transoarency (Haze} ( % l 
5 Cooling Roll Cooling Roll 

Water Temo.:30°C Water Temo.:70°C Heat 
Film Thickness Film Thickness Film Sealing 

30 ~m 70 um 30 um 70 µm Aooearance Temoerature 
.1 (oC) 

10 
Example 2 1.8 2.2 2.8 3.2 Good 119 

Example 3 l. 2 l. 5 4.3 4.5 Good 118 

15 Example 4 1.0 1. 2 1.8 2.4 Good 119 

Example 5 0.9 1. 2 1.5 1.9 Good 119 

Comparative 
20 Example 6 1.0 l. 3 6.8 9.0 Good 118 

Comparative 
Example 7 11.B 14 10.7 12.2 Good 122 

25 Comparative 
Example 8 l. 0 1.1 6.4 7.7 Good li8 

Comparative 
Example 9 6.8 7.6 Good 

30 
Comparative 
Example 10 7.8 9.6 Good 124 

Comparative Poor 
35 Example 11 6.8 7.4 Many 125 

fish eyes 
occurred 

Examoles 6 and 7 

~o By polymerizing a mixed system of propylene and 

ethylene and a mixed system of propylene and butene-1 using the 

same catalyst system and the same polymerization method as in 

Example l, a propylene-ethylene random copolymer and a 

propylene-butene-! copolymer shown in Table 5 below were 

5 obtained, respectively. 
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By following the same procedure as in Example 1 except 

that each of those copolymers was used and the amount of the 

crystalline ethylene polymer compounded was changed, each film 

was obtained and the films were evaluated. The evaluation 

5 results obtained are s9,a.wn. in Table 6 below. 

Comoarative Examoles 12 and 13 

A mixed system . of propylene, ethylene and 

butene-1 was continuously polymerized by the same 

polymerization method as in Example 1 at a polymerization 

10 temperature of 50°C, at a polymerization pressure of 5 kg/cm2 

G, and a gas phase hydrogen concentration of 4.5% to obtain a 

propylene-ethylene-butene.:..1 random copolymer having an ethylene 

content of 2.1% by weight, a butene-1 contnt of 4.2% by weight, 

a melt flow rate of 3.9 g/10 minutes, and. a molecular weight 

15 distribution of 5.2. 

After compounding 100 parts by weight of the copolymer 

obtained with 0.05 part by weight of calcium stearate, 0.15 

part by weight of Irganox, 0.1 part by weight of Sandostab P­

ERQ (trade name, made by Sandoz), 0.1 part by weight of erucic 

20 amide, and 0.15 part of a fine silica powder, the resulting 

mixture was melt-extruded in the same manner as in Example 1 to 

form a film and the film was evaluated. (Comparative Example 

12). 

By following the same procedure as in the above 

5 Comparative Example 12 except that a crystalline ethylene 

polymer was added to the random copolymer obtained in 
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Comparative Example 12, the film obtained was evaluated. 

(Comparative Example 13). 

· The evaluation results obtained are shown in Table 6 

below. 

Examole 8 

After compounding 100 parts by weight of the random 

copolymer obtained in Comparative Example 12 with 0.05 part by 

weight of calcium stearate, 0.15 part of Irganox 1010, 0.1 part 

by weight of Sandos tab P-EPQ, 0 .1 part by weight of erucic 

10 amide, 0.15 part by weight of a fine silica powder, and 0.002 

part by weight of 2,5-dimethyl-2,5-di(tert-butyl peroxide), the 

r~sulting mixture was melt-extruded to obtain pellets. The 

pellets had a melt flow rate of 5.2 g/10 minutes, a molecular 

weight distribution of 4.5, and a crystallizat~on tempera~ure 

15 of 82°C. 

Then, 100 parts by weight of the propylene-ethylene-

butene-1 random copolymer pellets were mixed with 0.2 part by 

weight of the high-density polyethylene as used in Example 1 at 

room temperature. An unstretched film was formed using the 

20 mixture by the same manner as in Example 1 and evaluated. The 

evaluation results obtained are shown in Table 6 below. 

Comoarative Examole 14 

By polymerizing a mixed system of propylene and 

ethylene by the same polymerization method as in Comparative 

25 Examp~e 4 at a polymerization temperature of 50°C, a 

polymerization pressure of 5 kg/cm2 G, and a gas phase hydrogen 
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concentration of 2.3%, a·propylene-ethylene random copolymer 

having an ethylene content of 3.7% by weight was obtained. 

To 100 parts by weight of the copolymer obtained were 

added 0. 05 part by weight of calcium stearate, 0 .1 part by 

5 weight of Sumilizer BHT and 0.05 part by weight of Irganox 1010 

and after mixing the mixture by a Henschel mixer, the mixture 

was melt-extruded to form pellets. The pellets had a melt flow 

rate of 2.8 g/10 mnutes and a molecular weight distribution of 

5. 0. 

.0 Then, 100 parts by weight of the propylene-ethylene 

random copolymer pellets were mixed with 0.2 part by weight of 

the high-density polyethylene as used in Example 1 at room 

temperature.. An unstretched film was prepared using the 

mixture in the same manne::i; as in Example 1 and evaluated·. The 

s evaluation results obtained are shown in Table 6 below. 

Examole 9 

By following the same procedure as in Comparative 

Example 14 except that 0.02 part by weight of 2,5-dimethyl-2,5-

di(tert-butyl peroxide) was added to the propylene-ethylene 

J random copolymer of Comparative Example 14 in mixing the 

copolymer by a Henschel mixer, pellets were formed. The 

pellets had a melt flow rate of 11 g/10 minutes, a molecular 

weight distribution of 3.2, and a crystallization temperature 

of 82°C. The pellets obtained were mixed with the high-density 

polyethylene in the same manner as in Comparative Example 14 

and a film was prepared in the same manner as in Comparative 

Example 14 and evaluated. 

shown in Table 6 below. 

The evaluation results obtained are 



Table !2_ 

Crystalline Pro2ylene Polymer 
MFR a-Olefin content 

(230°C) Mw/Mn Ethylene 1-Butene 
(g/lOmin) (wt%) (wt%) 

Example 6 

Example 7 

Example 0 

Example 9 

Comparative 
Example 12 

Comparative 
Example 13 

Comparative 
Example 14 

;i 
---u;· 

- ga =a -•:C: 
----~ o:I 

G 
. g 

====-~ -~G 

'~ 
iiiiiilll!!!!!! "" =-s. 

t\ • 3 

5.4 

5.2 

11 

3.9 

3.9 

2.8 

2.3 3.9 0 
I 

3.1 0 21 

4. 5 2.1 4.2 

3.2 3.7 0 

5.2 2.1 4. 2 

5.2 2.1 4.2 

5.0 3.7 0 

crvsJ:all.ine_J~_thvle__ne Polymer 
MFR 

Tc [190°C) Density ~ Amount 
(oC) (g/lOmin) ( g/cm3) ( oc) (Parts by . : 

weight) ... 
.... 

03 15 0.956 107 o.os 
76 15 0.956 107 0.5 

02 15 0.956 107 0.2 

04 15 0.956 107 0.2 
"' CD 

02 - - - 0 

02 15 0.956 107 0.2 

04 15 0.956 107 0.2 

'" 
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Table ,. 
0 

Transoarencv (Haze}(%} 
Cooling Roll Cooling Roll .. Water Temo.:30°C Water Temp.:70°C Heat :> 

Film Thickness Film Thickness Sealing 
30 um 70 um 30 um 70 um Temperature 

( oc) 

10 Example 6 1.0 1.1 2.2 3.7 128 

Example 7 1. 5 2.0 2.3 2.5 109 

Example 8 3.9 4.8 126 
15 

Example 9 1.1 1.3 2.5 3.5 128 

Comparative 
Example 12 6.3 7.7 9.2 17 

20 
Comparative 
Example 13 6.7 8.8 8.2 9.2 

Comparative· 
25 Example 14 7.4 9.3 128 

As described above, by using the polypropylene 

composition of the present invention, a film having a good 

transparency and showing very small film-forming condition 

30 dependency and thickness dependency of the transparency can be 

obtained without deterioration of the preferred characteristics 

the film of polypropylene inherently possesses, and the 

polypropylene composition can be suitably used for high-speed 

film-formation by a melt-extrusion. 
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* C L If S * CLAIMS: 

1. A polypropylene composition comprising by weight 

(a) 100 parts of a crystalline propylene polymer having a 

melt flow rate of at least 3.0 g/10 minutes and a molecular 

weight distribution of less than 5.~ and {b) from 0.01 to 

4.0 parts of a crystalline ethylene polymer having a melt 

flow rate of from 0.5 to 300 g/10 minutes, a density of at 
3 . 

least 0.910 g/cm, and a crys~allization temperature of at 

least 85°C and which is at least 1°c higher than the 

crystallization temperature of the -crystalline propylene 

polymer. 

2. A polypropylene composition as claimed in Claim 1, 

wherein the crystalline propylene polymer has a melt flow 

rate of from 3.0 to SO g/10 minutes. 

3. A polypropylene composition as claimed in Claim 1 

or 2, wherein the crystalline propylene polymer is a 

crystalline propylene homopolymer or a crystalline 

propylene-a-olefin copolymer. 

4. A polypropylene composition as claimed in Claim 3, 

wherein the crystalline propylene-a-olefin copolymer is a 

propylene-ethylene copolymer, a propylene-butene-1 

copolymer or a propylene-ethylene-butene-1 copolymer. 

5. A polypropylene composition as claimed in Claim 3, 

wherein the crystalline propylene-a-olefin copolymer has an 

a-olefin content of from 2. o to 30% by weight and a 

molecular weight distribution of 4.5 or less. 

6. A polypropylene composition as claimed in any of 

Claims 1 to 5, wherein the crystall_i~~- -~thyle~e J>()_lymer has 
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a melt flow rate of from 1 to 100.- g/10 minutes and a 

crystallization temperature of at least as 0c and which is at 

least 2°C higher than the crystallization temperature of the 

crystalline propylene polymer. 

7. A polypropylene composition as claimed in any of 

Claims 1 to 6, wherein the crystalline ethylene polymer is 

a straight-chain crystal_line ethylene polymer having a 

crystallization temperature of at least 90°C and which is at 

least s0c higher than the crystallization temperature of the 

crystalline propylene polymer. 

8. A polypropylene composition as claimed in any of 

Claims ~ to 7, wherein the crystalline ethylene polymer is 

used in.an amount of from 0.01 to 2.5 parts hy weight. 

9. A polypropylene composition as claimed in Claim 8, 

wherein the ethylene polymer is used in an amount of from 

0.02 to 1.0 parts by weight. 

10. A polypropylene film obtained by melt-extruding a 

polypropylene composition as claimed in any preceding 

claim. 
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