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22925 GR-jk-ho System for the transmission of high-rate value-added
services by terrestrial broadcasting The invention relates to a method for
the transmission of high-rate value-added services in accordance with the
generic term of Claims 1 and 2. In other words, the invention concerns the
field of digital radio of the future: "Digital Audio Broadcasting" ([)AB),
the standardization of which took place in February 1995 by the European
Telecommunication Standards Institute. DAB is suitable for the transmission
of high-grade audio programs to mobile, portable and fixed receivers, the
real objective being mobile reception. One of the special features of DAB
consists in the transmissibility of additional data at usually relatively
low data rates, such as program-accompanying information, traffic
information and similar. A plurality of audio programs and/or data services
are combined in a so-called DAB ensemble and are broadcast jointly by means
of the COFDM (Coded Orthogonal Frequency Division Multiplexing)
multi-carrier transmission process in a frequency block of a width of
approximately 1.5 MHz. Recently, program providers have shown great
interest in using DAB also to transmit value-added services, such as video
programs at a higher data rate. In the maximum case, this data rate may
occupy the capacity of the entire DAB ensemble. One of the problems in this
regard is that of error protection, which, at the (in the DAB system)
maximum usable net data rate of 1.728 Mbit/s, is so weak that the system is
not totally suitable for mobile reception. With acceptable error
protection, therefore, noise-free transmission is possible only in the
range of data rates up to approx. 1.2 Mbit/s. With regard to the DAB
system, the X-DAB system (Extended DAB) represents a downward- compatible
higher-grade alternative to the DAB system, the X-DAB system retaining the
physical parameters of the therein used OFDM multi-carrier transmission
process as well as the basic 



structure of a transmission frame according to the DAB system. For specific
X-DAB data channels it is possible, in comparison with the DAB system, to
obtain better noise immunity together with a    P96186WO 2 higher data rate
through the use of coded modulation (multi-stage codes in conjunction with
higher phase modulation of, for example, 8-PSK). Through implementation of
the X-DAB system, it is possible, for each DAB frequency block, to transmit
at all times a net data rate of 1.728 Mbit/s without restriction to mobile
users. It is even possible to achieve a maximum rate of 5   over 2 Mbit/s,
but with an increase in the required signal-to-noise ratio at the receiver
end in comparison with the lower data rate. If the aim is to transmit
high-grade value-added services, such as video programs in PAL quality, to
mobile users, then the data rates achievable with the DAB and X-DAB systems
are still too 10  low. At present, a standard on the terrestrial
broadcasting of digital television (DVB-T) is soon to be published by the
responsible authority, the ETSI. To be sure, the DVB-T system makes it
possible to transmit high data rates - namely up to a maximum of around 30
Mbit/s per television channel of a bandwidth of 7 MHz in the VHF range or 8
MHz in the UHF range; however, the system concept, which is likewise based
on the COFDM method, is aimed primarily at supplying 15  stationary and
portable receivers. That is, mobile reception is possible only to a very
limited extent even if use is made of a non-standardized extension of the
DVB-T system with regard to the type of modulation (see also DE 43 19 217
C2). In order just to come close to the range of the 



receiver-end signal-to-noise ratio available with the DAB system, it is
possible with the DVB-T system to employ no more than four-phase modulation
on the subcarriers, as is used also in the 20   DAB system. That is, the
maximum transmissible data rate per television channel is in this case
still approximately 6 Mbit/s. In conjunction with the DAB system, DE- 43 06
590 Al proposes that four adjacent frequency blocks be broadcast
simultaneously in one television channel, the correspondingly source-coded
25   data stream (such as MPEG-2 for video and audio) being multiplexed
onto said frequency blocks, whereby, with a broadband DAB receiver composed
of four receivers arranged in parallel with a final output combiner, it is
possible to evaluate a net data rate of max. 4 x 1.728 = 6.9 Mbit/s. If
using error protection adapted to mobile conditions, this net data rate
will still be around 4.6 Mbit/s. There is, however, a need further to
increase this data rate in order to optimize the 30  transmission quality.
3 One object of the present invention is to provide a method for the
transmission high-rate value-added services, which reliably ensures the
transmission of yet higher data rates than hitherto with the DAB system.
The object of the invention with regard to the transmission method is
achieved by the features of claim 1. In other words, therefore, the
invention is based on the transmission of video programs, particularly to
mobile users, with at least two simultaneously broadcast, adjacent X-DAB
frequency blocks in a single- frequency network, onto which a digital input
data stream, source-coded in accordance with the services 



content in question, is multiplexed. In accordance with the invention it is
planned that a free carrier frequency is inserted between the X-DAB
frequency blocks. In this way a protective distance of 0.2 MHz or greater
between two frequency blocks will not be necessary. In this way the
bandwidth requirement for the X-DAB frequency blocks is reduced, so that it
is advantageously possible - within a channel with the stipulated bandwidth
- to transmit a greater number of adjacent X-DAB frequency blocks within
the stipulated bandwidth, which in turn facilities a higher transmission
rate. A coordinated solution of the tasks results from the features of
Claim 2. In order to increase the transmission rate, the invention
provided, that the input data stream is divided into several individual
data streams, whereas these individual data streams are of different
significance and importance respectively for the quality of the service and
that the individual data streams are distributed in accordance with to
their significance and importance respectively onto individual X-DAB
frequency blocks. Using this type of transmission of a data stream, which
is also referred to as hierarchical transmission, it is possible, to
strengthen the data protection for more important partial data streams and
to lower it for the less important ones, but to transmit a larger data rate
in the case of the less important partial data streams. Thus the
transmission rate overall can be increased.    4 In an advantageous
embodiment, in the transmission method according to the invention, the
output signals of the four X-DAB narrow-band transmitters, which provide
the four X-DAB frequency blocks, are combined into one common output signal
and are thereupon transmitted, for which purpose a summing circuit is
provided, the output of which is connected to an HF stage. At the input end
in the transmission 



method, the input data stream is split between the four .X-DAB transmitters
by means of a service splitting circuit. As an alternative to the summing
of the output signals from the plurality of X-DAB transmitters, ii is
advantageously provided - in order to prevent disturbances of the condition
of orthogonality between the subcarriers of the adjacent frequency blocks -
that the signals corresponding to the  plurality of X-DAB transmitters are
combined at the level of digital baseband signal processing after
differential modulation of the subcarriers of individual blocks, still
before actual OFDM signal generation. Advantageously, the OFDM signals are
generated by Inverse Fast Fourier Transformation (IFFT), followed by D/A
conversion and I/Q modulation. The bundling of a plurality of; for example
four, X-DAB frequency blocks to provide a broadband X- DAB, BX-DAB system
within a normal television channel permits the noise-free transmission of
value- added services at a high data rate in particular to mobile receivers
at a typical data rate of 6.9 Mbit/s. The system concept according to the
invention offers a high degree of flexibility with regard to different
error protection profiles and thus data rates, said profiles being
switchable - in the transmission of a data frame - within a frequency block
and also between the blocks with regard to the individual data streams of
the source signal. In contrast to the above-described DVB-T system, this
makes it possible to implement both equal-ratio and also non-equal-ratio
error protection. The system concept in accordance with the invention is
also suitable for a kind of hierarchical transmission, the difference lying
- in contrast to the DVB-T system - not in the type of modulation on the
individual OFDM subcarriers, but in the number of frequency blocks to be
evaluated.    



5 Hereinbelow, the invention is described in greater detail on the basis of
an example embodiment with reference to the drawings, in which; Fig. 1
shows the structure of the transmission frame for the X-DAB system for each
frequency block; Fig. 2        shows a block diagram of a narrow-band X-DAB
transmitter; Fig. 3        shows a block diagram of a narrow-band X-DAB
receiver; Fig. 4        shows the distribution of the X-DAB frequency
blocks within an analogue television channel as part of the production of a
transmission signal according to the transmission method according to the
invention; Fig. 5       shows a block diagram of a broadband X-DAB
transmitter Fig. 6       shows a block diagram of a broadband X-DAB
transmitter Fig. 7       shows a block diagram of a broadband X-DAB
receiver, and Fig. 8       shows a block diagram a broadband X-DAB
receiver.    P96186WO 6 As already mentioned in the introduction, there is
a need for new system concepts in order to be able to provide value-added
services at higher data rates also for mobile receivers without any
appreciable loss of quality. Through recourse to already existing systems
such as DAB or, as in the case according to the invention, to X-DAB as the
basic structure, it is possible significantly to 



5   reduce the costs of development in respect of the transmitter- and
receiver-related hardware. For example, for the DAB system there are four
different parameter sets (transmission modes) which describe the physical
parameters of the transmission frame and of the OFDM process. These
parameter sets are identical for the X-DAB system. In so-called
transmission mode II, for 10  example, a frame corresponds to a duration of
24 ms and contains L = 76 OFDM symbols, of which the first is occupied by
the synchronization signal and the next 1 = 3 by the fast information
channel (FIC), as shown in Fig. 1. The remaining symbols, which form the
main service channel (MSC), are available for the transmission of useful
data. A block in the transmission frame corresponds to the data contents
which can be transmitted within an OFDM symbol. Each service 15   occupies
its own area in the MSC, the so-called subchannel. The MSC also includes
the XSC (X- DAB Service Channel), which, in extreme cases, may take up the
entire MSC capacity. Such an extreme case, however, occurs only if a
service is to be transmitted at a high data rate, i.e. in this case, the
MSC or XSC contains only one single subchannel. The number K of subcarriers
used in the OFDM process is likewise different for the individual
transmission modes and ranges from 20   K = 192 for mode III to K = 1536
for mode I. Fig. 2 and 3 show corresponding block diagrams of an X-DAB
transmitter and receiver, respectively. In conformance with the proposed
solution according to the invention, a plurality of (in the present case up
to four) narrow-band X-DAB frequency blocks, which are simultaneously 25
broadcast by all transmitters of a single-frequency network, are
accommodated in a television channel with a bandwidth of 7 or 8 MHz (VHF or
UHF range), as shown in Fig. 4. The thereby maximum achievable data rate
per channel by bundling the capacity of the individual frequency blocks,
i.e. the ensemble contents, is, in the case of four frequency blocks,
approximately 8.3 Mbit/s. If use is made of error protection adapted to
mobile reception, 6.9 Mbit/s is left for the 



30  transmission of useful data. That is, per data channel, approximately 4
MPEG-2 coded video    P96186WO 7 programs in VHS quality including stereo
sound or one to two programs in PAL quality can be transmitted and received
by mobile users. In addition, the capacity of the four fast information
channels (FIC) is available for the 5   transmission of additional data
(Fast Information Data Channel, FIDC) each with around 32 kbit/s (mode III:
43 kbit/s). It is advantageous if the frequency blocks are arranged in such
a manner that the individual subcarriers of all the blocks are in the same
frequency grid Af. The frequency grid Af is defined by 10  the useful
interval time TU of an OFDM symbol: [err]f= I/TU. The smallest carrier
interval is in mode I: [err]f= 1kHz, and the largest in mode III:[err]f= 8
kHz. A greater protection ratio of 0.2 MHz, as is required in the normal
allocation of frequencies for the DAB system in order to prevent
neighboring-channel interference between the individual 15  frequency
blocks, can advantageously be dispensed with. Merely one single, unassigned
carrier frequency is preferably additionally inserted between the frequency
blocks. Taking account of the fact that the carrier on the respective block
center-frequency is also not assigned, the bandwidth requirement for the
four frequency blocks results as: 20   K'*[err]f= (4*(K + 1) + 3)* Af= (4*K
+ 7)* [err]f. If use is made of the known DAB or X-DAB parameters, there
results for all modes a value of 



approximately 6.2 MHz. This system concept is referred to in the following
as BX-DAB (Broadband X-DAB). 25 Basically, after corresponding service
splitting of the input data stream, which may possibly originate from a
plurality of sources, the desired broadband transmission signal can be
generated by the multiple, at present four-fold, parallel connection of
known X-DAB transmitters according to Fig. 2 and subsequent addition of the
output signals of said transmitters. This situation is 30   presented in
Fig. 5. A separate controller monitors the service splitting and generates
the    P96186WO 8 necessary multiplex information (MCI) for the FIC. Owing
to inaccuracies of the respective transmission oscillators with the
transmission mid-frequencies fA,fB ,fC and fD, however, the transmission
signal may in this case already contain disturbances of the condition of
orthogonality between the subcarriers of the adjacent frequency blocks,
which, owing to the absence of a 5   protection interval, may ultimately
result in inter-carrier interference (ICI) and thus in a deterioration of
the transmission quality. Fig. 6 shows an embodiment of the
transmitter-according to the invention said transmitter not having the
aforementioned disadvantages. Consequently, the signals are combined at the
level of 10   digital baseband signal processing (DSP/BB X-DAB SA - SD)
after differential modulation of the subcarriers of the individual blocks
and still before actual OFDM signal generation. OFDM signal 



generation can be implemented by means of a module for Inverse Fast Fourier
Transformation (IFFT), followed by a D/A converter and then an I/Q
modulator. It is of advantage in this regard that, whereas, in the first
embodiment of the transmitter according to the invention for the 15
individual frequency blocks, it is necessary, in order to generate a timing
signal belonging to an OFDM symbol, to use an IFFT of size N> K + 1 with N
being a square number (N = 256 for mode III to N= 2048 for mode I), in the
embodiment shown in Fig. 6 only one single IFFT of size N' > K' is required
(N' = 1024 for mode III to N' = 8192 for mode I). Each X-DAB block is
allocated a fixed assignment - dependent on the selected mode - of the IFFT
input vector on which 20  the corresponding differentially modulated PSK
symbols are stored. Following the IFFT, all that is then required in the
transmitter is one single D/A conversion (one module each for the I- and Q-
channels) as well as one single I/Q modulator. Owing to the greater IFFT
bandwidth, however, the D/A conversion must take place at four times the
timing rate, i.e. the duration of the sampling interval after the IFFT is
only around 0.122 [err]s instead of 0.488 [err]s in the first embodiment of
the 25  transmitter. The frequency fSo is used as the transmission
mid-frequency, as shown in Fig. 4. Broadband X-DAB receivers according to
the invention are now described with reference to Fig. 7 and 8.    P96186WO
In order, at the receiving end of the transmitting/receiving system
according to the invention, to be able to evaluate the entire data stream
in the broadband transmission signal, two principles are possible as shown
in Fig. 7 and 8. First, if there are four narrow-band X-DAB transmitters at
the 



transmitter end, it is possible to employ four parallel-connected
narrow-band X-DAB receivers 5   which are tuned to the respective
frequency-block mid-frequencies fA to fD and which thus evaluate the
ensemble contents of the corresponding block (see Fig. 7). Owing to the
fact that the frequency blocks are directly adjacent to each other, there
is, if narrow-band receivers are used, inter-carrier interference (ICI)
because the subcarriers belonging to the neighboring blocks are included in
the FFT module of the OFDM demodulator. This, however, has virtually no
adverse 10   effect on the transmission quality, since, in the previously
discussed transmitter implementation (see Fig. 6), all the carriers are in
the same frequency grid, with the result that the condition of
orthogonality is not violated. Furthermore, the negative consequences of
the Doppler effect for mobile reception are thereby only minimally
amplified. The four receiver output data streams are again combined in the
service combiner to form one or more overall data streams. The control of
15 the just-described broadband receiver with regard to the data streams is
effected in the combining controller on the basis of the evaluation of the
information transmitted in the FICs, similarly to the DAB or X-DAB concept.
Fig. 8 shows an alternative to the above-described receiver similar to the
transmitter shown in 20   Fig. 6. Instead of using four narrow-band
receivers directly in parallel, it is thus possible for the signal to be
recovered using just one single OFDM demodulator. Such a broadband receiver
can be implemented by an I/Q demodulator tuned to the frequency fS0, an A/D
converter for each of the I- and Q-branches as well as a following FFT of
size N'. The values of the FFT output vector can, after corresponding
allocation, again be allocated to the digital baseband signal processing of
25   four parallel X-DAB receivers (DSP/BB X-DAB EA - ED), the output data
streams of which are subsequently, as described above, combined to form an
overall data stream. This second embodiment of the receiver according to
the invention is superior to the first 



embodiment thereof when it is a matter of evaluating the entire data
stream. With the above- 30   described broadband X-DAB transmitter/receiver
concept according to the invention, however, it    P96186WO 10 is also
possible to accomplish the so-called hierarchical transmission of a data
stream. This requires that the source data stream can be separated into a
plurality of individual streams, these having different significance or
importance with regard to the quality of the associated service, for
example with regard to picture quality. Thus, it is possible, for example,
to increase the error 5   protection for more important data streams and to
reduce it for less important ones while, in return, transmitting at a
higher data rate. Changes in error protection even within a transmission
frame are easy to implement with the X-DAB system, but are not possible
with the initially described DVB-T system. If, at the transmitter end, the
data streams are distributed among the individual frequency blocks
according to their importance, beginning, for example, with the lowest 10
frequency, then reception quality and receiver costs can be exchanged for
each other, a technically simple receiver, for example, evaluating just one
frequency block, for example block 1, which is tuned to the mid-frequency
fA. In this case, the receiver is identical with the normal X-DAB
narrow-band receiver with the maximum FFT size N' = N = 2048. In order to
improve the service quality, it is necessary for a further block to be
added and be co-evaluated, for example block 2, 15  tuned to the
mid-frequencyfSi . Since an FFT of the maximum size N'= 4096 is required,
the receiver must be correspondingly broadbanded. In the case of video
transmission, this may signify, 



for example, a quality step from VHS to PAL. In this scheme, frequency
blocks 3 and 4 may likewise be assigned to a separate service and be
evaluated independently of frequency blocks 1 and 2, the receiver being
tuned to the mid-frequency fS2. 20 With regard to the above-described
frequency blocks, it is also possible for an additional substream to be
transmitted to frequency block 1 or 2, this contributing toward a further
improvement in the quality of the service. In order, in this case, for
example, to achieve full picture quality, it is necessary to use the most
complex and thus most costly receiver, with the maximum 25   FFT size N'=
8192 with four-fold parallelization of the X-DAB baseband signal
processing. The arrangement of an unassigned carrier between the individual
frequency blocks has, in all receiver types irrespective of FFT size and
correspondingly selected mid-frequency, the consequence that the input
signal is always without a direct component, this guaranteeing optimal
modulation of the A/D converters. 30    PCT/EP98/01658
Ist June 1999 Deutsche Telekom AG
22925 GR-jk-ho New patent Claims 1 to 5 1.           Method for the
transmission of high-rate value-added services to mobile users according to
the X- DAB system (Extended Digital Broadcasting System) with at least two
simultaneously broadcast, adjacent X-DAB frequency blocks in a
single-frequency network, onto which a digital input data 



stream, source-coded in accordance with the services content in question,
is multiplexed, characterized in that a free carrier frequency is inserted
between the X-DAB frequency blocks. 2.           Method for the
transmission of high-rate value-added services to mobile users according to
the X- DAB system (Extended Digital Broadcasting System) with at least two
simultaneously broadcast, adjacent X-DAB frequency blocks in a
single-frequency network, onto which a digital input data stream,
source-coded in accordance with the services content in question, is
multiplexed, characterized in that the input data stream is divided into
several individual data streams, whereas these individual data streams are
of different significance and importance respectively for the quality of
the service and that the individual data streams are distributed onto
individual X-DAB frequency blocks in accordance with to their significance
and importance respectively. 3.            Transmission method according to
claim 1 or 2, characterized in that to a common output signal and then
transmitted. 4.            Transmission method according to Claim 1, 2 or
3, characterized in that the signals corresponding to several X-DAB
frequency blocks are combined on the level of the digital baseband signal
processing (DSP/BB X-DAB SA - SD), following the differential modulation of
the sub-carrier of the individual blocks, even before the actual OFDM
signal generation. 5.            Transmission method according to Claim 4,
characterized in that the OFDM signals are generated through an
Inverse-Fast-Fourier-Transformation (IFFT) followed by a D/A conversion and
I/Q modulation.    


