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APPARATUS ANO METHOD FOR MERGING PIXELS 

S TECD'ICAL F:IELD OF TD :INVENTION 

The present inver:.tion relates .in general to.data processing sys'tems, 

and in particula=. to graphics rendering in a data processing s~stem. 

Sophisticated graphics applicaeions in modern data processing 

sys~ems require the graphics data processing hardware to generate larger 

and more complex images. For example, virtual reality applications ~.ay 

15 display a panoramic view of a scene. requiring a display of a plurality of 

component images to forr.i a composite image. Each ~mage in the composite 

may. itself, be complex. requiring a dedicated processor to compute the 

component image. The composite may then be generated by providing each of 

the component :i.mages to an ·end station pro~essor that generates a 

20 compo~ite therefrom. I:edicating a data processing system to generate the 

composite also adds cos~ to the overall system. Additionally, the display 

of the scene may requi=e multiple display devices, driven by a display 

driver associated with the processor generating the composite image to be 

displayed on the corresponding display device. This increases the cost of 

25 the system even furthe=. Thus, there is a need in the art for a mechanism 

to combine graphics daU1 streams ~o form a composite graphics signal to be 

provided to a display device and that may be inco:rporated in a data 

processing system economically and with a reduced development schedule. 

30 DXSCLOS'DRE OF Tlm %NVBN'l'XON 

Accordingly. the present invention provides an apparatus for merging 

pixel data. The apparatus includes a buffer operable for receiving pixel 

data from a first source, and first selection circuitry operable for 

JS receiving pixel data from the buffer and pixel data from a second source. 

40 

The selection circuitrf selects for outputting the pixel data from the 

buffer and pixel data received from the second source, and the selection 

circuitry is operable for outputting the pixel data to a display device. 

The buffer outputs the pixel data in response to a first clock signal. 

imiiili1nr 
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There is also provided. in a second form. a method of merqing pixel 

data. The method receives pixel data from first and second sources and 

loads the pixel data from the second source in a buffer. The.method 

fu~her selects for outputting. in response to a dynamic switch signal, 

s the pixel data from the first source and the pixel data stored in the 

buffer. The buffer outputs che stored pixel data in response to a first 

clock signal f:rom the second source. 

There is also provided, in a third form, a data processing system. 

lO The data processing system includes a central processing unit (CPU) and a 

graphics system operable for receiving graphics data signals and control 

signals from the CPU. The graphics system includes a buffer operable for 

receiving pixel data from a first graphics engi~e. The graphics system 

also includes a second graphics engine operable for generating pixel data 

15 in response to the graphics data signals and first selection circuitry 

operable for receiving pixel data from the buffer and the pixel data from 

the second graphics engine,. wherein the selection circuitry selects for 

outputting the pixel data from the buffer and pixel data received from the 

second graphics engine. the selection circuitry being operable for 

20 outputting the pixel data to a display device, and wherein the buffer 

outputs the pixel data in response to a first clock signal from the second 

graphics engine. 

The foregoing has outlined rather broadly th.e features and technical 

25 advantages of the present invention in order that the detailed description 

of the present invention that follows may be better understood. 

30 

Additional features and advantages of the present invention will be 

described hereinafter which form the subject of the claims of the present 

invention. 

BR.J:BF DESO:IPTJ:OH OF TBB D:RAWI:NGS 

The present invention will now be described, by way of example only, 

with reference to the preferred embodimencs thereof as illustrated in the 

35 following drawings: 

FIGURE 1 illustrates, in block diagram form, a data processing 

system in accordance with an embodiment of the present invention; 
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FIGURE 2 illustrates, in block diagram form~ a pixel data merge 

apparatus in accordance with an embodiment of the present invention; 

FIGURE 3 illustrates, in further detail, a pixel data merge 

5 apparatus in accordance with an embodiment of the present invention: 

10 

FIGURE 4 illustrates, in block diagram form, a data processing 

system in accordance with another embodiment of the present invention: 

FIGURE SA illustrates, in further detail, a pixel data merge 

apparatus in accordance with the embodiment of FIGURE 4: 

FIGURE SB illustrates a portion of a pixel: data merge apparatus that 

may be used in an alternative embodiment of the pixel data merge apparatus 

15 of FIGURE SA: and 

20 

FIGURE SC illustrates a portion of a pixel data merge apparatus that 

may be used in another alternative embodiment of the pixel data merge 

apparatus of FIGURE SA. 

DBTA.l:LED DESC&:IPT:ION 01' THE D1VDl'l"J:ON 

A mechanism for merging pixel data is provided. A graphics system 

25 including a digital communications link interface receives graphical 

information from a central processing unit. The graphical information is 

provided to a graphics apparatus, which may be an application-specific 

integrated circuit . (ASIC) . The ASIC may be configurable as a master, a 

slave, or as a standalone device. The ASIC includes circuitry for 

30 rasterizing the graphical information. Additionally, when configured as a 

master device, the ASIC, via the digital data link, is operable for 

receiving graphics data from an ASIC configured as a slave. The master 

configured ASIC drives a graphical display device. Conversely, an ASIC 

configured as a slave is operable for communicating graphical data to an 

35 ASIC configured as a master. A master ASIC also provides clocking and 

control signals to a slave configured ASIC. 

In the following description, numerous specific details are set 

forth to provide a thorough understanding of the present invention. 

40 However. it will be obvious to those skilled in the art that the present 
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invention may be practiced without such specific details. In other 

instances, well-known circuits have been shown in block diagram form in 

order not to obscure the present invention in unnecessary detail. For the 

most part, details concerning timing considerations and the like have been 

5 omitted inasmuch as such details are not necessary to obtain a complete 

understanding of the present invention and are within the skills of 

persons of ordinary skill in the relevant art. 

Refer now to the drawings wherein depicted elements are not 

10 necessarily shown to scale and wherein like or similar elements are 

designated by the same reference numeral through the several views. 

Referring now to FIGURE 1, there is illus~rated a data processing 

system 100 for generating graphical displays, in accordance with the 

15 present invention. system l.00 includes first and.second data processors, 

data processor l.02 and data processor 104, which generate graphical images 

for display on a selected graphical display which may include one of flat 

panel displays 106 or cathode ray tube (CR.T) displays 108. Data 

processors 102 and 104 may be embodied as stand-alone processors, or 

20 alternatively as processors constituting a multiprocessor (MP) data 

processing system 100. 

Each of data processors 102 and 104 includes a central processing 

unit (CPU) 110 which generates the graphical images to be displayed, in 

25 accordance with a software program being executed by each of CPUs 110, as 

would be understood by an artisan of ordinary skill in the art. 

Additionally, CPU 110 includes an operating system to control the 

components of data processors 102 and 104, which operating system 

typically includes drivers for graphics hardware, such as graphics 

30 system 112. Image information is sent to graphics system 112 which 

converts the information into a form suitable for display on the selected 

display device, such as a flat panel di~play 106 or a CRT display 108. 

Graphics information is communicated from a CPU 110 to a graphics 

system 112 via a bus 114. Bus 114 may, in an embodiment of the present 

35 invention, be a Peripheral component Interface CPCI) bus. The PCI bus is 

a standard bus known in the data processing art. (See PCI Local Bus 

Specification, Revision 2.1, June 1, 1995, copyright PCX Special Interest 

Group, which is hereby incoi:porated herein by reference.) Alternatively, 

bus ll.4 may be an Accelerated Graphics Port (AGP) bus. AGP is also a bus 

40 architecture known in the data processing art. (See, e.g., AGP Interface 
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Specification, Revision 2 • o, .. May 4, 1998, copyright :Intel Corporation, 

hereby inco2:p0rated · herein by reference. ) Additionally, bus 114 may 

communicate control information to graphics system 112. 

Graphic system 112 sends pixel data for display on one of flat panel 

display 106 or CRT display 108 formatted in accordance with the 

requirements of the display type. If a CRT display, such as one of CRT 

display 108, is selected, pixel data is sent for display using an analog 

RGB color signal, anal9g signal 116. Pixel data for flat panel displays, 

10 such as flat panel display 106 is provided in a digital format via digital 

link 118. In an embodiment of the present invention, digital link 118 may 

be a Transition Minimized Differential Signaling (TMDs•) interface 

architecture, such as PanelLink• Digital, suppl~ed by Silicon Image, Inc.· 

Additionally, pixel data may be communicated between graphic systems 112 

15 in each of data processor 102 and data processor 104 via a digital 

link 120. For example, one of graphics systems. 112 may be configured as a 

master, and the other syatem 112 may be configured as a slave. Pixel data 

may be communicated on digital link 120 from the slave system to the 

master system. Slave data may be combined with native graphics data in 

20 the master system and displayed by the master system on the selected one 

of flat panel display 106 or CRT display 108. Digital link 120 may also 

be a TMDs• architecture graphics link, such as PanelLink• Digital. 

Additionally, the synchronization of slave pixel data and master pixel 

data is maintained by communicating load clock/frame reset signals 122 

25 between the master configured graphics system 112 and the slave configured 

graphics system 112. 

The communication of pixel data between data processors configured, 

respectively, as a master and slave may be further understood by referring 

30 now to FIGURE 2. FIGURE 2 illustrates a portion 200 of data processing 

system 100, FIGURE l, in which portion 200 includes master graphics 

system 202 and slave graphics system 2Q4. Each of master system 202 and 

slave system 204 include a configurable ASIC 206. In response to a 

plurality of control signals, ASIC 206 may be configured as a master 

35 device, or as a slave device. The control signals and their operation in 

configuring ASIC 206 will be discussed in detail in conjunction with 

FIGURE 3, hereinbelow. It would be understood that ASIC 206 may be 

implemented as a single chip device or, in an alternative embodiment, may 

be implemented in a plurality of integrated circuit chips. 

40 
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Each ASIC 206 contains a graphics engine which includes a 

rasterizer 208, cursor logic 210, and color palette 212. Rasterizer 208 

takes high level commands from the software running on the associated CPU, 

such as CPU 110 in F:tGURE 1, and generates the pixel data for display. 

s Pixels are written to memory 213, which may commonly be referred to as a 

frame buffer. Memory 213 is typically implemented off of the ASIC 206, 

however, it would be understood by an artisan of ordinary skill in the art 

that memory 213 could be, in an alternative embodiment of the present 

invention, be provided within the AS:tC 206. cursor logic 210 generates 

10 hardware cursors and overlays, commonly referred to as "sprites•, for 

display on the selected one of flat panel display 106 and CRT display 108. 

Palette 212 generates pixel color information. The operation of 

rasterizer 208, cursor logic 210, palette 212 ~d memory 213 are in 

accordance with principals known in the graphics processing art. 

15 

Pixel da.ta generated by rasterizer 208, palette 212, and cursor 210 

are input to multiplexer (MOX) 214. Additionally, an input of MOX 214 

receives pixel data output by first-in-first~out (FIFO) buffer 216. 

F:tFO 216, in master system 202 receives pixel data generated by 

20 rasteri2er 208 and palette 212, in slave system 204. This pixel is 

communicated over digital link 120, and received by digital link receiver 

(RX) 218, in master system 202. As previously described, digital link 120 

may be a serial digital link. such as PanelLinJc• digital. In such an 

embodiment of the present invention, digital link receiver 218 is a 

25 PanelLink• receiver, which recovers the digital .pixel data transmitted by 

slave system 204 from the serial signal on digital link 120. An output of 

digital link receiver 218 is coupled to receiver 220, which drives 

FIFO 216. Receiver 220 may be operable for switching in response to 

control signals for configuring the ASIC 206. These signals are not 

30 illustrated in FIGURE 2 for simplicity, however, these will be described 

in detail in conjunction with FIGURE 3. 

In response to switchpoint control 222, MUX 214 selects for 

outputting pixel data from FIFO 216, or. native pixel data from the 

35 associated rasterizer 208 and palette 212. Switchpoint control 222 is 

generated by CRT timing unit 224, also described in conjunction with 

FIGURE 3, hereinbelow. Additionally, MUX 214 also receives master/slave 

(M/S) signal 226. When ASIC 206 is in a master configuration, as in 

master system 202, M/S 226 has a first predetermined value, and in 

40 response thereto, MUX 214 adds cursor pixel data, generated by hardware 
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curso·r l.ogic 210, to the pixel data output by MUX 214. MOX then outputs 

merged pixel data in response to switchpoint control 222. MOX 214 drives 

CRT display 108 via digital-to-analog converter (DAC) 215. 

Pixel data output ?y ASI:C 206 configured as a slave device, as in. 

slave system 204, is transmitted over digital. I.ink 120 from digital link 

driver 227. Digital link driver 227 receives pixel data via driver 228, 

and convert:s the data to a signal format compatible with digital link 120. 

In an embodiment of the present invention in which link 120 is a 

10 PanelLinkN Digital link, signals on line 120 may be formatted in 

accordance with the TMOs• specification. 

The pixel data output by driver 228 is re~eived from an output of 

MUX 230. MOX 230 selects pixel data for outputting from the output of 

15 MUX 214 and pixel generated by rasterizer 208 and palette 212. MOX 230 

selects for outputting in response to a plurality of control signals, 

collectively, configuration control signals 232. Configuration control 

signals 232 include a plurality of data values which configure the 

graphics system, such as master system 202 and slave system 204. When 

20 configured as a slave device, as in slave system 204, MDX 230 selects for 

outputting pixel data generated by rasterizer 208 and palette 212, in the 

slave ASIC, such as ASIC 206 in slave system 204. MOX 230 selects between 

inputs in response to configuration control. signals 232. Additionally, 

driver 228 is also switchable in response to a subset of the configuration 

25 control signals 232, and in response to switchpoint control 222. For 

simplicity, these are not shown in FIGURE 2, however, will be described in 

detail in conj\Jnction with FIGURE 3. 

In addition to pixel data received via driver 228, digital link 

30 driver 227 receives pixel clock 234. Digital link driver 227 also sends 

pixel clock 234 to digital link receiver 218, along with the pixel data 

formatted in accordance with the specification of digital link 120. 

Digital link receiver 2'18 recovers this pixel clock and outpucs it on 

slave pixel clock 236. Slave pixel clock 236 is used in the master syseem 

35 to clock in the pixel data transmitted via digital link 120 from digital 

link driver 227, via receiver 220 into FIFO 216. This is also described 

i~ detail in conjunccion wich FIGURE 3. 

Pixel clock 234 is generated via phase lock loop (PLL) 238. A 

40 reference frequency for.PLL 238 is supplied via AND-OR-INVERT IAOI) 
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logic 240. When a graphics system is configured as a master, such as 

master system 202, AOI 240 outputs reference clock 242 to PLL 238. 

Conversely, when the graphics system is configured-as a slave, such as 

graphics system 204, AOI 240 outputs load clock 244 derived from. pixel 

5 clock 234 in the master system. Load clock 244 is provided to AOI 240 via 

receiver 246. In an ASIC configured as a slave device, receiver 246 

receives load clock 244 from the master device. Thus, when ASIC 206 is 

configured as a master, as in master system 202, load clock 244 is 

provided to the slave system via driver 248. Driver 248 receives M/S 226 

10 which renders driver 248 active in a master-configured ASIC. Conversely, 

in a slave device, M/S 226 places driver 249 in an inactive state. 

Load clock 244 has a f reguency that is a ~ubmultiple of pixel 

clock 234, and is derived from pixel clock 234 by dividing pixel clock 234 

15 by a predetermined integer, N in divide-by-N 250. In an embodiment of the 

present invention, Nmay be eight (8). Load clock 244, having a frequency 

that is a submultiple of the frequency of pixel clock 234, effects 

synchronization of slave system 204 and master system 202 while mitigating 

the complications associated with distributing a high frequency signal 

20 such as the pixel clock itself. output 251 of divide-by-N 250 is also 

input to CRT timing circuit 224 as a basic unit of time for CRT timing 

unit 224. 

CRT timing unit 224 also generates horizontal and vertical 

25 synchronization ("sync") signals for the video displays, such as flat 

panel display 106 and CRT display 108. Horizontal and vertical sync 

signals are included in sync 252 output by CRT timing unit 224, and 

provided to CRT display 108, and digital link driver 227. Digital link 

driver 227 incorporates sync 252 in the signals communicated over digital 

30 link 118 to flat panel display 106, and the horizontal and vertical sync 

signals are recovered therefrom by digital link receiver 254, which 

provides them to panel 256. 

The occurrence of a vertical sync signal also indicates the start of 

a video frame. CRT timing unit 224 also, at the start of a frame, asseres 

35 frame reset 258, which resets divide-by-N logic 250. Frame reset 258 is 

also provided by a master ASIC, such as ASIC 206 in master system 202, via 

driver 260 to an ASIC 206 configured as a slave device, such as ASIC 206 

in slave system 204. Driver 260 is active when M/S 226 is in a logic 

state configuring the corresponding ASIC 206 as a master device. Frame 

40 reset 258 is received by receiver 262, an output of which provides frame 
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reset 258 to CRT timing unit 224 and divide-by-N logic 250. In a slave 

ASIC, such as AS:IC 206 in slave system 204, receiver 262 is rendered 

active in response to M/S 226 having a predetermined logic state 

configuring ASIC 206 as a slave device. Conversely, in the master ASIC, 

5 receiver 262 is inactive. 

The operation of ASIC 206, and, in particular, configuration control 

ASIC 206 may be further understood by referring to FIGUR.E 3. FIGURE 3 

illustrates in further detail a portion of graphics system 112, FIGORE 1. 

10 ASIC 206 includes four registers for receiving and holding control values. 

Master/slave register 302 contains a data value having a first 

predetermined value that configures ASIC 206 as a master device, and a 

second predetermined value that configures ASIC.206 as a slave device. 

M/S 226 outputs the value from master/slave register 302. Dual mode 

15 register 304 contains a control signal having a first predetermined value 

that configures ASIC 206 as a standalone device, and a second 

predetermined value that enables ASIC 206 to be configured as a master 

device or a slave device in accordance with the data value· in master/slave 

register 302. Mode control 310 outputs the data value from dual mode 

20 register 304. Split frame register 306 holds a data value that deterll'iines 

when a switch between master sourced pixel data and slave sourced pixel 

data occurs. When split frame register 306 contains a first predetermined 

data value, switching occurs at the end of a complete frame, during a 

vertical blank interval. As is understood in the display processing art, 

25 the vertical blank interval is the time interval during which the display 

scan returns from a bottom of the display to a top of the display, and iri 

which interval the display mechanism is suppressed to prevent artifacts 

associated with the scan retrace from appearing on the display. When 

split frame register 306 contains a second predetermined value, switching 

30 occurs within a frame, which may be set to a preselected line number, as 

will be described below. During split frame operation, switching occurs 

during a horizontal blank interval. As is understood in the display· 

processing art, the horizontal ~lank interval occurs at an end of a scan 

line, during which time the display mechanism is suppressed while the scan 

35 returns to a start of a next scan line. A data value in split frame 

register 306 is output on frame select 312. Display select 308 includes a 

data value operable for configuring ASIC 206 to drive either a flat panel 

display, such as flat pane1 display 106, FIGCRE 1, or a CRT display, such 

as CRT display 108 in FIGURE 1. T~e data value contained in display 

40 select register 308 is output on display control 314. Collectively, 
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M/S 226, mode control. 310, range select 312, and display control 314 

constitute configuration control signals 232. Master/slave register 302, 

dual mode register 304, split range register 306, and display select 

register 308 may be addressed on bus 114, and data values thereby written 

s to the corresponding one of registers 302-308. 

As previously discussed in conjunc;ion with FIGURE 2, when data 

processing system 100 in FIGURE l, is configured as a master/slave system, 

such as system 200 in FIGURE 2, slave pixel data is communicated via 

10 digital link 120 to digital link receiver 118. Slave pixel data is 

recovered from the signal communicated on digital link 120 in accordance 

with the corresponding protocol, and output on slave data 316. 

Additionally, pixel clock 234, FIGURE 2 is incorporated in the signal on 

digital link 120, and also recovered by digital link.receiver 218, and 

15 output as slave pixel clock 236. Slave data 316 is provided to 

receiver 220 which drives FIFO 216 •. Receiver 220 may be controlled by 

switchpoint control 222, and M/S 226. Switchpoint control 222 has a first 

predetermined value when native pixel data is being output to a display 

device, and a second predetermined value when slave pixel data is being 

20 output to the display device. In an embodiment of the present invention, 

the first predetermined value may.be logic •on, and the second 

predetermined value may be logic "1", however, it would be understood by 

an artisan of ordinary skill that a complementary embodiment would be 

within the scope of the present invention. Receiver 220 is active when 

25 switchpoint control 222 has the logic state iJidicating slave data is 

active, and ASIC 206 is configured as a master device in response to the 

corresponding logic state of M/S 226. 

FIFO load control 318 controls the writing of slave pixel data into 

30 FIFO 216. FIFO load control 318 receives slave pixel clock 236 via 

receiver 320. Slave pixel clock 236 informs FIFO load control 318 when 

valid slave pixel data is available on slave data 316 and consequently, at 

an output of receiver 220. Additionally, FIFO load control 318 receives 

switchpoint control 222. FIFO 216 is loaded after the switchpoint, 

35 ~herein switchpoint control 222 switches from the first data value to the 

second data value. When switchpoint control 222 toggles from the first 

data value to the second data value, FIFO load control 318 enables 

40 

write 324. Concomitantly, FIFO unload control 326 enables read 328, and 

slave pixel data may be unloaded from FIFO 216. 
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FIFO 216 is unloaded in response to pixel clock 234. native to 

ASIC 206 serving as the master device. A1thoughslave pixel clock 236 is 

frequency locked to pixe:L clock 234·via load clock 244, as described in 

conjunction with FIGURE 2, the slave pixel clock 236 is not phase locked 

s to pixel clock 234 due to, inter alia, skew from path lengths between the 

master system and the slave system, such as master system 202 and slave 

system 204 in FIGURE 2. Because these path lengths may be different, in 

different physical embodiments of the present invention, the phase between 

slave pixel clock 236 recovered by digital link receiver 218, and pixel 

10 clock 234, native to ASIC 206 may also differ between physical embodiments 

of system 100, FIGURE 1, in which data processor 102 and data 

processor 104 are in a master/slave configuration. The use of FIFO 216, 

and unloading FIFO 216 with pixel clock 234 pe~its the switching between 

native pixel data and slave pixel data to occur within a single pixel 

15 clock resolution. 

Pixel data output from FIFO 216 is provided to input 330 in MtJX 214. 

Additionally, MDX 214 receives native pixel data from rasterizer 208 and 

palette 212, on input 332. When switchpoint control 322 has the first 

20 predetermined value, MUX 214 selects for outputting native pixel data on 

input 332. When switchpoint control 222 toggles to the second 

predetermined value, indicating slave data is active, MUX 214 selects for 

outputting the slave data on input 330 from MUX 214. Additionally, 

MOX 214 receives M/S 226 and mode control 310. If mode control 310 has 

25 the data value configuring ASIC 206 in standalone mode, MUX 214 suppresses 

selection of pixel data on input 330, independent of the logic state of 

switchpoint control 222. MDX 214 also receives native cursor pixel data 

from cursor logic 210, on input 334. If ASIC 206 is in standalone mode, 

as.determined by the state of mode control 310, or is configured as a 

30 master device, in accordance with the state of M/S 226, MUX 214 adds 

native cursor pixel data to the output data stream. In other words, if 

ASIC 206 is cor.figured as a master device in accordance with the state of 

M/S 226, the master device provides a hardware cursor overlying both 

native pixel data and slave pixel data. The output pixel data stream from 

35 MUX 214 is provided to DAC 215 which supplies analog display information 

to CRT display 108 via analog signal 116. Additionally, DAC 215 receive 

display control 314, and if display control 314 has the data value 

selecting for driving a flat panel display, DAC 215 is rendered inactive. 

Additionally, DAC 215 receives blankin9 signals 336 from display timing 

40 generator 338, which include horizontal and vertical blanking information. 
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Blanking signals 336 disable DAC 215 during the horizontal and vertical 
blanking intervals, previously described. 

The output data stream from MOX_214 is also provided to input 340 in 
5 MOX 230. MOX 230 also receives native pixel data from rasterizer 208 and 

palette 212 on input 342. MOX 230 selects for outputting the data on 
input 340 and the data on input 342 in response to M/S 226, mode 
control 310, and display control 314. MOX 230 selects for outputting the 
data on input 342 if M/S 226 configures ASIC 206 as a slave device. If 

10 mode control 310 and display control 314 have data values configuring 
ASIC 206 as a standalone device, and selecting for driving a flat panel 
display, such as flat panel display 106 in FIGURE 1, then MUX 230 selects 
for outputting data on input 340. Otherwise, o~tput 344 of MOX 230 is 
inactive. That is, if ASIC 206 is driving a flat panel display in 

15 standalone mode, MOX 230 outputs the data stream on input 340 including 
cursor data. Otherwise, MDX 230 outputs slave data or is inactive 
depending on the state of M/S 226. 

Output 344 is coupled to digital link driver 227 via driver 228. 
20 Driver 228 receives configuration control signals 232 and switchpoint 

control 222. Driver 228 may be controlled by M/S 226 and switchpoint 
control 222. If M/S 226has the logic stat.e configuring ASIC 206 as a 
slave device, driver 228 is enabled; and is active when switchpoint 
control 222 has the logic state, indicating slave data is active. The 

25 slave data out.put by driver 228, when active, is formatted by digital link 
driver 227 in accordance with the specification for output digital 
link 346, which in an embodiment. of the present invention may be a 
Panel.LinkN Digital link. Additionally, driver 228 is active if ASIC 206 
is configured as a standalone.device driving a flat panel display. If 

30 ASIC 206 is configured as either a standalone device or a master device 
and configured to drive a flat panel display, such as flat panel 
display 106 in FIGURE l, output digital link 346 may constitute digital 
link 118 in FIGURE l. Conversely, if ASIC 206 is configured as a slave 
device, output link 346 may constitute digital link 120 in FIGURE 1. 

35 Digital link driver 227 also receives pixel clock 234 via driver 348. 
Pixel clock 234 is incorporated in the digital link signals on output 
digital link 346 by digital link driver 227. 

Switchpoint control 222 is generated in CRT timing unit 244. A 
40 horizontal line number is stored in switchpoint register 350. Switchpoint 
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register 350 may be addressed on bus 114 and a data·value corresponding to 

a preselected horizontal line may thereby be input to switchpoint 

register 350. Display timing generator 338 generates horizontal sync 

signal 352. and vertical sync signal 354 for synchronizing the displays, as 

s previously discussed. Signals 352 and 354 collectively constitute 

sync 252, FIGURE 2. Sync signals 352 and 354 are provided to digital link 

driver 227, which incorporates them into the signal on output digital 

link 346 in accordance with the specification thereof, for example the 

PanelLink"" TMDS111 interface standard. Additionally, horizontal signal 352 

10 is provided to horizontal sync counter 356. Horizontal sync signal 352 

increments horizontal sync counter 356, which then contains a horizontal 

line number count. Line number count 358 is provided to compare 

logic 360, which also receives the contents of switchpoint register 350. 

If frame select 312 has the logic state corresponding to split frame mode 

15 operation, compare logic 360 asserts output 362 when line number count 358 

reaches the value stored in switchpoint register 350. Otherwise, if frame 

select 312 corresponds to complete frame mode, compare logic 360 asserts 

output 362 when line number count 358 reaches a predetermined count v~lue 

representing a last line in the frame. The value on output 362 is held in 

20 latch 364, an output of which provides switchpoint control 222. Latch 364 

holds the switchpoint signal after horizontal sync counter 256 advances 

and the output of compare logic 360 switches state in response. Latch 346 

is clocked by output 251 of divide-by-N 250, which resets latch 346 at the 

end of a frame. 

25 

Display timing generator 338 also provides frame reset 258 to 

horizontal sync counter 356, resetting sync counter 35.6 at the end of the 

frame. Frame reset 258 is provided to driver 260, and divide-by-N 250, 

FIGURE 2. If ASIC 206 is configured as a slave, the frame reset signal is 

30 provided by the associated master device, and is received on frame 

reset 366 from receiver 262. 

Refer now to FIGURE 4, illustrating a data processing system 400 in 

accordance with an alternative embodiment of the present invention. 

35 System 400 includes data processors 402, 404 and 406. Data processor 402 

may have a graphics system 408 configured as master, and data processors 

404 and 406 may include graphics system 408 configured as a slave. Each 

of slave-configured systems 408 receive load clock/frame reset signals 122 

from master system 408. A first digital link 420 communicates pixel data 

40 from slave system 408 in data processor 404, and a second digital link 422 

provides pixel data from slave system 408 in data processor 406. The 
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operation of digital links 420 and 422. as well as load clock/frame reset 
122 is the same as discussed hereinabove in conjunction with FIGURES 2 and 

3, illustrating an embodiment having a single slave device. However, 
graphics system 408 includes a second digital link receiver to accommodate 

s the second digital link 422, ad additional switchpoint control circuitry. 

This may be further understood by referring now to FIGURE SA 
illustrating a graphics system 408 in greater detail. A first digital 
link receiver 218 is coupled to digital link 420, and a second digital 

10 link receiver 518 is coupled to digital link 422. Slave data 316 outputs 
from each of the first and second receivers 218 are coupled in parallel to 
the input of receiver 220. Similarly, slave pixel clock 236 output from 
each of first and second receivers 218 is coupled to the input of receiver 
320. The outputs of first and second receivers 218 are operable for 

15 switching to an inactive, high-impedance, state in response to an enable 

signal. Thus, the parallel connection of the outputs from each of first 
and second receivers 218 form a wired-OR logic function. In the 
embodiment of FIGURE SA, receiver 218 is controlled by enable 574 and 
receiver 518 is controlled by enable 576. 

20 

Switchpoint control signals switch MUX 214 when slave data is 
active. Switchpoint control 222 is generated as previously described in 
conjunction with FIGURE 3. A second switchpoint control signal, 
switchpoint control 522 is generated at the output of latch 564, which 

25 latches the output of compare 560. switchpoint control 522 is generated 
in response to line number count 358 and a line number data value stored 
in switchpoint register 550 in analogous fashion to the generation of 
switchpoint control 222, previously discussed in conjunction with FIGURE 
3. MtJX 214 selects for outputting data on input 330 when either or both 

30 of switchpoint controls 222 and 522 are active. 

Switchpoint controls 222 and 522 are also input to enables 574 and 
576, respectively. To ensure that both of receivers 218 and sis are not 
simultaneously enabled, output 562 of compare 560 is provided to reset 365 

35 in latch 364. Likewise, output 362 of compare 360 is input to reset 565 
in latch 564. Thus, when output 562 .becomes active, reset 365 resets 
latch 364, rendering switchpoint control 222 inactive. On the subsequent 
scan line. output '362 is negated, however, latch 364 holds switchpoinc 
control 222 in the inactive stace; although latch 364 may now be clocked 

40 by output 251 of divide-by-N 250, whereby switchpoint control 222 may 

again become active in a subsequent frame. Conversely, when output 362 of 
compare 360 becomes active, reset 565 resets latch 564, rendering 
switchpoint control 522 inactive. When output 362 is negated on the next 
scan line, latch 562 holds switchpoint control 522 inactive. However, 
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latch 564 may be clocked by output 251, and-switchpoint control 522 may 

likewise become active in a subsequent frame. 

Additionally, switchpoint controls 222 and 522 are provided to FJ:FO 

5 load control 318 and FIFO unload control 326. If either switchpoint 

control 222 or 522 is active, signaling that slave data from either slave 

system is active, then load control 318 and unload control 326 enable 

write 324 and read 328, respectively. Likewise, if either switchpoint 

control 222 or 522 is active, receiver 220, and driver 228 are rendered 

10 active. 

Graphics system 408 in FIGURE SA may, in an alteJ:native embodiment 

of the present invention, be operable with a plurality of slave-configured 

systems. FIGURE SB illustrates a portion 525 which ~y be used in such an 

15 alternative embodiment of graphics system 408, for example system 408, 

FIGURE SA. Portion 525 includes a plurality, N, of digital link 

receivers, digital link receiver 218, 518, ••• ,and 519. Each digital 

link receiver receives a corresponding enable signal, enable 574, 

enable 576, .•• , and enable 578. Additionally, portion 525 includes a 

20 plurality, N, of switch point registers, switchpoint register 350, 550, 

••• , and 551, each of which is coupled to bus 114, and receives a 

corresponding scan line data value therefrom. The scan line number data 

value is provided to a corresponding one of a plurality and plurality, N,. 

of compares 360, 560, •.•. • and 561. Each of compares 360, 560, ••• , 

25 and 561 receives line number count 358 from horizontal sync counter 356 

(horizontal sync counter 356 is not shown in FIGURE SB, for simplicity.} 

Respective outputs 362, 562, •.. , and 563 o-f compares 360, 560, ••• , 

and 561 is provided to a corresponding latch, latch 364, 564, •.. , 

and 567, respectively. Each latch outputs one of a plurality, N, of 

30 switchpoint controls, switchpoint control 222, switchpoint control 522, 

•.• , switchpoint control 582. Each of the switchpoint controls is 

provided to a corresponding one of .enables 574, 576, •.• , and 579. 

Additionally, switchpoint controls are coupled to reload control 318, 

unload control 326, MOX 214, receiver 220 and driver 228. 

35 
Bach of latches 364, 564, •.. , and 567 is sequentially reset by one 

of the plurality, N, of outputs 362, 562, •.. , and 563. In the embodiment 

of the present invention illustrated in FrGURE SS, 1-eset 365 in latch 364 

receives output 562. Similarly, reset 565 in latch 564 receives 

40 output 563, and reset 569 in latch 567 receives output 362. Thus, scan 

line number data values are loaded into switchpoint register 350, 550, 

.•• , and.· 551 in incr~asing order, by the software program being executed 

by a corresponding one of CPUs 110, FIGURE l, generating the graphics 

information as described in conjunction with FIGURE l. However, it would 
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be understood by an artisan of ordinary skill. that resets 365, 565, ••• , 
and 569 may be coupled to ocher permutations of outputs 362, 562, •.. , 
563, with a corresponding permutation of the ordering of scan line number 
data values stored in switchpoint registers 350, 550, •.. , and 551. It 

5 would be further understood that such alternative embodiments would be 
within the spirit and scope of the present invention. 

FIGURE SC illustrates a portion SSS in accordance with an 
alternative embodiment in which scan line data values need not be stored 

10 in switchpoint registers 350, 550, .•. , and S51 in accordance with a 
predetermined ordering. Reset 365 and latch 364 is provided by an output 
of OR gate 575. OR gate 575 includes a plurality, N-1, of inputs, each of 
which is coupled to one of outputs 562, ... , and 563. Similarly, 
reset 565 in latch 564 is coupled to an output of OR gate 577. The N-l 

15 inputs of OR gate 577 are coupled to outputs 362, ..• ,and 562. Latch 567 
is reset by reset 569, which is coupled to an output of OR gate 579. The 
N-1 inputs of OR gate 579 are coupled to outputs 362, ..• , and 562. In 
other words, each of the plurality, N, of OR gates 575, 577, ... ,and 579 
is coupled to an N-1 member subset of the set of N compare outputs and 

20 each such subset excludes the one of the N compare outputs coupled to the 
latch that is reset by the output of the corresponding OR gate. 

Otherwise, the operation of portion 555 is the same as portion 525 
previously described in conjunction with FIGURE SB. 

25 In this way, a pixel .merge mechanism has been provided. An 

etiibodiment of the present invention includes a configurable ASIC, which 
may serve as a standalone graphics engine, or as a master or slave in a 
master/slave configuration. In standalone mode, the mechanism drives a 
display device with native pixel data. A device configured in master mode 

30 is operable for receiving pixel data from a corresponding slave device, 
and merging the slave pixel data with native pixel data generated by a 
rasterizer within the master ASIC. Data is communicated between slave and 
master using a digital data link, which may also serve to drive a flat 
panel display in standalone mode. A FIFO, active in the master, mediates 

35 the transfer of the slave pixel data and permits switching between native 
and slave pixel data with single pixel resolution. The FIFO accommodates 
slight differences in time betwe_en pixel in master device and slave pixel 
clock. Pixel data may be merged en a frame-by-frame basis, or in split 
frame mode wherein a first portion of the graphic shown on a display 

40 device constitutes native pixels generated in the rasterizer corresponding 
to the master device, and a second portion of the displayed graphic: 
includes pixels generated by the rasterizer in the slave device. 
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Although t~e prese~t invention and its advantages have been 
described in detail. it should be understood that various changes, 
substitutions and alterations can be made herein without departing from 
the scope of the invention as defined by the appended c1aims. 
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1. An apparatus for merging pixel data comprising: 

a buffer operable for receiving first pixel data from a first 
source; 

first selection circuitry operable for receiving said first pixel 
data from said buffer and second pixel data from a second source, wherein 

10 said sel.ection circuitry selects for outputting said·first pixel data from 
said buffer and second pixel data received from said second source, said 
selection circuitry being operable for outputting said first and second 
pixel data to a display device, and wherein said buffer outputs said first 
pixel data in response to a first cloclc signa1. 

l.S 

20 

25 

30 

2. An apparatus as claimed in claim J. wherein said buffer comprises a 
first-in-first-out (FIFO) buffer, and wherein said FIFO loads said second 
pixel data in response to a second clock signal. 

3. An apparatus as claimed in claim J. wherein said first selection 
circuitry selects for outputting in response to a dynamic switch signal. 

4. An apparatus as claimed in claim l. wherein said first selection 
circuitry comprises a multiplexer (MOX). 

s. An apparatus as claimed in claim l. further comprising a digital data 
link receiver operable for receiving said first pixel data from said first 
source and outputting said first pixel data to said buffer. 

6. An apparatus as claimed in claim 2 wherein said second clock is 
derived from a pixel clock generated by said first source. 

7. An apparatus as claimed in claim l further comprising second 
selection circuitry operable for receiving said second pixel data from 

35 said second source and third pixel data from an output of said first 
selection circuitry, said selection circuitry being operable for selecting 
for outputting said second pixel data from said second source and said 
third pixel data from said ou~pu~ in response to a set of con~rol 3ig'!lals. 

40 8. An apparatus as claimed in claim 7 wherein said set of control 
signals includes a first control ·signal operable for selecting a display 
type, a second control signal operable for selecting between a master 
configuration and a slave configuration of said apparatus, and a third 
control signal operable for selecting a standalone mode of said apparatus. 
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9. An apparatus as claimed in. claim 1 wherein said first source 
comprises a first graphics engine, and said second source comprises a 
second graphics engine •. 

10. An apparatus as claimed in claim 9 wherein said first graphics 
engine includes a first rasterizer operable for generating said pixel data 
and said second graphics engine includes a second rasterizer operable for 
generating said pixel data. 

10 11. An apparatus as claimed in claim 7 further comprising a first driver 
operable for receiving an output from said second selection circuitry and 
outputting a signal on a digital data link. 

12. An apparatus as claimed in claim 11 further comprising a second 
15 driver operable for receiving said output from said second selection 

circuitry and outputting said signal to said first driver, wherein an 
output of said second driver is operable for becoming inactive in response 
to a predetermined set of said plurality of control signals. 

20 13. An apparatus as claimed in claim l further comprising: 

circuitry operable for generating said first clock signal: and 

circuitry operable for outputting a second clock signal having a 
25 predetermined frequency ratio relative to said first clock signal, said 

second clock signal being operable for regenerating a third clock signal 
operable for loading pixel data from said first source into said buffer. 

14. An apparatus as claimed in claim 1 further comprising circuitry 
30 operable for outputting a dynamic switching signal, wherein said dynamic 

switching signal is operable for selecting for outputting a portion of 
said second pixel data generated by said second source. 

35 

15. An apparatus as claimed in claim 1 further comprising: 

a first digital data link receiver operable for receiving said first 
pixel data from said first source and outputting said firs~ pixel data to 
said buffer; and 

40 a second digital data link receiver operable for receiving third 
pixel data from a third source and outputting said third pixel data to 
said buffer. 
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16. An apparatus as claimed in claim 15 wherein said first and second 
digital data link receivers are operable for placing in an active state in 
response to first and second enable signals, respectively. 

17. An apparatus as claimed in clai.m 16 further comprising: 

first circuitry operable for outputting a first dynamic switching 

signal: and 

second circuitry operable for outputting a second dynamic switching 
signal, wherein said.first and second signals comprise said first and 
second dynamic switching signals, respectively, and wherein said first 
selection circuitry selects for outputting in response to said first and 
second dynamic switching signals. 

18. An apparatus as claimed in claim 5 wherein said first pixel data is 
received in an encoded, serial format at an input of said digital link 
receiver, said receiver being operable for decoding said encoded format 
for outputting to said buffer. 

19. A method of merging pixel data comprising the steps of: 

receiving first and second pixel data from first and second sources, 
respectively; 

loading said second pixel data from said second source in a buffer; 
and 

selecting for outputting said first pixel data frotn said first 
30 source and said second pixel data stored in said buffer in response to a 

dynamic switch signal, and wherein said buffer outputs said stored second 
pixel data in response to a first clock signal. 

20. A method as claimed in claim 19 wherein said buffer comprises a 
35 first-in-first-out (F:IFO) buffer, and wherein said FIFO inputs said second 

pixel data in response to a second clock signal. 

21. A methcd as claimed in claim 19 wherein said step of receiving said 
first pixel data from said first.source further comprises the step of 

40 communicating said first pixel data from said first source over a digital 
data link. 
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22. A method as claimed in claim 20 further comprising the step of 

deriving said second clock signal from a pixel clock generated by said 

first source. 

23. A method as claimed in claim 19 wherein said step of selecting for 

outputting further comprises the step of selecting, in response to a set 

of control signals, between said second pixel data from said second source 

and third pixel data selected in response to said dynamic switch signal. 

10 .24. A method as claimed in claim 23 wherein said set of control signals 

includes a first control signal operable for selecting a display type, a 

second control signal operable fer selecting between a master 

configuration and a slave configuration of said apparatus, and a third 

control signal operable for selecting a standalone mode of said apparatus. 

15 

.20 

25. A method as claimed in claim 19 wherein said first source includes a 

first graphics rasterizer and said second source includes a second 

graphics rasterizer. 

26. A method as claimed in claim 19 further comprising the steps of: 

generating said first clock signal; and 

generating a second clock signal having a predetermined f requ.ency 

ratio relative to a frequency of said first clock signal, said second 

25 clock signal being operable for regenerating a third clock signal operable 

for loading first pixel data from said first source into said buffer. 

27. A method as claimed in claim 19 further comprising the steps of: 

30 receiving third pixel data from a third source; 

loading said third pixel data into said buffer; and 

selectively enabling said first and third pixel data for loading 

35 into said buffer i~ response to first and second enable signals, 

respectively. 

40 

28. A method as claimed in claim 27 further comprising the steps of: 

generating first and second dynamic switching signals in response to 

first and second preselected line numbers, respectively; and 

providing said first and second enable signals in response to said 

first and second dynamic switching signals, said first and second dynamic 

Tiris Sheet Has Been Replaced 
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switching signals being operable for selecting for outputting portions of 

said second and third pixel data. 

29. A method as claimed in claim 21 wherein said step of communicating 

s said first pixel data comprises the steps of: 

encoding said first pixel data using a predetermined format; and 

serially transmitting encoded first pixel data. 

10 

30. A data processing system comprising: 

a central processing unit (CPU); 

15 a graphics system operable for receiving graphics data signals and 

20 

graphics control signals from said CPU, said graphics system comprising: 

a buffer operable for.receiving first pixel data from a first 

graphics engine: 

a second graphics engine operable for generating second pixel data 

in response to said graphics data signals; 

first selection circuitry operable for receiving said first pixel 

data from said buffer and said second pixel data from said second graphics 

25 engine, wherein said selection circuitry selects for outputting said first 

pixel data from said buffer and second pixel data received from said 

second graphics engine, said selection circuitry being operable for 

outputting said first and second pixel data to a display device, and 

wherein said buffer outputs said first pixel data in response to a first 

30 clock signal from said second graphics engine. 

35 

31. A data processing system as claimed in claim 30 wherein said buffer 

comprises a first-in-first-out (FIFO) buffer, and wherein said FIFO loads 

said second pixel data in response to a second clock signal. 

32. A data processing system as claimed in claim 31 wherein said second 

clock is derived from a pixel clock generated by said first graphics 

engine. 

40 33. A data processing system as claimed in claim 30 further comprising 

second selection circuitry operable for receiving said second pixel data 

from said second source and third pixel data from an output of said first 

selection circuitry, said selection circuitry being operable for selecting 

for outputting said third pixel data from said second source and said 
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third pixel data from said output in response to a set of configuration 

control signals derived from said graphics control signals. 

34. A data processing system as claimed in claim 33 wherein said set of 

5 configuration control signals includes a first control signal operable for 

selecting a display type for displaying said pixel data, a second control 

signal operable for selecting between a master configuration and a slave 

configuration of said apparatus, and a third control signal operable for 

selecting a standalone mode of said apparatus. 

10 

15 

35. A data processing system as claimed in claim 30 wherein said 

graphics system further comprises: 

circuitry operable for generating said first cloclc signal: and 

circuitry operable for outputting a second clock signal having a 

predete:rmined frequency ratio relative to said first clock signal, said 

second clock signal being operable for regenerating a third clock signal 

operable for loading said first pixel data from said first graphics engine 

20 into said buffer. 

36. A data processing system as claimed in claim 30 wherein said 

graphics system further comprises circuitry operable for outputting a 

dynamic switching signal, wherein said dynamic switching signal is 

25 operable for selecting for outputting a portion of a set of pixel data 

generated by said second graphics engine. 

37. A data processing system as claimed in claim 30 wherein said second 

graphics engine includes a rasterizer for generating said pixel data in 

JO response to said graphics data signals. 

38. A data processing system as claimed in claim 30 wherein said 

graphics system further comprises: 

35 a first digital data link receiver operable for receiving said first 

pixel data from said first graphics engine and outputting said first pixel 

data to said buffer; and 

a second digital data link receiver operable ~or rec~iving third 

40 pixel data from a third graphics engine and outputting said third pixel 

data to said buffer. 
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39. A data processing system as claimed in claim 38 wherein said first 

and second digital data link receivers are operable for placing in an 

active state in response to first and second enable signals, respectively. 

5 40. A data processing system as claimed in claim 39 wherein said 

graphics system further comprises: 

10 

first circuitry operable for outputting a first dynamic switching 

signal; and 

second circuitry operable for outputting a second dynamic switching 

signal, wherein said first and second enable signals comprise said first 

and second dynamic switching signals, respectively, and wherein said first 

selection circuitry selects for outputting in response to said first and 

15 second dynamic switching signals. 


