METHOD AND SYSTEM FOR CONTROLLI NG SOFTWARE LOADS ON A THI RD- PARTY MOBI LE
STATI ON ABSTRACT A system and nethod for allowng a |icensee having nobile
station hardware to support its own set of carriers and software demands
of these carriers, the software including |icensor software, the method
conprising the steps of: assigning a unique third party identifier to the
| i censee; assigning a range of carrier identifiers for the |licensee;
allowing the licensee to create a unique identifier by conbining the

uni que third Rfstiob AR S16 PEw Hde BN IRALINGSBFTAREIRABE™ Lhe range of

carrier identiftiers; and associating, in ram the unique
identifier with one or @NAeTHRD- RAREEY\WBIL&QTA{HGQM abI e by a carrier for
downl oad onto the nobile station hardware. (Fig. 1)

ABSTRACT

A system and method for allowing a licensee having mobile station hardware to support its
own set of carriers and software demands of these carriers, the software including licensor
software, the method comprising the steps of: assigning a unique third party identifier to the
licensee; assigning a range of carrier identifiers for the licensee; allowing the licensee to
create a unique identifier by combining the unique third party identifier with an identifier
chosen from the range of carrier identifiers; and éssociating, in a gateway program, the
unique identifier with one or more software versions acceptable by a carrier for download

onio the mobile station hardware.

(Fig. 1)
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