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DESCRIPTION 

MAGNETIC RECORDING MEDIUM, MAGNETIC RECORDING MEDIUM 

MANUFACTURING METHOD, AND MAGNETIC DISK 

Technical Field 

[0001 J 

This invention relates to a magnetic recording medium and a magnetic 

recording medium manufacturing method. Particularly, this invention relates to 

10 a perpendicular magnetic recording medium adapted to be mounted in a 

perpendicular magnetic recording type HDD (hard disk drive) or the like and to a 

manufacturing method thereof. 

Background Art 

[0002] 

i 5 In recent years, the information-oriented society has continued the rapid 

advance and the information recording capacity exceeding 200Gbytes has been 

required per 2.5-inch magnetic disk in magnetic recording apparatuses 

represented by HDDs (hard disk drives). In order to satisfy such a requirement 

in the magnetic disk, it is necessary to realize an information recording density 

20 (areal recording density) exceeding 200Gbits per square inch (200Gbits/inch2). 

Since high recording resolution can be obtained in the perpendicular magnetic 

recording system comprising a perpendicular two-layer medium and a 

single-pole head, it has been studied and developed as the next-generation 

high-density recording system. 

25 [0003] 

In a magnetic disk, an improvement in areal recording density is 

achieved by an improvement in track density and an improvement in linear 

density. As a method of improving the linear density ol the two, there has 
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conventionally been proposed a CGC (Coupled Granular and Continuous) 

medium having a granular layer (Granular layer) and a continuous film layer 

(Continuous layer) (see, e.g. Patent Document 1 ). In the CGC medium, three 

points, i.e. a reduction in magnetization transition region noise of a recording 

5 layer, an improvement in thermal stability of recorded signals, and easiness of 

recording, can be realized in a well-balanced manner and thus it is possible to 

properly improve the linear density. 

(0004] 

In recent years, a DTR (discrete track) medium, a patterned 

10 (bit-patterned) medium, and the like have been proposed as a technique of 

improving the track density. In the DTR medium, the patterned medium, or the 

like, a nonmagnetic isolation region such as a groove is formed by, for example, 

a mechanical method between recording regions where magnetic signals are 

recorded, thereby magnetically isolating the recording regions from each other. 

15 This makes it possible to suppress the influence between the adjacent 

recording regions to thereby improve the track density. Further, conventionally, 

as a method of manufacturing a DTR medium, there is known a method of 

locally implementing Ag ions into a thin film having a predetermined composition 

(see, e.g. Patent Document 2). In this method, a portion where no Ag ions are 

20 implemented serves as a portion having a smaller coercive force. 

Patent Document 1: United States Patent No. 646867081 Specification 

Patent Document 2: JP-A-2005-223177 

(0005] 

First; the first invention will be described. 

25 [Disclosure of the Invention about the First Invention) 

[Problem to be Solved by the Invention about the First Invention] 

[0006] 

In a DTR medium, a patterned medium, or the like, an isolation region 
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such as a groove is normally formed over the entire thickness of a magnetic 

recording layer. However, as the track density increases, the width of the 

isolation region decreases. Therefore, when the track density becomes high, 

the ratio of the depth to the width (aspect ratio) becomes so large that there is a 

5 possibility that accurate processing of the isolation region becomes difficult. 

Further, for example, also in the method disclosed in Patent Document 2, it is 

necessary to implant Ag ions over the entire thickness of a thin film to be a 

magnetic recording layer. Therefore, there is a possibility that it becomes 

difficult to accurately carry out setting ot a region where no Ag ions are 

1 O implemented. 

[0007] 

Taking this into account, the inventors of this application have found that, 

for example, with respect to a CGC medium, it is possible to magnetically 

isolate recording regions from each other by forming an isolation region only in 

15 a continuous film layer of a magnetic recording layer comprising a granular 

layer and the continuous film layer. With this configuration, it is not necessary 

to form the isolation region in the entire magnetic recording layer of, for example, 

15 to 20nm and thus it is possible to accurately form the isolation region. 

Further, they have found that not only in the case of the CGC medium, but also 

20 in the case where a magnetic recording layer comprises a main recording layer 

for recording magnetic signals and an auxiliary magnetic layer magnetically 

coupled to the main recording layer, it is possible to magnetically isolate 

recording regions from each other by forming an isolation region only in the 

auxiliary magnetic layer. 

25 [0008] 

As a result of conducting further intensive studies, however, the 

inventors of this application have found that, for example, when the track 

density increases and thus the width of an isolation region further decreases, 
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there is a case where magnetic isolation between recording regions becomes 

insufficient with the structure in which a nonmagnetic isolation region is formed 

only in an auxiliary magnetic layer. For example, they have found that when 

recording a magnetic signal in a recording region, there is a possibility that the 

recording magnetic field extends beyond an isolation region to affect an 

adjacent recording region. 

[0009] 

Embodiments of the invention seek to provide a magnetic recording 

medium and a magnetic recording medium manufacturing method, which can 

solve the above-mentioned problems. 

[Means for Solving the Problem about the First Invention] 

[0010] 

Through intensive studies, the inventors of this application have found 

that it is possible to properly prevent a recording magnetic field from affecting 

an adjacent recording region by forming, when forming an isolation region in an 

auxiliary magnetic layer, a region (magnetic shield portion) adapted to restrict 

passage of a magnetic field by predetermined magnetic properties, not a 

nonmagnetic region such as a groove. This first invention has the following 

configurations. 

[0011] 

(Configuration 1) 

A magnetic recording medium comprising a substrate and a magnetic 

layer formed over the substrate, wherein the magnetic layer comprises a main 

recording layer for recording a magnetic signal and an auxiliary magnetic layer 

magnetically coupled to the main recording layer, and the auxiliary magnetic 

layer comprises a plurality of hard magnetic portions respectively formed at 

positions corresponding to recording regions, where magnetic signals are to be 

recorded, in the main recording layer, and magnetic field shield portions formed 
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between but without being disposed over the plurality of hard magnetic portions, 

respectively, wherein when magnetization curves are measured, the 

magnetization curve of each magnetic field shield portion has a slope greater 

than those of the hard magnetic portions in a region where an applied magnetic 

field is zero, and a residual magnetic polarization of each m'agnetic field shield 

portion is smaller than those of the hard magnetic portions. 

The recording regions of the main recording layer are defined by, for 

example, magnetic influence received from the auxiliary magnetic layer. When, 

for example, a magnetic field is applied from the outside, the magnetic field 

shield portion generates a demagnetizing field in a direction opposite to the 

applied magnetic field, thereby making the inner magnetic flux density smaller 

than the outer magnetic flux density. By reducing the inner magnetic flux 

density, the magnetic field is prevented from extending between the hard 

magnetic portions in a direction parallel to a main surface of the substrate, for 

example. 

[0012] 

With this configuration, it is possible to properly carry out magnetic 

isolation between the recording regions. Therefore, for example, it is possible 

to make the magnetic recording medium properly function as a DTR medium or 

a patterned medium. Further, for example, since the track edge noise is 

reduced by this, it is possible to reduce the track width (Erase width) and thus to 

improve the track density. 

[0013] 

Further, with this configuration, when carrying out magnetic recording in 

each recording region, it is possible to restrict passage of a magnetic field with 

respect to the magnetic shield portions. By this, it is possible to block a 

recording magnetic field extending toward the outside of the recording region, 

thereby making the boundaries of the recording magnetic field sharp. This 
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makes it possible to properly prevent the influence of the recording magnetic 

field from being exerted on the adjacent recording regions. Therefore, 

magnetic isolation between the recording regions can be more appropriately 

carried out 

[0014] 

Herein, this magnetic recording medium has, for example, at !east two 

magnetic layers having different compositions and exchange-coupled to each 

other. The main recording layer is, for example, a magnetic layer having a 

greater thickness or a greater coercive force in the two magnetic layers. The 

10 auxiliary magnetic layer is a magnetic layer having a smaller thickness or a 

smaller coercive force. A magnetic anisotropy constant Ku of the auxiliary 

magnetic layer is preferably greater than that of the main recording layer. 

[0015] 

The recording region of the main recording layer is, for example, a 

15 recording region corresponding to a track extending in a direction in which a 

head relatively scans a magnetic recording medium. In the magnetic recording 

medium, a plurality of tracks are disposed with a constant gap defined between 

the adjacent tracks, for example. When the magnetic recording medium is a 

magnetic disk, a plurality of tracks are disposed in concentric circles 

20 surrounding the center of the magnetic disk. The hard magnetic portions of the 

auxiliary magnetic layer are formed at positions overlapping the tracks, 

respectively. 

[0016] 

On the other hand, the magnetic field shield portions are formed in 

25 regions corresponding to non-recording regions of the main recording layer. 

For example, the magnetic field shield portions are each formed in a guard 

band region being a gap region between the adjacent tracks. The recording 

regions of the main recording layer may be regions corresponding to magnetic 
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recording bits on the tracks. In this case, for example, magnetic field shield 

portions are further formed in regions each located between the bits on the 

tracks. 

[0017] 

The magnetic field shield portions are preferably formed substantially 

only in the auxiliary magnetic layer out of the main recording layer and the 

auxiliary magnetic layer. With this configuration, since it becomes 

unnecessary to form magnetic field shield portions with a large aspect ratio, it is 

possible to form magnetic field shield portions easily and accurately as 

10 compared with, for example, the case of forming magnetic field shield portions 

over the entire thickness of the magnetic recording layer. Forming the 

magnetic field shield portions only in the auxiliary magnetic layer also includes, 

for example, the case where the magnetic field shield portions are also formed 

in part of the main recording layer in a range not affecting the accuracy of and 

15 the number of processes for formation of the magnetic field shield portions. 

[0018] 

The auxiliary magnetic layer is preferably a magnetic layer in which the 

width of the grain boundaries of magnetic grains in the hard magnetic portions 

is smaller than that of the grain boundaries of magnetic grains in the main 

20 recording layer. It is preferable that the magnetic grains in the hard magnetic 

portions of the auxiliary magnetic layer be exchange-coupled to each other with 

a coupling force greater than that between the magnetic grains of the main 

recording layer in the direction parallel to the main surface of the substrate. 

With this configuration, for example, it is possible to improve the thermal 

25 stability of signals recorded in the main recording layer. The grain boundary of 

magnetic grains is a region where, for example, atomic arrangement at a 

boundary between magnetic grains is disturbed, and is, for example, a region 

occupied by impurities precipitated between uniform magnetic grains whose 
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axes of easy magnetization agree with each other. The width of the grain 

boundaries of the magnetic grains in the hard magnetic portions of the auxiliary 

magnetic layer being smaller than that of the grain boundaries of the magnetic 

grains in the main recording layer also includes, for example, the case where 

5 the hard magnetic portions of the auxiliary magnetic layer are each a layer with 

an amorphous structure or the like with substantially no grain boundaries 

present. 

10 

[0019] 

(Configuration 2) 

The magnetic field shield portions are soft magnetic. With this 

configuration, it is possible to properly prevent extension of a magnetic field by 

the magnetic field shield portions. This makes it possible to more appropriately 

sharpen the boundaries of a recording magnetic field. The magnetic field 

shield portion may be a region where the magnetic properties of the entire 

15 magnetic layer, at that position, combining the main recording layer and the 

auxiliary magnetic layer exhibit the soft magnetic properties. 

[0020] 

(Configuration 3) 

The magnetic field shield portions have an axis of easy magnetization in 

20 an in-plane direction parallel to a main surface of the substrate. With this 

configuration, it is possible to more appropriately block a recording magnetic 

field extending toward the adjacent recording regions. 

[0021 J 

(Configuration 4) 

25 The magnetic recording medium is a magnetic recording medium for 

perpendicular magnetic recording. The hard magnetic portions of the auxiliary 

magnetic layer are magnetic regions that exhibit perpendicular magnetic 

anisotropy due to interface magnetic anisotropy. The magnetic field shield 
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portions of the auxiliary magnetic layer are magnetic regions of which an 

intertace state is different from that of the hard magnetic portions and which 

exhibit substantially no perpendicular magnetic anisotropy due to intertace 

magnetic anisotropy. The perpendicular magnetic anisotropy is, for example, a 

5 magnetic anisotropy in which the magnetic moment tends to turn in a direction 

perpendicular to the main surface of the substrate. 

[0022] 

When configured in this manner, for example, the magnetic field shield 

portions can be formed by changing the interface state of the auxiliary magnetic 

1 0 layer. Therefore, with this configuration, the magnetic field shield portions can 

be formed easily and properly. 

[0023] 

(Configuration 5) 

The main recording layer is a layer with a granular structure in which a 

15 nonmagnetic substance is segregated at grain boundaries of magnetic grains, 

and the hard magnetic portions of the auxiliary magnetic layer are each a 

multilayer film in which layers of a Co compound and Pd layers or Pt layers are 

alternately laminated. 

[0024] 

20 When configured in this manner, the magnetic recording medium 

becomes, for example, a CGC medium. With this configuration, magnetic 

isolation between the recording regions of the main recording layer can be 

properly carried out by forming the magnetic field shield portions in the auxiliary 

magnetic layer. Therefore, it becomes possible to make the magnetic 

25 recording medium properly function as a DTR medium or a patterned medium 

and to improve the track density. The above-mentioned nonmagnetic 

substance is, for example, an oxide. This oxide is preferably a metal oxide. 

[0025] 
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(Configuration 6) 

A method of manufacturing a magnetic recording medium comprising a 

substrate and a magnetic layer formed over the substrate, the magnetic layer 

comprising a main recording layer for recording a magnetic signal and an 

5 auxiliary magnetic layer magnetically coupled to the main recording layer, the 

method comprising a main recording layer forming step of forming the main 

recording layer, and an auxiliary magnetic layer forming step of forming the 

auxiliary magnetic layer, wherein the auxiliary magnetic layer forming step is a 

step of forming a plurality of hard magnetic portions respectively at positions 

1 O corresponding to recording regions, where magnetic signals are to be recorded, 

in the main recording layer and magnetic field shield portions respectively 

between the plurality of hard magnetic portions such that when magnetization 

curves are measured, the magnetization curve of each magnetic field shield 

portion has a slope greater than those of the hard magnetic portions in a region 

15 where an applied magnetic field is zero, and a residual magnetic polarization of 

each magnetic field shield portion is smaller than those of the hard magnetic 

portions. The recording regions of the main recording layer are defined by, for 

example, magnetic influence received from the auxiliary magnetic layer. With 

this configuration, it is possible to obtain an effect similar to that of Configuration 

20 1. 

[0026] 

(Configuration 7) 

The auxiliary magnetic layer forming step forms a hard magnetic layer 

and irradiates an ion beam on part of the hard magnetic layer to soft-magnetize 

25 regions irradiated with the ion beam, thereby forming the magnetic field shield 

portions. 

[0027] 

When configured in this manner, the magnetic field shield portions can 
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be properly formed by a simple process. The auxiliary magnetic layer is 

preferably a multilayer film. With this configuration, the magnetic field shield 

portions can be easily formed by, tor example, changing the interface state of 

the multilayer film by irradiation of an ion beam. 

5 [0028] 

Herein, conventionally, as a method of forming guard bands from a soft 

magnetic material, there is also known a method of patterning a soft magnetic 

layer (SUL layer) located under a magnetic recording layer (S. Takahashi, K. 

Yamakawa, K. Ouchi, and S. Iwasaki, J. MMM. 287(2005)260). However, 

1 O according to this method, there is a possibility that the process is complicated to 

cause an increase in cost. Further, since patterning of the soft magnetic layer 

is required, there is a possibility that it becomes difficult to implement 

processing with sufficient accuracy for high recording density. In contrast, 

according to Structure 7, the magnetic shield portions can be formed by the 

15 extremely simplified process. Further, irradiation o! an ion beam can be 

performed with significantly high position accuracy as compared with, for 

example, the case of patterning the soft magnetic layer. This is because since 

the soft magnetic layer is normally as thick as 1 O to 1 OOnm, it cannot be 

processed with high accuracy. In contrast, according to Configuration 7, the 

20 magnetic field shield portions can be formed with sufficient accuracy even for 

high recording density. 

[0029] 

In the above-mentioned Configurations 1 to 7, the difference in 

magnetic properties between the hard magnetic portion and the magnetic field 

25 shield portion in the auxiliary magnetic layer may be, for example, the difference 

in magnetic properties of the entire magnetic layer, at that position, combining 

the main recording layer and the auxiliary magnetic layer. The magnetic 

recording medium is not limited to the CGC medium and may alternatively be, 
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for example, an exchange spring (Exchange Spring) medium, an exchange 

coupled composite (ECC: Exchange Coupled Composite) medium, or the like 

having a soft magnetic layer as an auxiliary magnetic layer. 

[0030] 

5 Another aspect of this first invention is a mode wherein, in the 

10 

above-mentioned Configurations 1 to 7, the main recording layer is a layer with 

a granular structure in which a nonmagnetic substance is segregated at the 

grain boundaries of magnetic grains, and the auxiliary magnetic layer is a 

magnetically coupling layer magnetically coupled to the main recording layer. 

In th'1s mode, (1) a granular magnetic recording layer is provided, (2) a 

magnetically coupling layer (not continuous layers but a single layer) is provided, 

(3) the magnetically coupling layer is magnetically coupled to the magnetic 

recording layer, and (4) the magnetically coupling layer has hard magnetic 

portions and soft magnetic portions with magnetism weaker than that of the 

15 hard magnetic portions. Further, the magnetic recording layer and the 

magnetically coupling layer are in contact with each other. 

In such another aspect of this first invention, the contents in which "an 

auxiliary magnetic layer" is replaced by "a magnetically coupling layer" in the 

above-mentioned Configurations 1 to 7 and the description thereof are applied. 

20 [0031] 

Such another aspect of this first invention includes the following 

structure. 

(Configuration 8) 

A magnetic disk in which a magnetic recording layer with a granular 

25 structure in which nonmagnetic grain boundary portions are formed between 

magnetic grains continuously grown in a columnar shape and a magnetically 

coupling layer adja9ent to the magnetic recording layer and magnetically 

continuous in an in-plane direction of a nonmagnetic substrate are stacked in 
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this order over the substrate, the magnetic disk wherein: 

at least the magnetically coupling layer out of the magnetically coupling 

layer and the magnetic recording layer comprises; 

a plurality of hard magnetic portions respectively formed at positions 

corresponding to recording regions, where magnetic signals are to be recorded, 

in the magnetic recording layer, and 

magnetic field shield portions formed between but without being 

disposed over the adjacent hard magnetic portions, respectively, wherein when 

magnetization curves are measured, the magnetization curve of each magnetic 

field shield portion has a slope greater than those of the hard magnetic portions 

in a region where an applied magnetic field is zero, and a residual magnetic 

polarization of each magnetic field shield portion is smaller than those of said 

hard magnetic portions. 

With this configuration, it is possible to obtain an effect similar to that of 

the above-mentioned Configuration 1 or the like. 

For example, with this configuration, it is possible to properly carry out 

magnetic isolation between the recording regions. Therefore, for example, it is 

possible to make the magnetic recording medium properly function as a DTR 

medium or a patterned medium. Further, for example, since the track edge 

noise is reduced by this, it is possible to reduce the track width (Erase width) 

and thus to improve the track density. 

(0032] 

In such another aspect of this first invention, the magnetically coupling 

layer is a thin film, that exhibits perpendicular magnetic anisotropy, on the 

magnetic recording layer with the granular structure. By exchange interaction 

between the magnetic recording layer and the magnetically coupling layer 

magnetically coupled to magnetic grains in the magnetic recording layer, the 

perpendicular magnetic recording layer and the magnetically coupling layer are 
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Such another aspect of this first invention further includes the following 

configurations. 

(Configuration 9) 

The magnetic disk, wherein the hard magnetic portions in the 

magnetically coupling layer are formed at the positions corresponding to the 

. recording regions, where the magnetic signals are to be recorded, of the 

magnetic recording layer and the soft magnetic portions are formed in regions 

other than the positions. 

(Configuration 10) 

The magnetic disk, wherein the soft magnetic portions and the hard 

magnetic portions are formed in concentric circles with respect to a center of the 

disk-shaped substrate. 

(Configuration 11 ) 

The magnetic disk, wherein the magnetic recording layer and the 

magnetically coupling layer are in contact with each other. 

(Configuration 12) 

The magnetic disk, wherein the magnetically coupling layer contains at 

least CoCrPt. 
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According to another aspect of the invention, there is provided a 

magnetic disk in which a magnetic recording layer with a granular structure 

in which nonmagnetic grain boundary portions are formed between 

magnetic grains continuously grown in a columnar shape and a 

magnetically coupling layer magnetically coupled to the magnetic grains in 

the magnetic recording layer are stacked in this order over a nonmagnetic 

disk-shaped substrate, the magnetic disk wherein: at least the magnetically 

coupling layer out of the magnetically coupling layer and the magnetic 

recording layer comprises hard magnetic portions and soft magnetic 

portions alternately adjacent to each other in a radial direction of said 

substrate magnetic field, said soft magnetic portions being formed between 

but without being disposed over or under the plurality of hard magnetic 

portions. 

[Effect of the invention about the First invention] 

[0034] 

According to this first invention, for example, it is possible to reduce 

track edge noise to improve the track density. Further, for example, when 

performing magnetic recording, it is possible to block a recording magnetic field 

extending toward the outside of a recording region, thereby making the 

boundaries of the recording magnetic field sharp. 

[Best Mode for Carrying Out the First Invention] 
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(Embodiment 1) 
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Hereinbelow, an embodiment according to this first invention will be 

described with reference to the drawings. Fig. 1 shows one example of a 

5 magnetic recording medium 1 O according to the embodiment of this invention. 

Fig. 1 (a) shows one example of the structure of the magnetic recording 

medium 10. The magnetic recording medium 10 is a perpendicular two-iayer 

medium type magnetic disk adapted to be mounted in a perpendicular magnetic 

recording type HDD (hard disk drive). 

10 [0036] 

In this example, the magnetic recording medium 10 comprises a 

substrate 12, an adhesive layer i 4, a soft magnetic layer i 6, an underlayer 18, 

a perpendicular magnetic recording layer 30, a protective layer 26, and a 

lubricating layer 28 in this order. The perpendicular magnetic recording layer 

15 30 comprises a granular layer 20, a coupling control layer 22, and a continuous 

film layer 24. 

(0037] 

The substrate 12 is, for example, a glass for a base. As this base 

glass, there can be cited, for example, an aluminosilicate glass, an 

20 aluminoborosilicate glass, a soda-lime glass, or the like. Among them, the 

aluminosilicate glass is preferable. An amorphous glass or a crystallized glass 

can be used. For example, when the soft magnetic layer 16 has an 

amorphous structure, it is preferable that the base glass be the amorphous 

glass. Use of a chemically strengthened glass is preferable because the 

25 rigidity is high. 

(0038] 

The surface roughness of a main surface of the substrate 12 is 

preferably 3nm or less in Rmax and 0.3nm or less in Ra. Rmax and Ra follow 
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Japanese Industrial Standard (JIS). By providing such a smooth surface, for 

example, a gap between the perpendicular magnetic recording layer 30 and the 

soft magnetic layer 16 can be set constant so that it is possible to form a 

suitable magnetic circuit across a head (magnetic head), the perpendicular 

5 magnetic recording layer 30, and the soft magnetic layer 16. The substrate 12 

may be a substrate having an isotropic surface with no texture. 

[0039] 

For example, when magnetic field annealing is necessary for controlling 

magnetic domains of the soft magnef1c layer 16, it is particularly preferable to 

10 use the substrate 12 being a glass base. Since the glass base is excellent in 

heat resistance, the heating temperature of the substrate 12 can be set high. 

[0040] 

The adhesive layer 14 is a layer (adhesion layer) for improving the 

adhesion between the substrate 12 and the soft magnetic layer 16. By 

15 providing the adhesive layer 14, it is possible to prevent stripping of the soft 

magnetic layer 16. As a material of the adhesive layer 14, use can be made of, 

for example, a Ti-containing material. In terms of practical use, the thickness 

of the adhesive layer 14 is preferably set to 1 to 50nm. In this example, the 

adhesive layer 14 is an amorphous Crli layer. The thickness of the adhesive 

20 layer 14 is, for example, about 1 Onm. 

[0041] 

The soft magnetic layer 16 is a layer for forming a magnetic circuit 

between the head and the perpendicular magnetic recording layer 30. The soft 

magnetic layer 16 is not particularly limited as long as it is made of a magnetic 

25 substance that exhibits soft magnetic properties and, for example, preferably 

has as its magnetic property a coercive force He of 0.01 to 80 oersteds and 

more preferably 0.01 to 50 oersteds. Further, it preferably has as its magnetic 

property a saturation magnetic flux density Bs of 500emulcc to 1920emulcc. 
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[0042] 

As a material of the soft magnetic layer 16, there can be cited, for 

example, an Fe-based material, a Co-based material, or the like. For example, 

use can be made of an Fe-based soft magnetic material such as FeTaC-based 

5 alloy, FeTaN-based alloy, FeNi-based alloy, FeCoB-based alloy, or FeCo-based 

alloy, a Co-based soft magnetic material such as CoTaZr-based alloy or 

CoNbZr-based alloy, an FeCo-based alloy soft magnetic material, or the like. 

[0043] 

The thickness of the soft magnetic layer 16 is, for example, 1 O to 

1 O 200nm and preferably 20 to 1 OOnm. When the thickness is less than 1 Onm, 

there is a case where it becomes difficult to form a suitable magnetic circuit 

across the head, the perpendicular magnetic recording layer 30, and the soft 

magnetic layer 16, while, when the thickness exceeds 200nm, there is a case 

where the surface roughness increases. Further, when the thickness exceeds 

15 200nm, there is a case where the magnetic domain control becomes difficult. 

[0044] 

Herein, large magnetic domains tend to be formed in the soft magnetic 

layer 16. When large magnetic domains move, there is a possibility of noise 

generation. Therefore, the soft magnetic layer 16 preferably has a plurality of 

20 soft magnetic material layers antiferromagnetically coupled (AFC: Anti-Ferro 

Magnetically Coupled) to each other. With this configuration, it is possible to 

prevent noise generation by making the magnetic domains difficult to move. 

[0045) 

In this example, the soft magnetic layer 16 comprises a plurality of 

25 CoTaZr layers antiferromagnetically coupled to each other through a Ru layer 

interposed therebetween. The Ru layer is, for example, a layer with an hep 

crystal structure. The thickness at the Ru layer is, tor example, about 0.9nm. 

Each Co TaZr layer is a layer with an amorphous structure. The thickness of 
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each CoTaZr layer is, for example, 20 to 27.Snm. 

[0046] 

The underlayer 18 is a layer for controlling the crystal structure of the 

perpendicular magnetic recording layer 30. The underlayer 18 may be a 

5 multilayer film of a plurality of kinds of films. In this example, the underlayer 18 

comprises a first orientation control layer, a second orientation control layer, an 

isolation promoting layer, and a miniaturization promoting layer in this order 

over the soft magnetic layer 16. 

10 

[0047] 

The first orientation control layer is a layer for controlling the crystal 

orientation of the second orientation control layer being its upper layer. In this 

example, the first orientation control layer is, for example, a Ta layer or a 

CoCrTa layer with a bee crystal structure close to amorphous. The thickness 

of the first orientation control layer is, for example, about 3nm. The second 

15 orientation control layer is a layer for improving the orientation of the further 

upper layer. In th'1s example, the second orientation control layer is a Ru layer 

with an hep crystal structure. The thickness of the second orientation control 

layer is, for example, about 1 Onm. 

20 

[0048] 

The isolation promoting layer is a layer for separating the composition 

of its upper layer to promote isolation of crystal grains. The isolation promoting 

layer is formed by a sputtering method in a state where, for example, the gas 

pressure is higher than that in forming the Ru layer being the second orientation 

control layer. By this, the isolation promoting layer becomes a layer in which 

25 crystals are small and crystal grains are away from each other. In this example, 

the isolation promoting layer is a Ru layer with an hep crystal structure. The 

thickness of the isolation promoting layer is, for example, about 1 Onm. 

[0049] 
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The miniaturization promoting layer is a layer tor promoting 

miniaturization of crystal grains of its upper layer. In this example, the 

miniaturization promoting layer is a layer (CoCr-Si02 layer) with a nonmagnetic 

crystal grain granular structure in which Si02 is segregated at the grain 

5 boundaries of nonmagnetic CoCr crystal grains. In the miniaturization 

promoting layer, the CoCr crystal structure is, for example, an hep crystal 

structure. The miniaturization promoting layer may partly contain CoCr with a 

bee crystal structure. The content of Si02 in the miniaturization promoting 

layer is, for example, about 12at% (e.g. 1 Oto 16at%). The thickness of the 

10 miniaturization promoting layer is, for example, about 2nm. The granular layer 

20 of the perpendicular magnetic recording layer 30 is formed on the 

miniaturization promoting layer. 

[0050] 

The granular layer 20 is a layer with a granular structure in which an 

15 oxide is segregated at the grain boundaries of miniaturized crystal grains, and is 

one example of a main recording layer. In this example, the granular layer 20 

is a CoCrPt-Si02 layer and contains magnetic grains and a nonmagnetic 

substance magnetically isolating the magnetic grains at the grain boundaries of 

the magnetic grains. The thickness of the granular layer 20 is, for example, 

20 20nm or less, preferably 8 to 16nm, and more preferably 7 to 15nm (e.g. about 

9nm). 

[0051 J 

The magnetic grains of the granular layer 20 are crystal grains that 

exhibit perpendicular magnetic anisotropy, and are adapted to reverse their 

25 magnetic moments according to a signal recorded in the granular layer 20. In 

this example, these magnetic grains are Co Cr Pt with an hep crystal structure. 

The size (diameter) of the magnetic grains is, tor example, 5 to 20nm and 

preferably 8 to 15nm. The width of the grain boundaries of the magnetic grains 
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is 2nm or more, for example, 2 to 20nm and preferably 4 to 15nm. The width 

of the grain boundaries of the magnetic grains represents, for example, an 

average value of the widths of the grain boundaries of the magnetic grains in 

the granular layer 20. 

5 [0052] 

The nonmagnetic substance contained in the granular layer 20 is a 

nonmagnetic oxide segregated at the grain boundaries of the magnetic grains. 

ln this example, this nonmagnetic substance is, for example, silicon oxide 

(Si02). As the nonmagnetic substance, use may be made of, for example, 

1 O titanium oxide (Ti02) instead of Si02. The content of Si02 or the like in the 

granular layer 20 is, for example, 10 to 16at% and preferably 12 to 14%. 

[0053] 

When, for example, the content of Si02 or the like is set to 6at% or 

more, the SN ratio can be improved by miniaturization of the nonmagnetic 

15 substance, but there is also a possibility of the occurrence of degradation in 

coercive force He, perpendicular magnetic anisotropy, or the like of the granular 

layer 20 alone. Further, by this, the thermal stability of the granular layer 20 

alone is considered to be reduced. However, in this example, the continuous 

film layer 24 is formed over the granular layer 20. Therefore, even if the 

20 content of Si02 or the like in the granular layer 20 is increased, it is possible to 

prevent the occurrence of these problems. 

[0054] 

The coupling control layer 22 is a layer for controlling the strength of 

magnetic coupling between the granular layer 20 and the continuous film layer 

25 24. Jn this example, the coupling control layer 22 is, for example, a Pd layer 

with an fee crystal structure. The thickness of the coupling control layer 22 is, 

for example, 2nm or Jess and is, for example, 0.5 to 1.5nm and preferably 0.7 to 

1.0nm (e.g. about 0.8nm). The coupling control layer 22 may alternatively be a 



Pt layer. 

[0055] 

21 

The continuous film layer 24 is a layer in which exchange coupling 

continuously extends in a direction parallel to the main surface of the substrate 

5 12. The continuous film layer 24 is one example of an auxiliary magnetic layer 

and contains magnetic grains that exhibit perpendicular magnetic anisotropy. 

These magnetic grains are magnetically exchange-coupled to the magnetic 

grains of the granular layer 20 in a direction perpendicular to the main surface 

of the substrate 12. 

10 [0056] 

The width of the grain boundaries of these magnetic grains is smaller 

than that of the grain boundaries of the magnetic grains of the granular layer 20 

and, for example, 1 nm or less and is, for example, O. 1 to 1 nm and preferably 

0.3 to 0.8nm. By this, in the direction parallel to the main surface of the 

15 substrate 12, the magnetic grains of the continuous film layer 24 are 

exchange-coupled to each other with a coupling force greater than that between 

the magnetic grains of the granular layer 20. Therefore, with this configuration, 

for example, by pinning (Pinning) magnetization of the continuous film layer 24 

using magnetization of the granular layer 20, it is possible to improve the 

20 thermal stability of recorded signals. The thickness of the continuous film layer 

24 is, tor example, 1 to 8nm, preferably 3 to 6nm, and more preferably 4 to 

5nm. 

[0057] 

The ratio A/B between the thickness A of the granular layer 20 and the 

25 thickness B of the continuous film layer 24 is, for example, 2 to 5 and preferably 

3 to 4. With this configuration, it is possible to exhibit suitable perpendicular 

magnetic recording characteristics by the exchange coupling. A magnetic 

anisotropy constant (maximum anisotropy energy) Ku of the magnetic grains of 
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the continuous film layer 24 is, for example, preferably greater than that of the 

soft magnetic substance. With this configuration, it is possible to reduce the 

width of domain walls formed in the continuous film layer 24. The magnetic 

anisotropy constant Ku of the continuous film layer 24 may be greater than that 

5 of the granular layer 20. A coercive force He of a material forming the 

continuous film layer 24 may be, for example, smaller than that of the material 

forming the magnetic grains of the granular layer 20. 

[0058] 

In this example, the continuous film layer 24 is in the form of a 

1 O multilayer film in which CoCr layers 106 and Pd layers 108 are alternately 

laminated by about three layers (e.g. two or three layers) for each. The CoCr 

layer 106 is a layer containing magnetic grains of CoCr. The thickness of the 

CoCr layer 106 is, for example, about 0.35nm. When the CoCr layer 106 is 

extremely thin as described above, the magnetic grains of CoCr are not 

15 required to have a crystal structure. The CoCr layer 106 may contain, for 

example, crystal grains of CoCr with an hpc crystal structure. The Pd layer 

108 is a nonmagnetic Pd layer with an fee crystal structure. The thickness of 

the Pd layer 108 is, for example, about 0.8nm. When configured in this 

manner, interface magnetic anisotropy is generated at the interface between the 

20 CoCr layer 106 and the Pd layer 108. By stacking the layers 106 and 108, for 

example, by three layers for each, it is possible to obtain necessary 

perpendicular magnetic anisotropy. This makes it possible to reduce the 

thickness of the continuous film layer 24 as compared with using, for example, a 

single-layer continuous film layer 24. 

25 [0059] 

The continuous film layer 24 may have, for example, a Pt layer instead 

of the Pd layer 108. Further, the continuous film layer 24 may have a CoB 

layer instead of the CoCr layer 106. The continuous film layer 24 may 
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alternatively be a multilayer film [CoX/Pd or Pt]n in which layers of a Co 

compound and Pd layers or Pt layers are alternately laminated by n layers for 

each. Alternatively, the continuous film layer 24 may be, for example, a 

single-layer film with high Pt content. The continuous film layer 24 may 

5 alternatively be a single-layer film of, for example, CoCrPt, CoPt, CoPd, FePt, 

C0Pt3, CoPd3 , amorphous TbFeCoCr, SmCos, Nd2Fe14B, Co20Ptso. or the like. 

[0060] 

In this example, magnetic field shield portions 202 are formed in part of 

the continuous film layer 24. The magnetic field shield portions 202 are formed 

10 by, for example, changing the crystal structure thereof by ion-beam irradiation. 

15 

In the continuous film layer 24, regions where the magnetic field shield portions 

202 are not formed serve as hard magnetic portions 204. Details of the 

magnetic field shield portions 202 and the hard magnetic portions 204 will be 

described later. 

[0061] 

The protective layer 26 and the lubricating layer 28 are further formed 

over the continuous film layer 24. The protective layer 26 is a layer for 

protecting the perpendicular magnetic recording layer 30 from an impact of the 

head. The protective layer 26 is, for example, a carbon-based film with a 

20 diamond-like structure. The lubricating layer 28 is a layer for increasing the 

lubricity between the head and the magnetic recording medium 10. The 

lubricating layer 28 is, for example, a film of PFPE (perfluoropolyether) formed 

by a dip coating method. 

25 

[0062] 

In the manufacturing processes of the magnetic recording medium 10, 

the respective layers from the adhesive layer 14 to the continuous film layer 24 

are each preferably formed by a sputtering method. Particularly, a DC 

magnetron sputtering method is preferable because uniform film formation is 
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enabled. On the other hand, the protective layer 26 is preferably formed by a 

CVD method. 

[0063] 

When forming the CoCr layers 106 and the Pd layers 108 of the 

5 continuous film layer 24, it is preferable to use Kr as a sputtering gas. With 

this configuration, the interface magnetic anisotropy can be more appropriately 

generated by forming the clean interfaces between the CoCr layers 106 and the 

Pd layers 108. The CoCr layers 106 and the Pd layers 108 may be formed by 

a CVD method. 

10 [0064] 

Herein, the method of forming the magnetic field shield portions 202 

and the hard magnetic portions 204 of the continuous film layer 24 will be 

described in further detail. The perpendicular magnetic recording layer 30 in 

the magnetic recording medium 1 O of this example is formed through a granular 

15 layer forming process, a coupling control layer forming process, and a 

continuous film layer forming process. The granular layer forming process is 

one example of a main recording layer forming process and forms the granular 

layer 20 on the underlayer 18. The coupling control layer forming process 

forms the coupling control layer 22 on the granular layer 20. The continuous 

20 film layer forming process is one example of an auxiliary magnetic layer forming 

process and forms the continuous film layer 24 on the coupling control layer 22. 

[0065] 

In this example, the continuous film layer forming process comprises a 

hard magnetic layer forming process and an ion-beam irradiation process. The 

25 hard magnetic layer forming process forms a hard magnetic layer in the form of 

the multilayer film of the CoCr layers 106 and the Pd layers 108. The 

ion-beam irradiation process forms the magnetic field shield portions 202 by 

irradiating an ion beam on part of the hard magnetic layer to soft-magnetize its 
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regions irradiated with the ion beam. Regions not irradiated with the ion beam 

are left remaining as the hard magnetic portions 204. By this, the continuous 

film layer forming process forms the magnetic field shield portions 202 and the 

hard magnetic portions 204 in the continuous film layer 24. 

5 [0066] 

Fig. 1 (b) shows a first example of an ion-beam irradiation method. In 

this example, the ion-beam irradiation process uses a silicon stencil mask 40 to 

set regions, to be irradiated with an ion beam 42, on the continuous film layer 

24. Then, the magnetic field shield portions 202 are formed by irradiating the 

1 O ion beam 42 on those regions. With this configuration, it is possible to 

accurately set the regions to be irradiated with the ion beam 42. Therefore, 

according to this example, the magnetic field shield portions 202 can be 

properly formed with high accuracy. 

15 

[0067] 

Herein, the ion-beam irradiation process forms the magnetic field shield 

portions 202, being soft magnetic regions, in the regions irradiated with the ion 

beam 42 by, for example, changing the crystal structure of the continuous film 

layer 24 by the energy of the ion beam 42. ln this case, the ion-beam 

irradiation process may form the magnetic field shield portions 202 so that the 

20 entire perpendicular magnetic recording layer 30 combining the granular layer 

20, the coupling control layer 22, and the continuous film layer 24 exhibits the 

soft magnetic properties. The ion-beam irradiation process preferably forms 

the magnetic field shield port'1ons 202 hav'ing an axis of easy magnetization in 

an in-plane direction parallel to the main surface of the substrate 12. With this 

25 configuration, it is possible to more appropriately block a recording magnetic 

field extending in the direction parallel to the main surface of the substrate 12 by 

the magnetic field shield portions 202. 

[0068] 
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In this example, the continuous film layer 24 is the multilayer film of the 

CoCr layers 106 and the Pd layers 108. This multilayer film exhibits the 

perpendicular magnetic anisotropy due lo the interface magnetic anisotropy. 

Therefore, the hard magnetic portions 204 not irradiated with the ion beam are 

5 magnetic regions that exhibit the perpendicular magnetic anisotropy due to the 

interface magnetic anisotropy. 

[0069] 

The ion-beam irradiation process forms the magnetic field shield 

portions 202 by irradiating the ion beam 42 on this multilayer film to form an 

1 O alloy of metals contained in the CoB layers 106 and the Pd layers 108 of the 

multilayer film, respectively. This makes the interface state of the magnetic 

field shield portions 202 different from that of the hard magnetic portions 204 so 

that the magnetic field shield portions 202 become soft magnetic regions that 

exhibit substantially no perpendicular magnetic anisotropy due to interface 

15 magnetic anisotropy. Therefore, according to this example, the magnetic field 

shield portions 202 can be properly formed by ion-beam irradiation. Further, '1t 

is possible to form the magnetic field shield portions 202 substantially only in 

the continuous film layer 24 among the respective layers included in the 

perpendicular magnetic recording layer 30. 

20 [0070] 

Fig. 2 is a top view of the continuous film layer 24 showing positions of 

the magnetic field shield portions 202 and the hard magnetic portions 204. In 

the figure, white portions and black portions in the hard magnetic portions 204 

represent the difference in magnetization direction due to the difference in 

25 information recorded in respective bits on tracks. In this example, the 

magnetic field shield portions 202 are each formed in a guard band region being 

a gap region between the adjacent tracks. Regions corresponding to the 

tracks become the hard magnetic portions 204. By this, in the granular layer 



27 

20, the tracks are defined by magnetic influence received from the continuous 

film layer 24. 

[0071] 

With this configuration, the tracks are magnetically isolated from each 

5 other by the magnetic field shield portions 202. Therefore, it is possible to 

make the magnetic recording medium 1 O (see Fig. 1) properly function as a 

DTR medium. Further, for example, since the track edge noise is reduced by 

this, it is possible to reduce the track width (Erase width) and thus to improve 

the track density. 

10 [0072] 

Further, when configured in this manner, the magnetic field shield 

portions 202 being the soft magnetic regions prevent a magnetic field from 

extending in the direction parallel to the main surface of the substrate 12 (see 

Fig. 1) between the tracks. Therefore, with this configuration, when recording 

15 a magnetic signal on the track, it is possible to block a recording magnetic field 

extending toward the outside of the track, thereby making the boundaries of the 

recording magnetic field sharp. This makes it possible to properly prevent the 

influence of the recording magnetic field from being exerted on the adjacent 

tracks. Therefore, according to this example, magnetic isolation between the 

20 tracks can be more appropriately carried out. 

[0073] 

The track width L 1 of the magnetic recording medium 1 O is, for example, 

100 to 200nm and preferably 135 to 165nm. The track interval (track pitch} L2 

being a distance from the center of the track to the center of the adjacent track 

25 is, for example, 150 to 250nm and preferably 180 to 220nm. The width L3 of 

each magnetic field shield portion 202 in a track width direction is, for example, 

30 to 70nm and preferably 40 to 60nm. 

[0074] 
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Magnetic field shield portions 202 may further be formed in regions 

each located between bits to be recorded on the tracks. With this configuration, 

it is possible to make the magnetic recording medium 10 function as a patterned 

(bit-patterned) medium. 

[0075] 

Figs. 3 and 4 are graphs showing the states of changes in magnetic 

properties by ion-beam irradiation on multilayer films each being the same as 

the continuous film layer 24. Table 1 shows ion-beam irradiation conditions 

corresponding to respective magnetic properties shown in the graphs of Figs. 3 

1 0 and 4 and coercive forces He and squareness ratios S in the respective 

magnetic properties. 

[Table 1) 

sample species I dose(/cm2
) energy(keV) He s 

D1 ' Ar+ j 5.0E+15 30 I 38 0.07 i 

'03 Ar+ 1.0E+ 15 30 230 11.00 

D5 Ar• 5.0E+ 14 ' 30 527 ! 1.00 

D7 1 Ar+ 
' 

5.0E+ 15 20 57 ! 0.12 

i 09 Ar+ I 1.0E+15 20 376 1.00 

011 Ar' 5.0E+14 20 911 1.00 

013 I Ar+ 5.0E+15 10 151 I 0.21 

015 Ar+ 1.0E+15 10 1585 1.00 

017 Ar+ 5.0E+ 14 10 2337 I 1.00 

D19 f Ar.r 5.0E+15 ts ! 1028 0.86 

D21 ! Ar+ 1.0E+15 i5 2488 1.00 

D23 i Ar+ 
i 5.0E+14 5 i 2993 ' 1.00 

i D25 
' 

! reference( no) !O 0 I 4275 1.00 

[0076] 

As seen from Table 1 and Figs. 3 and 4, when the ion beam dose 

15 (Dose) is set to 1x1015 to 5x 1015/crn2
, the coercive force He becomes small. 

This represents that a region irradiated with an ion beam is soft-magnetized. 

From this result, it is seen that if regions to be irradiated with an ion beam are 

set by, for example, the method described using Fig. 1 (b) or the like, it is 

I 
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possible to properly form magnetic field shield portions 202 and hard magnetic 

portions 204 in a continuous film layer 24. When the ion beam dose (Dose) is 

set to 5x1015/cm2
, the squareness ratio S becomes small. This represents 

that a soft magnetic region having an axis of easy magnetization in an in-plane 

5 direction parallel to a main surface of a substrate 12 is formed by ion-beam 

irradiation. 

[0077] 

The ion beam dose (Dose) may be greater than 5x1014/cm2
• For 

example, the ion beam dose (Dose) may be 1 x1014 to 5x1016/cm2
. When 

1 O forming the soft magnetic region having the axis of easy magnetization in the 

in-plane direction parallel to the main surface of the substrate 12, the ion beam 

dose (Dose) is preferably set to, for example, 5x1O14 to 5x1O16/cm2
. 

[0078] 

The ion irradiation energy is preferably set to 5 to 30KeV and more 

15 preferably 1 Oto 30KeV. If the energy is too small, the soft magnetic region 

cannot be properly formed. If the energy is too large, there is a possibility that 

an ion beam passes through the layer and further exerts an influence upon a 

lower layer. 

20 

[0079] 

The ion-beam irradiation process may irradiate, for example, an ion 

beam of phosphorus ions (P+) or the like. Alternatively, use may be made of 

an ion beam of He, B, C, N, Ne, Ar, Cr, Co, Kr, Xe, Pt, or the like. 

[0080] 

Fig. 5 shows a second example of an ion-beam irradiation method in 

25 the ion-beam irradiation process. In this example, the ion-beam irradiation 

process uses a resist mask 44 formed by the nanoimprint technique. 

[0081] 

In this ion-beam irradiation process, as shown in Fig. 5 (a), the resist 
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mask 44 is formed by, for example, using a nanoimprint mold 46 to emboss a 

resist film coated on a continuous film layer 24. Then, as shown in Fig. 5 (b), 

irradiation of an ion beam 42 is carried out using the resist mask 44 as a mask, 

thereby forming magnetic field shield portions 202 in the continuous film layer 

5 24. 

[0082] 

After forming the magnetic field shield portions 202, as shown in Fig. 5 

(c), the resist mask 44 is removed by, for example, ashing and cleaning. Also 

with this configuration, the magnetic field shield portions 202 can be properly 

10 formed. After the ion-beam irradiation process, as shown in Fig. 5 (d), for 

example, a carbon-overcoat protective layer 26 is formed on the continuous film 

layer 24 in a protective layer forming process. 

[0083] 

(Embodiment 2) 

15 Hereinbelow, another embodiment according to this first invention will 

be described with reference to Fig. 7. 

In this example, a magnetic recording medium 10 comprises a 

substrate 12, an adhesive layer 14, a soft magnetic layer 16, an underlayer 18, 

a perpendicular magnetic recording layer 30, a protective layer 26, and a 

20 lubricating layer 28 in this order. The perpendicular magnetic recordrng layer 

30 comprises a granular layer 20 and a magnetically coupling layer 24' (not 

continuous layers but a single layer) stacked in this order. 

In this example, the substrate 12, the adhesive layer 14, the soft 

magnetic layer 16, the underlayer 18, the protective layer 26, and the lubricating 

25 layer 28 are the same as those in the above-mentioned embodiment 1 and thus 

description thereof is omitted. 

[0084] 

In the embodiment 2, the magnetically coupling layer forms a thin film, 
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which exhibits perpendicular magnetic anisotropy, on the magnetic recording 

layer with a granular structure and is magnetically coupled to the perpendicular 

magnetic recording layer by exchange interaction between the magnetic 

recording layer and the magnetically coupling layer that is magnetically coupled 

5 to magnetic grains in the magnetic recording layer. 

As an example of the magnetically coupling layer, there can be cited an 

alloy-based material such as CoCr, CoCrTa, CoCrPt, CoCrPtTa, or CoCrPtB. 

The magnetically coupling layer preferably contains at least CoCrP1 and, 

if it mainly contains CoCrPt, it ·1s possible to add high heat resistance in addition 

1 o to high-density recordability and low noise of the granular layer. 

The magnetically coupling layer has a non-granular structure containing 

no metal oxide or nitride at the grain boundaries (nonmagnetic grain 

boundaries) of magnetic grains. 

The thickness of the magnetically coupling layer is, for example, 1 to 

15 1 Onm and preferably 2 to 9nm. 

The thickness of the magnetically coupling layer is preferably half or 

less of that of the granular layer and more preferably one-third or less thereof. 

The lower limit of the thickness is greater than zero and is preferably set to a 

value that enables the magnetically coupling layer to exhibit its function. 

20 [0085] 

25 

In the embodiment 2, the granular layer is preferably a 

CoCrPt-Si02-Ti02 layer. Further, the thickness of the magnetically coupling 

layer is preferably set thinner than conventional. The reasons therefor will be 

described hereinbelow. 

When the granular layer is a CoCrPt-Si02 layer, a high SN ratio cannot 

be obtained unless the thickness of the magnetically coupling layer is set to a 

certain high value. However, as the thickness of the magnetically coupling 

layer increases, the coercive force He decreases. Further, if the thickness of 
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the magnetically coupling layer is large, since it is necessary to change the 

properties over the entire thickness, the change in properties (e.g. soft 

magnetization) by ion-beam irradiation is hard to occur. 

In contrast, when the granular layer is the CoCrPt-Si02-Ti02 layer, the 

5 grain boundaries of magnetic grains in the granular layer become clearer as 

compared with the case where the granular layer is the CoCrPt-Si02 layer, and 

thus the coercive force He becomes higher as compared with the case where 

the granular layer is the CoCrPt-Si02 layer. Therefore, even if the thickness of 

the magnetically coupling layer is set relatively thin as compared with 

10 conventional values, a relatively high coercive force He can be obtained. 

If the thickness of the magnetically coupling layer can be made thin, it is 

possible to properly carry out magnetic isolation between recording regions in 

addition to the fact that the change in properties (e.g. soft magnetization) by 

ion-beam irradiation is facilitated. Therefore, for example, it is possible to 

15 make the magnetic recording medium properly function as a DTR medium or a 

patterned medium. 

[0086] 

In this example, magnetic shield portions 202 are formed in part of the 

magnetically coupling layer 24'. The magnetic shield portions 202 are regions 

20 for magnetically isolating a plurality of recording regions from each other, where 

magnetic signals are to be respectively recorded, in the perpendicular magnetic 

recording layer 30. In this example, the magnetic shield portions 202 are soft 

magnetic regions and are formed by, for example, changing the crystal structure 

of the magnetically coupling layer 24' being a single-layer film by ion-beam 

25 irradiation. In the magnetically coupling layer 24', regions where the magnetic 

shield portions 202 are not formed serve as hard magnetic portions 204 that 

exhibit perpendicular magnetic anisotropy. 

[0087] 
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Hereinbelow, the method of forming the magnetic shield portions 202 

and the hard magnetic portions 204 of the magnetically coupling layer 24' will 

be described in further detail. In this example, the magnetic shield portions 

202 and the hard magnetic portions 204 are formed by a recording layer 

5 forming process and an ion-beam irradiation process. The recording layer 

forming process is a process of forming the granular layer 20 and the 

magnetically coupling layer 24' over the underlayer 18 and forms, as the 

magnetically coupling layer 24', a single-layer film being a CoCrPt layer or a 

CoCrPtB layer. 

10 [0088] 

The ion-beam irradiation process is a process of irradiating an ion beam 

on part of the magnetically coupling layer 24' and forms the magnetic shield 

portions 202 by soft-magnetizing regions irradiated with the ion beam. 

Regions not irradiated with the ion beam are left remaining as the hard 

15 magnetic portions 204. By this, the ion-beam irradiation process forms the 

magnetic sh'1eld portions 202 and the hard magnetic portions 204 in the 

magnetically coupling layer 24'. 

[0089] 

Fig. 1 (b) shows a first example of an ion-beam irradiation method. In 

20 this example, the ion-beam irradiation process uses a silicon stencil mask 40 to 

set regions, to be irradiated with an ion beam 42, on the magnetically coupling 

layer 24. Then, the magnetic shield portions 202 are formed by irradiating the 

ion beam 42 on those regions. With this configuration, it is possible to 

accurately set the regions to be irradiated with the ion beam 42. Therefore, 

25 according to this example, the magnetic shield portions 202 can be properly 

formed with high accuracy. 

[0090] 

Herein, the ion-beam irradiation process forms the magnetic shield 
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portions 202, being soft magnetic, in the regions irradiated with the ion beam 42 

by, tor example, changing the crystal structure of the magnetically coupling layer 

24 by the energy of the ion beam 42. In this case, the ion-beam irradiation 

process may form the magnetic shield portions 202 so that the entire 

5 perpendicular magnetic recording layer 30 combining the granular layer 20 and 

the magnetically coupling layer 24 exhibits the soft magnetic properties. The 

ion-beam irradiation process preferably forms the magnetic shield portions 202 

having an axis of easy magnetization in an in-plane direction parallel to a main 

surface of the substrate 12. With this configuration, it is possible to more 

1 O appropriately block a recording magnetic field extending in a direction parallel to 

the main surface of the substrate 12 by the magnetic shield portions 202. 

[0091 J 

In this example, the magnetically coupling layer 24' is the single-layer 

film being the CoCrPt layer or the CoCrPtB layer. This single~layer film 

15 exhibits perpendicular magnetic anisotropy due to interface magnetic anisotropy. 

The ion-beam irradiation process forms the magnetic shield portions 202 by 

irradiating the ion beam 42 on this single-layer film to form an alloy of metals 

contained in the single-layer film. This makes the interface state of the 

magnetic shield portions 202 different from that of the hard magnetic portions 

20 204 being the regions not irradiated with the ion beam so that the magnetic 

shield portions 202 become soft magnetic regions that exhibit substantially no 

perpendicular magnetic anisotropy due to interface magnetic anisotropy. 

Therefore, according to this example, the magnetic shield portions 202 can be 

properly formed by ion-beam irradiation. Further, it is possible to form the 

25 magnetic shield portions 202 substantially only in the magnetically coupling 

layer 24' of the respective layers included in the perpendicular magnetic 

recording layer 30. 

[0092] 



35 

Herein, in this example, the ion-beam irradiation process forms the 

magnetic shield portions 202 by changing the interface state of the magnetically 

coupling layer 24' by ion-beam irradiation. This change in interface state 

occurs with a smaller ion beam dose (Dose) as compared with, for example, the 

5 case of changing the state of the magnetically coupling layer 24' over the entire 

thickness thereof. Therefore, according to this example, the magnetic shield 

portions 202 can be properly formed with a small ion beam dose. Further, in 

this case, for example, since it becomes possible to narrow a range affected by 

the ion beam, ion-beam irradiation can be performed with higher accuracy. 

1 o This makes it possible to accurately form the magnetic shield portions 202. 

(0093] 

Further, the magnetic shield portions 202, being soft magnetic, can be 

formed with a smaller ion beam dose as compared with, for example, 

nonmagnetic regions. Therefore, according to this example, the magnetic 

15 shield portions 202 can be formed with a smaller ion beam dose. This makes 

it possible to form the magnetic shield portions 202 with higher accuracy. 

[0094] 

Fig. 5 shows a second example of an ion-beam irradiation method in 

the ion-beam irradiation process. In this example, the ion-beam irradiation 

20 process uses a resist mask 44 formed by the nanoimprint technique. 

[0095] 

In this ion-beam irradiation process, as shown in Fig. 5 (a), the resist 

mask 44 is formed by, for example, using a nanoimprint mold 46 to emboss a 

resist film coated on a magnetically coupling layer 24. Then, as shown in Fig. 

25 5 (b), irradiation of an ion beam 42 is carried out using the resist mask 44 as a 

mask, thereby forming magnetic shield portions 202 in the magnetically 

coupling layer 24. 

[0096] 
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Hereinbelow, this first invention will be described in further detail using 

Examples. 

(Example 1) 

Using an evacuated film forming apparatus, an adhesive layer 14 and a 

5 soft magnetic layer 16 are formed in sequence on an aluminosilicate glass 

substrate 12 in an Ar atmosphere by a DC magnetron sputtering method. In 

this event, the adhesive layer 14 is formed using a CrTi target so as to be a CrTi 

layer with a thickness of 1 Onm. The soft magnetic layer 16 is formed using a 

CoTaZr target so as to be an amorphous CoTaZr layer with a total thickness of 

1 O 50nm. For controlling magnetic domains, the soft magnetic layer 16 has a 

two-layer structure with a Ru layer with a thickness of 0.9nm interposed 

therebetween. 

[0097] 

After forming the soft magnetic layer 16, continuously, a Ta layer 

15 (thickness 3nm) serving as a first orientation control layer and Ru layers 

(thickness 20nm) serving as a second orientation control layer and an isolation 

promoting layer are formed as an underlayer 18 in the Ar atmosphere by the DC 

magnetron sputtering method. Then, a granular layer 20 having a thickness of 

9nm and containing magnetic grains 102 with an hep crystal structure is formed 

20 using a hard magnetic target made of CoCrPt-Si02 . 

[0098] 

Further, using a low-pressure Ar gas as a sputtering gas, a Pd layer 

(thickness 0.8nm) is formed as a coupling control layer 22 and [CoCr/Pd]3 

layers are formed as a continuous film layer 24. The thickness of each CoCr 

25 layer is set to 0.4nm and the thickness of each Pd layer is set to 0.9nm. The 

thickness of the continuous film layer 24 in which the CoCr layers and the Pd 

layers are alternately laminated by three layers for each is 4nm (3.9 to 4nm). 

[0099] 
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An ion beam 42 of argon ions (At) accelerated with an energy of 

30KeV is irradiated on a medium formed with the layers up to the continuous 

film layer 24, using a stencil mask 40 as described using Fig. 1 (b), thereby 

forming magnetic field shield portions 202 in regions between tracks. In this 

5 ion-beam irradiation, the ion beam dose is set to 5x 1015/cm2
. The width, in a 

track width direction, of each formed magnetic field shield portion 202 is 50nm. 

The track width is 150nm and the track interval is 200nm. 

[0100] 

Then, using a mixed gas containing Ar and 30% hydrogen and using a 

1 0 carbon target as a sputtering target, a protective layer 26 made of hydrogenated 

carbon (hydrogenated carbon) is formed. Since the film hardness is improved 

by the use of the hydrogenated carbon, it is possible to properly protect the 

perpendicular magnetic recording layer 30 against an impact from a head. 

Thereafter, a lubricating layer 28 made of PFPE (perfluoropolyether) is formed 

15 by a dip coating method. The thickness of the lubricating layer 28 is 1 nm. In 

this manner, a magnetic recording medium 1 O according to Example 1 is 

fabricated. 

20 

[0101] 

(Comparative Example 1) 

A magnetic recording medium according to Comparative Example 1 is 

fabricated in the same manner as in Example 1 except that the coupling control 

layer 22 and the continuous film layer 24 are not formed. The magnetic 

recording medium according to Comparative Example 1 is a granular medium. 

The granular medium is a magnetic recording medium in which a perpendicular 

25 magnetic recording layer is formed only by a magnetic layer that is the same as 

or similar to the granular layer 20. In this granular medium, the thickness of 

the granular layer is 30nm. 

[0102] 
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(Comparative Example 2) 

A magnetic recording medium according to Comparative Example 2 is 

fabricated in the same manner as in Example 1 except that the magnetic field 

shield portions 202 are not formed. The magnetic recording medium according 

5 to Comparative Example 2 is a CGC medium provided with no magnetic field 

10 

15 

shield portions 202 (hereinafter referred to as a conventional type CGC 

medium). 

[0103] 

(Evaluation) 

Fig. 6 shows the simulation results of recording patterns of information 

recorded in the magnetic recording media according to Comparative Examples 

1 and 2. Fig. 6 (a) shows the recording pattern in the granular medium being 

the magnetic recording medium according to Comparative Example 1. 

[0104] 

In the granular medium, since a continuous film layer is not provided, 

the thermal stability of recorded signals is lowered as compared with, for 

example, a CGC medium or the like. Therefore, in a recording track, 

magnetization of regions indicative of respective bits of the recording pattern is 

partially reversed due to a thermal fluctuation phenomenon or the like. Such 

20 reversal of the magnetization has a possibility of causing loss of recorded 

25 

information and thus becomes an obstacle to an increase in recording density. 

Therefore, with the granular medium, it is difficult to realize a recording density, 

for example, exceeding 200Gbits per square inch. 

[0105] 

Fig. 6 (b) shows the recording pattern in the conventional type CGC 

medium being the magnetic recording medium according to Comparative 

Example 2. In the conventional type CGC medium, the thermal stability of 

recorded signals can be improved by pinning (Pinning) magnetization of a 
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continuous film layer using magnetization of a granular layer. Therefore, 

reversal of magnetization due to a thermal fluctuation phenomenon or the like is 

hard to occur and thus the increase in density is enabled as compared with the 

granular medium. 

[0106] 

However, in the conventional type CGC medium or the like, the control 

of magnetic recording regions in the track width (Erase width) direction 

becomes very difficult due to the provision of the continuous film layer. As a 

result, for example, gray regions where the value of a recorded signal takes a 

10 value between 0 and 1 extend in the track width direction and thus it is difficult 

to reduce track edge noise. 

[0107] 

This is because the continuous film layer being an auxiliary magnetic 

layer serving an auxiliary role for the granular layer being a main recording layer 

15 (main recording layer) has a magnetically coupling force in a direction parallel to 

the main surface of the substrate and thus a recording region extends as seen 

from a head. Those portions extending with respect to the recording region 

are gray regions and, if these regions are large, the track width is assumed to 

be wide. 

20 [0108] 

For example, in the case shown in Fig. 6 (b), the recording pattern is 

formed wherein gray regions extend outside the width of a recording track 

indicated by a rectangle 50. Such gray regions become a source of track edge 

noise generation. Therefore, in the conventional type CGC medium, when, for 

25 example, realizing a recording density exceeding 200Gbits per square inch, the 

SN ratio decreases so that it is difficult to properly improve the track density. 

[0109] 

In contrast, in the magnetic recording medium 1 O according to Example 
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1, sufficient thermal stability can be obtained by the CGC medium structure as 

compared with, for example, the magnetic recording medium according to 

Comparative Example 1. Further, by the formation of the magnetic field shield 

portions 202, when recording a magnetic signal on a track, it is possible to block 

5 a recording magnetic field extending toward the outside of the track, thereby 

preventing the recording magnetic field from extending outside the track. By 

this, in Example 1, it is possible to prevent gray regions from extending outside 

the track width. 

10 

[0110] 

Therefore, the track edge noise can be reduced as compared with, for 

example, the magnetic recording medium according to Comparative Example 2. 

For example, in the magnetic recording medium 1 O according to Example 1, the 

SN ratio is improved by about 1.0 to 3.5dB as compared with the magnetic 

recording medium according to Comparative Example 2. This makes it 

15 possible to realize, for example, a recording density exceeding 200Gbits per 

square inch and, further, a recording density exceeding 500Gbits per square 

inch. 

20 

[0111 J 

(Example 2) 

Using an evacuated film forming apparatus, an adhesive layer 14 and a 

soft magnetic layer 16 are formed in sequence on an aluminosilicate glass 

substrate 12 in an Ar atmosphere by a DC magnetron sputtering method (see 

Fig. 7). In this event, the adhesive layer 14 is formed using a CrTi target so as 

to be a Cr Ti layer with a thickness of 1 Onm. The soft magnetic layer 16 is 

25 formed using a CoTaZr target so as to be an amorphous CoTaZr layer with a 

total thickness of 50nm. For controlling magnetic domains, the soft magnetic 

layer 16 has a two-layer structure with a Ru layer with a thickness of 0.9nm 

interposed therebetween. 
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[0112) 

After forming the soft magnetic layer 16, continuously, a Ta layer 

(thickness 3nm) serving as a first orientation control layer and Ru layers 

(thickness 20nm) serving as a second orientation control layer and an isolation 

5 promoting layer are formed as an underlayer 18 in the Ar atmosphere by the DC 

magnetron sputtering method. Then, a granular layer 20 having a thickness of 

9nm and containing magnetic grains 102 with an hep crystal structure is formed 

using a hard magnetic target made of CoCrPt-Si02. 

10 

[0113) 

Further, using a CoCrPt target or a CoCrPtB target and using a 

low-pressure Ar gas as a sputtering gas, a CoCrPt layer (thickness 7nm) or a 

CoCrPtB layer (thickness 7nm) is formed as a magnetically coupling layer 24'. 

[0114) 

An ion beam 42 of argon ions (At) accelerated with an energy of 

15 30KeV is irradiated on a medium formed with the layers up to the magnetically 

coupling layer 24', using a resist mask 44 formed by the nanoimprint technique 

as described using Fig. 5 (a), thereby forming magnetic field shield portions 202 

in regions between tracks. In this ion-beam irradiation, the ion beam dose is 

set to 5x1015/cm2
. The width, in a track width direction, of each formed 

20 magnetic field shield portion 202 is 50nm. The track width is 150nm and the 

track interval is 200nm. 

[0115) 

Then, using a mixed gas containing Ar and 30% hydrogen and using a 

carbon target as a sputtering target, a protective layer 26 made of hydrogenated 

25 carbon (hydrogenated carbon) is formed. Since the film hardness is improved 

by the use of the hydrogenated carbon, it is possible to properly protect the 

perpendicular magnetic recording layer 30 against an impact from a head. 

Thereafter, a lubricating layer 28 made of PFPE (perfluoropolyether) is formed 
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by a dip coating method. The thickness of the lubricating layer 28 is 1 nm. In 

this manner, a magnetic recording medium 1 O according to Example 1 is 

fabricated. 

[0116] 

(Comparative Example 3) 

A magnetic recording medium according to Comparative Example 3 is 

fabricated in the same manner as in Example 2 except that the magnetic field 

shield portions 202 are not formed. 

[0117] 

(Evaluation) 

In the magnetic recording medium 1 O according to Example 2, by the 

formation of the magnetic field shield portions 202, when recording a magnetic 

signal on a track, it is possible to block a recording magnetic field extending 

toward the outside of the track, thereby preventing the recording magnetic field 

15 from extending outside the track. By this, in Example 2, it is possible to 

prevent gray regions from extending outside the track width. 

[0118] 

Therefore, the track edge noise can be reduced as compared with, for 

example, the magnetic recording medium according to Comparative Example 3. 

20 For example, in the magnetic recording medium 1 O according to Example 2, the 

SN ratio is improved by about 1.0 to 3.5dB as compared with the magnetic 

recording medium according to Comparative Example 3. This makes it 

possible to realize, for example, a recording density exceeding 200Gbits per 

square inch and, further, a recording density exceeding 500Gbits per square 

25 inch. 

[0119] 

Next, the second invention will be described. 

[Disclosure of the Invention about the Second Invention] 
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[Problem to be Solved by the Invention about the Second Invention] 

[0120] 

As described above, in a DTR medium, a patterned medium, or the like, 

as the track density increases, the width of an isolation region formed in a 

5 region between tracks decreases. Therefore, for example, when forming a 

groove or the like as the isolation region by a mechanical method, the ratio of 

the depth to the width (aspect ratio) becomes so large that accurate processing 

of the isolation region becomes difficult. 

10 

[0121 J 

Taking this into account, the inventors of this application have made 

studies on forming an isolation region by irradiating an ion beam on a magnetic 

recording layer to change the magnetic properties in a region of part of the 

magnetic recording layer, i.e. not by a mechanical method such as formation of 

a groove. The region to be irradiated with an ion beam is set using, for 

15 example, a stencil mask or a resist mask formed by the nanoimprint technique. 

20 

According to this method, it is possible to accurately set the region to be 

irradiated with an ion beam. Therefore, even if the track density is high, the 

isolation region can be accurately formed as compared with, for example, the 

case of forming an isolation region such as a groove. 

[0122] 

Even in the case of forming the isolation region by ion-beam irradiation, 

however, if the required ion beam dose (Dose) becomes large, there is a 

possibility that, for example, a region affected by ion-beam irradiation spreads 

and thus it becomes difficult to accurately form the isolation region. Therefore, 

25 when forming the isolation region by ion-beam irradiation, it is desirable to form 

the isolation region with a smaller ion beam dose. 

[0123] 

lt is therefore an object of this invention to provide a magnetic recording 
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medium manufacturing method and a magnetic recording medium, which can 

solve the above-mentioned problems. 

[0124] 

As described above, conventionally, as a method of manufacturing a 

5 DTR medium, there is also known the method of locally implementing Ag ions 

into a thin film having a predetermined composition (see, e.g. Patent Document 

2). In this method, a portion where no Ag ions are implemented serves as a 

portion having a smaller coercive force. However, in this case, since a region 

where Ag ions are implemented serves as a recording region, if the implantation 

10 dose is reduced, there is a possibility that variation in magnetic properties in the 

recording region increases. Therefore, according to the method of Patent 

Document 2, it is considered to be difficult to reduce the ion beam dose. 

[Means for Solving the Problem about the Second Invention] 

15 

[0125] 

The inventors of this application have made intensive studies on a 

structure suitable for forming an isolation region with a smaller ion beam dose. 

Then, they have found that, for example, in the case of an isolation region of a 

soft magnetic region, it can be formed with a smaller ion beam dose as 

compared with a nonmagnetic isolation region. Further, they have found that, 

20 in the case of forming either a soft magnetic isolation region or a nonmagnetic 

isolation region, if a magnetic layer exhibits perpendicular magnetic anisotropy 

due to interiace magnetic anisotropy, the isolation region can be formed with a 

smaller ion beam dose by changing the state of the interface with ion-beam 

irradiation. This second invention has the following configurations. 

25 [0126] 

(Configuration 13) 

A magnetic recording medium manufacturing method comprising: 

a recording layer forming step of forming a magnetic recording layer 
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having at least one magnetic layer, and 

an ion-beam irradiation step of irradiating an ion beam on regions 

respectively between a plurality of recording regions, where magnetic signals 

are to be respectively recorded, in the magnetic recording layer, thereby forming 

5 soft magnetic regions respectively between the plurality of recording regions in 

the magnetic layer. In the magnetic layer of the magnetic recording layer, 

regions irradiated with no ion beam become, for example, hard magnetic 

portions. 

10 

[0127] 

When configured in this manner, the soft magnetic regions function as, 

for example, isolation regions for magnetically isolating the recording regions 

from each other. Therefore, with this configuration, it is possible to properly 

carry out magnetic isolation between the recording regions. For example, it is 

possible to make the magnetic recording medium properly function as a DTR 

15 medium or a patterned medium. By this, for example, since the track edge 

noise is reduced, it is possible to reduce the track width (Erase width) and thus 

to improve the track density. 

[0128] 

Further, the soft magnetic regions can be formed with a smaller ion 

20 beam dose as compared with, for example, nonmagnetic regions. Therefore, 

with this configuration, it becomes possible to reduce the ion beam dose and, 

for example, to narrow a range affected by the ion beam. This makes it 

possible to carry out the ion-beam irradiation with higher accuracy. Therefore, 

even if the track density is high, the isolation regions can be formed with 

25 sufficient accuracy. 

[0129] 

Further, for example, when the track density becomes high and the 

width of isolation regions becomes small, there is a case where magnetic 
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isolation between recording regions becomes insufficient with a structure in 

which nonmagnetic isolation regions are formed. For example, when recording 

a magnetic signal in the recording region, there is a possibility that a recording 

magnetic field extends exceeding the isolation regions to affect the adjacent 

5 recording regions. In contrast, the soft magnetic isolation regions serve as 

regions to restrict passage of a magnetic field and thus function as magnetic 

field shield portions that prevent extension of the magnetic field. 

[0130] 

Therefore, according to Configuration 13, when carrying out magnetic 

10 recording in each recording region, it is possible to block a recording magnetic 

field extending toward the outside of the recording region, thereby making the 

boundaries of the recording magnetic field sharp. This makes it possible to 

properly prevent the influence of the recording magnetic field from being 

exerted on the adjacent recording regions. Therefore, magnetic isolation 

15 between the recording regions can be more appropriately carried out. 

[0131 J 

Herein, the recording region of the magnetic recording layer is, for 

example, a recording region corresponding to a track extending in a direction in 

which a head relatively scans a magnetic recording medium. In the magnetic 

20 recording medium, a plurality of tracks are disposed with a constant gap defined 

between the adjacent tracks, for example. When the magnetic recording 

medium is a magnetic disk, a plurality of tracks are disposed in concentric 

circles surrounding the center of the magnetic disk. 

25 

[0132] 

The soft magnetic regions serving as the isolation regions are formed in 

non-recording regions where a magnetic signal is not recorded in the magnetic 

recording layer. For example, the soft magnetic regions are each formed in a 

guard band region being a gap region between the adjacent tracks. In this 
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case, the magnetic recording medium becomes, for example, a DTR medium. 

The recording regions of the magnetic recording layer may be regions 

corresponding to magnetic recording bits on the tracks. In this case, for 

example, soft magnetic regions are also formed in regions each located 

5 between the bits on the tracks. In this case, the magnetic recording medium 

becomes, for example, a patterned medium. 

[0133] 

Conventionally, as a method of forming guard band regions from a soft 

magnetic material, there is also known a method cl forming a magnetic 

10 recording layer in grooves formed by patterning a soft magnetic layer (SUL 

layer) located under the magnetic recording layer (S. Takahashi, K. Yamakawa, 

K. Ouchi, and S. Iwasaki, J. MMM. 287(2005)260). However, according to this 

method, there is a possibility that the process is complicated to cause an 

increase in cost. Further, since patterning of the soft magnetic layer is required, 

15 there is a possibility that it becomes difficult to implement processing with 

sufficient accuracy for high recording density. This is because since the soft 

magnetic layer is normally as thick as 10 to 1 OOnm, it cannot be processed with 

high accuracy. In contrast, according to Structure 13, the soft magnetic 

regions can be formed by an extremely simplified process. 

20 [0134] 

(Configuration 14) 

The recording layer forming step forms the magnetic recording layer 

over a substrate, and 

the ion-beam irradiation step forms the soft magnetic regions having an 

25 axis of easy magnetization in an in-plane direction parallel to a main surface of 

the substrate. With this configuration, it is possible to more appropriately block a 

recording magnetic field extending toward the adjacent recording regions. 

[0135] 



5 

10 

48 

(Configuration 15) 

The recording layer forming step forms the magnetic recording layer 

having the magnetic layer that exhibits perpendicular magnetic anisotropy due 

to interface magnetic anisotropy, and 

the ion-beam irradiation step forms the soft magnetic regions by 

changing an interface state of the magnetic layer by irradiation of the ion beam. 

The perpendicular magnetic anisotropy is, for example, a magnetic anisotropy 

in which the magnetic moment tends to turn in a direction perpendicular to a 

main surface of a substrate. 

[0136] 

The change in interface state of the magnetic layer occurs with a 

smaller ion beam dose as compared with, for example, the case of changing the 

state of the magnetic layer over the entire thickness thereof. Therefore, with 

this configuration, the isolation regions can be formed with a smaller ion beam 

15 dose. 

[0137) 

(Configuration 16) 

The recording layer forming step forms the magnetic recording layer 

having the magnetic layer that exhibits perpendicular magnetic anisotropy due 

20 to interface magnetic anisotropy, and 

25 

the ion-beam irradiation step changes the regions irradiated with the ion 

beam in the magnetic layer to regions that exhibit substantially no perpendicular 

magnetic anisotropy due to interface magnetic anisotropy. 

[0138] 

When formed in this manner, the regions that exhibit substantially no 

perpendicular magnetic anisotropy in the magnetic layer function as the 

isolation regions. Therefore, with this configuration, the isolation regions can 

be properly formed. Exhibiting substantially no perpendicular magnetic 
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anisotropy due to interface magnetic anisotropy represents, for example, that 

the perpendicular magnetic anisotropy exhibited by the region with respect to a 

magnetic signal to be recorded in the magnetic recording layer has a magnitude 

that causes no problems. 

5 [0139] 

(Configuration i 7) 

The magnetic layer of the magnetic recording layer is a multilayer film, 

and 

the ion-beam irradiation step forms the soft magnetic regions by forming 

1 O an alloy of metals contained in respective layers of the multilayer film by 

irradiation of the ion beam. With this configuration, the isolation regions can be 

properly formed with a smaller ion beam dose. 

15 

[0140] 

(Configuration 18) 

The magnetic recording layer comprises a main recording layer for 

recording a magnetic signa! and an auxiliary magnetic layer magnetically 

coupled to the main recording layer, and 

the ion-beam irradiation step irradiates the ion beam on the auxiliary 

magnetic layer, thereby forming the soft magnetic regions substantially only in 

20 the auxiliary magnetic layer out of the main recording layer and the auxiliary 

magnetic layer. 

[0141] 

There is a case where the magnetic recording layer has a plurality of 

magnetic layers having different compositions. For example, in a CGC 

25 medium, a magnetic recording layer comprises a granular layer serving as a 

main recording layer and a continuous film layer serving as an auxiliary 

magnetic layer. With respect to such a magnetic recording layer, if, for 

example, an attempt is made to form soft magnetic regions in both the main 
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recording layer and the auxiliary magnetic layer, there is a possibility that the 

required ion beam dose increases. 

[0142] 

Taking this into account, the inventors of this application have found that 

5 recording regions can be magnetically isolated from each other by forming soft 

magnetic isolation regions only in the auxiliary magnetic layer without forming 

the soft magnetic regions also in the main recording layer. With this 

configuration, since it becomes unnecessary to form the isolation regions over 

the entire thickness of the magnetic recording layer, the isolation regions can be 

10 properly formed with a smaller ion beam dose. This makes it possible to form 

the isolation regions with higher accuracy. 

[0143] 

The auxiliary magnetic layer is, for example, a magnetic layer being 

auxiliary in the magnetic recording layer and is not necessarily a layer for 

15 recording a magnetic signal. The auxiliary magnetic layer is, for example, a 

magnetic layer having a smaller thickness than the main recording layer or a 

magnetic layer having a smaller coercive force than the main recording layer. 

In the main recording layer, the recording regions are defined by, for example, 

magnetic influence received from the auxiliary magnetic layer. The soft 

20 magnetic region formed in the auxiliary magnetic \ayer may be a region where 

the magnetic properties of the entire magnetic recording layer, at that position, 

combining the main recording layer and the auxiliary magnetic layer exhibit the 

soft magnetic properties. Forming the soft magnetic regions substantially only 

in the auxiliary magnetic layer also includes, for example, the case where the 

25 soft magnetic regions are also formed in part of the main recording layer in a 

range not affecting the accuracy of and the number of processes for formation 

of the soft magnetic regions. 

[0144] 
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The auxiliary magnetic layer is preferably a magnetic layer in which the 

width of the grain boundaries of magnetic grains contained in the regions 

irradiated with no ion beam is smaller than that of the grain boundaries of 

magnetic grains in the main recording layer. It is preferable that the magnetic 

5 grains contained in the regions irradiated with no ion beam in the auxiliary 

magnetic layer be exchange-coupled to each other with a coupling force greater 

than that between the magnetic grains of the main recording layer in a direction 

parallel to the main surface of the substrate. With this configuration, for 

example, it is possible to improve the thermal stability of signals recorded in the 

10 main recording layer. The grain boundary of magnetic grains is a region where, 

for example, atomic arrangement at a boundary between magnetic grains is 

disturbed, and is, for example, a region occupied by impurities precipitated 

between uniform magnetic grains whose axes of easy magnetization agree with 

each other. The width of the grain boundaries of the magnetic grains 

15 contained in the regions irradiated with no ion beam in the auxiliary magnetic 

layer being smaller than that of the grain boundaries of the magnetic grains in 

the main recording layer also includes, for example, the case where the 

auxiliary magnetic layer is a layer with an amorphous structure or the like with 

substantially no grain boundaries present. 

20 [0145] 

The difference in magnetic properties between the soft magnetic region 

and the other region in the auxiliary magnetic layer may be, for example, the 

difference in magnetic properties of the entire magnetic layer, at that position, 

combining the main recording layer and the auxiliary magnetic layer. The 

25 magnetic recording medium having the magnetic recording layer comprising the 

main recording layer and the auxiliary magnetic layer is not limited to the CGC 

medium and may alternatively be, for example, an exchange spring (Exchange 

Spring) medium, an exchange coupled composite (ECC: Exchange Coupled 
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Composite) medium, or the like having a soft magnetic layer as an auxiliary 

magnetic layer. 

[0146] 

(Configuration 19) 

The main recording layer is a layer with a granular structure in which a 

nonmagnetic substance is segregated at grain boundaries of magnetic grains, 

and 

the auxiliary magnetic layer is a multilayer film in which layers of a Co 

compound and Pd layers or Pt layers are alternately laminated. 

10 [0147] 

When configured in this manner, the magnetic recording medium 

becomes, for example, a CGC medium. In this case, magnetic isolation 

between the recording regions can be properly carried out by forming the soft 

magnetic regions in the auxiliary magnetic layer. Therefore, it becomes 

15 possible to make the magnetic recording medium properly function as a DTR 

medium or a patterned medium and to improve the track density. The 

above-mentioned nonmagnetic substance is, for example, an oxide. This 

oxide is preferably a metal oxide. 

20 

[0148] 

(Configuration 20) 

A method of manufacturing a magnetic recording medium for a 

perpendicular magnetic recording system, the method comprising: 

a recording layer forming step of forming a magnetic recording layer 

having a magnetic layer that exhibits perpendicular magnetic anisotropy due to 

25 interface magnetic anisotropy, and 

an ion-beam irradiation step of irradiating an ion beam on regions 

respectively between a plurality of recording regions, where magnetic signals 

are to be respectively recorded, in the magnetic recording layer to change an 
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interface state of the regions, thereby changing the regions irradiated with the 

ion beam in the magnetic layer to regions that exhibit substantially no 

perpendicular magnetic anisotropy due to interface magnetic anisotropy. 

[0149] 

When formed in this manner, the regions that exhibit substantially no 

perpendicular magnetic anisotropy in the magnetic layer function as the 

isolation regions. Therefore, with this configuration, the isolation regions can 

be properly formed. Changing the regions irradiated with the ion beam to 

regions that exhibit substantially no perpendicular magnetic anisotropy due to 

10 interface magnetic anisotropy can be performed by, for example, changing the 

interface state of the magnetic layer. The change in interface state of the 

magnetic layer occurs with a smaller ion beam dose as compared with, for 

example, the case of changing the state of the magnetic layer over the entire 

thickness thereof. Therefore, with this configuration, the isolation regions can 

1 5 be formed with a smaller ion beam dose. 

[01501 

The ion-beam irradiation process forms, for example, soft magnetic 

regions in the regions irradiaied with the ion beam in the magnetic layer. The 

ion-beam irradiation process may form nonmagnetic regions instead of the soft 

20 magnetic regions. With respect to the other points, Configuration 20 may be 

the same as or similar to Configurations 13 to 19. 

[0151 J 

(Configuration 21) 

A magnetic recording medium for a perpendicular magnetic recording 

25 system, comprising: 

a magnetic recording layer having a magnetic layer that exhibits 

perpendicular magnetic anisotropy due to interface magnetic anisotropy, 

wherein the magnetic layer comprises; 



54 

a plurality of hard magnetic portions respectively formed at positions 

corresponding to recording regions, where magnetic signals are to be recorded, 

in the magnetic recording layer and adapted to exhibit perpendicular magnetic 

anisotropy due to interface magnetic anisotropy, and 

5 isolation regions formed between the plurality of hard magnetic portions, 

respectively, to magnetically isolate the plurality of hard magnetic portions from 

each other, the isolation regions having an interface state different from that of 

the hard magnetic portions and adapted to exhibit substantially no 

perpendicular magnetic anisotropy due to interface magnetic anisotropy. With 

1 O this configuration, it is possible to obtain an effect similar to that of Configuration 

20. 

[0152] 

Another aspect of this second invention is a mode wherein, in the 

above-mentioned Structure 18 and the like, the main recording layer is a layer 

15 with a granular structure in which a nonmagnetic substance is segregated at the 

grain boundaries of magnetic grains, and the auxiliary magnetic layer is a 

magnetically coupling layer magnetically coupled to the main recording layer. 

In this aspect, (1) a granular magnetic recording layer is provided, (2) a 

magnetically coupling layer (not continuous.layers but a single layer) is provided, 

20 (3) the magnetically coupling layer is magnetically coupled to the magnetic 

recording layer, and (4) the magnetically coupling layer has hard magnetic 

portions and soft magnetic portions with magnetism weaker than that of the 

hard magnetic portions. Further, the magnetic recording layer and the 

magnetically coupling layer are in contact with each other. 

25 In such another aspect of this second invention, the contents in which 

"an auxiliary magnetic layer" is replaced by "a magnetically coupling layer" in 

the above-mentioned Configuration 18 and the like and the description thereof 

are applied. Further, in such another aspect of this second invention, the 
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contents in which "a magnetic layer", "a recording layer", or "a magnetic 

recording layer" is replaced by "a layer in which a magnetic recording layer with 

a granular struc1ure and a magnetically coupling layer magnetically coupled to 

magnetic grains in the magnetic recording layer are stacked in this order" in the 

5 above-mentioned Configurations 13 to 17, 20, and 21 and the description 

thereof are applied, 

[0153) 

Such another aspect of this second invention includes the following 

configuration. 

1 O (Configuration 22) 

A magnetic disk in which a magnetic recording layer with a granular 

struc1ure in which nonmagnetic grain boundary portions are formed between 

magnetic grains continuously grown in a columnar shape and a magnetically 

coupling layer magnetically coupled to the magnetic grains in the magnetic 

15 recording layer are stacked in this order over a nonmagnetic disk-shaped 

substrate, the magnetic disk wherein: 

at least the magnetically coupling layer out of the magnetically coupling 

layer and the magnetic recording layer comprises hard magnetic portions and 

soft magnetic portions alternately adjacent to each other in a radial direction of 

20 said substrate, 

With this configuration, it is possible to obtain an effect similar to that of 

the above-mentioned Configuration 13 or the like. 

For example, when configured in this manner, the soft magnetic regions 

function as, for example, isolation regions for magnetically isolating recording 

25 regions from each other. Therefore, with this configuration, it is possible to 

properly carry out magnetic isolation between the recording regions. This 

makes it possible to make the magnetic recording medium properly function as, 

for example, a DTR medium or a patterned medium. By this, for example, 
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since the track edge noise is reduced, it is possible to reduce the track width 

(Erase width) and thus to improve the track density. 

Further, the soft magnetic regions can be formed with a smaller ion 

beam dose as compared with, for example, nonmagnetic regions. Therefore, 

5 with this configuration, it becomes possible to reduce the ion beam dose and, 

for example, to narrow a range affected by the ion beam. This makes it 

possible to carry out the ion-beam irradiation with higher accuracy. Therefore, 

even if the track density is high, the isolation regions can be formed with 

sufficient accuracy. 

10 [0154] 

In such another aspect of this second invention, the magnetically 

coupling layer is a thin film, that exhibits perpendicular magnetic anisotropy, on 

the magnetic recording layer with the granular structure. By exchange 

interaction between the magnetic recording layer and the magnetically coupling 

15 layer magnetically coupled to magnetic grains '1n the magnetic recording layer, 

the perpendicular magnetic recording layer and the magnetically coupling layer 

are magnetically coupled to each other. 

[0155] 

Such another aspect of this second invention further includes the 

20 following configurations. 

(Configuration 23) 

The magnetic disk , wherein the hard magnetic portions in the 

magnetically coupling layer are formed at positions corresponding to recording 

regions, where magnetic signals are to be recorded, of the magnetic recording 

25 layer and the soft magnetic portions are formed in regions other than the 

positions. 

(Configuration 24) 

The magnetic disk, wherein the soft magnetic portions and the hard 
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magnetic portions are formed in concentric circles with respect to a center of the 

disk-shaped substrate. 

(Configuration 25) 

The magnetic disk, wherein the magnetic recording layer and the 

5 magnetically coupling layer are in contact with each other. 

(Configuration 26) 

The magnetic disk, wherein the magnetically coupling layer contains at 

least CoCrPt. 

[Effect of the Invention about the Second Invention] 

10 [0156] 

According to this invention, for example, when isolation regions for 

magnetically isolating recording regions from each other are formed by 

ion-beam irradiation, the ion beam dose (Dose) can be reduced. Further, this 

makes it possible to accurately form the isolation regions. 

15 [Best Mode for Carrying Out the invention about the Second Invention] 

[0157] 

(Embodiment 1) 

Hereinbelow, an embodiment according to this second 'invention will be 

described with reference to the drawings. 

20 Figs. 1, 2, 5, and 7 in the second invention are the same as Figs. 1, 2, 5, 

and 7 in the first invention except that "magnetic shield portions 202" are 

changed to "isolation regions 202", and therefore, a description will be given 

with reference to Figs. 1, 2, 5, and 7 in the first invention. Further, data 

obtained in Figs. 3 and 4 in the second invention are the same as those in Figs. 

25 3 and 4 in the first invention and therefore a description will be given with 

reference to Figs. 3 and 4 in the first invention. 

Fig. 1 shows one example of a magnetic recording medium 10 

according to the embodiment of this invention. Fig. 1 (a) shows one example 
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of the structure of the magnetic recording medium 1 O. The magnetic recording 

medium 10 is a perpendicular two-layer medium type magnetic disk adapted to 

be mounted in a perpendicular magnetic recording type HDD (hard disk drive). 

[0158] 

5 In this example, the magnetic recording medium 10 comprises a 

substrate 12, an adhesive layer 14, a soft magnetic layer 16, an underlayer 18, 

a perpendicular magnetic recording layer 30, a protective layer 26, and a 

lubricating layer 28 in this order. The perpendicular magnetic recording layer 

30 comprises a granular layer 20, a coupling control layer 22, and a continuous 

1 o film layer 24. 

[0159] 

The substrate 12 is, for example, a glass for a base. As this base 

glass, there can be cited, for example, an aluminosilicate glass, an 

aluminoborosilicate glass, a soda-lime glass, or the like. Among them, the 

15 aluminosilicate glass is preferable. An amorphous glass or a crystallized glass 

can be used. For example, when the soft magnetic layer 16 has an 

amorphous structure, it is preferable that the base glass be the amorphous 

glass. Use of a chemically strengthened glass is preferable because the 

rigidity is high. 

20 [0160] 

The surface roughness of a main surface of the substrate 12 is 

preferably 3nm or less in Rmax and 0.3nm or less in Ra. Rmax and Ra follow 

Japanese Industrial Standard (JIS). By providing such a smooth surface, for 

example, a gap between the perpendicular magnetic recording layer 30 and the 

25 soft magnetic layer 16 can be set constant so that it is possible to form a 

suitable magnetic circuit across a head (magnetic head), the perpendicular 

magnetic recording layer 30, and the soft magnetic layer 16. The substrate 12 

may be a substrate having an isotropic surface with no texture. 
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[0161] 

For example, when magnetic field annealing is necessary for controlling 

magnetic domains of the soft magnetic layer 16, it is particularly preferable to 

use the substrate 12 being a glass base. Since the glass base is excellent in 

5 heat resistance, the heating temperature of the substrate 12 can be set high. 

[0162] 

The adhesive layer 14 is a layer (adhesion layer) for improving !he 

adhesion between the substrate 12 and the soft magnetic layer 16. By 

providing the adhesive layer 14, it is possible to prevent stripping of the soft 

10 magnetic layer 16. As a material of the adhesive layer 14, use can be made of, 

for example, a Ti-containing material. In terms of practical use, the thickness 

of the adhesive layer 14 is preferably set to 1 to 50nm. In this example, the 

adhesive layer 14 is an amorphous CrTi layer. The thickness of the adhesive 

layer 14 is, for example, about 1 Onm. 

15 [0163] 

The soft magnetic layer 16 is a layer for forming a magnetic circuit 

between the head and the perpendicular magnetic recording layer 30. The soft 

magnetic layer 16 is not particularly limited as long as it is made of a magnetic 

substance that exhibits soft magnetic properties and, for example, preferably 

20 has as its magnetic property a coercive force He of 0.01 to 80 oersteds and 

more preferably 0.01 to 50 oersteds. Further, it preferably has as its magnetic 

property a saturation magnetic flux density Bs of 500emu/cc to 1920emu/cc. 

[0164] 

As a material of the soft magnetic layer 16, there can be cited, for 

25 example, an Fe-based material, a Co-based material, or the like. For example, 

use can be made of an Fe-based soft magnetic material such as FeTaC-based 

alloy, FeTaN-based alloy, FeNi-based alloy, FeCoB-based alloy, or FeCo-based 

alloy, a Co-based soft magnetic material such as CoTaZr-based alloy or 
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CoNbZr-based alloy, an FeCo-based alloy soft magnetic material, or the like. 

[0165] 

The thickness of the soft magnetic layer 16 is, for example, 10 to 

200nm and preferably 20 to 100nm. When the thickness is less than 10nm, 

5 there is a case where it becomes difficult to form a suitable magnetic circuit 

across the head, the perpendicular magnetic recording layer 30, and the soft 

magnetic layer 16, while, when the thickness exceeds 200nm, there is a case 

where the surface roughness increases. Further, when the thickness exceeds 

200nm, there is a case where the magnetic domain control becomes difficult. 

10 [0166] 

Herein, large magnetic domains tend to be formed in the soft magnetic 

layer 16. When large magnetic domains move, there is a possibility of noise 

generation. Therefore, the soft magnetic layer 16 preferably has a plurality of 

soft magnetic material layers antiferromagnetically coupled (AFC: Anti-Ferro 

15 Magnetically Coupled) to each other. With this configuration, it is possible to 

prevent noise generation by making the magnetic domains difficult to move. 

[0167] 

In this example, the soft magnetic layer 16 comprises a plurality of 

Co TaZr layers antiferromagnetically coupled to each other through a Ru layer 

20 interposed therebetween. The Ru layer is, for example, a layer with an hep 

crystal structure. The thickness of the Ru layer is, for example, about 0.9nm. 

Each CoTaZr layer is a layer with an amorphous structure. The thickness of 

each CoTaZr layer is, for example, 20 to 27.Snm. 

25 

[0168] 

The underlayer 18 is a layer for controlling the crystal structure of the 

perpendicular magnetic recording layer 30. The underlayer 18 may be a 

multilayer film of a plurality of kinds of films. In this example, the underlayer 18 

comprises a first orientation control layer, a second orientation control layer, an 
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isolation promoting layer, and a miniaturization promoting layer in this order 

over the soft magnetic layer 16. 

[0169] 

The first orientation control layer is a layer for controlling the crystal 

5 orientation of the second orientation control layer being its upper layer. In this 

example, the first orientation control layer is, for example, a Ta layer or a 

CoCrTa layer with a bee crystal structure close to amorphous. The thickness 

of the first orientation control layer is, for example, about 3nm. The second 

orientation control layer is a layer for improving the orientation of the further 

10 upper layer. In this example, the second orientation control layer is a Ru layer 

with an hep crystal structure. The thickness of the second orientation control 

layer is, for example, about 1 Onm. 

[0170) 

The isolation promoting layer is a layer for separating the composition 

15 of its upper layer to promote isolation of crystal grains. The isolation promoting 

layer is formed by a sputtering method in a state where, for example, the gas 

pressure is higher than that in forming the Ru layer being the second orientation 

control layer. By this, the isolation promoting layer becomes a layer in which 

crystals are small and crystal grains are away from each other. In this example, 

20 the isolation promoting layer is a Ru layer with an hep crystal structure. The 

thickness of the isolation promoting layer is, for example, about 10nm. 

[0171] 

The m'miaturization promoting layer is a layer for promoting 

miniaturization of crystal grains of its upper layer. In this example, the 

25 miniaturization promoting layer is a layer (CoCr-Si02 layer) with a nonmagnetic 

crystal grain granular structure in which Si02 is segregated at the grain 

boundaries of nonmagnetic CoCr crystal grains. In the miniaturization 

promoting layer, the CoCr crystal structure is, for example, an hep crystal 
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structure. The miniaturization promoting layer may partly contain CoCr with a 

bee crystal structure. The content of Si02 in the miniaturization promoting 

layer is, for example, about 12at% (e.g. 1 Oto 16at%). The thickness of the 

miniaturization promoting layer is, for example, about 2nm. The granular layer 

5 20 of the perpendicular magnetic recording layer 30 is formed on the 

miniaturization promoting layer. 

[0172] 

The granular layer 20 is a layer with a granular structure in which an 

oxide is segregated at the grain boundaries of miniaturized crystal grains, and is 

10 one example of a main recording layer. In this example, the granular layer 20 

is a CoCrPt-Si02 layer and contains magnetic grains and a nonmagnetic 

substance magnetically isolating the magnetic grains at the grain boundaries of 

the magnetic grains. The thickness of the granular layer 20 is, for example, 

20nm or less, preferably 8 to 16nm, and more preferably 7 to 15nm (e.g. about 

15 9nm). 

[0173] 

The magnetic grains of the granular layer 20 are crystal grains that 

exhibit perpendicular magnet'lc anisotropy, and are adapted to reverse their 

magnetic moments according to a signal recorded in the granular layer 20. In 

20 this example, these magnetic grains are CoCrPt with an hep crystal structure. 

The size (diameter) of the magnetic grains is, for example, 5 to 20nm and 

preferably 8 to 15nm. The width of the grain boundaries of the magnetic grains 

is 2nm or more, for example, 2 to 20nm and preferably 4 to 15nm. The width 

of the grain boundaries of the magnetic grains represents, for example, an 

25 average value of the widths of the grain boundaries of the magnetic grains in 

the granular layer 20. 

[0174] 

The nonmagnetic substance contained in the granular layer 20 is a 
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nonmagnetic oxide segregated at the grain boundaries of the magnetic grains. 

In this example, this nonmagnetic substance is, for example, silicon oxide 

(Si02). As the nonmagnetic substance, use may be made of, for example, 

titanium oxide (Ti02) instead of Si02. The content of Si02 or the like in the 

5 granular layer 20 is, for example, 10 to 16at% and preferably 12 to 14%. 

[0175] 

When, for example, the content of Si02 or the like is set to 6at% or 

more, the SN ratio can be improved by miniaturization of the nonmagnetic 

substance, but there is also a possibility of the occurrence of degradation in 

1 O coercive force He, perpendicular magnetic anisotropy, or the like of the granular 

layer 20 alone. Further, by this, the thermal stability of the granular layer 20 

alone is considered to be reduced. However, in this example, the continuous 

film layer 24 is formed over the granular layer 20. Therefore, even if the 

content of Si02 or the like in the granular layer 20 is increased, it is possible to 

15 prevent the occurrence of these problems. 

[0176] 

The coupling control layer 22 is a layer for controlling the strength of 

magnetic coupling between the granular layer 20 and the continuous film layer 

24. In this example, the coupling control layer 22 is, for example, a Pd layer 

20 with an fee crystal structure. The thickness of the coupling control layer 22 is, 

for example, 2nm or less and is, for example, 0.5 to 1.5nm and preferably 0.7 to 

1.0nm (e.g. about 0.8nm). The coupling control layer 22 may alternatively be a 

Pt layer. 

25 

[0177] 

The continuous film layer 24 is a layer in which exchange coupling 

continuously extends in a direction parallel to the main surface of the substrate 

12. The continuous film layer 24 is one example of an auxiliary magnetic layer 

and contains magnetic grains that exhibit perpendicular magnetic anisotropy. 
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These magnetic grains are magnetically exchange-coupled to the magnetic 

grains of the granular layer 20 in a direction perpendicular to the main surface 

of the substrate 12. 

[0178] 

The width of the grain boundaries of these magnetic grains is smaller 

than that of the grain boundaries of the magnetic grains of the granular layer 20 

and, for example, 1 nm or less and is, for example, 0.1 to 1 nm and preferably 

0.3 to O.Bnm. By this, in the direction parallel to the main surface of the 

substrate 12, the magnetic grains of the continuous film layer 24 are 

1 O exchange-coupled to each other with a coupling force greater than that between 

the magnetic grains of the granular layer 20. Therefore, with this configuration, 

for example, by pinning (Pinning) magnetization of the continuous film layer 24 

using magnetization of the granular layer 20, it is possible to improve the 

thermal stability of recorded signals. The thickness of the continuous film layer 

15 24 is, for example, 1 to Bnm, preferably 3 to 6nm, and more preferably 4 to 

5nm. 

[0179] 

The ratio NB between the thickness A of the granular layer 20 and the 

thickness B of the continuous film layer 24 is, for example, 2 to 5 and preferably 

20 3 to 4. With this configuration, it is possible to exhibit suitable perpendicular 

magnetic recording characteristics by the exchange coupling. A magnetic 

anisotropy constant (maximum anisotropy energy) Ku of the magnetic grains of 

the continuous film layer 24 is, for example, preferably greater than that of the 

soft magnetic substance. With this configuration, it is possible to reduce the 

25 width of domain walls formed in the continuous film layer 24. The magnetic 

anisotropy constant Ku of the continuous film layer 24 may be greater than that 

of the granular layer 20. A coercive force He of a material forming the 

continuous film layer 24 may be, for example, smaller than that of the material 
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forming the magnetic grains of the granular layer 20. 

[0180] 

In this example, the continuous film layer 24 is one example of a 

magnetic layer that exhibits perpendicular magnetic anisotropy due to interface 

5 magnetic anisotropy, and is a multilayer film in which CoCr layers 106 and Pd 

layers 108 are alternately laminated by about three layers (e.g. two or three 

layers) for each. The CoCr layer 106 is a layer containing magnetic grains of 

CoCr. The thickness of the CoCr layer 106 is, for example, about 0.35nm. 

When the CoCr layer 106 ·1s extremely thin as described above, the magnetic 

1 O grains of CoCr are not required to have a crystal structure. The CoCr layer 

106 may contain, for example, crystal grains of CoCr with an hpc crystal 

structure. The Pd layer 108 is a nonmagnetic Pd layer with an fee crystal 

structure. The thickness of the Pd layer 108 is, for example, about 0.8nm. 

When configured in this manner, interface magnetic anisotropy is generated at 

15 the interface between the CoCr layer 106 and the Pd layer 108. By stacking 

the layers 106 and 108, for example, by three layers for each, it is possible to 

obtain necessary perpendicular magnetic anisotropy. This makes it possible to 

reduce the thickness of the continuous film layer 24 as compared with using, for 

example, a single-layer continuous film layer 24. 

20 [0181] 

The continuous film layer 24 may have, for example, a Pt layer instead 

of the Pd layer 108. Further, the continuous film layer 24 may have a CoB 

layer instead of the CoCr layer 106. The continuous lilm layer 24 may 

alternatively be a multilayer film [CoX/Pd or Pt]n in which layers of a Co 

25 compound and Pd layers or Pt layers are alternately laminated by n layers for 

each. Alternatively, the continuous film layer 24 may be, for example, a 

single-layer film with high Pt content. The continuous film layer 24 may 

alternatively be a single-layer film of, for example, CoCrPt, CoPt, CoPd, FePt, 
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C0Pt3, C0Pd3, amorphous TbFeCoCr, SmCos, Nd2Fe148, Co20Plao, or the like. 

[0182] 

In this example, isolation regions 202 are formed in part of the 

continuous film layer 24. The isolation regions 202 are regions for 

5 magnetically isolating a plurality of recording regions from each other, where 

magnetic signals are to be respectively recorded, in the perpendicular magnetic 

recording layer 30. In this example, the isolation regions 202 are soft magnetic 

regions and are formed by, for example, changing the crystal structure of the 

continuous film layer 24 being the multilayer film by ion-beam irradiation. In 

10 the continuous film layer 24, regions where the isolation regions 202 are not 

formed serve as hard magnetic portions 204 that exhibit perpendicular magnetic 

anisotropy. Details of the isolation regions 202 and the hard magnetic portions 

204 will be described later. 

15 

[0183] 

The protective layer 26 and the lubricating layer 28 are tu rther formed 

over the continuous film layer 24. The protective layer 26 is a layer for 

protecting the perpendicular magnetic recording layer 30 from an impact of the 

head. The protective layer 26 is, for example, a carbon-based film with a 

diamond-like structure. The lubricating layer 28 is a layer for increasing the 

20 lubricity between the head and the magnetic recording medium 10. The 

lubricating layer 28 is, for example, a film of PFPE (perfluoropolyether) formed 

by a dip coating method. 

[0184] 

Jn the manufacturing processes of the magnetic recording medium 1 O, 

25 the respective layers from the adhesive layer 14 to the continuous film layer 24 

are each preferably formed by a sputtering method. Particularly, a DC 

magnetron sputtering method is preferable because uniform film formation is 

enabled. On the other hand, the protective layer 26 is preferably formed by a 



CVD method. 

[0185] 
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When forming the CoCr layers 106 and the Pd layers 108 of the 

continuous film layer 24, it is preferable to use Kr as a sputtering gas. With 

5 this configuration, the interface magnetic anisotropy can be more appropriately 

generated by forming the clean interfaces between the CoCr layers 106 and the 

Pd layers 1 08. The CoCr layers 106 and the Pd layers 108 may be formed by 

a CVD method. 

10 

[0186] 

Hereinbelow, the method of forming the isolation regions 202 and the 

hard magnetic portions 204 of the continuous film layer 24 will be described in 

further detail. In this example, the isolation regions 202 and the hard magnetic 

portions 204 are formed by a recording layer forming process and an ion-beam 

irradiation process: The recording layer forming process is a process of 

15 forming the granular layer 20, the coupling control layer 22, and the continuous 

film layer 24 over the underlayer 18 and forms the multilayer film of the CoCr 

layers 106 and the Pd layers 1 08 as the continuous film layer 24. 

[0187] 

The ion-beam irradiation process is a process of irradiating an ion beam 

20 on part of the continuous film layer 24 and forms the isoiation regions 202 by 

soft-magnetizing regions irradiated with the ion beam. Regions not irradiated 

with the ion beam are left remaining as the hard magnetic portions 204. By 

this, the ion-beam irradiation process forms the isolation regions 202 and the 

hard magnetic portions 204 in the continuous film layer 24. 

25 [0188] 

Fig. 1 (b) shows a first example of an ion-beam irradiation method. In 

this example, the ion-beam irradiation process uses a silicon stencil mask 40 to 

set regions, to be irradiated with an ion beam 42, on the continuous film layer 
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24. Then, the isolation regions 202 are formed by irradiating the ion beam 42 

on those regions. With this configuration, it is possible to accurately set the 

regions to be irradiated with the ion beam 42. Therefore, according to this 

example, the isolation regions 202 can be properly formed with high accuracy. 

5 [0189] 

Herein, the ion-beam irradiation process forms the isolation regions 202, 

being soft magnetic, in the regions irradiated with the ion beam 42 by, for 

example, changing the crystal structure of the continuous film layer 24 by the 

energy of the ion beam 42. In this case, the ion-beam irradiation process may 

1 O form the isolation regions 202 so that the entire perpendicular magnetic 

recording layer 30 combining the granular layer 20, the coupling control layer 22, 

and the continuous film layer 24 exhibits the soft magnetic properties. The 

ion-beam irradiation process preferably forms the isolation regions 202 having 

an axis of easy magnetization in an in-plane direction parallel to the main 

15 surface of the substrate 12. With this configuration, it is possible to more 

appropriately block a recording magnetic field extending in the direction parallel 

to the main surface of the substrate 12 by the isolation regions 202. 

[0190] 

In this example, the continuous film layer 24 is the multilayer film of the 

20 CoCr layers 106 and the Pd layers 108. This multilayer film exhibits the 

perpendicular magnetic anisotropy due to the interface magnetic anisotropy. 

The ion-beam irradiation process forms the isolation regions 202 by irradiating 

the ion beam 42 on this multilayer film to form an alloy of metals conta'ined in 

the CoB layers 106 and the Pd layers 108 of the multilayer film, respectively. 

25 This makes the interface state of the isolation regions 202 different from that of 

the hard magnetic portions 204 being the regions not irradiated with the ion 

beam so that the isolation regions 202 become soft magnetic regions that 

exhibit substantially no perpendicular magnetic anisotropy due to interface 
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magnetic anisotropy. Therefore, according to this example, the isolation 

regions 202 can be properly formed by ion-beam irradiation. Further, it is 

possible to form the isolation regions 202 substantially only in the continuous 

film layer 24 among the respective layers included in the perpendicular 

5 magnetic recording layer 30. 

[0191] 

Herein, in this example, the ion-beam irradiation process forms the 

isolation regions 202 by changing the interface state of the continuous film layer 

24 by ion-beam irradiation. This change in interface state occurs with a 

1 O smaller ion beam dose (Dose) as compared with, for example, the case of 

changing the state of the continuous film layer 24 over the entire thickness 

thereof. Therefore, according to this example, the isolation regions 202 can be 

properly formed with a small ion beam dose. Further, in this case, for example, 

since it becomes possible to narrow a range affected by the ion beam, 

15 ion-beam irradiation can be performed with higher accuracy. This makes it 

possible to accurately form the isolation regions 202. 

[0192] 

Further, the isolation regions 202, being soft magnetic, can be formed 

with a smaller ion beam dose as compared with, for example, nonmagnetic 

20 regions. Therefore, according to this example, the isolation regions 202 can 

be formed with a smaller ion beam dose. This makes it possible to form the 

isolation regions 202 with higher accuracy. 

[0193] 

Fig. 2 is a top view of the continuous film layer 24 showing positions of 

25 the isolation regions 202 and the hard magnetic portions 204. In the figure, 

white portions and black portions in the hard magnetic portions 204 represent 

the difference in magnetization direction due to the difference in information 

recorded in respective bits on tracks. In this example, the ion-beam irradiation 
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process irradiates an ion beam on guard band regions each being a gap region 

between the adjacent tracks. Therefore, the isolation regions 202 are each 

formed in the guard band region. Regions corresponding to the tracks become 

the hard magnetic portions 204. In the granular layer 20, the tracks are 

5 defined by magnetic influence received from the continuous film layer 24. 

[0194] 

With this configuration, the tracks are magnetically isolated from each 

other by the isolation regions 202. Therefore, it is possible to make the 

magnetic recording medium 1 O (see Fig. 1) properly function as a DTR medium. 

10 Further, for example, since the track edge noise is reduced by this, it is possible 

to reduce the track width (Erase width) and thus to improve the track density. 

[0195] 

Further, when configured in this manner, the isolation regions 202 being 

the soft magnetic regions prevent a magnetic field from extending in the 

15 direction parallel to the main surface of the substrate 12 (see Fig. 1) between 

the tracks. Therefore, with this configuration, when recording a magnetic 

signal on the track, it is possible to block a recording magnetic field extending 

toward the outside of the track, thereby making the boundaries of the recording 

magnetic field sharp. This makes it possible to properly prevent the influence 

20 of the recording magnetic field from being exerted on the adjacent tracks. 

Therefore, according to this example, magnetic isolation between the tracks can 

be more appropriately carried out. 

[0196] 

The track width L 1 of the magnetic recording medium 10 is, for example, 

25 100 to 200nm and preferably 135 to 165nm. The track interval (track pitch) L2 

being a distance from the center of the track to the center of the adjacent track 

is, for example, 150 to 250nm and preferably 180 to 220nm. The width L3 ot 

each isolation region 202 in a track width direction is, for example, 30 to 70nm 
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and preferably 40 to 60nm. For example, when it is not necessary to block 

extension of a recording magnetic field by soft magnetic regions because of the 

track interval being large or the like, nonmagnetic regions may be formed as 

isolation regions 202. 

[0197] 

Isolation regions 202 may further be formed in regions each located 

between bits to be recorded on the tracks. With this configuration, it is 

possible to make the magnetic recording medium 1 O function as a patterned 

(bit-patterned) medium. 

[0198] 

Figs. 3 and 4 are graphs showing the states of changes in magnetic 

properties by ion-beam irradiation on multilayer films each being the same as 

the continuous film layer 24. Table 1 shows ion-beam irradiation conditions 

corresponding to respective magnetic properties shown in the graphs of Figs. 3 

15 and 4 and coercive forces He and squareness ratios S in the respective 

magnetic properties. 

[Table 1] 
! sample [species dose(/cm2

) energy(keV) I He s I 

' 
01 \Ar+ 5.0E+15 30 1

; 38 0.07 i 
I 

03 'A+ 1.0E+15 30 230 1.00 ' i r· I 
'D5 Ar+ I 5.0E+14 30 I 527 

I 1.00 I 
D7 I Ar+ 5.0E+15 20 57 0.12 I 
09 'Ar+ I 1.0E+15 20 376 1.00 

I 011 Ar' 5.0E+14 ' 20 911 \ 1.00 
013 I Ar+ I 5.0E+15 10 151 I 0.21 
015 I, Ar' 

' 1.0E+ 15 10 1585 1.00 
D17 Ar' 5.0E+14 10 2337 I 1.00 
D19 Ar+ 5.0E+15 5 1028 0.86 
021 I Ar' 1.0E+15 5 '2488 \ 1.00 
023 I Ar' 5.0E+14 5 2993 1.00 i 
D25 reference( no) 0 0 4275 1.00 ! 
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[0199] 

As seen from Table 1 and Figs. 3 and 4, when the ion beam dose 

(Dose) is set to 1 x1015 to 5x1015/cm2
, the coercive force He becomes small. 

This represents that a region irradiated with an ion beam is soft-magnetized. 

5 From this result, it is seen that if regions to be irradiated with an ion beam are 

set by, for example, the method described using Fig. 1 (b) or the like, it is 

possible to properly form isolation regions 202 and hard magnetic portions 204 

in a continuous film layer 24. When the ion beam dose (Dose) is set to 

5x1015/cm2
, the squareness ratio S becomes small. This represents that a 

1 O soft magnetic region having an axis of easy magnet'1zation in an in-plane 

direction parallel to a main surface of a substrate 12 is formed by ion-beam 

irradiation. 

[0200] 

The ion beam dose (Dose) may be greater than 5x1014/cm2
. For 

15 example, the ion beam dose (Dose) may be 1 x1014 to 5x1016/cm2
. When 

forming the soft magnetic region having the axis of easy magnetization in the 

in-plane direction parallel to the main surface of the substrate 12, the ion beam 

dose (Dose) is preferably set to, for example, 5x1015 to 5x1016/cm2
. If the ion 

beam dose (Dose) is too small, a region irradiated with an ion beam does not 

20 become soft magnetic. If it is too large, the process takes time, which is thus 

not efficient. Further, there is also a possibility that a region irradiated with an 

ion beam is etched. 

[0201] 

The ion irradiation energy is preferably set to 5 to 30KeV and more 

25 preferably 1 Oto 30KeV. If the energy is too small, the soft magnetic region 

cannot be properly formed. If the energy is large, a nonmagnetic isolation 

region 202 is formed in a region irradiated with an ion beam. If the energy is 

too large, there is a possibility that an ion beam passes through the layer and 
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further exerts an influence upon a lower layer. 

[0202] 

The ion-beam irradiation process may irradiate, for example, an ion 

beam of phosphorus ions (P+) or the like. Alternatively, use may be made of 

5 an ion beam of He, B, C, N, Ne, Ar, Cr, Co, Kr, Xe, Pt, or the like. 

10 

[0203] 

Fig. 5 shows a second example of an ion-beam irradiation method in 

the ion-beam irradiation process. In this example, the ion-beam irradiation 

process uses a resist mask 44 formed by the nanoimprint technique. 

[0204] 

In this ion-beam irradiation process, as shown in Fig. 5 (a), the resist 

mask 44 is formed by, for example, using a nanoimprint mold 46 to emboss a 

resist film coated on a continuous film layer 24. Then, as shown in Fig. 5 (b), 

irradiation of an ion beam 42 is carried out using the resist mask 44 as a mask, 

15 thereby forming isolation regions 202 in the continuous film layer 24. 

[0205) 

After forming the isolation regions 202, as shown in Fig. 5 (c), the resist 

mask 44 is removed by, for example, ashing and cleaning. Also w"1th this 

configuration, the isolation regions 202 can be properly formed. After the 

20 ion-beam irradiation process, for example, as shown in Fig. 5 (d), a 

carbon-overcoat protective layer 26 is formed on the continuous film layer 24. 

[0206] 

(Embodiment 2) 

Hereinbelow, another embodiment according to this second invention 

25 will be described with reference to Fig. 7. 

In this example, a magnetic recording medium 10 comprises a 

substrate 12, an adhesive layer 14, a soft magnetic layer 16, an underlayer 18, 

a perpendicular magnetic recording layer 30, a protective layer 26, and a 
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lubricating layer 28 in this order. The perpendicular magnetic recording layer 

30 comprises a granular layer 20 and a magnetically coupling layer 24' (not 

continuous layers but a single layer) stacked in this order. 

In this example, the substrate 12, the adhesive layer 14, the soft 

5 magnetic layer 16, the underlayer 18, the protective layer 26, and the lubricating 

layer 28 are the same as those in the above-mentioned embodiment 1 and thus 

description thereof is omitted. 

[0207] 

In the embodiment 2, the magnetically coupling layer forms a thin film, 

10 which exhibits perpendicular magnetic anisotropy, on the magnetic recording 

layer with a granular structure and is magnetically coupled to the perpendicular 

magnetic recording layer by exchange interaction between the magnetic 

recording layer and the magnetically coupling layer that is magnetically coupled 

to magnetic grains in the magnetic recording layer. 

15 As an example of the magnetically coupling layer, there can be cited an 

20 

25 

alloy-based material such as CoCr, CoCrTa, CoCrPt, CoCrPtTa, or CoCrPtB. 

The magnetically coupling layer preferably contains at least CoCrPt and, 

if it mainly contains CoCrPt, it is possible to add high heat resistance in addition 

to high-density recordability and low noise of the granular layer. 

The magnetically coupling layer has a non-granular structure containing 

no metal oxide or nitride at the grain boundaries (nonmagnetic grain 

boundaries) of magnetic grains. 

The thickness of the magnetically coupling layer is, for example, 1 to 

1 Onm and preferably 2 to 9nm. 

The thickness of the magnetically coupling layer is preferably half or 

less of that of the granular layer and more preferably one-third or less thereof. 

The lower limit of the thickness is greater than zero and is preferably set to a 

value that enables the magnetically coupling layer to exhibit its function. 
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[0208] 

In the embodiment 2, the granular layer is preferably a 

CoCrPt-Si02-Ti02 layer. Further, the thickness of the magnetically coupling 

layer is preferably set thinner than conventional. The reasons therefor will be 

5 described hereinbelow. 

When the granular layer is a CoCrPt-Si02 layer, a high SN ratio cannot 

be obtained unless the thickness of the magnetically coupling layer is set to a 

certain high value. However, as the thickness of the magnetically coupling 

layer increases, the coercive force He decreases. Further, if the thickness of 

1 O the magnetically coupling layer is large, since it is necessary to change the 

properties over the entire thickness, the change in properties (e.g. soft 

magnetization) by ion-beam irradiation is hard to occur. 

In contrast, when the granular layer is the CoCrPt-Si02-Ti02 layer, the 

grain boundaries of magnetic grains in the granular layer become clearer as 

15 compared with the case where the granular layer is the CoCrPt-Si02 layer, and 

thus the coercive force He becomes higher as compared with the case where 

the granular layer is the CoCrPt-Si02 layer. Therefore, even if the thickness of 

the magnetically coupling layer is set relatively thin as compared with 

conventional values, a relatively high coercive force He can be obtained. 

20 If the thickness ot the magnetically coupling layer can be made thin, rt is 

possible to properly carry out magnetic isolation between recording regions in 

addition to the tact that the change in properties (e.g. soft magnetization) by 

ion-beam irradiation is facilitated. Therefore, tor example, it 'is possible to 

make the magnetic recording medium properly function as a DTR medium or a 

25 patterned medium. 

[0209] 

In this example, isolation regions 202 are formed in part of the 

magnetically coupling layer 24'. The isolation regions 202 are regions for 
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magnetically isolating a plurality of recording regions from each other, where 

magnetic signals are to be respectively recorded, in the perpendicular magnetic 

recording layer 30. In this example, the isolation regions 202 are soft magnetic 

regions and are formed by, for example, changing the crystal structure of the 

5 magnetically coupling layer 24' being a single-layer film by ion-beam irradiation. 

In the magnetically coupling layer 24', regions where the isolation regions 202 

are not formed serve as hard magnetic portions 204 that exhibit perpendicular 

magnetic anisotropy. 

[021 O] 

1 O Hereinbelow, the method of forming the isolation regions 202 and the 

hard magnetic portions 204 of the magnetically coupling layer 24' will be 

described in further detail. In this example, the isolation regions 202 and the 

hard magnetic portions 204 are formed by a recording layer forming process 

and an ion-beam irradiation process. The recording layer fonming process is a 

15 process of forming the granular layer 20 and the magnetically coupling layer 24' 

over the underlayer 18 and forms, as the magnetically coupling layer 24', a 

single-layer film being a CoCrPt layer or a CoCrPtB layer. 

[0211] 

The ion-beam irradiation process is a process of irradiating an ion beam 

20 on part of the magnetically coupling layer 24' and forms the isolation regions 

202 by soft-magnetizing regions irradiated with the ion beam. Regions not 

irradiated with the ion beam are left remaining as the hard magnetic portions 

204. By this, the ion-beam irradiation process forms the isolation regions 202 

and the hard magnetic portions 204 in the magnetically coupling layer 24'. 

25 [0212] 

Fig. 1 (b) shows a first example of an ion-beam irradiation method. In 

this example, the ion-beam irradiation process uses a silicon stencil mask 40 to 

set regions, to be irradiated with an ion beam 42, on the magnetically coupling 
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layer 24. Then, the isolation regions 202 are formed by irradiating the ion 

beam 42 on those regions. With this configuration, it is possible to accurately 

set the regions to be irradiated with the ion beam 42. Therefore, according to 

this example, the isolation regions 202 can be properly formed with high 

5 accuracy. 

[0213] 

Herein, the ion-beam irradiation process forms the isolation regions 202, 

being soft magnetic, in the regions irradiated with the ion beam 42 by, for 

example, changing the crystal structure of the magnetically coupling layer 24 by 

1 O the energy of the ion beam 42. In this case, the ion-beam irradiation process 

may form the isolation regions 202 so that the entire perpendicular magnetic 

recording layer 30 combining the granular layer 20 and the magnetically 

coupling layer 24 exhibits the soft magnetic properties. The ion-beam 

irradiation process preferably forms the isolation regions 202 having an axis of 

15 easy magnetization in an in-plane direction parallel to a ma'1n surface of the 

substrate 12. With this configuration, it is possible to more appropriately block 

a recording magnetic field extending in a direction parallel to the main surface of 

the substrate 12 by the isolation regions 202. 

[0214] 

20 In this example, the magnetically coupling layer 24' is the single-layer 

film being the CoCrPt layer or the CoCrPtB layer. This single-layer film 

exhibits perpendicular magnetic anisotropy due to interface magnetic anisotropy. 

The ion-beam irradiation process forms the isolation regions 202 by irradiating 

the ion beam 42 on this single-layer fiim to form an alloy of metals contained in 

25 the single-layer film. This makes the interface state of the isolation regions 

202 different from that of the hard magnetic portions 204 being the regions not 

irradiated with the ion beam so that the isolation regions 202 become soft 

magnetic regions that exhibit substantially no perpendicular magnetic 
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anisotropy due to interface magnetic anisotropy. Therefore, according to this 

example, the isolation regions 202 can be properly formed by ion-beam 

irradiation. Further, it is possible to form the isolation regions 202 substantially 

only in the magnetically coupling layer 24' of the respective layers included in 

5 the perpendicular magnetic recording layer 30. 

[0215] 

Herein, in this example, the ion-beam irradiation process forms the 

isolation regions 202 by changing the interface state of the magnetically 

coupling layer 24' by ion-beam irradiation. This change in interface state 

10 occurs with a smaller ion beam dose (Dose) as compared with, for example, the 

case of changing the state of the magnetically coupling layer 24' over the entire 

thickness thereof. Therefore, according to this example, the isolation regions 

202 can be properly formed with a small ion beam dose. Further, in this case, 

for example, since it becomes possible to narrow a range affected by the ion 

15 beam, ion-beam irradiation can be performed with higher accuracy. This 

makes it possible to accurately form the isolation regions 202. 

[0216] 

Further, the isolation regions 202, being soft magnetic, can be formed 

with a smaller ion beam dose as compared with, for example, nonmagnetic 

20 regions. Therefore, according to this example, the isolation regions 202 can 

be formed with a smaller ion beam dose. This makes it possible to form the 

isolation regions 202 with higher accuracy. 

[0217] 

Fig. 5 shows a second example of an ion-beam irradiation method in 

25 the ion-beam irradiation process. In this example, the ion-beam irradiation 

process uses a resist mask 44 formed by the nanoimprint technique. 

[0218] 

In this ion-beam irradiation process, as shown in Fig. 5 (a), the resist 
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mask 44 is formed by, for example, using a nanoimprint mold 46 to emboss a 

resist film coated on a magnetically coupling layer 24. Then, as shown in Fig. 

5 (b), irradiation of an ion beam 42 is carried out using the resist mask 44 as a 

mask, thereby forming isolation regions 202 in the magnetically coupling layer 

5 24. 

10 

[0219] 

Hereinbelow, this second invention will be described in further detail 

using Examples. 

(Example 1) 

Using an evacuated film forming apparatus, an adhesive layer 14 and a 

soft magnetic layer 16 are formed in sequence on an aluminosilicate glass 

substrate 12 in an Ar atmosphere by a DC magnetron sputtering method. In 

this event, the adhesive layer 14 is formed using a CrTi target so as to be a CrTi 

layer with a thickness of 1 Onm. The soft magnetic layer 16 is formed using a 

15 CoTaZr target so as to be an amorphous CoTaZr layer with a total thickness of 

20 

50nm. For controlling magnetic domains, the soft magnetic layer 16 has a 

two-layer structure with a Ru layer with a thickness of 0.9nm interposed 

therebetween. 

[0220] 

After forming the soft magnetic layer 16, continuously, a Ta layer 

(thickness 3nm) serving as a first orientation control layer and Ru layers 

(thickness 20nm) serving as a second orientation control layer and an isolation 

promoting layer are formed as an underlayer 18 in the Ar atmosphere by the DC 

magnetron sputtering method. Then, a granular layer 20 having a thickness of 

25 9nm and containing magnetic grains with an hep crystal structure is formed 

using a hard magnetic target made of CoCrPt-Si02. 

[0221] 

Further, using a low-pressure Ar gas as a sputtering gas, a Pd layer 
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(thickness 0.8nm) is formed as a coupling control layer 22 and [CoCr/Pdh 

layers are formed as a continuous film layer 24. The thickness of each CoCr 

layer is set to 0.4nm and the thickness of each Pd layer is set to 0.9nm. The 

thickness of the continuous film layer 24 in which the CoCr layers and the Pd 

5 layers are alternately laminated by three layers for each is 4nm (3.9 to 4nm). 

[0222] 

An ion beam 42 of argon ions (Ar+) accelerated with an energy of 

30KeV is irradiated on a medium formed with the layers up to the continuous 

film layer 24, using a stencil mask 40 as described using Fig. 1 (b), thereby 

10 forming soft magnetic isolation regions 202 in regions between tracks. In this 

ion-beam irradiation, the ion beam dose is set to 5x1015/cm2
. The width, in a 

track width direction, of each formed isolation region 202 is SOnm. The track 

width is 1 SOnm and the track interval is 200nm. 

[0223] 

15 Then, using a mixed gas containing Ar and 30% hydrogen and using a 

carbon target as a sputtering target, a protective layer 26 made of hydrogenated 

carbon (hydrogenated carbon) is formed. Since the film hardness is improved 

by the use of the hydrogenated carbon, it is possible to properly protect the 

perpendicular magnetic recording layer 30 against an impact from a head. 

20 Thereafter, a lubricating layer 28 made of PFPE (perfluoropolyether) is formed 

by a dip coating method. The thickness of the lubricating layer 28 is 1 nm. In 

this manner, a magnetic recording medium i O according to Example 1 is 

fabricated. 

[0224] 

25 In the magnetic recording medium 1 O according to Example 1, high 

thermal stability can be obtained by the CGC medium structure. Further, by 

the formation of the isolation regions 202, it is possible to make the magnetic 

recording medium 1 O function as a DTR medium. Further, by forming the 
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isolation regions 202 as soft magnetic regions, when recording a magnetic 
signal on a track, it is possible to block a recording magnetic field extending 
toward the outside of the track, thereby preventing the recording magnetic field 
from extending outside the track. Therefore, according to Example 1, the track 

5 edge noise can be properly reduced. For example, in the magnetic recording 
medium 1 O according to Example 1, the SN ratio is improved by about 1.0 to 
3.5dB as compared with the case where the isolation regions 202 are not 
formed. 

10 

15 

{0225] 

In Example 1, the isolation regions 202 are soft magnetic regions. 
Further, the isolation regions 202 are formed by using the continuous film layer 
24 of the [CoCr/Pdh layers and changing the interface state thereof by 
ion-beam irradiation. Therefore, in Example 1, the isolation regions 202 can 
be formed with a small ion beam dose. 

[0226] 

In this case, it becomes possible to narrow a range affected by an ion 
beam. The ion-beam irradiation can be performed with high accuracy. 
Therefore, according to Example 1 , it is possible to accurately form the isolation 
regions 202. This makes it possible to improve the track density and thus to 

20 realize, tor example, a recording density exceeding 200Gbits per square inch 
and, further, for example, a recording density exceeding 500Gbits per square 
inch. 

25 

[0227] 

(Example 2) 

Using an evacuated film forming apparatus, an adhesive layer 14 and a 
soft magnetic layer 16 are formed in sequence on an aluminosilicate glass 
substrate 12 in an Ar atmosphere by a DC magnetron sputtering method (see 
Fig. 6). In this event, the adhesive layer 14 is formed using a CrTi target so as 
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to be a CrTi layer with a thickness of 1 Onm. The soft magnetic layer 16 is 
formed using a CoTazrtarget so as to be an amorphous CoTazr layer with a 
total thickness of 50nm. For controlling magnetic domains, the soft magn!;ltic 
layer 16 has a two-layer structure with a Ru layer with a thickness of 0.9nm 

5 interposed therebetween. 

[0228] 

After forming the soft magnetic layer 16, continuously, a Ta layer 
(thickness 3nm) serving as a first orientation control layer and Ru layers 
{thickness 20nm) serving as a second orientation control layer and an isolation 

10 promoting layer are formed as an under/ayer 18 in the Ar atmosphere by the DC 
magnetron sputtering method. Then, a granular layer 20 having a thickness of 
9nm and containing magnetic grains 102 with an hep crystal structure is formed 
using a hard magnetic target made of CoCrPt-Si02. 

15 

[0229] 

Further, using a CoCrPt target or a CoCrPtB target and using a 
low-pressure Ar gas as a sputtering gas, a CoCrPt layer (thickness 7nm) oi a 
CoCrPtB layer (thickness ?nm) is formed as a magnetically coupling layer 24'. 

[0230] 

An ion beam 42 of argon ions (Ar+) accelerated with an energy of 
20 30KeV is irradiated on a medium formed with the layers up to the magnetically 

coupling layer 24', using a resist mask 44 formed by the nanoimprint technique 
as described using Fig. 5 (a), thereby forming isolation regions 202 in regions 
between tracks. In this ion-beam irradiation, the ion beam dose is set to 
5x 1O15/cm2

. The width, in a track width direction, of each formed isolation 
25 region 202 is 50nm. The track width is 150nm and the track interval is 200nm. 

[0231] 

Then, using a mixed gas containing Ar and 30% hydrogen and using a 
carbon target as a sputtering target, a protective layer 26 made of hydrogenated 
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carbon (hydrogenated carbon) is formed. Since the film hardness is improved 

by the use of the hydrogenated carbon, it is possible to properly protect the 

perpendicular magnetic recording layer 30 against an impact from a head. 

Thereafter, a lubricating layer 28 made of PFPE (perfluoropolyether) is formed 

5 by a dip coating method. The thickness of the lubricating layer 28 is 1nm. In 

this manner, a magnetic recording medium 1 0 according to Example 1 is 

fabricated. 

10 

[0232] 

(Evaluation) 

It is possible to make the magnetic recording medium 1 O according to 

Example 2 function as a DTR medium by the formation of the isolation regions 

202. Further, by forming the isolation regions 202 as soft magnetic regions, 

when recording a magnetic signal on a track, it is possible to block a recording 

magnetic field extending toward the outside of the track, thereby preventing the 
15 recording magnetic field from extending outside the track. Therefore, 

according to Example 2, the track edge noise can be properly reduced. For 

example, in the magnetic recording medium 1 O according to Example 2, the SN 
ratio is improved by about 1.0 to 3.5dB as compared with the case where the 

isolation regions 202 are not formed. 

20 [0233] 

25 

In Example 1, the isolation regions 202 are soft magnetic regions. 

Further, the isolation regions 202 are formed by using the single-layer film 24' 

being the CoCrPt layer or the CoCrPtB layer and changing the state thereof by 

ion-beam irradiation. 

[0234] 

In this case, it becomes possible to narrow a range affected by an ion 

beam. The ion-beam irradiation can be performed with high accuracy. 

Therefore, according to Example 2, it is possible to accurately form the isolation 
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regions 202. This makes it possible to improve the track density and thus to 

realize, for example, a recording density exceeding 200Gbits per square inch 

and, further, for example, a recording <jensity exceeding 500Gbits per square 

inch. 

[0235] 

In the magnetic recording medium 1 0 according to Example 2, since the 
granular layer is a CoCrPt-Si02-Ti02 layer, the grain boundaries of magnetic 

grains in the granular layer become clearer as compared with the case where 

the granular layer is a CoCrPt-Si02 layer, and thus the coercive force He 

1 O becomes higher as compared with the case where the granular layer is the 

CoCrPt-Si02 layer. Therefore, even if the thickness of the magnetically 

coupling layer is set relatively thin as compared with conventional values, a 

relatively high coercive force He can be obtained. 

If the thickness of the magnetically coupling layer can be made thin, it is 
15 possible to properly carry out magnetic isolation between recording regions in 

addition to the fact that the change in properties (e.g. soft magnetization) by 

ion-beam irradiation is facilitated. Therefore, it is possible to make the 

magnetic recording medium properly function as a DTR medium or a patterned 

medium. 

20 In Example 2, the isolation regions 202 can be formed w'1th a small ion 

beam dose. 

[0236] 

While this invention has been described with reference to the 

embodiments, the technical scope of this invention is not limited to the scope of 
25 the description of the above-mentioned embodiments. It is obvious to a person 

skilled in the art that various changes or improvements can be added to the 

above-mentioned embodiments. It is clear from the description of claims that 

the modes added with such changes or improvements can also be included in 
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Industrial Applicability 

[()237] 
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This invention is suitably applicable to, for example, a magnetic 
5 recording medium. 

Brief Description of the Drawings 

[0238] 

Fig. 1 is diagrams showing one example of a magnetic recording 
medium 1 O according to one embodiment of th'1s invention. Fig. 1 (a) shows 

10 one example of the structure of the magnetic recording medium 10. Fig. 1 (b) 
shows a first example of an ion-beam irradiation method in an ion-beam 
irradiation process. 

15 

Fig. 2 is a top view of a continuous film layer 24 showing positions of 
magnetic field shield portions 202 and hard magnetic portions 204. 

Fig. 3 is graphs showing the states of changes in magnetic properties 
by ion-beam irradiation. 

Fig. 4 is graphs showing the states of changes in magnetic properties 
by ion-beam irradiation. 

Fig. 5 is diagrams showing a second example of an ion-beam irradiation 
20 method in an ion-beam irradiation process. 

Fig. 6 shows the simulation results of recording patterns of information 
recorded in magnetic recording media according to Comparative Examples 1 
and 2. Fig. 6 (a) shows the recording pattern in a granular medium being the 
magnetic recording medium according to Comparative Example 1. Fig. 3 (b) 

25 shows the recording pattern in a conventional type CGC medium being the 
magnetic recording medium accorcfmg to Comparative Example 2. 

Fig. 7 is a diagram showing one example of a magnetic recording 
medium 10 according to another embodiment of this invention. 
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10 ···magnetic recording medium, 12 ···substrate, 14 ... adhesive layer, 16 ... soft magnetic layer, 18 ... underlayer, 20 ... granular layer (main recording layer), 5 22 ... coupling control layer, 24 ... continuous film layer (auxiliary magnetic layer), 24' ··· magnetically coupling layer, 26 ... protective layer, 28 ... lubricating layer, 30 ... perpendicular magnetic recording layer, 40 ... stencil mask, 42 ... ion beam, 44 ... resist mask, 46 ... mold, 50 ... rectangle, 106 ... CoB layer, 108 ... Pd layer, 202 ... magnetic field shield portion or isolation region (soft magnetic 1 O region), 204 ... hard magnetic portion 
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CLAIMS 

1. A magnetic recording medium comprising a substrate and a magnetic layer 

formed over the substrate, wherein: the magnetic layer comprises a main recording 

5 layer for recording a magnetic signal and an auxiliary magnetic layer magnetically 

coupled to the main recording layer, and the auxiliary magnetic layer comprises; a 

pll.Jrallty of hard magnetic portions respectively formed at positions corresponding to 

recording regions, where magnetic signals are to be recorded, in the main recording 

layer, and magnetic field shield portions formed between but without being disposed 

10 over the plurality of hard magnetic portions, respectively, wherein when 

magnetization curves are measured, the magnetization curve of each magnetic field 

shield portion has a slope greater than those of the hard magnetic portions in a 

region where an applied magnetic field is zero, and a residual magnetic polarization 

of each magnetic field shield portion is smaller than those of the hard magnetic 

15 portions. 

2. A magnetic recording medium according to claim 1, wherein the magnetic 

field shield portions are soft magnetic. 

20 3. A magnetic recording medium according to claim 2, wherein the magnetic 

field shield portions have an axis of easy magnetization in an in-plane direction 

parallel to a main surface of the substrate. 

4. A magnetic recording medium according to claim 1, wherein: the magnetic 

25 recording medium is a magnetic recording medium for perpendicular magnetic 

recording, the hard magnetic portions of the auxiliary magnetic layer are magnetic 

regions that exhibit perpendicular magnetic anisotropy due to interface magnetic 

anisotropy, and the magnetic field shield portions of the auxiliary magnetic layer are 

magnetic regions of which an interface state is different from that of the hard 

30 magnetic portions and which exhibit substantially no perpendicular magnetic 

anisotropy due to interface magnetic anisotropy. 

5. A magnetic recording medium according to claim 1, wherein: the main 

recording layer is a layer with a granular structure in which a nonmagnetic substance 

35 is segregated at grain boundaries of magnetic grains, and the hard magnetic portions 

of the auxiliary magnetic layer are each a multilayer film in which layers of a Co 

compound and Pd layers or Pt layers are alternately laminated. 
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6. A magnetic disk in which a magnetic recording layer with a granular structure 

in which nonmagnetic grain boundary portions are formed between magnetic grains 

continuously grown in a columnar shape and a magnetically coupling layer adjacent 

to the magnetic recording layer and magnetically continuous in an in-plane direction 

5 of a nonmagnetic substrate are stacked in this order over the substrate, the magnetic 

disk wherein: at least the magn~tically coupling layer out of the magnetically coupling 

layer and the magnetic recording layer comprises; a plurality of hard magnetic 

portions respectively formed at positions corresponding to recording regions, where 

magnetic signals are to be recorded, in the magnetic recording layer, and magnetic 

1 O field shield portions formed between but without being disposed over the adjacent 

hard magnetic portions, respectively, wherein when magnetization curves are 

measured, the magnetization curve of each magnetic field shield portion has a slope 

greater than those of the hard magnetic portions in a region where an applied 

magnetic field is zero, and a residual magnetic polarization of each magnetic field 

15 shield portion is smaller than those of said hard magnetic portions. 

7. A magnetic disk according to claim 6, wherein the hard magnetic portions in 

the magnetically coupling layer are formed at the positions corresponding to the 

recording regions, where the magnetic signals are to be recorded, of the magnetic 

20 recording layer and the soft magnetic portions are formed in regions other than the 

positions. 

8. A magnetic disk according to claim 6, wherein the soft magnetic portions and 

the hard magnetic portions are formed in concentric circles with respect to a center of 

25 the disk-shaped substrate. 

9. A magnetic disk according to claim 6, wherein the magnetic recording layer 

and the magnetically coupling layer are in contact with each other. 

30 10. A magnetic disk according to claim 6, wherein the magnetically coupling layer 

contains at least CoCrPt. 

11. A magnetic disk in which a magnetic recording layer with a granular structure 

in which nonmagnetic grain boundary portions are formed between magnetic grains 

35 continuously grown in a columnar shape and a magnetically coupling layer 

magnetically coupled to the magnetic grains in the magnetic recording layer are 

stacked in this order over a nonmagnetic disk-shaped substrate, the magnetic disk 
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wherein: at least the magnetically coupling layer out of the magnetically coupling 

layer and the magnetic recording layer comprises hard magnetic portions and soft 

magnetic portions alternately adjacent to each other in a radial direction of said 

substrate magnetic field, said soft magnetic portions being formed between but 

5 without being disposed over or under the plurality of hard magnetic portions. 

12. A magnetic disk according to claim 11, wherein the hard magnetic portions in 

the magnetically coupling layer are formed at positions corresponding to recording 

regions, where magnetic signals are to be recorded, of the magnetic recording layer 

10 and the soft magnetic portions are formed in regions other than the positions. 

15 

13. A magnetic disk according to claim 11, wherein the soft magnetic portions 

and the hard magnetic portions are formed in concentr'1c circles with respect to a 

center of the disk-shaped substrate. 

14. A magnetic disk according to claim 11, wherein the magnetic recording layer 

and the magnetically coupling layer are in contact with each other. 

15. A magnetic disk according to claim 11, wherein the magnetically coupling 

20 layer contains at least CoCrPt. 


