A light-weight, robust, foldable box which can be folded flat, conprises a
bott ont panel , swi ng side panels and folding side panels of corrugated

pl astics board. The bott om panel has verti cal panel s on both ends and a
retaining portion in the vertical panels. The swi ng sidé pane1sfare:f:?>““*
produced of corrugated plastics boardigised in such a direction ' abebﬁe
menber will be vertically positioned, and are provided with a“teihfto '
band at the | ower end and an engaging portion formed in the reinforcing
band to thereby engage with the retaining portion. In the upper end of the
swi ng side panel is fornmed an inside-f@ald,ng line which allows the sw ng of
the swing side panel. The folding g§§%£%§#2| Is used in such a direction
that the core nenber of corrugat§6 ' oard will be vertically
positioned, and is provided with - ng lines in the upper and

| ower portions and with an outside-folding Iine at the center between the

I nside-folding lines provided in the upper and | ower portions, so that the

fol ding sida panalt-Wayide: f obdedst? Qoi&ﬂ%h@nﬂcﬁf whaRed a9 e A Y NI
si de panel and the folding side panel are connected in a portion above the

upper ng3iati,NPodpr el 'Y bof€om panel, swing side panels and folding

side panels of corrugated plastics board. The bottom panel has
vertical panels on both ends and a retaining portion in thé
vertical panels. The swing side panels are produced of
corrugated plastics board used in such a direction that a core
member will be vertically positioned, and are provided with a
reinforcing band at the lower end and an engaging portion
formed in the reinforcing band to thereby engage with the
retaining portion. In the upper end of the swing side panel is
formed an inside—-folding line which allows the swing of the
swing side panel. The folding side panel is used in such a
direction that the core member of corrugated plastics board
will be vertically positioned, and is provided with
inside-folding lines in the upper and lower portions and with
an outside—folding line at the center between the
inside—folding lines provided in the upper and lower portions,
so that the folding side panel may be folded to a sidelong
V-shaped form. The swing side panel and the folding side panel
are connected in a portion above the uppermost inside~folding

line.
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