CLAIMS

1. A method of wireless communication by a user equipment (UE), the method
comprising:

generating a preamble of a first message associated with a random access
channel (RACH) procedure;

determining an identifier (ID) associated with the UE based on at least one of
an ID associated with the preamble or a port index associated with a demodulation
reference signal (DMRYS));

generating a payload of the first message that indicates the ID associated with
the UE;

transmitting the first message to a base station to initiate the RACH procedure;
and

receiving, from the base station based on the first message, a second message
associated with completion of the RACH procedure, wherein the second message

includes information confirming the ID associated with the UE.

2. The method of claim 1, wherein the ID associated with the UE is determined
further based on at least one of:

an index of a first symbol of a physical RACH (PRACH) occasion s_id,

an index of a first slot of the PRACH occasion in a system frame t_id,

an index of the PRACH occasion in a frequency domain f_id,

an uplink carrier used for transmission of the preamble uplink_carrier_id, or

at least one constant.

3. The method of claim 2, wherein the at least one constant comprises at least one
of a first constant k associated with the ID associated with the preamble or a second

constant n associated with the port index associated with the DMRS.

4, The method of claim 1, wherein the ID associated with the UE is determined
based on a hash of at least one of the ID associated with the preamble or the port index
associated with the DMRS.

5. The method of claim 1, wherein the payload indicating the ID associated with

the UE is carried on a physical uplink shared channel (PUSCH).
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6. The method of claim 1, wherein the ID associated with the UE comprises a
modified radio network temporary identifier (RNTI) that uniquely identifies the UE in
the RACH procedure.

7. The method of claim 1, wherein the port index associated with the DMRS is
selected by the UE to uniquely identify the UE in the RACH procedure.

8. The method of claim 1, wherein the information confirming the ID associated
with the UE is included in a media access control (MAC) control element (CE) of the
second message.

9. The method of claim 1, wherein the second message comprises a contention

resolution message.

10. A method of wireless communication by a base station, the method
comprising:
receiving a first message including a preamble from a user equipment (UE) for
initiation of a random access channel (RACH) procedure;
determining an identifier (ID) associated with the UE based on the first
message, the ID associated with the UE being based on at least one of an ID associated
with the preamble or a port index of a demodulation reference signal (DMRS)
associated with the first message; and
transmitting, to the UE based on the first message, a second message indicating
the ID associated with the UE for the RACH procedure,
wherein the second message is associated with completion of the
RACH procedure; and
wherein the second message includes information confirming the 1D

associated with the UE.

11. The method of claim 10, wherein the ID associated with the UE is further
based on at least one of:
an index of a first symbol of a physical RACH (PRACH) occasion s_id,
an index of a first slot of the PRACH occasion in a system frame t_id,
an index of the PRACH occasion in a frequency domain f_id,
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an uplink carrier used for transmission of the preamble uplink_carrier_id, or

at least one constant.

12. The method of claim 11, wherein the at least one constant comprises at least
one of a first constant k associated with the 1D associated with the preamble or a second

constant n associated with the port index associated with the DMRS.

13. The method of claim 10, wherein the ID associated with the UE is based on a
hash of at least one of the ID associated with the preamble or the port index associated
with the DMRS.

14. The method of claim 10, wherein the ID associated with the UE is indicated in
a payload of the first message that is carried on a physical uplink shared channel
(PUSCH).

15. The method of claim 10, wherein the ID associated with the UE comprises a
modified radio network temporary identifier (RNTI) that uniquely identifies the UE in
the RACH procedure.

16. The method of claim 10, wherein the port index associated with the DMRS
uniquely identifies the UE in the RACH procedure.

17. The method of claim 10, wherein the information confirming the ID associated
with the UE is included in a media access control (MAC) control element (CE) of the

second message.

18. The method of claim 10, wherein the second message comprises a contention

resolution message.

19. An apparatus for wireless communication by a user equipment (UE), the
apparatus comprising:
means for generating a preamble of a first message associated with a random

access channel (RACH) procedure;
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means for determining an identifier (ID) associated with the UE based on at
least one of an ID associated with the preamble or a port index associated with a
demodulation reference signal (DMRYS);

means for generating a payload of the first message that indicates the ID
associated with the UE;

means for transmitting the first message to a base station to initiate the RACH
procedure; and

means for receiving, from the base station based on the first message, a second
message associated with completion of the RACH procedure, wherein the second

message includes information confirming the ID associated with the UE.

20. The apparatus of claim 19, wherein the ID associated with the UE is
determined further based on at least one of:

an index of a first symbol of a physical RACH (PRACH) occasion s_id,

an index of a first slot of the PRACH occasion in a system frame t_id,

an index of the PRACH occasion in a frequency domain f_id,

an uplink carrier used for transmission of the preamble uplink_carrier_id, or

at least one constant.

21. The apparatus of claim 20, wherein the at least one constant comprises at least
one of a first constant k associated with the 1D associated with the preamble or a second

constant n associated with the port index associated with the DMRS.

22, The apparatus of claim 19, wherein the ID associated with the UE is
determined based on a hash of at least one of the ID associated with the preamble or the

port index associated with the DMRS.

23. The apparatus of claim 19, wherein the payload indicating the ID associated

with the UE is carried on a physical uplink shared channel (PUSCH).
24, The apparatus of claim 19, wherein the ID associated with the UE comprises a

modified radio network temporary identifier (RNTI) that uniquely identifies the UE in
the RACH procedure.
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25. The apparatus of claim 19, wherein the port index associated with the DMRS is
selected by the UE to uniquely identify the UE in the RACH procedure.

26. The apparatus of claim 19, wherein the information confirming the ID
associated with the UE is included in a media access control (MAC) control element

(CE) of the second message.

217. The apparatus of claim 19, wherein the second message comprises a contention

resolution message.

28. An apparatus for wireless communication by a base station, the apparatus
comprising:
means for receiving a first message including a preamble from a user
equipment (UE) for initiation of a random access channel (RACH) procedure;
means for determining an identifier (ID) associated with the UE based on the
first message, the ID associated with the UE being based on at least one of an ID
associated with the preamble or a port index of a demodulation reference signal
(DMRYS) associated with the first message; and
means for transmitting, to the UE based on the first message, a second message
indicating the ID associated with the UE for the RACH procedure,
wherein the second message is associated with completion of the
RACH procedure; and
wherein the second message includes information confirming the 1D

associated with the UE.

29. The apparatus of claim 28, wherein the 1D associated with the UE is further
based on at least one of:

an index of a first symbol of a physical RACH (PRACH) occasion s_id,

an index of a first slot of the PRACH occasion in a system frame t_id,

an index of the PRACH occasion in a frequency domain f_id,

an uplink carrier used for transmission of the preamble uplink_carrier_id, or

at least one constant.
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30. The apparatus of claim 29, wherein the at least one constant comprises at least
one of a first constant k associated with the ID associated with the preamble or a second
constant n associated with the port index associated with the DMRS.

31. The apparatus of claim 28, wherein the ID associated with the UE is based on a
hash of at least one of the ID associated with the preamble or the port index associated
with the DMRS.

32. The apparatus of claim 28, wherein the ID associated with the UE is indicated
in a payload of the first message that is carried on a physical uplink shared channel
(PUSCH).

33. The apparatus of claim 28, wherein the ID associated with the UE comprises a
modified radio network temporary identifier (RNTI) that uniquely identifies the UE in
the RACH procedure.

34, The apparatus of claim 28, wherein the port index associated with the DMRS
uniquely identifies the UE in the RACH procedure.

35. The apparatus of claim 28, wherein the information confirming the ID
associated with the UE is included in a media access control (MAC) control element

(CE) of the second message.

36. The apparatus of claim 28, wherein the second message comprises a contention

resolution message.

37. An apparatus for wireless communication by a user equipment (UE), the
apparatus comprising:
a memory; and
at least one processor coupled to the memory and configured to:
generate a preamble of a first message associated with a random
access channel (RACH) procedure;
determine an identifier (ID) associated with the UE based on at least
one of an ID associated with the preamble or a port index associated with a
demodulation reference signal (DMRS);
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generate a payload of the first message that indicates the ID associated
with the UE;

transmit the first message to a base station to initiate the RACH
procedure; and

receive, from the base station based on the first message, a second
message associated with completion of the RACH procedure, wherein the
second message includes information confirming the 1D associated with the
UE.

38. The apparatus of claim 37, wherein the 1D associated with the UE is
determined further based on at least one of:

an index of a first symbol of a physical RACH (PRACH) occasion s_id,

an index of a first slot of the PRACH occasion in a system frame t_id,

an index of the PRACH occasion in a frequency domain f_id,

an uplink carrier used for transmission of the preamble uplink_carrier_id, or

at least one constant.

39. The apparatus of claim 38, wherein the at least one constant comprises at least
one of a first constant k associated with the ID associated with the preamble or a second

constant n associated with the port index associated with the DMRS.

40. The apparatus of claim 37, wherein the ID associated with the UE is
determined based on a hash of at least one of the ID associated with the preamble or the
port index associated with the DMRS.

41. The apparatus of claim 37, wherein the payload indicating the ID associated
with the UE is carried on a physical uplink shared channel (PUSCH).

42. The apparatus of claim 37, wherein the ID associated with the UE comprises a
modified radio network temporary identifier (RNTI) that uniquely identifies the UE in

the RACH procedure.

43. The apparatus of claim 37, wherein the port index associated with the DMRS is
selected by the UE to uniquely identify the UE in the RACH procedure.
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44, The apparatus of claim 37, wherein the information confirming the ID
associated with the UE is included in a media access control (MAC) control element
(CE) of the second message.

45, The apparatus of claim 37, wherein the second message comprises a contention

resolution message.

46. An apparatus for wireless communication by a base station, the apparatus
comprising:
a memory; and
at least one processor coupled to the memory and configured to:
receive a first message including a preamble from a user equipment
(UE) for initiation of a random access channel (RACH) procedure;
determine an identifier (ID) associated with the UE based on the first
message, the ID associated with the UE being based on at least one of an ID
associated with the preamble or a port index of a demodulation reference signal
(DMRS) associated with the first message; and
transmit, to the UE based on the first message, a second message
indicating the ID associated with the UE for the RACH procedure,
wherein the second message is associated with completion of
the RACH procedure; and
wherein the second message includes information confirming
the ID associated with the UE.

47. The apparatus of claim 46, wherein the ID associated with the UE is further
based on at least one of:

an index of a first symbol of a physical RACH (PRACH) occasion s_id,

an index of a first slot of the PRACH occasion in a system frame t_id,

an index of the PRACH occasion in a frequency domain f_id,

an uplink carrier used for transmission of the preamble uplink_carrier_id, or

at least one constant.
48. The apparatus of claim 47, wherein the at least one constant comprises at least

one of a first constant k associated with the ID associated with the preamble or a second
constant n associated with the port index associated with the DMRS.
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49. The apparatus of claim 46, wherein the ID associated with the UE is based on a
hash of at least one of the ID associated with the preamble or the port index associated
with the DMRS.

50. The apparatus of claim 46, wherein the 1D associated with the UE is indicated
in a payload of the first message that is carried on a physical uplink shared channel
(PUSCH).

51. The apparatus of claim 46, wherein the 1D associated with the UE comprises a
modified radio network temporary identifier (RNTI) that uniquely identifies the UE in
the RACH procedure.

52. The apparatus of claim 46, wherein the port index associated with the DMRS
uniquely identifies the UE in the RACH procedure.

53. The apparatus of claim 46, wherein the information confirming the ID
associated with the UE is included in a media access control (MAC) control element
(CE) of the second message.

54, The apparatus of claim 46, wherein the second message comprises a contention

resolution message.

55. A computer-readable medium storing computer-executable code for wireless
communication by a user equipment (UE), the code when executed by a processor cause

the processor to execute the method steps of any one of claims 1 to 9.
56. A computer-readable medium storing computer-executable code for wireless

communication by a base station, the code when executed by a processor cause the

processor to execute the method steps of any one of claims 10 to 18.
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