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WIRELESS COMMUNICATION METHOD AND TERMINAL DEVICE 

 
TECHNICAL FIELD 

[0001] Implementations of the present disclosure relate to the field of communication, and 

more particularly, to a wireless communication method and a terminal device. 

 

BACKGROUND 

[0002] A terminal device, for example, a vehicle user equipment (VUE), may communicate 

with another terminal on a sidelink (SL), and may also communicate with a network device on 

an uplink (UL) and a downlink (DL). However, communication of the terminal device on a SL 

may conflict with communication of the terminal device on an UL and a DL, and/or 

communication of the terminal device on a SL may conflict with other communication of the 

terminal device on a SL, thereby affecting communication performance. How to avoid such 

communication conflict is an open problem. 

 

SUMMARY 

[0003] A wireless communication method and a terminal device are provided in 

implementations of the present disclosure. Which type of channel to transmit can be determined 

when two channels conflict, to avoid communication conflict between a sidelink (SL) and an 

uplink (UL) and a downlink (DL) and/or avoid communication conflict between SLs, thereby 

improving communication performance. 

[0004] In a first aspect, a wireless communication method is provided. The method includes 

the following. 

[0005] A terminal device determines channel transmission state according to a priority of 

data or a signaling associated with a first channel and/or a priority of data or a signaling 

associated with a second channel in a case where the first channel conflicts with the second 

channel, where at least one of the first channel and the second channel transmits SL transmission 

related information. 

[0006] In the second aspect, a terminal device is provided. The terminal device is configured 
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to perform the method in the first aspect or implementations thereof. 

[0007] Specifically, the terminal device includes a functional module configured to perform 

the method in the first aspect or implementations thereof. 

[0008] In a third aspect, a terminal device is provided. The terminal device includes a 

processor and a memory. The memory is configured to store computer programs. The processor 

is configured to invoke and execute the computer programs stored in the memory to perform the 

method in the first aspect or implementations thereof. 

[0009] In a fourth aspect, an apparatus is provided. The apparatus is configured to perform 

the method in the first aspect or implementations thereof. 

[0010] Specifically, the apparatus includes a processor configured to invoke and execute 

computer programs stored in a memory, to cause a device equipped with the apparatus to 

perform the method in the first aspect or implementations thereof. 

[0011] In a fifth aspect, a computer-readable storage medium is provided. The computer-

readable storage medium is configured to store computer programs which are operable with a 

computer to perform the method in the first aspect or implementations thereof. 

[0012] In a sixth aspect, a computer program product is provided. The computer program 

product includes computer program instructions which are operable with a computer to perform 

the method in the first aspect or implementations thereof. 

[0013] In a seventh aspect, a computer program is provided. The computer program is 

operable with a computer to perform the method in the first aspect or implementations thereof. 

[0014] According to the above technical solution, the terminal device determines the channel 

transmission state according to the priority of the data or the signaling associated with the first 

channel and/or the priority of the data or the signaling associated with the second channel in the 

case where the first channel conflicts with the second channel. Which type of channel to transmit 

can be determined when two channels conflict, to avoid communication conflict between a SL 

and an UL and a DL and/or avoid communication conflict between SLs, thereby improving 

communication performance. 

 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0015] FIG. 1 is a schematic framework diagram of a transmission mode according to an 

implementation of the present disclosure. 
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[0016] FIG. 2 is a schematic framework diagram of another transmission mode according to 

an implementation of the present disclosure. 

[0017] FIG. 3 is a schematic framework diagram of a unicast transmission mode according to 

an implementation of the present disclosure. 

[0018] FIG. 4 is a schematic framework diagram of a multicast transmission mode according 

to an implementation of the present disclosure. 

[0019] FIG. 5 is a schematic framework diagram of a broadcast transmission mode according 

to an implementation of the present disclosure. 

[0020] FIG. 6 is a schematic framework diagram of a unicast feedback transmission mode 

according to an implementation of the present disclosure. 

[0021] FIG. 7 is a schematic framework diagram of still another transmission mode 

according to an implementation of the present disclosure. 

[0022] FIG. 8 is a schematic flowchart of a wireless communication method provided 

according to an implementation of the present disclosure. 

[0023] FIG. 9 is a schematic block diagram of a terminal device provided according to an 

implementation of the present disclosure. 

[0024] FIG. 10 is a schematic block diagram of a communication device provided according 

to an implementation of the present disclosure. 

[0025] FIG. 11 is a schematic block diagram of an apparatus provided according to an 

implementation of the present disclosure. 

[0026] FIG. 12 is a schematic block diagram of a communication system provided according 

to an implementation of the present disclosure. 

 

DETAILED DESCRIPTION 

[0027] The following will describe technical solutions in implementations of the present 

disclosure with reference to the accompanying drawings. Apparently, implementations described 

herein are merely some implementations, rather than all implementations, of the present 

disclosure. For the implementations described herein, all other implementations obtained by 

those of ordinary skill in the art without creative effort shall fall within the protection scope of 

the disclosure. 

[0028] Implementations of the present disclosure are applicable to any terminal-to-terminal 
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communication framework, for example, vehicle to vehicle (V2V) communication, vehicle to 

everything (V2X) communication, device to device (D2D) communication, etc. 

[0029] A terminal device in implementations of the present disclosure may be any device or 

apparatus equipped with a physical layer and a media access control (MAC) layer. The terminal 

device may also be referred to an access terminal, for example, a user equipment (UE), a 

subscriber unit, a subscriber station, a mobile station, a remote station, a remote terminal, a 

mobile device, a user terminal, a terminal, a wireless communication device, a user agent, or a 

user device. The access terminal may be a cellular radio telephone, a cordless telephone, a 

session initiation protocol (SIP) telephone, a wireless local loop (WLL) station, a personal digital 

assistant (PDA), a handheld device with wireless communication functions, a computing device, 

other processing devices coupled with a wireless modem, an in-vehicle device, a wearable 

device, or the like. In implementations of the present disclosure, a vehicle user equipment (VUE) 

is taken as an example for description, but the disclosure is not limited in this regard. 

[0030] Optionally, in some implementations of the present disclosure, implementations of the 

present disclosure are applicable to two transmission modes, which are respectively denoted as 

mode A and mode B, defined in 3rd generation partnership project (3GPP). 

[0031] FIG. 1 is a schematic diagram of mode A according to an implementation of the 

present disclosure. FIG. 2 is a schematic diagram of mode B according to an implementation of 

the present disclosure. 

[0032] In mode A illustrated in FIG. 1, transmission resources of a VUE (namely VUE 121 

and VUE 122) are allocated by a base station 110. The VUE can transmit data on a sidelink (SL) 

by using a resource allocated by the base station 110. The resource allocated by the base station 

110 to a terminal device may be a resource used for a single transmission or a resource used for 

semi-static transmission. 

[0033] In mode B illustrated in FIG. 2, the VUE (namely VUE 131 and VUE 132) can adopt 

a “sensing+reservation” transmission mode. The VUE can autonomously select, from SL 

resources, a transmission resource to transmit data. 

[0034] The following will take the VUE 131 as an example for description. 

[0035] The VUE 131 can acquire, through sensing, an available transmission resource set 

from a resource pool, and then randomly select a transmission resource from the transmission 

resource set to transmit data. 
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[0036] Since a service in an internet of vehicles (IoV) system is periodic, the VUE 131 can 

also adopt a semi-static transmission mode, that is, the VUE 131 can acquire a transmission 

resource and then continuously use the transmission resource in multiple transmission periods, 

which can reduce probability of resource reselection and probability of resource conflict. 

[0037] The VUE 131 can carry, in control information of the current transmission, 

information indicative of a resource reserved for a next transmission, such that other terminal 

devices (such as the VUE 132) can determine, by detecting the control information, whether the 

resource has been reserved or used, thereby reducing probability of resource conflict. 

[0038] It should be noted that, in new radio (NR)-V2X, a user may be in a mixed mode. That 

is, the user can acquire a resource by using mode A, and at the same time, the user can acquire a 

resource by using mode B. 

[0039] In NR-V2X, a unicast transmission mode and a multicast transmission mode are 

introduced. For unicast transmission, there is only one receiving terminal. As illustrated in FIG. 

3, UE 1 and UE 2 perform unicast transmission. For multicast transmission, all terminals in a 

communication group or all terminals within a certain transmission distance are receiving 

terminals. As illustrated in FIG. 4, UE 1, UE 2, UE 3, and UE 4 form a communication group, 

where UE 1 transmits data, and other terminal devices in the group are all receiving terminals. 

For a broadcast transmission mode, any terminal is a receiving terminal. As illustrated in FIG. 5, 

UE 1 is a transmitting terminal, and other terminals around are all receiving terminals. 

[0040] In NR-V2X, to improve reliability, a SL feedback channel is introduced. For example, 

as illustrated in FIG. 6, for unicast transmission, a transmitting terminal transmits SL data, 

including a physical sidelink control channel (PSCCH) and a physical sidelink shared channel 

(PSSCH), to a receiving terminal. The receiving terminal transmits hybrid automatic repeat 

request (HARQ) feedback information to the transmitting terminal. The transmitting terminal 

determines whether retransmission is required according to the feedback information of the 

receiving terminal, where the HARQ feedback information is carried in a SL feedback channel, 

such as a physical sidelink feedback channel (PSFCH). 

[0041] SL feedback can be activated or deactivated according to pre-configuration 

information or network configuration information. If the SL feedback is activated, the receiving 

terminal receives SL data transmitted by the transmitting terminal, and feeds back HARQ 

acknowledgement (ACK) or negative acknowledgement (NACK) to the transmitting terminal 
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according to a detection result. The transmitting terminal determines to transmit retransmission 

data or new data according to the feedback information of the receiving terminal. If the SL 

feedback is deactivated, the receiving terminal does not need to transmit feedback information, 

and the transmitting terminal usually transmits data through blind retransmission. For example, 

instead of determining whether to transmit retransmission data based on the feedback 

information of the receiving terminal, the transmitting terminal repeatedly transmits each SL data 

K times. 

[0042] The transmitting terminal may transmit to the receiving terminal a SL reference signal 

such as a channel state information reference signal (CSI-RS). The receiving terminal performs 

measurement according to the CSI-RS, and feeds back to the transmitting terminal channel state 

information (CSI), including a channel quantity indicator (CQI), a rank indication (RI), a 

precoding matrix indicator (PMI), etc. Based on the CSI fed back by the receiving terminal, the 

transmitting terminal can select a transmission parameter, such as a modulation and coding 

scheme (MCS). 

[0043] In mode A, when a terminal has SL data to transmit, the terminal transmits a 

scheduling request (SR), a buffer status report (BSR), and other information to a network to 

request a transmission resource from the network. The network allocates a SL transmission 

resource to the terminal. The transmitting terminal transmits the SL data by using the resource, 

and the receiving terminal transmits to the transmitting terminal feedback information, such as 

HARQ ACK or NACK. The transmitting terminal needs to feed this information back to the 

network, and the network may determine whether the receiving terminal has correctly received 

the SL data, to determine whether it is necessary to allocate a transmission resource for 

retransmission. 

[0044] In an NR-V2X system, a transmitting terminal may need to transmit the following 

information. 

[0045] 1. Uplink (UL) resource request information, UL feedback information, or UL data 

transmitted to the network through an UL channel, where the UL feedback information is 

feedback information hybrid automatic repeat request-acknowledgement (HARQ-ACK) for a 

physical downlink shared channel (PDSCH) of downlink (DL) data, or CSI information, etc., 

which specifically includes the following information: 

[0046] UL SR: an UL scheduling request; 
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[0047] UL BSR: an UL buffer status report; 

[0048] UL HARQ-ACK: HARQ-ACK feedback information for a DL PDSCH; 

[0049] UL CSI: channel state information obtained from CSI-RS measurement, including a 

CQI, an RI, a PMI, etc.; 

[0050] UL data: UL data carried on a physical uplink shared channel (PUSCH). 

[0051] 2. A SL resource request or SL feedback information transmitted to the network 

through an UL channel, which specifically includes the following information: 

[0052] UL SL SR: scheduling request information transmitted to the network to request a 

transmission resource for SL data; 

[0053] UL SL BSR: a buffer status report of SL data transmitted to the network; 

[0054] UL SL HARQ-ACK: HARQ-ACK of a SL fed back to the network, where the 

HARQ-ACK indicates whether SL data is received correctly; 

[0055] UL SL CSI: channel state information of a SL fed back to the network, including a 

CQI, an RI, a PMI, etc., or including a sidelink reference signal received power (SL-RSRP). 

[0056] 3. SL data transmitted to another terminal device through a SL channel, which 

specifically includes: 

[0057] SL HARQ-ACK: SL feedback information, which may be carried on a PSFCH; 

[0058] SL CSI: SL channel state information including a CQI, an RI, a PMI, a SL-RSRP, and 

other information obtained through measurement according to a SL reference signal, and 

transmitted to another terminal; 

[0059] SL SCI: sidelink control information (SCI), which is used to schedule a PSSCH and 

may be carried on a PSCCH; 

[0060] SL data: SL data carried on a PSSCH; 

[0061] SL SSB: SL synchronization signal block, including a sidelink primary 

synchronization signal (S-PSS), a sidelink secondary synchronization signal (S-SSS), and a 

physical sidelink broadcast channel (PSBCH), etc. 

[0062] Further, if terminal A can allocate SL data to terminal B, terminal B needs to transmit 

a SL SR, a SL BSR, and other information to terminal A through a SL. 

[0063] As illustrated in FIG. 7, UE 1 may transmit an UL resource request or UL feedback 

information to the network through an UL channel (on an UL carrier), transmit a SL resource 

request and SL feedback information to the network through an UL channel (on an UL carrier), 
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and transmit SL data to UE 2 through a SL (on a SL carrier). However, if at a certain moment, 

UE 1 needs to transmit at least two of the above data at the same time while there is only one set 

of radio frequency (RF) hardware, and the RF hardware does not support simultaneous data 

transmission on two carriers, which data should the terminal transmit at this moment should be 

determined. Alternatively, the terminal has multiple sets of RF hardware, but the multiple sets of 

RF hardware share one power amplifier (PA). In this case, a transmission power needs to be 

shared among multiple pieces of data. If a total transmission power of multiple pieces of 

transmission data is greater than a maximum transmission power of the terminal, how to allocate 

a transmission power for multiple pieces of data or channels to be transmitted should be 

determined. 

[0064] Based on the above technical problems, a wireless communication method is 

provided in the present disclosure. Which type of channel to transmit can be determined when 

two channels conflict, to avoid communication conflict between a SL and an UL and a DL and/or 

avoid communication conflict between SLs, thereby improving communication performance. 

[0065] FIG. 8 is a schematic flowchart of a wireless communication method 200 according 

to an implementation of the present disclosure. The method 200 may be performed by a terminal 

device. A terminal device illustrated in FIG. 8 may be a VUE illustrated in any of FIGs. 1 to 7. 

[0066] As illustrated in FIG. 8, the method 200 may include some or all of the following. 

[0067] At S210, the terminal device determines a channel transmission state according to a 

priority of data or a signaling associated with a first channel and/or a priority of data or a 

signaling associated with a second channel in a case where the first channel conflicts with the 

second channel, where at least one of the first channel and the second channel transmits SL 

transmission related information. 

[0068] It should be noted that, the conflict may occur between a SL and another SL, between 

a SL and an UL SL, between an UL SL and another UL SL, between a SL and an UL, or between 

an UL SL and an UL, but the present disclosure is not limited in this regard. 

[0069] The UL SL means that SL related information is carried on an UL channel, such as a 

physical uplink control channel (PUCCH) or a PUSCH. For example, SL HARQ-ACK 

information is carried on a PUCCH, SL resource request SL SR information is carried on a 

PUCCH, SL BSR information is carried on a PUSCH, SL CSI is carried on a PUSCH, etc. 

[0070] It should be noted that, the SL transmission related information mentioned above may 
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be SL information, such as a SL SR, a SL BSR, SL HARQ-ACK, SL SCI, and SL data, etc. The 

SL transmission related information mentioned above may also be SL information fed back to 

the network through an UL channel, for example, the SL information is an UL SL SR, an UL SL 

BSR, UL SL HARQ-ACK, etc. 

[0071] In implementations of the present disclosure, the priority of the data or the signaling 

associated with the first channel may be understood as a priority of data corresponding to a 

signaling transmitted on the first channel, or a priority of data transmitted on the first channel. 

For example, in implementations of the present disclosure, priority information of SL data 

associated with a channel carrying a SR and a BSR is a priority of SL data to be transmitted. For 

SL SCI, a priority of SL data associated with the SL SCI is a priority of SL data carried on a SL 

channel scheduled by the SL SCI. For a SL data channel, a priority associated with the SL data 

channel is a priority of SL data carried on the SL data channel. For SL HARQ-ACK, a priority 

associated with the SL HARQ-ACK is a priority of SL data corresponding to the HARQ-ACK. 

[0072] Optionally, in implementations of the present disclosure, if the first channel is used 

for data or signaling transmission and the second channel is used for data or signaling 

transmission, the channel transmission state includes one of: transmitting the first channel 

preferentially or ensuring a transmission power of the first channel preferentially; transmitting 

the second channel preferentially or ensuring a transmission power of the second channel 

preferentially. 

[0073] It should be understood that, ensuring the transmission power of the first channel 

preferentially refers to that, if a total transmission power of the terminal is less than a 

transmission power required to transmit the first channel, the first channel is transmitted with the 

total transmission power, or if the total transmission power of the terminal is greater than the 

transmission power required to transmit the first channel, the first channel is transmitted with the 

transmission power required by the first channel, and the second channel is transmitted with the 

remaining power. 

[0074] Optionally, in implementations of the present disclosure, if the first channel is used 

for data or a signaling transmission and the second channel is used for data or signaling 

reception, the channel transmission state includes one of: transmitting the first channel 

preferentially or ensuring a transmission power of the first channel preferentially, or receiving 

the second channel preferentially. If the second channel is used for data or signaling transmission 
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and the first channel is used for data or signaling reception, the channel transmission state 

includes one of: transmitting the second channel preferentially or ensuring a transmission power 

of the second channel preferentially, or receiving the first channel preferentially. 

[0075] Optionally, as implementation 1, the data or the signaling associated with the first 

channel is first SL information, and the data or the signaling associated with the second channel 

is second SL information. That is, the first channel and the second channel both carry SL related 

data or a SL related signaling. 

[0076] For example, in implementation 1, the conflict may occur between a SL and another 

SL, a SL and an UL SL, or an UL SL and another UL SL. 

[0077] Optionally, in implementation 1, the terminal device may specifically determine the 

channel transmission state as follows. 

[0078] The terminal device determines the channel transmission state according to a priority 

associated with the first SL information and a priority associated with the second SL information, 

and/or the terminal device determines the channel transmission state according to an information 

type of the first SL information and an information type of the second SL information. 

[0079] Optionally, in implementation 1, the terminal device determines to transmit the first 

channel preferentially or ensure a transmission power of the first channel preferentially, if the 

priority associated with the first SL information is higher than or equal to the priority associated 

with the second SL information, or optionally, the terminal device determines to transmit the 

second channel preferentially or ensure a transmission power of the second channel 

preferentially, if the priority associated with the first SL information is lower than the priority 

associated with the second SL information. 

[0080] Optionally, the first SL information and/or the second SL information includes but is 

not limited to at least one of: an UL SL SR, an UL SL BSR, UL SL HARQ-ACK, a SL SR, a SL 

BSR, SL HARQ-ACK, SL SCI, and SL data. 

[0081] The UL SL SR is carried on a PUCCH. The UL SL BSR is carried on a PUSCH. The 

UL SL HARQ-ACK is carried on a PUCCH or a PUSCH. The SL SR is carried on a PSCCH or a 

PSSCH. The SL BSR is carried on a PSSCH. The SL HARQ-ACK is carried on a PSFCH. The 

SL SCI is carried on a PSCCH. The SL data is carried on a PSSCH. 

[0082] It should be noted that, the priority associated with the first SL information may be 

understood as a priority of SL data corresponding to the first SL information. For example, the 
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first SL information is a SL BSR, and the SL BSR is for SL data 1, the priority associated with 

the first SL information may be understood as a priority of SL data 1. Similarly, the priority 

associated with the second SL information may be understood as a priority of SL data 

corresponding to the second SL information. For example, the second SL information is SL 

HARQ-ACK, and the SL HARQ-ACK is for SL data 2, the priority associated with the second 

SL information may be understood as a priority of SL data 2. 

[0083] For example, the first SL information is first SL control information SL SCI carried 

on a SL channel, and the second SL information is first SL data carried on a SL channel. Priority 

information of the first SCI is priority information carried in the SCI or priority information 

corresponding to SL data scheduled by the SCI, and for example, corresponds to a priority class 

of 4. Priority information of the first SL data is priority information corresponds to the data, and 

for example, corresponds to a priority class of 5. Then, a priority of the first SCI is higher than a 

priority of the first SL data (the lower the priority class, the higher the priority). Therefore, the 

first channel is transmitted preferentially, or the transmission power of the first channel is 

ensured preferentially. 

[0084] For another example, the first SL information is first SL feedback information 

HARQ-ACK carried on a SL channel, and the second SL information is an UL SL BSR carried 

on an UL channel. A priority corresponding to the first SL feedback information HARQ-ACK is 

a priority of SL data corresponding to the feedback information, and for example, corresponds to 

a priority class of 2. A priority corresponding to the second SL information UL SL BSR is a 

priority of SL data to be transmitted corresponding to the SL BSR, and for example, corresponds 

to a priority class of 4. Then, the priority of the first SL feedback information is higher than the 

priority of the second SL information UL SL BSR. Therefore, the terminal transmits the first 

channel preferentially or ensures the transmission power of the first channel preferentially. 

[0085] For another example, the first SL information is second SL feedback information UL 

SL HARQ-ACK, i.e., second SL feedback information HARQ-ACK carried on an UL PUCCH, 

and the SL feedback information is feedback information for second SL data. The second SL 

information is third SL feedback information UL SL HARQ-ACK, i.e., third SL feedback 

information HARQ-ACK carried on an UL PUCCH, and the SL feedback information is 

feedback information for third SL data. If the second SL data has a priority class of 5 and the 

third SL data has a priority class of 4, that is, a priority of the first SL information is lower than a 
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priority of the second SL information, the terminal device transmits the second channel 

preferentially or ensures the transmission power of the second channel preferentially. 

[0086] Optionally, in implementation 1, if the first SL information is SL feedback 

information HARQ-ACK and is transmitted through a SL channel, and the second SL 

information is also SL feedback information HARQ-ACK and is also transmitted through a SL 

channel, the first SL information and the second SL information may be multiplexed in one 

channel for transmission. 

[0087] For example, if the first SL information is 1-bit HARQ-ACK information and the 

second SL information is 1-bit HARQ-ACK information, the first SL information and the second 

SL information, a total of 2 bits, may be carried on the first channel or the second channel for 

transmission. 

[0088] Optionally, in implementation 1, if the first SL information is SL feedback 

information HARQ-ACK and is transmitted to the network device through UL channel 

transmission, and the second SL information is also SL feedback information HARQ-ACK and is 

also transmitted to the network device through UL channel transmission, the first SL information 

and the second SL information may be multiplexed in one UL channel for transmission. 

[0089] For example, if the first channel is a first PUCCH and carries the first SL information 

which is 1-bit HARQ-ACK information, and the second channel is a second PUCCH and carries 

the second SL information which is 1-bit HARQ-ACK information, the first SL information and 

the second SL information, a total of 2 bits, may be carried on the first PUCCH or the second 

PUCCH for transmission to the network device. 

[0090] Optionally, in implementation 1, the terminal device determines to transmit the 

second channel preferentially or ensure a transmission power of the second channel 

preferentially, if the first SL information includes a first type of SL information, and the second 

SL information includes a second type of SL information.  

[0091] The first type of SL information includes one of: SL CSI and SL channel 

measurement information, and the second type of SL information includes one of: SL control 

information, SL data, SL feedback information, SL resource request information, and SL buffer 

state information. 

[0092] It should be noted that, since the SL CSI and the SL channel measurement 

information are obtained according to a SL reference signal, there is no associated SL data and 
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thus no priority information. The SL CSI is used for a transmitting terminal or a network side to 

select or configure a transmission parameter. The transmitting terminal or the network side may 

select or configure the transmission parameter even without the SL CSI. Therefore, when a 

channel for transmitting the first type of SL information conflicts with a channel for transmitting 

the second type of SL information, the second channel is transmitted preferentially or the 

transmission power of the second channel is ensured preferentially. 

[0093] Optionally, in implementation 1, the terminal device determines to transmit the 

second channel preferentially or ensure a transmission power of the second channel 

preferentially, if the first SL information includes SL broadcast information or a SL 

synchronization signal, and the second channel carries a first type of SL information or a second 

type of SL information. 

[0094] It should be noted that, the SL broadcast information or the SL synchronization signal 

are usually transmitted by multiple terminals at the same time. Therefore, even if a terminal with 

a transmission conflict does not transmit the SL broadcast information or the SL synchronization 

signal, another terminal may transmit the SL broadcast information or the SL synchronization 

signal. Therefore, when a channel for transmitting the SL broadcast information or the SL 

synchronization signal conflicts with another type of channel, the other type of channel may be 

transmitted preferentially. 

[0095] Optionally, in implementation 1, the terminal device determines to transmit the first 

channel preferentially or ensure a transmission power of the first channel preferentially, if the 

first SL information is UL SL CSI and the second SL information is SL CSI. 

[0096] The UL SL CSI is used to assist a base station to configure a SL transmission 

parameter. A transmission reliability requirement of a SL transmission resource allocated by a 

base station is usually higher than that of a SL transmission resource autonomously selected by a 

terminal. Therefore, the first channel is transmitted preferentially or the transmission power of 

the first channel is ensured preferentially. 

[0097] Optionally, in implementation 1, if the first channel is a SL channel and the second 

channel is a SL channel, that is, if the two channels are both SL channels, implementation 1 is 

applicable to a situation where transmissions of the two SL channels conflict, or implementation 

1 is applicable to a situation where transmission of one SL channel is conflict with reception of 

the other SL channel. 
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[0098] Optionally, in implementation 1, if the first channel is an UL channel and the second 

channel is an UL channel, that is, if the two channels are both UL channels, implementation 1 is 

applicable to a situation where transmissions of the two UL channel conflict. 

[0099] Optionally, in implementation 1, if the first channel is a SL channel and the second 

channel is an UL channel, that is, if one channel is a SL channel and the other channel is an UL 

channel, implementation 1 is applicable to a situation where transmission of the SL channel 

conflicts with transmission of the UL channel, and/or implementation 1 is applicable to a 

situation where transmission of the UL channel conflicts with reception of the SL channel. 

[0100] Optionally, as implementation 2, the data or the signaling associated with the first 

channel is SL information, and the data or the signaling associated with the second channel is UL 

information. 

[0101] For example, in implementation 2, the conflict may occur between a SL and an UL or 

between an UL SL and an UL. 

[0102] Optionally, in implementation 2, the terminal device may specifically determine the 

channel transmission state as follows. 

[0103] The terminal device determines the channel transmission state according to a priority 

associated with the SL information, and/or the terminal device determines the channel 

transmission state according to a type of the SL information. 

[0104] Optionally, in implementation 2, the terminal device determines to transmit the first 

channel preferentially or ensure a transmission power of the first channel preferentially, if the 

priority associated with the SL information is higher than or equal to a priority corresponding to 

a first threshold, or optionally, the terminal device determines to transmit the second channel 

preferentially or ensure a transmission power of the second channel preferentially, if the priority 

associated with the first SL information is lower than the priority corresponding to the first 

threshold. 

[0105] Optionally, the first threshold is pre-configured, the first threshold is configured by a 

network device, or the first threshold is acquired by the terminal device from another terminal 

device. For example, information indicating the first threshold is carried in resource pool 

configuration information. 

[0106] For example, the first channel is a SL channel carrying SL data, and a priority of the 

SL channel is a priority corresponding to the SL data. For example, the SL data has a priority 
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class of 4. The second channel is an UL channel carrying UL data. The first threshold is equal to 

6, which is determined by the terminal according to network configuration information. Since the 

priority of the SL data is higher than a priority corresponding to the first threshold, the first 

channel is transmitted preferentially or the transmission power of the first channel is ensured 

preferentially.  

[0107] For another example, the first channel is an UL channel carrying SL feedback 

information SL HARQ-ACK, SL data corresponding to the SL feedback information has a 

priority of 7, the second channel is an UL channel carrying UL data, and the first threshold is 

equal to 6, which is determined by the terminal according to network configuration information. 

Since a priority of the SL data is lower than a priority corresponding to the first threshold, the 

second channel is transmitted preferentially or the transmission power of the second channel is 

ensured preferentially. 

[0108] Optionally, in implementation 2, the terminal device determines to transmit the 

second channel preferentially or ensure a transmission power of the second channel 

preferentially, if the SL information includes a first type of SL information, where the first type 

of SL information includes one of: SL CSI and SL channel measurement information. 

[0109] It should be noted that, since the SL CSI and the SL channel measurement 

information are obtained according to a SL reference signal, there is no associated SL data and 

thus no priority information. The SL CSI is used for a transmitting terminal or a network side to 

select or configure a transmission parameter. The transmitting terminal or the network side may 

select or configure the transmission parameter even without the SL CSI. Therefore, when a 

channel for transmitting the first type of SL information conflicts with a channel for transmitting 

the second type of SL information, the second channel is transmitted preferentially or the 

transmission power of the second channel is ensured preferentially. 

[0110] Optionally, in implementation 2, the terminal device determines to transmit the 

second channel preferentially or ensure a transmission power of the second channel 

preferentially, if the SL information includes SL broadcast information or a SL synchronization 

signal. 

[0111] It should be noted that, the SL broadcast information or the SL synchronization signal 

are usually transmitted by multiple terminals at the same time. Therefore, even if a terminal with 

a transmission conflict does not transmit the SL broadcast information or the SL synchronization 
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signal, another terminal may transmit the SL broadcast information or the SL synchronization 

signal. Therefore, when a channel for transmitting the SL broadcast information or the SL 

synchronization signal conflicts with another type of channel, the other type of channel may be 

transmitted preferentially. 

[0112] Optionally, in implementation 2, the terminal device carries first HARQ-ACK 

information and second HARQ-ACK information on the first channel or the second channel, if 

the SL information is the first HARQ-ACK information, and the UL information is the second 

HARQ-ACK information. 

[0113] That is, the terminal device may multiplex the first HARQ-ACK information and the 

second HARQ-ACK information onto one channel. 

[0114] Optionally, in implementation 2, if the SL information is SL feedback information 

HARQ-ACK and is transmitted to the network device through UL channel transmission, and the 

UL information is UL feedback information HARQ-ACK and is also transmitted to the network 

device through UL channel transmission, the SL feedback information and the UL feedback 

information may be multiplexed in one UL channel for transmission. 

[0115] For example, if the first channel is a first PUCCH and carries the SL information 

which is 1-bit HARQ-ACK information, and the second channel is a second PUCCH and carries 

the UL information which is 1-bit HARQ-ACK information, the SL information and the UL 

information, a total of 2 bits, may be carried on the first PUCCH or the second PUCCH for 

transmission to the network device. 

[0116] Optionally, in implementation 2, the terminal device determines to transmit the first 

channel preferentially or ensure a transmission power of the first channel preferentially, if the SL 

information is UL SL CSI or SL CSI, and the UL information is UL CSI. 

[0117] The UL SL CSI or the SL CSI is used to assist in selection of a transmission 

parameter for SL data transmission, and for an IoV system, the SL data is usually safety-related 

information and thus has a higher importance. Therefore, the first channel is transmitted 

preferentially or the transmission power of the first channel is ensured preferentially. 

[0118] Optionally, in implementation 2, the SL information may be at least one of: an UL SL 

SR, an UL SL BSR, UL SL HARQ-ACK, a SL SR, a SL BSR, SL HARQ-ACK, SL SCI, and SL 

data. 

[0119] The UL SL SR is carried on a PUCCH. The UL SL BSR is carried on a PUSCH. The 
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UL SL HARQ-ACK is carried on a PUCCH or a PUSCH. The SL SR is carried on a PSCCH or a 

PSSCH. The SL BSR is carried on a PSSCH. The SL HARQ-ACK is carried on a PSFCH. The 

SL SCI is carried on a PSCCH. The SL data is carried on a PSSCH. 

[0120] Optionally, in implementation 2, the UL information may be at least one of: an UL 

SR, an UL BSR, UL HARQ-ACK, and UL data. 

[0121] The UL SR is carried on a PUCCH. The UL BSR is carried on a PUSCH. The UL 

HARQ-ACK is carried on a PUCCH or a PUSCH. The UL data is carried on a PUSCH. 

[0122] Optionally, in implementation 2, if the first channel is a SL channel and the second 

channel is an UL channel, that is, if one channel is a SL channel and the other channel is an UL 

channel, implementation 2 is applicable to a situation where transmission of the SL channel 

conflicts with transmission of the UL channel, and/or implementation 1 is applicable to a 

situation where transmission of the UL channel conflicts with reception of the SL channel. 

[0123] Optionally, in implementation 2, if the first channel is an UL channel and the second 

channel is an UL channel, that is, if the two channels are both UL channels, implementation 1 is 

applicable to a situation where transmissions of the two UL channel conflict. 

[0124] Therefore, in implementations of the present disclosure, the terminal device 

determines the channel transmission state according to the priority of the data or the signaling 

associated with the first channel and/or the priority of the data or the signaling associated with 

the second channel in a case where the first channel conflicts with the second channel. In this 

way, which type of channel to transmit can be determined when two channels conflict, to avoid 

communication conflict between a SL and an UL and a DL and/or avoid communication conflict 

between SLs, thereby improving communication performance. 

[0125] FIG. 9 is a schematic block diagram of a terminal device 300 according to an 

implementation of the present disclosure. As illustrated in FIG. 9, the terminal device 300 

includes a processing unit 310. 

[0126] The processing unit 310 is configured to: determine a channel transmission state 

according to a priority of data or a signaling associated with a first channel and/or a priority of 

data or a signaling associated with a second channel in a case where the first channel conflicts 

with the second channel, where at least one of the first channel and the second channel transmits 

SL transmission related information. 

[0127] Optionally, if the first channel is used for data or signaling transmission and the 
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second channel is used for data or signaling transmission, the channel transmission state includes 

one of: transmitting the first channel preferentially or ensuring a transmission power of the first 

channel preferentially, and transmitting the second channel preferentially or ensuring a 

transmission power of the second channel preferentially. 

[0128] Optionally, the data or the signaling associated with the first channel is first SL 

information, the data or the signaling associated with the second channel is second SL 

information, and the processing unit 310 is specifically configured to: determine the channel 

transmission state according to a priority associated with the first SL information and a priority 

associated with the second SL information, and/or determine the channel transmission state 

according to an information type of the first SL information and an information type of the 

second SL information. 

[0129] Optionally, the processing unit 310 is specifically configured to: determine to transmit 

the first channel preferentially or ensure a transmission power of the first channel preferentially, 

if the priority associated with the first SL information is higher than or equal to the priority 

associated with the second SL information, or determine to transmit the second channel 

preferentially or ensure a transmission power of the second channel preferentially, if the priority 

associated with the first SL information is lower than the priority associated with the second SL 

information. 

[0130] Optionally, the processing unit 310 is specifically configured to: determine to transmit 

the second channel preferentially or ensure a transmission power of the second channel 

preferentially, if the first SL information includes a first type of SL information, and the second 

SL information includes a second type of SL information, where the first type of SL information 

includes one of: SL CSI and SL channel measurement information, and the second type of SL 

information includes one of: SL control information, SL data, SL feedback information, SL 

resource request information, and SL buffer state information. 

[0131] Optionally, the processing unit 310 is specifically configured to: determine to transmit 

the second channel preferentially or ensure a transmission power of the second channel 

preferentially, if the first SL information includes SL broadcast information or a SL 

synchronization signal, and the second channel carries a first type of SL information or a second 

type of SL information. 

[0132] Optionally, the processing unit 310 is specifically configured to: carry first HARQ-
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ACK information and second HARQ-ACK information on the first channel or the second 

channel, if the first SL information is the first HARQ-ACK information, and the second SL 

information is the second HARQ-ACK information. 

[0133] Optionally, the first channel is a SL channel and the second channel is a SL channel. 

[0134] Optionally, the first channel is an UL channel and the second channel is an UL 

channel. 

[0135] Optionally, the first channel is a SL channel and the second channel is an UL channel. 

[0136] Optionally, the data or the signaling associated with the first channel is SL 

information, and the data or the signaling associated with the second channel is UL information. 

[0137] The processing unit 310 is specifically configured to: determine the channel 

transmission state according to a priority associated with the SL information, and/or determine 

the channel transmission state according to a type of the SL information. 

[0138] Optionally, the processing unit 310 is specifically configured to: determine to transmit 

the first channel preferentially or ensure a transmission power of the first channel preferentially, 

if the priority associated with the SL information is higher than or equal to a priority 

corresponding to a first threshold, or determine to transmit the second channel preferentially or 

ensure a transmission power of the second channel preferentially, if the priority associated with 

the first SL information is lower than the priority corresponding to the first threshold. 

[0139] Optionally, the first threshold is pre-configured, the first threshold is configured by a 

network device, or the first threshold is acquired by the terminal device from another terminal 

device. 

[0140] Optionally, the processing unit 310 is specifically configured to: determine to transmit 

the second channel preferentially or ensure a transmission power of the second channel 

preferentially, if the SL information includes a first type of SL information, where the first type 

of SL information includes one of: SL CSI and SL channel measurement information. 

[0141] Optionally, the processing unit 310 is specifically configured to: determine to transmit 

the second channel preferentially or ensure a transmission power of the second channel 

preferentially, if the SL information includes SL broadcast information or a SL synchronization 

signal. 

[0142] Optionally, the processing unit 310 is specifically configured to: carry first HARQ-

ACK information and second HARQ-ACK information on the first channel or the second 
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channel, if the SL information is the first HARQ-ACK information, and the UL information is 

the second HARQ-ACK information. 

[0143] Optionally, the first channel is a SL channel and the second channel is an UL channel. 

[0144] Optionally, the first channel is an UL channel and the second channel is an UL 

channel. 

[0145] It should be understood that, the terminal device 300 according to the implementation 

of the present disclosure may correspond to a first terminal device in method implementations of 

the present disclosure. The above-mentioned and other operations and/or functions of each unit 

in the terminal device 300 are respectively intended for implementing corresponding procedures 

of the terminal device in the method 200 illustrated in FIG. 8, which will not be repeated herein 

for the sake of simplicity. 

[0146] FIG. 10 is a schematic structural diagram of a communication device 400 provided in 

an implementation of the present disclosure. As illustrated in FIG. 10, the communication device 

400 includes a processor 410. The processor 410 can invoke and execute computer programs 

stored in a memory to perform the method provided in implementations of the present disclosure. 

[0147] Optionally, as illustrated in FIG. 10, the communication device 400 can further 

include the memory 420. The processor 410 can invoke and execute the computer programs 

stored in the memory 420 to perform the method provided in implementations of the present 

disclosure. 

[0148] The memory 420 may be a separate device independent of the processor 410, or may 

be integrated into the processor 410. 

[0149] Optionally, as illustrated in FIG. 10, the communication device 400 can further 

include a transceiver 430. The processor 410 can control the transceiver 430 to communicate 

with other devices, for example, to transmit information or data to other devices, or to receive 

information or data from other devices. 

[0150] The transceiver 430 may include a transmitter and a receiver. The transceiver 430 

may further include an antenna, where one or more antenna can be provided. 

[0151] Optionally, the communication device 400 may be the network device in 

implementations of the present disclosure, and the communication device 400 can implement the 

corresponding procedures performed by the network device described in the foregoing method 

implementations, which will not be repeated herein for the sake of simplicity. 
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[0152] Optionally, the communication device 400 may be the terminal device in 

implementations of the present disclosure, and the communication device 400 can implement the 

corresponding procedures performed by the terminal device described in the foregoing method 

implementations, which will not be repeated herein for the sake of simplicity. 

[0153] FIG. 11 is a schematic structural diagram of an apparatus according to an 

implementation of the present disclosure. As illustrated in FIG. 11, the apparatus 500 includes a 

processor 510. The processor 510 is configured to invoke and execute computer programs stored 

in a memory to perform the method provided in implementations of the present disclosure. 

[0154] Optionally, as illustrated in FIG. 11, the apparatus 500 further includes the memory 

520. The processor 510 can invoke and execute the computer programs stored in the memory 

520 to perform the method provided in implementations of the present disclosure. 

[0155] The memory 520 may be a separate device independent of the processor 510, or may 

be integrated into the processor 510. 

[0156] Optionally, the apparatus 500 may further include an input interface 530. The 

processor 510 can control the input interface 530 to communicate with other devices or chips, for 

example, to acquire information or data transmitted by other devices or chips. 

[0157] Optionally, the apparatus 500 may further include an output interface 540. The 

processor 510 can control the output interface 540 to communicate with other devices or chips, 

for example, to output information or data to other devices or chips. 

[0158] Optionally, the apparatus is applicable to the network device in implementations of 

the present disclosure, and the apparatus can implement the corresponding procedures performed 

by the network device described in the foregoing method implementations, which will not be 

repeated herein for the sake of simplicity. 

[0159] Optionally, the apparatus is applicable to the terminal device in implementations of 

the present disclosure, and the apparatus can implement the corresponding procedures performed 

by the terminal device described in the foregoing method implementations, which will not be 

repeated herein for the sake of simplicity. 

[0160] Optionally, the apparatus mentioned in implementations of the present disclosure may 

also be a chip, for example, may be a system-level chip, a system chip, a chip system, or an on-

chip system chip. 

[0161] FIG. 12 is a schematic block diagram of a communication system 600 provided in an 
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implementation of the present disclosure. As illustrated in FIG. 12, the communication system 

600 includes a terminal device 610 and a network device 620. 

[0162] The terminal device 610 may be configured to implement the corresponding functions 

implemented by a terminal device in the above methods, and the network device 620 may be 

configured to implement the corresponding functions implemented by a network device or a base 

station in the above methods, which will not be repeated herein for the sake of simplicity.  

[0163] It should be understood that, the processor referred to herein may be an integrated 

circuit chip with signal processing capabilities. During implementation, each step of the 

foregoing method may be completed by an integrated logic circuit in the form of hardware or an 

instruction in the form of software in the processor. The processor may be a general-purpose 

processor, a digital signal processor (DSP), an application specific integrated circuit (ASIC), a 

field programmable gate array (FPGA), or other programmable logic devices, discrete gates or 

transistor logic devices, or discrete hardware components, which can implement or perform the 

methods, steps, and logic blocks disclosed in implementations. The general purpose processor 

may be a microprocessor, or the processor may be any conventional processor or the like. The 

steps of the method disclosed in implementations may be implemented through a hardware 

decoding processor, or may be performed by hardware and software modules in the decoding 

processor. The software module can be located in a storage medium such as a random access 

memory (RAM), a flash memory, a read only memory (ROM), a programmable ROM (PROM), 

or an electrically erasable programmable memory, registers, and the like. The storage medium is 

located in the memory. The processor reads the information in the memory, and completes the 

steps of the method described above with the hardware of the processor. 

[0164] It can be understood that, the memory according to implementations of the present 

disclosure may be a volatile memory or a non-volatile memory, or may include both the volatile 

memory and the non-volatile memory. The non-volatile memory may be a ROM, a PROM, an 

erasable programmable read only memory (erasable PROM, EPROM), an electrically erasable 

programmable read only memory (electrically EPROM, EEPROM), or a flash memory. The 

volatile memory can be a RAM that acts as an external cache. By way of example but not 

limitation, many forms of RAM are available, such as a static RAM (SRAM), a dynamic RAM 

(DRAM), a synchronous DRAM (SDRAM), a double data rate SDRAM (DDR SDRAM), an 

enhanced SDRAM (ESDRAM), a synchronous link dynamic random access memory (synch-link 
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DRAM, SLDRAM), and a direct rambus RAM (DRRAM). It should be noted that, the memory 

of systems and methods described herein is intended to include, but is not limited to, these and 

any other suitable types of memories. 

[0165] It should be understood that, the above description of the memory is intended for 

illustration rather than limitation. For example, the memory of implementations may also be an 

SRAM, a DRAM, an SDRAM, a DDR SDRAM, an ESDRAM, a SLDRAM, a DR RAM, etc. In 

other words, the memory of implementations is intended to include, but is not limited to, these 

and any other suitable types of memory. 

[0166] Implementations of the present disclosure further provide a computer-readable 

storage medium. The computer-readable storage medium is configured to store computer 

programs. 

[0167] Optionally, the computer-readable storage medium is applicable to the network device 

or base station of implementations of the present disclosure. The computer programs are 

operable with a computer to implement the corresponding procedures performed by the network 

device or base station described in the foregoing method implementations, which will not be 

repeated herein for the sake of simplicity.  

[0168] Optionally, the computer-readable storage medium is applicable to the mobile 

terminal/terminal device of implementations of the present disclosure. The computer programs 

are operable with a computer to implement the corresponding procedures performed by the 

mobile terminal/terminal device described in the foregoing method implementations, which will 

not be repeated herein for the sake of simplicity.  

[0169] Implementations of the present disclosure further provide a computer program 

product. The computer program product includes computer program instructions. 

[0170] Optionally, the computer program product is applicable to the network device or base 

station of implementations of the present disclosure. The computer program instructions are 

operable with a computer to implement the corresponding procedures by the network device or 

base station described in the foregoing method implementations, which will not be repeated 

herein for the sake of simplicity.  

[0171] Optionally, the computer program product is applicable to the mobile 

terminal/terminal device of implementations of the present disclosure. The computer program 

instructions are operable with a computer to implement the corresponding procedures performed 
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by the mobile terminal/terminal device described in the foregoing method implementations, 

which will not be repeated herein for the sake of simplicity. 

[0172] Implementations of the present disclosure further provide a computer program. 

[0173] Optionally, the computer program is applicable to the network device or base station 

of implementations of the present disclosure. The computer program, when executed by a 

computer, is operable with the computer to implement the corresponding procedures performed 

by the network device or base station described in the foregoing method implementations, which 

will not be repeated herein for the sake of simplicity.  

[0174] Optionally, the computer program is applicable to the mobile terminal/terminal device 

of implementations of the present disclosure. The computer program, when executed by a 

computer, is operable with the computer to implement the corresponding procedures performed 

by the mobile terminal/terminal device described in the foregoing method implementations, 

which will not be repeated herein for the sake of simplicity.  

[0175] Those of ordinary skill in the art will appreciate that units and algorithmic operations 

of various examples described in connection with implementations of the present disclosure can 

be implemented by electronic hardware or by a combination of computer software and electronic 

hardware. Whether these functions are performed by means of hardware or software depends on 

the application and the design constraints of the associated technical solution. Those skilled in 

the art may use different methods with regard to each particular application to implement the 

described functionality, but such methods should not be regarded as lying beyond the scope of 

the disclosure. 

[0176] It will be evident to those skilled in the art that, for the sake of convenience and 

simplicity, in terms of the working processes of the foregoing systems, apparatuses, and units, 

reference can be made to the corresponding processes of the above method implementations, 

which will not be repeated herein. 

[0177] It will be appreciated that the systems, apparatuses, and methods disclosed in 

implementations of the present disclosure may also be implemented in various other manners. 

For example, the above apparatus implementations are merely illustrative, e.g., the division of 

units is only a division of logical functions, and other manners of division may also available in 

practice, e.g., multiple units or assemblies may be combined or may be integrated into another 

system, or some features may be ignored or omitted. In other respects, the coupling or direct 
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coupling or communication connection as illustrated or discussed may be an indirect coupling or 

communication connection through some interface, device, or unit, and may be electrical, 

mechanical, or otherwise. 

[0178] Separated units as illustrated may or may not be physically separated. Components or 

parts displayed as units may or may not be physical units, and may reside at one location or may 

be distributed to multiple networked units. Some or all of the units may be selectively adopted 

according to practical needs to achieve desired objectives of the disclosure. 

[0179] In addition, various functional units described in implementations of the present 

disclosure may be integrated into one processing unit or may be present as a number of 

physically separated units, and two or more units may be integrated into one. 

[0180] If the integrated units are implemented as software functional units and sold or used 

as standalone products, they may be stored in a computer-readable storage medium. For such an 

understanding, the essential technical solution, or the portion that contributes to the prior art, or 

part of the technical solution of the disclosure may be embodied as software products. The 

computer software products can be stored in a storage medium and may include multiple 

instructions that, when executed, can cause a computing device, e.g., a personal computer, a 

server, a network device, etc., to execute some or all operations of the methods described in 

various implementations. The above storage medium may include various kinds of media that 

can store program codes, such as a universal serial bus (USB) flash disk, a mobile hard drive, a 

ROM, a RAM, a magnetic disk, or an optical disk. 

[0181] While the disclosure has been described in connection with certain implementations, 

it is to be understood that the disclosure is not to be limited to the disclosed implementations but, 

on the contrary, is intended to cover various modifications and equivalent arrangements included 

within the scope of the appended claims, which scope is to be accorded the broadest 

interpretation so as to encompass all such modifications and equivalent structures as is permitted 

under the law. 
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What is claimed is: 

1. A wireless communication method, comprising: 

determining, by a terminal device, a channel transmission state according to a priority of 

data or a signaling associated with a first channel and/or a priority of data or a signaling 

associated with a second channel in a case where the first channel conflicts with the second 

channel, wherein at least one of the first channel and the second channel transmits sidelink (SL) 

transmission related information. 

 

2. The method of claim 1, wherein if the first channel is used for data or signaling 

transmission and the second channel is used for data or signaling transmission, the channel 

transmission state comprises one of: 

transmitting the first channel preferentially or ensuring a transmission power of the first 

channel preferentially; and 

transmitting the second channel preferentially or ensuring a transmission power of the 

second channel preferentially. 

 

3. The method of claim 1 or 2, wherein the data or the signaling associated with the first 

channel is first SL information, the data or the signaling associated with the second channel is 

second SL information, and 

determining, by the terminal device, the channel transmission state according to the 

priority of the data or the signaling associated with the first channel and/or the priority of the 

data or the signaling associated with the second channel, comprising: 

determining, by the terminal device, the channel transmission state according to a 

priority associated with the first SL information and a priority associated with the second 

SL information; and/or 

determining, by the terminal device, the channel transmission state according to 

an information type of the first SL information and an information type of the second SL 

information. 

 

4. The method of claim 3, wherein determining, by the terminal device, the channel 

transmission state according to the priority associated with the first SL information and the 
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priority associated with the second SL information, comprising: 

determining, by the terminal device, to transmit the first channel preferentially or ensure 

a transmission power of the first channel preferentially, if the priority associated with the first SL 

information is higher than or equal to the priority associated with the second SL information; or 

determining, by the terminal device, to transmit the second channel preferentially or 

ensure a transmission power of the second channel preferentially, if the priority associated with 

the first SL information is lower than the priority associated with the second SL information. 

 

5. The method of claim 3, wherein determining, by the terminal device, the channel 

transmission state according to the information type of the first SL information and the 

information type of the second SL information, comprising: 

determining, by the terminal device, to transmit the second channel preferentially or 

ensure a transmission power of the second channel preferentially, if the first SL information 

comprises a first type of SL information, and the second SL information comprises a second type 

of SL information, wherein  

the first type of SL information comprises one of: SL channel state information (CSI) and 

SL channel measurement information, and the second type of SL information comprises one of: 

SL control information, SL data, SL feedback information, SL resource request information, and 

SL buffer state information. 

 

6. The method of claim 3, wherein determining, by the terminal device, the channel 

transmission state according to the information type of the first SL information and the 

information type of the second SL information, comprising: 

determining, by the terminal device, to transmit the second channel preferentially or 

ensure a transmission power of the second channel preferentially, if the first SL information 

comprises SL broadcast information or a SL synchronization signal, and the second channel 

carries a first type of SL information or a second type of SL information. 

 

7. The method of claim 3, wherein determining, by the terminal device, the channel 

transmission state according to the information type of the first SL information and the 

information type of the second SL information, comprising: 
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carrying, by the terminal device, first hybrid automatic repeat request-acknowledgement 

(HARQ-ACK) information and second HARQ-ACK information on the first channel or the 

second channel, if the first SL information is the first HARQ-ACK information, and the second 

SL information is the second HARQ-ACK information. 

 

8. The method of any of claims 3 to 7, wherein the first channel is a SL channel and the 

second channel is a SL channel. 

 

9. The method of claim 3, 4, 5, or 7, wherein the first channel is an uplink (UL) channel and 

the second channel is an UL channel. 

 

10. The method of any of claims 3 to 6, wherein the first channel is a SL channel and the 

second channel is an UL channel. 

 

11. The method of claim 1 or 2, wherein the data or the signaling associated with the first 

channel is SL information, and the data or the signaling associated with the second channel is UL 

information, and 

determining, by the terminal device, the channel transmission state according to the 

priority of the data or the signaling associated with the first channel and/or the priority of the 

data or the signaling associated with the second channel, comprising: 

determining, by the terminal device, the channel transmission state according to a 

priority associated with the SL information; and/or 

determining, by the terminal device, the channel transmission state according to a 

type of the SL information. 

 

12. The method of claim 11, wherein determining, by the terminal device, the channel 

transmission state according to the priority associated with the SL information, comprises: 

determining, by the terminal device, to transmit the first channel preferentially or ensure 

a transmission power of the first channel preferentially, if the priority associated with the SL 

information is higher than or equal to a priority corresponding to a first threshold; or 

determining, by the terminal device, to transmit the second channel preferentially or 



-29- 

ensure a transmission power of the second channel preferentially, if the priority associated with 

the first SL information is lower than the priority corresponding to the first threshold. 

 

13. The method of claim 12, wherein the first threshold is pre-configured, the first threshold 

is configured by a network device, or the first threshold is acquired by the terminal device from 

another terminal device. 

 

14. The method of claim 11, wherein determining, by the terminal device, the channel 

transmission state according to the type of the SL information, comprises: 

determining, by the terminal device, to transmit the second channel preferentially or 

ensure a transmission power of the second channel preferentially, if the SL information 

comprises a first type of SL information, wherein the first type of SL information comprises one 

of: SL CSI and SL channel measurement information. 

 

15. The method of claim 11, wherein determining, by the terminal device, the channel 

transmission state according to the type of the SL information, comprises: 

determining, by the terminal device, to transmit the second channel preferentially or 

ensure a transmission power of the second channel preferentially, if the SL information 

comprises SL broadcast information or a SL synchronization signal. 

 

16. The method of claim 11, wherein determining, by the terminal device, the channel 

transmission state according to the type of the SL information, comprises: 

carrying, by the terminal device, first HARQ-ACK information and second HARQ-ACK 

information on the first channel or the second channel, if the SL information is the first HARQ-

ACK information, and the UL information is the second HARQ-ACK information. 

 

17. The method of any of claims 11 to 15, wherein the first channel is a SL channel and the 

second channel is an UL channel. 

 

18. The method of claim 11, 12, 13, 14, or 16, wherein the first channel is an UL channel and 

the second channel is an UL channel. 
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19. A terminal device, comprising a processing unit configured to: 

determine a channel transmission state according to a priority of data or a signaling 

associated with a first channel and/or a priority of data or a signaling associated with a second 

channel in a case where the first channel conflicts with the second channel, wherein at least one 

of the first channel and the second channel transmits sidelink (SL) transmission related 

information. 

 

20. The terminal device of claim 19, wherein if the first channel is used for data or signaling 

transmission and the second channel is used for data or signaling transmission, the channel 

transmission state comprises one of: 

transmitting the first channel preferentially or ensuring a transmission power of the first 

channel preferentially; and 

transmitting the second channel preferentially or ensuring a transmission power of the 

second channel preferentially. 

 

21. The terminal device of claim 19 or 20, wherein the data or the signaling associated with 

the first channel is first SL information, the data or the signaling associated with the second 

channel is second SL information, and the processing unit is specifically configured to: 

determine the channel transmission state according to a priority associated with the first 

SL information and a priority associated with the second SL information; and/or 

determine the channel transmission state according to an information type of the first SL 

information and an information type of the second SL information. 

 

22. The terminal device of claim 21, wherein the processing unit is specifically configured to: 

determine to transmit the first channel preferentially or ensure a transmission power of 

the first channel preferentially, if the priority associated with the first SL information is higher 

than or equal to the priority associated with the second SL information; or 

determine to transmit the second channel preferentially or ensure a transmission power of 

the second channel preferentially, if the priority associated with the first SL information is lower 

than the priority associated with the second SL information. 



-31- 

 

23. The terminal device of claim 21, wherein the processing unit is specifically configured to: 

determine to transmit the second channel preferentially or ensure a transmission power of 

the second channel preferentially, if the first SL information comprises a first type of SL 

information, and the second SL information comprises a second type of SL information, wherein  

the first type of SL information comprises one of: SL channel state information (CSI) and 

SL channel measurement information, and the second type of SL information comprises one of: 

SL control information, SL data, SL feedback information, SL resource request information, and 

SL buffer state information. 

 

24. The terminal device of claim 21, wherein the processing unit is specifically configured to: 

determine to transmit the second channel preferentially or ensure a transmission power of 

the second channel preferentially, if the first SL information comprises SL broadcast information 

or a SL synchronization signal, and the second channel carries a first type of SL information or a 

second type of SL information. 

 

25. The terminal device of claim 21, wherein the processing unit is specifically configured to: 

carry first hybrid automatic repeat request-acknowledgement (HARQ-ACK) information 

and second HARQ-ACK information on the first channel or the second channel, if the first SL 

information is the first HARQ-ACK information, and the second SL information is the second 

HARQ-ACK information. 

 

26. The terminal device of any of claims 21 to 25, wherein the first channel is a SL channel 

and the second channel is a SL channel. 

 

27. The terminal device of claim 21, 22, 23 or 25, wherein the first channel is an uplink (UL) 

channel and the second channel is an UL channel. 

 

28. The terminal device of any of claims 21 to 24, wherein the first channel is a SL channel 

and the second channel is an UL channel. 
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29. The terminal device of claim 19 or 20, wherein the data or the signaling associated with 

the first channel is SL information, and the data or the signaling associated with the second 

channel is UL information, and 

the processing unit is specifically configured to: 

determine the channel transmission state according to a priority associated with the SL 

information; and/or 

determine the channel transmission state according to a type of the SL information. 

 

30. The terminal device of claim 29, wherein the processing unit is specifically configured to: 

determine to transmit the first channel preferentially or ensure a transmission power of 

the first channel preferentially, if the priority associated with the SL information is higher than or 

equal to a priority corresponding to a first threshold; or 

determine to transmit the second channel preferentially or ensure a transmission power of 

the second channel preferentially, if the priority associated with the first SL information is lower 

than the priority corresponding to the first threshold. 

 

31. The terminal device of claim 30, wherein the first threshold is pre-configured, the first 

threshold is configured by a network device, or the first threshold is acquired by the terminal 

device from another terminal device. 

 

32. The terminal device of claim 29, wherein the processing unit is specifically configured to: 

determine to transmit the second channel preferentially or ensure a transmission power of 

the second channel preferentially, if the SL information comprises a first type of SL information, 

wherein the first type of SL information comprises one of: SL CSI and SL channel measurement 

information. 

 

33. The terminal device of claim 29, wherein the processing unit is specifically configured to: 

determine to transmit the second channel preferentially or ensure a transmission power of 

the second channel preferentially, if the SL information comprises SL broadcast information or a 

SL synchronization signal. 
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34. The terminal device of claim 29, wherein the processing unit is specifically configured to: 

carry first HARQ-ACK information and second HARQ-ACK information on the first 

channel or the second channel, if the SL information is the first HARQ-ACK information, and 

the UL information is the second HARQ-ACK information. 

 

35. The terminal device of any of claims 29 to 33, wherein the first channel is a SL channel 

and the second channel is an UL channel. 

 

36. The terminal device of claim 29, 30, 31, 32, or 34, wherein the first channel is an UL 

channel and the second channel is an UL channel. 

 

37. A terminal device, comprising:  

a memory configured to store computer programs; and  

a processor configured to invoke and execute the computer programs stored in the 

memory to perform the method of any of claims 1 to 18. 

 

38. An apparatus, comprising:  

a processor configured to invoke and execute computer programs stored in a memory, to 

cause a device equipped with the apparatus to perform the method of any of claims 1 to 18. 

 

39. A computer-readable storage medium configured to store computer programs which are 

operable with a computer to perform the method of any of claims 1 to 18. 

 

40. A computer program product, comprising computer program instructions which are 

operable with a computer to perform the method of any of claims 1 to 18. 

 

41. A computer program being operable with a computer to perform the method of any of 

claims 1 to 18.  

 

 


