CLAIMS:

1. A system for recovering a solvent from a decarbonated flue gas in an absorption
column, the decarbonated flue gas having had carbon dioxide absorbed and removed by
vapor-liquid contact with a carbon dioxide absorbing solution containing the solvent, the

system comprising:

an emission control section configured to bring a water stream substantially free of the
solvent into contact with the decarbonated flue gas to recover the solvent from the
decarbonated flue gas and to form a solvent containing wash water and a reduced solvent
containing flue gas; and

a flue gas cooling section configured to bring cooled wash water into contact with the
reduced solvent containing flue gas to cool the reduced solvent containing flue gas and

condense water from the decarbonated flue gas thereby forming a cooled flue gas and used

wash water.
2. A system according to claim 1, wherein the solvent is an amine compound.
3. A system according to claim 1 or 2, further comprising:

a controller configured to adjust an amount of solvent absorbed in the emission control

section by adjusting an amount of the water stream contacted with the decarbonated flue gas.

4, A system according to claim 3, wherein the controller is configured to adjust an amount
of water removed from the reduced solvent containing flue gas by adjusting a temperature of

the cooled wash water contacted with the reduced solvent containing flue gas.

5. A system according to any one of claims 1 to 4, further comprising:

a collection device disposed between the flue gas cooling section and the emission
control section, the collection device configured to collect the used wash water from the flue

gas cooling section;
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a pump in fluid communication with a sump of the collection device to remove the

collected used wash water from the collection device;

a heat exchanger in fluid communication with the pump to cool at least a portion of the

removed used wash water to form a cooled wash water; and

a liquid distributor disposed in the absorption column and in fluid communication with
the heat exchanger, the liquid distributor configured to distribute the cooled wash water in the

flue gas cooling section.

6. A system according to claim 5, further comprising:

a second liquid distributor disposed in the absorption column and in fluid
communication with the pump, the second liquid distributor configured to distribute at least a

portion of the removed used wash water in the emission control section.

7. A system according to claim 6, further comprising:

a collection device disposed between the emission control section and an absorber
bed, the collection device configured to collect the solvent containing wash water from the

emission control section;

a pump in fluid communication with a sump of the collection device to remove the

collected solvent containing wash water from the emission control section; and

a line to direct at least a portion of the removed solvent containing wash water to the

second liquid distributor.

8. A system according to claim 7, further comprising:

a recycle liquid provided to the second liquid distributor, wherein the recycle liquid
includes at least a portion of the removed solvent containing wash water from the emission

control section and at least a portion of the used wash water from the flue gas cooling section.
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