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EPITAXIAL GROWTH METHOD·OF SEMICONDUCTOR 

BACKGROUND OF THE INVENTION 

The present invention relates to an epitaxial growth 

method of semiconductor for use in manufacturing a semiconductor 

laser made of II-VI compound semiconductor and light-emitting 

devices such as a light-emitting diode, for example. 

II-VI compound.semiconductors are epitaxially grown by 

molecular beam epitaxy (MBE) or metal organic chemical vapor 

deposition (MOCVD). When a II-VI compound semiconductor light-

emitting devi~e made of II-VI compound semiconductor, e.g., 

semiconductor laser is manufactured, a ZnCdSe/ZnSSe 

heterointerface or ZnMgSSe/snse heterointerface is formed on q 

GaAs substrate. The ZnCd~e layer or znse layer has a lattice 

mismatching for the GaAs substrate and a ·stress is generated in 

these heterointerfaces. This stress increases when the . 

interface is not flat. The increased stress reduces a. crit_ical ., 

thlqkneS.s. of a filni .. wperein a satisfactory epitaxy. C9-n ,~ .. . 

be carried-~ut. 'i1so~ the i~creased stress causes a crystal 

defect to occur easily. Furthermore, the above stress is one of 

factors for increasing· defects when the semiconductor laser is 

conducted. 

Since the ligh~-emitting device made of II-VI compound 

semicpnductor, e.g., semiconductor laser can emit las·er beam of 

short wavelength, it receives a remarkable attention as a high­

density optical recording and reproducing light source and a 

demand for e~tending its lifetime becomes increasingly high. 
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SUMMARY OF THE INVENTION 

In view of the aforesaid aspect, it is an object of 

the present invention to provide an epitaxial growth method of 

semiconductor in which the occurrence of irregularities can 

reliably be avoided·when a II-VI compound semiconductor is 

epitaxially grown. 

It is another object of the present invention to· 

provide an epitaxial growth method of semiconductor which can 

obtain a semiconductor light-emitting device which is excellent 

in life and light-emitting characteristic when applied to a 

manufacturing· method of a semiconductor light-emitting device. 

Specifically, when.a II-VI compound semiconductor is 

epitaxially grown, if a compound semiconductor and a 

heterojunction are epitaxially grown by controlling a supplying 

ratio of VI-group element and II-group element for fabricating 

II-VI compound semiconductor,· i.e., VI/II ratio, then there can 

be obtained an excellent flatness. Therefore, the present 

invention is to provide an epitaxial growth method of 

semiconductor based. on s.uch researches. 

According to an aspect of the pres·ent invention, when 

a II-VI compound semiconductor is epitaxially grown, a VI/II 

ratio in the epitaxial .growth, i·.e., a supplying ratio of VI­

group element and II-group element is selected in a range of 

from 1.3 to 2.5. 

In accordance with an aspect of the present invention, 

a II-VI compound semiconductor layer with an excellent flatness 

wherein a root mean square surface roughness is 10 nm or lower 
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could be stably reliably obtained. 

Further, although a temperature of the epitaxially­

grown substrate in the epitaxial growth is selected to be a 

relatively high temperature, i.e., in a range of from 250°C to 

300°c, a II-VI compound semic9nductor with an excellent flatness 

could be stably reliably epitaxially grown. 

Furthermore, when a ZnMgSSe semiconductor light­

emitting device is manufactured, a s·emiconductor light-emitting 

device, e.g., semiconductor laser which can emit light with a 
. . 

short wavelength ov~r a long period of time could be 

constructed. The reason for this was that, when an excellent 

flatness was obtained on each heterointerface, a stress within 

the crystal could be reduced. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a graph showing measured results of a 

relationship between a VI-II ratio and a root-mean-square 

surface roughness obtained when a II-VI compound s~miconductor 

is epitaxially grown; 

FIG. 2 is a ·schematic cross-sectional view of a 

semiconductor light-emitting device obtained by the 

manufacturing method of the present invention; and 

FIG. 3 is a schematic diagram showing an example of 

MBE apparatus for carrying out the manufacturing method of the 

present invention. 

DETAILED DESCRIPTION OF THE· PREFERRED EMBODIMENT 

Prior to describing the embodiment of the present 

invention, a fundamental principle of the present invention will 
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be described briefly below • 

. Having analy~ed a crystal structure of this kind of 

semiconductor light-emitting device, the . ___ -assignee of the 

present application found that a heterointerface within a film 

epitaxially grown by ordinary MBE is not al~ays flat and has 

periodic irregularities and clarified that the resulta~t . 

irregularities are one of factors for shortening a life of the 

·semiconductor light-emitting device. Then, the .... assignee of 

the present application has clarified that such irregularities 

are produced remarkably when an epitaxial growth temperature, 

i.e., a heating temperature of an epitaxially-grown substrate is 

selected to be 250°C or higher in order to effect an epitaxial 

grown with excellent crystallinity. 

A method of the· present invention will now be 

described with reference to the drawings. 

According to.the present invention, when a II-VI 

compound semiconductor is epitaxially grown, a VI/II ratio, 

i.e., a supply ratio of VI-group element and II-group element is 

selected in a range of from 1.3 to 2.5. 

· In a zese II-VI compound semiconductor light-emitting 

device, e.g., semiconductor laser, a znse layer formed on a GaAs 

substrate as a buffer layer, a ZnMgSSe layer formed across 

active layers as a cladding layer and a ZnSSe (ZnS0 , 07Se0 • 93 ) 

layer forme~ as a guide .layer were crystallized and grown by MBE 

with the VI/II ratio being_ changed and a flatness on the topmost 

surface was evaluated by a transmission electron microscope 

(TEM). 
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When the VI/II ratio was 1.2, irregularities of height 

of 100 nm-were produced at a period of 44 nm on the crystal 

surface in a [110] axis direction. Thus, it was confirmed that 

a flatness is deteriorated. When the VI/II ratio was· in a range 

of from 1.3 to·2.5, the crystal surface demonstrated an 

excellent flatpess. 

Table 1 shows measured results of a relationship· 

between the VI/II ratio <i:nd a-·root-mean-square surface roughness 

(rms roughness (nm)). The following table 1 indicates. respective 

measured numerical values concretely. While a substrate 

temperature was 280°C, almost similar measured results were 

obtained at a substrate temperature ranging from 250°C to 300°C. 

TABLE 1 

VI/II ratio rms roughness 

(nm) 

0.68000 .5. 7000 

0.95000 4.5000 

1.3000 1.5000 

1.9000 1. 3000 . 
2.6000 2.3000 

3.0000 3.0000 

From study of table 1, it was confirmed that the flat 

layers could be epitaxially grown according to the method of the 

present invention wherein the VI/II ratio was selected in a 
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range of from 1.3 to 2.5. 

The method of the present.invention can be applied to 

the case that a semiconductor light-emitting device, e.g.,. 

semiconductor laser with a structure shown in FIG. 2, for 

example, is manufactured. 

As shown in FIG. 2, a n-type Cl-doped znsse buffer 

layer 2, a Cl-doped ZnMgSSe firs~ cladding layer 3, a cl-doped 

znsse first guide layer 4, a zncdse active layer 5, a p-type N­

doped ZnSSe second guide layer 6, a N-doped ZnMgSSe second 

cladding layer 7, a N-doped znsse capping layer B, a quantu~ 

well structure portion 9 formed by repeatedly laminating N-doped 

znse layers and N-doped ZnTe layers and a N-doped ZnTe contact 

layer 10 are continuously epitaxially grown on a n-type GaAs 

substrate 1 at a substrate temperature ranging from 250°C to 

300°c, e.g., 300°C by MBE or MOCVD, in that order. 

Then, a groove is formed across the contact layer 10 

and the quantum well structure portion 9 at both sides of a 

central stripe portion and insulating layers 11 made of_ 

polyimide resin or Al20 3 is formed. Then, the insulating layers 

11 are formed __ on the stripe-shaped contact layer 10 to make an 

ohmic-contact, thereby forming an electrode 12 to which Pd, Pt 

and Au are deposited sequentially. Another electrode 13 made of 

In is formed on the rear surface of the GaAs substrate to make 

an ohmic-contact. 

The method of the present invention used when the 

semiconductor light-emitting device shown in FIG. 2 will be 

described more in detail below. 
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While the buff er layer 2 having a thickness ranging 

from 20 nm to 1.00 nm is epitaxially grown on the G~s substrate 

1, at least a lower buffer layer 2A of the buffer layer 2 and 

having a thickness of about 20 nm is epit~xially grown with a· 

supplying ratio of s, Se and Zn ranging from 1.0 to 1.2 and then 

the remaining upper buffer layer 2B and the following respective 

semiconductor layers 3 to 10 are epitaxially grown with the 

VI/II ratio ranging from 1. 3 to 2. 5, e.g. , 2. 0. In particular, 

the first cladding layer 3, the first guide layer 4, the active 

layer 5, the second guide layer 6 and the second cladding layer 

7 are epitaxially grown with a supplying ratio of VI-group 

element and II-group element supplied from molecular beam 

sources of respective elements to the substrate 1, i.e., VI/II 

ratio selected from 1.3 to 2.5, e.g., 2.0. Specifically, when 

the first cladding layer 3 and the second cladding layer 7 are 

grown epitaxially, a ratio between a_total supplying amount of 

s I Se and a total supplying amount of Zn, Mg are selected to be 

2.0. When the first guide layer 4 and the second guide layer 6 

are grown epitax~ally, a ratio between a total supplying amount 

of s, Se and a total supplying amount of Zn is selected to be 

2.0. When the active layer 5 is epitaxially grown, a supplying 

ratio between the total supplying amount of s, Se and the total 

supplying amount of Cd is selected to be 2.0. 

The respective compound semiconductor layers are 

epitaxially grown by MBE with an MBE apparatus schematically 

shown in· FIG. 3. 

As shown in FIG. 3, the MBE apparatus includes a 
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vacuum chamber 40 having a super vacuum exhauster (not shown·). 

A substrate holder 42 witn the substrate 1 held thereon is 

disposed within the vacuum chamber 40. 

The vacuum chamber 40 includes a plurality of 

molecular beam sources ( K c_ells) which are opposed to the 

substrate 1 as material sources of II-VI compound semiconduct~r. 

The chamber 40 is provided with a plasma generating chamber 44 

for irradiating plasma N (nitrogen) to the substrate 1. Magnets 

45 are disposed within the plasma generating chamber 44. The 

plasma generating chamber 44 is provided with a microwave 

terminal 46 for supplying microwaves to the vacuum chamber 44 

and a nitrogen ga.s conduit 47 for supplying a nitrogen gas into 

the vacuum chamber 40. 

With the above-mentioned arrangement, the II-VI 

compound semiconductors are epitax~ally grown on the substrate 1 

with irradiation of molecular beams from the molecular beam 

sources 43 to the substrate 1. When a N-doped p~type II-VI 

semiconductor substrate is epitaxially grown on the substrate, a 

nitrogen gas is excited as a plasma nitrogen gas due to electron 

cyclotron resonance caused by application of magnetic field and 

microwaves in the plasma chamber 44. Then, the plasma nitrogen 

is introduced from a plasma inlet 48 of the pla~ma generating 
I 

chamber 44 and irradiated on the substrate 1 together with the 

irradiation of molecular beams, whereby the N-doped compound 

semiconductor can be epitaxially grown on the substrate 1. In 

FIG. 3, reference numeral 49.depicts a substrate compartment, 

i.e., so-called reserve compartment by which the substrate 1 is 
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delivered into and from the vacuum chamber 40. 

The above respective semiconductor layers are 

epitaxially grown by this MBE apparatus. When· the VI/II ratio 

is selected, if a temperature of a crucible for heating and 

evaporating raw ~aterials of molecular beam sources of the 

molecular beam ·sources 43 is controlled·,· then the ratio with 

which II-group element and VI-group element are supplied to the 

substrate 1 within the chamber 40 can be controlled. 

The epitaxial growth method of semiconductor. according 

is not limited to the case that the II-VI compound semiconductor 

is epitaxially grown by MBE and can ~e applied to a case that 

the II-VI compound semiconductor is epitaxially grown by MOCVD. 

A semiconductor light-emitting device made by the 

method according to the present invention, e.g., semiconductor 

laser demonstrated excellent flatness on each heterointerface 

across the active layers and could emit light stably over a long · 

period of time. 

While the method according to the present invention is 

applied to the semiconductor light-emitting device of so-called 

SCH (separate confine~ent heterostructure) struc~ure in which 

the first and second cladding layers 3, 7 are formed across the 

active layer 5 through the first and second guide layers 4, 6, a 

fundamental principle of the present invention can be similarly · 

applied to a semiconductor light-emitting device having a 

double-heterostructure without guida layers formed thereon and a 

variety of semiconductor devices. 

According to the.epitaxial growth method of 
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semiconductor of the present invention, when the II-VI compound 

semiconductor is epitaxially grown, if the VI/II ratio in the 

crystal growth is controlled, i.e., the VI/II ratio. is selected 

in a range of from·l.3 to. 2.5, then a flatness of the topmost 

crystal surface and the heterointerface can.be increased. 

Therefore, a stress within the crystal can be reduced and the 

resulting semiconductor can be extended in life. Further, when 

a substrate temperature is selected in a range of from 250°C to 

300°C wherein excellent crystallinity .can be obtained in this 

epitaxial growth, an excellent flatness can be obtained. Thus, 

when the epitaxial growth method of semiconductor of the present 

invention is applied to the case that an excellent 

characteristic, e.g., semiconductor light-emitting device is 

obtained, it is possible to obtain a semiconductor light­

emitting device with excellent light-emitting characteristics. 

Furthermore, since the semiconductor light-emitting 

device which can emit light with a short wavelength over a long 

period of time can be fabricated by manufacturing a ZnMgSSe 

semiconductor light-emitting ·device according to the method of 

the present invention, a high-density optical recording or high­

density reproducing light source can be realized. 

Having described a preferred embodiment of the 

invention with reference t6 the accompanying drawings, it is to 

be understood that the invention is not limited to that precise 

embodiment and that various changes and modifications could be 

effected therein by one skilled in the art without departing 

from the spirit or scope of the invention as defined in the 
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appended claims. 
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What is claimed is: 

1. An epitaxial growth method of semiconductor 

comprising the steps of: 

epitaxially growing a II-VI-9roup semiconductor; and 

selecting a VI/II ratio which is a ratio with which· 

VI-group element and II-group element are supplied when said II­

VI-group semiconductor is epitaxially grown such that said.VI/II 

ratio falls in a range of from 1..3 to 2.5. 

2. An epitaxial growth method of semiconductor 

according to claim 1, wherein a substrate temperature at which 

said II~VI-group semiconductor is epitaxially grown is selected 

in a range of from 250°c to 300°C. 

3. An ·epitaxial growth method of semiconductor 

according to claim 1, wherein said II-VI-group semiconductor is 

a compound semiconductor made of three elements or greater. 

4. An epitaxial growth method of semiconductor 

according to claim 3, .. wherein said II-group element is Zn and Mg 

and said VI-group element is s and Se. 

5. An epitaxial growth method of semiconductor . 
according to cla~m 3, wherein said II-group element is Zn and 

said VI-group element is s and Se. 

\ \11\11\ \\\I\\ Ill\\ \\1\1 \\ \II\ 
* C L M S * 
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6~ An epitaxial growth method of semiconductor 

according to claim 3, wherein said II-group element is Zn and Cd 

and said VI-group element is Se. 

I lllllll llllll lllll lllll II llll 
* C L M S * 


