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(54) Title: METHOD AND DEVICE FOR PREVENTING SLAG FROM FLOWING ALONG WHEN TAPPING A MOLTEN
METAL

(54) Bezeichnung: VERFAHREN UND VORRICHTUNG ZUR VERHINDERUNG DES MITFLIESSENS VON SCHLACKE
BEIM ABSTICH EINER METALLSCHMELZE

(57) Abstract: The invention relates to a device
for preventing slag from flowing along when
tapping a molten metal out of a metallurgical vessel,
whereby the tap opening of the vessel is formed
out of interchangeable pipes, which are located one
above the other, made of wear-resistant refractory
material, and enclosed by tap framing blocks,
whereby the lower end of the tap interchangeable
system, which is constructed as described, is formed
by a cup block against which a slide that closes the
opening rests. According to the invention, axially
extending channels that are open at both ends of
the pipe are provided in the pipe wall of at least
“ the interchangeable pipe that leads into the interior
‘\ . of the vessel. Said channels are connected to a gas
y supply at the pipe end facing away from the interior
of the vessel. '
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(§7) Zusammenfassung: Bei einer Vorrichtung
zur Verhinderung des Mitfliessens von Schlacke
beim Abstich einer Metallschmelze aus einem
metallurgischen Gefdss, wobei die Abstich-
offnung des Gefidsses aus verschleissfestem
Feuerfestmaterial  bestehenden, libereinander
angeordneten Wechselrohren gebildet ist, die
von Abstichumrahmungssteinen eingeschlossen
sind, wobei das untere Ende des so gebildeten
Abstichwechselsystems durch einen Tassenstein
gebildet ist, an dem ein die Offnung verschliessender
& Schieber anliegt, ist erfindungsgemdiss vorgesehen,
dass in der Rohrwandung wenigstens des in dem im
Gefissinnenraum
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wherepy the | ower end of the tap interchangeable system which is
constructed as described, is forned by a cup bl ock agai nst which a slide
that closes the opening rests. According to the invention, axially
extendi ng channel s that are open at both ends of the pipe are provided in
the pipe wall of at |east t he i nterchangeabl e pipe that |eads into the

of the vessel. Said channels are connected to a gas supply at
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