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(54) Title: AEROSOL VALVE ACTUATOR

AN,

(§7) Abstract: A camless aerosol valve actuator
(10) a top portion (14) mounted on and rotatable
with respect to a bottom portion (15) from an
inoperative to an operative position. A first collar
(16) of the top portion has a side opening (20) and
a first central opening (17) with a depressible finger
pad (18) mounted therein. A second collar (32) of
the bottom portion has a depressible product channel
member (34) with a nozzle (36) positioned adjacent
the second collar. A finger pad first protuberance
(25) overlies and aligns with the product channel
member only in the operative actuator position. The
nozzle aligns with the first collar side opening only
in the operative actuator position, and the nozzle
is blocked by the first collar in the inoperative
position. A finger pad second protuberance (26)
braces the product channel member in the operative
actuator position.



(16) of the top portion has a side opening (20) and a first central
opening (17) with a depressible finger pad (18) nounted therein. A second
collar (32) of the bottom portion has a depressible product channel
menber
finger ps 5
channel nenber onI in the op eratlve actuator p05|t|on. The nozzIe allgns
with th@’W F%t“ﬂ%Ft er ghbpalg éﬁ? heoﬁlf in the operative actuator position,
and t he; fiof %ﬁ (b%%m bmw@éﬁG Ve f5%€t collar in the inoperative

1 go uarlssu 0,
posi tion. secon protuberance (26) braces the product channe

menber in the operatlve actuator position.




