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MEDIA CONNECTOR INTERFACE FOR USE WITH A 
PCMCIA-ARCHITECTURE COMMUNICATIONS CARO AND METHOD 

1. The Field of the Invention 

The present invention relates ·to the field of computers. 

Mdre particularly, it relates to an interface between a ... ,.. 
connector and a communications card in a computer system, and 

specifically · to a physical/electrical media connector 

interface for use with a s· mm PCMCIA-architecture. 

communications card, such as used in laptop and notebook 

computers. 

.· ... ·. 

2. Related· TechnolOqy· , 
A. Data Transmission 

The field of transmission of data· by phone lines or 

network cables is a rapidly/:exi,landlnq field. Users of 
/ 

personal computers in particular are f indinq such practice to 

be of great value. 

For· ·uampl:e' there'" ·· .. are-·· numerous public and private 

networks· and. databases· whil:h store data or·proqrams. Absent 

the abil~ty to send· and receive data over telephone lines 

through a modem, a user is relegated to relying upon the· 

exchanqe of discs or tapes in order· to receive data suitable 

for use with their computer~ 

Similarly, companies performing tasks that are integrated 

·a.re· aided by .local area networks ("LANs") which . permit 
... 

: personnel· to ·exchange· electronically· retrievable data. The 

ability . to , freely transfer data and information from one 

computer · tc:f;.:another computer over a telephone line may 
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dramatical.ly increase productivity and reduce overall 

production time. 

To translate the binary code utilized by a computer into 

siqnals capable of beinq transmitted over the telephone lines, 

modems have been developed to translate and reconf iqure binary 

siqnals into analoq siqnals capable of b~inq transmitted over 

telephone lines. For conversion of signals to take place, a 

modem. must be placed between the computer generating . the 

binary siqnals and the telephone line capable of carrying the 

analoq siqnals. -. .,_ ... 

Typically, in today's practice, a modem at the 

transmittinq computer end of a telephone line receives binary 

diqital data from the computer and converts the binary code 

received from. the computer ~into modem fr_equency signals. 

These modem frequency siqnals are _then transmi~ted over the 

telephone lines to a receivinq modem at the receiving 

computer. 

The modem at the recipient's end then converts the modem 

frequency siqnal ~ck to binary diqital data ch~racters and 

inputs the data characters to the input port of the receiving 

comput~. 

As today's modems serve to provide a compatible interface 

between the phone lines and the computer, the Federal 

Communications commission ("FCC") and telephone companies 

require an interface to moderate all siqnals or enerqy being 

input into the phone lines. -rhis interface protects the phone 
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lines and systems from damage, thereby ensuring the inteqrity 

and quality of transmissions over the phone lines. 

A required part of this interface is a Data Access 

Arranqement ("DAA") circuit. The DAA circuit provides an 

impedance match and also serves to isolate the modem and the 

computer from transient signals and other disturbances coming 

in over the phone line. The_DAA also protects the phone line 

from disabling influences emanating from the computer or the 

modem. 

For example, damage would occur to the telephone system 
'~ ,. 

if instead of transmitting ·frequency signals, DC power was 

transmitted over the phone lines. Because the modem is 

attached directly to· the _phone- ~line, the mod.em must 

incorporate the required Fcc:interface and must comply with 

any requirements imposed by local tel~phone companies. 

The ubiquity of the telephone and the need for interactive 

systems throughout the world have . 9aused standards- to be 

established for the components of a telephonic system. 

Standardization allows telephone systems and devices using 

those systems to be interchangeable. The components of the 

telephone that are most thoroughly standardized are 

physical/electrical media connectors. 

Phy~ical/electrical •edia connectors are used by almost 

all telephone companies throughout the world for many 

applications, the most important of which is interconnection 

of telephones with telephone lines. For this reason, 
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strinqent standardization of connectors is required if 

compatibility and interactivity is to be realized. 

One popular physical/electrical media connector used in 

the United states of America is the RJ-11 6-position miniature 

modular pluq physical/electrical media connector. The RJ-11 

is used between the telephone line and the telephone itself. 

Unfortunately, because of the physi.cal and electrical 

differences between the many pins of the peripheral ports 

associated with the central processing unit of a computer and 

the 6 pins of the RJ-11, direct physical or electrical 
·: ..... 

connection of the RJ-11 to the computer is not possible. 

Consequently, it has been found necessary to employ modems 

or similar input/output devices or cards to effect 

communication between compute~ and telephone lines. Modems 

reconfigure binary data from the central processinq unit of 

the computer as received throuqh the multi-p_in peripheral 
-

port. The reconfiqured data is then transmitted in analoq 

form throuqh ~e RJ-11 physical/electrical media connector 

into the telepho~e_line. 

' B. I.ocal Area Networks 

In contradistinction to the development of telephone 

lines, transmission lines used in LANs have been developed 

specifically for the transmission of computer qenerated 

signals. Because of the recent development of these 

transmission lines, a variety of internal configurations for 

Page 4 

~-·--··--·------·-·'-, 
-·-··· , lj' <:: .,.-E~l t I S S~ltt i ri ·\i.J uc J;i ' 

'-)i;:j)l ~C'l=f) 
11t_,l ••• v ... --­_____ ..... _ 

-



··-· ·~-·~· y• •• •• ··- •••• 

transmission lines have been developed to accomplish the 

transmission of computer data between computers. 

Three basic cable types are available for use in 

transmitting encoded signals from one place to another: (1) 

coaxial, (2) twisted-pair, and (3) fiber optic. Each has 

certain advantages and disadvantages. 

1. coaxial Cable 

Originally, access protocols .used in LANs were tied to 

cable type. For example, Ethernet• and ARCnet•, two o( the 

original LAN systems; rari only on coaxial cable. Because 

these protocols have.been around ·the longest, the majority of 

installed LANs use coaxial cable. 

Coaxial cable has four co1'P°nents. The first is an inner 

conductor -- a solid metal wire. This. i~n~r conductor, is 

surrounded by an insulation layer. A third layer, comprised 

of a thin tubular piece of .. metal . screen:; surrounds the 

insulation. The axis Of curvature- Of the screen coincides 

with that of the inner conductor; hence~ the term "coaxial" 

has devel.oped. Coaxial" cable also has applications in cable 

television connection and in automotive radio installations. 

Coaxial. cable ranges in size from thick Ethernet• (which is 

as thick as one-half inch) to Thinnet• (which, resembles cable 

television cable). 

The advantages of coaxial cable incl.ude high bandwidth 

which all.ows it to carry signals at high speeds, relatively 
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low susceptibility to interference, and familiarity to LANs 

installers. 

The main disadvantage to coaxial cable is the difficulty 

in connecting it to LANs. Standard Ethernet® coaxial cable 

requires a connection commonly ref erred to as a vampire tap 

and drop cable. This connection is bulky and adds to the 

already high expenses incurred with the acqu~s~~~on of the 

coaxiali, cable. 

2. Twisted-pair cable 

. Although-coaxial cable has been used in LANs longer than 

other cable types, twisted-pair·cable has been used in the 

communications industry lonqer than· coaxial cable in. other 

applications such as telephpne ·lines. Because early 

experiments with twisted-pair cable resulted ~n slow 

transmission rates, coaxial cable was selected for use with 

LANs requirinq high transmission~rates. Recent advances in 

LANs protocols have increased· ·the transmission rate pc;1ssible 
. . 

with twisted-pair cable to the point that twisted pair cable 

is now a viable alternative to coaxial cable. 

The'benefits to using twisted-pair ~able revolve around 

the availability of twisted-pair cable in almost every 

building constructed offering telephone service. By utilizinq 

the twisted-pair cable already· installed in buildinqs for 

telephone lines, twisted-pair cable enjoys a significant cost 

advantaqe over coaxial cable in retrofit situations. In 

·----, 
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addition, twisted-pair cable is more flexible and is easier 

to install in new buildinqs. 

Due to the size and confiquration of twisted-pair cable, 

a variety of physical/electrical media connectors may be 

utilized. Physical/electrical media connectors complyinq with 

FCC Rule 68.500, subpart F, such as RJ-type connectors are 

easily used with twisted-pair cable. As a result, one of the 

most •advantaqeous features of twisted-pair cable is its 

connectability. 

3. Fiber optic Cable 

Fiber optic cable is immune to etectromaqnetic 

interference, has enormous bandwidth, sends data over huqe 

distances, and can carry voicj!, vid~o ,· ~~d ·data~ - The biqqest· 

disadvantaqes of fiber optic cable are the pric;:e and the 

difficulty in connectinq it to LANs. Fiber optic connectors 

are more difficult to install than even coaxial connectors. 

Of the variety of tr~nsmission lines avail~ble, unshielded" 

twisted pair cable seems to be emerqinq as the most popular 

variety of computer data transmission cable. Contributinq to 
., 

the popularity of this variety of cable at least in part, is 

the compatibility of this cable with a broad ranqe of 

physical/electrical media connectors. 

4. LAN configurations 

A typical local area network comprises several computers 

at remote locations throughout a buildinq interconnected with 
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unshielded twisted pair cable utilizinq RJ-type 

physical/electrical media connectors. The network is 

typically connected to a file server. A file server ·is a 

computer providing shared access to a file system, printer, 

electronic mail service, or modem. The file server is a 

combination of hardware and software that contains files 

shared by everyone connected to the LAN. 

As. LANs utilizing unshielded twisted pair cable are 

capable of transmitting signals at a higher rate than signals 

travelling throuqh tele~hone lines, the requirements of the 

devices used to translate and reconfigure signals from the 

computer for transmission throuqh lines have consequently been 

developed with different requirements. 

The counterpart to tlie modem·ir{teleph'onic' communications 
/ 

is the LAN adapter card or data communications card •. In a 

similar fashion to a mOdem, these communications cards 

reconfigure the parallel data produced by the computer into 

a serial form and back. These cards also provide· buffering, 

encoding and decoding, cable access, and transmission. 

As the use of LANs increases, it has become increasingly 

more be~ef icial for users of portable computers to hav~ the 

ability to interact with several local area networks at 

different locations. For example, information at one location 

may be downloaded to a portable computer that allows a user 

to manipulate the data during a business trip and load the 

manipulated data onto the network at a destination. 
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Diaqnostics and maintenance are also made easier through the 

use of common connectors .. 

As the popularity of twisted-pair cable has increased, the 

popularity of the most frequently used physical/electrical 

media connector, the a-pin miniature modular plug, has also 

increased. This increase in popularity of the a-pin miniature 

modular pluq has introduced· the same problems and solutions 

into LANs · as will be discussed regarding the RJ-11 

physical/electrical media. connector in the development of 

modems. ..,_ .. 

c. Modem Development 

1. External Modems 

Many modems in use today are configured as external 

accessory units, housed in their own cases, and attached-to 

the computer. Such a prior a~ modem is illustrated in Figure 

l of the drawinqs. A modem 10 is shown near a ·telephone.base 

12 which cradles a telephone receiver 14 . Modem 10 is 

electrically connected to the telephone with a telephone 

extension line utilizing physical/electrical media connectors 
..... 

at each end. Signals transmitted by a modem at a remote 

location are received over a telephone line 16. An RJ-11 

physical/electrical media connector 18 is used to physically 

and electrically connect a local telephone extension line 20 

to telephone line 16. Another RJ-11 connector is used to 

connect extension line 20 to modem 10. 

------·-·-·-----, 
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Modem 10 converts the modem frequency siqnal back to 

binary diqital data characters~ The diqital characters are 

then transmitted through a multiplexed cable 22· to an input" 

port of a recei vinq computer 2 4 • In the prior art system 

illustrated in Fiqure 1, a DAA circuit is located within modem 

_ 10 at the point where the modem interfaces with telephone 

extensiol) line 20. At this location, the DAA circuit isolates 

the modem and the computer from disturbances coming in or 

goinq out over the phone line. 

External modems like modem 10 are often employed by users 

of personal computers. External modems have been popular. 

because they can easily contain a substantial amount of 

electronic circuitry or hardware, as well as executable 

proqrams or software. 

With the advent of downsizing- technoloqy in other compute~ 

components, however, smaller portable computers (often 

referred to as laptop' or-noteboox ·computers) have taken the 

place of many of the desktop models~ With the· new-found 

portabi1ity available with laptop or notebook computers, the 

size of external modems has made externa1 modems cumbersome 

and not ~n keeping with the portability that buyers of these 

downsized computers desire. 

D. Integral ModemS 

To overcome the inconvenience and physical limitations of 

external modems, smaller modems have been developed that are 

small enough to be built into the housinq of a portable 
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computer. Such a modem is illustrated in Figure 2. An 

integral internal modem JO is located within the housing of 

a portable computer 32 at a position giving access to local 

telephone extension line 20. The interface between the 

telephone line and modem JO is achieved through the use of an 

RJ-11 physical/electrical media connector and an internal DAA 

34. The RJ-11 physical/electrical ~edia connector has two 

components: an RJ-11 socket and an RJ-11 plug. 

An RJ-11 socket J6 is formed in the housing of computer 

32. This socket is capable of-receivinq an RJ-11 plug 38 from .. 
any of the many . telephone .. lines ·utilizing ·an RJ-11 

physical/electrical media connector system.. 

The . ubiquity of the· RJ-11 system· provides users of· 

portable computers. with int~J., .modems· a uniform standard 
·' 

interface for media access devices such as modems. Modem 
' 

manufacturers can build products capable of accepting the RJ-

11 media connector with confidence.that their product can be 
I 

used in a wide geographical area. ·Because modems can be built 

·to the RJ-11 uniform standard, consumers benefit from- the 

ability to interchange.and interconnect media access devices 

without,the need for adapters for products made by different 

manufacturers. 

E. Communications Carsls 

As computer housinqs have continued to be downsized, 

internal spatial. restrictions have required the establishment 

of standards for the internal accessories of the computer. 
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one set of standards applicable to memory cards has been 

developed by the Personal computer Memory card International 

Association (PCMCIA) • This orqanization. i:;; . comprised of 

hundreds of manufacturers of memory cards and related 

peripheral equipment. The PCMCIA has determined that the 

spatial standard for all memory cards used in down-sized 

computers should be .~estricted to a rectanqular space 

apprQximately 55 mm in width, 85 mm in length, and 5 mm in 

depth. 

In keepinq with -the PCMCIA standards. for memory cards, 
. . 

internal modem manufactur~rs .have.adopted the·same spatial 

standards for use with their down-sized communications cards. 

By complyinq with the. standards established by PCMCIA for 

memory cards, .. comm~ications ,card manufa~urers .have assured 
_,. 

them.selves of compatibility and- spatial conforiui.ty .with 

computers utilizinq the new PQ(CIA standards. 

The constraints impo~e4-· by. this. new PCMCIA standard have 

resulted in the development of. .. "cre4it. card" communications 

cards. Most of the components formerly housed within a modem 

are now contained within a credit card-sized wafer. One 

communi<:.f,tions card conforminq to this new PCMCIA standar<\ is 

produced by Intel under the ExCA• trademark and is similar to 

that illustrated in Fi~e 3. 

Althouqh the communications card illustrated serves the 

functions of a modem, a similar card has been contemplated for 

use in LANs. 
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Figure 4 illustrates 68 pin socket 42 which is 

pressed over a corresponding plug affixed to the circuit board 

of the computer. This plug and socket arrangement provides 

versatility in the selection of cards that a user may select 

for use with the computer. For example, extra memory cards 

also utilize the same PCMCIA architecture standards and may 

therefore be inserted over tne same plug as is used .with 

commuqications card 40. 

Figure 5 illustrates peripheral socket 44 .in PCMCIA 

communications card 40. Althou~h 68 pin socket 42 is part of 

the standardized elect~ical interface under the PCMCIA 

architecture, socket 44 is built into communications card 40 

to correspond to the vart.ety of plugs employed by different 

manufacturers. For ex~ple, .... socket 44 is used to interface 
·' -

with external media access units that contain elements of 

integrated modems that have.not been included within PCMCIA 

communications card 40. 

Elements not included within the communications card 
illustrated in Figure s include the RJ-type connector 

interface and the DAA. The DAA and the connector interface 

used in ~e system illustrated in Figure 5 media are housed 

in an external unit (often referred to as an "intermediate 

physical/ electrical connector" or "podule") • While 68 pin 

socket 42 is standardized as part of the PCMCIA architecture, 

the shape and conf iquration of peripheral socket 44 varies 

with the needs of the manufacturers of the external 

intermediate physical/electrical connectors. 
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Fiqure 6 illustrates another form·of peripheral socket 

like that illustrated in Fiqure 5. External intermediate 

physical/electrical connector socket 46 has a shape capable 

of receiving a correspondinq plug for use with the DAA and RJ-

11 interface housed in a podule for modem transmissions or an 

a pin modular plug interfaca for use with LANs. Socket 46 is 

manufactured into communicat.ions card .40 for use with a 

specific external OAA and RJ-11 interface podule. As a 

result, although the RJ-11 media connector is available at 

most locations providin~ telephone service, a user will still 
.. ' 

be unable to utilize 'an in:tegral modem if a compatible 

external DAA and RJ-11 interface podule corresponding to 

socket 46 is not available. 

Figure 7 depicts communi~tions card 40 i~side of a down-

sized or laptop computer. External intermediate 

physical/ electrical connector socket 4 6 is shown incorporated 

into communications card 40 and .extending to an exposed 

position so that. connection can-, be made therewith. An 

intermediate physical/electrical connector podule 48 houses 

an external. DAA so and RJ-11 enclosed socket 36. Podule 48 

is in ~lectrical connection with communications card 40 

throuqh an external physical/electrical connector pluq 52 and 

a connector cord 54. 

In use, a telephone line is physically and electrically 

connected to RJ-11 enclosed socket 36 with an RJ-11 pluq to 

form a communications interface. Incoming signals are then 

filtered throuqh external DAA 50 and pass through connector 
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cord 54 to external physical/electrical connector pluq 52. 

A second communications interface is formed between connector 

pluq 52 and connector socket 46. As discussed.previously, the 

RJ-11 communications interface is widely available, while the 

second communications interface between connector pluq 52 and 

connector socket 46 is manufacturer-specific. 

Atter passing throµgh the second communications interface, 

siqnals are translated from analog modem frequency to binary 

signals compatible with the computer. 

The depth of a PCMCIA standard communications card is 

limited to 5 mm. However, the dep_th of a media connector such 

as the RJ-type or a-pin miniature modular pluq is 

approximately s-12 mm. As a result, an .RJ-l.1 or other modular 

connector exceeds the depth .restrictions imposed by the PCMCIA 
/ . 

standards for internal computer components. Direct internal 

connection of the physical/electrical media connector would 

necessitate encroachinq on a neiqhborinq _card space -- an 

approach advocated by some manufa~tur~r~, bu~_requirinq the 

sacrifice of space that could be used to provide additional 

memory capacity. 

While,an external DAA and adaptor solve the problem of 

incompatibility between computers an_d modems or LANs, the -

solution necessitates carryinq an extra item (namely the 

external DAA podule) whenever use of the modem is desired." 

The advantaqes of easy portability afforded by downsized 

computers are someWhat negated by the need to carry alonq 

extra interfacing devices. 

lili[iU 
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A second problem encountered by users of external DAA's 

is that there is no standai:-dization amonq the various 

manufacturers of external DAA's. As a result, intermediate . 

physical/electrical connector podule 48 may take several 

forms, no one form allowinq use of an external DAA made by a 

different manufacturer. It is, therefore, imperative that an 

appropriate ext~rnal DAA is carried alonq whenever the 

computer is transported to a different location. As no direct 

interface with the communications card is afforded without the 

adaptor, failure to remember. the' adaptor results in an· 

essentially nonfunctional communications system or LAN. 

Another solution ~dvocated by some manu~acturers to the 

incompatibility of the RJ-11 connector with the PCMCIA memory 

card size constraints is illustrated in Figure a. PCMCIA 
/ 

communications card 40 is shown with an in!=eqrated 

physical/electrical connector 56 attached at the location 

where enclosed socket 44 is usually·located. A small DAA is 

located within inteqrated connector 56 to filter siqnals 

passing therethrough. RJ-11 connector socket 36 is formed in 

a free end of connector 56. The heiqht of connector 56 is 

approx~tely 10 mm, thereby allowing RJ-11 socket 36 to be 

contained therein. Incorporation of integrated connector 56 

allows an 8 mm RJ-11 plug to interface with the s mm 

communications card 40. 

Fi~e 9 illustrates the communications card and connector 

of Figure 8 installed in a laptop computer. 68 pin socket 42 

is installed over a correspondinq pluq in electrical 
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communication with the circuit board of the computer. 

Although communicatinns card 40 complies with the s mm PCMCIA 

size restrictions, the 10 mm inteqrated connector 56 does not. 

As a result, inteqrated connector 56 must either be placed 

outside of the computer housinq or must displace memory cards 

in adjoining slots. 

Operation of the communications card requires only the 

connection of an RJ-ll pluq into RJ-11 enclosed socket 36 or 

an RJ-4 5 or 8 pin modular pluq for use in LANs. Signals 

received from remote modems are filtered by the internal DAA 
~ .. .· 

and converted by coUllllunications card 40. 

Although this solution to -the RJ-ll. LAN interface problem 

eliminates the need for carry1nq extraneous components and 

eliminates the incompatibilt.ty of those components, some 
·' 

problems unique to the integral physical/electrical_con~ector 

are introduced. 

For example, the ·extension of !ntegrai connector 56 beyond 

the housing of· the· · c:Omputer exposes the connector to the 

possibil.ity of breakaqe even when the connector is not in use. 

The protrusion beyond the normal dimensions of the computer 

also intf!{feres with the fit of computer portfolios used in 

transportinq many laptop computers. 

It would, therefore, be an ~dvancement in the art to 

provide a 5 mm PCMCIA-architecture communications card that 

is capable of direct connection with a miniature modular pluq 

physical/electrical. media connector. 
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Yet another advancement in the art would be to provide a 

direct media connector interface for use in laptop and 

notebook computers that does not displace contiguous memory 

cards. 

A further advancement in the art would be to provide a 

communications card that complies with the 5 mm PCMCIA memory 

card space confiquration limitations while also prc'IVidinq 

direct connection with a miniature modular plug 

physical/electrical media connector. 

A still further advancement in the art would be to provide 
··-~ . 

a communications card that allows the comp·uter housing to 

retain its desiqne~ shape free from any added protrusions or 

added external equipment. 

Another advancement···in tile· art would be to ·provide a s mm 
" 

PCMCIA-architecture communications card/media connector 

interface that is capable of beinq carried internally when not 

in use. 

Still another advancement in the art would be to provide 

a communications card/media: connector interface that is free 

from rel.iance on an enclosed physical/electrical media 

conneceor socket. 

A further advancement in the art· would be to provide a 

communications card connectinq system that is free frqm 

reliance upon an external Data Access Arrangement circuit. 

A still further another advancement in the art would be 

to provide a communications card connectinq system that is 
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free from reliance on any components which must be carried 

externally in addition to the computer. 

Another advancement in the art would be to provide a LAN 

adaptor card capable of direct connection with a miniature 

modular pluq physical/electrical media connector. 

Still another advancement in the art would be to provide 

a LAN adaptor card that is c~pable of beinq carried internally 

in th~ computer when not in use. 

Yet another advancement in the art would be to provide a 

·LAN adaptor card connect~ng system that is free from reliance 
···.',. .. 

on any components which must be carried. externally in addition 

to a portable computer. 

OBJECTS AND· BRl:EF SUMMARY OF -THE :INVElf'PION 
·' 

It is, therefore, one object of the present invention to 

provide a 5 mm PCMCIA-architecture communications card that 

is capable of direct connection with a miniature modular plug 

physical/electrical media connector. 

Another object of the present invention is to provide a 

direct media connector interface for use in laptop or notebook 

computers that does not displace contiguous memory cards. 

Yet another object of the_present invention is to provide 

a communications card that complies ~ith the 5 mm PCMCIA 

memory card space configuration limitations while also 

providing direct connection with a miniature modular pluq 

physical/electrical media connector. 

- ·p.age 19 
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Still another object of the present invention is to 

provide a communications card that allows the computer 

housinq to retain its des-igned shape free from any added· 

protrusions or added external equipment. 

Yet another object of the present invention is to provide 

a 5 mm PCMCIA-architecture· communications card/media connector 

interface that is capable of being carried in~ernally when not 

in use:;. 

Still another objec·t of the present invention is to 

provide a communications card/media connector interface that 
'" 

is free from reliance -on an enclosed physical/ el.ectrical media 

connector socket. 

Yet another object of the present invention is to provide 

a communications card connectinq system that is free from 
/ 

reliance upon an external Data Access Arrangement circuit. 

A further object of the present invention is to provide 

a communications card connect!:ng system .th4't is free from 

reliance on any component& which must.be_carried e~ernally 

in addition to the computer. 

A stil.l. further object of the present invention is to 

provide,a LAN adaptor card capable of direct connection ~ith 

a miniature modular plug physical/ el.ectri~l media connector. 

A further object of the present invention is to provide 

a LAN adaptor card that is capable ot beinq carried internally 

in the computer when not in use. 

Yet another object of the present invention is to provide 

a LAN adaptor card connectinq system that is free from 
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reliance on any components which must be carried externally 

in addition to the portable computer. 

Additional objects and advantages of the invention will 

be set forth in the description which follows, and in part 

w.ill be obvious from the description, or may be learned by the 

practice of the invention. The objects and advantages of the 

invention may be realized and obta~n~d . by means of the 

instruments and combinations particularly pointed out in the 

appended claims. 

To achieve the foreqoinq objects, and in accordance with 

the invention as embodied and broadly described.herein, an 

interface for use between a miniature modular pluq 

physical/electrical media conneCtor and a PCMCIA-architecture 
. . 

communications card such as _,11sed in laptop and notebook 

computers is provided. 

The media connector capable of beinq used with the present 
.. 

invention has a biased retention clip, a· contact pin block1 

and contact pins. The retention ciip ha~ s~v~~al -~tandardized 
characteristics,.in~ludinq a.broad fixed end protruding fro~ 

an outer surface of the contact pin block. The broad fixed 

end taper"& .. abruptly at a transition notch to a narrow free 

end. A user manipulates the narrow free end to disenqaqe the 

media connector from the communications card.· 
. .. 

In use, a media connector (such as an RJ-type 6 or 8-pin 

miniature modular pluq) is inserted directly into an aperture 

in a communications card havinq a plurality of contact wires 

in electrical connection with both the computer and the 
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aperture. This direct connection obviates the need for any 

adapters to facilitate connection of the media connector to 

the communications card. 

The aperture is sized and conf igur~d as to be capable of 

receivinq the media connector. The orientation of the 

aperture to the communications card is impo~tant as the 

contact wires must be in electrical contact with the contact 
• .. • I' - • 

pins i,n the media connector to properly co~unicate electrical 

siqnals tnerethrouqh. 

Two structures present in an. enclosed physical/electrical 
.. ~ .. 

media connector socket, the re~ention clip ridge and the 

socket fl.oor must be. present- in all arrangemen.ts attempting 

to retain the media connector. 

Accordingly,- one aspect.of the invention overcomes the 
/ 

limitations of the PCMCIA communication card by orienting the 

aperture at an angle relative to the face of the 

communications card. An aperture form~d J'.1.0~l to the surface 

of the communications card would not allow retention of both 

the retention clip and the bottom of the connector pin block. 

The transition notch in the retention clip must be captured 

· by a re~ention ridqe located more than 5 mm from the tip of 

the media connector. The 5 1DJll PCMCIA restriction thus 

prevents any structure from capturing the transition natch and 

the bottom of the connector pin black. 

By anql.ing the aperture, however, sufficient surface area 

is exposed within one side of the aperture to capture the 

transition notch with a retention ridge while simultaneously 

This &beet Has Been Replaced 

f Jllllll llllll Jlll-f ll lllJ 
Page 22 

' . 



~--~~·-······~····~------~1 

supportinq the bottom of the connector pin block with an 

abutment ledqe. 

Means for utilizinq tension produced between the biased 

retention clip and the aperture to secure the contact pin 

block to the communications card with at least one of the 

contact pins in electrical enqaqement with at least one of the 

plurality of contact wires are also provided. 

Th.e tension utilizing means have a broad retention clip 

qroove formed in a wall of the aperture capable of accepting 

the broad fixed end of the retention ·clip. The broad 
~.. . .. 

retention clip groov~ has a floor and· walls and a retention 

ridge formed in at least one of· the walls of the broad 

retention clip groove. The retention ridqe· is capable of 

capturing the transition· no~ - of the· retention clip as 

tension produced between th~ biased retention clip and the 

opposing wall of the aperture· urge the broad fixed end of the 

retention clip into the broad retention clip ·groove. 

Simultaneously,· the transition notch is forced over the 

retention ridge by the tension between the connector pin block 

and an opposing wall of the aperture as the media connector 

is pushea into the aperture. 

Means for preventing passaqe of the contact pin block 

completely tbrouqh the aperture in the ·communications card are 

also util.ized in the present invention. The passage 

prevention means utilize a ledge protruding into the aperture 

from one of the walls of the aperture to prevent passaqe of 

the connector pin block completely through the communications 
.. 

~ 
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card. The passage prevention means allows the elimination of 

many of the structures of an RJ-type socket. 

Alternate embodiments of the invention incorporate 

stirrups of a variety of shapes capable of engaging either the 

transition notch of the retention clip to retain the 

physical/electrical media connector against the communications 

card or the bot~om 9f · .. tb.~ contact pin block. 

one embodiment utilizes an open retention channel . to · 

provide lateral support to a media connector that is inserted 

parallel to the face of the communications car~. A depending 

stirrup captures the.media connector an4.maint~~ns the media 

connector in electrical contact with exposed contact wires 

fixed in the retention channel. 

The -pref erred embodiment of the present inventio.n utilizes _,,.. 

an aperture formed perpendicular to the surface of the 

communications card. Complete passage through the aperture 

is prevented by a dependinq stirrup blockinq.~ the !:ravel of the 

contact pin block completely through the aperture. This 

presently preferred embodiment.utilizes an_anqled aperture at 

an anqle of 90° when measured from the plane of the face of 

the co~unications card. Unlike other embodiments of the 

invention · utilizinq anqles other than perpendicular, this 

embodiment overcomes the depth restrictions of the PCMCIA 

communications architecture by allowinq the contact pin block 

to protrude below the . plane of the lower surface of the 

communications card to a point where it is captured by the 

dependinq stirrup and prevented from further travel· 
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Structures formed in the aperture such as a retention ridqe 

capture the biased retention clip and hold the 

physical/electrical media connector in electrical 

communication with the retractable access portion of the 

communications card. 
. . 

Methods for manufacturing the interface and· systems for 

directly accessing the interface in the communications.cara 

are also contemplated by the present invention. 

The system for directly accessing the interface utilizes 

means for selectively exposing a retractable access portion 
-. 

of the communications card outside of the computer housing. 

This system allows . the communications card to be carried 

interna1ly within the housinq of the computer wh~n the 

communications card is not in~se~ 

When needed, one embodiment provides a retractable access 

portion of the communications card which can be directly 

accessed by manipulatinq an aCtuatiriq meclianism which releases 

means for retaininq a portion of a communications card within 

a computer housinq thereby allowinq means fer biasing to push 

the retractable access portion of the card external to the 

computer' housing. The .travel a·f "the retractable access 

portion is 1imited so that the retractable access portion of 

the communications card will remain in electrical contact with 

the remainder of the c01Dlll\lllications card. 

After exposure of the ret:ractable access portion of the 

communications card, the media connector is inserted directly 
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into the aperture to facilitate electrical connection between 

the telephone line and the computer. 

After use, the retractable access portion of the 

communications card is reinserted back into the computer 

housinq to be carried internally when not in use. As the 

media connector plug is inserted directly into the aperture 

in the conuuu~ica~ions card without any intermediate adaptor1 

no enclosed RJ-11 or RJ-45 connector socket is needed. The 

elimination of the enclosed RJ'-11 or RJ-45 connector socket 

reduces the overall height required for the media· connector 
"\ ·. 

interface. 

Additional heiq~t reduction is accomplished in some 

embodiments by anqlinq the aperture relative to the upper face 

of the communications card • .1his'angular orientation aliows" 

the aperture in the communications card to present a lonqer· 

realized aspect re la ti ve to the media connector to allow 

capture of the transltion natch therein.· 

When combined with the "lieight reduction provided by the 

elimination of the need for an enclosed· R.7-type connector 

socket, the anqular orientation of the aperture allows for 

direct connection of a conventionai -RJ-11 media connector with 

the PCMC:IA standard communications card. 

'rhe PCMCIA communications card utilizes.an integral DAA. 

As a result, no extra components need be carried along with 

the computer to facilitate data transfer over telephone lines. 

Any readily available RJ-11 media connector may be directly 

inserted into the aperture in the communications card. 
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The present invention also contemplates a LAN adaptor 

connection system utilizing a PCMCIA communications card 

configured for use with a local area network. In use, a 

physical/electrical media connector havinq a physical 

structure described in FCC Part 68, subpart F 

physical/electrical media connector is inserted directly into 

the anqled aperture in the PCMCIA-archi tecture LAN adaptor. 

card. · This direct connection obviates the need for any 
- -

external adapters to facilitate connection of the RJ'-type 

media connector to the LAN adaptor card. 

. -
BRIEF D~SCRIPTION OF THE DRAWINGS 

.. -
In order that the manner in which the above-recited and 

other advantaqes and objects 9£ the invention are obtained, 

a more particular description of the invention briefly 

described above will be rendered by reference to specific 

embodiments thereof which are illustrated in the· appe~ded 

drawings. Understanding that these drawings depict only 

typical embodiments of the invention.and are therefore not to 

be considered limiting_ of its scope, the invention will be 

describe~ with additional specificity and detail throuqh-the 

use of the accompanying drawings in which: 

Fi<JUre 1 is a perspective view of a prior art external 

modem. 

Fiqure 2 is a perspective view of a prior art integral 

modem installed in a portable computer. 

Paqe 27 



·-·········· ... 
. -- .. 

This Sheet Has Been Rep).aced 

1 IWI 1111111111 ~I ~II 
Figure 3 is a partially cut aw~y perspective view of a 

PCMCIA-architecture communications card. 

Figure 4 is a perspective view of a 68 pin connector end 

of a communications card like the PCMCIA communications card 

illustrated in Figure J. 

Figure 5 is an enlarged perspective view of the other end 

of the PCMCIA-architecture communications card illustrated in 

Figure 3 having formed therein a manufacture-specific 

peripheral socket. 

Figure 6 is an enlarged perspective view of a 
..... 

manufacturer-specific· peripheral .socket like that illustra.ted 

in Figure 5 utilizing a different podule plug. 

Figure 7 is a partially. cut away perspective view of a 

portable com~uter having installed ... therein an PCMCIA-_, 

architecture communications card capable of attachment to an 

intermediate physical/electrical connector. 

Figure 8 is a perspective view of an PCMCIA-ar~hitectu~e 

communications card utilizing . an integral. - . DAA and 

physical/electrical media connector socket. 

Fiqure 9 is partially cut away perspective view of an 

installation of the communications card illustrated in Figure 

8 into a portable computer. 

Figure l.O is a plan view of a first embodiment of an 

PCMCIA communications card within the scope of the present 

invention wherein the card is e~ended ready for insertion by 

a connector. 
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Figure lla is a cross-sectional view of a retractable 

access portion of a communications card of the present 

invention and mounted in a remainder of the communications 

card. 

Figure llb is a second embodiment of a retractable access 

portion such as that illustrated in Figure lla also mounted 

in a PCMCIA communications card. 

Fiqure llc is a cross-section of the communications card 

taken along lines llc-llc in Fiqure 10. 

Fiqu~e 12 is a partially cut away perspective view of a 

retractable access portion of a communications card shown 

mounted within a re~aininq portion of a communications card. 

Figure 13 is a plan of _ an PCMCIA-architecture 

communications card capable of beinq retracted wholly within 
. ,,. . 

the housinq of the computer. 

Figure 14 is a perspecti~ view of a computer housinq 

formed so as to revea). the _communications card installed 

therein. 

Figure 15 is a partially broken-away cross-sectional view 

of a retractable access portion of an PCMCIA communications 

card hav~nq a physical/electrical media connector inserted 

therein. 

Figure 16 is a partially broken away perspective view of 

a retractable access portion of an PCMCIA-architecture 

communications card havinq a physical/electrical media 

connector disconnected therefrom. 
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Fiqure i1 is a partially broken away perspective view of 

one embodiment of an interface between a physical/electrical 

media connector and a 5 mm PCMCIA communications card 

incorporatinq the teachinqs of the present invention. 

Fiqure 18 is a perspective view of the interconnection of 

the physical/electrical media connector with the 

communications card. 

F~qure 19 is a cross-sectional view taken along lines 19-

19 in Figure 18 further illustrating the inventive interface. 

Figure 20 is a cross-sectional view of an embodiment of 
.... •. 

an interface incorporating the teachings of· the present 

invention. 

Fiqure 21 is a cross-sectional view of an embodiment of 

an interface incorporating /the teachings of the present 
/ 

invention. 

Figure 22 is a partially broken away perspective view of 

an embodiment of an interface between a physical/electrical 
-.::; 

media connector and a s mm PCMCIA -communications card 

incorporating the teachings of the present invention. 

' 

,..--------·------·-~·-·---.., 
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DETAILED DESCRIPTION OF THE PREFEBRED EMBODIMENTS 

As used in this sp·ecification, the phrase PCMCIA 5 mm 

communications card refers to a communications card falling 

within the Personal Computer Memory card International 

Association memory card parameters for communications cards 

having a thickness less than the thickness of a miniature 

modular jack physical/electrical media connector. 

Specific terms such as RJ-type, RJ-11, RJ-45, 6-pin 

miniature modular plug, a-pin miniature modular plug, etc. are 

all references to specific exemplary physical/electrical media 

connectors falling witWin the broader parameters of the term 

physical/electrical media connectors and shoul.d not be used to 

limit the scope of the invention to specific connectors. 

Figure 10 illustrates a PCMCIA standard communications 
:· '·: ./·-

card 70 having a retractable access portion 72 and a fixed 

portion 74. 

Fixed portion 74 is in electrical communication with a 

computer (not shown). Retractable access portion 72 is in 

electrical communication with fixed portion 7 4 through a 

f1exible wire ribbon 75. Retractable access portion 72 slides 

in and out of a slot 76 formed within communications card 70 • .... 

Retractable portion 72 is urqed out of slot 76 by a sprlnq 78. 

-·-
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B Rep~aced Th' Sheet llas een 

\\\\\\'\II\\\\\\\\\\\ 

Page 31 

---------------· - --



··---r~: ... 

According to one aspect of the present invention, the 

communications card such as illustrated in Figure 10 is 

provided with means for biasinq the retractable access portion 

of the communications card in a direction external to the 

computer housing. 

By way of example and not limitation, the biasinq means 

of the embodiment illustrated in Figure 10 comprise spring 78 

and at least one spring ramp 79. A retention notch so in 

combination with a biased lever 82 retains retractable access 

portion 72 within the housing of the computer. 

According to anothe~ aspect of the present invention, the 

communications card such as is illustrated in Fiqure io is 

provided with means.for selectively retaining the retractable 

access portion of the communications card within the computer 
- .;. 

housing. 

By way of example and not limitation, the selective 

retention means of the embodiment illustrated in Figure io 

comprise retention notch 80 and biased lever 82. A limitinq 

notch 84 is enqaqed by biased lever 82 when the communications 

card is extended from the computer housing. 

According to still another aspect of the present 

invention, a communications card such as the communications 

card illustrated in Figure 10 is provided with means for 

restrictinq the travel of the retractable access portion of 

the communications card to a predetermined distance. 

By way of example and not limitation, the travel 

restrictinq means of the embodiment illustrated in Figure 10 

iiii~ii-
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comprise b.iased lever 82 and limiting notch 84. Biased lever 

82 serves as an actuating mechanism to initiate exposure or 

retraction of the retractable access portion of the 

communications card. 

By way of example and not limitation, an aperture 86 

havinq a plurality of walls 88 is formed within retractable 

access portion 72. Apert~re 86 ~s ~o sized and shaped as to 

be capable of receiving a physical/electrical media connector. 

Within aperture 86 is formed a broad retention clip groove 90, 

a narrow retention clip qroove 921 and a retention ridge 94. 
•1;. I 

The structures within aperture 86 provide fo~ the retention 

of a connector pi~ block of a physical/electrical media 

connector. A quide track 96 is formed-· within.. communications 

card 70 protruding upwardl.y from the bottom of communications 
/ 

card 70. Guide track 96 is interengaqed with a corresponding 

quide groove formed in the ·bottom of retractable access 

portion 72. 

When a user wishes to connect a telephone line to the 

communications card, biased lever 82 is manipulated out of 

retention notch so. As retractable access portion 72 is 

releasM from the qrip of biased lever 82, t~~ion appl"ied by 

sprinq 78 urqes retractable access portion 72 out of slot 76. 

The progress of retractable access portion 72 is guided by 

guide track 96 and is hal.ted when biased lever 82 engages 

limitinq notch 84. A user then inserts a physical/electrical. 

media connector into aperture 86 to provide an electrical 
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connection between communications card 70 and the telephone 

line. 

According to one aspect of the present invention a 

communications card such as communications card 70 provides 

means for biasing the retractable access portion of the 

communications card in a direction away from the computer 

housing.~ 

By way of example and not limitation, the biasing means 

employed in the embodiment illustrated in Figure 10 comprise 

sprung wire 7 8 • When a user no longer wishes acces$ to 
·..;,. .. 

retractable access .portion 72, the ·user merely presses 

retractable access portion 72 back within the confines of the 

computer housing such that retention·notch so will be engaqed 

by biased lever 82 to prevent inadvertent exposure of 

retractable access portion 72 outside Of the computer housing. 

According to another ~eature of.the present invention a 

communications card--sueh as· communications card ·70 is provided 

with means fo~ selectively ·retciininq the retractabie access 

portion of the communicati"ons card within a -computer housing. 

By way of example and not limitation, the selective retention 

means at'· the embodiment illustrated in Figure 10 comprise 

retention notch ao and biased lever 82 • 

. After use, the physical/electrical media connector is 

removed from aperture 86, and biased lever 82 is removed from 

limiting notch 84. Pressure opposing spring 78 is then 

applied until biased lever 82 enqaqes retention notch so· 

Enqaqement of biased lever 82 into retention notch 80 secures 
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the communications card within the housinq of the computer, 

thereby protectinq the communications card from breakage 

during transport of the computer. Direct connection of a 

physical/electrical media connector to the communications card 

eliminates the need for an external DAA and also eliminates 

the need for an enclosed physical/electrical media connector 

socket. 

Aocordinq to one aspect of the present invention, a 

communications card such as the communications card 

illustrated in Figure 10 is provided with means· for 

maintaining electrical communication between the retractable 

access portion of the communications card and the fixed 

remainder of the communications card as the retractable access 

portion of the communications:card travels in and out of the 

computer housinq. 

By way of example and not limitation, the electrical 

communication maintenance means of the embodiment illustrated 

in Fiqure 10 comprise flexible wire ribbo~ 75. Flexible wire 

ribbon 75 is connected at one end both physically and 

electrically to conimtinications ca~~ 70. The other end of 

fl.exible ""wire ribbon 75 is connected both physically and 

electrically to retractable access portion 72. 

Figure 11a illustrates retractable access portion 72 of 

PCMCIA communications card 70 interenqaqed with fixed portion 

7 4 throuqh the interaction of guide track 96 with quide 

channel 100. 
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According to one aspect of the - present invention, a 

communications card such as communications card 70 illustrated 

in Figures 1la-c provides means for guiding the travel of the 

retractable access portion of the communications card as the 

retractable access portion of the communications card travels 

in and out of the computer housing. · 

By way of exampl~. _aQd ... not limitation, the guiding means 

of the embodiment illustrated in: :F·iqures· ·11a•c comprise guide 

channel 100 and guide track 96. When access -to retractable 

access portion 72 is required·,. the user · manipulates 

retractable access portion ·:·7·2 through a slot in the housing 

in the computer guided by guide track 96 and.g'Uide channel 

l.00. 

Figure llb illustrates Jin alternate embodiment of the 

guiding means illustrated in lla, wherein the guide track 96 
. 

and guide channel 100 are reversed such that guide track 96 

is formed in fixed portion 74 and guide· channel 100 is formed 

in retractable access por-ti-on 72. 

Figure 11.c is a cros$-sectional· view taken along lines 

llc-llc of Figure 10 illustrating the interaction ·of 

retrac;t)ible access portion 72 with communications card 70. 

Retractable access portion 71 is-shown havinq guide channel 

100 through which CJUide track 96 slides · when retractable 

access portion 72 is urged out of slot 76 by spring 78. Guide 

track 96 is formed on the bottom of PCMCIA communications card 

70 protruding upward whereas guide channei 100 is formed in 

the bottom of retractable access portion 72. 
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Fiqure 12 illustrates an· alternate embodiment of the 

present invention incorporating a ratcheted groove 102 through 

Which an actuatlnq shaft 104 travels durinq exposure and 

retraction of retractable access portion 72. 

In operation, travel of the retractable access portion out 

of the computer results in travel of actuating shaft 104 

~r.oqressing through chevron-shaped. ratcheted groove .102. 
'· 

Indentations formed within the groove impart a ratcheting 

action preventing movement of actuating shaft 104 in a 

retrograde or counter-clockwise motion. 

As retractable access portion 72 is exi)osed outside of the 

computer housing, a~tuating shaft 104 is forced along a linear 

extended pathway 108 until reaching the end thereof. Further 

travel of retractable access_j)Ortion ii ts halted by contact 

between actuating shaft 104 and the end of linear extended 

pathway 108. When a user no longer requires exposure of 

retractable access ·-portion··;2, retractable access portion 72 

may be manually reinserted through slot ~6 until actuating 

shaft 104 leaves linear extended pathway 108 and continues in 

a clockwise motion through the-chevron-shaped ratcheted groove 

102 ...... 

Accordinq to another aspect of the present invention, a 

communications card such as communications card 70 illustrated 

in Figure 12 provides means for selectively retaining the 

retractable access portion of the communications card within 

the computer housing. By way of example and not limitation, 

the selective retention means of the embodiment illustrated 
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in Figure 12 comprise ratcheted qroove 102, actuating shaft 

104, and linear extended pathway 108. 

Fiqure 13 illustrates an alternate embodiment of the 

communications card employinq the teachinqs of the present 

invention. Retractable access portion 72 is exposed from the 

computer housing through the use of a sprung wire 110. 

According to another aspe~t 9~.the present invention a 

communications card such as communications card 70 provides 

means for biasing the retractable access portion of the 

communications card in a direction out of the computer 

housing. By w.ay of ~xample. and ·not limitation;·· the biasing 

means employed in the embodiment illustrated in Figure 13 

comprise sprung wire 110_,_ When a user-no l:onqer wishes access 

to retractable access .portion:-72, the user merely presses 
. . / 

retractable access portion 72 back within the confines of the 

computer housinq such that retention note~ 80 will be engaged 

by biased lever 82 to . prevent'· "inadvertent exposure · of 

retractable access portion 72 outside of tl'ie ·computer housinq. 

Accordinq to. another feature of the present invention a 

communications card such as communications card 70 is provided 

with me~_ns for selectively retaininq the retractable access 

portion of .the communications card within a computer housing. 

By way of example and not limitation, the selective retention 

means of the embodiment illustrated in Figure 13 comprise 

retention notch 80 and biased lever 82. 

Fiqure 14 depicts the comi>uter housinq havinq formed 

therein an access tunnel 123. Access tunnel 123 allows direct 

This Sheet Has Been Replaced Page 38 ·-

11111111 llHlt !Ill tll lHI 

\ 



' access to communications card 70 from outside of the computer 

without the need. to move communications card 70. Media 

connector 18 is inserted through access tunnel 123 directly 

into communications card 1·0 to . provide a physical and 

electrical connection between the computer and telephone line 

16. 

F~qu~e. ~~ depicts ·an inventive interface between a 

physiGal/electrical media connector 38 and retractable access 

portion 72. Physical/electrical media connector 38 comprises 

a contact pin block 112, a plurality of contact pins 114, and 
... 

a. biased retention clip 116. The biased retention clip 

comprises a broad f i~ed end 118, a narrow free end 120, and 

a transition notch 1.22. Upon in~ertion of physical/electrical 

media connector 38 electrical-' connection is made between a , -

telephone line 16 and retractab_le access portion 72 .• 

The communications card in Figure l~ may also be provided 

with means for preventinq passage of the contact pin block 

completely through the aperture in the communications card. 

By way of example., the passage . prevention means of the 

embodiment illustrated in Figure 15 comprise a ledge 126. 

Figbre 1.6 illustrates a conventional RJ-11 pluq 38 located 

near retractable access portion 72_ of communications card 70. 

When inserted, RJ-11 plug 38 initiates electrical connection 

between contact wires 124 and contact pins 114 to a11ow the 

transfer of data from telephone line 16 to the ~omputer. 

Ledqe 1.26 prevents passage of RJ-11 plug 38 entirely thr~ugh 

retractable access portion 72 of communications card 70. 

liiiiliU-
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The physical connection of RJ-11 pluq 38 into angled 

aperture 86 is guided by the insertion of broad fixed end 118 

into broad retention clip qroove 90 of anqled aperture 86. 

Proqress of broad fixed end 118 through broad retention clip 

groove 90 are not impeded. However, once narrow free end 120 

of biased retention clip 116 is pressed beyond retention ridge 

94, RJ-11 pluq 38 is.locked. within anql~d ape~ture 86. To 

release RJ-11 pluq 38 from anqled aperture 86, a user merely 

presses biased retention clip 116 at narrow free end 120 

toward contact pin block 112 and withdraws RJ-ll. plug 38 from 
.~..... .. 

anqled aperture 86 .. · Transition notch 122 -· interacts with 

retention ridqe 94 to lock RJ-11 plug·· 38 into angled aperture 

86 when engaged. 

It will be appreciated/ that the function of anqled 
/ 

aperture 86 mirrors closely the function- of an enclosed RJ-11 

socket without violating the constraints of the PCMCIA 

communications card architecture. The. angle at which·anqled 

aperture 86 is formed within this embodiment in retractable 

access portion 72 is thus limited by the restrictions imposed 

by the PCMCU architecture. Apertures utilizinq the teachinqs 

of the'· present invention exhibited in this embodiment are 

formed within the Pa4:CIA communications card with anqles 

relative to the surface thereof fallinq within the ranqe of 

about 15 degrees to about 60 degrees. The preferred anqle for 

the aperture utilized in the embOdiment illustrated in Figures 

10 and 12-16 is 20 degrees measured from a line perpendicular 

to the faces of the communications card. 
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Fiqure 17 illustrates yet another embodiment of the 

present invention. The embodiment illustrated in Figure 17 

does not employ an angled aperture, but instead utilizes a 

perpendicular aperture 130 formed within retractable access 

portion 72 of communications card 40. Such an arrangement 

requires that additional structures be incorporated into the 

CODlD1'1nications c~rd ~O .. either. capture retention· clip 116 as 

the clip protrudes above the communications card or to support 

the lower end of pin block 112 if it protrudes below the 

communications card. B~cause of the s mm fi"mitations imposed 
.';. .· - -- . . - .. 

by the PCMCIA 5 mm ·standard, ·the 8-15 mm connector must 

protrude from at least one face of the communications card 

when inserted in a perpendieular orientation relative to the 

face of that card. ,,. 
/ 

According to one aspect of the invention·~ therefore, an 

aperture, such as the apertute illustrated in Fiqure-i7 is 

provided with . means· for". securinq the··- physical/efectrical 

connector within the apert\ire "in the c:Ommunications card. By 

way of examp1e and· not liilitation, the securinq means of the 

embodiment illustrated in Figure 17 comprise biased retention 
.... 

stirrup '132. Stirrup 132 is pivotally biased by a stirrup 

sprinq 134 about the lonqitudinal axis of a pivot pin 136. 

Stirrup sprinq 134 biases stirrup 132 by way of example in a 

clockwise direction in the embodiment illustrated in Figure 

17. The natural state of reiiose for stirrup 132 is shown in 

phantom l.ines. 
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When use of perpendicular aperture 130 is desired, stirrup 

132 is pivoted out of aperture 130 into a recess 138 thereby 

removing any obstruction to plug 38 as plug 3·8 is inserted 

into aperture 130. In the embodiment illustrated in Figure 

17, travel of plug 38 through aperture 130 is limited by a 

stop 140 which protrudes into aperture 130. Upon abutment of 

plug 38 with stop 140, stirrup 1)2 may be released to pivot. 

under.urging from spring 134 into con~act with the portion of' 

plug 38 protruding from the upper face of retractable access 

portion 72. 
"'"... ·-

Stirrup 132 is configured so· as. to have a retention tab 

142 projecting· from stirrup 132 so as to be capable of 

engaging transition notch 122 when pluq: JS·is abutting stop 

140 in aperture- 130.. · Spri"1 1~4 maintains· engagement of 

retention tabs 142 with transition notch 122 when connection 

is made between plug 38 and aperture 130. 

In the embodiment illustrated- in Figure · 18, and. according 

to one aspect of-the invention, a retractable access portion 

of a communications caret such as retractable access portion 

72 ill.ustrated ·1n Fiqure 18 is provided with means for 

securi~ the physical/electrical connector within the aperture 

in the communications card. By way of example and not 

liinitation, the securing means of the embodiment illustrated 

in Fiqure 18 comprise a biased biarcuate stirrup 144. 

Biarcuate stirrup 144 is pivotally biased against pJ.uq 38. 

Retention of plug 38 witll aperture 130 is accomplished through 

the biarcuate shape of biarcuate stirrup 144. 
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As used in this specification, the term biarcuate· 

describes any stirrup having a depending attachment leq 146 

and a retention leg 148, two attachment leqs beinq positioned 

apart a distance at least as wide as broad fixed end 18, and 

the retention legs being capable of engaging transition notch 

122. 

As illustrated in Figure 18, when biarcuate stirrup 144 

is pressed into recess 138, tension produced by stirrup spring 

134 urges biarcuate stirrup 144 into aperture 130. While 

biarcuate stirrup 144 may be manipulated out of aperture 130 
. 

prior to use, it is ·preferable to have biarcuate stirrup 

housed so as not to b~ock entry of pluq 38 into aperture 130. 
-· 

According to one aspect of the invention, a stirrup s~ch 

as the stirrup illustrated in figure 18 is provided with means 

for selectively restraininq a stirrup from obstructing the 

aperture. By way of example and not lim.i tation, the 

restraining means illustrated in Ficjure is comprise a lockinq 

disk 150. Locking disk 150 selectively engages a stirrup such 

as biarcuate stirrup 144 to prevent pivoting of biarcuate 

stirrup 144 into an aperture such as apertUre 130. 

Fi~ 19 is a cross-sectional view taken along lines 19-

19 in Fic;ure 18 illustrating more specifical1y the interaction 

between ~perture 130 and pluq 38. Biarcuate stirrup 144 is 

shown engaged with transition notch 122 of biased retention 

clip 116. Tension produced between biased retention clip 116 

and stirrup spring 134 via biarcuate stirrup 144 maintains the 

engagement of biarcuate stirrup 144 with transition notch 122. 
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When pluq 38 is to be withdrawn from aperture 130, a user 

disenqaqes biarcuate stirrup 144 from transition notch 122 by 

pressing biarcuate stirrup 144 into recess 138 while 

withdrawinq pluq 38 from abutment with stop 140 in aperture 

130. When pluq 38 is not within aperture 130, biarcuate 

stirrup 144 will be biased by stirrup sprinq 134 into aperture 

130. . .. .,_, 

Aperture 130 is positioned within retractable access 

portion 72 to allow electrical contact between contact wires 

124 and the plurality of electrical contact pins 114 located 

in contact pin block· 1.12. Locking disk 150 selectively 

enqaqes biarcuate stirrup 144 to prevent pivotinq of biarcuate 

stirrup 144 into aperture 130. 

Figure 20 illustrates a rf}1:ractable access portion 72 of 

a communications card havinq formed therein perpendicular 

aperture 130 as illustrated in Figure 19. The embodiment of 

the present invention illustrated in Figure 20 differs from 

that in Fiqure 19 in that pluq 38 is not stopped by a 

protrusion from the wall of aperture 130, but is instead 

allowed to pass partially throuqh retractable access portion 
~ . 

72 •. Partial passaqe of pluq 38 throuqh retractable access 

portion 72 allows transition notc:Ji 122 of biased retention 

clip 116 to be enqaqed by a perpendicular retention ridqe 152 

formed within aperture 130. 

To prevent passaqe of pluq 38 completely throuqh aperture 

130, and accordinq to one aspect of the invention, a 

retractable access portion of a communications card like that 
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illustrated in Figure 20 is provided with means for preventing 

passaqe of the plug completely throuqh the aperture. By way 

of example and not limitation, the passaqe prevention means 

of the embodiment illustrated in Fiqure 20 comprise a pivot 

arm 154. Pivot arm 154 is biased into aperture 130 by a pivot 

arm sprinq 156. 

As pluq 38 is introduced into aperture 13Q1 _pluq 38 forces 

pivo~ arm 154 out of aperture 130 into a position below and 

perpendicular to a lower face 158 of retractable access 

portion 72. In this perpendicular position illustrated in . ~- .. 
Fiqure 20, a depending arm 160 of pivot arm 154 is 

perpendicular to f a,ce 158. An abutment arm· 162 protrudes 

perpendicular to dependinq arm 160. As pivot arm 154 is 

pressed out of aperture 130 ~ plug 38, the progress of plug 

38 is haited upon abutment with abutment arm 162. At the 

point of abutment, transition notch 122 will be enqaqed by 

retention ridqe 152 thereby securinq pluq 38 in aperture 130. 

Electrical contact between the plurality of contact pins 114 

and contact wires 124 will also occur at this point. 

To remove plug 38 from aperture 130, a user presses biased 

' retention. clip 116 aqainst contact pin block 112 and pulls 

plug 38 out of aperture 130. 

Figure 21 ill1lstratmi the presently preferred embodiment 

of the present invention. 

Upon introduction of pluq 38 into aperture 130, stirrup 

174 is pivoted out of an orientation parallel with lower 

surface 158 into a perpendicular orientation therewith. Upon 
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reaching a depending condition, stirrup 174 prevents further 

passage of pluq 38 through aperture 130. At this point a 

sufficient portion of pluq 38 is extending below surface 158 

to allow capture of the transition notch of the bias retention 

clip by the retention ridge formed in the wall of aperture 

130. The sufficient portion of the electrical contacts within 

plug 38 remain ~n ... ttie. aperture 130 to afford electrical 

communication with the contact wires formed within the 

retractable access portion of the communications card. 

According to one aspect of the invention, a retractable 
. ":.. ~· 

access portion of a communications card like that illustrated 

in Figure 21 is prov~ded with means for preventing passage of 

the pl.ug completely through the aperture. By way of example 

and not limitation, the passage prevention means of the 
/ 

embodiment illustrated in Figure 21 comprise a pivoting 

dependant stirrup 174. Although retraction of the retractable 

access portion will pivot the - stirrup into aperture 130 

without the need for a spring, stirrup 174 may be biased into 

the aperture 130 by a sprinq 176. 

Figure 22 illustrates an embodiment of the present 

inventi'bn utilizing a retention channel with a longitudinal 

axis parallel with and formed in lower face 158. Retention 

channel 170 serves to resist lateral movement of pluq 38. 

Channel 170 terminates in an end wall 172 aqainst which plug 

38 abuts when fully inserted into channel 110. Plug 38 is 

held in channel 170 by a support stirrup 174 pivotally 
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attached to retractable access portion 7 2. 

biases support stirrup 174 into channel 170.· 

A sprinq 176 

In use, support ,stirrup 174 will be pivoted out of channel 

170 and plug 38 will be inserted into support stirrup 174. 

Plug 38 is inserted into channel 170 until contact pin block 

112 abuts end wall 172 whereupon support stirrup 174 enqaqes 

transition notch 122 of biased,retention clip 116~ 

' To disengage plug J 8 from channel 17 a, a user presses 

biased retention clip 116 toward contact pin block 112 thereby 

disengaging support stirrup 174 from transition notch 122 • 
• ·~ l 

By allowing the direct insertion of conventional RJ-type 

physical/electrical media connectors into the communications 

card, the present invention obviates the need for any external 

podul.e or other device that,, must be carried externally in 
·' 

addition to the computer. If a portable computer is to be 

transported, the telephone, line and compatibl.e 

physical/electrical media connector can be easily disconnected 

and the communications card may then be retracted into the 

housing of the computer. Retraction of the communications 

card prevents breakaqe and allows portfolios desiqned to carry 
.. 

the Clmputer to 'function in a normal manner without the 

impedance of any apparatus protrudinq from the side of the 

computer housinq. 

As the DAA is built internally into the PCMCIA­

architecture communications card no external DAA is required. 

The ·advantaqe of havinq an internal DAA and the ability to 

directly connect an RJ-11 or other RJ-type physical/electrical 
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media connector are best realized when a user must frequently 

transport a portable computer between locations. 

Similar advantaqes are realized when usinq the inventive 

interface in connection with a LAN. Direct insertion of a 

pluq physically compatible with an a-pin miniature modular 

plug directly into a PCMCIA communications card obviates the 

need for any external podule. or- other device that must be used 

to connect the LAN to the variety of cable being used. By 

standardizing LANs to an a-pin miniature modular pluq 

physical/electrical media connector, the advantages of 

interchanqeability· -and commonality can be realized. 

Incorporation of a socket capable of receiving an a-pin 

miniature modular plug allows for direct connection to a 

PcMCrA communications card ..... impartinq LAN capabilities to 
" 

laptop and notebook-type computers·. As no external equipment 

need protrude from the computer housing, portfolios and 

similar equipment designed around the shape of the laptop or 

notebook computer is not impeded. 

The present invention may be embodied in other specific 

forms without departing from its spirit or essential 

charac1'eristics. The described embodiments are to be 

c9nsidered in all. respects only as illustrative and not 

restrictive. The scope of the invention is, therefore, 
.. 

indicated by the appended cl.aims rather than by the foregoing 

description. All changes which come within the meaning and 
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CLAIMS 

1. An interface for use between a media connector and a 
communications card, said interface comprising: 

(a) a communications card having a plurality of contact 
wires; and 

(b) means for directly attaching a media connector to 

the communications card to affect el:ectrical contact between 
the plurality of contact wires in the communications card and 
the media connector. 

2. An interface for use between a media connector and a 

communications card as recited in claim 1, wherein the means 
for directly attaching the· media connector to the 
communications card comprise an aperture formed in the 

communications card and a stirrup, the stirrup being capable of 

storage within the restrictions of the communications card when 

retracted, and the stirrup being capable of pivotally extending 
outward from the communications card to a position crossing the 

longitudinal axis of the aperture to prevent the media 
connector from passing completely through the aperture. 

3. An interface for use between a media connector and a 

communications card as recited in claim 1, wherein the means 

for directly attaching the media ·connector to the 
communications card comprise an aperture formed in the 
communications card and means for supporting the contact pin 
block outside the planes of the faces of the communications 

'· card. 

4. An interface substantially as hereinbefore described with 

reference to Figures 10 to 23 of the accompanying drawings. 

5. A communications media direct connection system, the 
system comprising: 

(a) a computer having a housing; 

(b) a communications card contained within the housing 
in electrical communication with the computer, the 
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communications card having_ a retractable access portion and a 

remainder portion; and 

(c) means for selectively exposing the retractable 

access portion of the communication card outside of the 
computer housing. 

6. A direct co111Inunications media connecting system as 

recited in claim 5, wherein the means for selectively exposing 

a retractable access portion of the communications card further 

comprise means for guiding the travel of the retractable access 

portion of the communications card as the retractable access 

portion of the communications card travels in and out of the 

computer housing. 

7. A direct communications media connecting system as 

recited in claim 6, wherein the means for guiding the movement 

of the retractable access portion of the communications card as 

the retractable access portion of the communications card 

travels in and out of the computer housing comprise a guide 

track formed in the edges of the communications card 

surrounding the retractable access portion of the 

communications card that travels in and out and a corresponding 

channel formed in the edges of the portion of the 

communications card that travels in and out. 

8. A direct communications media connecting system as 

recited ~~ either of claims 5 or 6, wherein the means for 
selectively- exposing a retractable access portion of •the 

communications card outside of the computer housing further 

comprise means for maintaining electrical communication between 

the retractable access portion of the communications card and 

the remainder of the communications card as the retractable 
access portion of the communications card travels in and out 

through the computer housinq. 

9. A communications media direct connection system, the 
system comprising: 
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(a) a computer naving a· iicn.i'sing; 
(b) a communications card. in electrical communication 

with the computer, the communications card h~ving a retractable 
access portion and a remainder portion; 

(c) a slot formed in the computier <housing capable of 
emitting the retractable access portion of-the communications 
card; and 

. {d) means for restricting the travel of the retractable 
. . 

access portion of the communications card to· a· predetermined 
distance; 

(e) - means for .?el_e_ct,j, y~ly retai~~-1'.':g the retractable .. 
access portion of the communications card within the computer 

._ .... 
housing; 

(f) mea·ns ····for • mainta.ining~1 .ele~trica.L. communic_ation 
between the retractable access p~rtion of the communications 
card and the remainder of the communications· card as the 
retractable:·a~cess"- p"ortion "of- the cominutdcati·ons: card· travels 
in· and- ·out through the-.~~mf,>Ut~r,: ho~sing. 

10. A direct communications media connecting system as 
recited in claim 9, wherein the means for selectively retaining 
the retractable access portion of the communications card 
within the computer housing comprise: 

(a) a ratcheted groove formed within an edge of the 
retractable access portion of the communications card; and 

(b) an actuating shaft connecting an actuating button 
to the {atcheted groove. 

11. A direct connection system for removably engaging a 
physical/electrical data transfer media connector in 
communication with a telephone data transfer line with a 
communications card, the system comprising: 

(a) a communications card for use in a downsized 
computer, the communications card having a first outer surface 
and a second outer surface; 

(b} an aperture formed in the communications card, the 
aperture having sides extending from the first outer surface to 

1111111111111111111111111111 E~~~~l 
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the second outer surface, the aperture being configured to 

receive at least a portion of the physical/electrical media 

connector; 

(c) a contact wire located within the communications 

card extending through a side of the aperture, the contact wire 

being capable of making electrical contact with the exterior of 

the physical/electrical media connector when positioned within 

the aperture; and 

(d) means 

physical/electrical 

communications card. 

for selectively securing 

media connector directly to 

the 

the 

12. A direct connection system as recited in claim 11, 

wherein the means for selectively securing the 

physical/electrical media connector directly to the PCMCIA 

communications card without utilizing an enclosed 

physical/electrical media connector socket comprise: 

(a) an aperture having walls formed within the 

communications card; and 

(b) means for retaining the contact pin block partially 

within the aperture with at least one of the contact pins being 

in electrical engagement with the communications card. 

13. A direct connection system as recited in claim 12, 

wherein the aperture formed in the communications card is 

configured to accept at least a portion of an RJ-11 

physical/media connector. ,_ 

14. A direct connection system as recited in claim 12, 

wherein the aperture formed in the communications card is 

configured to receive at least a portion of an RJ-45 

physical/electrical media connector. 

15. A direct connection system as recited in claim 12, 

wherein the aperture formed in the communications card is 

configured to receive at least a portion of an 8-pin modular 

. plug for use in a local area network. 
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16. A direct connection system as recited in claim 12, 
wherein the means for retaining the contact pin block partially 
within the aperture comprise: 

(a) a broad retention clip groove formed in a wall of 
the aperture capable of accepting the broad fixed end of the 
retention clip, the broad retention clip groove having a floor 
and walls; and 

(b) a retention ridge formed in one wall of the broad 
retention clip groove, the retention ridge being capable of 
capturing the transition notch of the retention clip as tension 
produced between the biased retention clip and the opposing 
wall of the aperture urge the connector pin block against an 
opposing wall of the ap_erture urge the connector pin block 
against an opposing wall of the aperture and urge the broad 
fixed end of the retention clip into the broad retention clip 
groove as the transition notch is forced over the retention 
ridge. 

17. A direct connection system as recited in either of claims 
11 or 12, wherein the system further comprises means for 
preventing passage of the media connector completely through 
the aperture in the communications card. 

18. A direct connection system as recited in claim 12, 
wherein the means for preventing passage of the contact pin 
block completely through the aperture in the communications 
card comprise a stirrup capable of pivotally depending from the -' . 
surface ·of the communications card to block the aperture. 

19. A dire.ct connection system as recited in claim 12, 
wherein the means for preventing passage of the contact pin 
block completely through the aperture in the communications 
card comprise a ledge formed in one of the walls of the 
aperture protruding into the aperture. 

2 o. A communications card for use in connecting a 
physical/electrical data transfer media connector to a 
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downsized computer, the communications card comprising: 

(a) a communications card for use in a downsized 

computer, the card having a first outer surface and a second 
outer surface; 

(b) an aperture formed in the communications card, the 

aperture having sides extended from the first outer surf ace to 
the second outer surface, the aperture being configured to 
receive at least a portion of the physical/electrical media 
connector therein; and . 

(c) a contact wire in electrical communication with the 
communications card extending into the aperture through a side 

thereof, the contact wire being capable of making electrical 

contact with a portion .(?f the media connector when inserted 

into the aperture, the electrical contact with the media 

connector occurring at a point located between the first outer 
surface and the second outer surface of the communications 
card. 

21. A communications card for use in a downsized computer as 
recited in claim 20, wherein the aperture is angled relative to 

the planar surfaces of the communications card. 

22. A communications card for use in a notebook computer as 

recited in claim 20, wherein the communications car~ is a local 
area network adaptor card. 

23. An interface for use between a media connector and a 
' . communica~ions card, said interface comprising: 

(a) a retention channel formed within a face of the 
communications card; and 

(b) means for retaining a media connector against the 
face of a communications card. 

24. An interface for use between a media connector and a 
communications card as recited in claim 23, wherein the means 
for retaining a media connector against the face of a 
communications card comprise a support stirrup pivotally 
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affixed to the communications card, the support stirrup capable 

of retaining the media connector against the face of the 

communications card to provide electrical contact between the 
contact pins of the media connector and the communications 
card. 

25. A 

described 
connection system 

with reference 

substantially 
to Figures 10 

accompanying drawings. 

26. A communications card 
described with reference to 

accompanying drawings. 

' > • 

substantially 
Figures 10 
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