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What is claimed is: 

1. A method of identifying a defect in a test strip, comprising: 

applying a first test voltage Vt for a first test time interval T1  between a first 

electrode and a second electrode sufficient to oxidize a reduced mediator at the sec' d 

electrode; 

applying a second test voltage V2  for a second test time interval T2  b 	veen a first 

elect ode and a second electrode sufficient to oxidize a reduced mediator 	the first 

electrode; 

measuring a first test current i t  and a second test current i2 	occur during the 

second test time interval T2, the second test current i2  occurring 	r er the first test current it; 

and 

determining whether the test strip has the defect u 	g an equation based on the first 

test current it  and the second test current 12. 

2. The method of claim 1 , wherein the se • d test voltage V2 is applied immediately 

after the first test voltage VI. 

3. The method of claim 1 , where. 	the equation comprises a ratio between the first 

test current it and the second test cu 	nt i2. 

4. The method of claim 	, wherein the equation comprises a ratio between the first 

test current ii and the differ 	cc between the first test current it  and the second test current 

i2. 	 . 

5. The method • claim 1., wherein the first test current i t  is determined at about a 
beginning of the sand time interval T2. 

6. The 	ethod of claim 1., wherein the first test current it  is a maximum current value 
occurrin 	ring the second time interval T2. 

7 	The method of claim 1 , wherein the second test current 12 is determined at about an 

..nd of the second time interval T2. 
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8. The method of claim 1  , wherein the second test current i2 is a minimum current 

value occurring during the second time interval T2. 

9. The method of claim 8 -, further comprising a step of providing an error 	ssage 

indicating a defective test strip if the ratio is greater than a first predetermined 	treshold. 

10. The method of claim 9 , wherein the first predetermined thresh g • is about 1.2. 

1  11. The 	 1 	 is 	 is method of claim 	, wherein the equation 	a ratio 	, 	where it 	the 
I I  —12  

first test current and iz is the second test current. 

12. The method of claim 1 , wherein the first tes 	oltage ranges from about zero to 

about -600 mV with respect to the second efectro • 

13. The method of claim 1 , wherein tit: econd test voltage ranges from about 10 mV 

to about 600 mV with respect to the seco d electrode. 

14. The method of claim .1 , w -rein the defect is a high track resistance R. 

15. The method of claim 1 	wherein the high track resistance R is between a 

connection point on a met 	and either the first or second electrode of the test strip. 
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16. 	A method of identifying a defect in a test strip comprising: 

applying a first test voltage Vt  for a first test time interval Ti between a first 

electrode and a second electrode sufficient to oxidize a reduced mediator at the sect d 

electrode; 

applying a second test voltage V1  fora second test time interval be w 	n a first 

electrode and a second electrode sufficient to oxidize a reduced mediator , the first 

electrode; 

measuring a first test current it, a second test current 12, a thi , test current is, and a 

fourth test current 14  that occur during the second test time intery 	Tx; 

calculating a first logarithm of a first ratio based on thz 	first test current h and the 

second test current 12; 

calculating a second logarithm of a second ratio 	ed on the third test current 13  and 

the fourth test current i4; and 

determining whether the test strip has a de 	t using an equation based on the first 

logarithm and the second logarithm. 

17. The method of claim 16, wherei 	e defect is a leakage of fluid between a spacer 

and the first electrode. 

18. The method of claim16. 	herein a reagent layer is disposed on the first electrode so 

that a portion of the reagent .yer is between the spacer and the first electrode. 

log(1  

19.  

t1- 
12  

The method of c • int 16, wherein the equation is a third ratio represented by 

, where ' is the first test current, h is the second test current, i3  is the third test 
log(4 

14 
1 	) 

current, 	14 is the fourth test current. 

4. The method of claim 16 further comprising a step of providing an error message 

dicating a defective test strip if the third ratio is less than a predetermined threshold. 
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21. The method of claim 20, wherein the predetermined threshold is about I. 

22. The method of claim 2Q wherein the predetermined threshold is about 0.95 

23. The method of claim 16, wherein the first test current it  and the seco 	test current 12  

comprise the two largest current values during the second time interval T 

24. The method of claim 16, wherein the fourth test current i r is 	smallest current value 

occurring the second time interval T. 

25. The method of claim16, wherein a difference ben 	en a fourth test current time and 

a third test current time is greater than a difference be 	en a second test current time and a 

first test current time. 

26. A method of identifying an error in pert. 	ing a test with a test strip, comprising: 

applying a first test voltage Vi for a f . t test time interval T1  between a first 

electrode and a second electrode; 

measuring consecutively a first 	st current it, a second test current 12, and a third test 

current i3; and 

determining whether an 	or was performed by using an equation based on the 

second test current 4 and a su 	mation of the absolute value of the first test current it  and the 

absolute value of the third 	st current i3. 

27. The method , claim 26, wherein a time difference between the measurements of the 

first test current 1 	td the second test current 12  ranges from about one nanosecond to about 

100 mill iseco 	. 

28. P e method of claim 26, wherein a time difference between the measurements of the 

first 	t current it  and the third test current 13 ranges from about one nanosecond to about 

I id milliseconds. 
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29. The method of claim 26, wherein the equation is Y =2*abs(i(0)— abs(i(t-x)) — 

abs(kt-Exp, where i(t) is the second test current, i(t-x) is the first test current, i(t+x) is 	a 

third test current, t is a time, and x is an increment of time, 

function. 

and abs represents an a 	otute 

30. The method of claim 26, wherein the equation is Z = abs(i(t+x)) — 	s(i(t)), where 

i(t) is the second test current, i(t+x) is the third test current, 

of time, and abs represents an absolute function. 

t is a time, 	d x is an increment 
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What is claimed is: 

1. A method of identifying a defect in a test strip, the test strip including a first electrode 

in spaced relation to a second electrode, the method comprising: 

applying a first test voltage V1  for a first test time interval T1  between the first 

electrode and the second electrode of the test strip sufficient to oxidize a reduced mediator at 

the second electrode; 

applying a second test voltage V2 for a second test time interval T2, between the first 

electrode and the second electrode of the test strip sufficient to oxidize a reduced mediator at 

the first electrode; 

measuring a first test current i j  and a second test current i2  that occur during tile 

second test time interval 12, the second test current i2  occurring after the first test current ii; 

and 

determining whether the test strip has the defect using an equation based on the first 

test current i j  and the second test current i2  wherein the equation comprises a ratio between 

the first test current i j  and the second test current i2. • 

2.  The method of claim 1, wherein the second test voltage V2 is applied immediately 

after the first test voltage VI . 

3. The method of claim 1, wherein the equation comprises a ratio between the first 

test current ij and the difference between the first test current i j  and the second test current i2. 

4. The method of claim 1, wherein the first test current i1  is determined at a 

beginning of the second time interval T2. 

5.  The method of claim 1, wherein the first test current i j  is a maximum current value 

occurring during the second time interval T2. 

6.  

end or 

The method of claim l,wherein the second test 

the second time interval T2. 

current i2  is determined at an 

7 The method of claim 1, wherein the second test current i2  is a minimum current 

value occurring during the second time interval T2. 
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8. The method of claim 1, further comprising a step of providing an error message 

indicating a defective test strip if the ratio is greater than a first predetermined threshold. 

9. The method of claim 8, wherein the first predetermined threshold is about 1.2. 

10. The 	 1, 	the 	is 	 i/  is method of claim 	wherein 	equation 	a ratio= il
i
-
1

/2' where 	the 

first test current and i2  is the second test current. 

11. The method of claim 1, wherein the first test voltage ranges from zero to 

-600 mV with respect to the second electrode. 

12. The method of claim 1, wherein the second test voltage ranges from 10 mV 

to 600 mV with respect to the second electrode. 

13. The method of claim 1, wherein the defect is a high track resistance R. 

14. The method of claim 13, wherein the high track resistance R is between a 

connection point on a meter and either the first or second electrode of the test strip. 

15. A method of identifying a defect in a test strip, the test strip comprising a first 

electrode and a second electrode in spaced relation, the method comprising: 

applying a first test voltage V1  for a first test time interval T1, between the first 

electrode and the second electrode of the test strip sufficient to oxidize a reduced mediator at 

the second 

electrode; 

applying a second test voltage VI  for a second test time interval between the first 

electrode and the second electrode of the test strip sufficient to oxidize a reduced mediator at 

the first electrode; 

measuring a first test current i1, a second test current 12 a third test current i3, and a 

fourth test current i4  that occur during the second test time interval T2; 

calculating a first logarithm of a first ratio based on the first test current ij and the 

second test current 12; 

calculating a second logarithm of a second ratio based on the third test current i3  and 
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the fourth test current i4; and 

determining whether the test strip has a defect using an equation based on a third ratio 

involving the first logarithm and the second logarithm. 

16. The method of claim 15, wherein the defect is a leakage of fluid between a spacer 

and the first electrode. 

17. The method of claim 15, wherein a reagent layer is disposed on the first electrode so 

that a portion of the reagent layer is between the spacer and the first electrode. 

18. The method of claim 15, wherein the equation based on a third ratio represented by 

log() 
:32 'where ii  is the first test current, i2 is the second test current, i3  is the third test 

log(14) 

current, and i4  is the fourth test current. 

19. The method of claim 15 further comprising a step of providing an error message 

indicating a defective test strip if the third ratio is less than a predetermined threshold. 

20. The method of claim 19, wherein the predetermined threshold is 1. 

21. The method of claim 19, wherein the predetermined threshold is 0.95. 

22. The method of claim 15, wherein the first test current it  and the second test current i2  

comprise the two largest current values during the second time interval T2. 

23. The method of claim 15, wherein the fourth test current i4  is a smallest current value 

occurring the second time interval T2. 

24. The method of claim 15, wherein a difference between a fourth test current lime and a 

third test current time is greater than a difference between a second test current time and a 

first test current time. 

25. A method of identifying 	in 	 test 	test an error 	performing a 	with a 	strip, comprising: 

applying a first test voltage VI for a first test time interval T1  between a first 
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electrode and a second electrode, 

measuring consecutively a first test current i7, a second test current 12, and a third test 

current i3; and 

determining whether an error was performed by using an equation based on the 

second test current i2  and a summation of the absolute value of the first test current ii  and the 

absolute value of the third test current i3. 

26. The method of claim 25, wherein a time difference between the measurements of the 

first test current i1  and the second test current i2  ranges from one nanosecond to 100 

milliseconds. 

method of claim 	wherein a time 	 the measurements of the 27. The 	 25, 	 difference between 

first test current it  and the third test current i3  ranges from one nanosecond to 

100 milliseconds. 

28. The method of claim 25, wherein the equation is Y = 2*abs(i(t)) -abs(i(t-x))-abs 

(i(t+x)), where i(t) is the second test current, i(t-x) is the first test current, i(t+x) is the 

third test current, t is a time, and x is an increment of time, and abs represents an absolute 

function. 

29. The method of claim 25, wherein the equation is Z = abs(i(t+x)) - abs(i(t)), where 

i(t) is the second test current, i(t+x) is the third test current, t is a time, and x is an increment 

of time, and abs represents an absolute function. 


