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CLAIMS: 

  

 1. A prosthetic heart valve, comprising: 

an annular frame including a plurality of angled strut members, the frame being 

radially collapsible to a collapsed configuration and radially expandable to an expanded 

configuration; 

 a leaflet structure positioned at least partially within the frame, the leaflet structure 

comprising a plurality of leaflets arranged to form a plurality of commissures; and 

a plurality of commissure clamps, each commissure clamp being positioned at one of 

the commissures, each of the commissure clamps comprising a wire form member curved to 

form a first collar portion and a second collar portion, the first and second collar portions 

being spaced apart from each other along a longitudinal axis of the prosthetic heart valve and 

interconnected by first and second clamping members formed by the wire form member and 

extending between the first and second collar portions;  

wherein at each respective commissure, one leaflet of the commissure is clamped 

against the frame by the first clamping member, and the other leaflet of the commissure is 

clamped against the frame by the second clamping member. 

 

2. The prosthetic heart valve of claim 1, further comprising a plurality of axially 

extending posts coupled to an inner surface of the frame and wherein the first and second 

collar portions of the commissure clamp at each commissure are disposed around the post at 

the commissure. 

 

3. The prosthetic heart valve of claim 2, wherein:  

the frame is a mechanically expandable frame and the posts comprise components of 

actuators configured to radially expand and compress the frame; and 

the first and second collar portions of the commissure clamp at each commissure are 

disposed around the actuator component at the commissure. 

 

4. The prosthetic heart valve of any of claims 1 to 3, wherein the first and second 

clamping members of each commissure clamp are rotatable away from the actuator 

component to receive a leaflet. 
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5. The prosthetic heart valve of any of claims 2 to 4, wherein the posts comprise 

grooves configured to receive the first and second collar portions of the commissure clamps. 

 

6. The prosthetic heart valve of any of claims 1 to 5, wherein the first and second 

collar portions are angled toward each other. 

 

7. The prosthetic heart valve of any of claims 1 to 6, wherein each leaflet is 

folded to form a cuff that is circumferentially offset from the respective clamping member 

that clamps the leaflet against the frame. 

 

8. The prosthetic heart valve of claim 7, wherein the cuff of each leaflet is 

configured to contact the frame to prevent rotation of the leaflet about the respective 

clamping member by which it is clamped against the frame during operation of the prosthetic 

heart valve. 

 

9. The prosthetic heart valve of claim 7 or claim 8, wherein the cuffs comprise 

folded edges oriented radially inward toward a center of the prosthetic heart valve. 

 

10. The prosthetic heart valve of any of claims 2, 3 and 5, wherein the collar 

portions of the commissure clamps have a shape that conforms to a shape of the posts. 


