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LIQUID-PERVIOUS TOPSHEET FOR DISPOSABLE ABSORBENT 

ARTICLE AND PROCESS FOR MAKING THE SAME 

This invention relates to a liquid-pervious topsheet for 

disposable absorbent articles such as.disposable diapers and 

menstruation pads and a process for making the same. 

Japanese Patent Application Disclosure No. 1995-328061 

describes a liquid-pervious topsheet used in a disposable body 

fluids absorbent article, particularly, a menstr\iation pad 

comprising a nonwoven fabric and a liquid-impervious 

thermoplastic film. The plastic f~lm is provided in. the form 

of a plurality of film strips extending parallel one to another 

at predetermined intervals and bonded to the upper surf ace of 

the noriwoven fabric. The nonwoven fabric is formed with high 

density regions covered with the plastic film and with low 

density regions exposed between each pair of adjacent film 

strips. With such a topsheet, menstrual fluids discharged on 

the upper surface of the topsheet permeate the low density 

regions exposed between each pair of adjacent film strips into 

a core underlying the topsheet. The core has its upper side 

entirely covered with the nonwoven fabric and partially 

covered with the film strips so that the core soiled with 

menstrual fluids is not visually inconspicuous. An amount of 
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menstrual fluids once discharged on the low density region tends 

to transfer to the high density regions and, as a result, the 

high density regions contain a relatively large amount of 

menstrual fluids. In spite of the large amount of menstrual 

fluids possibly contained in the high d~nsity regions, soil due 

to this is inconspicuous since the high density regions directly 

underlie the respective film strips. This known topsheet is 

claimed to alleviate a visual discomfort possibly experienced 

by a wearer of the article when the user disposes of the used 

article. 

However, one of the problems associated with the forsa.id 

conventional topsheet used in the menstruation pad is that, in 

the low density regions exposed between each pair of adjacent 

film strips, the portions of the core underlying the low density 

regions and soiled with menstrual fluids can be seen through 

the nonwoven fabric making the part of the topsheet. 

Another problem associated with the foresaid 

conventional topsheet is that, .if the topsheet rubs a wearer• s 

skin transversely of the direction in which the film strips 

extend as the wearer• s body moves, edges of the respective film 

strips may irritate the wearer's skin as knife edges. 

It is an object of this invention to provide a topsheet 
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for a body fluids absorbent article allowing the core soiled 

with body fluids to be concealed over a larger range and 

simultaneously allowing a touch to be improved. 

The object set forth above is achieved by a first aspect 

of this invention relating to a liquid-pervious topsheet used 

in body fluids absorbent article, and by second to fourth 

aspects of this invention relating to a process for making such 

a liquid-pervious topsheet. 

According to the first aspect of this invention, there 

is provided liquid-pervious topsheet for a body fluids 

absorbent article comprising a first plastic film layer forming 

an upper surface of the topsheet, ·a second plastic film layer 

forming a lower surface of the topsheet and a fibrous assembly 

layer disposed between the first and second plastic film layers 

and bonded to the first and second plastic film layers, wherein: 

the first plastic film layer includes a plurality of first 

plane regions spaced one from another and extending in parallel 

one to another in one direction and the second plastic film layer 

includes a plurality of second plane regions spaced one from 

another and extending in parallel one to another in the one 

direction wherein each of the first and second plane regions 

has a thickness of 0.001 - 0.05 mm and a width of 0.03 - 1 mm 

and wherein, of each pair of the first plane regions adjacent 
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to each other and each pair of the second plane regions adjacent 

to each other, at least each pair of the first plane regions 

adjacent to each other are connected with each other by a 

plurality of bridge-like regions extending between the plane 

regions adjacent to each other; 

of the first and second plane regions, at least the first 

plane regions are formed along edges thereof with first rising 

regions extending upward from an upper surface of the first 

plane regions in an irregular array of substantially triangular 

tooth; 

the second plastic film layer partially underlies regions 

of. the fibrous assembly layer defined between a lower surface 

of each pair of the first plane regions adjacent to each other; 

and 

the fibrous assembly layer is bonded between the first 

plane regions and an upper surface of the second plane regions, 

and contains of hydrophilic fiber of 5 wt % or higher. 

According to the second aspect of this invention, there 

is provided a process for making a liquid-pervious topsheet for 

a body fluids absorbent article comprising the steps of: 

a. continuously feeding a composite web comprising a 

plastic film and a fibrous assembly underlying the plastic film 

and bonded to a lower surface of the plastic film in one 
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direction; 

b. subjecting a lower surface of the continuously fed 

composite web to high pressure columnar water streams ejected 

from a plurality of nozzles arranged transversely of the web 

and thereby rupturing the plastic fi~m by the high pressure 

columnar water streams in the one direction according to traces 

of the high pressure columnar water streams to form the plastic 

film with a plurality of first plane regions extending in 

parallel one to another in the one direction, a plurality of 

openings extending in parallel one to another in the one 

direction between each pai~ of the first plane regions adjacent 

to each other, a plurality of first rising regions extending 

from edges of the first plane regions defining the openings 

substantially in the same direction as the high pressure 

columnar water streams, in an irregular array of substantially 

triangular tooth, and a plurality of bridge-like reqions 

extending across each of the openings to connect each pair of 

the first plane regions adjacent to each other; and 

c. bonding a plurality of plastic film strips extending 

in parallel one to a;nother in the one direction to a lower surface 

of the fibrous assembly so that the plastic film strips at least 

partially underlie portions of the fibrous assembly defined by 

each of the openings. 
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According the third aspect of this invention, there is 

provided a process for making a liquid-pervious topsheet for 

a body fluids absorbent article comprising the steps of: 

a. continuously feeding a composite web comprising a 

plastic film and a fibrous assembly und~rlying the plastic film 

and bonded to a lower surface of the plastic film in one 

direction; 

b. subjecting an upper surface of the continuously fed 

composite web to high pressure columnar water streams ejected 

from a plurality of nozzles arranged transversely of the web 

and thereby rupturing the plastic film by the high pressure 

columnar water streams in the one direction according to traces 

of the high pressure columnar water streams; 

c. subjecting a lower surface of the composite web, 

substantially in accordance with the traces ?f the high pressure 

columnar water streams, to high pressure columnar water streams 

to form the plastic film with a plurality of first plane regions 

extending in parallel one to another in the one direction, a 

plurality of openings extending in parallel one to another in 

the one direction between each pair of the first plane regions 

adjacent to each other, a plurality of first rising regions 

extending from edges of the first plane regions defining the 

openings substantially in the same direction as the high 
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pressure columnar water streams in an ifregular array of 

substantially triangular tooth, and a plurality of bridge-like 

regions extending across each of the openings to connect each 

pair of the plane regions adjacent to each other; and 

d. bonding a plurality of plasti~ film strips extending 

in parallel one to another in the one direction to a lower surface 

of the fibrous assembly so that the plastic film strips at least 

partially underlie portions of the fibrous assembly defined by 

each of the openings. 

According to the fourth aspect of this invention, there 

is provided a process for making a liquid-pervious topsheet for 

a body fluids absorbent'article comprising the steps of: 

a. c·ontinuously feeding a composite web in one direction, 

the composite web comprising an upper plastic film, a lower 

plastic film and a fibrous assembly disposed between the upper 

and lower plastic films and bonded to a lower surface of the 

upper plastic film and to an upper surface of the lower plastic 

film in one direction; and 

b. subjecting an upper surface of the continuously fed 

composite web to high pressure columnar water streams ejected 

from a plurality of nozzles arranged transversely of the web 

and thereby rupturing the upper and lower plastic films in 

according with traces of the high pressure columnar water 
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streams in the one direction to form the upper and lower plastic 

films with a plurality of first plane regions extending in 

parallel one to another in the one direction, a plurality of 

openings extending in parallel one to another in the one 

direction between each pair of the first plane regions adjacent 

to each other, a plurality of first rising regions extending 

from edges of the first plane regions defining the openings 

substantially ·in the same direction as the high pressure 

columnar water streams in an irregular array of substantially 

triangular tooth, and a plurality of bridge-like regions 

extending across each of the openings to connect each pair of 
. . 

the plane regions adjacent to each other. 

Fig. 1 is a perspective view showing a topsheet according 

to one embodiment of this invention; 

Fig. 2 is an exploded perspective view showing the 

topsheet; 

Fig. 3 is a sectional view taken along line III-III in 

Fig. 1; 

Fig. 4 is a sectional view taken along line IV-IV in Fig. 

l; 

Fig. 5 is a view similar to Fig. 1 but showing another 

embodiment of this invention; 
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Fig. 6 is an exploded perspective view showing the 

topsheet of Fig. 5; 

Fig. 7 is a view similar to Fig. 1 but showing still another 

embodiment of this invention; 

Fig. 8 is an exploded perspective view showing the 

topsheet of Fig. 7; 

Fig. 9 is a diagram schematically illustrating an 

embodiment of process for making the topsheet according to this 

invention; and 

Fig. 10 is a diagram schematically illustrating another 

embodiment of process for making the topsheet according to this 

invention. 

A liquid-pervious topsheet for body fluids absorbent 

articles and a process for making the same will be described 

in more details with reference to the accompanying drawings. 

Fig. 1 is a perspective view showing a liquid-pervious 

topsheet 1 used in body fluids absorbent articles such as 

disposable diapers and menstruation pads and Fig. 2 is a 

perspective view showing the topsheet 1 with its components 

vertically exploded. The topsheet 1 comprises an upper plastic 

film layer 2, a lower plastic film layer 5 and a fibrous assembly 

layer 3 disposed between these two film layers 2, s. 
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The upper film layer 2 is flexible and comprises various 

regions as follows: a plurality of substantially plane regions 

8 extending in parallel one to another in a direction as 

indicated by a double-headed arrow Y; a plurality of openings 

9 extending in the direction Y betwee~ each pair of adjacent 

plane regions 8; bridge-like regions 10 extending across each 

of the openings 9 in a direction as indicated by a double-headed 

arrow X to connect opposite edges 18 of each of the openings 

9; and rising regions 12 extending upward from the edges 18 of 

the plane regions 8. The rising regions 12 irregularly undulate 

in the direction Y to form sawtooth waves. 

The fibrous assembly layer 3 is flexible and bonded to 

the lower surface of the upper film layer 2 in its plane regions 

8 so that the upper surface of the fibrous assembly layer 3 may 

be exposed within the openings 9. Within the openings 9, 

component.fibers 3A of the assembly layer 3 partially extend 

upward linearly or so as to describe circular arcs. 

The lower film layer 5 comprises a plurality of film 

strips SA extending in parallel one to another in the direction 

Y and bonded to the lower surface of the fibrous assembly layer 

3 • In this manner, the lower film layer 5 ·farms at least a part 

of the lower surface of the topsheet 1. The fibrous assembly 

layer 3 has its lower surface exposed between each pair of 



-11-

adjacent film strips SA, SA and, in these exposed regions, 

component fibers 3A of the assembly layer 3 partially extend 

downward so as to describe straight lines or circular arcs. 

Referring to Figs. 1 and 2, single dot chain lines 

extending downward from the edges 18 ~f the upper film layer 

2 show lines for projecting the respective openings 9 upon the 

lower surface of the fibrous assembly layer 3. Each of the film 

strips SA as a whole or partially underlies each region of the 

fibrous assembly layer 3 defined by each of the openings 9. 

Figs. 3 and 4 are sectional views respectively taken along 

lines III-III and IV-IV in Fig. 1. 
. . 

Referring to Figs. 3 and 4, the upper film layer 2 is made 

of thermoplastic material, of which the plane regions 8 have 

a thickness of O. 001 - O. 05 mm and a width W1 of O. 03 - 1 mm 

as measured in the direction X between each pair of adjacent 

openings 9, 9. Most of the openings 9 has a larger dimension 

in the direction~- Each of the openings 9 preferably has a 

width W2 of O. 05 - 1 mm and a length corresponding to 1. 5 times 

of the width W2 or larger. 

The bridge-like regions 1 O of the upper plastic film layer 

2 are formed intermittently in the direction Y. The bridge-like 

regions 10 include arc-shaped bridge-like regions lOA having 

their proximal ends 19A appearing to extend from the plane 
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regions 8 and arc-shaped bridge-like regions lOA having their 

proximal ends 19B appearing to extend in continuity with the 

rising regions 12, and plane bridge-like regions 1 OB which are 

frush with the plane regions .a (Refer also to Fig. 1). The 

bridge-like regions 10 preferably have. a thickness equal to or 

less than the thickness of the plane regions 8 and a width W3 

in the direction Y (Refer to Fig. 3) of at least 0.001 - 2 mm. 

A large majority 12A of the rising regions 12 are formed 

by a portion of the upper plastic film layer 2 extending upward 

from edges of the film layer 2. The rising regions 12A have 

proximal ends 16 contiguous to the respective plane regions 8 

and free ends 17 extending upward from the proximal ends 16. 

The upper edges 17A of the respective free ends 1 7 undulate along 

the respective edges 18. A height of the upper edges 17A as 

measured from the plane regions 8 varies in a range of O - 1 

mm. The rising regions 12 include those 12C formed along edges 

of the bridge-like regions 1 O and having substantially the same 

height as the rising regions 12A (Refer also to Fig. 1). 

The embodiment in which the upper edges 17A of the rising 

regions 12A undulate to form. sawtooth-like portions will be 

described in more details with reference to Fig. 3. The rising 

regions 12A comprise an irregular array of substantially 

triangular sawtooth-like edges 23 each defined by a 
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substantially rightward ascendant oblique side 21, a 

substantially leftward ascendant oblique side 22 and the 

proximal end 16 extending between these two oblique sides 21, 

22. The rising regions 12C also may undulate in the similar 

manner to the rising regions 12A. The rising regions 12 

comprising the rising regions 12A, 12C have a thickness equal 

to or less than the thickness of the plane regions 8 so that 

the rising regions 12 may be smoothly deformed as they come in 

cont.act with a wearer• s skin and consequently the topsheet 1 

may qive the wearer a smooth and soft velvet touch. While it 

will be difficult to visually recognize the individual rising 

reqions 12, a plurality of rising reqions 12 as a whole qive 

the upper surface of the topsheet 1 a fluffy appearance. The 

rising regions 12 diffusively reflect the light incident 

thereupon and thereby alleviate surface gloss peculiar to the 

·plastic film~ 

The upper plastic film layer 2 including a plurality 

of openinqs 9 preferably has a breathability of 5 - 700 cm3 /cm2 

. sec as measured according to the prescription of JIS (Japanese 

Industrial Standards)-L-1096 and a moisture resistance of O -

200 mm as measured according to the prescription of JIS-L-1092. 

The film layer 2 is made of material selected from a group 

consisting of a hydrophobic thermoplastic film, a hydrophobic 
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thermoplastic film treated to become hydrophilic and an 

originally hydrophilic plastic film. The film used as stock 

material for the layer 2 may contain suitable colorant such as 

titanic oxide or barium sulfate. 

The fibrous assembly layer 3 is made of material selected 

from a qroup consisting of thermoplastic synthetic fiber, 

chemical fiber such as rayon fiber, a mixture of these synthetic 

fiber and chemical fiber, and such synthetic fiber and/or 

chemical fiber mixed with cotton fiber and/or pulp fiber. The 

fibrous assembly layer 3 contains hydrophilic fiber of 5 wt % 

or higher, preferably of 10 wt % or higher, more preferably of 

20 wt % or higher. More preferably, the assembly ·layer 3 

comprises a nonwoven fabric having a basis weight of 2 - 50 g/m2
, 

in which the component fibers are mechanically entangled and 

heat-sealed or adhesively bonded together. The nonwoven 

fabric containing thermoplastic synthetic fiber or chemical 

fiber having a fineness of 0.05 - 15 deniers may be selected 

from a group consisting of a spun bond nonwoven fabric, a point 

bond nonwoven fabric, a thermal bond nonwoven fabric such as 

an air-through nonwoven fabric, a melt blown nonwoven fabric 

and a spun lace nonwoven fabric. In its thickness direction, 

the fibrous assembly layer 3 preferably has a breathability of 

5 - 700 cm3/cm2 ·sec as measure according to the prescription 
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JIS-L-1096 and a moisture resistance of o-260 mm as measured 

according to the prescription JIS-L-1092. Bonding the 

assembly layer 3 to the upper film layer 2 and to the lower film 

layer 5 may be carried out using heat- or supersonic-sealing 

or suitable adhesive agent such as h~t melt adhesive agent. 

Each of the film strips SA forming the lower film layer 

5 has a thickness of 0.001 - 0.05 mm, a width P1 of 0.03 - 1.5 

mm. Each pair of adjacent film strips SA, SA define 

therebetween a gap having a width P2 of O. 03 -!" 2 mm, preferably 

of 0. 03 - 1 mm. Similarly to each pair of adjacent plane regions 

8 in the upper film. layer 2, each pair of adjacent film strips 
. . 

SA in the lower film layer 5 are also connected to each other 

via the bridge-like regions extending across the gap left 

between the adjacent film strips SA. As will be apparent from 

Fig. 4, regions 53 corresponding to the openings 9 of the upper 

film layer 2 projected upon the lower surface of the fibrous 

assembly layer 2 are partially occupied by the film strips SA. 

For example, a particular one 53A of the regions 53 is occupied 

by the film strip SA having substantially the same width as the 

opening lying above this film strip SA. Another particular 

region 53B is partially occupied by a side edge portion 54 of 

the film strip SA lying inunediately beneath the corresponding 

plane region 8. The film strips SA may contain suitable 
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colorant such as titanic oxide or barium sulfate. 

The menstruation pad serves for its purpose with the upper 

surf ace of the core as indicated by two-dot-chain-line being 

covered with the topsheet 1 constructed as has been described 

above. With such menstruation pad, me~strual discharge flows 

into the fibrous assembly layer 3 through the respective 

openings 9 of the upper film layer 2 and transfers into the core 

56 through the gap defined between each pair of adjacent film 

strips SA of lower film layer s. 

In the pad after its use, the amount of absorbed menstrual 

discharge staying beneath the plane regions 8 of the upper film 

layer 2 and the amount staying beneath the film strips SA of 

the lower film layer 5 are substantially intercepted from the 

wearer's eyes by the plane regions 8 and the film strips SA, 

respectively. While the amount of menstrual discharge staying 

in the fibrous assembly layer 3 between each pair of adjacent 

plane regions 8, 8 otherwise might be seen through the openings 

9, such amount of menstrual discharge is effectively 

intercepted from the wearer's eyes by the rising regions 12 so 

far as these rising regions 12 take their positions leaning 

inwardly of the openings 9 • In this manner, a blot on the pad 

due to menstrual discharge is not conspicuous even after the 

pad has been used. The rising regions 12 leaning inwardly of 
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the openings 9 are exemplarily illustrated in Fig. 4 as the 

rising regions 120. 

The upper surface of such topsheet 1 offers a comfortabie 

velvet touch by the thin and soft rising regions 12 of the upper 

film layer 2. Using the hydrophilic r.ising regions 12, it is 

possible· to accelerate transfer of menstrual discharge to the 

fibrous assembly layer 3 under a capillarity action occurring 

between each pair of adjacent rising regions 12 along the edges 

18 of the plane regions 8 and/or between each pair of rising 

regions 12 opposed to each other across the opening 9. The 

component fibers 3A extending upward through the respective 

openings 9 will act upon menstrual discharge in the same manner 

as the rising regions 12. 

Figs. 5 and 6 are perspective and exploded perspective 

views similar to Figs. 1 and 2, respectively, but showing 

another embodiment of this invention. Referring to Fig. 6, the 

upper film layer 2, the fibrous assembly layer 3 and the lower 

film layer 5 are illustrated to be separated one from another 

in the vertical direction. While the upper film layer 2 and 

the fibrous assembly layer 3 of these three layers are similar 

to the corresponding layers 2, 3 in Fig. 2, the lower film layer 

5 has a configuration which is similar not to the lower film 

layer 5 of Fig. 2 but to the upper film layer 2. Specifically, 
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the lower film layer of Figs. 5 and 6 comprises the plane regions 

8, the openings 59, the bridge-like regions 60 and the rising 

regions 62 extending upward from the edges 68 of the respective 

plane regions 58. Within the respective openings 9, 59, the 

component fibers 3A of the fibrous assembly layer 3 extend 

upward or downward so as to d~scribe straight lines or circular 

arcs. 

The topsheet 1 is formed by placing the upper film layer 

2, fibrous assembly layer 3 and lower film layer 5 one upon· 

another and bonding them together. The openings 9 of the upper 

film layer 2 are aligned with the openings 59 of the lower film 
. . . 

layer 5 in the thickness direction of the sheet 1. In other 

words, the openings 9 respectively have their positions as well 

as their widths coinciding with the corresponding openings 59 

of the lower film layer 5 as viewed in the direction x. However, 

this is not necessarily true for the relative position between 

the bridge-like regions 10, 60 associated with the openings 9, 

59, respectively. The rising regions 62 of the lower film layer 

5 comprise those vertically extending into the fibrous assembly 

layer 3 from the edges 68 of the respective plane regions 58 

and those extending from the edges 68 to lean inwardly of the 

respective openings 59. The rising regions 62 are readily 

wettable with menstrual discharge and therefore accelerate the 
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amount of menstrual discharge reaching a level of the rising 

regions 62 to move downward within the fibrous assembly layer 

3 so far as the rising regions 62 are hydrophilic. Even when 

the rising regions 62 are hydrophobic and not readily wettable 

with menstrual discharge, the rising regions 62 are effective 

to prevent the amount of menstrual discharge reaching a level 

between the arrays of rising regions 62, 62 opposed to each other 

across the associated opening 59 from spreading laterally 

beyond the rising regions 62. As a result, such hydrophobic 

rising regions 62 also accelerate the amount of menstrual 

discharge reaching ·a level ofthe napkin in the vicinity of the 

openings 59 to move downward. The rising regions 62 extending 

to lean inwardly of the openings 59 are effective to intercept 

the amount of menstrual discharge absorbed by the core 56 and 

lying immediately beneath the respective openings 59 from the 

wearer's eyes. The bridge-like regions 60 function in the 

similar manner. 

Figs. 7 and 8 are views similar to Figs. 5 and 6 but showing 

still another embodiment of this invention. This erilbodiment 

is similar to the embodiment of Figs. 5 and 6 in that the topsheet 

1 comprises the upper film layer 2, the fibrous assembly layer 

3 and the lower film layer 5 all being similar to those of Figs. 

5 and 6. While the respective openings 9 substantially coincide 
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with the corresponding openings 59 in the widths as well as the 

positions as measured and viewed in the direction X, this is 

not necessarily true for the positions as well as the widths 

of the bridge-like regions 10 and 60 as viewed and measured in 

the direction Y. The upper · and lowe~ film layers 2, 5 are 

provided along their edges 18, 68 with the rising regions 12, 

62, respectively. The rising regions 12, 62 comprise first and 

third rising regions 12A, 62A both extending upward, and second 

and fourth rising regions 12B, 62B extending downward. The 

rising regions 12A, 12B, 62A, 62B comprise those vertically 

extending up- or downward and· those extending to lean inwardly 
. . 

of the openings 9 or 59. In the upper film layer 2, the openings 

9A surrounded by the first rising regions 12A and the openings 

9B are formed alternately in the direction X. In the direction 

Y, the openings 9A surrounded by the first rising regions 12A 

are connected by the bridge-like regions 10 and the openings 

9B surrounded by the second rising regions 12B also are 

connected by the bridge-like regions 10. In the lower film 

layer 3, the openings 59A surrounded by the third rising regions 

and the openings 59B surrounded by the fourth rising regions 

62B .are formed alternately in the direction X. I~ the direction 

Y, the openings 59A are connected by the bridge-like regions 

60 and the openings 59B also are connected by the bridge-like 
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regions 60. 

Though not illustrated, each pair of opposed.edges 18, 

18 with the opening 9 therebetween are formed along one of these 

edges with the first rising regions 12A and along the other edge 

with the second rising regions 12B. ~imilarly, each pair of 

opposed edges 68, 68 with the opening 59 are formed along one 

of these edges with the second rising regions 12B and along the 

other edge with the fourth rising regions 62B. 

With the menstruation pad using the topsheet 1 according 

to the embodiment shown by Figs. 7 and 8, the first rising regions 

12A of the upper film layer 2'igive the topsheet 1 a comfortable 

touch and accelerate the amount of menstrual discharge reaching 

the respective openings 9 to move downward. The second rising 

regions 12B also accelerate the amount of menstrual discharge 

to move downward since the second rising regions 12B extend into 

the fibrous assembly layer 3. The third rising regions 62A of 

the lower film layer 5 accelerate the amount of menstru~l 

reaching the fibrous assembiy layer 3 to move downward and the 

fourth rising regions 62B accelerate the amount of menstrual 

discharge to move into the core 56 since the rising regions 62B 

are in contact with the core 56. The component fibers 3A of 

the fibrous assembly layer 3 will function in the manner similar 

to the manner in which the fourth rising regions 62B so far as 
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the component fibers 3A are hydrophilic and extend downward from 

the openings 59. Of the first - fourth rising regions 12A, 12B, 

62A, 62B, those extending to lean inwardly of the openings 9 

or 59 serve to intercept the amount of menstrual discharge 

absorbed by the core 56 from the wea~er•s eyes. 

Fig. 9 is a diagram schematically illustrating an 

embodiment of the process according to this invention for making 

the topsheet of Figs. 1 and 2. From the left hand as viewed 

in Fig. 9, first and second webs 101, 102 are continuously fed. 

The second web 102 comprises a web of fibrou~ assembly intended 

to form the fib_rous assembly layer 3. The first web 101 intended 

to form the upper plastic film layer 2 comprises a thermoplastic 

film fed from an extruder 121 so that the first web 101 in its 

thermally softened state may be placed upon the second web 102. 

These first and second webs 1O1, 102 placed upon each other are 

fed together between a pair of pressure rolls 17 3, 173 adapted 

to bond these two webs 101, 102 to each other and thereby to 

form first a composite web 104. 

The first composite web 104 is then transferred to a first 

treating zone 122 in which the upper surface lOlA of the first 

web 101 constituting the first composite web 104 is subjected 

to high pressure columnar water streams ejected from an array 

123A of nozzles arranged at a predetermined pitch transversely 
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of the first composite web 104. The first web 101 is ruptured 

along its locations at which the high pressure columnar water 

streams directly hit the first composite web 104. Consequently, 

the first. web 101 is formed with a plurality of openings 

extending in a machine direction (i.e~, a direction in which 

the first composite web 104 is fed) and arranged in parallel 

one to another transversely of the first composite web 104. In 

this manner, a second composite web 106 is obtained. Under the 

effect of the columnar water streams, the component fibers may 

sometimes partially project downward from the lower surface 

102B of the second web 102 so as to describe straight lines or 

circular arcs. It should be understood that the first treating 

zone 122 may be provided with, in addition to the array 123A 

of nozzles, second and third arrays 1238, 123C of nozzles 

adapted to inject the columnar water streams in order to from 

said plurality of openings. The nozzle arrays 123A, 123B, 123C 

are preferably arranged so that the individual nozzles in the 

respective arrays as viewed transversely of the first composite 

web 104 may occupy positions substantially aligned one with 

another and traces of the high pressure water streams may 

coincide one with another. The first treating zone 122 is 

provided as its lower part with a suction mechanism 124 adapted 

to such an excessive amount of water having treated the first 
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composite web 104. 

The second composite web 106 is then transferred to a 

second treating zone 126 provided with a plurality of nozzle 

arrays 127A, 127B, 127C each comprising a plurality of nozzles 

arranged transversely of the second ~omposite web 106 and a 

suction mechanism 128. In the second treating zone 126, high 

pressure columnar water streams are ejected from the nozzle 

arrays against the lower surface 102B of th~ second web 102 

making a part of the second composite web 106. The portions 

of the first web 101 having been shot through by the columnar 

water streams in the first treating zone 122 are now turned 

reversely by the columnar water streams, i.e., from the lower 

surface 1 O lB toward the upper surface 1 o lA of the first web 1O1 

to form a third composite web 107. In this third composite web 

107, the component fibers of the second web 102 partially 

project upward from this second web 102 under the effect of the 

columnar water streams so as to describe straight lines or 

circular arcs. It is not essential that the traces formed by 

the columnar water streams injected from the nozzle arrays 127A, 

127B, 127C should coincide with the traces formed by the 

columnar water streams injected from the nozzle a~rays 123A, 

123B, 123C in the first treating zone 122. However, the steps 

of rupturing the first web 101 and reversely turning the 
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portions of the first web 101 having been shot through by the 

columnar water streams in the first and second treating zones 

will.be easily achieved if the traces formed by the nozzle arrays 

123A - 123C and the nozzle arrays 127A - 127C. 

After the third composite web 10.1 has been subjected to 

a step of drying, a plurality of film strips 105 formed by a 

second extruder 132 are f ~d along the direction in which the 

third composite web 107 travels and bonded to the rear surface 

102B of the second web 102 so that the film strips 105 extend 

in parallel one to another. The film strips 105 are preferably 

bonded inunediat~ly after they are formed by the second extruder 

132, i.e., in their softened state, to the second web 102 under 

pressure •. In the third composite web 107, the film strips 105 

are bonded to the rear surface 102B of the second web 102 so 

that the film strips 105 at least partially lie within the 

openings formed in the first web. A fourth composite web 108 

obtained in this manner is taken up in the form of a roll and 

eventually cut in an appropriate size to use it as the topsheet 

1 of Fig. 1. 

In the fourth composite web 108, the openings formed in 

the first web 101 are destined to define the openings 9 of the 

topsheet 1 and the portions of the first web 101 shot through 

by the columnar water streams are destined to define the rising 
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regions 12. The portions of the first web 101 having resisted 

against the columnar water streams are destined to define the 

bridge-like regions 10. The film strips 105 are destined to 

define the lower film layer 5 of the topsheet 1. 

Referring to Fig. 9, each of th~ nozzles in the arrays 

123A - 123C and 127A - 127C prefer~bly has a diameter of 50 -

150 µ.m, the nozzles in each array are arranged transversely 

of the first web 101 preferably at a pitch of 0.2 - 2 nnn, a water 

pressure is preferably adjusted in a range of 30 - 200 kg/cm2 

and a suction pressure is preferably adjusted in a range of 200 

- 1000 mm H20. In the first and second treating zones 122,. 126, 

the web to be treated is placed on supporting means such as a 

mesh screen and conveyed in a desired direction. The first web 

101 and the second web 102 as well as the second web 102 and 

the film strips 105 are fed at a room temperature and 

respectively bonded together by heat-sealed together between 

a pair of heated rolls or by use of adhesive agent such as hot 

melt adhesive agent. 

The first web 101, the second web 102 and the film strips 

105 may be treated, if desired, to make them hydrophilic at any 

step of the process for making the topsheet according to this 

invention. Formation of the openings by the high pressure 

columnar water streams is facilitated by using the first web 
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101 uniaxially stretched along the direction in which the first 

web 101 is fed. The first web 101 and the film strips 105 

preferably have a thickness of O. 001 - 0. 05 mm and the second 

web 102 preferably has a basis weight of 2 - 50 g/m2
• 

In the process schematically il1:ustrated by Fig. 9, the 

first treating zone 122 may be eliminated and the first 

composite web 104 may be subjected to the high pressure columnar 

water streams only in the second treating zone 12 6 to make the 

topsheet 1. However, such a process may result in the first 

web 101 having relatively narrow openings and relatively many 

bridge-lik~ re·gions since the columnar water streams do not 

directly act upon the first web 101. 

Fig. 10 is a diagram similar to Fig. 9 but schematically 

illustrating another embodiment of the process suitable for 

making the topsheet 1 of Figs. 5, 6 as well as the topsheet 1 

of Figs. 7, 8. According to this process, the first web 101 

in the form of plastic film in softened state immediately after 

fed from the first extruder 121 is bonded to the upper surface 

102A of the second web 102 in the form of fibrous assembly, on 

one hand, and the third web 103 in the form of plastic film in 

softened state immediately after fed from a third extruder 113 

is bonded to the lower surface 102B of the second web 102, o~ 

the other hand. The third web 103 is destined to define the 
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lower plastic film layer 5 of the topsheet 1. In this manner, 

a fifth composite web 131 is obtained. The fifth composite web 

131 has its first web 101 treated by the high pressure columnar 

water streams ejected from the nozzle arrays 123A, 1238, 123C 

in the first treating zone 122. As a rE7sult, a sixth composite 

web 132 is obtained, in which the first web 101 and the third 

web 103 both made of a plastic film are formed with a plurality 

of plane ·regions and a plurality of openings both extending in 

the machine direction. The sixth composite web 132 may be taken 

up in the form of a roll as indicated by imaginary lines. The 

~ixth composite w~b 132 taken up in ~his manner has, in addition 

to the plane regions and the openings, the rising regions 

extending from the edges of the plane regions in the direction 

of the water streams and the bridge-like regions extending 

across the respective openings all formed in the first and third 

webs 101, 103. such sixth composite web 132 is useful as the 

topsheet 1 of Figs. 5 and 6, in which the first web 101, the 

openings, the rising regions and the bridge-like regions fomed 

in the first web 101 are destined to define the lower film layer 

5, the openings 59 and the rising regions 62 of the topsheet 

1, respectively. The third web 103, the openings, the rising 

regions and the bridge-like regions formed in the third web 103 

are destined to -define the upper film layer 2, the openings 9, 
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the rising regions 12 and the bridge-like regions 10 formed in 

said third web 103. The component fibers of the second web 102 

may project up- or downward from the openings 59. The third 

web 103 preferably is made of film having a thickness of 0.001 

- 0.05 mm. 

It is also possible to convey the sixth composite web 132 

to the second treating zone 126 instead of taking up in themanner 

as has been described above. In this case, the sixth composite 

web 132 has its third web 103 is subjected to the high pressure 

columnar water streams ejected from the nozzle arrays 127A, 127B, 

127C in the second tr~ating zone 126 to obtain a seve~th 

composite web 133. A distance between each pair of adjacent 

nozzles in the respective nozzle arrays 127A, 127B, 127C each 

arranged transversely of the sixth composite web 132 is 

preferably dimensioned to be twofold or integral-fold larger 

than the corresponding distance in the first treating zone 122 

and some of the nozzles in the second treating zone 126 are 

·preferably positioned to substantially coincide with some of 

the nozzles in the first treating zone 122. By arranging the 

nozzles in the second treating zone 126, some of the openings 

in the sixth composite web 132 arranged transversely of this 

composite web 132 will be treated again in the second treating 

zone 126. In the vicinity of these retreated openings, the 
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rising regions of the first and third webs 101, 103 are reversely 

turned by the columnar water streams to rise from the third web 

103 toward the first web 101. At the same time, the component 

fibers of the second web 102 may project·upward from the openings. 

In the openings not treated in the se~ond treating zone 126, 

the rising regions remain to be oriented as in the sixth 

composite web 132. Of the seventh composite web 133, the first 

web 101 may be used as the upper film layer 2 of the topsheet 

1 or the third web 103 may be used as the upper film. layer 2. 

It should be understood that the second treating zone 126 

may include, in addition to the nozzle arrays 127A, 127B, 127C 

adapted to reverse the orientation of the rising regions, nozzle 

arrays adapted to form the third web 103 and/or the first web 

101 with new openings, new rising regions extending along these 

openings and new bridge-like regions extending across these 

respective openings. 

The liquid-pervious topsheet according to this invention 

enables the core soiled with body fluids to be intercepted from 

a wearer eyes because the surface of the core is directly or 

indirectly covered with the plastic film over a large area 

thereof. In this novel topsheet, the fibrous assembly has its 

upper and lower surface provided with the plastic film bonded 

thereto wherein the upper film is formed with a plurality of 
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rising regions extending upward to give a comfortable velvet 

touch. When both the upper film and the lower film are formed 

with a plurality of rising regions, in addition to the 

comfortable velvet touch, these rising regions accelerate body 

fluids to move downward from the upper _surface of the topsheet 

toward the lower surface thereof and from the topsheet toward 

the core. 
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WHAT IS CLAIMED IS: 

1. A liquid-pervious topsheet for a disposable absorbent 

article comprising a first plastic film layer forming an upper 

surface of said topsheet, a second plastic film layer forming 

a lower surface of said topsheet and a fibrous assembly layer 

disposed between said first and second plastic film layers and 

bonded to said first and second plastic film layers, wherein: 

said first plastic film layer includes a plurality of 

first plane regions spaced one from another and extending in 

parallel one to another in one direction and said second plastic 

film layer includes a plurality of second plane regions spaced 

one from another and extending in parallel one to another in 

said one direction wherein each of said first and second plane 

regions has a thickness o·f o.·001 - o.os mm and a width of 0.03 

- 1 mm and wherein, of each pair of said first plane regions 

adjacent to each other and each pair of said second plane regions 

adjacent to each other, at least each pair of said first plane 

regions adjacent to each other are connected with each other 

by a plurality of bridge-like regions extending between said 

plane regions adjacent to each other; 

of said first and second plane regions, at least first 
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plane regions are formed along edges thereof with first rising 

regions extending upward from an upper surface of said first 

plane regions in an irregular array of substantially triangular 

tooth; 

said second plastic film layer partially underlies 

regions of said fibrous assembly layer defined ~etween each pair 

of said first plane regions adjacent to each other; and 

said fibrous assembly layer is bonded between a lower 

surface of said first plane regions and an upper surface of said 

second plane regions, and contains of hydrophilic fiber of 5 

wt. % or higher. 
111111111111111111111111111111 
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2. The topsheet according to Claim 1, wherein said first 

plastic film layer includes, in addition to the first plane 

regions formed with said first.rising regions, first plane 

regions formed along edges thereof .with second rising regions 

extending downward from an upper surface thereof toward a lower 

surface thereof in an irregular array of substantially 

· triangular tooth. 

3. The topsheet according to Claim 1, wherein said second 

plastic film layer is formed along the edges of said second plane 
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regions with third or fourth rising regions extending from a 

lower surface thereof toward an upper surface thereof or from 

the upper surface toward .a lower surface thereof in an irregular 

array of substantially triangular tooth. 

4 • The topsheet according to Claim 3, wherein said third or 

fourth rising regions of said second plane regions underlie the 

regions of said fibrous assembly layer defined between each pair 

of said first plane regions adjacent to each other. 

. . 

5. · The topsheet according to Claim 1, wherein said first and 

second plane regions are hydrophilic at least in vicinity of 

said rising regions thereof. 

11111111111111111111111111 1111 ; 
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6. The topsheet according to Claim 1, wherein said second 

rising regions of said.first plane regions or said third rising 

regions of said second plane regions extend into fiber 

interstices of said fibrous assembly layer. 

7. The topsheet according to Claim 2, wherein said second 

rising regions of said first plane regions extend to lean toward 

said first plane regions adjacent to each other. 
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8. The topsheet according to Claim 3, wherein the first and 

second plane regions have positions thereof subs~antially 

aligned in a thickness direction of said topsheet. 
111111111111111111111111111111 
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9. The topsheet according to Claim 3, wherein, in ·said 

thickness direction of said topsheet, the edges of said second 

plane regions formed with said fourth rising regions lie beneath 

the edges of said first plane regions formed with said second 

rising regions. 

10. The topsheet according to Claim 1, wherein said fibrous 

assembly layer is formed by a nonwoven fabric. 

11. A process for making a liquid-pervious topsheet for a 

disposable absorbent article comprising· the steps of: 

a. continuously feeding a composite web comprising a 

plastic film and a fibrous a~sembly underlying said plastic film 

and bonded to a lower surface of said plastic film in one 

direction; 

b. subjecting a lower surface of said continuously fed 

composite web to high pressure columnar water streams ejected 

from a plurality of nozzles arranged transversely of said web 
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and thereby rupturing said plastic film by said high pressure 

~olumnar water streams in said one direction according to traces 

of said high pressure columnar water streams to form said 

plastic film with a plurality of first plane regions extending 

in parallel one to another in said one. direction, a plurality 

of· openings extending in parallel one to another in said one 

direction between each pair of said first plane regions adjacent 

to each other, a plurality of first rising regions extending 

from edges of said first plane regions defining said openings 

substaQtially in the same direction as said high pressure 

columnar water streams in an irregular array of substantially 

triangular tooth, and a plurality of bridge-like regions 

extending across said openings to connect each pair of said 

plane regions adjacent to each other; and 

c. bonding a plurality· of plastic film s·trips ·extending 

in parallel one to another in said one direction to a lower 

surface of said fibrous assembly so that said plastic film 

strips at least partially underlie portions of said fibrous 

·assembly defined by each of said openings. 

111111111111111111111111111111 
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12. A process for making a liquid-pervious topsheet for a 

disposable absorbent article comprising the steps of: 
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a. continuously feeding a composite web comprising a 

plastic film and a fibrous assembly underlying said plastic film 

and bonded to a lower surface of said plastic film in one 

direction; 

b. subjecting an upper surface o·f said continuously fed 

composite web to high pressure columnar water streams ejected 

from a plurality of nozzles arranged transversely of said web 

and thereby rupturing said plastic film by said high pressure 

columnar water streams in said one direction according to traces 

of said high pressure columnar water streams~ 

c. subjecting a lower surface of said composite web, 

substantially in accordance with said traces of said high 

pressure columnar water streams, to high pressure columnar 

water streams to form said plastic film with a plurality of first 

plane regions extending in parallel one to another in said one 

direction, a plurality of openings extending in parallel one 

to another in said one direction between each pair of said first 

plane regions adjacent to each other, a plurality of first 

rising regions extending from edges of said first plane regions 

defining said openings substantially in the same direction as 

said high pressure columnar water streams in an irregular array 

of substantially triangular tooth, and a plurality of 
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bridge-like regions extending across said openings to connect 

each pair of said plane regions adjacent to each other1 and 

d. bonding a plurality of plastic film strips extending 

in parallel one to another in said one direction to a lower 

surface of said fibrous assembly so that said plastic film 

strips at least partially underlie portions of said fibrous 

assembly defined by each of said openings. 

13. A process for making a liguid-pervious topsheet for a 

disposable absorbent article comprising the steps of: 
. . 

a. continuously feeding a composite web in one direction, 

said composite web comprising an upper plastic film, a lower 

plastic film and a fibrous assembly disposed between said upper 

and lower plastic films and bonded to a lower surface of said 

upper plastic film and to an upper surface of said. lower plastic 

film in one direction1 and 

b. subjecting an upper surface of said continuously fed 

composite web to high pressure columnar water streams ejected 

from a plurality of nozzles arranged transversely of said web 

and thereby rupturing said upper and lower plastic films in 

according with traces of said high pressure columnar water 

streams in said one direction to form said upper and lower 
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plastic films with a plurality of first plane regions extendinq 

in parallel one to another in said one direction, a plurality 

of openinqs extending in parallel one to another in said one 

direction between each pair of said first plane regions adjacent 

to each other, a plurality of first rising regions extendinq 

from edges of said.first plane regions defining said openings 

substantially in the same direction as said high pressure 

columnar water streams in an irregular array of substantially 

triangular tooth, and a plurality of bridge-like regions 

extending across each of said openings to connect each pair of 

said plane regions adjacent to each other. 
111111111111111111111111111111 
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14. The process accordinq to Claim 13 further comprising a 

step of subjecting the lower surface of said composite web to 

high pressure columnar water streams ejected from a plurality 

of nozzles arranged transversely of said composite web in 

accordance with some of the traces previously formed by high 

pressure columnar water streams on an upper surface of said 

composite web so that said rising regions of said upper and lower 

plastic films are reversely turned. 

15. The process accordinq to Claim 14, wherein said high 
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pressure columnar water streams ejected against said lower 

surface of said composite web shoot through said lower and upper 

plastic films to form said lower and upper plastic films newly 

with a plurality of first plane regions extending in parallel 

one to another in said one direction, a plurality of openings 

extending in parallel one to another in said one direction 

between each pair of said first plane regions adjacent to each 

other, a plurality of first rising regions extending from edges 

·of said first plane regions defining said openings 

substantially in the same directio·n as said high pressure 

columnar water streams in an irregural array of substantially 

triangular tooth, and a plurality of bridge-like regions 

extending across each of said openings to connect each pair of 

said plane regions adjacent to each other. 
111111111111111111111111111111 
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16. The process according to Claim 11, wherein said fibrous 

assembly contains hydrophilic fiber of 5 wt % or higher. 


