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SELF-ALIGNED METHOD OF MAKING PHASE-SIDFfING LITHOGRAPHIC 

MASKS HAVING THREE OR MORE PHASE-SIDFTS 

Background of the Invention 

This invention relates to optical lithography, such as that used for 

fabricating semiconductor integrated circuit and other devices. More particularly the 

invention relates to methods of making phase-shifting masks, for use in optical 

systems for lithographically fabricating such devices. These masks are also called 

"reticles" particularly when used in optical systems having magnifications different 

from unity. 

SPIE vo!. 1604 11th Annual BACUS symposium 1991 teaches the 

formation of 3 photoresist regions which are exposed to 3 different levels of optical 

radiation by using a TriDensity phase-shift Mask. Underlying films are wet-etched 

in development steps. 

Microelectronic Engineering vol. 9 May 1989 Nos. 1to4 describes the 

formation of 3 regions in a multiple-optical density mask by an non~self-aligned 

method. Two patterns are aligned in the fabrication of the mask. 

IBM Technical Disclosure Bulletin March 1988 vol. 30 <:liscloses the 

carbonising of a resist to form an absorber pattern on a mask. 

FIG. 1 shows a typical optical lithographic fabrication system 100 for 

delineating features in a workpiece 120. Typically the workpiece comprises a 

semiconductor wafer (substrate), together with one or more layers of material(s) {not 

shown} located on a top major surface of the wafer. More specially, monochromatic 

optical radiation of wavelength A. emitted by an optical source 106, such as a 

mercury lamp, propagates through an aperture in an opaque screen 105, an optical 

collimating lens 104, a lithographic mask of reticle 103, and an optical focusing lens 

102. The optical radiation emanating from the reticle 103 is focused by the lens 102 

onto a photoresist layer 101 located on the top major- surface of the workpiece 120. 

Thus, the pattern of the reticle 103 -- that is, its pattern of transparent and opaque 

portions -- is focused on the photoresist layer 101. Depending upon whether this 

photoresist is positive or negative, when it is subjected to a development process. 

typically a wet developer, the material of the photoresist is removed or remains at 

and only at areas where the optical radiation was incident. Thus, the pattern of the 

mask is transferred to ("printed on") the photoresist layer 101. Subsequent etching 

processes, such as wet etching or dry plasma etching. remove selected portions of the 

workpiece 120. Portion5 of the workpiece 120 thus are removed from the top 



- 2 -

surface of the workpiece 120 at areas underlying those where the photoresist layer 

101 was removed by the development process but not at areas underlying those 

regions where the photoresist remains. Alternatively, instead of etching the 

workpiece, impurity ions can be implanted into the workpiece 120 at areas 

under~ying those where the photoresist layer was removed by the development 

process but not at areas underlying where the photoresist remains. Thus. the pattern 

of the mask 103 -- i.e., each feature of the mask-- is transferred to the workpiece 120 

as is desired, for example, in the art of semiconductor integrated circuit fabrication. 
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In fabricating such circuits. it is desirable. for example. to have as many 
transistors per wafer as possible. Hence, it is desirable to have as small a transistor 

or other feature size as possible, such as the feature size of a metallization 

stripe--i.e .• its width W--or of an aperture in an insulating layer which is to be filled 
with metal, in order to form electrical connections, for example. between one level 
of metD.llization and other. Thus. for example, if it is desired to print the 
corresponding isolated feature having a width equal to Won the photoresist 
layer 101. a fearure having a width equal to C must be located on the mask 
(reticle) 103. According to geometric optics. if this feature of width equal to C is n 
simple aperture in an opaque layer, then the ratio W/C = m. where m = L21Ll. and 

v where m is known as the lateral magnification. When diffraction effects become 
important. however, the edges of the image become indistinct; hence the resolution 
of the fetttures of the reticle 103, as focused on the photoresist layer and transferred 
to the workpiece, deteriorates. 

In order to improve the resolution. in the prior art phase-shifting 
lithographic masks have been taught A phase-shifting mask is used as the mask (or 
reticle) 103 in the system 100. Moreover, a phase-shifting mask comprises various 
regions that impart various phase shifts to the optical radiation that originates from 
the source 106 and propagates through the mask 103 in the system 103. More 
specifically, these·phase-shifting masks have opaque and transparent regions. The ·. 
transparent regions typically have at least two different thicknesses suitable for 
imparting at least two different phase shifts, typically 0 and 7t radians, to the optical 

radiation (of wavelength A.) propagating through the mask when it is being used as 
the reticle 103. 

For example, as shown in FIG. 2, a phase-shifting mask 200. typically a 

slab of (optically transparent) quartz, comprises an optically opaque region 201 
located at a top surface of the mask. This opaque region 201 is bounded by a pair of 
edges running parallel to the Y-direction and tenni~~ting at say Y = Y 0 • 

The opaque region 201 typically can be supplied by an opaque metallic 
region. Alternatively, this opaque region 201 can be supplied by a diffraction 
grating region that is constructed so as to diffract light away from the zero'th order 

of the resulting diffraction pattern, and thus the diffraction grating region is 

equivalent to an op~ue region when the mask 200 is used as the reticle 103 in che 
system 100. Such a diffraction grating region, however, requires a higher resolution 
jian does the remainder (transparent regions) of the mask. whereby undesirably long 
fabrication times. as well as undesirably stringent geometric coleranccs. are required. 
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The opaque region 201 separates portions of optically transparent 

regions 210 and 211, which respectively impart phase shifts <Po and cp 1, typically 

approximately equal to 0 and 1t radian. respectively. On the other hand, a rransparent 

transition region 212, which is also located between regions 210 and 211. separates 

other portions of these regions 210 and 211 from each other. This transition 

region. 212 imparts a phase shift that is intermediate cf>o and 4> 1, typically 

approximately 7t/2 radian, that of itself does not produce a separate (third) region in 

the image on the photoresist layer 101 but produces only a transition region in the 

mask 200. The transition region 212 can also be subdivided, as indicated in phase­

shift mask 300 (FIG. 3), into transparent subregions 221and222 that impart phase 

shifts equal to approximately 7t/3 and 21t/3 radian, respectively. 

When using the mask 200 or 300 as the reticle 103 in the system 100, 

the optical radiation from the source 106 will be focused as an image on the 

photoresist layer 102 in such a manner that this image will have a feature running 

parallel to the Y-direction and terminating along an edge parallel to the X-direction. 

Thus, after the development process the photoresist layer will be patterned; more 

specifically, it will have a feature bounded by a pair of parallel edges running 

parallel to the Y-direction and terminating at say Y = Y 1, (not shown) where Y = Y 1 

is the image of Y = Y 0 • Finally, the thus patterned photoresist layer can be used to 

transfer its pattern ~o the underlying workpiece 120, as by means of ion implantation • .. 
or by means of dry or wet etching. 

In a paper authored by H. Watanabe et al. entitled "Transparent phase 

shifting mask with multistage phase shifter and comb-shaped shifter," published on 
6-Sth March 1991 by SP.IE at pp. 101-110. multiple phase shifts in a 
phase-shifting masks were obtained by using the multiple phase shifts produced in a 

resist layer that had multiple thicknesses. The resist layer was located on a 

transparent parallel slab. The multiple thicknesses were produced by development of 

a resist layer. initially of uniform thickness prior to ~uch development, having four 

regions that had been implanted with four mutually different dose levels (i.e., charge 

per unit area. one of them equal to zero) of electrons. Although only a single 

alignment was involved for all the different dose levels (i.e., mutually self-aligned 

thicknesses), a disadvantage of this method is that the resist layer is an essential 

phase-shifting elem~nt that remains in the phase-shifting mask. Such a resist layer 

cannot be repaired easily in case it has defects, is not stable with the passage of time 

(during subsequent use as the reticle 103 in the system 100). and introduces 

undesirable optical refieetions owing a resulting discontinuity of refractive index at 
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the interface of the resist layer and the underlying transparent slab. 

Therefore, it would be desirable to have a method of fonning a phase­

shifting mask having three or more phase-shifting regions which impart three or mo~ 

mutually differing respective phase shifts to the optical radiation of wavelength. A. 

propagating through mask, but which does not require a separate alignment step 

between each etching (i.e., a single-alignment method that thus produces mutually self­

aligned multiple phase-shifting regions) and which does not rely on multiple phase 

v shifting by teSist material. 

In addition it would be further desirable to have u single·aligmnent 

method of forming just tWo phase-shifting regions-such as regions 210 and 211-that · 

impart two different phase shifts and that are separated by an opaque region, as 

exemplified by the cut 11-11 shown in FIG. 2. And it would be yet further desirable to 

have a self-aligned method of forming an opaque region that docs not require a 

diffiaction grating. 

Summary of the Invention 

According to one aspect of the invention. we provide a method of 

making a phase-shifting mask comprising the steps of 

a) introducing first, second and third mutually different dose levels 

(D0,02,03) of actinic radiation into respective first, :second, and third regions (411.410 • 
... 

40 I) of an original resist layer, having a uniform composition and l unifonn thickness. 

located on a planar surface of a body that is transparent with respect to optical radiation 

of a prescribed wavelength, whereby the first, second and third regions have mutually 

different rates of thickness reduction during step (b); 

b) subjecting the original resist layer to a first treatment that reduces the 

thicknesses of the first,. seco~ and third :regions of the resist layer to mutually different 

amounts~ and in particular that reduces the thickness of the first region to an amount that 

is less than those of the second and third regions; 
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c) subjet."ting the remaining .resi~1 layet and a fast region of the body that 

underlies the fir.st region ot' the original rc:ili.1 layer to a second treatment that etches the 
first region of the body down to a predetermined depth beneath ib; planar surfuce~ and 

d) subjecting the remaining resist layer to a third treatment that reduces 

the thickness of the remaining second region of the remaining resist layer to au amount 
~ 

that is less than that of the remaining third region of the remaining resist layer. 

Accotding to another aspect of the invention, we provide a method of 

making a pbase..shifting mask comprising the steps ot! 

a) introducing first, second, third, and fourth mutually different dose 

levels (DO,Dl,D2,D3) of actinic radiation into first, second, third, and fourth.regions 

(411,412,410,401), respectively, of an original resist layer, having a uniform 

compositioJJ and a unifomi thickness, located on a planar top surface of a body that is 

transparent with ~-peel to a prescribed wavelength, whereby the first, second, third, and 

fourth regions have mutually different rat.cs of thickness reduction during step (b) 

herein; 

b) subjecting the resist layer to a first treatment that reduces the 

thicknesses of the first, second, third. and fourth regions of the original resist layer to 

mutually different amounts, and in particular that reduces the thickness of the tirst 

region to an amount that is less than those of the second, third, and fourth regions; 

c) subjecting the remaining resist layer and a first region of the body, 

underfying the first region of the original xesist layer, to a second treatment that etches 

the first region of the body down lo a predetemrined depth beneath its planar surtacc; 

d) subjecting the remaining resist layer to a third treatment that .teduccs 

tbe thicknesses of the remaining second, third, and fourth regions of the remaining resist 

layer to mutually different amounts, and in particular that reduces the thickness of the 

remaining second region of the remaining resin layer to an amount that is less than 

those of the remaining third and fourth regions of the remaining resist layer; 

e) subjecting a second region of the body underlying the second region of 

the original resist layer, and the first region of the body, and the remaining resist layer ta 

a foUrth treatment that etches the first and second regions, respectively, of the body 

down to prescribed unequal respective depths beneath the major planar surface; no 
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actinic radiation being introduced into the n:maining resist layer subsequent to step (b). 

Brief Descrip_tioa of the Drawings 

FIG. l is a diagram of a typical photolithography system using a phase­

shifting mSsk that bas been made in accordance Mth the prior art or with the invention; 

FIG. 2 is a top view diagram of a portion of a. pbase·sbifting mask to be 

fabricated in accordance with a first specific embodiment of Lhe invention; 

FIG. 3 is a top view diagram of a portion of another p~shitling mask 

to be fabricated in accordance with a second specific embodiment of the invention; 

FIGS. 4-8 arc elevational side views of a cross section of various 

successive stages in the filbrication of a phase-shifting mask in accordance with the first 

specific embodiment of the invention; and 

FIGS. 9-10 are elevational side views of another cross section of varioas . 

succes.'livc stages in the fabrication of a phase-shifting mask in accordance with the· 

second specific embodiment of the invention. 
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Only for the sake of clarity. none of the Figures is drawn to any scale. 
Detailed Description 

Referring now to FIG. 4, a slab 10 is made of a material. such as quartz. 
that is ttansparent to the optical wavelength A. emitted by the source 106 (FIG. l). 

This slab 10 has a top planar major surface on which is located a spun-on resist 
layer.; This resist layer advantageously has a uniform thickness. 

Various regions 401, 410. 412. and 411 of the resist layer have been 

subjected to mutually different dose levels 03, 02, 01, and DO, respectively. of 

actinic radiation. These regions 401, 410, 412, and 411 advantageously have the 
same topology (top view} as the regions 201. 210,212 ,and 211(FIG2), 
respectively, taken along the section labeled 9-9 (FIG. 2). 

Typically the resist layer is negative tone, such as a resist composed of a 
polymer. crosslinker, and an acid generator--for example, SAL601 sold by Shipley. 
The actinic radiation typically is an electron beam of 10 keV energy. The dose 
levels 03, 02. D 1 and DO in the regions 401, 410, 412, and 411 are monotonically 

decreasing (D3> 02> D l> 00} and are respectively dependent on the respective 
processing and development conditions, for example, the respective parameters of 
post-exposure baking and development Typically the dose level DO is essentially 

i.ero. 

The resist layer is {FIG. S) subjected to the wet development treatment, 
typically a wet dev~lopment process-such as with a solution of ammonium 
hydroxide in water, typically in the approximate range of 0.2 to 0.3 normality-for a 
time interval that is sufficient to reduce the thickness of the region 411 
advantageously essentially to zeto, whereby a surface area 511 of the slab 10 
becomes exposed. The duration of this time interval in general, of course, will 
depend on the nature and concentration of active components in the developing 
process. At the same time the thicknesses of resist regions 401, 410, and 412 are 
reduced, whereby remaining resist regions 501, 51Q, and 512, respectively, are 
f onned--the thickness of resist region 401 being reduced very little, provided that the 
dose level 03 was sufficiently high, and the thicknesses of the remaining resist 
regions 501. 510, and 512 being monotonically decreasing. 

Next (FIG. 6), the remaining resist regions and the exposed surface area 
511 of the slab 10 ~e subjected to a dry etching, typically with a fluorine-containing 
plasma such as provided by CF 4 or CHF 3 (or both), with or without Or-whereby 

the exposed surface area 511 is etched down to exposed surface area 611 located at a 
depth beneath the original top surface of the slab l 0 that is advantageously 
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equivalenl to a phase shift of rt/2 with respect to the wavelength A.. At the same 
time. the resist regions 501, 510, and 512 respectively become resist regions 601. 
610, and 612 with no significant changes in their respective thicknesses. 

Next (FIG. 7). the remaining resist layer and the exposed :ire~ of the 
slab are subjected to a dry etching treatment. such as with an oxygen pl~ma. which 
etches material of the r~siSt but not significantly of the slab l 0. This etching is 
perf onned for a time interval that is sufficient to reduce the thickness of the resist 
region 612 advantageously essentially to zerot whereby a surface area 712 of the slab 
10 becomes exposed. The required duration of the this time interval. of course, will 
depend on the electrical and chemical parameters of the oxygen plasma. At the same 

'v time, the thicknesses of the resist regions 601 and 610 are reduced. whereby 
remaining resist regions 701 and 710. respectively, are formed-the thickness of the 
remaining region 701 being larger than that of the remaining region 710. Also, the 
exposed surface area 611 of the slab 10 becomes essentially the same exposed 
area 711-that is, with no significant change in depth beneath the original top surface 
of the slab 10; and the exposed surface area 712 is located .fiush with the original top 
surface of the slab 10. 

Next (FIG. 8) the remaining resist regions and the exposed surface 
areas 712 and 711 are subjected to a dry etching, again typically with a ftuorine­
containing plasma-whereby the surface areas 712 and 711 are etched down to 

exposed surface areas 812 and 811, respectively. located at depths beneath the 
original top surface of the slab 10 that are advantageously equivalent to phase shifts 
of'/C/2 and 'IC, respectively. At the same time, the resist regions 701and710 become 
essentially the same resist regions 801 and 801, respectively-that is. with no 
changes in their respective thicknesses. 

Next (FIG. 9) the remaining resist regions 801 and 810 and the exposed 
surface areas 812 and 811 of the slab 10 are subjected to a dry etching treatment. 
such as with an oxygen plasma. This etching is perfonned for a time interval that is , 
sufficient to reduce to essentially zero the thickness of the resist region 810, to form 
an exposed area 910: that is. the surface area 910 of the slab becomes exposed and 
does not absorb any significant amount of light when the now.formed mask (FIG. 9) 
is used as the reticle in the system 100 {FIG. 1). At the same time, the exposed 
surface areas 812 ~d 811 become essentially the same respective exposed surface 
areas 912 and 911. with no significant changes in their respective depths beneath the 
original top surface of the slab 10. Finally, the resist region 910 is carbonized, as by 
heating to a temperature of typically approximately 200°C for typically 
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approximately one hour, in order to render it pennanenlly opaque for use as the 

opaque region 201 (FIG. 2) in the mask 200. 

FIG. 10 indicates the situation corresponding to that indicated in FIG. 4. 

but taken along the section labeled 11-11 (FIG. 2). FIG. 11 indicates the situation 

corresponding to that indicated in FIG. 9, but again taken along the section labeled 

11-ll·{FIG. 2). In going from the situation depicted in FIG. 10 to that depicted in 

FIG. 11. the intermediate situations should be understood from the above description 

of the situation depicted in FIGS. 5-8. Furthermore, in case the situation depicted in 

FIG. 11 itself is desired, i.e .• without any exposed area such as the exposed area 912 

having an intermediate equivalent phase-shift. then one of the intermediate dose 

levels can be omitted, and hence only three regions of mutually different dose levels 

would be needed, in conjunction with one fewer resist reduction steps and one fewer 

body etching steps. 

Although the invention has been described in detail with respect to a 

specific embodiment, various modifications can be made without departing from the 

scope of the invention. For example, instead of negative tone. a positive tone resist 

can be used in conjunction with dose levels in regions 401. 410, 412, and 411. 

respectively, that are monotonically increasing. Also, simultaneous dry etching of 

resist and quartz with oxygen and fluorine-containing plasmas can be used and thus 

should be regarded as equivalent to the successive etchings of resist and quartz .. 
described above. Further, instead of carbonizing the remaining resist region 901, 

any remaining resist can be removed, ~hile reliance for an opaque region thereat can 

be placed upon a diffraction grating (having zero intensity in its zero'th order) 

located thereat, in conjunction with one less required dose level of actinic 
radiation-that is, using three instead of four resist regions of mutually different dose 

levels (including zero}, the required thickness of the resist region 90 I being equal to 

essentially i.ero, and hence the required thicknesses of the resist regions 801and810 

being equal. Alternatively, the topology depicted in FIG. 3 can be achieved by using 
•' 

four resist regions of mutually different dose levels of actinic radiation, in 

conjunction with the aforementioned diffraction grating, and with four suitable 

etching depths into the slab 10, namely, depths equivalent to O. 7t/3, 27t/3, and 7t 

radian. 
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We claim: 

1. A method of making a phase-shifting mask comprising the steps of 

a) introducing first, second, and third mutually different dose levels of actinic 

radiation into respective first, second, and third regions of an original resist 

layer, having a uniform composition and a uniform thickness, located on a 

planar surface of a body that is transparent with respect to optical radiation of 

a prescribed wavelength, whereby the first, second, and third regions have 

mutually different rates of thickness reduction during step (b); 

b) subjecting the original resist layer to a first treatment that reduces the thickness 

of the first, second, and third regions of the resist layer to mutually different 

amounts, and in particular that reduces the thickness of the first region to an 

amount that is less than those of the second and third regions; 

c) subjecting the remaining resist layer and a first region of the body that 

underlies the first region of the original resist layer to a second treatment that 

etches the first region of the body down to a predetermined depth beneath its 

planar surface. 

2. The method recited in claim 1 followed by the step of 

d) subjecting the remaining resist layer to a third treatment that reduces the 

thickness of the remaining second region of the remaining resist layer to an 

amount that is less than that of the remaining third region of the remaining 

resist layer. 

3. The method of claim 2 in which the remaining first region of the remaining 

resist layer has an essentially zero thickness immediately after the first 

treatment and in which the remaining second region of the remaining resist has 

an essentially zero thickness immediately after the third treatment . 

4. The steps recited in claim 2 followed by the step of carbonizing the remaining 

third region of the remaining resist layer. 
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5. The method of claim 1 in which the first or third dose level is equal to 

essentially zero. 

6. The method of claim 5 further comprising the steps of 

subjecting the remaining third region, if any, and the remaining fourth region 

of the remaining resist layer, the first and second regions of the body, and a 

third region of the body underlying the third region of the original resist layer 

to a sixth treatment that etches the first, second, and third regions of the body 

down to mutually different first, second, and third depths, respectively, beneath 

the major planar surface, and 

removing the remaining fourth region of the remaining resist layer. 

7. A photolithographic method comprising the steps of: 

a) forming a phase-shifting mask in accordance with the steps recited in claim 1; 

b) directing optical radiation comprising the prescribed wavelength onto the 

phase-shifting mask, while focusing the radiation propagating through the 

phase-shifting mask on~ a photoresist layer locat~d . ..on a workpiece, whereby 

an optical image of the mask is formed on the photoresist layer; 

c) developing the photoresist layer, whereby a feature is formed therein in 

accordance with the image of the mask; and 

d) . transferring into the workpiece the feature in the photoresist layer. 

8. The method of claim 1 in which the third region is contiguous with the first 

and second regions, 

in which the first or third dose level is equal to essentially zero, and 

in which the first, second, and third dose levels respectively are monotonically 

increasing or monotonically decreasing. 

9. A photolithographic method comprising the steps of: 

a) forming a phase-shifting mask in accordance with claim 8; 
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b) directing optical radiation comprising the prescribed wavelength onto the 

phase-shifting mask, while focusing the radiation propagating through the 

phase-shifting mask onto a photoresist layer located on a workpiece, whereby 

an optical image of the mask is formed on the photoresist layer; 

c) developing the photoresist layer, whereby a feature is formed therein in 

accordance with the image of the mask; and 

d) transferring into the workpiece the feature in the photoresist layer. 

10. A method of making a phase-shifting mask comprising the steps of 

a) introducing first, second, third, and fourth mutually different dose levels of 

actinic radiation into first, second, third and fourth regions, respectively, of an 

original resist layer, having a uniform composition and a uniform thiclm.ess, 

located on a planar top surface of a body that is transparent with respect to a 

prescribed wavelength, whereby the first, second, third, and fourth regions have 

mutually different rates of thickness reduction during step (b) herein; 

b) subjecting the resist layer to a first treatment that reduces the thickness of the 

fi~st, second,· third, and. fourth regions of the original resist layer to mutually 

different amounts, and in particular that reduces the thickness of the first region 

to an amount that is less than those of the second, third, and fourth regions; 

c) subjecting the remaining resist layer and a first region of the body, underlying 

the first region of the original resist layer, to a second treatment that etches the 

first region of the body down to a predetermined depth beneath its planar 

surface; 

d) subjecting the remaining resist layer to a third treatment that reduces the 

thickness of the remaining second, third, and fourth regions of the remaining 

resist layer to mutually different amounts, and in particular that reduces the 

thickness of the remaining second region of the remaining resist layer to an 

amount that is less than those of the remaining third and fourth regions of the 

remaining layer; 

e) subjecting a second region of the body underlying the second region of the 

original resist layer, and the first region of the body, and the remaining resist 
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layer to a fourth treatment that etches the first and second regions, respectively, 

of the body down to prescribed unequal respective depths beneath the major 

planar surface, no actinic radiation being introduced into the remaining resist 

layer subsequent to step (b). 

11. The method of claim 10 further comprising, subsequent to step (e) therein, the 

step of subjecting the remaining resist layer to a fifth treatment that reduces the 

thickness of the remaining third region of the remaining resist layer to an 

amount that is less than that of the remaining fourth region of the remaining 

resist layer. 

12. The method of claim 11 further comprising, subsequent to the fifth treatment, 

the step of subjecting the remaining resist layer, the first and second regions 

of the body, and a third region of the body underlying the third region of the 

original resist layer to a sixth treatment that etches the first, second, and third 

regions of the body down to mutually different depths beneath the major planar 

surface. 

13. The method of claim 12 in which the first, third, and fifth treatments, 

respectively, reduce the thicknesses of the respective first, second, and third 

regions of the remaining resist layer essentially to zero. 

14. The method of claim 11 further comprising the step of carbonizing the 

remaining fourth region of the remaining resist layer. 

15. The method of claim 14 in which the first, third, and fifth treatments, 

respectively, reduce the thicknesses of the respective first, second, and third 

regions of the remaining resist layer essentially to zero. 
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16. A photolithographic method comprising the steps of: 

a) forming a phase-shifting mask in accordance with the steps recited in claim 10; 

b) directing optical radiation comprising the prescribed wavelength onto the 

phase-shifting mask, while focusing the radiation propagating · through the 

phase-shifting mask onto a photoresist layer located on a workpiece, whereby 

an optical image of the mask is formed on the photoresist layer; 

c) developing the photoresist layer, whereby a feature is formed therein in 

accordance with the image of the mask; and 

d) transferring into the workpiece the feature in the photoresist layer. 

17. The method of claim-10 in which the first or fourth dose level is equal to zero. 

18. A photolithographic method comprising the steps of 

a) forming a phase-shifting mask in accordance with claim 17; 

b) directing optical radiation comprising the prescribed wavelength onto the 

phase-shifting mask, while focusing the radiation propagating through the 

phase-shifting mask on~o a photoresist layer located on a workpiece, whereby 

an optical image of the mask is formed on the photoresist layer; 

c) developing the photoresist layer, whereby a feature is formed therein in 

accordance with the image of the mask; and 

d) . transferring into the workpiece the feature in the photoresist layer. 

19. The method of claim 10 in which 

the first region of the original resist layer is contiguous with the second region 

thereof, the second region thereof is contiguous with the third region thereof, 

and the third region is contiguous with the fourth region thereof, and in which 

the first or fourth dose level is equal to essentially zero. 

20. The method of claim 19 in which the first, second, third, and fourth dose levels 

are monotonically decreasing or monotonically increasing, respectively. 
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21. A photolithographic method comprising the steps of 

a) forming a phase-shifting mask in accordance with claim 19; 

b) directing optical radiation comprising the prescribed wavelength onto the 

phase-shifting mask, while focusing the radiation propagating through the 

phase·shifting mask onto a photoresist layer located on a workpiece, whereby 

an optical image of the mask is formed on the photoresist layer; 

c) developing the photoresist layer, whereby a feature is formed therein in 

accordance with the image of the mask; and 

d) transferring into the workpiece the feature in the photoresist layer. 

22. A method of making. a phase-shifting mask comprising the steps of: 

a) introducing first, second, and third mutually different dose levels of actinic 

radiation into respective first, second, and third regions of an original resist 

layer, having a uniform composition and a uniform thickness, located on a 

planar surface of a body that is transparent with respect to optical radiation of 

a prescribed wavelength, whereby the first, second, and third regions have 

mutually different rate~ of thickness reduction during step (b ); 

b) subjecting the original resist lay~ to a first treatment that reduces the 

thicknesses of the first, second, and third regions of the resist layer to mutually 

different amounts, and in particular that reduces the thickness of the first region 

to an amount that is less than those of the second and third regions; 

c) subjecting the remaining resist layer and first region of the body that underlies 

the first region of the original resist layer to a second treatment that etches the 

first region of the body down to predetermined depth beneath its planar 

surface; 

d) subjecting the remaining resist layer to a third treatment that reduces the 

thickness of the remaining second region of the remaining resist layer to an 

amount that is less than that of the remaining third region of the remaining 

resist layer; and 
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e) subjecting the remaining third region of the remaining resist layer and a second 

region of the body that underlies the second region of the resist layer to a 

fourth treatment that etches the first and second regions of the body to different 

predetermined first and second depths, respectively, beneath its planar surface, 

followed by the step of removing the remaining third region of the remaining 

resist layer. 
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SELF-ALIGNED METHOD OF MAKING PHASE-SHIFTING LITHOGRAPHIC 
.MASKS HAVING THREE OR MORE PHASE.SHIFTS 

Abstract 

A pha.~e-shifting lithographic mask having two or more self-aligned 
phase-shifting regions is fabricated by a sequence of etchings of the phase-shifting 
mask using a protective resist layer having three or more regions (411. 412. 410. 
401) that have been subjected to mutually different doses (including possibly zero) 
of actinic radiation--such as electron beam, ion be:im. or photon beam radiation. A 
self-aligned opaque region {901) can be supplied by in-situ carbonization of 
remaining resist material. Figure 4 
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