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CLAIMS 

1. A method of wireless communication performed by a user equipment (UE), 

comprising: receiving carrier information identifying a frequency offset; identifying a 

subcarrier spacing supported by the UE; identifying a reference frequency based at least 

in part on a synchronization signal block or a physical broadcast channel (PBCH) 

received by the UE, wherein the reference frequency is located a particular distance from 

an edge of a carrier, and wherein the particular distance is wider than a maximum 

supported channel bandwidth of the UE; and determining a configuration of the carrier 

based at least in part on the subcarrier spacing supported by the UE, the reference 

frequency, and the frequency offset, wherein determining the configuration of the carrier 

further comprises: determining, based at least in part on the reference frequency, at least 

one of: a pseudo-noise sequence for the carrier, a resource block group for the carrier, a 

precoder resource block granularity for the carrier, or a location of a sounding reference 

signal for the carrier.  

2. The method of claim 1, further comprising: determining a bandwidth part based at 

least in part on the carrier information and based at least in part on information 

identifying at least one of a starting resource block of the bandwidth part or an ending 

resource block of the bandwidth part.  

3. The method of claim 2, wherein at least one of the starting resource block of the 

bandwidth part or the ending resource block of the bandwidth part are defined relative to 

a physical channel.  

4. The method of claim 2, wherein at least one of the starting resource block of the 

bandwidth part or the ending resource block of the bandwidth part are defined relative to 

the reference frequency.  

5. The method of claim 1, wherein the carrier is a downlink carrier and the carrier 

information is downlink carrier information, and wherein, when the UE is associated 

with frequency division duplexing, the method further comprises: receiving uplink 

carrier information for an uplink carrier; and determining a configuration of the uplink 

carrier based at least in part on the uplink carrier information.  
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6. The method of claim 5, wherein the UE is configured to receive the uplink carrier 

information based at least in part on the uplink carrier being associated with at least one 

of: a different subcarrier spacing than the downlink carrier, or a different channel 

bandwidth than the downlink carrier.  

7. The method of claim 1, wherein a synchronization signal block for the carrier is 

received in a location other than a location defined by a synchronization raster for a 

physical channel.  

8. The method of claim 1, further comprising: identifying an initial absolute frequency, 

for the carrier, based at least in part on one of: receiving a channel number indicating the 

initial absolute frequency, or detecting a synchronization channel at the initial absolute 

frequency.  

9. The method of claim 1, wherein the subcarrier spacing supported by the UE is 

identified based on at least in part on a configuration of the UE.  

10. The method of claim 1, wherein the carrier information is received from a base 

station.  

11. The method of claim 1, wherein the carrier information includes a channel number 

that includes an identifier of a physical channel, and wherein the configuration is 

determined further based on the channel number.  

12. A user equipment (UE) for wireless communication, comprising: a memory; and one 

or more processors coupled to the memory, the memory and the one or more processors 

configured to: receive carrier information identifying a frequency offset; identify a 

subcarrier spacing supported by the UE; identify a reference frequency based at least in 

part on a synchronization signal block or a physical broadcast channel (PBCH) received 

by the UE, wherein the reference frequency is located a particular distance from an edge 

of a carrier, and wherein the particular distance is wider than a maximum supported 

channel bandwidth of the UE; and determine a configuration of the carrier based at least 

in part on the subcarrier spacing supported by the UE, the reference frequency, and the 

frequency offset, wherein, when determining the configuration of the carrier, the one or 

more processors are configured to: determine, based at least in part on the reference 
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frequency, at least one of: a pseudo-noise sequence for the carrier, a resource block 

group for the carrier, a precoder resource block granularity for the carrier, or a location 

of a sounding reference signal for the carrier.  

13. The UE of claim 12, wherein the one or more processors are further configured to: 

determine a bandwidth part based at least in part on the carrier information and based at 

least in part on information identifying at least one of a starting resource block of the 

bandwidth part or an ending resource block of the bandwidth part.  

14. The UE of claim 13, wherein at least one of the starting resource block of the 

bandwidth part or the ending resource block of the bandwidth part are defined relative to 

a physical channel.  

15. The UE of claim 13, wherein at least one of the starting resource block of the 

bandwidth part or the ending resource block of the bandwidth part are defined relative to 

the reference frequency.  

16. The UE of claim 12, wherein the carrier is a downlink carrier and the carrier 

information is downlink carrier information, and wherein, when the UE is associated 

with frequency division duplexing, the one or more processors are further configured to: 

receive uplink carrier information for an uplink carrier; and determine a configuration of 

the uplink carrier based at least in part on the uplink carrier information.  

17. The UE of claim 16, wherein the UE is configured to receive the uplink carrier 

information based at least in part on the uplink carrier being associated with at least one 

of: a different subcarrier spacing than the downlink carrier, or a different channel 

bandwidth than the downlink carrier.  

18. The UE of claim 12, wherein a synchronization signal block is received in a location 

other than a location defined by a synchronization raster for a physical channel.  

19. The UE of claim 12, wherein the one or more processors are to: identify an initial 

absolute frequency based at least in part on one of: receiving a channel number 

indicating the initial absolute frequency, or detecting a synchronization channel at the 

initial absolute frequency.  
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20. The UE of claim 12, wherein the subcarrier spacing supported by the UE is identified 

based on at least in part on a configuration of the UE.  

21. The UE of claim 12, wherein the carrier information is received from a base station.  

22. The UE of claim 12, wherein the carrier information includes a channel number that 

includes an identifier of a physical channel, and wherein the configuration is determined 

further based on the channel number.  

23. A method of wireless communication performed by a base station, comprising: 

identifying a particular subcarrier spacing associated with a user equipment (UE); 

determining a configuration of a carrier for a user equipment (UE) based at least in part 

on the particular subcarrier spacing associated with the UE; transmitting, to the UE, 

carrier information identifying the configuration, wherein the carrier information 

includes a frequency offset, wherein the frequency offset is from a reference frequency 

that is identified based on a synchronization signal block or a physical broadcast channel 

(PBCH) received by the UE, wherein the reference frequency is located a particular 

distance from an edge of the carrier, and wherein the particular distance is wider than a 

maximum supported channel bandwidth of the UE; and transmitting information 

identifying at least one of a starting resource block of a bandwidth part or an ending 

resource block of the bandwidth part, wherein the carrier information is for the 

bandwidth part.  

24. The method of claim 23, wherein at least one of the starting resource block of the 

bandwidth part or the ending resource block of the bandwidth part are defined relative to 

a physical channel.  

25. The method of claim 23, wherein at least one of the starting resource block of the 

bandwidth part or the ending resource block of the bandwidth part are defined relative to 

the reference frequency.  

26. The method of claim 23, wherein the carrier is a downlink carrier and the carrier 

information is downlink carrier information, and wherein, when the UE is associated 

with frequency division duplexing, the method further comprises: transmitting uplink 
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carrier information for an uplink carrier.  

27. The method of claim 26, wherein the base station is configured to transmit the uplink 

carrier information based at least in part on the uplink carrier being associated with at 

least one of: a different subcarrier spacing than the downlink carrier, or a different 

channel bandwidth than the downlink carrier.  

28. The method of claim 23, wherein a synchronization signal block for the carrier is 

received in a location other than a location defined by a synchronization raster for a 

physical channel.  

29. The method of claim 23, wherein the carrier information further includes an initial 

absolute frequency that is identified based at least in part on one of: a channel number 

indicating the initial absolute frequency, or a synchronization channel at the initial 

absolute frequency.  

30. A base station for wireless communication, comprising: a memory; and one or more 

processors coupled to the memory, the memory and the one or more processors 

configured to: identify a particular subcarrier spacing associated with a user equipment 

(UE); determine a configuration of a carrier for the UE based at least in part on the 

particular subcarrier spacing associated with the UE; transmit, to the UE, carrier 

information identifying the configuration, wherein the carrier information includes a 

frequency offset, wherein the frequency offset is from a reference frequency that is 

identified based on a synchronization signal block or a physical broadcast channel 

(PBCH) received by the UE, wherein the reference frequency is located a particular 

distance from an edge of the carrier, and wherein the particular distance is wider than a 

maximum supported channel bandwidth of the UE; and transmit information identifying 

at least one of a starting resource block of a bandwidth part or an ending resource block 

of the bandwidth part, wherein the carrier information is for the bandwidth part.  

31. The method of claim 23, wherein the carrier information further includes a channel 

number that includes an identifier of a physical channel.  

32. The base station of claim 30, wherein at least one of the starting resource block of 

the bandwidth part or the ending resource block of the bandwidth part are defined 
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relative to a physical channel.  

33. The base station of claim 30, wherein at least one of the starting resource block of 

the bandwidth part or the ending resource block of the bandwidth part are defined 

relative to the reference frequency.  

34. The base station of claim 30, wherein the carrier is a downlink carrier and the carrier 

information is downlink carrier information, and wherein, when the UE is associated 

with frequency division duplexing, the one or more processors are further configured to: 

transmit uplink carrier information for an uplink carrier.  

35. The base station of claim 34, wherein the base station is configured to transmit the 

uplink carrier information based at least in part on the uplink carrier being associated 

with at least one of: a different subcarrier spacing than the downlink carrier, or a 

different channel bandwidth than the downlink carrier.  

36. The base station of claim 30, wherein a synchronization signal block for the carrier is 

received in a location other than a location defined by a synchronization raster for a 

physical channel.  

37. The base station of claim 30, wherein the carrier information further includes an 

initial absolute frequency that is identified based at least in part on one of: a channel 

number indicating the initial absolute frequency, or a synchronization channel at the 

initial absolute frequency.  

38. The base station of claim 30, wherein the carrier information further includes a 

channel number that includes an identifier of a physical channel.


