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METHOD AND APPARATUS FOR HIGH-RESOLUTION IN-SITU 

PLASMA ETCHING OF INORGANIC AND METAL FD.MS 

BACT<GROIJND OF mB JNYENTION 

1. TecbnigaJ file]d 

The present invention telates, generally, to etching methods and apparatus for deep sub­

micron semiconductor fabxfoation an~ more particularly, to methods and apparatus for plasma 

etching both metal and inorganic layers in a single chamber. 

2. B.1.Ckgmund Art and Technical Problems 

Reeent advances in semiconductor processing technology have led to the development of 

integrated circuit devices employing sub-mic;ron and even deep sub-half-micron feature sizes. Deep 

sub-micron technologies, involving critical dimensions or feature sizes of less than 0.35 microns, 

n:quire photo lithographic processes which employ progressively smaller inci4ent wavelengths 

during the exposure process. 
p • 

Jn addition, deep sub-micron feal\Jre sizes have spawned the dev«Jlopment of sophisticated 

new photoresist teeipes f'or use with these smaller wa.velengths. 

Deep sub-micron line widths also tend to drive a reduction in the tbiekness of the photoresist 

layers in order to mamtain·acCeptable aspect ratios for the photoresist patterns. However. the use 
~f tbimier photoresist pattem layers has resulted in undesired erosion of the patterned 

microelectronic structure during the metal etch process. 

PteSently .known attempts to preserve the ·integrity of the microelectronic structures in the 

presence of thin photoresist layers typically involve the use of metallic banier layers~ such as 

titanium nitride (TiN), in the metal stack. In addition, organic anti-reflection coating (ARC) layers 

have been employed on top of metallic bamer layers to help preserve the structural integrity of the 

photoresist pattern structures. Prior art praeti.oe has also utilized an oxide layer prior to the organic 

ARC layer to function as a hard mask. However. many of the different layers utilized in the prior 



enhancing the integrity of the metallic microelectronic structures even as the photoresist is eroded 

during the metal etch process. 

In accordance with a fUrtb.er aspect of tho pteSent invention. the inorganic dielectric layer 

maybe applied utiliziiig a chemical vapor deposition (CVD) process. In accordance with a particular 

preferred embomment, the inorganic dielectric ARC layer may be applied in a plasma enhanced 

CVD (PBCVD) chamber. 

In accordance with a further aspect of the present invention, the use of PECVD deposition 

techniques permits the application of the dielectric layer in a confonnal manner, i.e •• a uniform 

thickness of the dielectric may be applied to surfaces which are not perfectly planar. for example 

surfaees which cont.a.in a layer of microelectronic structures. This is a distinct advantage over prior 

art systems, wherein organic KP..C layers are fypically applied using a spin coat technique. 

In acconianoe with .a :LUrther aspect of the present invention. the etch selectivity of the metal 

etch medium is greatly enhanced in that the inorganic ARC is less susceptible to erosion during the 
' 

metal etch process than prior art organic or metallic ARC layers. 

In acoordance with yet a further aspect of the present invention, the inorganic dielectric layer 

may be incOJ:pOiated into the inten:onnect structure, without having to be removed in a subsequent 

processing step. . . 
In accordance with i still further aspect of the present invention, the process of etching the 

inorganic dielectric layer down to the metal layer ~y be performed m tho same tool withhi which 

the IJletal etching process is perfonnecl, thereby eliminating the need to change tooling between the 

dielectrlc etching step and the metal etching step. 

In~ with yet a further aspect of the present invention, the inorganic dielectric ARC . 

. layer may be etched using a fluorine based etching ehemistry, immediately followed by the in-situ 

transition to a chlorine based etching ~cess for tho metal etching step. 

Various other aspects and advantages of the present invention are set forth with particularity 

in the detailed description of preferred cxemplaty embodiments. 

BRIBE UBSCRTUTON OE THE DRAWJN('-rS 

The present invention will herelliafter be described in conjunction with the appended drawing 

figures, wherein like numerals dC'.Signate like elements in the various figures, and wherein: 
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enhancing the integrity of the metallic microelectronic structures even as the photoresist is eroded 

during the metal etch process. 

In accordance with a .furth.e.r aspect of the present invention, the inorganic dielectric layer 

may be applied utili%ing a chemical vapor deposition (CVD} ptOCeSS. In accordance with a particular 

preferred embodiment, the inorganic dielectric ARC layer may be applied in a plasm.a enhanced 

CVD (PBCVD) chamber. 

In accordance with a further aspect of the present invention, the use of PECVD deposition 

techniques permits the application of the dielectric layer in a confotmal manner, i.e., a uniform 

thickness of the dielectric may be applied to surfaces which are not perfectly planar, for example 

su~es which contain a layer of microelectronic structures. This is a distinct advantage over priot' 

art systems, wherein organic ARC layers· are typically applied using a spin coat technique. 

In acconian.ce with a further aspect of the present invention, the etch selectivity of the metal 

etch medium is greatly enbancecl in that the inorganic ARC is less susceptible to erosion during the 

metal etch process than prior art organic or metallic ARC layers. 

In accordance with yet a further aspect oftbe present inven.tiOll, the inorganic dielectric layer 

may be incOI:potated into the intetconnect structure, without having to be removed. in a subsequent 

processing step. 
. . 

In accordance with a· still further aspect of the present invention, the process of etching the 

inorganic dielectric layer down to the metal layer may be performed in the same tool withhi which 

the nietal etching process is pedomed, thereby eliminating the need to change tooling between the 

dielectrlc etching step and the metal etching step. 

In~ with yet a further aspect of the present invention, the inorganic dielectric ARC . 

. layer may be etched using a fluorine based etching ehero.istty, immediately followed by the in-situ 

transition to a ehlorin.e based etclllng precess for the metal etching step. 

Various other aspects and advantages of the present invention are set forth with particularity 

in the detailed description of preferred exemplary embodiments. 

BRJEFD:BSCRTETION OF THE DRAWINGS 

The present invention will b.ereina.tter be described in conjunction with the appended drawing 

figures, wherein like numerals dt'.Signate like elements in the various figures, and wherein: 

1iiITli~f 
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FIG. la is a schematic diagram of a photo lithographic exposure and development process; 

FIG. lb is a schematic diagram of an exemplary printed photoresist pattern using prior art 

techniques; 

FIG. 1 o is a schematic illustration of a metallic microelectroDic structure after pattern and 

transfer, shown with compromised structural integrity as a result of a thin photoresist layer; 

FIG. 2a is a schematic; illustration of reflected. incident light on the sidewall profile of 

photoresist structures; · 

FIG. 2b is a schematic illustration of prior art photoresist structures showing the vertical 

walls of the photoresist structures corrupted by the spurious reflected light shown in FIG. 2a; 

FIG. 3a is a schematic illustration of a prior art exposure and development paradigm 

employing an organic anti-reflective coating on the metal layer; 

FIG. 3b is schematic illustration of a prior art photoresist pattern transfer technique produced 

using an organic anti-reflective coating, with the resulting preservation of the structural integrity of 

the metallic microelectronic structures; 

FIG. 4 is a schematic illustration of an inorganic dielectric "Qoundary layer in accordance with 

the present invention; 

FIG. S is a sohematic illustration of the conformal application of a dielectric boundary layer 

in accordance with the present invention; 

FIG. 6a is a schematic illustration _or a printed photoresist pattem using an inorganic 

dielectric layer in accordance with the present invention; 

FIG. 6b is a schematic illuStration of a photoresist pattern, showing the inorganic top ARC 

layer of FIG. 6a removed as a result of etching; 

FIG. 6c is a schematic illustration of the resulting microelectronic structures subsequent to 

the metal etching proce$s in accotdance with the present invention; 

FIG. 7 is a schematic block diagram of an exemplary plasma etching chamber .in accordance 

with the present invention; and 

FIG. 8 is a flow chart setting forth various process steps employed. in the context of the 

present invention. 
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PETAU.RD DBSCRJPTION OF THE 

pRBPBRRBP BX'BMpI.ARV EMBO))TMBNI'S 

For relati-vely large line widths, standard photo lithographic processes typically employ G­

line ( 436 nanometers) or I-line (365 nanometers) exposure wavelengths. However, I-line photo 

lithographic processes are limited to line width critical dimensions on the order of about .36 micron 

feature size; thus, for deep sub-half-micron feature sizes. deep ultraviolet exposure energies (e.g;, 

248 nanometers) or lower energies are needed. 

PIG. la shows a typical interconnect substrate 102 comprising a metal layer 106 and a 

photoresist layer.104 disposed on top of the metal layer. As is well lmown in the art, exposure 

radiation is selectively applied to a mask or reticle to selectiYely expose and isolate various regions 

of the photoresist layer to develop a photoresist pattern. This photoresistpattern is then subsequently 

transfmed into the·metal layer. 

With continued reference to FIG. la, mask 108 pattems the incident light rays 110 in 

accordance with a predetermined photoresist pattem.. Consequently, light is blocked from those 

areas of the photoresist layer 104 conesponding to a desired printed photoresist pattern. and light 

is· allowed to penetrate into those regions of the photorcsist layer 104 which are desired to be 

~ved during the development step. Those skilled in the art will appteeiate, however, fha;t a 

varlety of different expose and development paradigms may be employed to arrive at a desired 

photoresist pattern; for example, it may be desirable to <X>nfigule the mask such that the ateaS of the 

phototcsist layer 104 to be removed are blocked from the light. and the areas of the phototesist layer 

104 which are desired to be preserved are exposed. 

With continued reference to FIG. la and now also referring to FIG. lb, after the regions of 

photoresist layer 104 which are desired to be removed have been exposed and developed, the 

photoresist pattem is said to be printed upon metal layer 106. Jn the eon.text of FIG. lb, the printed 

photoresist pattern comprises respective photoresist structures 111,114,116. 

Referring now to FIG. la-c, the photoresist pattem shown in FIG .. lb is typically transferred 

to metal layer 106 through a metal etching process, wherein the metal 106 and the photoresist 

structures 112,114,116 are simultaneously etched and removed resulting in the metal microelectronic 

pattern shown in FIG. le cornprising respective metal structures 118,120,122. 
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As the line widths (represented by the arrows marked 'Vi" in FIG. lb) of the structures 

become smaller and smaller (e.g .• less than .5 microns in width}, the mechanical integri1y of the 

photoresist structures 112,114,116, as well as the metallic structures 118,120,lll may become 

compromised. In order to prevent the photoresist and metal stmetures from becoming too thin or 

from ba\ling an excessively large vertical dimension ratios (represented by the mows "h .. in FIG. 

lb) for a given line width, it is desirable to niaintain an aspect ratio (hlw) on the order of2.5 to 4. 

With continued reference to FIG. le, it can be seen that microelectronic ~tructure 112 

exhibits compromised structural integrity; in particular. the top portion of structure 122 deviates 

fiom the desired rectilinear configuration. Those skilled in the art will appreciate this type of depth 

deformation typically results when the photoresist material completely or partially erodes in the 

metal etch process, leaving the top portion of microelectronic structure 1~2 exposed to the etching 

medium. This problem becomes exacerbated in cummt tec?hnologies when thinner photoresist layexs 

are needed in order to accommodate the nanower depth of focus windows associated with deep sub­

mieron feature sizes. 

Refening to FIG. 2, presently known interconnect processing paradigms suffer from 

additional drawbacks beyond the profile erosion discussed in conjunction with FIG. 1. FIG. 2 

illustrates a typical microeleettonie substrate comprising a. metal layer 106 and a photoresist layer 

104 • .AB discussed above,· a photoresist pattein comprising photo.resist features lol,204,206 is 

desirably printed on metal layer 106~ Using an appropriate mask (not shown in FIG. 2) of the type 

discussed above in coajunction with FIG. 1, exposure energy of a predetermined wavelength, 

represented by light vectors 208,210 are applied to phototesist layer 104 in the vertical direction 

. shown in FIG. 2a. In an ideal environment. these vertical rays create photoresist structures (e.g., 

structures 202,204,206) having straight. ideally vertical side walls. However, although the incident · 

light mys 208,210 are generally vertically aligned, when the light waves contact the surface of metal 

layer 106 which adjoins photoresist layer 104, the light rays often reflect against the surface of metal 

layer 106, resulti.11g in spurious reflection rays. for example reflected rays 112,214,216. Although 

photoresist stmctures 102,204,206 are masked to prevent them ti'om being exposed during the 

exposure stage, spurious reflected rays (e.g., rays 212,216) often pene1:l'ate the side walls of the 

photoresist structures, resulting in undesirable exposure of portions of the side walls of the 

photoresist structures. In particular, spurious ray 212· can be seen. contacting the side wall of 
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photoresist structure 204; similarly, spurious wave 216 can be seen contacting the side wall of 

. photoresist strncture 206. 

R.ef'ming now to FIG. 2b, the effect of such spurious reflective light rays can be seen in the 

distorted, non-linear side walls of the developed pbotoresist structure 218 (corresponding to desired 

profile 202), photorcsist structure 224 (colTCSponding to desired profile Z04), and photoresist 

structure 226 (corresponding to desired profile 206). In particular, respective side walls 220,222;228 

of respective photoresist structures 218,224,226 are partially consumed as a result of the undesired 

exposure of the side walls. 

Referring now to FIG. 3) presently known techniques for reducing spurious reflected light 

rays during photorcsist patterning typically involve the use of an ARC layer 312. 

More particularly, prior art processingparadig:m.s often employ a stacked metal layer 302, 

for example comprising middle metal layer 314 sandwiched between a top anti-reflective coating 

(ARC) layer 312, and a bottom thin film barrier layer 316. 

More particularly and with reference to FIG. 3a, as the vertically incident exposure energy 
represented by vector 318 enters photoresist layer310, a portion ofphotoresist layer 310 which is 

desired to be removed is exposed during the exposure step. ARC layer 312, which typically 

comprises a material designed to absorb the exposure light. su'bstantially reduces ·spurious reflected 

rays during the exposure step. Consequently, only that portion of photoresist layer 310 (repres~ 

by the dotted lines) is removed during the developing step, thereby resulting in substantially linear,. 

non-eroded side walls of finished photoresist structures 304,306,308. 

Initial ARC layers. tor example such as ARC layer 312, are made :from a metallic material, 

for example titanium. nitride, often refeired to as tinitride.. C.Onsequen.tly, this metallic ARC layer 

may be etched in the same chemistry that is used for metal etching. In addition to using metallic 

ARC layers, oiganic ARC layeis (not shown) have also been used to preserve the struotmal integrity . 

of the photoresist layer 310 by depositing the organic ARC layer (not shown) on top of the metallic 

ARC layer. Further, in an e.ftort to protect the integrity ofpattemed microelectronic structures 

produced using thin photoresist pattCm layers, prior art practice has utilized an oxide layer prior to 

the organic ARC layer to provide hard mask protection. However, these different layers require 

several different etching chemistries and tools for processing which complicates fabrication of the 

semiconductors and increases processing times. 
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R.efening now to FIG. 3b, the substrate of FIG. 3a is shown subsequent to the metal etching 
. . 

step. In particular. metal portion 314 is etched using any well known wet or dry etching technique. 

Photoresist structures 304,306,308 aro transfen'ed to the metal layer 314 during the metal etch 

process. In particular, photoresist structure 304 is transfcITed into the metal layer as microelectronic 

structure 320; photoresist structure 306 is seen transferred into the metal layer as microelectronic 

structure 322; and photoresist structure 308 is 1ransfeITed into the metal layer as microelectronic 

structure 324. In cirQumstances where sufficiently thick phototesist layers ate cm.ployed, or when 

a less aggressive metal etching medium is used, often the top portion of microelectronic struct\lres 

320,322 remain generally rectilinear as a tesult of residual photoresist 326,328 which was not 

consumed during the metal elching step. However, the integrity of the microelectronic structure 

(e.g.. structure 324) may nonetheless be compromised even in the presence of ARC layer 312 due 

·to, inter alia, one or more of the following conditions: an aggressive etching medium which fully 

or partially consumes the MC layer, employing a photoresist layer which is too thin and hence is 

eroded during the metal etch process. and deep sub-micron feature sizes. 

Referring now to FIG. 4. a suitable interconnect substrate in accordance with the present 

invention comprises a metallic stack 402 having a photoresist layer 410 disposed th~n. In 

accordance with one aspect of the present invention, metallic stack 402 is sui~ly in the nnge of 

1,000 to 20,000 angstroms thick. and is preferably about S,000 to 8,000 angstroms; photoresi.st ~yer 

410 is suitably on the order of .1 to 2 microns thi~ and preferably on the order of about .6 to 1.0 

microns thick. In accordance with a further aspect of the present inventiollt metallic stack 

40l suitably comprises a metal layer 404 sandwiched between a first top ARC layer 406 and a 

second bottom barrier layer 408. Preferably, top ARC layer 406 is a dielectrl°' inorganic compound, 
-

. for example silicon oxynitride. 

Jn accordance with one aspect of the present invention. metal layer 404 is suitably made from 

aluminum, titanium. or other metals typically employed in the production of stacked semiconductor 

. assemblies. If desired, metal layer 404 may also include gold, silver, copper, either alone, in 

combination. or mixed with the almninum, titanium, or the like. Moreover, depending on the 

particular application, metal layer 404 may comprise tungsten, nickel, or other substances, for 

example if the substrate is to be employed as a memory disk or other structure other than a 

semiconductor stacked assembly. 
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· With continued reference to FIG. 4, inorganic dielectric layer 406 is suitably applied to metal 

layer 404 in any convenient manner. In a particularly prefeired embodiment, inorganic layer 406 

is applied to layer 404 through chemical vapor deposition (CVD) techniqllCS. In a particularly 

preferred embodiment, plasma enhanced CVD (PECVD) techniques may be employed to deposit 

inorganic layer 4_06 on metal layer 404. 

R.efening now to FIG. S, an altemate embodiment of the invention is shown. In particular, 

an inorganic layer 512 is shown applied OJl the surface of metal layer 504, notwithstanding the planar 

surface of metal layer 504. . 

With continued reference to FIG. S, metal layer 504 suitably comprises respective structures 

506,508,SlO, for example microelectronic structures; instead, structures 506,508,510 may also 

comprise steps, ridges. or other topical non-planarities other than microelectronic structures. By 

employing CVD or other application techniques other than traditional well-known "spin" techniques, 

it is possible to apply a substantially uniform thickness of the inorganic layer onto the metal layer, 

regardless of whether the metal layer is substantially planar or deviates from planarity. PIG. 5 thus 

illustrates the conformal nature of the inorganic layer to metallic layer. 

After applying the inorganic layer to the metal layer as shown in FIG. 4 (or in the altemate 

embodiment shown in FIG. 5), it may be desirable to apply a photoICSist layer 410 to the inorganic 

layer. In this regml, it is appreciated that the inorganic layer 406 may serve a plurality of useful 
.. 

pmposes. In partieulu, inorganic layer 406 (and inorganic layer 511 in the a.ltemate embodiment) 

may effectively serve as an ARC layer, thereby enhan.cing the vertic:ality of the side walls of the 

photo.resist.structures byrechlcing spurious reflected mys during the exposure and developing steps. . 

In addition. as discussed in greater detail below, inorg8nic layer 406 may enhance the integr.ity of 

.the structure of the finished microelectronic structures after metal etching, even if the residual 

photoresist should become partially or fully eroded. 

Referring now to FIG. 6, an exemplary metal structure 60.2 suitably comprises a metal layer 

604, an inorganie top layer 606, and a bottom barrier layer 608, which may comprise a dielectric; 

in a preferred embodiment, bottom barrier layer 608 is also a metal sueli as tinitride. As briefly 

discussed above in coltjunction with PIG. 4 and S, inorganic layer 606 is also suitably applied to 

metal layer 604 via CVD or PECVD deposition techniques. 

With particular reference to FIG. 6a:. respective photoresist suuctures 610,612 may be 

printed onto metallic stack 602, .for example using, inter alia, any of the printing techniques 

B R.Jeplaced 

l ii\l\i \\\ \\\\ 
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discussed above. As can be seen in FIG. 6a. the side walls of photoresist structures 610,612 exhibit 

a high degree of verticality, in part because of the anti-reflective character of ARC layer 606. 

In order to transfer the photoresist pattern shown in FIG. 6a into the metal ~er, the structure 

shown in FIG. 6a typically undergoes a metal etching process. In prior art systems utilizing an 

organic. ARC layer, the organic. ARC layer may be conveniently eroded in the presence of chlorine 

based etching enviromnents or directional etching environments, i.e. when a bias is applied to the 

etching process, that are used in metal etching. In the context of the present invention, in contrast, 

inorganic layer 606 is desitably etched using a fluorine based etching solution including one or more 

of the following chemistries: CHF3, C2F6, and CF.c (tetrafluormethane). 

W~th particular reference to FIG. 6b. inorganic layer 616 is suitably etched using an 

appropriate etching chemistry such as, for example, those described above. 

Upon completion of the ARC layer etching step, the inorganic layer 606 is positioned 

between metal layer 604 and respective photoresist structures 610,612. As seen in FIG. 6b, during 

this etching step, inorganic layer 606 is etched away, so.eh as is indicated by arrow 618. Ju shown 

in FIG. 6b, the interconnect substrate is prepared for metal etching (i.e., etching of metal layer 604 

to transfer photoresist structure 610,611 into the metal). 

In accordance with a particularly preferred embodiment of the present invention, both the 

aforementioned inorganic etching step and the etching of metal layer 604 may advantag~usly be · 

perfomied within the same tool. thus conserving processing steps and reducing ~ ~st and 

_<X>mplexity of producing the :finished semiconductor interconnect structures. The detailS of this in­

situ etching process are discussed in greater detail below in conjunction with FIG. 7 and 8. 

Wrth continued reference to FIG. 6, the substrate shown in FIG. 6b suitably undergoes metal 

etching, resulting in the stractule shown in FIG. 6c. 

With particular reference to FIG. 6c, photoresist structure 610 is suitably transferred intO 

met.al layer 604, resulting in microelectronic structure 611; similarly, photoresist structure 611 is 

transferred into the metal, resulting in microelectronic feature 613. 

More particularly, structure 611 suitably comprises a top portion 614~ a middle portion 622, 

and a bottom portion 628. In accordance with a preferred embodiment, top portion 614 suitably 

comprises that portion of inorganic layer 606 which was not etched away during the inorganic layer 

etching process. Middle portion 622 suitably comprises that portion of metal layer 604 which was 

not etched away during the metal etching Uep. Bottom portion 628 may comprise that nortion of 

1111rnnnr 
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barrier layer 608 which was not etched during the aforementioned. metal etching process; . . 
alternatively, bottom portion 628 may c0mprise part of barrier layer 6"08 and part of the bottom of 
metal layer 604 in the eYent metal layer 604 is incompletely etched. Depending on the level of the 
aggressiveness of the etching chemistry during the metal etch step, and further depending on such 
factors as the etch selectivity of the etch medium with regard to the photorcsist and the metal layer 

604, some residual photoresist 632 may remain on the top ofmioroelectronic structure 611 after the 
completion of the metal etching step. For smaller structures (e.g., deep sub-half-micron feature 
sizes), or in cireumstances where a very thin photoresist layer is used or a very aggressive metal (and 

hence photoresist) etch solution is employed, it may be possible that all of the photoresist material 
on the surface of microelectronic structure 613 is partially or completely eroded during the metal 
etch process. By employing an inorganic ARC layer 606 which results in an inorganic ARC hard 

mask cap 616, the structural integrity of1he top portion 634 of microelectronic stroetllre 613 is 

preserved; that is, even if the photoresist layer is QOIIlpletely eroded away, the metal etch chemistry 

does not dramatically effect the structure of microelectronic structure 613, inasmuch as cap portion 
616 is relatively impervious to the metal etch chemistry. 

R.efeiring now to FIG. 7, the etching of the inorganic layer, as well as subsequent etching of 
the metal layer described in connection with FIG. 6, is suitably performed within the same plasma 
enhanc:ed etching chamber, resulting in substantial cost efficiencies inasmuch as both etching steps -
may be performed in-situ, that is, in the same tool. 

With continued reference to FIG. ·7, a suitable plasma etching assembly 700 preterably 

comprises an etching chamber70~ a vacuum pump 704 COllD.eCted to ct.ching chamber 700 through 

a vacuum hose 706, and a plurality of teSpeetive mask fl.ow controllers (MFC) 710 which are 
suitably connected through a mixing valve or flow regulator 712 and a gas inlet conduit 714 to 
etching chamber 702. In the interior region 708 of etching chamber 702, a plasma zone 722 is 
suitably maintained. In a preferred embodiment, plasma et.ching chamber 70:2 may be obtained from 

Applied Materials. Inc. under the product designation decoupled plasma soUICe or DPS. 

Intemal region 708 of metal~ chamber 702 suitably comprises a workpiece support 716, 
for example an electrostatic chuck (ESC), configured to support a semiconductor interconnect 

• substrate (such as shown in FIG. 6) 718 within the plasma region 722. Those skilled in the art will 
appreciate that appropriate temperature control mechanisms may be incorporated into chuck 716 
and/or .into the side walls or other interior region of chamber 702 to control the temperature at the 
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workpiece surface during the etching process. Moreover., those skilled in the art will further 

appreciate that an appropriate pressure may be maintained by vacuum pump 704 during the etching 

process. It is iUrther understood that appropriate con1amination control. ventilation, and other well 

known parameters may be accommodated by etching system 700. 

The various gasses used to effect the etching processes are conveniently applied into plasma 

Tegion 722 through a gas inlet oonduit '720 connected to extemal conduit 714. In a prefetred 

embodiment. the various MFC"s 710, control valve 712, and the various other processing parameters 

are conveniently controlled through the use of a personal computer or other known control device. 

With continued reference to FIG. 7 and refening also to FIG. 6 and 8, an in-situ ARC etching 

process and an in-situ metal etching process may suitably be performed in accordance with the 

following method: 

When it is desired to etch the inOTganic ARC layer 606 {see FIG. 6a), the substrate 

comprising metallic stack 601 and the photoresist structures formed thereon is suitably placed on 

chuck 716 (the interconnect workpiece modeled as workpiece 718 in FIG. 7). The various 

processing parameters appropriate for a particular etching recipe are then established (step 802). 

includin& inter alia;·settingthe proper temperature, pressure, plasma ignition times and dwell times, 

as well as selection of the appropriate mixture of .gas~es. gas rates and propo~ons to be fed to 

plasma.region 722. Jn a prefem:d embodiment, helium, nitrogen, or other appropriate medium.may 

be employed to cool the surface of the workpiece via ESC 716~ as desired. Once the appiopriate 

parameters are established, the dielectric layer is suitably etched (step · 804). In a preferred 

embodiment,, the dielectric layer is suitably an inorganic film, for. exampl~ comprising silicon 

oxynitrldc, in which case fluorine based chemistries sueh as CHF31 C,.F• and CF 4 may be employed. 

. In accordance with an alternate embodiment, a metallic mask layer, such as tinitride, may be 

employed in lieu of the aforementioned inorganic hard mask layer. When an inorganic dielectric is 

employed. suitable etching chemistries include the aforementioned fluorine based chemistries, ih 

combination with chlorine based chemistries such as BCL, (boron tricblorlde) and C~. 

When inorganic layer 606 is substantially or completely etched (or the organic dielectric 

layer as discussed in the aforementioned offset embodiment), as shown in FIG. 6b, the plasma may 

be temporarily terminated to accommodate ~ reconfiguration of the gas mixture (step 806); 

alternatively, the plasma may i;emain intact. and a gradual change in the gas composition may be 

affected to initiate the metal etch step. 
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The metal etching step (step 808) suitably employs chlorine based chemistries such as B~, 
CLz, or other appropriate metal etching chemistries; as with the dielectric etch step described above 
in conjunction with step 804, the metal etch process is also desirably conducted in the presence of 
an N2 (nitrogen) or Ar (argon) gas mixture supplied to plasma chamber 722 from gas supply conduit 
720. 

When the metal is substantially or completely etched to a desired level, the plasma. may be 
extinguished (step 810). Altemativelyt the plasma may remain energized and the gas supplied to 
plasma chamber may be rcfomlulated in the event it is desired to over etch the surface of the 

interconnect. for example to clear residuals. 

If it is desired to over etch (step 812}, chlorine based chemistries such as BCL,. CL,i, and the 

like may be employed with argon (Ar) either in "addition to or in lieu of the nitrogen gas~ In addition, 
in a preferred embodiment .such over etching may be performed at a lower raclioftequency (RF) 

power, calculated to produce a lower energy plasma at the surface of workpiece 718. 

Once the metal etching process is complete (which may or may not include over etching, as 
desired), workpiece 718 may be removed (step 814), whereupon another workpiece may be placed 
onto chuck 716 (step 816). The process parameters for the new workpiece are th.en set (step 818) 
if they are different than~ p~ pammcters employed in conjunction ~th th~ previous etching 
recipes for the previous workpiece; otherwise, the process returns to step 804 for the next cycle of 
worlcpiece :f3brication. 

Selectivity is a major consideration of plasma etching processes. Selectivity can be 

controlled by selecting the etching gas toauula, diluting the gas near the end of the etching process 
to slow down the attack of the underlying layer, and placing endpoint detectors within the system. 
Endpoint detectors automatically temtinat:e the etching process upon detecting a predetermined 
compound or element in the gas stream that exits the etching chamber. 

The etch rate of a plasma system is detemrlned by the power supplied to the electrodes which 

are attached to the workpiece support 716, the gas etchant chemistry, and the vacuum level containeA 
within the etching chamber 702. In accordance with a preferred embodiment of the present 
invention, fluorine and chlorine based gases are used to etch an inorganic dielectric ARC film. The 
etch selectivity between the photoresist and the inorganic dielectric ARC is improved by adding 
fluorine based chemistries such as CHF,, SF61 or other CH1Fl' compounds to the chlorine gas as a 
breakthrough process. The high e~h selectivity between the oxide and the metal is then utilized with 
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only chlorine based plasma. An example containing specific: recipes evidencing this preferred 

embodiment of the present invention is as follows: 

Step 1 - Chlorine and fluorine based dlemistries are mixed to etch the inorganic 
dielectric ARC using the fullowing recipe: 'SO seem Cl,. 17 seem CHF3, 12 mtorr, 1300 watts of RF 
plasma power and 70 watts of bias power. The gas ratio and time period are optimized to produce 

smooth and stiaight sidewall profiles without undercut. This step is stopped at the interface between 
TiNtri and A!Cu substrate. 

Step 2 - Chlorine based chemistries such as BCI3 and Cl2 are used along with N2 gas 

to etch the metal using the following recipe: SO seem Cl2, 40 seem Bcl3, 13 seem N2, 12 mtorr, 900 
watts of RF power, and 150 watts of bias power. This is an endpoint process which senses the 

interface between the AlCu substrate and oxide on the open fields. 

Step 3 - Chlorine based chemistries are used to overetch. in order to. clear residuals, 

using the following recipe~ 40 seem C~ 30 seem BCI3, 20 seem Ar, 1 O mtorr, 900 watts of RF 
power, and" lSO watts of bias power for twenty seconds. 

All of the above etching steps are carried out within the same etching chamber 702. The 
single wafer chamber configuration of the planar plasma etch system descrlbed above with.reference 
to Figures 7 ;md 8, respectively, possesses the ability to tightly control the etch puameters for 

uniform etching. In addition. utilization of load lock chambers with single-wafer systems produces 

a. configuration which is amenable to in-line automation thereby resulting in high production rates 
that can be maintained. 

It should. be understood that the foregoing d.esorlption is of preferred exemplary embodiments 

of the invention and that the invention is not limited to the specific fonns or structures shown or 
described herein. Various modifications may be made in the design, ~gement, and type of 

elements and structures disclosed herein, as well as the steps of making and using the invention 
without departing from the scope of the invention as expressed in the appended claims. 
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I claim: 

1. An etching tool for use in fabricating a semiconductor workpiece of the 1;ype 
comprising a metal layer, an ARC layer disposed on said metal layer, and a photoresist pattern 
disposed on said ARC layer opposite said metal layer, the tool comprising: 

a fixture for holding said semiconductor device during etching; 
a conduit configured to supply etching chemistry to the surface of said workpiece 

proximate said photoresist pattem while said semiconductor device is in said fixture; 

a first source containing a first etching chemistry for etching said ARC layer and a 
second source containing a second etching. chemistry for etching said metal layer, said first and 
second sources being con.figured to communicate with said conduit; and 

a controller for controlling the flow of said first and second etching chemistries to 
said conduit. 

2. The tool of claim 1, wherein: 

said ARC layer is an inorganic layer,; 

said first etching chemistry is a fiu'1ne based chemistry; and 

said second etching chemistry is a chlorine based chemistty. 

3. The tool of claim l, wherein at least one of said first and second sources contains an 
etching gas. 

4. The tool of claim l, wherein at least one-of said first and second sources contains an 
etching liquid. 

5. The tool of claim 1, further c::omprising an RF source for generating a plasma 
proximate said photoresist pattern to thereby plasma etch said workpiece surface. 

6. The tool of claim 5, further comp.rising: 

a plasma etching chamber; and 

a vacuum pump for controlling the pressure within said chamber, 
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wherein said controller is configured to deliver said first etching chemistry to said 

conduit and to generate a plasma comprising said first etching chemistry at said wodcpiece surface 

during etching of said ARC layer; and 

wherein said controller is tbrther configured to deliver said second etching chemistcy 

to said conduit and to generate a plasnia comprising said second etching chemistry at said workpiece 

surface during etching of said metal surface. 

7. The tool of claim 1, wherein: 

said controller is configured to deliver said first etching chemistry to a surface of said 

workpie¢e during etching of said ARC layer, and to thereafter deliver said second etching chemistry 

to said workpiece surface during etching of said metal layer while said workpiece remains in said 

·fixture. 

8. The tool of claim 61 wherein: 

said controller is configured to control the placement and retrieval of said workpiece 

to and from said fixture; and 

said controller is fu11her configured. to supply said first etching chemistry to said 

workpiece surface, and to thereafter supply said second etching chemistry to said workpiece_ su.tfaee, 

while maintaining said workpiece in said fixture. 

9. Amethodoftabricating a semiconductor device of the type comprisiug a metal layer. 

an AB..C layer disposed on .said metal layer, and a photoresist pattem disposed on said ARC layer . 

opposite said metal layer, the method comprising the steps of: 

placing said devi.ce in a fixture in a plasma etch chamber; 

supplying a .fust plasma etching oheinistxy to a surface of said device proximate said 

photoresist pattern; 

etching said ARC layer and said photoresist pattern in a first etching step using said 

first plasma etching chemistry while said device is in said fixture; and 

supplying a sec:oi:id plasma etching chemistry to said workpiece surface; and 

etching said metal layer using said second plasma etching chemistry in a second 

etehillg step subsequent to ·said first etching step while said device remains in said fuc.ture. 
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10. The method of claim 9, further comprising the step of maintaining said workpiece 

secured within said fixture during and between said first and second etching steps. 

11. The method of claim 10, wherein: 

said step of supplying said first plasma etching chemistry comprises supplying a 

fluorine based etching chemistry; and 

said step of supplying said second plasma etching chemistry comprises supplying a 

chlorine based etching chemistry. 

12. The method of claim l O. wherein: 

said ARC layer comprises an inorganic dielectric; 

said first etc:hing step comprises etching said inorganic dielectric layer with a fluorine 

based etching chemistry; and 

said second etching step comprises etching said metal layer with a chlorine based 

etching chemistry. 

13. The method of claim 10, further comprising the steps of: 

terminating the plasma at the end .of said fust etching step; and 

re-energizing the plasma at the begi~ng of said second etching step. 

14. The method of claim lOJ further ~mprising the step of maintaining an energized 

plasma during and between said first and second etching steps. 

1 S. The method of claim 9, further cc>mprising the steps of: 

reducing the plasma energy following said second etching step; and 

there~ over etching said device. 

-·· 
16. A product made by the method of claim 10. 

17. A product made by the method of claim 12. 
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18. A method of fabricating a semiconductor intercorutect device, comprising the steps 

of: 

applying an inorganic ARC film layer to a metal substrate; 

printing a photoresist pattern on said film layer to form a stack comprising said film 

layer sandwiched between said photoresist pattern and said metal substrate; 

placing said stack in a fixture in a plasma etching chamber; 

applying a· fluorine based plasma to a surface of said stack near said photoresist 

pattern; 

etching said photoresist pattern and said inorganic film layer using said fluorine based 

plasma; 

applying a chlorine base.cl plasma to said stack subsequent to etching said photoresist 

. pattern and said inorganic film without removing said stack from said fixture; and 

·etching said metal substrate using said chlorine base.cl plasma. 

19. The method of claim 18t wherein said step of applying said inorganic ARC layer · 

comprises chemical vapor deposition (CVD). 

20. The method of claim 19, wherein·said CVD step comprises employing plasma 

enhanced CVD (PECVD). 

21. The method of claim 18, wherein said step of applying said inorganic ARC layer 

comprises applying silicon oxynitrlde as said ARC layer. 

22. A product made from the method ofclaim 21. 


