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BIOMEDICAL ENERGIZATION ELEMENTS WITH POLYMER ELECROLYTES

CROSS-REFRENCE TO RELATED APPLICATIONS

This patent application claims the benefit of @diStates Provisional Patent Application No.
62/410,530 filed October 20, 2016. The contentsharein incorporated by reference.

BACKGROUND OF THE INVENTION
1. Field of the Invention
Designs and methods to improve performance amcbbipatibility aspects of batteries

are described herein. In some examples, electsolyie provided in a solid polymer form.

2. Description of the Related Art

Recently, the number of medical devices and theictionality has begun to rapidly
develop. These medical devices may include, fomg@, implantable pacemakers, electronic
pills for monitoring and/or testing a biologicahittion, surgical devices with active components,
contact lenses, infusion pumps, and neurostimafmided functionality and an increase in
performance to many of the aforementioned mediegicgs have been theorized and developed.
However, to achieve the theorized added functionatiany of these devices now require self-
contained energization means that are compatilifethve size and shape requirements of these
devices, as well as the energy requirements afi¢heenergized components.

Some medical devices may include electrical comptsnguch as semiconductor devices
that perform a variety of functions and may be mpooated into many biocompatible and/or
implantable devices. However, such semiconductormpaments require energy and, thus,
energization elements should preferably also bedec in such biocompatible devices. The
topology and relatively small size of the bioconiplatdevices may create challenging
environments for the definition of various functidities. In many examples, it may be important
to provide safe, reliable, compact and cost-effectheans to energize the semiconductor
components within the biocompatible devices. Therrsfa need exists for biocompatible

energization elements formed for implantation withr upon biocompatible devices where the
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structure of the millimeter- or smaller-sized eneafon elements provides enhanced function
for the energization element while maintaining liopatibility.

One such energization element used to power aelevay be a battery. When using a
battery in biomedical type applications, it mayitoportant that the battery structure and design
inherently provide resistance to incursions andiesions of materials. A polymer electrolyte
battery design may afford such resistance. Thezetoneed exists for novel examples of
polymer electrolyte batteries that are biocompatibl use as biocompatible energization
elements.

SUMMARY OF THE INVENTION

Accordingly, polymer electrolyte battery desigmsl aelated strategies and designs for
use in biocompatible energization elements ardatisd herein.

One general aspect includes a biomedical devicehwhcludes an electroactive
component and a battery. The battery may inclupeyamer electrolyte, where the polymer
electrolyte includes an ionic species. The batisy includes a manganese dioxide cathode. In
some examples, the cathode may also include afdahium. In still further examples, the ionic
species of the electrolyte may also include lithidlitne biomedical device also includes a first
encapsulating layer, where the first encapsuldtiggr encapsulates at least the electroactive
component and the battery.

Implementations may include one or more of thiewang features. The biomedical
device where the battery further includes: an amuleent collector; a cathode current collector;
and an anode; where the anode includes zinc, artewthe anode and the anode current
collector are a single layer. The biomedical deviagy also include a polymer electrolyte, where
the electrolyte includes poly (vinylidene fluorid®VDF). In some examples, a polymer
electrolyte may include poly (vinylidene fluoridexafluoropropylene) (PVDF-HFP) copolymer.
In some examples, the polymer electrolyte includies ion. In some other examples, the
polymer electrolyte may include lithium ion. In seraxamples, the battery may include
manganese dioxide, and in some examples, the masgalioxide cathode includes jet milled
electrolytic manganese dioxide. In some examplescathode may also include salts of lithium
and polymeric binder. The battery may be formedifeocathode slurry made from the

manganese dioxide with polymeric binders and 8liguch as poly (vinylidene fluoride) and
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carbon black. The battery may have an anode fofroed zinc, where the zinc may be in a foil
form in some examples.

The battery may include a seal in encapsulatimgsfilhat enclose more than 90% of the
battery portions not used for making external caistaWwhen formed with these layers a
laminated structure may be formed with hermeticedigled encapsulating such that thickness of
the battery is less than 1 mm. In some exampledyattery is less than 500 microns thick. The
battery in some further examples may have a thgkiess than 250 microns.

Batteries may be formed in sheets and individutiebias may be cut out or singulated
from the sheets. In some examples, the shape citheut batteries may be curvilinear.

One general aspect includes a method for formibgtiery which involves obtaining a
cathode collector film, where the cathode contifitt ihcludes titanium. The method also
includes coating the cathode collector film witbaabon coating. The method also includes
depositing a manganese dioxide slurry, where a$éthium may also be included, upon the
carbon coating. The method also includes dryingthaganese dioxide deposit. The method
also includes depositing a polymer electrolyteudatg ionic constituents such as lithium onto
the manganese dioxide deposit. The electrolyte medgminated to the manganese deposit. The
method also includes drying the polymer electroljtee method also includes laminating a zinc
foil to the polymer electrolyte, such that the ziait may be an anode and an anode collector.
The method also includes encapsulating the zincgolymer electrolyte, manganese dioxide
deposit, and the cathode collector in a biocomjmghcapsulating film. The method also
includes the method further including singulatinigagtery element. In some examples the anode
current collector and the cathode current colleotay be attached to an electroactive device of a
biomedical device. The battery and the connectectrelactive device may be encapsulated in a

second biocompatible encapsulating layer as agbémtming the biomedical device.

BRIEF DESCRIPTION OF THE DRAWINGS

Figs.1A-1D illustrate exemplary aspects of biocotiip@ energization elements in
concert with the exemplary application of contactses.

Fig. 2 illustrates an exemplary battery cell withalymer electrolyte.

Fig. 3Aillustrates a first stand-alone, packageddampatible energization element with

exemplary anode and cathode connections.
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Fig. 3B illustrates a second stand-alone, packagambmpatible energization element
with exemplary anode and cathode connections.

Figs. 4A-4F illustrate exemplary method steps fier formation of biocompatible
energization elements for biomedical devices.

Figs. 5A-5D illustrate exemplary battery charadtics for samples made with a polymer

electrolyte according to the present invention.

DETAILED DESCRIPTION OF THE INVENTION

Methods of forming and using biocompatible battenath polymer primary battery
chemistry are disclosed in this application. Thyper electrolyte is a key component that
creates a battery with improved ability to contiaattery chemistry within encapsulation and to
lower the forces upon internal battery componeatgained within packaging or encapsulation.
In the following sections, detailed descriptionsrafious examples are described. The
descriptions of examples are exemplary embodinaniis and various modifications and
alterations may be apparent to those skilled iratheTherefore, the examples do not limit the
scope of the present invention. The anode fornariatiand the structures that they are formed
into, may be designed for use in biocompatibledoegs. In some examples, these biocompatible
batteries may be designed for use in, or proxirt@tehe body of a living organism.

An important need for the performance of biocontgatbatteries relates to the
sensitivity of these batteries to their environmand in particular to the moisture in their
environment. Batteries that have aqueous elecadbymulations may be significantly sensitive
in these ways. In some cases, if encapsulatiotegtes do not prevent movement of water,
water may move out of the battery into its surrangdand this may result in the electrolyte
drying up with significant impact to battery perimance parameters such as internal resistance.
In some other cases, water may diffuse into batefiencapsulation strategies allow water to
cross them, even in small quantities. The resulater diffusing into these batteries may result
in diluting the electrolyte with an impact on baytperformance and in swelling of the battery
body which may result in rupture of the batteryagsulation with significant impacts. Methods
to formulate polymeric examples of battery elegtied may result in batteries that are relatively
insensitive to ingress or egress of materials sisamoisture. Such improvements may improve

performance and/or decrease requirements on sealthgncapsulating processes.
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A battery with a polymer electrolyte which resutidatteries that are relatively
insensitive to their environment may have numetmareefits above and beyond the basic need
for such an insensitive battery. For example, supblymer electrolyte, may have significantly
improved biocompatibility since the electrolyte nahleak out as easily. As well, the resulting
electrolyte and in some examples the separatoittfatns may be more resilient to downstream
processing steps which may be necessary in thegsg of a biomedical device, for example
high temperature and low vacuum necessary for mdding. There may be numerous manners
to form polymer based electrolytes with these prioge

Glossary
In the description and claims below, various temay be used for which the following

definitions will apply:

"Anode" as used herein refers to an electrode tiravhich electric current flows into a
polarized electrical device. The direction of electurrent is typically opposite to the direction
of electron flow. In other words, the electronsaflixom the anode into, for example, an
electrical circuit.

"Binder" as used herein refers to a polymer thaaable of exhibiting elastic responses
to mechanical deformations and that is chemicalipgatible with other energization element
components. For example, binders may include @active materials, electrolytes, polymers,
etc.

“Biocompatible” as used herein refers to a matenalevice that performs with an
appropriate host response in a specific applicafon example, a biocompatible device does not
have toxic or injurious effects on biological syste

"Cathode" as used herein refers to an electrode ¢fir which electric current flows out
of a polarized electrical device. The directioretectric current is typically opposite to the
direction of electron flow. Therefore, the elecgdlow into the cathode of the polarized
electrical device, and out of, for example, thermmied electrical circuit.

“Coating” as used herein refers to a deposit ofeniatin thin forms. In some uses, the
term will refer to a thin deposit that substangiabvers the surface of a substrate upon which it
is formed. In other more specialized uses, the teay be used to describe small thin deposits in

smaller regions of the surface.
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"Electrode” as used herein may refer to an actigsesin the energy source. For example,
it may include one or both of the anode and cathode

"Energized" as used herein refers to the stateiofgoable to supply electrical current or
to have electrical energy stored within.

"Energy" as used herein refers to the capacitymfysical system to do work. Many
uses of the energization elements may relate toapacity of being able to perform electrical
actions.

"Energy Source" or “Energization Element” or “Enegdion Device” as used herein
refers to any device or layer which is capableupiptying energy or placing a logical or
electrical device in an energized state. The enatigih elements may include batteries. The
batteries may be formed from alkaline type cellrols¢ry and may be solid-state batteries or wet
cell batteries.

"Fillers" as used herein refer to one or more ematgn element separators that do not
react with either acid or alkaline electrolytesn@elly, fillers may include substantially water
insoluble materials such as carbon black; coal; dmaphite; metal oxides and hydroxides such
as those of silicon, aluminum, calcium, magnesibanium, titanium, iron, zinc, and tin; metal
carbonates such as those of calcium and magnesiurarals such as mica, montmorollonite,
kaolinite, attapulgite, and talc; synthetic andunalt zeolites such as Portland cement;
precipitated metal silicates such as calcium gaichollow or solid polymer or glass
microspheres, flakes and fibers; etc.

"Functionalized" as used herein refers to makitayar or device able to perform a
function including, for example, energization, aation, and/or control.

"Mold" as used herein refers to a rigid or semierigbject that may be used to form
three-dimensional objects from uncured formulati®@@me exemplary molds include two mold
parts that, when opposed to one another, definsttheture of a three-dimensional object.

"Power" as used herein refers to work done or eneagsferred per unit of time.

"Rechargeable” or "Re-energizable" as used heeéamn to a capability of being restored
to a state with higher capacity to do work. Mangsuigiay relate to the capability of being
restored with the ability to flow electrical curteat a certain rate for certain, reestablished time

periods.
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"Reenergize" or "Recharge” as used herein refezdioring to a state with higher
capacity to do work. Many uses may relate to r@sfjcat device to the capability to flow
electrical current at a certain rate for a certagstablished time period.

"Released" as used herein and sometimes referiesl"teleased from a mold" means
that a three-dimensional object is either compjeseparated from the mold, or is only loosely
attached to the mold, so that it may be removed mitd agitation.

"Stacked" as used herein means to place at leastdmponent layers in proximity to
each other such that at least a portion of on@aserdf one of the layers contacts a first surface
of a second layer. In some examples, a coatingthehér adhesion or other functions, may
reside between the two layers that are in contébteach other through said coating.

"Traces" as used herein refer to energization ekg@mponents capable of connecting
together the circuit components. For example, ditcaces may include copper or gold when the
substrate is a printed circuit board and may tyfyidee copper, gold or printed film in a flexible
circuit. A special type of “Trace” is the curremliector. Current collectors are traces with
electrochemical compatibility that make the curresitectors suitable for use in conducting
electrons to and from an anode or cathode in tesgnice of electrolyte.

The methods and apparatus presented herein relaienting biocompatible energization
elements for inclusion within or on flat or threreénsional biocompatible devices. A particular
class of energization elements may be batteri¢satiedabricated in layers. The layers may also
be classified as laminate layers. A battery forinetthis manner may be classified as a laminar
battery.

There may be other examples of how to assemblea@mitjure batteries according to the
present invention, and some may be described liowolg sections. However, for many of these
examples, there are selected parameters and airastics of the batteries that may be described
in their own right. In the following sections, sowriearacteristics and parameters will be focused

upon.

Exemplary Biomedical Device Construction with Biogoatible Energization Elements

An example of a biomedical device that may incoap®the energization elements,
batteries, of the present invention may be an mactive focal-adjusting contact lens. Referring

to Fig. 1A, an example of such a contact lens tnsay be depicted as contact lens insert 100. In
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the contact lens insert 100, there may be an ekdive element 120 that may accommodate
focal characteristic changes in response to cdimgololtages. A circuit 105, to provide those
controlling voltage signals as well as to providleeo functions such as controlling sensing of the
environment for external control signals, may bev@@d by a biocompatible battery element
110. As depicted in Fig. 1A, the battery elemer@ frifay be found as multiple major pieces, in
this case three pieces, and may include the vadonfigurations of battery chemistry elements
as has been discussed. The battery elements 118awayarious interconnect features to join
together pieces as may be depicted underlyingaiem of interconnect 114. The battery
elements 110 may be connected to a circuit elethahtmay have its own substrate 111 upon
which interconnect features 125 may be located.clioait 105, which may be in the form of an
integrated circuit, may be electrically and phyljyceonnected to the substrate 111 and its
interconnect features 125.

Referring to Fig. 1B, a cross sectional relief @oatact lens 150 may comprise contact
lens insert 100 and its discussed constituentsc@®htact lens insert 100 may be encapsulated
into a skirt of contact lens hydrogel 155 which neagapsulate the contact lens insert 100 and
provide a comfortable interface of the contact I&€58 to a user’s eye.

In reference to concepts of the present inventtmm pattery elements may be formed in a
two-dimensional form as depicted in Fig. 1C. Irsttepiction, there may be two main regions of
battery cells in the regions of battery compon&® 4nd the second battery component in the
region of battery chemistry element 160. The batéements, which are depicted in flat form in
Fig. 1C, may connect to a circuit element 163, Whicthe example of Fig. 1C may comprise
two major circuit areas 167. The circuit elemerf} hay connect to the battery element at an
electrical contact 161 and a physical contact T62. flat structure may be folded into a three-
dimensional conical structure. In that processcarse electrical contact 166 and a second
physical contact 164 may be used to connect ansigdily stabilize the three-dimensional
structure. Referring to Fig. 1D, a representatibthis three-dimensional conical structure 180
may be found. The physical and electrical contaatts 181 may also be found and the
illustration may be viewed as a three-dimensiomalnof the resulting structure. This structure
may include the modular electrical and battery congmt that will be incorporated with a lens
insert into a biocompatible device. The exampla obntact lens demonstrates how a

biocompatible battery may be used in a biomediesala#, but the example is not limiting as
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numerous other biomedical devices such as electtyiactive pills, stents, implants, skin tags
and bandages, dental implants, wearable electdavices and electronically active apparel and
shoes may be non-limiting examples of biomedicalas where biocompatible polymer

electrolytes batteries of the present invention tawytilized.

A Planar Polymer Electrolyte Battery Example

Referring to Fig. 2, an example of a planar polyelectrolyte battery is depicted in
cross section. In later sections of the disclosiineecomponents and methods for their assembly
are discussed, but the cross section gives an dearhpow significant battery components may
be organized for polymer electrolyte primary ba¢terThe battery may have cathode regions,
anode regions, separator and electrolyte regiod®acapsulation. A cathode current collector
220 may form a base of the device. The cathodewucollector 220 may be a conductive metal
piece formed from materials such as titanium, hrstsénless steel and the like. The cathode
current collector 220 may be coated with variougtiogs to enhance surface binding and lower
the resistance; a carbon coating is commonly usgubrtion of the cathode current collector 220
may be exposed from encapsulation 280 and forntheda collector contact 210. Surface
coatings used inside the cell may either not besiggd in this region or alternatively may be
removed to allow for effective external connectiSarface coatings may also be applied to the
cathode collector contact 210 outside the celirtprove connections, for example silver epoxy,
solder, or flux. The cathode 230 may be formed upercathode collector 220. The cathode 230
may comprise numerous components including therelective cathode chemistry such as
MnO; in a non-limiting sense as well as binders, etdgties, and other additives.

A polymer electrolyte 240 may be formed upon thth@de 230. In some examples, the
electrolyte 240 may be coated on top of the catlmodee anode. In other examples, the
electrolyte 240 may be applied by screen printireghods or dip coating methods. There may be
numerous methods to apply the polymer electrol¢@ Zhe polymer electrolyte 240 may also
function as a separator of the battery device.

On the other surface of the polymer electrolyte 8%y be the anode 250. The anode 250
may be a deposited film, a paste, a foil or salid &dhered to the polymer electrolyte 240. The
anode 250 may be connected to the anode colleé@rAportion of the anode collector 260

may extend past the encapsulation 280 to creatabae collector contact 270. There may be
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numerous methods to form the exemplary structupéctil, and the order of steps may vary;
therefore, while a film may be described as formpdn another layer it may be assumed that
the order may also be reversed. Furthermore, steneeats may optionally be removed; such

as, the anode collector 260 may be the same |aythieaanode 250 in some examples.

Custom Shapes of Flat Battery Elements

In some examples of biocompatible batteries, thebas may be formed as flat
elements. Referring to Fig. 3A, an example of éamgular outline 310 of the battery element
may be depicted with an anode connection 311 aradhede connection 312. Referring to Fig.
3B, an example of a circular outline 330 of a bgtedement may be depicted with an anode
connection 331 and a cathode connection 332.

In some examples of flat-formed batteries, theinesl of the battery form may be
dimensionally and geometrically configured to fitdustom products. In addition to examples
with rectangular or circular outlines, custom “fHfeem” or “free shape” outlines may be formed
which may allow the battery configuration to beioyted to fit within a given product.

In the exemplary biomedical device case of a végiaptic, a “free-form” example of a
flat outline may be arcuate in form. The free fomay be of such geometry that when formed to
a three-dimensional shape, it may take the fora afnical, annular skirt that fits within the
constraining confines of a contact lens. It maylear that similar beneficial geometries may be
formed where medical devices have restrictive 2BDiIshape requirements.

Electrical Requirements of Microbatteries

Another area for design considerations may retatbe electrical requirements of the
device, which may be provided by the battery. kheoito function as a power source for a
medical device, an appropriate battery may needeet the full electrical requirements of the
system when operating in a non-connected or noareaily powered mode. An emerging field
of non-connected or non-externally powered biomadievices may include, for example,
vision-correcting contact lenses, health monitodegices, pill cameras, and novelty devices.
Recent developments in integrated circuit (IC) tetbgy may permit meaningful electrical
operation at very low current levels, for exampliepamps of standby current and microamps of

operating current. IC’'s may also permit very sndaVices.
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Microbatteries for biomedical applications may bguired to meet many simultaneous,
challenging requirements. For example, the mictebainay be required to have the capability
to deliver a suitable operating voltage to an ipooated electrical circuit. This operating voltage
may be influenced by several factors includingltb@rocess “node,” the output voltage from
the circuit to another device, and a particularenirconsumption target which may also relate to
a desired device lifetime.

With respect to the IC process, nodes may typidadlgifferentiated by the minimum
feature size of a transistor, such as its “so-daliensistor channel. This physical feature, along
with other parameters of the IC fabrication, suslyate oxide thickness, may be associated with
a resulting rating standard for “turn-on” or “thine¢d” voltages of field-effect transistors (FETS)
fabricated in the given process node. For examplanode with a minimum feature size of 0.5
microns, it may be common to find FETs with turnwaitages of 5.0V. However, at a minimum
feature size of 90 nm, the FETs may turn-on atIL&,and 2.5V. The IC foundry may supply
standard cells of digital blocks, for example, irtees and flip-flops that have been characterized
and are rated for use over certain voltage rarigesigners chose an IC process node based on
several factors including density of digital dedcanalog/digital mixed signal devices, leakage
current, wiring layers, and availability of spetyadlevices such as high-voltage FETs. Given
these parametric aspects of the electrical compgsnehich may draw power from a
microbattery, it may be important for the microbagtpower source to be matched to the
requirements of the chosen process node and IQrjesspecially in terms of available voltage
and current.

In some examples, an electrical circuit powerea Ipyicrobattery, may connect to
another device. In non-limiting examples, the nmatbery-powered electrical circuit may
connect to an actuator or a transducer. Dependirteapplication, these may include a light-
emitting diode (LED), a sensor, a microelectromadata system (MEMS) pump, or numerous
other such devices. In some examples, such corthdetaces may require higher operating
voltage conditions than common IC process nodeseXxample, a variable-focus lens may
require 35V to activate. The operating voltage e by the battery may therefore be a critical
consideration when designing such a system. In sxamples of this type of consideration, the

efficiency of a lens driver to produce 35V from\a lattery may be significantly less than it
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might be when operating from a 2V battery. Furtieguirements, such as die size, may be
dramatically different considering the operatinggmaeters of the microbattery as well.

Individual battery cells may typically be rated hipen-circuit, loaded, and cutoff
voltages. The open-circuit voltage is the potergralduced by the battery cell with infinite load
resistance. The loaded voltage is the potentiadywed by the cell with an appropriate, and
typically also specified, load impedance place@dsethe cell terminals. The cutoff voltage is
typically a voltage at which most of the batterg lheen discharged. The cutoff voltage may
represent a voltage, or degree of discharge, befowh the battery should not be discharged to
avoid deleterious effects such as excessive gasBirggcutoff voltage may typically be
influenced by the circuit to which the battery @oected, not just the battery itself, for example,
the minimum operating voltage of the electronicuit. In one example, an alkaline cell may
have an open-circuit voltage of 1.6V, a loadedagstin the range 1.0 to 1.5V, and a cutoff
voltage of 1.0V. The voltage of a given microbatteell design may depend upon other factors
of the cell chemistry employed. And, different agllemistry may therefore have different cell
voltages.

Cells may be connected in series to increase \@ltagwever, this combination may
come with tradeoffs to size, internal resistanoel, lattery complexity. Cells may also be
combined in parallel configurations to decreasestasce and increase capacity; however, such a
combination may tradeoff size and shelf life.

Battery capacity may be the ability of a batterglédiver current, or do work, for a period
of time. Battery capacity may typically be spedifie units such as microamp-hours. A battery
that can deliver 1 microamp of current for 1 hoas i microamp-hour of capacity. Capacity
may typically be increased by increasing the masd fience volume) of reactants within a
battery device; however, it may be appreciatedlii@hedical devices may be significantly
constrained on available volume. Battery capacsy miso be influenced by electrode and
electrolyte material.

Depending on the requirements of the circuitry tocl the battery is connected, a
battery may be required to source current ovengaaf values. During storage prior to active
use, a leakage current on the order of picoamparioamps may flow through circuits,
interconnects, and insulators. During active op@natircuitry may consume quiescent current

to sample sensors, run timers, and perform suclplomer consumption functions. Quiescent
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current consumption may be on the order of nanodampslliamps. Circuitry may also have
even higher peak current demands, for example, wingimg flash memory or communicating
over radio frequency (RF). This peak current matged to tens of milliamps or more. The
resistance and impedance of a microbattery devaealso be important to design
considerations.

Shelf life typically refers to the period of timénhigh a battery may survive in storage and
still maintain useful operating parameters. Shidfrhay be particularly important for
biomedical devices for several reasons. Electrdaigces may displace non-powered devices, as
for example may be the case for the introductioaroélectronic contact lens. Products in these
existing market spaces may have established steefEfjuirements, for example, three years,
due to customer, supply chain, and other requirégsnémay typically be desired that such
specifications not be altered for new products|fSife requirements may also be set by the
distribution, inventory, and use methods of a dewcluding a microbattery. Accordingly,
microbatteries for biomedical devices may have ifipeshelf life requirements, which may be,
for example, measured in the number of years.

In some examples, three-dimensional biocompatibéggzation elements may be
rechargeable. For example, an inductive coil mag bk fabricated on the three-dimensional
surface. The inductive coil could then be energizét a radio-frequency (“RF”) fob. The
inductive coil may be connected to the three-dirnmerad biocompatible energization element to
recharge the energization element when RF is apmi¢he inductive coil. In another example,
photovoltaics may also be fabricated on the thieeedsional surface and connected to the
three-dimensional biocompatible energization elamfmen exposed to light or photons, the
photovoltaics will produce electrons to recharged¢hergization element.

In some examples, a battery may function to proth@eelectrical energy for an electrical
system. In these examples, the battery may berieltt connected to the circuit of the
electrical system. The connections between a tiecul a battery may be classified as
interconnects. These interconnects may becomeasiogly challenging for biomedical
microbatteries due to several factors. In some @k@snpowered biomedical devices may be
very small thus allowing little area and volume floe interconnects. The restrictions of size and

area may impact the electrical resistance andoitiaof the interconnections.
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In other respects, a battery may contain a ligledtelyte which could boil at high
temperature. This restriction may directly compeith the desire to use a solder interconnect
which may, for example, require relatively high paratures such as 250 degrees Celsius to
melt. Although in some examples, the battery chegisicluding the electrolyte, and the heat
source used to form solder based interconnects bmagolated spatially from each other. In the
cases of emerging biomedical devices, the smallrsiay preclude the separation of electrolyte
and solder joints by sufficient distance to redoeat conduction.

Interconnects

Interconnects may allow current to flow to and frtma battery in connection with an
external circuit. Such interconnects may interfagé the environments inside and outside the
battery, and may cross the boundary or seal betthese environments. These interconnects
may be considered as traces, making connectioas éxternal circuit, passing through the
battery seal, and then connecting to the currdigators inside the battery. As such, these
interconnects may have several requirements. Quts&lbattery, the interconnects may
resemble typical printed circuit traces. They maysbldered to, or otherwise connect to, other
traces. In an example, where the battery is a agpphysical element from a circuit board
comprising an integrated circuit, the battery iobemect may allow for connection to the
external circuit. This connection may be formedwgblder, conductive tape, conductive ink or
epoxy, or other means. The interconnect tracesmaag to survive in the environment outside
the battery, for example, not corroding in the pre of oxygen.

As the interconnect passes through the batteryis@ady be of critical importance that
the interconnect coexist with the seal and pergatisg. Adhesion may be required between the
seal and interconnect in addition to the adhesibichvmay be required between the seal and
battery package. Seal integrity may need to be taared in the presence of electrolyte and other
materials inside the battery. Interconnects, winiety typically be metallic, may be known as
points of failure in battery packaging. The elewdripotential and/or flow of current may
increase the tendency for electrolyte to “creephglthe interconnect. Accordingly, an
interconnect may need to be engineered to maistahintegrity.

Inside the battery, the interconnects may interfaitle the current collectors or may

actually form the current collectors. In this redjahe interconnect may need to meet the
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requirements of the current collectors as desctitezdin, or may need to form an electrical
connection to such current collectors.

One class of candidate interconnects and curréieictars is metal foils. Such foils are
available in thickness of 25 microns or less, whitddke them suitable for very thin batteries.
Such foil may also be sourced with low surface howggs and contamination, two factors which
may be critical for battery performance. The foilay include zinc, nickel, brass, copper,

titanium, other metals, and various alloys.

Modular Battery Components

In some examples, a modular battery component radgrimed according to some
aspects and examples of the present inventiohelsetexamples, the modular battery assembly
may be a separate component from other parts dfitimeedical device. In the example of an
ophthalmic contact lens device, such a design melyde a modular battery that is separate
from the rest of a media insert. There may be naoosadvantages of forming a modular battery
component. For example, in the example of the cbieas, a modular battery component may
be formed in a separate, non-integrated processhwhay alleviate the need to handle rigid,
three-dimensionally formed optical plastic compdeem addition, the sources of
manufacturing may be more flexible and may operatemore parallel mode to the
manufacturing of the other components in the bidoadlevice. Furthermore, the fabrication of
the modular battery components may be decoupled fin@ characteristics of three-dimensional
(3D) shaped devices. For example, in applicatieqgsiring three-dimensional final forms, a
modular battery system may be fabricated in adilabughly two-dimensional (2D) perspective
and then shaped to the appropriate three-dimerisbape. A modular battery component may
be tested independently of the rest of the biona¢dievice and yield loss due to battery
components may be sorted before assembly. Theirgsaoiodular battery component may be
utilized in various media insert constructs thandb have an appropriate rigid region upon
which the battery components may be formed; and,still further example, the use of modular
battery components may facilitate the use of difféioptions for fabrication technologies than
might otherwise be utilized, such as, web-basdahnt@ogy (roll to roll), sheet-based technology
(sheet-to-sheet), printing, lithography, and “sques® processing. In some examples of a

modular battery, the discrete containment aspesticii a device may result in additional
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material being added to the overall biomedical deonstruct. Such effects may set a
constraint for the use of modular battery solutistien the available space parameters require
minimized thickness or volume of solutions.

Battery shape requirements may be driven at legsit by the application for which the
battery is to be used. Traditional battery forntdas may be cylindrical forms or rectangular
prisms, made of metal, and may be geared towamlpts which require large amounts of
power for long durations. These applications majabge enough that they may comprise large
form factor batteries. In another example, pladar)(solid-state batteries are thin rectangular
prisms, typically formed upon inflexible silicon glass. These planar solid-state batteries may
be formed in some examples using silicon wafergssing technologies. In another type of
battery form factor, low power, flexible batterimay be formed in a pouch construct, using thin
foils or plastic to contain the battery chemistfiiese batteries may be made flat (2D), and may
be designed to function when bowed to a modesbbptane (3D) curvature.

In some of the examples of the battery applicatioriee present invention where the
battery may be employed in a variable optic lelng,form factor may require a three-
dimensional curvature of the battery component wlaeradius of that curvature may be on the
order of approximately 8.4 mm. The nature of suchirgature may be considered to be
relatively steep and for reference may approxirttagetype of curvature found on a human
fingertip. The nature of a relative steep curvatureates challenging aspects for manufacture. In
some examples of the present invention, a modalety component may be designed such that
it may be fabricated in a flat, two-dimensional manand then formed into a three-dimensional

form of relative high curvature.

Battery Module Thickness

In designing battery components for biomedical eppibns, tradeoffs amongst the
various parameters may be made balancing techsefaty and functional requirements. The
thickness of the battery component may be an impb#nd limiting parameter. For example, in
an optical lens application the ability of a devicdbe comfortably worn by a user may have a
critical dependence on the thickness across thadi@al device. Therefore, there may be
critical enabling aspects in designing the batteryhinner results. In some examples, battery

thickness may be determined by the combined thede®of top and bottom sheets, spacer
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sheets, and adhesive layer thicknesses. Practaralfiacturing aspects may drive certain
parameters of film thickness to standard valuessailable sheet stock. In addition, the films
may have minimum thickness values to which they begpecified base upon technical
considerations relating to chemical compatibiligisture / gas impermeability, surface finish,
and compatibility with coatings that may be depasiipon the film layers.

In some examples, a desired or goal thicknesdiafshed battery component may be a
component thickness that is less than 220 pm dsetlexamples, this desired thickness may be
driven by the three-dimensional geometry of an gdamy ophthalmic lens device where the
battery component may need to be fit inside thdave volume defined by a hydrogel lens
shape given end user comfort, biocompatibility, andeptance constraints. This volume and its
effect on the needs of battery component thicknesg be a function of total device thickness
specification as well as device specification ratato its width, cone angle, and inner diameter.
Another important design consideration for the lt&sy battery component design may relate to
the volume available for active battery chemicald materials in a given battery component
design with respect to the resulting chemical epénrgt may result from that design. This
resulting chemical energy may then be balancethfoelectrical requirements of a functional

biomedical device for its targeted life and opemgitonditions

Battery Module Flexibility

Another dimension of relevance to battery desightarthe design of related devices that
utilize battery based energy sources is the flérof the battery component. There may be
numerous advantages conferred by flexible batemy$. For example, a flexible battery module
may facilitate the previously mentioned abilityfédricate the battery form in a two-dimensional
(2D) flat form. The flexibility of the form may alv the two-dimensional battery to then be
formed into an appropriate 3D shape to fit intaariedical device such as a contact lens.

In another example of the benefits that may beeroed by flexibility in the battery
module, if the battery and the subsequent devilextle then there may be advantages relating
to the use of the device. In an example, a cotgastform of a biomedical device may have
advantages for insertion/removal of the media insased contact lens that may be closer to the
insertion/removal of a standard, non-filled hydrogpntact lens.
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The number of flexures may be important to the meging of the battery. For example,
a battery which may only flex one time from a plaftam into a shape suitable for a contact
lens may have significantly different design frorbaitery capable of multiple flexures. The
flexure of the battery may also extend beyond thktyato mechanically survive the flexure
event. For example, an electrode may be physicalpable of flexing without breaking, but the
mechanical and electrochemical properties of thetedde may be altered by flexure. Flex-
induced changes may appear instantly, for examaplehanges to impedance, or flexure may

introduce changes which are only apparent in l@enmtshelf life testing.

Battery Module Width

There may be numerous applications into which tbhedmpatible energization elements

or batteries of the present invention may be @ilizn general, the battery width requirement
may be largely a function of the application in @hit is applied. In an exemplary case, a
contact lens battery system may have constrainedsier the specification on the width of a
modular battery component. In some examples ofptathalmic device where the device has a
variable optic function powered by a battery congnthe variable optic portion of the device
may occupy a central spherical region of aboutmm®@in diameter. The exemplary battery
elements may be considered as a three-dimensibjedtpwhich fits as an annular, conical skirt
around the central optic and formed into a trurdataical ring. If the required maximum
diameter of the rigid insert is a diameter of 8&®, and tangency to a certain diameter sphere
may be targeted (as for example in a roughly 8.40diameter), then geometry may dictate
what the allowable battery width may be. There m@geometric models that may be useful for
calculating desirable specifications for the raaglgeometry which in some examples may be
termed a conical frustum flattened into a sectaroannulus.

Flattened battery width may be driven by two feasunf the battery element, the active
battery components and seal width. In some examelatng to ophthalmic devices a target
thickness may be between 0.100 mm and 0.500 mmsigierand the active battery components
may be targeted at approximately 0.800 mm wideefOtiomedical devices may have differing
design constraints but the principles for flexifiéa battery elements may apply in similar
fashion.
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Battery Element Internal Seals

It may be important in examples of polymer elegt®batteries to incorporate sealing
mechanisms that retard or prevent the movemenbgdtare or other chemicals into the battery
body. Moisture barriers may be designed to keepntieenal moisture level at a designed level,
within some tolerance. In some examples, a moistarger may be divided into two sections or
components; namely, the package and the seal. Bokfectrolytes may have an inherent
advantage in that any leaking of moisture intogblymer electrolyte from external regions may
have minimal impact, and may even improve batternfjgpmance in some examples. Thus, the
importance of packaging requirements may be intigresduced for polymer electrolyte
batteries.

Nevertheless, the package may refer to the maiarmabof the enclosure. In some
examples, the package may comprise a bulk mat&hal Water Vapor Transmission Rate
(WVTR) may be an indicator of performance, with |[SCTM standards controlling the test
procedure, including the environmental conditiopsrant during the testing. Ideally, the WVTR
for a good battery package may be “zero.” Exemphaayerials with a near-zero WVTR may be
glass and metal foils. Plastics, on the other havay, be inherently porous to moisture, and may
vary significantly for different types of plastiEngineered materials, laminates, or co-extrudes
may usually be hybrids of the common package nasteri

The seal may be the interface between two of tiekggge surfaces. The connecting of
seal surfaces finishes the enclosure along witlp#o&age. In many examples, the nature of seal
designs may make them difficult to characterizetterseal’s WVTR due to difficulty in
performing measurements using an ISO or ASTM stahde the sample size or surface area
may not be compatible with those procedures. Ineseramples, a practical manner to testing
seal integrity may be a functional test of the aktteal design, for some defined conditions. Seal
performance may be a function of the seal mateahalseal thickness, the seal length, the seal
width, and the seal adhesion or intimacy to paclsagpstrates.

In some examples, seals may be formed by a weftfimgess that may involve thermal,
laser, solvent, friction, ultrasonic, or arc praieg. In other examples, seals may be formed
through the use of adhesive sealants such as gpesies, acrylics, natural rubber, and

synthetic rubber. Other examples may derive froeutilization of gasket type material that
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may be formed from cork, natural and synthetic msbpolytetrafluoroethylene (PTFE),
polypropylene, and silicones to mention a few riamting examples.

In some examples, the batteries according to teggpt invention may be designed to
have a specified operating life. The operatingiif@y be estimated by determining a practical
amount of moisture permeability that may be obthinging a particular battery system and then

estimating when such a moisture leakage may rasalt end of life condition for the battery.

Additional Package and Substrate consideratioBdoompatible Battery Modules

There may be numerous packaging and substratedesasons that may dictate
desirable characteristics for package designs inseidcompatible laminar microbatteries. For
example, the packaging may desirably be predominémit and/or film based where these
packaging layers may be as thin as possible, famgle, 10 to 50 microns. Additionally, the
packaging may provide a sufficient diffusion barti@ moisture gain or loss during the shelf life.
In many desirable examples, the packaging may geoaisufficient diffusion barrier to oxygen
ingress to limit degradation of zinc anodes bydioxidation.

In some examples, the packaging may provide afjpgrmeation pathway to hydrogen
gas that may evolve due to direct reduction of wWayezinc. And, the packaging may desirably
sufficiently contain and may isolate the conteritthe battery such that potential exposure to a
user may be minimized.

In the present invention, packaging constructs melyde the following types of
functional components: top and bottom packagingriayPressure Sensitive Adhesive (PSA)
layers, spacer layers, interconnect zones, filiags, and secondary packaging.

In some examples, top and bottom packaging layassaomprise metallic foils or
polymer films. Top and bottom packaging layers roamprise multi-layer film constructs
containing a plurality of polymer and/or barrieydas. Such film constructs may be referred to as
coextruded barrier laminate films. An example abanmercial coextruded barrier laminate film
of particular utility in the present invention mag 3M® Scotchpak 1109 backing which consists
of a polyethylene terephthalate (PET) carrier veebapor-deposited aluminum barrier layer, and
a polyethylene layer including a total average filmckness of 33 microns. Numerous other
similar multilayer barrier films may be availabledamay be used in alternate examples of the

present invention.
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In design constructions including a PSA, packadgyer surface roughness may be of
particular importance because the PSA may also teegehl opposing packaging layer faces.
Surface roughness may result from manufacturingge®es used in foil and film production, for
example, processes employing rolling, extrudingh@ssing and/or calendaring, among others.
If the surface is too rough, PSA may be not ablegt@pplied in a uniform thickness when the
desired PSA thickness may be on the order of tHasiroughness Ra (the arithmetic average
of the roughness profile). Furthermore, PSA's matyadequately seal against an opposing face
if the opposing face has roughness that may ba®order of the PSA layer thickness. In the
present invention, packaging materials having &asarroughness, Ra, less than 10 microns may
be acceptable examples. In some examples, sudagamess values may be 5 microns or less.
And, in still further examples, the surface rougtsimay be 1 micron or less. Surface roughness
values may be measured by a variety of methodsdi) but not limited to measurement
techniques such as white light interferometry,ugyprofilometry, and the like. There may be
many examples in the art of surface metrology shiatace roughness may be described by a
number of alternative parameters and that the geesarface roughness, Ra, values discussed
herein may be meant to be representative of thestgpfeatures inherent in the aforementioned

manufacturing processes.

Current Collectors and Electrodes

In some examples of zinc carbon and Leclanche,¢bbscathode current collector may
be a sintered carbon rod. This type of material faag technical hurdles for thin
electrochemical cells of the present inventiorsdme examples, printed carbon inks may be
used in thin electrochemical cells to replace gesau carbon rod for the cathode current
collector, and in these examples, the resultingogewmay be formed without significant
impairment to the resulting electrochemical ceypitally, said carbon inks may be applied
directly to packaging materials which may comppsé/mer films, or in some cases metal foils.
In the examples where the packaging film may bestahfoil, the carbon ink may need to
protect the underlying metal foil from chemical dedption and/or corrosion by the electrolyte.
Furthermore, in these examples, the carbon inleaticollector may need to provide electrical
conductivity from the inside of the electrochemicall to the outside of the electrochemical cell,

implying sealing around or through the carbon Dke to the porous nature of carbon inks, this
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may be not easily accomplished without significatmllenges. Carbon inks also may be applied
in layers that have finite and relatively smalcl#triess, for example, 10 to 20 microns. In a thin
electrochemical cell design in which the total intd package thickness may only be about 100
to 150 microns, the thickness of a carbon ink lagay take up a significant fraction of the total
internal volume of the electrochemical cell, thgrakgatively impacting electrical performance
of the cell. Further, the thin nature of the ovidnaktery and the current collector in particular
may imply a small cross-sectional area for theemrcollector. As resistance of a trace increases
with trace length and decreases with cross-sedtayea, there may be a direct tradeoff between
current collector thickness and resistance. Thk tadistivity of carbon ink may be insufficient
to meet the resistance requirement of thin batiehks filled with silver or other conductive
metals may also be considered to decrease ressaamtor thickness, but they may introduce
new challenges such as incompatibility with noveteolytes. In consideration of these factors,
in some examples it may be desirable to realizeiefft and high performance thin
electrochemical cells of the present invention blyzing a thin metal foil as the current
collector, or to apply a thin metal film to an ungiang polymer packaging layer to act as the
current collector. Such metal foils may have sigaifitly lower resistivity, thereby allowing
them to meet electrical resistance requirements muiich less thickness than printed carbon
inks.

In some examples, one or more of the top and/dotvopackaging layers may serve as a
substrate for a sputtered current collector matatetal stack. For example, $\&cotchpak
1109 backing may be metallized using physical vajemosition (PVD) of one or more metallic
layers useful as a current collector for a cath@emplary metal stacks useful as cathode
current collectors may be Ti-W (titanium-tungstadhesion layers and Ti (titanium) conductor
layers. Exemplary metal stacks useful as anodewrcucollectors may be Ti-W adhesion layers,
Au (gold) conductor layers, and In (indium) depiositayers. The thickness of the PVD layers
may be less than 500 nm in total. If multiple layef metals are used, the electrochemical and
barrier properties may need to be compatible wighltattery. For example, copper may be
electroplated on top of a seed layer to grow &tlager of conductor. Additional layers may be
plated upon the copper. However, copper may béretdemically incompatible with certain
electrolytes especially in the presence of zincokdingly, if copper is used as a layer in the

battery, it may need to be sufficiently isolateahfrthe battery electrolyte. Alternatively, copper
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may be excluded or another metal substituted.

In some other examples, top and/or bottom packaigifggymay also function as current
collectors. For example, a 25-micron brass foil hayuseful as an anode current collector for a
zinc anode. The brass foil may be optionally etggdtited with indium prior to electroplating
with zinc. In one example, cathode current colleptickaging foils may comprise titanium foil,
Hastelloy C-276 foil, chromium foil, and/or tantaidolil. In certain designs, one or more
packaging foils may be fine blanked, embossed eekctextured, laser machined, or otherwise
processed to provide desirable form, surface roeggrand/or geometry to the final cell

packaging.

Cathode Mixture

There may be numerous cathode chemistry mixtusgsniy be consistent with the

concepts of the present invention. In some exampleathode mixture, which may be a term for
a chemical formulation used to form a battery’'sode, may be applied as a paste, gel,
suspension, or slurry, and may comprise a tramsitietal oxide such as manganese dioxide,
some form of conductive additive which, for examphay be a form of conductive powder such
as carbon black or graphite, and a water-solubiaper such as polyvinylpyrrolidone (PVP) or
some other binder additivin some examples, other components may be inclsdelul as one or
more of binders, electrolyte salts, corrosion iitbits, water or other solvents, surfactants,
rheology modifiers, and other conductive additisegh as, conductive polymers. Once
formulated and appropriately mixed, the cathodetunéxmay have a desirable rheology that
allows it to either be dispensed onto desired postiof the separator and/or cathode current
collector, or squeegeed through a screen or stenaisimilar manner. In some examples, the
cathode mixture may be dried before being usedter tell assembly steps, while in other
examples, the cathode may contain some or alleoélbctrolyte components, and may only be
partially dried to a selected moisture content.

The transition metal oxide may, for example, be gaaese dioxide. The manganese
dioxide which may be used in the cathode mixturg breg for example, electrolytic manganese
dioxide (EMD) due to the beneficial additional sfiecenergy that this type of manganese
dioxide provides relative to other forms, such atral manganese dioxide (NMD) or chemical

manganese dioxide (CMD). Furthermore, the EMD usefbatteries of the present invention
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may need to have a particle size and particledisteibution that may be conducive to the
formation of depositable or printable cathode migtpastes/slurries. Specifically, the EMD may
be processed to remove significant large partieutamponents that may be considered large
relative to other features such as battery intedimaénsions, separator thicknesses, dispense tip
diameters, stencil opening sizes, or screen mesk.Particle size optimization may also be
used to improve performance of the battery, fomgxa, internal impedance and discharge
capacity.

Milling is the reduction of solid materials from @@average particle size to a smaller
average particle size, by crushing, grinding, agttvibrating, or other processes. Milling may
also be used to free useful materials from matiatemals in which they may be embedded, and
to concentrate minerals. A mill is a device thaaks solid materials into smaller pieces by
grinding, crushing, or cutting. There may be seie@ans for milling and many types of
materials processed in them. Such means of mitfiag include: ball mill, bead mill, mortar and
pestle, roller press, and jet mill among otherimgllalternatives. One example of milling may be
jet milling. After the milling, the state of thel&bis changed, for example, the particle size, the
particle size disposition and the particle shapggragate milling processes may also be used to
remove or separate contamination or moisture frggregate to produce "dry fills" prior to
transport or structural filling. Some equipment ncaynbine various techniques to sort a solid
material into a mixture of particles whose sizbasinded by both a minimum and maximum
particle size. Such processing may be referred tolassifiers” or “classification.”

Milling may be one aspect of cathode mixture praiduncfor uniform particle size
distribution of the cathode mixture ingredientsiform particle size in a cathode mixture may
assist in viscosity, rheology, electroconductiviagpd other properties of a cathode. Milling may
assist these properties by controlling agglomematio a mass collection, of the cathode mixture
ingredients. Agglomeration — the clustering of disgte elements, which in the case of the
cathode mixture, may be carbon allotropes anditransnetal oxides — may negatively affect
the filling process by leaving voids in the desicadhode cavity as illustrated in Fig. 11.

Also, filtration may be another important step tloe removal of agglomerated or
unwanted particles. Unwanted particles may inclonkr-sized particles, contaminates, or other
particles not explicitly accounted for in the pregggon process. Filtration may be accomplished

by means such as filter-paper filtration, vacuultndfiion, chromatography, microfiltration, and
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other means of filtration.

In some examples, EMD may have an average pasi@deof 7 microns with a large
particle content that may contain particulatesaipliout 70 microns. In alternative examples, the
EMD may be sieved, further milled, or otherwiseaaped or processed to limit large particulate
content to below a certain threshold, for exampfemicrons or smaller.

The cathode may also comprise silver dioxide okelioxyhydroxide. Such materials
may offer increased capacity and less decreasaded voltage during discharge relative to
manganese dioxide, both desirable properties pittery. Batteries based on these cathodes may
have current examples present in industry andhlitee. A novel microbattery utilizing a silver
dioxide cathode may include a biocompatible eldgtieo for example, one comprising zinc
chloride and/or ammonium chloride instead of patasdydroxide.

Some examples of the cathode mixture may inclyoi@yaneric binder. The binder may
serve a number of functions in the cathode mixfline. primary function of the binder may be to
create a sufficient inter-particle electrical netkwvbetween EMD particles and carbon patrticles.
A secondary function of the binder may be to féaié mechanical adhesion and electrical
contact to the cathode current collector. A thirddtion of the binder may be to influence the
rheological properties of the cathode mixture fvantageous dispensing and/or
stenciling/screening. Still, a fourth function dktbinder may be to enhance the electrolyte
uptake and distribution within the cathode.

The choice of the binder polymer as well as thewarhto be used may be beneficial to
the function of the cathode in the electrochemiedll of the present invention. If the binder
polymer is too soluble in the electrolyte to bedjdben the primary function of the binder —
electrical continuity — may be drastically impactedhe point of cell non-functionality. On the
contrary, if the binder polymer is insoluble in #lectrolyte to be used, portions of EMD may be
ionically insulated from the electrolyte, resultimgdiminished cell performance such as reduced
capacity, lower open circuit voltage, and/or inseghinternal resistance.

The binder may be hydrophobic; it may also be hgdilec. Examples of binder
polymers useful for the present invention compRS#, polyisobutylene (PIB), rubbery triblock
copolymers comprising styrene end blocks such@setinanufactured by Kraton Polymers,
styrene-butadiene latex block copolymers, polyacitid, hydroxyethylcellulose,

carboxymethylcellulose, fluorocarbon solids suclpalytetrafluoroethylene, among others.
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A solvent may be one component of the cathode maxfisolvent may be useful in
wetting the cathode mixture, which may assist enghrticle distribution of the mixture. One
example of a solvent may be toluene. Also, a stafaanay be useful in wetting, and thus
distribution, of the cathode mixture. One examgla surfactant may be a detergent, such as
Triton™ QS-44. Triton' QS-44 may assist in the dissociation of aggregaigrdients in the
cathode mixture, allowing for a more uniform distriion of the cathode mixture ingredients.

A conductive carbon may typically be used in thedpiction of a cathode. Carbon is
capable of forming many allotropes, or differemtistural modifications. Different carbon
allotropes have different physical properties allgyfor variation in electroconductivity. For
example, the “springiness” of carbon black may el adherence of a cathode mixture to a
current collector. However, in energization elerseeguiring relatively low amounts of energy,
these variations in electroconductivity may be iegsortant than other favorable properties such
as density, particle size, heat conductivity, agldtive uniformity, among other properties.
Examples of carbon allotropes include: diamondplita, graphene, amorphous carbon
(informally called carbon black), buckminsterfubees, glassy carbon (also called vitreous
carbon), carbon aerogels, and other possible fofrnarbon capable of conducting electricity.
One example of a carbon allotrope may be graphite.

Once the cathode mixture has been formulated avakpsed, the mixture may be
dispensed, applied, and/or stored onto a surfadeasithe hydrogel separator, or the cathode
current collector, or into a volume such as thdtgan the laminar structure. Filing onto a
surface may result in a volume being filled overdi In order to apply, dispense, and/or store the
mixture, a certain rheology may be desired to ogenthe dispensing, applying, and/or storing
process. For example, a less viscous rheology i@y gor better filling of the cavity while at
the same time possibly sacrificing particle disttibn. A more viscous rheology may allow for
optimized particle distribution, while possibly deasing the ability to fill the cavity and

possibly losing electroconductivity.

Anodes and Anode Corrosion Inhibitors

The anode for the laminar battery of the presergntion may, for example, comprise
zinc. In traditional zinc-carbon batteries, a zamode may take the physical form of a can in

which the contents of the electrochemical cell layontained. For the battery of the present
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invention, a zinc can may be an example but thexg Ine other physical forms of zinc that may
prove desirable to realize ultra-small battery giesi

Electroplating of zinc is a process type in numsrimglustrial uses, for example, for the
protective or aesthetic coating of metal partsdme examples, electroplated zinc may be used
to form thin and conformal anodes useful for bateof the present invention. Furthermore, the
electroplated zinc may be patterned in many diffecenfigurations, depending on the design
intent. A facile means for patterning electroplatett may be processing with the use of a
photomask or a physical mask. In the case of tieéopiask, a photoresist may be applied to a
conductive substrate, the substrate on which ziag snbsequently be plated. The desired
plating pattern may be then projected to the plesist by means of a photomask, thereby
causing curing of selected areas of photoresig.ufftured photoresist may then be removed
with appropriate solvent and cleaning techniquég fEsult may be a patterned area of
conductive material that may receive an electreglainc treatment. While this method may
provide benefit to the shape or design of the troe plated, the approach may require use of
available photopatternable materials, which mayehaonstrained properties to the overall cell
package construction. Consequently, new and noetads for patterning zinc may be required
to realize some designs of thin microbatteriehefgresent invention.

An alternative means of patterning zinc anodes bealgy means of a physical mask
application. A physical mask may be made by cuttiegirable apertures in a film having
desirable barrier and/or packaging properties. Aalaklly, the film may have pressure-sensitive
adhesive applied to one or both sides. Finallyfithemay have protective release liners applied
to one or both adhesives. The release liner maxe ke dual purpose of protecting the adhesive
during aperture cutting and protecting the adhediwreng specific processing steps of
assembling the electrochemical cell, specificdlly tathode filling step. In some examples, a
zinc mask may comprise a PET film of approximat€® microns thickness to which a
pressure-sensitive adhesive may be applied toddés in a layer thickness of approximately
10-20 microns. Both PSA layers may be covered B @ release film which may have a low
surface energy surface treatment, and may havp@mxdmate thickness of 50 microns. In these
examples, the multi-layer zinc mask may comprisd &&1 PET film. PET films and PET/PSA
zinc mask constructs as described herein may heabsprocessed with precision nanosecond

laser micromachining equipment, such as, Oxforeetsak-Series laser micromachining
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workstation, to create ultra-precise aperturefiénmask to facilitate later plating. In essence,
once the zinc mask has been fabricated, one sitlee aélease liner may be removed, and the
mask with apertures may be laminated to the anodert collector and/or anode-side
packaging film/foil. In this manner, the PSA cresateseal at the inside edges of the apertures,
facilitating clean and precise masking of the zlndng electroplating.

The zinc mask may be placed and then electroplafimge or more metallic materials
may be performed. In some examples, zinc may lmrefdated directly onto an
electrochemically compatible anode current colletid such as brass. In alternate design
examples where the anode side packaging comprigely@er film or multi-layer polymer film
upon which seed metallization has been applied, zind/or the plating solutions used for
depositing zinc, may not be chemically compatibitihwthe underlying seed metallization.
Manifestations of lack of compatibility may incluélen cracking, corrosion, and/or exacerbated
H, evolution upon contact with cell electrolyte. brch a case, additional metals may be applied
to the seed metal to affect better overall chengoatpatibility in the system. One metal that
may find particular utility in electrochemical cetbnstructions may be indium. Indium may be
widely used as an alloying agent in battery grade with its primary function being to provide
an anti-corrosion property to the zinc in the pneseof electrolyte. In some examples, indium
may be successfully deposited on various seed lmateins such as Ti-W and Au. Resulting
films of 1-3 microns of indium on said seed metallion layers may be low-stress and adherent.
In this manner, the anode-side packaging film d@tathed current collector having an indium
top layer may be conformable and durable. In soxaengles, it may be possible to deposit zinc
on an indium-treated surface, the resulting depoaif be very non-uniform and nodular. This
effect may occur at lower current density settirigsgxample, 20 amps per square foot (ASF).
As viewed under a microscope, nodules of zinc neagliserved to form on the underlying
smooth indium deposit. In certain electrochemiedll designs, the vertical space allowance for
the zinc anode layer may be up to about 5-10 mgctbick, but in some examples, lower current
densities may be used for zinc plating, and theltieg nodular growths may grow taller than
the desired maximum anode vertical thickness. it beathat the nodular zinc growth stems
from a combination of the high overpotential ofiumd and the presence of an oxide layer of
indium.

In some examples, higher current density DC plativay overcome the relatively large
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nodular growth patterns of zinc on indium surfa¢es. example, 100 ASF plating conditions
may result in nodular zinc, but the size of theeziodules may be drastically reduced compared
to 20 ASF plating conditions. Furthermore, the nemif nodules may be vastly greater under
100 ASF plating conditions. The resulting zinc filmay ultimately coalesce to a more or less
uniform layer with only some residual feature otlnfar growth while meeting the vertical space
allowance of about 5-10 microns.

An added benefit of indium in the electrochemicgl may be reduction of Hformation,
which may be a slow process that occurs in aquel@atrochemical cells containing zinc. The
indium may be beneficially applied to one or mof¢he anode current collector, the anode itself
as a co-plated alloying component, or as a sudaaing on the electroplated zinc. For the latter
case, indium surface coatings may be desirablyiegipl-situ by way of an electrolyte additive
such as indium trichloride or indium acetate. Whaoh additives may be added to the
electrolyte in small concentrations, indium mayrgpoeously plate on exposed zinc surfaces as
well as portions of exposed anode current collector
Zinc and similar anodes commonly used in commepiahary batteries may typically be found
in sheet, rod, and paste forms. The anode of aatni@, biocompatible battery may be of similar
form, e.g. thin foil, or may be plated as previgusientioned. The properties of this anode may
differ significantly from those in existing battes, for example, because of differences in
contaminants or surface finish attributed to maicigrand plating processes. Accordingly, the
electrodes and electrolyte may require specialragging to meet capacity, impedance, and shelf
life requirements. For example, special platingcpss parameters, plating bath composition,
surface treatment, and electrolyte composition beaypeeded to optimize electrode

performance.

Polymer Electrolytes and Separators

There may be a number of different types of etdygte formulations that are consistent
with a polymer battery system. In a first clasexdmples, the electrolyte may be called a
polymer electrolyte. In the polymer electrolyteteyss, the polymer backbone has regions that
become involved in the conduction mechanisms ofdhs. As well, these regions of the
polymer backbone also facilitate the dissolutiothef salt ions into the electrolyte bulk. In

general, higher levels of dissolved ions in antetdyte bulk may result in better battery
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performance characteristics. There may be numgrolysner and copolymer systems utilized to
form the polymer backbone of the polymer elect®ystems. In a non-limiting example
polyethylene oxide (PEO) may be a common polymestituent. The ionic conductivity of the
system may improve at higher operating temperatomnelitions but may be relatively poor at
room temperature operating conditions. In some @k@sra sheet form of a polymer electrolyte
may be formed including the presence of ionic ®cihe sheet form may be applied to an
electrode with high temperature lamination proaessin other examples, the electrolyte
formulation may be coated upon an electrode surtaaeh of these processing options may be
useful to enhance the binding of the electrolyteleztrodes which may generally result in poor
adhesion under other processing conditions.

In another class of examples, plasticized polynestelytes may be utilized in polymer
electrolyte battery systems. There may be manynpetysystems that may be useful to form
plasticized polymer electrolytes including as noniing examples PEO, poly (methyl
methacrylate) (PMMA) and poly (vinyl chloride) angst other polymer systems. The selected
polymer backbone creates a two-dimensional or ttmeensional matrix into which a solvent
and ionic solute system may be incorporated. Tberporation of the solvent system with
dissolved ionic species “plasticizes” the polymlectolyte. Unlike the first class of polymer
electrolyte systems, the backbone of a plastigmdgmer electrolyte system may not participate
in the ionic transport across the electrolyte. presence of the solvent is another difference
from the first class of polymer electrolyte systeansl does act to facilitate ionic transfer. In
some examples the ionic transport and related i@omcluctivities of the battery structure may be
higher in a plasticized polymer electrolyte sysfenthese reasons. In some examples, the
matrix of the plasticized polymer electrolyte systmay improve characteristics related to the
interfaces that are formed between the electralgtkits neighboring layers. As with the first
class of polymer electrolytes, the plasticized pwy electrolyte system may be laminated under
high temperature conditions to improve adherend¢bdaelectrodes.

In an example, a plasticizer for use with poly @idene fluoride) polymer or poly
(vinylidene fluoride-hexafluoropropylene) (PVDF-HFgbpolymer electrode member
compositions is propylene carbonate (PC). The efieproportion of this plasticizer, may
depend not only on characteristics of a desiredixjadlymer itself. The effective proportion

may also be heavily influenced by the amounts angdgasties of other components of the
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composition, such as the volume and patrticle sizbepactive electrode material. For example,
an effective amount of PC in a positive electrantenulation with PVDF-HFP may vary from
about 60% to 300% by weight of the electrode matabymer component. Thus, in view of the
numerous composition variables that are adjustétdeamount of plasticizer in any formulation
may be determined empirically in the rather braathe of effective amounts and may depend
upon use conditions or on tested electrical results

In another exemplary class of electrolyte systegabelectrolyte systems may be another
type of electrolyte system used in polymer elegtebatteries. A gel is a type of polymerization
product that has different properties than a sudidipolymer network. Gels consist of a solid
three-dimensional network. The network typicallyyntee formed by a copolymerization of
branched monomers. The three-dimensional netwakssp volume of a liquid and binds it in
place through surface tension effects. There mayub@erous polymer systems that may form a
gel electrolyte system such as PMMA, polyacrylal@tfPAN), poly (vinylidene fluoride-
hexafluoropropylene) (PVDF-HFP) and numerous otixamples. The gel electrolytes may
typically exhibit high ionic conductivity. High teperature lamination may be used to affix the
gel polymer electrolyte to electrode surfaces witlbd adhesion characteristics. After the high
temperature lamination processing, an electrolgteposition may be added to the attached gel
polymer background much as a sponge absorbs & lequnposition.

The various classes of polymer electrolyte layeay e used in examples of polymer
electrolyte batteries. Given a system includingpetof anode material, ions consistent with
transport of the anode material away from the amoasg be included in the electrolyte as it is
formed or in some examples, such as with the gghper electrolyte system, added later. The
polymer network of each of the classes creategaa that may act as a separator for the batteries
as well.

In an example, a polymer electrolyte/separator fiiay be prepared by casting a portion
of a coating composition, onto a polished silicaafev using a common spin-coating apparatus
operated at a desired speed, such as 600 rpomgdsied time, such as for 2 secs, to obtain a
film of a desired thickness and uniformity. Therfimay be dried at room temperature for an
appropriate time, such as for about 10 min withm ¢onfines of the coating apparatus. The
coating composition may be prepared by suspendiogtal.5 g of an 88:12 VDF-HFP
copolymer of about 380x103 MW Kynar FLEX 2801 iroab9 g of anhydrous tetrahydrofuran
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(THF) and adding to this mixture about 1.5 g oMidolution of zinc acetate, or other
appropriate electrolyte salts, in a 1:1 mixtureAmight of ethylene carbonate (EC):propylene
carbonate (PC). The completed mixture may be wantmea elevated temperature, such as
about 60° C. for a period of time, such as 30 tarfacilitate dissolution. Occasional agitation of
the solution may help to maintain the solutionigdity. The resulting film may be used as a
polymer electrolyte film according to the variovamples to form battery cells presented in this
discussion.

It may be useful in some examples to create a gam@mbrane that is made from a
polymer backbone which is then impregnated witlcteddyte. In a non-limiting example, a
casting solution may be formed by mixing a rougilg-to-one ratio of poly (vinylidene
fluoride) (PVDF) and poly (dimethyl siloxane) (PDMi@to a solvent mixture comprising N-N
Dimethyl Acetamide (DMACc) and glycerol. The ratibtbe DMAc to glycerol may be varied
and may affect characteristics such as the porositye resulting separator layer. An excess of
the solvent mixture may be used to allow for thendtage of the resulting layer in the cavity to
form a thin separator layer. The resulting solutimay be cast upon an electrolyte, rolled into a
sheet, or extruded into a shape in some examptbsr @anners of dispensing the casting
solution may be consistent with the processes thestherein. Thereafter, the structure may be
immersed into a room temperature water bath fod@@ours to allow for the glycerol to
dissolve out of the separator layer and resultlayar with a desired porosity. The polymer
electrolyte layer may then be impregnated withlatgm containing an appropriate solvent such
as water and an electrolyte such as a zinc bated sa

Another means of producing a battery cell contgrarpolymer electrolyte with pores for
incorporated electrolyte may be to start with agg@ymer such as a PVDF based system
described above. Electrodes may be laminated tpdlyener electrolyte with a heated double-
roll laminator device at about 110° C. and aboukd/@m roll pressure. After cooling, the
laminate cell structure may be immersed in an gppate solvent to extract electrode related
plasticizer. In some examples, the solvent mayohelacetone, diethyl ether or NMP. The
resulting structure may then be air dried untilsheface solvent evaporates and thereafter may
be placed in a circulating air oven at elevatedpemature such as about 70° C. for an hour or so
to continue the removal of solvent, moisture arsidal plasticizer. The processing may result

in a well bonded work piece which may then be pgekllan an hermetically sealed multilayer
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foil/polymer envelope in a helium atmosphere alwittp a measure of electrolyte such as a zinc
salt dissolved in an appropriate solvent. The sulaad electrolyte may diffuse into the
microporous membrane and impregnate it with eleaitsi conductive electrolyte.

Another means of producing a battery cell contgrarpolymer electrolyte with pores for
incorporated electrolyte may be to start with a oeercial available microporous separator
membrane. A laminated electrochemical batteryroaly be prepared by assembling the
electrodes including the cathode and the anodecésply along with a Celgard 2300
microporous separator which may contain the elgt&oThe electrodes may be laminated to the
separator with a heated double-roll laminator deatabout 110° C. and about 10 kg/cm roll

pressure.

Exemplary lllustrated Processing of Energizatioenként —Polymer Electrolyte

Referring to Figs. 4A-4F, a demonstration of pregss of a polymer electrolyte battery
comprising a type of polymer electrolyte may benwuThe various layers to be formed may be
processed in various fashions and orders, but agample, a process may start at Fig. 4A with
obtaining a cathode collector 410. In an examptéjrafoil or film of zinc metal may be used
for the cathode collector 410. To aid in adhesibtihne cathode layer, a surface treatment may be
made to add a coating 415 to a surface of thetitafoil. In a non-limiting example the
treatment may be a carbon coating such as offgrécimart Corporation, Clifton, NJ, USA. In
some examples a region of the titanium foil mayefieuntreated to form a cathode contact 416.
In other examples, the entire foil may be treateddd a coating, and the coating may be
removed in a later step to expose the cathode ciohis.

Next at Fig. 4B, a cathode mixture may be addeadhdlpe coating to form a cathode 420.
There may be numerous means to add the coatingdind spraying, printing, and depositing
with a squeegee or knife edge type layering prodagske knife edge layering, an amount of the
cathode mixture may be deposited behind a knife edgle the knife edge is drawn along the
cathode layer to result in a controlled layer wittiform thickness. In some other examples, a
cathode may be formed by electrodepositing theod&timaterial upon a current conductor.

One example of a completed cathode mixture fornarianay be formed as follows.

A cathode powder blend composed of 88% Erachem JMyo@der, jet-milled by Hosikowa,

may be combined with Super P Li carbon black, $¢@composition and with Kynar 2801
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PVDF to a 7% composition. An amount of zinc acetasy be dissolved in NMP such that when
mixed with the cathode powder blend, the amounziraf acetate is in a ratio of 1:10 for the zinc
acetate mass to PVDF mass. When mixed, the regshimry may be suspended in the NMP and
this amount of NMP creates a formulation with 278fids.

The resulting slurry may be mixed with a magnetiictsar for 10 to 20 hours at a rate
such as at roughly 400 rpm. The mixed slurry magdgassed. Degassing may be processed
with a Thinky ARE-250 planetary centrifugal mixerz®00 rpm for about 2 minutes.

The slurry may next be applied with a doctor blaxa thickness of about 30-80 microns.
The slurry deposit may be made upon a sheet ofrhizfons thick grade | titanium foil such as
that available from Arnold Magnetics, which maydoated with a 1-3 micron thick layer of
carbon. The cathode coating on the titanium foiy in@ dried in a heated laboratory oven for
numerous hours, such as for a period of 18-24 hohese the temperature may be
approximately 50C.

Further enablement for the formulations and procgssircathode mixtures in
biomedical devices may be found as set forth in UrBedes Patent Application 14/746,204
filed June 22, 2015, which is incorporated hersimdference.

Next, at 4C the polymer electrolyte 430 may be addele growing structure. As
mentioned there may be numerous types and classe$yofqy electrolytes that may be applied.
In an example, the gel polymer may comprise Kynar 28@1 30 weight percent zinc acetate.
This mixture may be carried in a solvent blend including B8#50 (Dimethylsulfoxide) and
64% NMP (N-methyl pyrolidone). This solution may then bpliagd to the cathode using a
doctor blade. The resulting coating may be dried in b tegiperature environment. In an
example, the drying may be performed at around 50°@bioratory oven for a number of hours,
such as 3-6 hours. In some examples, a further dsgemat an even higher temperature such as
100°C may be performed for some time, such as for This coating process may be repeated
multiple times to achieve a targeted thickness.

There may be numerous methods for applying the palgheetrolyte layer such as by
spray coating, printing, or squeegee or knife edge lagétere again, the deposited layer may
be dried to remove an amount of the solvent.

Referring to Fig. 4D, a zinc anode 440 may be apptidde polymer electrolyte layer.

Further enablement for the formulations and procgssiranodes in biomedical devices may
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be found as set forth in United States Patent Apptinat4/819,634 filed August 6, 2015,
which is incorporated herein by reference.

In some examples, the surface layer of the polymetrelgte may have an additional
amount of solvent or polymer electrolyte reapplied toimidonding between the polymer
electrolyte and the anode layer. In other examples, thditipprocess may proceed with no
solvent or polymer electrolyte reapplication. There maguraerous methods for applying the
zinc anode; however, in an example, a foil of zinc majalminated to the polymer electrolyte.
In some examples, the lamination process will apply hehpeessure while evacuating the gas
phase around the region being applied. Lamination ofretbes with coated polymer
electrolytes may be carried out between heated presslees at a temperature and pressure
level which does not significantly affect the polymer streetiror example, lamination may be
carried out between 70° C and 130° C, preferabiywéen 100° C and 125° C, and more
preferably at about 110° C. The pressure, in sommpbes, may be a linear pressure load
between about 20 and 180 kilograms per centimetéer{lg preferably between about 55 and
125 kg/cm. It may be apparent that the optimum temperahderessure conditions will depend
on the particular laminator construction and mode afsts

In some examples, rolls of material may be processt#tetimanners described in Figs.
4A — 4C and then come together in the hot vacuum laminptasess related to Fig. 4D. This
processing may be referred to as a roll to roll manuficfyrocess.

Referring to Fig. 4E, the resulting polymer electrelgattery device may be annealed in
a thermal treatment 450 that will dry the structure. Inessesxamples, the thermal treatment may
also improve characteristics at the newly formed interfaetéseen the collectors, cathode,
electrolyte and anode.

The function of the formed battery as well as its biocdibgity may depend strongly on
encapsulating the polymer electrolyte battery structure nmera that isolate the battery
structure from its environment while allowing battery cotgdc be made to devices outside the
encapsulation. The various means of encapsulation abbkavediscussed in sections on sealing
and packaging heretofore may be used to perforrarthapsulating step 460.

Further enablement for the formulations and procegssfranodes in biomedical
devices may be found as set forth in United StatésnP&Application 14/827,613 filed August

17, 2015, which is incorporated herein by reference
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In some examples, a pair of encapsulating films maysied to surround the battery
element. The films may be precut in various locationxpmge the regions where collector
contacts are located. Thereatfter, the two films mayrbeght around the battery element and
joined together is a seal. In some examples, the seabenfoymed by thermally treating the
sealing layers to flow into each other and form a sealtHar related examples, a laser may be
used to form a seal. There may be other sealing matesugls,as glues and adhesives that may
be added upon the formed seal to improve the seal itytegri

There may be other post processing that is perfouped the battery elements. In
examples where rolls of material are treated to form thap=ulated battery elements, a
subsequent process may singulate or cut out the battergrekefrom the resulting sheet that is
formed. A laser may be used to cut out the batteriesthier examples a die may be used to
punch out the battery elements with a specifically shapithgsurface. As mentioned
previously, some singulated battery designs may lgimear whereas other designs may be

curvilinear, matching a curve of a contact lens insert geacexample.

Exemplary Performance Results for Polymer ElectrolytecBiat.

Exemplary samples of polymer electrolyte batteries haga fimmed utilizing the
processing example referred to in relation to Figs. 4AR&ferring to FIG 5A-D,
characterization results from the exemplary samplesoaredf Samples were formed with an
overall form factor of 5 mm by 1 mm and a thicknesapgroximately 135 microns. For
characterization data, the effective anode area fdvattery samples was roughly 35cLent. At
Fig. 5A, the discharge characteristics of an exemplattery cell may be found. A steady
performance with a cell voltage of ~1.3V may be obsendicating good energy capacity and
cell life performance. At Fig. 5B, frequency characteimaof exemplary samples have been
performed and a resulting “Nyquist” plot is displayed. AtsFi5C and 5D the raw frequency
characters are displayed. Fig. 5C displays the impedaaisas frequency results obtained. Fig.
5D displays the phase angle versus frequency resulsuneesfrom exemplary samples.

Well-designed sealing structures and the associated seadiegials may improve
biocompatibility of the energization device as materials mayaiatained in zones that have no

interaction with biologically contacting surfaces. In additiwell-formed seals may improve the
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ability of the battery to receive forces of various kindd aot rupture exposing the contents of
the cavity or cavities of a battery.

The polymer electrolyte composition inherently improbesgompatibility of the
energization element as well as its resiliency to effect ggtarnal diffusion into the battery.
The solid-state aspect of the polymer backbone andntsioonent of ions whether in solvent or
not minimizes forces that may cause loss of electralyteiffusion out of the device.

The examples herein have discussed polymer electraiptany battery devices which
have been formed according to the various mannersildegén the present invention. At a
higher level, in some examples, these battery devicedbomaycorporated into biomedical
devices such as ophthalmic lenses as discussed innedeaeFig 1B.

In the examples of contact lenses, the battery deviceomagnnected to an electroactive
element where the battery resides within an insert withléotreactive element or outside the
insert. The insert, the electroactive element and the baitesywhole may be encapsulated with
appropriate hydrogel formulations to afford biocompatibilityref biomedical device. In some
examples, the hydrogel may contain formulations that rétainvetting aspects of the
encapsulating hydrogel. Thus, numerous aspects ofrojeatibility related to the shell that
contains components are relevant to the biocompatibilitysobtbmedical device as a whole.
These aspects may include oxygen permeability, wettalmigmical compatibility, and solute
permeability as a few non-limiting examples.

The battery and the insert may interact with wet environmantstherefore the
strategies for biocompatibility of the battery alone are velevant to the overall biomedical
device. In some examples it may be envisioned that sealeri ingress and egress of materials
into the insert and into the battery device. In these example design of the hydrogel
encapsulating layer may be altered to allow wettabilitymardheability around the insert and
the battery device, for example. In some other exampdasegplution may allow some gas
species to pass through battery devices, through hgldeogapsulation and into the biomedical
device environment. The portions of a biomedical dewvitesther for an ophthalmic device or
for other devices, that contact fluids and cell layersuwsex may be designed for matching of
the interface layers of the biomedical device to the biolagicr@nment that the biomedical

device will reside in or on.
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lonic Lithium in Electrolyte and Cathode Elements

Salts of Lithium may be incorporated into the electrolyte eathode elements of the
battery and assist with current transport for variousstyfieeathode and electrolyte formulations.
Lithium based salts that may separate in ionic solventar liguids include 1-Ethyl-3-
methylimidazolium chloride (which may be referred to aslENCI), 1-Ethyl-3-
methylimidazolium dicyanamide, and 1-butyl-3,5-dimethylpiyiigdim bromide or other solvents
including ethylene carbonate, dimethyl carbonate, and dieslngbnate as non-limiting
examples. Some salts of Lithium, including as non-limiting gamLithium
trifluoromethanesulfonate or Lithium tetrafluoroborate mayeheasy ability to ionize in various
solvents and may comprise examples for the typedtsfthat may be useful to incorporate

lithium ion into electrolytes and cathode elements.

Exemplary Processing of Batteries with Solid Polymer Elgges and lonic Lithium

There may be numerous methods to create batterieporating ionic lithium as
described herein. A non-limiting example is described irffahewing paragraphs, but other
methods are well within the scope of the inventive artihere

A solid polymer electrolyte solution may be formulated amixied comprising a roughly
50 to 10 to 40 weight percent of PVDF, a lithium salt andait liquid. In some other
examples, a solid polymer electrolyte solution may be titated and mixed comprising PVDF-
HFP, a lithium salt and an ionic liquid. In some exampless#itemay be either lithium
trifluoromethanesulfonate or lithium tetrafluoroborate)sbme examples the ionic liquid is
(EMIM) 1-Ethyl-3-methylimidazolium chloride. The mixing mag performed stepwise where
the appropriate volume of PVDF or of PVDF-HFP may bealised in DMSO at an elevated
temperature such as 55°C with agitation and stirring.daparate step, the salt may be dissolved
in an amount of DMSO. After the PVDF is dissolved in the &tsp, the salt in DMSO may be
added to that mixture.

In another example, a solid polymer electrolyte soluti@y be formulated and mixed
comprising PVDF-HFP, a lithium salt and organic solvensome examples, the salt may be
either lithium trifluoromethanesulfonate or lithium tetrafluoraiej. In some examples the
organic solvent may comprise Gamma butyrolactone, DMB@ Propylene carbonate. The

mixing may be performed stepwise where the appropritene of PVDF-HFP may be
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dissolved in DMSO or suitable solvent at an elevated tempersiigch as 55°C with agitation
and stirring. In a separate step, the salt may be dessatvan amount of DMSO or suitable
solvent. After the PVDF-HFP is dissolved in the first sthp,salt in DMSO may be added to
that mixture. Organic solvent used to dissolve the polyandrsalt may act as a plasticizer to
enhance the ionic conductivity.

In a separate step a cathode slurry is mixed. Theréomaymerous formulations of
cathode chemistry that may be consistent with the presergmisnés a non-limiting example, a
formulation may comprise Electrolytic Manganese Dioxida Graphite mixture. In an example
a powder mixture may be formed by mixing Electrolyflanganese Dioxide (EMD) and KS4
graphite as available from Timcal (TIMCAL TIMREXKS4 Primary Synthetic Graphite) and
Super P Carbon Black and PVDF in an 88 percent EMDper@ent KS4 to 3 percent Super P to
7 percent PVDF ratio by weight. The mixing may be per&iay numerous means, as an
example the EMD, Super P and KS4 may be mixed by gnitishg the powders for an extended
period. In some examples, the resulting powder mixtag be mixed with the PVDF in DMSO
premixed with the Lithium Salt as in the Solid Polymer Electradgteition mentioned
previously, but before the addition of EMIM.

The resulting combination may be mixed while under awacwith a sweep blade.
Sweep blade mixing under vacuum may allow for equiprtieattcontrols variation in mixing
speed while maintaining a target vacuum pressuresimiking vessel. Volatile components such
as DMSO may be removed while the compounds are mibtezie may be numerous conditions
for the sweep blade mixing such as various vapor presargets and temperatures of the mixing
vessel as well the duration of mixing may be variedlaovge degree. In an example the mixing
may occur for approximately 30 minutes.

The resulting mixture may be used to form a coated catHndin example, a foil of
titanium may be precoated with carbon. The carbon dddasmium foil may have the cathode
slurry applied by automatic film application and then dired vacuum. Automatic film
application may be accomplished by a doctor blade applivatiora variable blade height and
speed. The edges of the titanium foil substrate may ered\by a fluoropolymer coated PET
film which masks the edges from receiving applicatiothefcathode slurry. A vacuum plate

may hold the titanium film securely in place during theligpfion process.
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The film may be dried in a vacuum drying oven afggslegation. DMSO boils at 189°C
at 1 atmosphere of pressure, by lowering the ambiessyre the rate of evaporation may be
increased while the temperature applied to the substratbenayered. The previously
mentioned mixtures may significantly dry in a vacuummoae70°C and 46 Torr of pressure in
about 24 hours. The resulting cathode films may alsadoedsunder a vacuum.

After the cathode film is dried the solid polymer electroba&ition may be applied upon
the cathode film. The mixture may be applied by autormaéians with a doctor blade applicator.
The resulting coated mixture may be dried in a vacuuem.o& cathode feature for a battery
design may be cut from the coated material combinafiba.cathode feature may be rewet with
DMSO or some additional solid polymer electrolyte solutitay be applied. Next the anode
may be applied to the wetted stack of materials. In soramples, the anode may be a similar
shaped piece of zinc foil as the stacked films.

The anode, SPE and cathode structure may be heat sedledralled. In some
examples batteries are laminated. The battery structurdensgndwiched between layers of
thermoplastic polymers such as PET film. The resultingtira may be heat sealed at a
temperature of 100°C and a minimum pressure of 15d*3 $econds.

The resulting battery structure may provide a microbattexliis compatible with
biomedical device applications which has superior electpiedbrmance aspects. The
incorporation of lithium into the cathode and polymer elégtearegions may result in
significant improvement in charge transport characteristiagsh may improve battery

impedance characteristics and may improve other battanacteristics.

External Encapsulating Layers of Electroactive DevicesBatteries

In some examples, a preferred encapsulating materiahtiyatorm an encapsulating
layer in a biomedical device may include a silicone contaioamgponent. In an example, this
encapsulating layer may form a lens skirt of a contast ifisilicone-containing component” is
one that contains at least one [-Si-O-] unit in a monomacyomer or prepolymer. Preferably,
the total Si and attached O are present in the silicone-norgaiomponent in an amount greater
than about 20 weight percent, and more preferably grérate 30 weight percent of the total
molecular weight of the silicone-containing component. Uslicone-containing components
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preferably comprise polymerizable functional groupshsagacrylate, methacrylate, acrylamide,
methacrylamide, vinyl, N-vinyl lactam, N-vinylamide, and stfunctional groups.

In some examples, the ophthalmic lens skirt, also calledsant-encapsulating layer,
that surrounds the insert may be comprised of staridah@gel ophthalmic lens formulations.
Exemplary materials with characteristics that may providaceptable match to numerous
insert materials may include, the Narafilcon family (inchgdNarafilcon A and Narafilcon B),
and the Etafilcon family (including Etafilcon A). A morehmically inclusive discussion follows
on the nature of materials consistent with the art he@ae. ordinarily skilled in the art may
recognize that other material other than those discussedls@form an acceptable enclosure
or partial enclosure of the sealed and encapsulated insdr&hauld be considered consistent
and included within the scope of the claims.

Suitable silicone containing components include compounderafitHa |

RI—Si—0-SiH0-Si-R?
RU| RY RE
b

where

R1 is independently selected from monovalent reactivepgraunonovalent alkyl groups,
or monovalent aryl groups, any of the foregoing whicly faather comprise functionality
selected from hydroxy, amino, oxa, carboxy, alkyl oash alkoxy, amido, carbamate, carbonate,
halogen or combinations thereof; and monovalent siloxaa@<€lcomprising 1-100 Si-O repeat
units which may further comprise functionality selected fadkyl, hydroxy, amino, oxa,
carboxy, alkyl carboxy, alkoxy, amido, carbamate, gatoor combinations thereof;

where b = 0 to 500, where it is understood that whisrobher than 0, b is a distribution
having a mode equal to a stated value;

wherein at least one R1 comprises a monovalent reactu@,gand in some examples
between one and 3 R1 comprise monovalent reactive group

As used herein “monovalent reactive groups” are ggdhat may undergo free radical

and/or cationic polymerization. Non-limiting examples effradical reactive groups include

41



10

15

20

25

30

(meth)acrylates, styryls, vinyls, vinyl ethers, C1-6alkd(h)acrylates, (meth)acrylamides,
C1-6alkyl(meth)acrylamides, N-vinyllactams, N-vinylamide&;%alkenyls,
C2-5alkenylphenyls, C2-5alkenylnaphthyls, C2-6alkenylpheing@lkyls, O-vinylcarbamates
and O-vinylcarbonates. Non-limiting examples of cationictiea groups include vinyl ethers or
epoxide groups and mixtures thereof. In one embodintien free radical reactive groups
comprise (meth)acrylate, acryloxy, (meth)acrylamide,rmndures thereof.

Suitable monovalent alkyl and aryl groups include unsubdiitu@novalent C1 to
Cl6alkyl groups, C6-C14 aryl groups, such as substimnedinsubstituted methyl, ethyl,
propyl, butyl, 2-hydroxypropyl, propoxypropyl, polygtaneoxypropyl, combinations thereof
and the like.

In one example, b is zero, one R1 is a monovalentiveagroup, and at least 3 R1 are
selected from monovalent alkyl groups having one toatBan atoms, and in another example
from monovalent alkyl groups having one to 6 carbomatdNon-limiting examples of silicone
components of this embodiment include 2-methyl-,2-hydro¥§-R.,3,3,3-tetramethyl-1-
[(trimethylsilyl)oxy] disiloxanyl] propoxy] propyl estef'SiGMA”),

2-hydroxy-3-methacryloxypropyloxypropyl-tris (trimethylsigsilane,

3-methacryloxypropyltris(trimethylsiloxy)silane ("TRIS"),
3-methacryloxypropylbis(trimethylsiloxy)methylsilane and
3-methacryloxypropylpentamethyl disiloxane.

In another example, b is 2 to 20, 3 to 15 or in sonaengtes 3 to 10; at least one
terminal R1 comprises a monovalent reactive group ancthaining R1 are selected from
monovalent alkyl groups having 1 to 16 carbon atomsjraadother embodiment from
monovalent alkyl groups having 1 to 6 carbon atoms. tragether embodiment, b is 3 to 15,
one terminal R1 comprises a monovalent reactive gtbepther terminal R1 comprises a
monovalent alkyl group having 1 to 6 carbon atoms andetimaining R1 comprise monovalent
alkyl group having 1 to 3 carbon atoms. Non-limitingueles of silicone components of this
embodiment include (mono-(2-hydroxy-3-methacryloxyyl®-propyl ether terminated
polydimethylsiloxane (400-1000 MW)) ("OH-mPDMS"), mondhmecryloxypropyl terminated
mono-n-butyl terminated polydimethylsiloxanes (800-1000 M{\mPDMS”").

In another example, b is 5 to 400 or from 10 to 3@@h kerminal R1 comprise

monovalent reactive groups and the remaining R1 are @mdiemtly selected from monovalent

42



10

15

20

alkyl groups having 1 to 18 carbon atoms, which maseleher linkages between carbon atoms
and may further comprise halogen.

In one example, where a silicone hydrogel lens is deshedens of the present
invention will be made from a reactive mixture comprisinggast about 20 and preferably
between about 20 and 70%wt silicone containing componas&lion total weight of reactive
monomer components from which the polymer is made.

In another embodiment, one to four R1 comprises ¥ earbonate or carbamate of the
formula:

Formula Il

i 2
H,C=C—(CHy)q-0-C-Y

wherein: Y denotes O-, S- or NH-;

R denotes, hydrogen or methyl; d is 1, 2, 3 or 4; aisdqor 1.

The silicone-containing vinyl carbonate or vinyl carbanmat@omers specifically
include: 1,3-bis[4-(vinyloxycarbonyloxy) butyl] tetramgtidisiloxane; 3-
(vinyloxycarbonylthio) propyl- [tris (trimethylsiloxy)silame3-[tris(trimethylsiloxy)silyl] propyl
allyl carbamate; 3-[tris(trimethylsiloxy)silyl] propyl vinyl caainate; trimethylsilylethyl vinyl

carbonate; trimethylsilylmethyl vinyl carbonate, and

Q CHs CHs CHs o)

H2C=|C_|Z—OCO(CH3)4—Si—O Si 0] Si—(CH2)4OCO—CHZ=CH2

CHs CHs CHs
- -125

Where biomedical devices with modulus below about 28@esired, only one R1 shall
comprise a monovalent reactive group and no more taoftthe remaining R1 groups will
comprise monovalent siloxane groups.

Another class of silicone-containing components incluad&gipethane macromers of the

following formulae:
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Formulae IV-VI

(*D*A*D*G)a *D*D*E1;
E(*D*G*D*A)a *D*G*D*EL1 or;
E(*D*A*D*G)a *D*A*D*E1
5 wherein:
D denotes an alkyl diradical, an alkyl cycloalkyladlical, a cycloalkyl diradical, an aryl
diradical or an alkylaryl diradical having 6 to 8&rbon atoms,
G denotes an alkyl diradical, a cycloalkyl diradliea alkyl cycloalkyl diradical, an aryl
diradical or an alkylaryl diradical having 1 to d@rbon atoms and which may contain ether, thio
10 or amine linkages in the main chain;
* denotes a urethane or ureido linkage;
ais at least 1;

A denotes a divalent polymeric radical of formula:

Rl Rll
R
—(CHy), T SIOF+Si—(CHp),—
||?11 ||?11
p

Formula VI

15

R11 independently denotes an alkyl or fluoro-stibtd alkyl group having 1 t010
carbon atoms, which may contain ether linkages éetwcarbon atoms; y is at least 1; and p
provides a moiety weight of 400 to 10,000; eack aind E1 independently denotes a
polymerizable unsaturated organic radical represeby formula:
20

Formula VIl

R12
RISCH=C—(CHw—(X)yx—@z—(Ary—Rl4—

44



10

15

20

o
o
%( O NHJLO/\/\(SiMegO)ZQ;SiMeg/\/\O)L NH

O

wherein: R5 is hydrogen or methyl; R13 is hydrogemnalkyl radical having 1 to 6
carbon atoms, or a —CO—Y—R15 radical wherein Y i©®—Y—S— or —NH—; R14 is a
divalent radical having 1 to 5 carbon atoms; X dese—CO— or —OCO—; Z denotes —O—
or —NH—; Ar denotes an aromatic radical having @@ccarbon atoms; wis 0 to 6; x is 0 or 1;
yisOor1;andzisOor 1.

A preferred silicone-containing component is a poéyhane macromer represented by

the following formula:

Formula IX
(o]
0 °o o o o A" i I I
CH,= G~ COCH,CH{- OCN- R16~ NCOCH,CH,0CH, CH, 00\~ 16~ NCO(CH,){- 10§ Si— (CHy) i OCN- Ry~ NCOCH,CH,0CH,0H,00N— RIS — NCO— CH,CH,000C—=CH,
CH, H H o H [ %l | | | |
CHy CHg H H H H
a

wherein R16 is a diradical of a diisocyanate aenoval of the isocyanate group, such
as the diradical of isophorone diisocyanate. Anosiigable silicone containing macromer is
compound of formula X (in which x + y is a numbettihe range of 10 to 30) formed by the
reaction of fluoroether, hydroxy-terminated polyeimmylsiloxane, isophorone diisocyanate and
isocyanatoethylmethacrylate.

Formula X

0]

NH” ~OCH,CF,— (OCRy),— (OCRHCRy),— OCRCH,0

o —0

o
)ﬁ( O NHLO/\/\ (SiMeZO)ZSSiMez/\/\O)L NH
NH

Other silicone containing components suitable && in this invention include
macromers containing polysiloxane, polyalkylenesgthiisocyanate, polyfluorinated
hydrocarbon, polyfluorinated ether and polysacaleagroups; polysiloxanes with a polar
fluorinated graft or side group having a hydrogemaattached to a terminal difluoro-
substituted carbon atom; hydrophilic siloxanyl naetlylates containing ether and siloxanyl

linkanges and crosslinkable monomers containinggtber and polysiloxanyl groups. In some
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examples, the polymer backbone may have zwitteiimcporated into it. These zwitterions
may exhibit charges of both polarity along the paody chain when the material is in the
presence of a solvent. The presence of the zvattennay improve wettability of the

polymerized material. In some examples, any ofdinegoing polysiloxanes may also be used as

an encapsulating layer in the present invention.

Biomedical Devices using Polymer Electrolyte Bagtsr

The biocompatible batteries may be used in biocaipadevices such as, for example,
implantable electronic devices, such as pacemaketsnicro-energy harvesters, electronic pills
for monitoring and/or testing a biological functjaurgical devices with active components,
ophthalmic devices, microsized pumps, defibrillaf@tents, and the like.

Specific examples have been described to illussateple embodiments for the cathode
mixture for use in biocompatible batteries. Thesangples are for said illustration and are not
intended to limit the scope of the claims in anynmex. Accordingly, the description is intended

to embrace all examples that may be apparent setbkilled in the art.
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WHAT ISCLAIMED IS:

1. A biomedical device comprising:
an electroactive component;
a battery comprising:
an anode current collector;
a cathode current collector;
an anode;
a polymer electrolyte, wherein the polymer elegtikcomprises an ionic
species, and
a transition metal oxide cathode, wherein the ttemsmetal oxide
cathode also comprises a salt of lithium; and
a first biocompatible encapsulating layer, whetbmfirst biocompatible

encapsulating layer encapsulates at least the@etive component and the battery.

2. The biomedical device of claim 1:
wherein the anode comprises zinc;
wherein the anode and the anode current collectoa aingle layer; and

wherein the transition metal oxide cathode comprisanganese.

3. The biomedical device of claim 2 wherein the conmpms of the electrolyte comprises poly
(vinylidene fluoride).

4. The biomedical device of claim 3 wherein the conpms of the electrolyte comprises zinc

ion.

5. The biomedical device of claim 3 wherein the conijpms of the electrolyte comprises
lithium ion.

6. The biomedical device of claim 5 wherein the conipms of the manganese dioxide cathode

comprises electrolytic manganese dioxide.
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7. The biomedical device of claim 5 wherein the conpms of the manganese dioxide cathode

comprises poly (vinylidene fluoride).

8. The biomedical device of claim 7 wherein the conmpms of the manganese dioxide cathode

comprises carbon black.

9. The biomedical device of claim 7 wherein the zinode comprises a foil of zinc.

10. The biomedical device of claim 7 wherein the zinode comprises zinc electrodeposited on

titanium foil.

11.The biomedical device of claim 7 wherein the zinode comprises Zinc paste

12.The biomedical device of claim 1, wherein the bgtt®mprises a seal in encapsulating

films that enclose the battery portions not usedfaking external contacts.

13.The biomedical device of claim 1 wherein the thiess of the battery is less than 1 mm at

least along a first dimension of the extents oftthtery.

14.The biomedical device of claim 1 wherein the thiess of the battery is less than 500
microns at least along a first dimension of theeata of the battery.

15.The biomedical device of claim 1 wherein the thiess of the battery is less than 250

microns at least along a first dimension of theeata of the battery.

16. The biomedical device of claim 15 wherein the shafide battery is curvilinear.

17. A method of manufacturing a battery comprising:

obtaining a cathode collector film, wherein thehcale collector film comprises titanium;
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coating the cathode collector film with a carbomatiog;

depositing a transition metal oxide slurry upondhebon coating, wherein the transition
metal oxide slurry also comprises a salt of lithjum

drying the transition metal oxide deposit;

forming a polymer electrolyte comprising ionic conents;

laminating the polymer electrolyte to the transitionetal oxide deposit;

drying the polymer electrolyte;

laminating a metal foil to the polymer electrolyte;

encapsulating the metal foil, polymer electrolytansition metal oxide deposit, and cathode
collector in a biocompatible encapsulating filmgan

singulating a battery element from the encapsulatethl foil, polymer electrolyte, transition

metal oxide deposit, and cathode collector in admapatible encapsulating film.

18.The method of claim 17 wherein the transition metatle comprises manganese;
wherein the metal foil comprises zinc; and

wherein the ionic constituents comprise zinc.

19. The method of claim 17 wherein the transition metatle comprises manganese;
wherein the metal foil comprises zinc; and

wherein the ionic constituents comprise lithium.

20.The method of claim 19 wherein the singulated pp#éement has a thickness is less than 1

mm at least along a first dimension of the extehtse singulated battery element.

21.The method of claim 19 wherein the singulated Ipp#&ement has a thickness is less than

500 microns at least along a first dimension ofaktents of the singulated battery element.

22.The method of claim 19 wherein the singulated Ibai&ement has a thickness is less than

250 microns at least along a first dimension ofaktents of the singulated battery element.

23.The method of claim 19 wherein the shape of thgudated battery element is curvilinear.
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24. A method of energizing a biomedical device compgsi

obtaining a cathode collector film, wherein thehcate contact film comprises titanium;

coating the cathode collector film with a carbomatoog;

depositing a manganese dioxide slurry upon theocecbating, wherein the manganese

dioxide slurry also includes a salt of lithium;

drying the manganese dioxide deposit;

forming a polymer electrolyte comprising ionic conuents;

laminating the polymer electrolyte to the mangartegmosit;

drying the polymer electrolyte;

laminating a zinc foil to the polymer electrolyte;

encapsulating the zinc foil, polymer electrolytegnganese dioxide deposit, and cathode
collector in a first biocompatible encapsulatingea

connecting the anode current collector to an edactive device;

connecting the cathode current collector to thetedactive device;

encapsulating the laminar structure and electreactevice in a second biocompatible

encapsulating layer to form a biomedical device.
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