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(57) Abstract : The invention relates to a sealed, thermally
insulated vessel comprising a vessel wall on a bearing struc-
ture (2), the vessel wall including an insulating barrier (1),
an impervious barrier (4) and an anchoring member (3), the
impervious barrier comprising: a first corrugated metal mem-
brane (5) arranged on a first portion of the insulating barrier,
a second corrugated metal membrane (6) arranged on a se-
cond portion of the insulating barrier, located on either side
of the anchoring member, along an assembly edge arranged
parallel to a longitudinal direction of the anchoring member
(3), the first and second membranes being corrugated with a
first series of corrugations intersecting the edge for assem-
bling the end corrugation portions associated with the first
series of corrugations of the first membrane extending in a
direction transverse to the assembly edge in the direction of
the second membrane, beyond the end corrugation portions
associated with the first series of corrugations of the second
membrane.
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Déclarations en vertu de la régle 4.17 :

—  relative a la qualité d'inventeur (régle 4.17.iv))

Cuve étanche et thermiquement isolée comportant une paroi de cuve sur une structure porteuse (2), la paroi de cuve, comprenant
une barriére isolante (1 ), barriére étanche (4) et un organe d'ancrage (3), la barriére étanche comportant : une premiére membrane
(5) métallique ondulée disposée sur une premiére portion de la barriére isolante, une deuxiéme membrane (6) métallique ondulée
disposée sur une deuxiéme portion de la barriére isolante, situées de part et d'autre de l'organe d'ancrage, selon un bord d'assem -
blage orienté parallélement a une direction longitudinale de I'organe d'ancrage (3) la premiére et la deuxiéme membrane étant on-
dulée avec une premiére série d'ondulation sécantes au bord d'assemblage des portions terminales d'ondulation associées a la pre-
miére série d'ondulations de la premiére membrane s'étendant dans une direction transversale au bord d'assemblage en direction de
la deuxiéme membrane, au-dela des portions terminales d'ondulations associées a la premiére série d'ondulations de la deuxiéme
membrane.



