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WIRELESS COMMUNICATION METHOD AND DEVICE 

BACKGROUND 

Technical Field 

This application relates to the field of communications, and more specifically, to a 

wireless communications method and a device. 5 

Related Art 

In a long term evolution (LTE) system, a terminal may obtain channel state 

information (CSI), and report the CSI to a base station periodically or aperiodically. 

In a New Radio (NR) system, relatively high flexibility of communication is required. 

How to match a relatively flexible NR system in an aspect of CSI feedback is a 10 

problem to be urgently resolved. 

SUMMARY 

Embodiments of this application provide a wireless communications method and a 

device, which can match a relatively flexible NR system in an aspect of CSI feedback. 

According to a first aspect, a wireless communications method is provided, including: 15 

sending first information, where the first information is carried in downlink control 

information (DCI), and is used for triggering a terminal to perform aperiodic channel state 

information (CSI) reporting or quasi-periodic CSI reporting; 

determining a first uplink (UL) time domain location according to a time offset and a 

first downlink (DL) time domain location used as a start point, where a time unit length of 20 

the time offset is a time unit length of UL transmission used for performing CSI reporting, 

or a time unit length of DL transmission performed in the first DL time domain location; 

and 

receiving CSI reported by the terminal in the first UL time domain location. 

With reference to the first aspect, in a possible implementation of the first aspect, the 25 
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method further includes: 

sending second information, where the second information is used for indicating the 

time offset to the terminal. 

With reference to the first aspect or any one of the possible implementations described 

above, in another possible implementation of the first aspect, the second information and 5 

the first information are carried in the same DCI. 

With reference to the first aspect or any one of the possible implementations described 

above, in another possible implementation of the first aspect, the first information is used 

for triggering the terminal to perform the quasi-periodic CSI reporting; the first DL time 

domain location is a periodic time domain location, and the first UL time domain location 10 

is a periodic time domain location. 

With reference to the first aspect or any one of the possible implementations described 

above, in another possible implementation of the first aspect, the first DL time domain 

location is: 

at least one of symbols in which the first information is located, or a slot in which the 15 

first information is located, or a last symbol of the slot; or 

at least one of symbols in which a channel measurement resource for performing CSI 

measurement is located, or a slot in which the channel measurement resource for 

performing CSI measurement is located, or a last symbol of the slot; or 

at least one of symbols in which an interference resource for performing CSI 20 

measurement is located, or a slot in which the interference resource for performing CSI 

measurement is located, or a last symbol of the slot; or 

at least one of symbols in which a CSI reference resource is located, or a slot in which 

the CSI reference resource is located, or a last symbol of the slot. 

With reference to the first aspect or any one of the possible implementations described 25 

above, in another possible implementation of the first aspect, the time unit length of the 

time offset is the time unit length of the UL transmission, and the determining a first UL 
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time domain location includes: 

mapping the first DL time domain location to a second UL time domain location; and 

determining a time domain location, obtained by adding n times the time offset to the 

second UL time domain location, as the first UL time domain location, where n is an 

integer greater than or equal to 1. 5 

With reference to the first aspect or any one of the possible implementations described 

above, in another possible implementation of the first aspect, the time unit length of the 

time offset is the time unit length of the DL transmission, and the determining a first UL 

time domain location includes: 

obtaining a second DL time domain location by adding n times the time offset to the 10 

first DL time domain location, where n is an integer greater than or equal to 1; and 

mapping the second DL time domain location to the first UL time domain location. 

With reference to the first aspect or any one of the possible implementations described 

above, in another possible implementation of the first aspect, the time unit length of the 

time offset is a slot. 15 

With reference to the first aspect or any one of the possible implementations described 

above, in another possible implementation of the first aspect, a subcarrier spacing of the UL 

transmission used for performing CSI reporting is different from a subcarrier spacing of the 

DL transmission performed in the first DL time domain location. 

According to a second aspect, a wireless communications method is provided, 20 

including: 

receiving first information, where the first information is carried in DCI, and is used 

for triggering aperiodic CSI reporting or quasi-periodic CSI reporting; 

determining a first uplink (UL) time domain location according to a time offset and a 

first downlink (DL) time domain location used as a start point, where a time unit length of 25 

the time offset is a time unit length of UL transmission used for performing CSI reporting, 

or a time unit length of DL transmission performed in the first DL time domain location; 
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and 

reporting CSI in the first UL time domain location. 

With reference to the second aspect, in a possible implementation of the second aspect, 

the method further includes: 

receiving second information, where the second information is used for indicating the 5 

time offset. 

With reference to the second aspect or any one of the possible implementations 

described above, in another possible implementation of the second aspect, the second 

information and the first information are carried in the same DCI. 

With reference to the second aspect or any one of the possible implementations 10 

described above, in another possible implementation of the second aspect, the first 

information is used for triggering the terminal to perform the quasi-periodic CSI reporting; 

the first DL time domain location is a periodic time domain location, and the first UL time 

domain location is a periodic time domain location. 

With reference to the second aspect or any one of the possible implementations 15 

described above, in another possible implementation of the second aspect, the first DL time 

domain location is: 

at least one of symbols in which the second information is located, or a slot in which 

the second information is located, or a last symbol of the slot; or 

at least one of symbols in which a channel measurement resource for performing CSI 20 

measurement is located, or a slot in which the channel measurement resource for 

performing CSI measurement is located, or a last symbol of the slot; or 

at least one of symbols in which an interference resource for performing CSI 

measurement is located, or a slot in which the interference resource for performing CSI 

measurement is located, or a last symbol of the slot; or 25 

at least one of symbols in which a CSI reference resource is located, or a slot in which 

the CSI reference resource is located, or a last symbol of the slot. 
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With reference to the second aspect or any one of the possible implementations 

described above, in another possible implementation of the second aspect, the time unit 

length of the time offset is the time unit length of the UL transmission, and the determining 

a first UL time domain location includes: 

mapping the first DL time domain location to a second UL time domain location; and 5 

determining a time domain location, obtained by adding n times the time offset to the 

second UL time domain location, as the first UL time domain location, where n is an 

integer greater than or equal to 1. 

With reference to the second aspect or any one of the possible implementations 

described above, in another possible implementation of the second aspect, the time unit 10 

length of the time offset is the time unit length of the DL transmission, and the determining 

a first UL time domain location includes: 

obtaining a second DL time domain location by adding n times the time offset to the 

first DL time domain location, where n is an integer greater than or equal to 1; and 

mapping the second DL time domain location to the first UL time domain location. 15 

With reference to the second aspect or any one of the possible implementations 

described above, in another possible implementation of the second aspect, the time unit 

length of the time offset is a slot. 

With reference to the second aspect or any one of the possible implementations 

described above, in another possible implementation of the second aspect, a subcarrier 20 

spacing of the UL transmission used for performing CSI reporting is different from a 

subcarrier spacing of the DL transmission performed in the first DL time domain location. 

According to a third aspect, a network device is provided, configured to perform the 

foregoing method in the first aspect or any possible implementation of the first aspect. 

Specifically, the network device includes functional modules configured to perform the 25 

foregoing method in the first aspect or any possible implementation of the first aspect. 

According to a fourth aspect, a terminal is provided, configured to perform the 
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foregoing method in the second aspect or any possible implementation of the second aspect. 

Specifically, the terminal includes functional modules configured to perform the foregoing 

method in the second aspect or any possible implementation of the second aspect. 

According to a fifth aspect, a network device is provided, including a processor, a 

memory, and a transceiver. The processor, the memory, and the transceiver communicate 5 

with each other through internal connection channels to transfer control and/or data signals, 

to enable the network device to perform the foregoing method in the first aspect or any 

possible implementation of the first aspect. 

According to a sixth aspect, a terminal is provided, including a processor, a memory, 

and a transceiver. The processor, the memory, and the transceiver communicate with each 10 

other through internal connection channels to transfer control and/or data signals, to enable 

the terminal to perform the foregoing method in the second aspect or any possible 

implementation of the second aspect. 

Therefore, a terminal or a network device may determine a UL time domain location 

used for feeding back CSI according to a first DL time domain location used as a start point 15 

and with reference to a time offset with a time unit length which is a time unit length of UL 

transmission used for performing CSI reporting, or which is a time unit length of DL 

transmission performed in the first DL time domain location. As a result, a CSI feedback is 

implemented when a time unit length of UL transmission (which is specifically the UL 

transmission used for performing CSI reporting) and a time unit length of DL transmission 20 

(which is specifically the DL transmission performed in the first DL time domain location) 

are different, so as to be applicable to a flexible NR system in an aspect of CSI feedback. 

BRIEF DESCRIPTION OF THE DRAWINGS 

To describe the technical solutions in the embodiments of this application more clearly, 

the following briefly introduces the accompanying drawings for describing the 25 

embodiments or the prior art. Apparently, the accompanying drawings in the following 

description show merely some embodiments of this application, and a person of ordinary 

skill in the art may still derive other drawings from the accompanying drawings without 
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creative efforts. 

FIG. 1 is a schematic diagram of a wireless communications system according to an 

embodiment of this application. 

FIG. 2 is a schematic flowchart of a wireless communications method according to an 

embodiment of this application. 5 

FIG. 3 is a location relationship diagram of a first DL time domain location and a first 

UL time domain location according to an embodiment of this application. 

FIG. 4 is a location relationship diagram of a first DL time domain location and a first 

UL time domain location according to an embodiment of this application. 

FIG. 5 is a location relationship diagram of a first DL time domain location and a first 10 

UL time domain location according to an embodiment of this application. 

FIG. 6 is a location relationship diagram of a first DL time domain location and a first 

UL time domain location according to an embodiment of this application. 

FIG. 7 is a schematic block diagram of a network device according to an embodiment 

of this application. 15 

FIG. 8 is a schematic block diagram of a terminal according to an embodiment of this 

application. 

FIG. 9 is a schematic block diagram of a system chip according to an embodiment of 

this application; and 

FIG. 10 is a schematic block diagram of a communications device according to an 20 

embodiment of this application. 

DETAILED DESCRIPTION 

The technical solutions of the embodiments of this application will be described in the 

following with reference to the accompanying drawings. It is obvious that the embodiments 

to be described are a part rather than all of the embodiments of this application. All other 25 

embodiments obtained by persons of ordinary skill in the art based on the embodiments of 
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the present invention without making creative efforts shall fall within the protection scope 

of the present invention. 

The technical solutions according to the embodiments of this application may be 

applied to a variety of communications systems, such as a Global System for Mobile 

communication ("GSM" for short) system, a Code Division Multiple Access ("CDMA" for 5 

short) system, a Wideband Code Division Multiple Access ("WCDMA" for short) system, a 

General Packet Radio Service ("GPRS" for short), a Long Term Evolution ("LTE" for short) 

system, an LTE Frequency Division Duplex ("FDD" for short) system, an LTE Time 

Division Duplex ("TDD" for short), a Universal Mobile Telecommunications system 

("UMTS" for short), a Worldwide Interoperability for Microwave Access ("WiMAX" for 10 

short) communications system, a future 5G system (which may also be referred to as a New 

Radio (NR) system), or the like. 

FIG. 1 shows a wireless communications system 100 to which an embodiment of this 

application is applied. The wireless communications system 100 may include a network 

device 110. The network device 110 may be a device communicating with a terminal 15 

device. The network device 110 may provide communications coverage to a particular 

geographic area, and may communicate with a terminal device (for example, UE) located 

within the coverage area. Optionally, the network device 110 may be a base transceiver 

station (BTS) in a GSM system or CDMA system, or may be a NodeB (NB) in a WCDMA 

system, or may be an evolved NodeB (eNB or eNodeB) in an LTE system, or a wireless 20 

controller in a cloud radio access network (CRAN), or the network device may be a relay 

station, an access point, an in-vehicle device, a wearable device, a network side device in a 

future 5G network, a network device in a future evolved public land mobile network 

(PLMN) or the like. 

The wireless communications system 100 further includes at least one terminal device 25 

120 located within the coverage range of the network device 110. The terminal device 120 

may be mobile or fixed. Optionally, the terminal device 120 may be an access terminal, 

user equipment (UE), a subscriber unit, a subscriber station, a mobile station, a mobile 

console, a remote station, a remote terminal, a mobile device, a user terminal, a terminal, a 
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wireless communications device, a user agent, or a user apparatus. The access terminal may 

be a cellular phone, a cordless phone, a Session Initiation Protocol (SIP) phone, a wireless 

local loop (WLL) station, a personal digital assistant (PDA), a handheld device having a 

wireless communication function, a computing device, another processing device 

connected to a wireless modem, an in-vehicle device, a wearable device, a terminal device 5 

in a future 5G network, a terminal device in a future evolved PLMN or the like. 

Optionally, the terminal devices 120 may perform device-to-device (D2D) 

communication with each other. 

Optionally, the 5G system or network may be further referred to as a New Radio (NR) 

system or network. 10 

FIG. 1 shows one network device and two terminal devices as an example. Optionally, 

the wireless communications system 100 may include a plurality of network devices and 

coverage of each network device may include another quantity of terminal devices. This is 

not limited in this embodiment of this application. 

Optionally, the wireless communications system 100 may further include other 15 

network entities such as a network controller and a mobility management entity. This is not 

limited in this embodiment of this application. 

It should be understood that, terms "system" and "network" in this specification are 

usually interchangeably used in this specification. The term "and/or" in this specification is 

only an association relationship for describing the associated objects, and represents that 20 

three relationships may exist, for example, A and/or B may represent the following three 

cases: A exists separately, both A and B exist, and B exists separately. In addition, the 

character "/" in this specification generally indicates an "or" relationship between the 

associated objects. 

FIG. 2 is a schematic flowchart of a wireless communications method 200 according to 25 

an embodiment of this application. The method 200 may be optionally applied to the 

system shown in FIG. 1, but is not limited thereto. As shown in FIG. 2, the method 200 

includes at least some of the following content. 
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210. A network device sends first information, where the first information is carried in 

DCI, and is used for triggering a terminal to perform aperiodic CSI reporting or 

quasi-periodic CSI reporting. 

In addition to carrying the first information, the DCI may further carry other 

information. This is not specifically limited in this embodiment of this application. 5 

Optionally, the aperiodic CSI reporting may be performing CSI reporting for a specific 

quantity of times (for example, once) after the first information is received. 

Optionally, the quasi-periodic CSI reporting may be performing CSI reporting 

periodically after the first information is received. 

Optionally, the quasi-periodic CSI reporting may be stopped after an instruction of 10 

instructing to stop performing the CSI reporting is received. 

220. The terminal receives the first information. 

230. The terminal determines a first UL time domain location according to a time 

offset and a first DL time domain location used as a start point, where a time unit length of 

the time offset is a time unit length of UL transmission used for performing CSI reporting, 15 

or a time unit length of DL transmission performed in the first DL time domain location. 

Optionally, the network device may send second information to the terminal, where the 

second information carries the time offset. 

Optionally, the first information and the second information may be carried in the same 

DCI. 20 

Optionally, the time offset may be preset in the terminal. 

Optionally, the time offset may be preset in the terminal through Radio Resource 

Control (RRC) signaling. 

Optionally, the network device may send RRC to indicate a plurality of time offsets, 

and indicate a time offset used later in the DCI. 25 

Optionally, numerologies of UL and DL transmission between the network device and 
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the terminal may be different. Specifically, subcarrier spacings may be different, and 

therefore time unit lengths corresponding to the UL and DL transmission may be different, 

where the time unit may be a symbol, a slot, or the like. 

That the time unit lengths corresponding to the UL and DL transmission between the 

network device and the terminal may be different means that a time unit length of the UL 5 

transmission for the CSI reporting is different from a time unit length of the DL 

transmission performed in the first DL time domain location. 

Optionally, the time unit length of the time offset is a slot, that is, a unit of the time 

offset is a slot. However, it should be understood that, this embodiment of this application 

is not limited thereto. For example, the unit of the time offset may alternatively be a 10 

symbol. 

Optionally, in this embodiment of this application, the time unit length of the time 

offset is a smaller one of the time unit length of the UL transmission used for performing 

CSI reporting and the time unit length of the DL transmission performed in the first DL 

time domain location. 15 

Optionally, in this embodiment of this application, when the time unit length of the UL 

transmission used for performing CSI reporting is less than the time unit length of the DL 

transmission performed in the first DL time domain location, the time unit length of the UL 

transmission used for performing CSI reporting may be used as the time unit length of the 

time offset. 20 

Optionally, in this embodiment of this application, when the time unit length of the UL 

transmission used for performing CSI reporting is greater than the time unit length of the 

DL transmission performed in the first DL time domain location, the time unit length of the 

UL transmission used for performing CSI reporting may be used as the time unit length of 

the time offset, or the time unit length of the DL transmission performed in the first DL 25 

time domain location may be used as the time unit length of the time offset. 

Optionally, the first information is used for triggering the terminal to perform the 

quasi-periodic CSI reporting; the first DL time domain location is a periodic time domain 
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location, and the first UL time domain location is a periodic time domain location. 

Optionally, in this embodiment of this application, for quasi-periodic CSI measurement, 

a channel measurement resource corresponding to the CSI measurement, an interference 

resource corresponding to the CSI measurement or a CSI reference resource may be 

periodic or quasi-periodic. 5 

Optionally, in this embodiment of this application, for aperiodic CSI measurement, a 

channel measurement resource corresponding to the CSI measurement, an interference 

resource corresponding to the CSI measurement or a CSI reference resource may be 

periodic, quasi-periodic or aperiodic. 

Measurement assumptions may be made when the CSI measurement is performed, 10 

where the CSI reference resource is used for obtaining the measurement assumptions. 

It should be understood that, the resource is periodic or quasi-periodic, which means 

that transmission may be performed on the periodic or quasi-periodic resource, but does not 

mean that the performed transmission needs to be periodic or quasi-periodic. 

Optionally, the first DL time domain location is: 15 

a DL time domain location in which the first information is located; or 

a DL time domain location in which the channel measurement resource for performing 

CSI measurement is located; or 

a DL time domain location in which the interference resource for performing CSI 

measurement is located; or 20 

a DL time domain location in which the CSI reference resource is located. 

The time domain location in which the foregoing information or resource is located 

may be at least one of symbols in which the information or the resource is located, a slot in 

which the information or the resource is located, or at least one symbol in the slot. 

Optionally, the first DL time domain location is: 25 

at least one (for example, a first symbol or a last symbol) of symbols in which the first 
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information is located, or a slot in which the first information is located, or a last symbol of 

the slot; or 

at least one (for example, a first symbol or a last symbol) of symbols in which the 

channel measurement resource for performing CSI measurement is located, or a slot in 

which the channel measurement resource for performing CSI measurement is located, or a 5 

last symbol of the slot; or 

at least one (for example, a first symbol or a last symbol) of symbols in which the 

interference resource for performing CSI measurement is located, or a slot in which the 

interference resource for performing CSI measurement is located, or a last symbol of the 

slot; or 10 

at least one (for example, a first symbol or a last symbol) of symbols in which the CSI 

reference resource is located, or a slot in which the CSI reference resource is located, or a 

last symbol of the slot. 

Optionally, the first UL time domain location determined in this embodiment of this 

application may be a specific slot, but not a specific symbol of the slot determined based on 15 

the time offset and the first DL time domain location. 

However, it should be understood that, this embodiment of this application is not 

limited thereto. In this embodiment of this application, a specific symbol of a specific slot 

may alternatively be determined. For example, a specific symbol location of the first UL 

time domain location may be determined with reference to a symbol location in the slot in 20 

which the first information is located. 

Optionally, when the first information triggers the quasi-periodic CSI reporting, the 

first DL time domain location is at least one of symbols in which a channel measurement 

resource for performing current CSI measurement is located, or a slot in which the channel 

measurement resource for performing the current CSI measurement is located, or a last 25 

symbol of the slot; or at least one of symbols in which an interference resource for 

performing the current CSI measurement is located, or a slot in which the interference 

resource for performing the current CSI measurement is located, or a last symbol of the slot; 
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or at least one of symbols in which a CSI reference resource for performing the current CSI 

measurement is located, or a slot in which the CSI reference resource for performing the 

current CSI measurement is located, or a last symbol of the slot. 

In an implementation, the time unit length of the time offset is the time unit length of 

the UL transmission, and the first DL time domain location is mapped to a second UL time 5 

domain location; a time domain location obtained by adding n times the time offset to the 

second UL time domain location is determined as the first UL time domain location, where 

n is an integer greater than or equal to 1. 

Optionally, the second UL time domain location may be a slot. 

Optionally, when the first DL time domain location is a slot and the second UL time 10 

domain location is a slot, if the first DL time domain location is mapped to a plurality of 

UL slots, and in this case, a UL subcarrier spacing is greater than a DL subcarrier spacing, 

one (for example, a first slot or a last slot) of the slots may be used as the second UL time 

domain location. 

Optionally, when the first information triggers the aperiodic CSI reporting, the time 15 

offset may be added to the second UL time domain location to obtain the first UL time 

domain location. In this case, it means that n is 1. 

For example, as shown in FIG. 3, a DL subcarrier spacing is 15 KHz, a UL subcarrier 

spacing is 60 KHz, a start point of a resource that calculates and feeds back the CSI is at 

least one symbol in which DCI signaling for triggering the aperiodic CSI reporting is 20 

located, and a defined time offset is defined based on a UL numerology. The DCI signaling 

is transmitted in at least one symbol in a DL slot n, the offset is 3, and therefore a slot of the 

aperiodic CSI reporting in a UL resource is equal to slot m (a UL slot to which at least one 

symbol, in which the DCI signaling is located, is mapped) + 3. 

It should be understood that, in FIG. 3, if the start point of the resource that calculates 25 

and feeds back the CSI is a slot in which the DCI signaling for triggering the aperiodic CSI 

reporting is located or at least one symbol of the slot, a slot of the aperiodic CSI reporting 

in the UL resource is equal to slot m+1 (a UL slot to which the slot, in which the DCI 
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signaling is located, is mapped) + 3. 

For example, as shown in FIG. 4, the DL subcarrier spacing is 60 KHz, the UL 

subcarrier spacing is 15 KHz, the start point of the resource that calculates and feeds back 

the CSI is a slot in which the DCI signaling for triggering the aperiodic CSI reporting is 

located, and the defined time offset is defined based on the UL numerology. The DCI 5 

signaling is transmitted in the DL slot n, the offset is 3, and therefore a slot of the aperiodic 

CSI reporting in a UL resource is equal to slot m (a UL slot to which a DL slot, in which 

the DCI signaling is located, is mapped) + 3. 

It should be understood that, as shown in FIG. 4, if a start point that calculates CSI 

feedback is at least one symbol in which the DCI signaling for triggering the aperiodic CSI 10 

reporting is located, a slot of the aperiodic CSI reporting in the UL resource is equal to slot 

m (the UL slot to which the symbol, in which the DCI signaling is located, is mapped) + 3. 

Optionally, when the first information triggers the quasi-periodic CSI reporting, if the 

first DL time domain location is at least one of the symbols in which the first information is 

located, or a slot in which the first information is located, or a last symbol of the slot, the 15 

first UL time domain location may be obtained by adding the time offset to the second UL 

time domain location when CSI feedback is performed for the first time, the first UL time 

domain location may be obtained by adding twice the time offset to the second UL time 

domain location calculated for the first time (in an actual calculation procedure, the first UL 

time domain location currently calculated may be obtained by adding the time offset to the 20 

first UL time domain location previously calculated) when CSI feedback is performed for 

the second time, and the rest can be deduced by analogy. 

Optionally, when the first information triggers the quasi-periodic CSI reporting, if the 

first DL time domain location is at least one of symbols in which a channel measurement 

resource for performing CSI measurement is located, or a slot in which the channel 25 

measurement resource for performing CSI measurement is located, or a last symbol of the 

slot; or at least one of symbols in which an interference resource for performing CSI 

measurement is located, or a slot in which the interference resource for performing CSI 

measurement is located, or a last symbol of the slot; or at least one of symbols in which a 
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CSI reference resource is located, or a slot in which the CSI reference resource is located, 

or a last symbol of the slot, the second UL time domain location is determined based on the 

channel measurement resource, the interference resource or the reference resource for 

performing the current CSI measurement, and the first UL time domain location of the 

current CSI feedback may be obtained by adding the time offset to the second UL time 5 

domain location. 

In another implementation, the time unit length of the time offset is a time unit length 

of the DL transmission, and the second DL time domain location is obtained by adding the 

time offset to the first DL time domain location. The second DL time domain location may 

be mapped to the first UL time domain location. 10 

Optionally, the second DL time domain location is a slot. 

Optionally, when the second DL time domain location is a slot and the first UL time 

domain location is a slot, if the second DL time domain location is mapped to a plurality of 

UL slots, and in this case, a UL subcarrier spacing is greater than a DL subcarrier spacing, 

one (for example, a first slot or a last slot) of the slots may be used as the second UL time 15 

domain location. 

Optionally, when the first information triggers the aperiodic CSI reporting, the time 

offset may be added to the first DL time domain location to obtain the second DL time 

domain location. In this case, it means that n is 1. 

For example, as shown in FIG. 5, the DL subcarrier spacing is 60 KHz, the UL 20 

subcarrier spacing is 15 KHz, a start point of a resource that calculates and feeds back the 

CSI is at least one symbol in which DCI signaling for triggering the aperiodic CSI reporting 

is located, and a defined time offset is defined based on a DL numerology. The DCI 

signaling is transmitted in at least one symbol in the slot n, and the offset is 5, where it is 

obtained through calculation that a slot of the aperiodic CSI reporting in the DL 25 

numerology is equal to n + 5, and a slot of the aperiodic CSI reporting in the UL resource is 

equal to slot m + 1 (a UL slot to which the slot n+5 is mapped). 

It should be understood that, in FIG. 5, the start point of the resource that calculates 
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and feeds back the CSI is a slot in which the DCI signaling for triggering the aperiodic CSI 

reporting is located or at least one symbol of the slot, and a slot of the aperiodic CSI 

reporting in the UL resource is equal to slot m + 1. 

For example, as shown in FIG. 6, a start point of a resource that calculates and feeds 

back the CSI is at least one symbol in which DCI signaling for triggering the aperiodic CSI 5 

reporting is located, and a defined time offset is defined based on a DL numerology. The 

DCI signaling is transmitted in at least one symbol in the slot n, and the offset is 1, where it 

is obtained through calculation that a slot of the aperiodic CSI reporting in the DL 

numerology is equal to n + 1. When the slot n+1 is mapped to a plurality of UL slots, one 

(for example, a last slot or a first slot) of the slots may be used as a slot that feeds back the 10 

CSI. For example, as shown in FIG. 3, the CSI feedback may be performed in a last slot 

m+5 to which mapping is performed. 

Optionally, for a situation shown in FIG. 6, the offset may be alternatively defined 

based on a relatively small time unit, and specifically, may be defined based on the UL 

numerology. 15 

Optionally, when the first information triggers the quasi-periodic CSI reporting, if the 

first DL time domain location is at least one of the symbols in which the first information is 

located, or a slot in which the first information is located, or a last symbol of the slot, the 

second DL time domain location may be obtained by adding the time offset to the first DL 

time domain location when CSI feedback is performed for the first time, the second DL 20 

time domain location may be obtained by adding twice the time offset to the first DL time 

domain location (in an actual calculation procedure, the second DL time domain location 

currently calculated may be obtained by adding the time offset to the second DL time 

domain location previously calculated) when CSI feedback is performed for the second 

time, and the rest can be deduced by analogy. 25 

Optionally, when the first information triggers the quasi-periodic CSI reporting, if the 

first DL time domain location is at least one of symbols in which a channel measurement 

resource for performing CSI measurement is located, or a slot in which the channel 

measurement resource for performing CSI measurement is located, or a last symbol of the 
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slot; or at least one of symbols in which an interference resource for performing CSI 

measurement is located, or a slot in which the interference resource for performing CSI 

measurement is located, or a last symbol of the slot; or at least one of symbols in which a 

CSI reference resource is located, or a slot in which the CSI reference resource is located, 

or a last symbol of the slot, the channel measurement resource, the interference resource or 5 

the reference resource for performing current CSI measurement is used as the first DL time 

domain location, and the second DL time domain location corresponding to the current CSI 

feedback may be obtained by adding the time offset to the first DL time domain location. 

Optionally, a subcarrier spacing of the UL transmission used for performing CSI 

reporting is different from a subcarrier spacing of the DL transmission performed in the 10 

first DL time domain location. 

240. The terminal reports CSI in the first UL time domain location. 

250. The network device determines the first UL time domain location according to the 

time offset and the first DL time domain location used as a start point, where a time unit 

length of the time offset is a time unit length of UL transmission used for performing CSI 15 

reporting, or a time unit length of DL transmission performed in the first DL time domain 

location. 

Optionally, in this embodiment of this application, the network device sends second 

information, where the second information is used for indicating the time offset to the 

terminal. 20 

In an implementation, the time unit length of the time offset is the time unit length of 

the UL transmission, and the first DL time domain location is mapped to a second UL time 

domain location; a time domain location obtained by adding the time offset to the second 

UL time domain location is determined as the first UL time domain location. 

In another implementation, the time unit length of the time offset is a time unit length 25 

of the DL transmission, and the second DL time domain location is obtained by adding the 

time offset to the first DL time domain location. The second DL time domain location is 

mapped to the first UL time domain location. 
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For a manner in which the network device determines the first UL time domain 

location, refer to the description on the terminal side. For brevity, details are not described 

herein again. 

260. The network device receives the CSI reported by the terminal in the first UL time 

domain location. 5 

Therefore, a terminal or a network device may determine a UL time domain location 

used for feeding back CSI according to a first DL time domain location used as a start point 

and with reference to a time offset with a time unit length which is a time unit length of UL 

transmission used for performing CSI reporting, or which is a time unit length of DL 

transmission performed in the first DL time domain location. As a result, a CSI feedback is 10 

implemented when a time unit length of UL transmission (which is specifically the UL 

transmission used for performing CSI reporting) and a time unit length of DL transmission 

(which is specifically the DL transmission performed in the first DL time domain location) 

are different, so as to be applicable to a flexible NR system in an aspect of CSI feedback. 

Moreover, further, in the present invention, the UL time domain location for the aperiodic 15 

or quasi-periodic CSI reporting is obtained through calculation by applying a same rule to 

the network device and the terminal, to ensure that the terminal and the network device 

perform aperiodic or quasi-periodic CSI transmission and receiving in a same location, 

thereby ensuring that the system can perform optimal scheduling according to the reported 

CSI. 20 

FIG. 7 is a schematic block diagram of a network device 300 according to an 

embodiment of this application. As shown in FIG. 7, the network device 300 includes a 

communications unit 310 and a processing unit 320. 

The communications unit 310 is configured to: send first information, where the first 

information is carried in DCI, and is used for triggering a terminal to perform aperiodic CSI 25 

reporting or quasi-periodic CSI reporting; 

the processing unit is configured to: determine a first UL time domain location 

according to a time offset and a first DL time domain location used as a start point, where a 
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time unit length of the time offset is a time unit length of UL transmission used for 

performing CSI reporting, or a time unit length of DL transmission performed in the first 

DL time domain location; and 

the communications unit is further configured to: receive CSI reported by the terminal 

in the first UL time domain location. 5 

Optionally, the communications unit 310 is further configured to: send second 

information, where the second information is used for indicating the time offset to the 

terminal. 

Optionally, the second information and the first information are carried in the same 

DCI. 10 

Optionally, the first information is used for triggering the terminal to perform the 

quasi-periodic CSI reporting; the first DL time domain location is a periodic time domain 

location, and the first UL time domain location is a periodic time domain location. 

Optionally, the first DL time domain location is: 

at least one of symbols in which the first information is located, or a slot in which the 15 

first information is located, or a last symbol of the slot; or 

at least one of symbols in which a channel measurement resource for performing CSI 

measurement is located, or a slot in which the channel measurement resource for 

performing CSI measurement is located, or a last symbol of the slot; or 

at least one of symbols in which an interference resource for performing CSI 20 

measurement is located, or a slot in which the interference resource for performing CSI 

measurement is located, or a last symbol of the slot; or 

at least one of symbols in which a CSI reference resource is located, or a slot in which 

the CSI reference resource is located, or a last symbol of the slot. 

Optionally, the time unit length of the time offset is the time unit length of the UL 25 

transmission, and the processing unit 320 is further configured to: 

map the first DL time domain location to a second UL time domain location; and 
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determine a time domain location, obtained by adding n times the time offset to the 

second UL time domain location, as the first UL time domain location, where n is an 

integer greater than or equal to 1. 

Optionally, the time unit length of the time offset is the time unit length of the DL 

transmission, and the processing unit 320 is further configured to: 5 

obtain a second DL time domain location by adding n times the time offset to the first 

DL time domain location, where n is an integer greater than or equal to 1; and 

map the second DL time domain location to the first UL time domain location. 

Optionally, the time unit length of the time offset is a slot. 

Optionally, a subcarrier spacing of the UL transmission used for performing CSI 10 

reporting is different from a subcarrier spacing of the DL transmission performed in the 

first DL time domain location. 

It should be understood that, the network device 300 may correspond to the network 

device in the method 200, and may implement corresponding operations of the network 

device in the method 200. For brevity, details are not described herein again. 15 

FIG. 8 is a schematic block diagram of a terminal 400 according to an embodiment of 

this application. As shown in FIG. 8, the terminal 400 includes a communications unit 410 

and a processing unit 420. 

The communications unit 410 is configured to: receive first information, where the first 

information is carried in DCI, and is used for triggering aperiodic CSI reporting or 20 

quasi-periodic CSI reporting; 

the processing unit 420 is configured to: determine a first UL time domain location 

according to a time offset and a first DL time domain location used as a start point, where a 

time unit length of the time offset is a time unit length of UL transmission used for 

performing CSI reporting, or a time unit length of DL transmission performed in the first 25 

DL time domain location; and 

the communications unit 410 is further configured to: report CSI in the first UL time 
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domain location. 

Optionally, the communications unit 410 is further configured to: 

receive second information, where the second information is used for indicating the 

time offset. 

Optionally, the second information and the first information are carried in the same 5 

DCI. 

Optionally, the first information is used for triggering the terminal to perform the 

quasi-periodic CSI reporting, the first DL time domain location is a periodic time domain 

location, and the first UL time domain location is a periodic time domain location. 

Optionally, the first DL time domain location is: 10 

at least one of symbols in which the second information is located, or a slot in which 

the second information is located, or a last symbol of the slot; or 

at least one of symbols in which a channel measurement resource for performing CSI 

measurement is located, or a slot in which the channel measurement resource for 

performing CSI measurement is located, or a last symbol of the slot; or 15 

at least one of symbols in which an interference resource for performing CSI 

measurement is located, or a slot in which the interference resource for performing CSI 

measurement is located, or a last symbol of the slot; or 

at least one of symbols in which a CSI reference resource is located, or a slot in which 

the CSI reference resource is located, or a last symbol of the slot. 20 

Optionally, the time unit length of the time offset is the time unit length of the UL 

transmission, and the processing unit is further configured to: 

map the first DL time domain location to a second UL time domain location; and 

determine a time domain location, obtained by adding n times the time offset to the 

second UL time domain location, as the first UL time domain location, where n is an 25 

integer greater than or equal to 1. 
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Optionally, the time unit length of the time offset is the time unit length of the DL 

transmission, and the processing unit is further configured to: 

obtain a second DL time domain location by adding n times the time offset to the first 

DL time domain location, where n is an integer greater than or equal to 1; and 

map the second DL time domain location to the first UL time domain location. 5 

Optionally, the time unit length of the time offset is a slot. 

Optionally, a subcarrier spacing of the UL transmission used for performing CSI 

reporting is different from a subcarrier spacing of the DL transmission performed in the 

first DL time domain location. 

It should be understood that, the terminal 400 may correspond to the terminal in the 10 

method 200, and may implement corresponding operations of the terminal in the method 

200. For brevity, details are not described herein again. 

FIG. 9 includes an input interface 801, an output interface 802, a processor 803 and a 

memory 804 that may be connected to each other by using an internal communications 

connection line, and the processor 803 is configured to execute code in the memory 804. 15 

Optionally, when the code is executed, the processor 803 implements the method 

performed by the network device in the method embodiment. For brevity, details are not 

described herein again. 

Optionally, when the code is executed, the processor 803 implements the method 

performed by the terminal in the method embodiment. For brevity, details are not described 20 

herein again. 

FIG. 10 is a schematic block diagram of a communications device 900 according to an 

embodiment of this application. As shown in FIG. 10, the communications device 900 

includes a processor 910 and a memory 920. The memory 920 may store program code, 

and the processor 910 may execute the program code stored in the memory 920. 25 

Optionally, as shown in FIG. 10, the communications device 900 may include a 

transceiver 930, and the processor 910 may control the transceiver 930 to communicate 
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with the outside. 

Optionally, the processor 910 may invoke program code stored in the memory 920, to 

perform corresponding operations of the network device in the method embodiment. For 

brevity, details are not described herein again. 

Optionally, the processor 910 may invoke program code stored in the memory 920, to 5 

perform corresponding operations of the terminal in the method embodiment. For brevity, 

details are not described herein again. 

It should be understood that, the processor of this embodiment of this application may 

be an integrated circuit chip, and has a signal processing capability. During implementation, 

the steps of the foregoing method embodiment may be implemented by using a hardware 10 

integrated logic circuit in the processor or implemented by using an instruction in a 

software form. The foregoing processor may be a general purpose processor, a digital 

signal processor (DSP), an application-specific integrated circuit (ASIC), a field 

programmable gate array (FPGA), or another programmable logical device, discrete gate or 

transistor logical device, or discrete hardware component. The processor may implement or 15 

perform methods, steps and logical block diagrams disclosed in the embodiments of this 

application. The general purpose processor may be a microprocessor or the processor may 

be any conventional processor and the like. Steps of the methods disclosed with reference 

to the embodiments of this application may be directly executed and completed by means 

of a hardware decoding processor, or may be executed and completed by using a 20 

combination of hardware and software modules in the decoding processor. The software 

module may be located in a mature storage medium in the field, such as a random access 

memory, a flash memory, a read-only memory, a programmable read-only memory, an 

electrically-erasable programmable memory, or a register. The storage medium is located in 

the memory, and the processor reads information in the memory and completes the steps in 25 

the foregoing methods in combination with hardware of the processor. 

It can be understood that, the memory in the embodiments of this application may be a 

volatile memory or a non-volatile memory, or may include both a volatile memory and a 

non-volatile memory. The non-volatile memory may be a read-only memory (ROM), a 
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programmable read-only memory (PROM), an erasable programmable read-only memory 

(EPROM), an electrically erasable programmable read-only memory (EEPROM) or a flash 

memory. The volatile memory may be a random access memory (RAM), and is used as an 

external cache. Through exemplary but not limitative description, many forms of RAMs 

may be used, for example, a static random access memory (SRAM), a dynamic random 5 

access memory (DRAM), a synchronous dynamic random access memory (SDRAM), a 

double data rate synchronous dynamic random access memory (DDR SDRAM), an 

enhanced synchronous dynamic random access memory (ESDRAM), a synchlink dynamic 

random access memory (SLDRAM) and a direct rambus random access memory (DR 

RAM). It should be noted that, the memory for the system and the method described herein 10 

aims to include but not limited to these memories and any other suitable types of memories. 

A person of ordinary skill in the art may be aware that, in combination with the 

examples described in the embodiments disclosed in this specification, units and algorithm 

steps may be implemented by electronic hardware, or a combination of computer software 

and electronic hardware. Whether the functions are performed by hardware or software 15 

depends on particular applications and design constraint conditions of the technical 

solutions. A person skilled in the art may use different methods to implement the described 

functions for each particular application, but it should not be considered that the 

implementation goes beyond the scope of this application. 

It may be clearly understood by a person skilled in the art that, for the purpose of 20 

convenient and brief description, for a detailed working process of the foregoing system, 

apparatus, and unit, reference may be made to a corresponding process in the foregoing 

method embodiments, and details are not described herein again. 

In the several embodiments provided in this application, it should be understood that 

the disclosed system, apparatus, and method may be implemented in other manners. For 25 

example, the described apparatus embodiment is merely exemplary. For example, the unit 

division is merely logical function division and may be other division in actual 

implementation. For example, a plurality of units or components may be combined or 

integrated into another system, or some features may be ignored or not performed. In 
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addition, the displayed or discussed mutual couplings or direct couplings or communication 

connections may be implemented through some interfaces. The indirect couplings or 

communication connections between the apparatuses or units may be implemented in 

electrical, mechanical or other forms. 

The units described as separate parts may or may not be physically separate, and parts 5 

displayed as units may or may not be physical units, may be located in one position, or may 

be distributed on a plurality of network units. Some or all of the units may be selected 

according to actual needs to achieve the objectives of the solutions of the embodiments. 

In addition, functional units in the embodiments of this application may be integrated 

into one processing unit, or each of the units may exist alone physically, or two or more 10 

units are integrated into one unit. 

When the functions are implemented in a form of a software functional module and 

sold or used as an independent product, the functions may be stored in a computer-readable 

storage medium. Based on such an understanding, the technical solutions of this application 

essentially, or the part contributing to the prior art, or part of the technical solutions may be 15 

implemented in the form of a software product. The computer software product is stored in 

a storage medium, and includes several instructions for instructing a computer device 

(which may be a personal computer, a server, a network device, and the like) to perform all 

or a part of the steps of the method described in the embodiment of this application. The 

foregoing storage medium includes: any medium that can store program codes, such as a 20 

USB flash disk, a removable hard disk, a read-only memory (ROM), a random access 

memory (RAM), a magnetic disk, or an optical disc. 

The foregoing descriptions are merely specific implementations of this application, but 

are not intended to limit the protection scope of this application. Any variation or 

replacement readily figured out by a person skilled in the art within the technical scope 25 

disclosed in this application shall fall within the protection scope of this application. 

Therefore, the protection scope of this application shall be subject to the protection scope of 

the claims. 
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CLAIMS 

What is claimed is: 

1. A wireless communications method, comprising: 

sending first information, wherein the first information is carried in downlink control 

information (DCI), and is configured to trigger a terminal to perform aperiodic channel 5 

state information (CSI) reporting or quasi-periodic CSI reporting; 

determining a first uplink (UL) time domain location according to a time offset and a 

first downlink (DL) time domain location used as a start point, wherein a time unit length 

of the time offset is a time unit length of UL transmission used in CSI reporting, or a time 

unit length of DL transmission performed in the first DL time domain location;  10 

receiving CSI reported by the terminal in the first UL time domain location; and 

sending second information, wherein the second information is used for indicating the 

time offset to the terminal, and the second information and the first information are carried 

in the same DCI, 

characterized in that the first DL time domain location used as the start point comprises 15 

a downlink slot where a DCI signaling is located, and the time unit length of the time offset 

is a slot, 

wherein determining the first UL time domain location according to the time offset and 

the first DL time domain location used as the start point comprises: 

mapping the downlink slot where the DCI signaling is located to an uplink slot; and 20 

determining the first UL time domain location by adding the time offset to the uplink 

slot.  

2. The method according to claim 1, wherein the first DL time domain location is in: 

a slot in which second information is located. 

3. The method according to claim 1 or 2, wherein a subcarrier spacing of the UL 25 

transmission used for performing CSI reporting is different from a subcarrier spacing of the 
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DL transmission performed in the first DL time domain location. 

4. A wireless communications method, comprising: 

receiving first information, wherein the first information is carried in DCI, and the first 

information is configured to trigger aperiodic CSI reporting or quasi-periodic CSI 

reporting; 5 

determining a first uplink (UL) time domain location according to a time offset and a 

first downlink (DL) time domain location used as a start point, wherein a time unit length 

of the time offset is a time unit length of UL transmission used in CSI reporting, or a time 

unit length of DL transmission performed in the first DL time domain location;  

reporting CSI in the first UL time domain location; and 10 

receiving second information, wherein the second information is used for indicating 

the time offset to the terminal, and the second information and the first information are 

carried in the same DCI, 

characterized in that the first DL time domain location used as the start point comprises 

a downlink slot where a DCI signaling is located, and the time unit length of the time offset 15 

is a slot, 

wherein determining the first UL time domain location according to the time offset 

and the first DL time domain location used as the start point comprises: 

mapping the downlink slot where the DCI signaling is located to an uplink slot; and 

determining the first UL time domain location by adding the time offset to the uplink 20 

slot. 

5. The method according to claim 4, wherein the first DL time domain location is: 

a slot in which second information is located. 

6. The method according to claim 4 or 5, wherein a subcarrier spacing of the UL 

transmission used for performing CSI reporting is different from a subcarrier spacing of the 25 

DL transmission performed in the first DL time domain location. 
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7. A network device, comprising a communications unit and a processing unit, 

wherein 

the communications unit is configured to: send first information, wherein the first 

information is carried in DCI, and is used for triggering a terminal to perform aperiodic CSI 

reporting or quasi-periodic CSI reporting; 5 

the processing unit is configured to: determine a first UL time domain location 

according to a time offset and a first DL time domain location used as a start point, wherein 

a time unit length of the time offset is a time unit length of UL transmission used for 

performing CSI reporting, or a time unit length of DL transmission performed in the first 

DL time domain location;  10 

the communications unit is further configured to: receive CSI reported by the terminal 

in the first UL time domain location, and send second information, wherein the second 

information is used for indicating the time offset to the terminal and the second information 

and the first information are carried in the same DCI, 

characterized in that the first DL time domain location used as the start point comprises 15 

a downlink slot where a DCI signaling is located, and the time unit length of the time offset 

is a slot, 

wherein the processing unit is further configured to: 

map the downlink slot where the DCI signaling is located to an uplink slot; and 

determine the first UL time domain location by adding the time offset to the uplink 20 

slot. 

8. The network device according to claim 7, wherein the first DL time domain location 

is in: 

a slot in which second information is located. 

9. The network device according to claim 7 or 8, wherein a subcarrier spacing of the 25 

UL transmission used for performing CSI reporting is different from a subcarrier spacing of 

the DL transmission performed in the first DL time domain location. 
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10. A terminal, comprising a communications unit and a processing unit, wherein 

the communications unit is configured to: receive first information, wherein the first 

information is carried in DCI, and is used for triggering aperiodic CSI reporting or 

quasi-periodic CSI reporting; 

the processing unit is configured to: determine a first UL time domain location 5 

according to a time offset and a first DL time domain location used as a start point, wherein 

a time unit length of the time offset is a time unit length of UL transmission used for 

performing CSI reporting, or a time unit length of DL transmission performed in the first 

DL time domain location;  

the communications unit is further configured to: report CSI in the first UL time 10 

domain location, and receive second information, wherein the second information is used 

for indicating the time offset to the terminal and the second information and the first 

information are carried in the same DCI, 

characterized in that the first DL time domain location used as the start point comprises 

a downlink slot where a DCI signaling is located, and the time unit length of the time offset 15 

is a slot, 

wherein the processing unit (420) is further configured to: 

map the downlink slot where the DCI signaling is located to an uplink slot; and 

determine the first UL time domain location by adding the time offset to the uplink 

slot.  20 

11. The terminal according to claim 10, wherein the first DL time domain location is 

in: 

a slot in which second information is located. 

12. The terminal according to claim 10 or 11, wherein a subcarrier spacing of the UL 

transmission used for performing CSI reporting is different from a subcarrier spacing of the 25 

DL transmission performed in the first DL time domain location. 

 


