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CLAIMS 

1. A method performed by a data processing system, the method comprising:  

 storing, in a first physical machine, data for a data processing process that processes 

the data, the data processing process running on a data processing device that is separate 

from the first physical machine, the data stored according to a plurality of data subsets; 

 for each data subset, logically mapping in a mapping an address range for the data 

subset on the first physical machine to a respective logical address range for the data 

processing process; 

 enabling read and write access to the data by the data processing process according to 

the logical addressing; and 

 in response to a determination, performed by the first physical machine, that a first 

data subset stored on the first physical machine is to be migrated to a second physical 

machine separate from the first physical machine and the data processing device,  

  blocking the data processing process from read and write access to the first 

data subset while the data processing process maintains read and write access to the 

other data subsets stored on the first physical machine, and 

  migrating the first data subset from the first physical machine to the second 

physical machine to store the data subset on the second physical machine. 

2. The method of claim 1, wherein: 

  blocking the data processing process from read and write access to the first data 

subset while the data processing process maintains read and write access to the other data 

subsets stored on the first physical machine comprises blocking, by the first physical 

machine, the data processing process from read and write access to the first data subset. 

3. The method of claim 19, further comprising: 

 receiving, from the first physical machine by the data processing process, a 

notification of the migration of the first data subset to the second physical machine; and 

 wherein updating the mapping by logically mapping the address range for the first 

data subset on the second physical machine to the respective logical address range for the 

data processing process is done in response to the data processing process receiving the 

notification provided by the first physical machine. 
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4. The method of claim 3, wherein the notification instructs the data processing process 

to not access the first data subset. 

5. The method of claim 19, further comprising: 

 receiving, from the second physical machine by the data processing process, a 

notification of the migration of the first data subset to the second physical machine; and 

 wherein updating the mapping by logically mapping the address range for the first 

data subset on the second physical machine to the respective logical address range for the 

data processing process is done in response to receiving the notification by the data 

processing process. 

6.  The method of claim 1, further comprising restoring read and write access to the first 

data subset by the data processing process after the migration of the first data subset from the 

first physical machine to the second physical machine. 

7. The method of claim 1, wherein the data subsets are data chunks logically mapped to 

a physical address range. 

8. The method of claim 1, wherein the data subsets are data blocks.  

9. A system, comprising:  

a data processing device; and 

a non-transitory computer-readable memory in data communication with the data 

processing device and storing instructions executable by the data processing device and that 

upon such execution cause the data processing device to perform operations comprising: 

 storing, in a first physical machine, data for a data processing process that processes 

the data, the data processing process running on the data processing device that is separate 

from the first physical machine, the data stored according to a plurality of data subsets; 

 for each data subset, logically mapping in a mapping an address range for the data 

subset on the first physical machine to a respective logical address range for the data 

processing process; 
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 enabling read and write access to the data by the data processing process according to 

the logical addressing; and 

 in response to a determination, performed by the first physical machine, that a first 

data subset stored on the first physical machine is to be migrated to a second physical 

machine separate from the first physical machine and the data processing device,  

  blocking the data processing process from read and write access to the first 

data subset while the data processing process maintains read and write access to the 

other data subsets stored on the first physical machine, and 

  migrating the first data subset from the first physical machine to the second 

physical machine to store the data subset on the second physical machine. 

10. The system of claim 9, wherein:   

 blocking the data processing process from read and write access to the first data 

subset while the data processing process maintains read and write access to the other data 

subsets stored on the first physical machine comprises blocking, by the first physical 

machine, the data processing process from read and write access to the first data subset. 

11.  The system of claim 9, further comprising, in response to the migration of the first 

data subset from the first physical machine to the second physical machine to store the data 

subset on the second physical machine, updating the mapping by logically mapping an 

address range for the first data subset on the second physical machine to the respective 

logical address range for the data processing process. 

12. The system of claim 11, the operation further comprising: 

 receiving, from the first physical machine by the data processing process, a 

notification of the migration of the first data subset to the second physical machine; and 

 wherein updating the mapping by logically mapping the address range for the first 

data subset on the second physical machine to the respective logical address range for the 

data processing process is done in response to the data processing process receiving the 

notification provided by the first physical machine. 
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13.  The system of claim 12, wherein the notification instructs the data processing process 

to not access the first data subset. 

14.  The system of claim 11, the operations further comprising: 

 receiving, from the second physical machine by the data processing process, a 

notification of the migration of the first data subset to the second physical machine; and 

 wherein updating the mapping by logically mapping  the address range for the first 

data subset on the second physical machine to the respective logical address range for the 

data processing process is done in response to receiving the notification by the data 

processing process. 

15.  The system of claim 9, wherein the data subsets are data chunks logically mapped to a 

physical address range.  

16.  The system of claim 9, wherein the data subsets are data blocks.  

17.  A non-transitory computer-readable memory in data communication with a data 

processing device and storing instructions executable by the data processing device and that 

upon such execution cause the data processing device to perform operations comprising: 

storing, in a first physical machine, data for a data processing process that processes 

the data, the data processing process running on the data processing device that is separate 

from the first physical machine, the data stored according to a plurality of data subsets; 

for each data subset, logically mapping in a mapping an address range for the data 

subset on the first physical machine to a respective logical address range for the data 

processing process; 

enabling read and write access to the data by the data processing process according 

to the logical addressing; 

in response to a determination, performed by the first physical machine, that a first 

data subset stored on the first physical machine is to be migrated to a second physical 

machine separate from the first physical machine and the data processing device,  
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blocking the data processing process from read and write access to the first 

data subset while the data processing process maintains read and write access to the 

other data subsets, and 

migrating the first data subset from the first physical machine to the second 

physical machine to store the data subset on the second physical machine. 

18. The non-transitory computer-readable memory of claim 17 wherein the instructions 

upon such execution by the data processing device cause the data processing device to 

perform the operations further comprising: 

 in response to the migration of the first data subset from the first physical machine 

to the second physical machine to store the data subset on the second physical machine, 

updating the mapping by logically mapping an address range for the first data subset on 

the second physical machine to the respective logical address range for the data 

processing process. 

19.  The method of claim 1, further comprising, in response to the migration of the 

first data subset from the first physical machine to the second physical machine to store 

the data subset on the second physical machine, updating the mapping by logically 

mapping an address range for the first data subset on the second physical machine to the 

respective logical address range for the data processing process. 

 

 


