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Claims 

 

1. A method of processing a wafer (W), having on one side (1) 

a device area (2) with a plurality of devices (27), wherein 

the method comprises: 

 

providing a protective film (4); 

 

applying the protective film (4) to the side (6) of the wafer 

(W) being opposite to the one side (1), so that at least a 

central area of a front surface (4a) of the protective film 

(4) is in direct contact with the side (6) of the wafer (W) 

being opposite to the one side (1) such that no adhesive is 

present between at least the central area of the front surface 

of the protective film and the side of the wafer being opposite 

to the one side; 

 

applying an external stimulus to the protective film (4) during 

and/or after applying the protective film (4) to the side (6) 

of the wafer (W) being opposite to the one side (1), so that 

the protective film (4) is attached to the side (6) of the 

wafer (W) being opposite to the one side (1); and 

 

processing the one side (1) of the wafer (W) and/or the side 

(6) of the wafer (W) being opposite to the one side (1), and 

 

wherein the method further comprises removing the protective 

film from the wafer after processing the one side of the wafer 

and/or the side of the wafer being opposite to the one side. 

 

2. The method according to claim 1, wherein 

 

at least one division line (11) is formed on the one side (1) 

of the wafer (W), 
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the method comprises processing the one side (1) of the wafer 

(W), and 

 

processing the one side (1) of the wafer (W) comprises removing 

wafer material along the at least one division line (11), 

preferably along only part of the thickness of the wafer (W) 

or throughout the entire thickness of the wafer (W). 

 

3. The method according to claim 2, wherein the wafer 

material is mechanically removed along the at least one 

division line (11), in particular, by mechanically cutting 

the wafer (W) along the at least one division line (11). 

 

4. The method according to any one of the preceding claims, 

wherein 

 

at least one division line (11) is formed on the one side (1) 

of the wafer (W), 

 

the method comprises processing the one side (1) of the wafer 

(W), and 

 

processing the one side (1) of the wafer (W) comprises applying 

a pulsed laser beam to the wafer (W) from the one side (1) of 

the wafer (W), wherein the wafer (W) is made of a material 

which is transparent to the pulsed laser beam and the pulsed 

laser beam is applied to the wafer (W) at least in a plurality 

of positions along the at least one division line (11), in a 

condition where a focal point of the pulsed laser beam is 

located at a distance from the one side (1) of the wafer (W) 

in the direction from the one side (1) of the wafer (W) towards 

the side (6) of the wafer (W) being opposite to the one side 

(1), so as to form a plurality of modified regions in the wafer 

(W) along the at least one division line (11). 

 

5. The method according to any one of the preceding claims, 

wherein 
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at least one division line (11) is formed on the one side (1) 

of the wafer (W), 

 

the method comprises processing the side (6) of the wafer (W) 

being opposite to the one side (1), and 

 

processing the side (6) of the wafer (W) being opposite to the 

one side (1) comprises applying a pulsed laser beam to the 

wafer (W) from the side (6) of the wafer (W) being opposite to 

the one side (1), wherein the protective film (4) is made of 

a material which is transparent to the pulsed laser beam, the 

wafer (W) is made of a material which is transparent to the 

pulsed laser beam, and the pulsed laser beam is applied to the 

wafer (W) at least in a plurality of positions along the at 

least one division line (11), in a condition where a focal 

point of the pulsed laser beam is located at a distance from 

the side (6) of the wafer (W) being opposite to the one side 

(1) in the direction from the side (6) of the wafer (W) being 

opposite to the one side (1) towards the one side (1) of the 

wafer (W), so as to form a plurality of modified regions in 

the wafer (W) along the at least one division line (11). 

 

6. The method according to any one of the preceding claims, 

wherein 

 

the protective film (4) is provided with an adhesive layer 

(9), 

 

the adhesive layer (9) is provided only in a peripheral area 

of the front surface (4a) of the protective film (4), the 

peripheral area surrounding the central area of the front 

surface (4a) of the protective film (4), and 

 

the protective film (4) is applied to the side (6) of the wafer 

(W) being opposite to the one side (1) so that the adhesive 

layer (9) comes into contact only with a peripheral portion of 
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the side (6) of the wafer (W) being opposite to the one side 

(1). 

 

7. The method according to claim 6, wherein the adhesive layer 

(9) has a substantially annular shape, an open rectangular 

shape or an open square shape. 

 

8. The method according to any one of the preceding claims, 

wherein  

 

the protective film (4) is expandable, and 

 

the method further comprises, after processing the one side 

(1) of the wafer (W) and/or the side (6) of the wafer (W) being 

opposite to the one side (1), radially expanding the protective 

film (4) so as to separate the devices (27) from each other. 

 

9. The method according to any one of the preceding claims, 

wherein applying the external stimulus to the protective film 

(4) comprises heating the protective film (4) and/or cooling 

the protective film (4) and/or applying a vacuum to the 

protective film (4) and/or irradiating the protective film (4) 

with light. 

 

10. The method according to any one of the preceding claims, 

wherein the protective film (4) is made of a polymer, in 

particular, a polyolefin. 

 

 


