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PRESSURE TYPE FLOW RATE CONTROL APPARATUS 

BACKGROUND OF THE INVENTION 

q ID.:>. r GI - D 

1 POS. 

The present invention relates to an improved control 

apparatus for gas or the like of a type mainly used in 

s~miconductor manufacturing plants and chemical 

manufacturing plants. 

Prior Art 

Gas .flow rate control apparatus, so-called mass flow 

controllers, have been widely employed in semiconductor 

manufacturing plant. 

Such prior-art mass flow controllers, however, have 

various problems; for example: (l) response speeds have 

been relatively slow in cases of thermal-type flow rate 

sensors, (2) control. precision in low ·flow rate regions 

have been poor and precision has varied among products, (3) 

operating troubles have occurred frequently and stability 

has been insufficient, and (4) product prices have been 

high, replacement parts ll.ave been expensive, and hence 

operating costs have been high. 

To avoid such problems of mass flow controllers, 

differential pressure type flow rate control apparatus, 

such as the·structti~e shown in Fig. 17, are widely used. 

That is, such a differential pressure type flow rate 

control apparatus determines a differential pressure t:i.P 

betw~en fluid at upstr~am and downstream sides of an 

orifice 30 from detected values· of pressure detectors 31, 

32, calculates in its CPU a detected flow rate as Qc = K.Jt:i.P. 

and a flow rate difference (Qy = Qc - Qs) ·between the 

detected flow rate Qc and a set flow rate Qs, issues the 

flow rate difference Qy to a flow rate control valve 33 as 

a control signal,· and controls opening and closing of the 

flow rate control valve 33 for bringing the flow rate 

difference Qy to zero. 

This differential pressure type flow rate control 

apparatus has its own problems; that is: {l) since a range 

of the detected flow rate Qc is raised to a power of ~ of 

a range of the pressure detectors 31, 32, the detection 
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precis ion of the detected flow rate Qc drops; and (2) to 

raise the measuring precision of flow rate, it is necessary 

to form a laminar flow ··of fluid by installing relatively 

long straight ducts at the upstream and downstream sides of 

the orifice, which consequently increases the size of the 

apparatus. 
Problems that the Invention Solves 

:rt is hence a direct object of the invention to 

provide a pressure type flow rate control apparatus which 

avoids the problems in mass flow controllers and 
- -

differential pressure type flow ra~e control apparatus such 

as: (1) generally low detecting precision -and (2) 

difficulty in reducing the size of apparatus. Hence it is 

an object of this invention to provide a pressure type flow 

rate control apparatus capable of controlling flow rate to 

a high precision, but yet being relatively small in size 

and relatively low in manufacturing cost. Similarly, it is 

an object of this invention to provide such a pressure. 

type flow rate control apparatus which operates by 

calculating a detected flow rate in a form normally 

proportional to a detected pressure value on a basis of a 

detected pressure of a primary side pressure detector. 

SUMMARY 

According to principles of the invention, in an 

apparatus described herein, a state where a ratio of P2/P1 

between an absolute pressure.Pl at an upstream side of an 

orifice an~ an absolute pressure P2 at a d~wnstream side of 

the orifice is maintained at a value less than about 0.7, 

wherein the pressure Pl upstream of the orifice is adjusted 

by opening and closing the control valve by the control 

signal Qy, thereby controlling the flow rate downstream of 

the orifice. 

BRIEF DESCRIPTION OF THE DBAWINGS 

The invent.ion is described and explained in more 

detail below using the embodiments shown in the drawings. 

The described and drawn features, in other embodiments of 

the invention, can be used individually or in preferred 
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combinations. The foregoing and other objects, features 

and advantages of the invention will be apparent from the 

following more particular description of a pref erred 

embodiment of the invention, as illustrated in the· 

accompanying drawings in which reference characters ref er 

to the same parts throughout the different views. The 

drawings are not necessarily to· scale, emphasis instead 

being placed upon illustrating princ.iples of the invention 

in a clear manner. 
Fig. 1 is a block diagram showing a structure 

pressure type flow rate control apparatus of 

invention; 

of a 
this 

Fig. 2 is a vertical sectional view of an example of 

an orifice used in the apparatus of Fig. 1. 

Fig. 3 is a vertical, partially sectional, view of a 

pressure type flow rate control appara~us of this 

invention; 

Fig. 4 is a lateral, partially sectional, view of the 

pressure type flow rate control apparatus of Fig. 3; 

Fig. 5 is a vertical sectional view of a piezoelectric 

element type drive unit of a control valve for use in a 

device of this invention; 

Fig. 6 is a sectional view taken on line VI:-VI: in Fig. 

5; 
Fig. 7 is a segmented, vertical, sectional 

showing a mounting part of. a pressure detector 

pressure type ~low rate control apparatus of 

invention; 

view 

of a 
this 

Fig. 8 is a vertical, partially-s.ectional, view 

showing another embodiment of the pressure type flow rate 

control apparatus of this invention; 

Fig. 9 is a seglllented, vertical, partially-sectional 

view showing another embodiment for providing an orifice in 

a valve main body of. a control valve of this invention; 

Fig. 10 is a segmented, vertical sectional view 

showing a further different embodiment for providing an 

orifice in a valve main body of a control valve of this 
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invention; 
Fig. 11 is a vertical sectional view showing another 

embodiment the pressure type flow rate control apparatus of 

this invention; 
Fig. 12 is a diagram showing flow rate characteristics 

indicating relationships between downstream side pressures 

and flow rates when an orifice of this invention is used, 

with an upstream side pressure being constant; 

Fig. 13 is a segmented enlargem~nt of Fig. 12; 

Fig. 14 is a block-diagram schematically showing an 

apparatus used in tests in which-the-characteristic curves 

indicated in Figs. 12 and 13 were produced; 

Fig. 15 is a di~gram showing flow rate control 

characteristics of a pressure type flow rate control 

apparatus of this invention, with a downstream pressure of 

the orifice being at a vacuum; 

Fig. 16 is a diagram showing flow rate control 

characteristics of a pressure type flow rate control 

apparatus of this invention when the pressure downstream of 

the orifice is at.atmospheric pressure; and, 

Fig. 17 is a block diagram of a conventional 

differential pressu~e type flow rate control apparatus •. 

DETAILED DESCRIPTION OF THE INVENTION 

By way of background,· a known feature of gas flowing 

through a nozzle is that: when a pressure ratio P2/Pl of 

gas upstream and downstream ~fa nozzle.becomes lower than 

a critical pressure ratio of gas (about 0.5 ~ 0.6 in the 

case of air or nitrogen), a flow velocity of the gas 

passing through the nozzle reaches sound velocity, and 

pressure fluctuations at the downstream side of the nozzle 

are not propagated to the upstream side, so that a stable 

mass flow r~te corresponding to the state of the upstream· 

side of the nozzle is obtained. 

In the case of a nozzle, owing to the viscosity of the 

gas, a product of a nozzle sectional area and the sound 

velocity does not directly express actual flow rate of the 

gas, and to calculate the flow rate of the gas, as a matter 
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of course, an effluence coefficient determined by a form 
(or shape) of the nozzle must be obtained. 

Accordingly, in arriving at the present invention, 
repeated tests to obtain effluence coefficients for various 
forms of· nozzles and fluids (gases) were carried out. It 
was ~oted in the process of these repeated tests that the 
downstream side pressure fluctuations were not propagated 
to the upstream side when the pressure ratio P2/Pl of gas 
was below a certain value. The relationship between the 
orifice form (or shape) and gas flow rate and the 
relationship between the gas.pressure Pi of upstream side 
and.gas flow rate with a small orifice instead of a nozzle 
was further measured and tested. As a result, it was 
discovered that the gas flow rate passing through a plate­
shaped small orifice changes in normal, or direct, · 
proportion to the gas pressure Pl of the upstream side, 
regardless of .the type of gas, when the diameter of the 
small orifice is constant, so long as the pressure ratio 
P2/Pl of gas is below a certain value. 

That is, the detected gas flow rate Qc passing t~rough 
the small orifice is normally proportional to the pressure 
Pl on the ·upstream side of the orifice and hence by 
automatically controlling the upstream side pressure Pl, it 
is possible to realize feedback control of the flow rate 
passing through the orifice. 

Moreover, since the gas.flow rate passing through the 
orifice is not affected by the gas flow velocity 
distribution -at the upstream side of the orifice or 
pressure fluctuations at the downstream side the orifice, 
a straight duct is not needed at·the _upstream side, and the 
size of the apparatus can be reduced· substantially, so that 
manufacturing costs of the flow·rate control apparatus can 
be lowered. 

Furthermore, because a linear function is established 
between the flow rate and the pressure, the range of the 
pressure detection apparatus and that of flow rate becomes 
identical. Therefore, as compared with conventional 

.. 
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differential pressure type flow rate control apparatus, a 

higher flow-rate-detection precision is achieved. 

Hitherto, in manufacturing a flow rate control valve 

of a disk touch type, it has been the empirical practice to 

calculate gas flow rate Qc passing through the valve by the 

formula Qc = KSP1 (where s is a minimum flow passage area, 

P1 is a primary side .pressure, and K is a constant) in the 

case of the pressure ratio P2/Pl of gas below a certain 

value. 

However, the actual gas flow rate Q in this flow rate 

control valve is about +20% of the flow rate calculated in 

the formula of Qc = KSPl, and it is difficult to apply the 

relation of Qc = KSPl to precise measurement of gas flow 
rate. The invention has been created on a basis of the 

above findings by the i~ventors, and relates to a pressure 
type flow rate control apparatus for controlling flow rate 

of a fluid by maintaining the absolute pressure P1 upstream 
of an orifice at about 1.4 or more times a downstream-

side absolute pressure P2, comprising: an orifice 5; a 

control valve 2 provided at an upstream side of the orifice 

5; an orifice correspondi.ng valve 9 downstream of the 

orifice 5; a primary pressure detector 3 provided between 
the control valve 2 and the orifice 5; a secondary pressure 

detector 11 downstream of the orifice s; a calculation 

control device 6 for calculating a flow rate Qc based on 

the detected pressure Pl of the pressure detector 3 using 

the formula Qc = KPl (K being a constant), and feeding a 

difference between a flow rate command signal Qs and the 

calculated flow rate signal Qc to a drive unit 14 of the 

control valve 2 as a control signal Qy; and a pressure 

comparing, calculating apparatus 10 for calculating the 

ratio P2/P1 between the detected pressure P1 of the primary· 

pressure detector 3 and the detected pressure P2 of the 

secondary pressure detector 11; wherein the pressure Pl 

upstream of the orifice is adjusted by opening and closing 

of the control valve with the control signal Qy, thereby 

controlling the flow rate downstream of the orifice. 
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Operation of the Invention 

·The fluid primary pr.assure Pl at the upstream side of 
the orifice 5 is detected by the primary pressure detector 
3, and is fed to the calculation control device 6. 

In the calculation control device, the flow rate Qc is 
calculated using the formula of Qc = :KPl, and the flow rate 
command value Qs and Qc are compared and a control signal 

. . 

Qy ·corresponding to the difference between Qc - Qs is fed 
into the drive unit 14 of the control valve 2. 

That is, the control valve 2 is opened or closed by 
the control signal Qy for bringing the .difference Qc - Qs 
to zero so that the flow rate Qc downstream of the ~rif ice 
is always held at the. set flow rate (flow rate command 
value) Qs. 

If the fluid secondary pressure P2 downstream of the 
orifice 5 rises and a value of P2/Pl exceeds a set value Ps 
(about o. 7), flow rate control by the. present. flow rate 
control apparatus 1 is stopped. That is to say, a warning 
is dispatched, and the automatic control of the control 
valve 2 by the control signal Qy is stopped and an operator 
manually controls the flow rate by.adjusting, manually or 
by other means, the. opening.degree of the control valve 2 
an~ the orifice corresponding valve 9. 

Furt.her, if the fluid· secondary pressure P2 rises and 
a value of P2/Pl approaches about 1. o, a warning is 
dispatched and valve closing signals are dispatched to the 
control valve 2 and the'orifice corresponding valve 9. As 
a result, a back flow of the fluid· from the secondary side 
is prevented. 
Embpdiments 

Referring now to the drawings, an embodiment of the 
/ 

invention is described below. Fig. l is a block.diagram of' 
a flow rate control apparatus l of the invention, in ·which 
this flow rate control apparatus is comprised of the 
control valve 2, · the primary pressure detector 3, a 
temperature detect.or 4, the or if ice 5, the flow rate 
calculation ~pparatus 6, amplifiers 7a, 7b, A/D converters 
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sa, Sb, an orifice corresponding valve 9, a pressure 
comparing, calculating apparatus 10, A/D converters Sa', 
Sb', amplifiers 7a 1 , 7b 1 , the secondary pressure detector 
11, a gas take-out joint ~7 and other elements. 

The control valve 2 is a metal diaphragm valve of a 
so-called direct touch type described below, and its drive 
unit includes a piezoelectric-element type drive device. 
other possible examples of the drive unit of the control 
valve 2 may include, among others,. magnetic-dif?tortion­
element type drive devices, solenoid type drive devices, 
motor type drive devices, air pressure type drive devices 
and thermal-expansion type drive devices. 

The primary pressure detector 3 and secondary pressure 
detector 11 are semiconductor distortion type pressure 
sensors, but the pressure detectors 3, 11 may also be 
metal-foil-distortion type pressure sensors, electrostatic­
·capaci ty type pressure sensors, magnetic-resistance type 
pressure sensors, and other types of pressure sensors. 

A resistance bulb-tY,Pe temperature sensor and other 
types of temperature sensors may also be used as the 
temperature detector 4 , instead of a thermocouple type 
temperature· sensor. 

The orifice 5 is pro_duced by cutting a hole in a s_hape 
of a bugle with a spark cutter in a thin metal plate 
gasket, but an orifice which is formed in a metal membrane 
with an extremely thin pipe 9r etching may also be used. 

According to the present embodiment, the orifice 5 has 
a vertical sectional shape which is similar to that of an 
open mouth of a bugle. The orifice 5 has a portion with a 
maximum diameter which faces the upstream side, a portion 
with a minimum diameter located in the middle and a portion 
with a medium diameter which faces the downstream side, all · 
as shown in Fig. 2. Specifically, in one embodiment, the 
orifice 5 is a small hole which is cut in a 7mm thick 
stainle~s steel plate Sa, with an inside diameter Dl of the 
minimum diameter porting being about o.2mm, a hole total 
length B being about 1.2mm, a length Ll from the minimum 
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d i ameter portion to an end being about l.Omm, an inside 

diameter 02 of the maximum diameter portion being a~out 

o. 6mm ~, and an inclination ~ of the hole having the 

diverging diameter being about 3 degrees. 

The flow rate calculation apparatus 6 is formed of a 

so-called control circuit board and comprises a temperature 

correction circuit 6a, a flow rate calculation circuit 6b, 

a comparator 6c, an amplifier 6d and other elements. 

Further, the pressure comparing, calculating apparatus 

10 is also formed of a control circuit board, like the f ~ow 

rate calculation apparatus 6, and is where P2/Pl is 

calculated and a comparison with the set value Ps is 

conducted. As explained below, the control circuit boards 

of the flow rate calc~lation apparatus 6 and the pressure 

comparing, calculating apparatus 10 are incorporated inside 

a case, as shown in Fig. 3. 

Referring to Fig. 1, the gas pressure Pl at the outlet 

side of the control valve 2, that is at the upstream side 

of the orifice 5, is detected by the pressure· detector 3, 
and a corresponding signal, digitized through the amplifier 

7a and A/D converter Sa, is fed into the flow rate 

calculation circuit 6b. 

Similarly,· t:t:ie gas temperature Tl upstream of the 

orifice is detected by the temperature detector 4, and a 

signal digitized through the amplifier 7b and A/D converter 

Sb is fed into the temperature correction circuit 6a. 

In the flow rate calculation circuit 6b, a flow rate 

Q' = KPl is calculated using the pressure signal Pl, and 

the flow rate Q' is subject to temperature correction by 

using the correction sig~al from the temperature correction 

circuit 6a, and a calculated flow rate signal Qc is fed 
into the comparator 6c. 

on the other hand, a flow rate command signal Qs is 

fed into the comparator 6c where it is compared with the 

calculated flow rate signal Qc, and the difference signal 

Qy = Qc - Qs is output to the drive unit 14 of the control 
valve 2 as a control signal. 
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Tha t is, when the calculated flow rate signal Qc is 
greater than the flow rate command signal Qs, the valve 
drive unit 14 is operated in a direction of closing the 
valve 2, and when the Qc is smaller than the Qs, it is 
operated in a direction of opening the control valve 2, 
thereby automatically controlling the opening degree of the 
control valve 2 to achieve Qc = Qs. 

As a matter of course, in the invention, it is 
required that, between the gas pressure Pl, upstre~m of the 
orifice, and the gas pressure P2, downstream of the 
orifice, a ratio of P2/Pl must be smaller than about 0.7; 
that is, the upstream gas pressure Pl must be more than 
about .1. 4 times as large as the downstream pressure P2. 
This should always be established. 

Accordingly, as indicated in Fig. l, the upstream-side 
gas pressur~ Pl and downstream-side pressure P2 are fed 
into the pressure comparing, calculating apparatus 10, and 
Ps (about 0.7) is set. 

When a state of P2/Pl > o. 7 occurs (that is, ·a flow 
rate control of -high precision is no longer effected, 
although a counter flow is not caused), a warning sign~l 
ALl is dispatched J::>y the pressure comparing calculating 
apparatus 10 and the control signal Qy which is fed from 
the flow rate control circuit 6 into the control valve 2 is 
stopped by the warning signal ALl. As a result, the 
control valve 2 and the ori~ice corresponding valve 9 are 
changed over to a state· where the valve 2 and valve 9 are 
manua11r operated. An operator controls the flow rate by 
manual operation for supplying the fluid. Needless to say, 
however, the flow r~te control can also be effected, not by 
manual operation, but in a remote controlled, automatic 
manner, _by an operation signal from a different system. 

If P2/Pl, the ratio of the pressure P2 to the pressure. 
Pl, approaches about l.O, which is a state where a counter 
flow is expected, the warning signal AL2 is dispatched by 

the pressure comparing, calculating apparatus 10 and the 
orifice corresponding valve 9 and the control valve·2 are 
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automatically closed. 
Figs. 3 and 4 are respectively a vertical sectional 

view and a lateral sectional view showinq an example of a 
portion of a first embodiment of an apparatus of the 
invention, excluding the flow rate calculation control 
device 6 and the pressure comparing, calcula~ing apparatus 
10, and Figs. 5 and 6 are respectively a vertical sectional 
view and a lateral sectional view of a piezoelectric­
e1ement-type drive unit. In Figs. 3 to s, ~eference 

numeral 2 identifies the control valve, 3 identifies the 
primary pressure detector, . 5 iaent'if ies the orifice, 9 
identifies the orifice correspondinq valve, 27 identifies 
the gas take-out joint, 11 identifies the secondary 
pressure detector, 12 identifies a valve main body, 13 
identifies a diap~ragm, and 14 identifies the drive unit. 

The control 'valve 2 is comprised of the valve main 
body 12 made of stainless steel for defining a fluid inlet 
l2a, a valve seat l2b,· a valve chamber 12c, . a pressure 
detector mounting hole .. 12d, and a fluid outlet 12e, and 
other elements including the diaphragm 13 made of stainless 
steel, nicke1, or ·cobalt alloy, and the piezoelectric 
element type drive unit 14 for pressing the diaphragm 13 
downward. 

The diaphragm 13 is always pressed downward by 
elasticity of a belleville spring 15, thereby shuttinq 
against the valve s_e·at 12b. 

Furthermore, a diaphragm holder 16 is pulled upwardly 
by a piezoelectric element support member 19 by applying an 
input to a piezoelectric element 14a, when it is extended. 
As a result, the diaphragm 13 elastically returns upwardly 
departing from the valve seat 2b, so that the vale is 
opened. 

In this embodiment, as shown in Fig. 5, the 
piezoelectric element drive unit 14 comprises a combination 
of three, series connected, piezo element units 14a havinq 
a displacement of 16 µm, 10 mm x 10 mm x 18 mm and in Fiqs. 
5 and 6, reference numeral 16 identifies the diaphragm 
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holder, 17 identifies a base body, 18 identifies a ball, 19 
identifies a piezoelectric element support member (super­
Invar material), and 20 identifies a stroke adjusting 
screw. 

The piezoelectric element support member 19 is made of 
super-Invar material whose thermal expansion ~ate is nearly 
equal to a rate of thermal expansion of the piezoelectric 
elements (piezo elements). 

Fig. 7 shows in detail a part where th~ primary 
pressure detector 3 is mounted, and in this embodiment, the 
primary pressure detector 3 ,. made of semiconductor strain 
gauges, is held air-tightly against a metal o-ring 22 in 
the mounting hole 12d,. provided at a lower face of the 
valve main body 12, by set nuts 21. 

In Fig. 7, reference numeral 23 identifies a sleeve, 
and 24 identifies a bearing, and instead of the metal C­
ring 22, a metal c-ring or metal gasket may also be used. 

Although not illustrated in such detail, the secondary 
pressure detector 11. is the same type of gauge ·as the 
primary pressure .detector 3. As shown in Fig. 3, the 
secondary pressure de:tector 11 is mounted-; in the same 
manner as the prim~ry pressure detector 3, in a mountin~ 
hole provided in a valve main body 9a of the orifice 
corresponding valve 9. 

Furthermore, in the depicted embodiment, the primary 
pressure detector mounting . hol.e 12d is formed in the 
bottom, slightly downstream of the valve chamber 12c, of 
the valve main body 12, but, as shown in Fig. s, a mounting 
~ale 12d' may be provided opposite the valve chamber 12c at 
a lower face of .a valve main body 12 1 • 

The orifice 5 is provided a~ the downstream side of 
the primary pressure detector 3 as shown in Fig. 3, and in 
this embodiment it is positioned in a fluid inlet 9b of the 
valve main body 9a of the orifice corresponding valve 9, a 
metal diaphragm type valve, and is fixed via a bearing 24a 
by tightening a set screw 25. In Figs. 3 and 4, reference 
number 9c identifies a fluid outlet of the orifice-

. , 
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corresponding valve 9. 

F~q. 9 shows an example of mounting an orifice 5 in a 
valve main body 12 11 of a control val v~ 2 ' , with the 
structure itself for mounting· being similar to that of Fig. 
3 in which the orifice is mounted in the valve ·main body 9a 
of the orifice-corresponding valve 9. 

Fiq. 10 shows a different exam~le for positioning an 
orifice forming member 5 1 , _with the orifice forming member 
5' itself being exchangeable. 

That is, a :r;ing-shaped contact surface i_s formed in an 
or if ice mounting h·ole l.2f of . a valve· main body l.2' ' ' , and 
an' orifice insertion hole 12g is formed in a direction 
perpendicular to a fluid.passage. The plate-shaped orifice 
forming me~ber 5' is inserted into the mounting hole 12f 
from above through the insertion hole 12g, and, by 
tightening a tightening holding element 26, the orifice 
formi~g member 5 1 is fixed via a bearing 24b. 

When replacing the orifice f_orming member 5', 
depending on a flow rate range, the holding element 26 is 
loosened, the orifice forming member 5' is exchanged, and 
the holding element 26 is again tightened. 

Fig. 11 illustrates a different embodiment of the 
present invention in which a valve main body 12'''' of a 
control valve 2''' and a valve main body 9a' ·of an orific~ 
corresponding valve 9 of the first embodiment as shoWn in 
Fig.· 3 are formed in one piec~ and constructed in the shape 
of ~ block in which ·mounting holes for mounting the 
pressure detectors 3, 11 and a mounting hole for mounting 
the orifice 5 are formed. 

That is to say, the control valve 2 111 , an orifice 
corresponding valve 9 ' ' ' , and other elements which 
cons ti t~te the present pressure type :flow rate control 
apparatus are all constructed in a single main block body 
Z which comprises and is an assembly of Zl, Z2 and Z3. 

In Fig. 11, 27 identifies the gas take-out joint, 28 
a gas supply joint, 29 a control board forming the flow 
rate calculation apparatus 6 and the pressure comparing, 
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calculating apparatus 10, z a main block body, and Zl to Z3 

block pieces. The control valve 2 I I I I the orifice 

corresponding valve 9111 , the primary pressure detector 3, 

the secondary pressure detector 11 and other elements are 

all substantially the same as the corresponding ones used 

in the foregoing first embodiment. 
. . 

In the invention, the valve main body 12 1111 of the 

control valve 2 111 and the valve main body of the orifice 

corresponding valve 9 111 are formed in the shape o~ a block 

and an orifice mounting hole corresponding to the orifice 

mounting hole 12f in Figs. 8 -and - 10·, and a pressure 

detector mounting hole, corresponding to the pressure 

detector mounting hole 12d of Fig. 3, are formed integrally 

therein, and hence a volume of a fluid passage space inside 

the flow rate control apparatus is very small, and gas 

purging performance is enhanced. 
Figs. 12 and 13 indicate characteristic curves of flow 

rate, measured by an 
schematically in Fig. 14, 

orifice and other· elements 

experiment apparatus shown 
which was ob_served us·ing an 

of the present invention when 

pressure on the downstream (secondary) side is changed. 

Fig. ·13 is a partial, enlargement of Fig. 12. 

A curve A indicates the flow rate measured when N2 gas 

was allowed to flow through the orifice ·(Fig;· 2). of the 

present invention in a normal direction, a curve B 

indicates the flow rate measured when N2 gas was allowed to 

flow through the orifice as shown in Fig. 2 in a direction 

opposite to Fig. 2, and a curve C'indicates the flow rate 

observed in use of an orifice which is a round and straight 

(cylindrical) hole of o.2mm diameter (the pressure on the 

upstream (primary) side being maintained at a fixed value 

of 2 • o ·. Kgf / cm2G) • 

The flow rates (cc/min.) in Figs. 12 and 13 are 

obtained after reduced at o°C.760 mm Hg. 

In Fig. 14, GN2 identifies a nitrogen gas-source, RG a 

pressure reduction valve, PA a pressure gauge with an analog 

output, P8 a precision pressure gauge, VA a downstream side 
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pressure adjuster, 5 the orifice and S a soap membrane flow 
. . 

rate detector. 

As seen from the curve A in Figs. 12 and 13, when the 

gas is allowed to flow in the normal direction through the 

orifice 5 of the present invention (i.e. the orifice in 

Fig. 2), the secondary side gas flow rate is a fixed value 

in the range of P2/Pl of less than about 0.7 (i.e. Pl/P2 of 

about 1.4 or more), irrespective of fluctuations in the 

secondary side pressure P2. 

Figs. 15 and 16 show flow rate control characteristics 

when gas of a pressure type flow rate control apparatus of 

the invention is nitrogen, and more specifically the 

downstream side of the orifice 5 has a vacuum thereat of 

about 10 Torr (in Fig. 15), and the downstream side is at 

atmospheric pressure (in Fig. 16). 

It is clear from Figs. 15 and 16 that in a range where 

the ratio of P2/Pl between the upstream side pressure Pl 

and the downstream side pressure P2 is about O. 7 or 

less, the flow rate Qc and Pl are kept in linear relation. 

In Figs. 15 and 16, curves A, B, c refer to orifice insi"de 

diameters of respective orifices of round and straight 

(cylindrical) holes 5 of 0.37 mm, 0.20 mm and 0.07mm. 

Table l compares precisions and other properties 

between a pressure type flow rate control apparatus of the 

invention with that of a conventional differential pressure 

type flow rate control apparatus, assuming that the 

measuring ranges and precisions of the pressure detectors 

used are identical. 
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Differential pressure The invention 
type flow rate control 
apparatus 

Measurinq ranqe of 1:50 1:50 
pressure detector 

Precision of pressure ±0.25l ±0.25% 
detector 

calculated flow rate 1:7 1:50 
ranqe 

Flow rate measurinq ±0.9% ±0.25% 
precision 

Measurinq ranqe at 14 - 10_0 2 - 100 -
maximum qraduation of 
100 cc/min 

Size (supposinq 1 0.5 
differential flow meter 
to be 1) 

TABLE 1 

As is c1ear from this tab1e, the invention is, as 

compared with the differentia1 pressure type f1ow rate 

contro1 apparatus, exce11ent in measuring precision of f1ow 

rate and measuring range, and is physica1ly smaller in 

size. 

Table 2 compares c~aracteristics between a 

conventional standard mass flow controller and the 

invention. As is clear from this table, too, the invention 

is clearly superior to the mass flow control1er in 

measuring precision in low flow rate ranges and in 

manufacturing costs. 
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Mass flow The invention 

controller 

Precision E.i:ror as against :l:lt :l:0.25t 
the maximum flow . 
rate 

Ei:roi: at :flow :!:50t :!:l2.5t . 
rate of 2t of 
maximum flow rate 

Trouble Initial failui:e Present ('lCesJ None 

Clogging of valve Present (Yes) Possible 

cost Manu!actu:ing l. 0.75 of mass 
cast controller . 
Running cast High None 

TABT,E 2 

Zn the invention, as compared with conventional 

differential pressure type flow rate control apparatus, a 

hiqher flow rate detecting precision is ·achieved, and 

apparatus size is reduced; hence manufacturing costs are 

lowered. 

As mentioned above, in the pres~nt . invention, by 

keeping P2/Pl (between the absolute pressw::e Pl at the 

upstream sid~ o~ the orifice and the absolute p~e~sure P2 

a~ the downstz:eam side) less than o.7, a linear function.i~ 

established between the pressure Pl and the flow· rate 

do~stream of the orifice. ·.on the basis of ·this 

relationship, by adjusting Pl at the upstream side, the 

down~tream side flow rate,Qc ~~ a~tomatically controlled at 

a set value. As a· result, the measuring ~recision in the 

flow rate range is raised, th_e breakdowns are less, _and the 

costs of manufacturing the apparatus are substantially 

lowered in comparison with conventional mass flow 

controllers. 

Further, according to the present invention, a higher 

precision of detecting the flow rate is obtained, the size 

of the apparat~~ is smaller and the costs for manufacturing 

the apparatus are lower, in comparison with co.nventional 

differential pressure type flow rate control apparatus. 

flow 
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Furthermore, in the invention, by controllin9 the 
pressure P1 at the orifice upstream side, the orifice 
downstream side flow rate is obtained in a linear-function 
form as a function of the pressure P1, and hence feedback 
control of flow rate is easy, stability of the control 
~pparatus is enhanced, and manufacturing costs are lowered. 

In addition, the present invention has the pressure 
comparing, calculating apparatus and the pressure at the 
downstream side of the orifice is measured. If a.ratio of 
P2/Pl exceeds a set value, the orifice corresponding valve 
and/or the control are changed over to a state in which 
they are manually operated for supplying the gas by manual 
flow rate adjustment. If P2/P1 approaches 1.0, which is a 
dangerous state where a counter flow is expected to occur, 
the orifice corresponding valve is automatically closed. 

As a result, if a certain pressure relationship exists 
be~ween the pressure Pi at the primary side of the orifice 
and the pressure P2 at the secondary side, flow rate 
control apparatus is carried out by manual operation. 
Hence, a highly precise flow rate control is possible. 

Further, since a gas supply is also affected by the 
manual oper.ation, an operation range of the flow rate 
control apparatus is expanded. Also, since a counter flow 
of the gas is automatically prevented, safety of the 
apparatus is enhanced. · 

Some gases, among special material gases for producing 
semi-conductors and other items, are easily decomposed at 
relatively low temperatures due to catalyses of piping 
materials. Hence, it is necessary to apply a treatment 
(for instance, a chromium oxide passive state treatment and 
a fluoride passive state treatment) to inner surfaces of 
the piping materials for preventing catalyses. But, the· 
flow rate control apparatus of the present invention is 
simple as to its inner structure. Hence, the above 
mentioned treatment can be easily applied to the entire 
inner surfaces. Thus, the invention has advantages in 
practical application. 



·-·---------------

-19-

Further, the pressure type flow rate control apparatus 
of the pres·ent invention can be constructed such that the 
control valve, the orifice corresponding valve, the 
pressure detectors, the orifice and other elements are 
integra~ed into a main" body block. ~s a result~ it is 
possible to substantially reduce a volume of fluid passage . . . 
spaces. Also, dead spaces for trapping fluids are hardly 
·formed in the fluid passages. 

As a result, gas purging performance is enhanced and 
lowered gas purity is almost completely prevented. 

The invention thus brings about excellent practical 
effects. 

The invention claimed is: 

11~ ~]7 H~$ IBEBNJ · · · · · ···-· 
REPil..ACEDl 



' . 
-------·-·--··------------- -----------·-·-----·-·· ··-- ---

-20-

1. A pressure type flow control apparatus for controlling 

flow rate of a fluid in a state where a ratio of P2/Pl 

between an absolute pressure Pl at an upstream side of an 

orifice and an absolute pressure P2 at a downstream side of 

the orifice is maintained at about 0.7 or less, 

comprising: 

a means for forming the orifice (5); 

a control valve (2) positioned upstream of the orifice 

and a drive unit (14) for regulating the control valve; 

an orifice corresponding valve (9) positioned 

downstream of the orifice (5); 

a primary pressure.detector (3) positioned between the 

control valve (2) and the orifice(5); 

a secondary pre~sure detector (11) positioned 

downstream of the orifice (5); 

a calculation control device for calculating flow 

rate Qc on the basis of a detected pressure Pl of the 

primary pressure detector (3) by a formula Qc = KP1 (K 

being constant), and for outputting, as a control signal 

Qy, a difference between a flow rate command signal Qs and 

the calculated flow rate signal Qc, to the drive unit (14) 

of the control valve (2}; and, 

a pressure comparing, 'calculating apparatus (.10) for 

calculating the ratio of P2/Pl between the detected 

pressure Pl of the primary pressure detector (3) and a 

detected pressure P2 of the secondary pressure detector 

(11); 

wherein the pressure Pl upstream of the orifice is 

adjusted by opening and closing the control valve by the 

control signal Qy, thereby controlling the flow rate 

.downstream of the orifice. 

111111111111111111111111111111 
* C L M S * 

ITI11s SHEET HAS BEEN l 
L_ REPLACED I 



-21-

2. A pressure flow rate control apparatus as claimed in 
claim l wherein the pressure comparing, calculating 
apparatus (10) includes a means for dispatching a warning 
signal if the ration of P2/Pl between the detected pressure 
Pl of the primary pressure detector (3) and the detected 
pressure P2 of the secondary pressure detector (11) exceeds 
about 0.7 and the pressure type flow rate control apparatus 
is constructed such that at least a respective one of the 
control valve (2) and the orifice corresponding valve (9) 
is changed over, by the warning signal, to be controlled 
manually or by a different system. 

3. A pressure type flow·rate control apparatus as claimed 
in claim 1 wherein the pressure comparing, calculating 
apparatus (10) includes a means for dispatching a 
warning/valve-closing signal, to at least one of the 
control valve (2) .and the orifice corresponding valve (9) 
if the ratio of P2/Pl between the detected pressure Pl of 
the primary pressure detector (3) and the detected pressure 
P2 of the secondary pressure detector (11) is about 
1.0. 

4. A pressure type flow rate control apparatus as claimed 
in claim 1 wherein the orifice (5) h~s a vertical sectional 
shape which is similar to that of an open mouth of a bugle 
and the orifice (5) has a portion with a maximum diameter 
facing an upstream side, a portion with a minimum diameter 
located at a middle, and a portion with a medium diameter 
facing a downstream side. 

5. A pressure type flow rate control apparatus as claimed 
in claim 1 wherein the means for forming the orifice can be · 
exchanged with another means for forming an orifice. 

I lllllll llllll lllll lllll II llll 
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6. A pressure type flow rate control apparatus as claimed 
in claim l wherein a valve main b~dy (12) of the control 
valve C?) and a valve main body (9a) of the orifice 
corresponding valve (9) are formed .as one piece and 

· co~structed in a block shape defining a mo~ting hole for 
mounting the primary pressure detector, a mounting hole for 

. . 
mounting the secondary pressure detector and a mounting 
hole for mounting the means for forming the orifice. -

111111111111111111111111111111 
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