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Apparatus and Concept for Minimizing Parasitic Chemical Vapor Deposition
During Atomic Layer Deposition Field of the Invention The present invention
is in the area of chemical vapor deposition, and pertains more particularly
to new methods and apparatus for depositing films by atomic layer
deposition. This invention is an extension of these new methods and
particularly covers a method for preventing parasitic chemical vapor
deposition and the resultant contamination. Background of the Invention In
the manufacture of integrated circuits, deposition of thin films of many
pure and compound materials is necessary, and many techniques have been
developed to accomplish such depositions. In recent years the dominant
technique for deposition of thin films in the art has been chemical vapor
deposition (CVD), which has proven to have superior ability to provide
uniform even coatings, and to coat relatively conformaily into vias and
over other high-aspect and uneven features in wafer topology. As device
density has continued to increase and geometry has continued to become more
complicated, even the superior conformal coating of CVD techniques has been
challenged) and new and better techniques are needed. The approach of a
variant of CVD, Atomic Layer Deposition has been considered for improvement
in uniformity and conformality, especially for low temperature deposition.
However the practical implementation of this technology requires a solution
to higher purity and higher throughput. This patent addresses these
requirements.     20 February 2003 WO 01I45158 -2 Atomic Leer Deposition
PCT/US00/32016 In the field of CVD a process known as Atomic Layer
Deposition (ALD) has 



emerged as a promising candidate to extend the abilities of CVD techniques,
and is under rapid development by semiconductor equipment manufacturers to
further improve characteristics of chemical vapor deposition. ALD is a
process originally termed Atomic Layer Epitaxy, for which a competent
reference is: Atomic Lager E i_~ taxv, edited by T. Suntola and M. Simpson,
published by Blackie, Glas~;o and London in 1990. This publication is
incorporated herein by reference. Generally ALD is a process wherein
conventional CVD processes are divided into sinl;le-monolayer deposition
steps, wherein each separate deposition step theoretically goes to
saturation at a single molecular or atomic monolayer thickness, and self
terminates. The deposition is the outcome of chemical reactions between
reactive molecular precursors and the substrate. In similarity to CVD,
elements composing the film are delivered as molecular precursors. The net
reaction must deposit the p~rre desired film and eliminate the "extra"
atoms that compose the molecular precursors (ligands). In the case of CVD
the molecular precursors are fed simultaneously into the CVD reactor. A
substrate is kept at temperature that is optimized to promote chemical
reaction between the molecular precursors concurrent with efficient
desorption of byproducts. Accordingly) the reaction proceeds to deposit the
desired pure film. For ALD applications, the molecular precursors are
introduced into the ALD reactor separately. This is practically done by
flowing one precursor at a time) i.e. a metal precursor - MLA (M = Al, W,
Ta, 5i etc.) that contains a metal element - M which is bonded to atomic or
molecular ligands - L to make a volatile molecule. The metal precursor
reaction is typically followed by inert gas purging to eliminate this
precursor from the chamber prior to the separate introduction of the other
precursor. This purge step (or sometimes a pump-down step) is key for ALD
films without the undesired CVD component. During the purge (evacuation)
step the last   20 February 2003 WO 01l45158 PCT/US00/320I6 -3 used
chemical is removed from the chamber and gas introduction lines, enabling
introduction of a different chemical. An ALD reaction will take place ojtly
if the surface is prepared to react directly with the molecular precursor.
Accordingly the surface is typically prepared to include
hydrogen-containing ligands - AH that are reactive with the metal
precursor. Surface - molecule reactions can proceed to react with all the
ligands on the surface and deposit a monofayer of the metal with its
passivating li~;and: substrate -AH + ML, -~ substrate-AMLy + HL, where HL
is the exchange reaction by-product. During the reaction the initial
surface ligands - AH are consumed and the surface becomes covered with L
ligands, that cannot further react with the metal precursor ML,. Therefore,
the reaction self saturates when all the initial lisands are replaced with
-ML,~ species. After completing the metal precursor reaction al l of the
metal precursor is typically removed from the reactor prior to the
introduction of another precursor. The second type of precursor is used to
restore the surface reactivity towards the metal precursor, i.e.
eliminating the L ligands and redepositinr~ AH ligands. Most ALD processes
have been applied to deposit compound films. In this case the second
precursor is composed of a desired (usually nonmetallic) element - A (i.e.
O, N, S), and hydrogen using, for example H20, NHS, or HZS. The reaction:
-ML + AH~ ~ -M-AH + HL (for the sake of simplicity the chemical reactions
are not balanced) converts the surface back to be AH-covered. The desired
additional element - A is deposited and the ligands L are eliminated as
volatile by-product. Again, the reaction consumes the reactive sites (this
time the L terminated sites) and self saturates when the reactive sites are
entirely depleted. The sequence of surface reactions that restores the
surface to the initial point is called the ALD clc.~pasitivf~ cvclc~.
Restoration to the initial surface is the kevctone of ALD. It implies that
films can be layered down in equal metered sequences that are all identical
in chemical kinetics, deposition per cycle, composition and thickness. Self
saturating surface reactions make ALD insensitive to transport
nonuniformity either from flow engineering or surface topography (i.e.
deposition into high aspect ratio structures). Non uniform flux can only
result in different completion time at  



20 February 2003 WO b1J45158 PGTIUS00l32016 difFerent areas. However, if
each of the reactions is allowed to complete on the entire area, the
different completion kinetics bear no penalty. As is often the case with
process development, the initial promised advantages of a new technique do
not) in the end, attain their full initial promise. Unfortunately, ALD has
a serious fundamental problem. Unlike CVD reactions that are of a
continuous steady state nature) ALD reactions follow kinetics of
molecular-surface interaction. Kinetics of molecular- surface reactions
depends on the individual reaction rate between a molecular precursor and a
surface reactive site and the number of available reactive sites. As the
reaction proceeds to completion, the surface is converted from being
reactive to non-reactive. As a result the reaction rate is slowing down
during the deposition. In the simplest case the rate, dN/dt is proportional
to the number of reactive sites, dNldt = -kN, where N is the number of
reactive sites and k is the (single site) reaction rate. Eliminating
reactive sites (or growing of the ulreadyreactec! sites) follows an
exponential time dependence kN(t) = kN~,exp(-kt). This fundamental property
of molecule-surface kinetics was named after the great scientist Lanamuir,
and is quite well-known in the art. The interpretation of Langmuirian
kinetics limitations illustrates a serious drawback of ALD and a severe
deviation from the ulerrl picture. Accordingly, the self terminating
reactions never really self terminate (they would require an infinite time
because the rate is exponentially decreasing). It means that under
practical conditions the surface is never entirely reacted to completion
after a clepa.~itiafi cycle. If the surface is not completely reacted there
are leftover undesired elements in the film. For example, if the MLA
reaction cannot totally consume the surface -AH sites, the film will have H
incorporation. Likewise, if the AH,, reaction is not carried to completion,
undesired L incorporation is inevitable. Clearly, the quality of the film
depends on the impurity levels. The thrv~r~hprr~-cluali~~ traclecff is of
particular concern because it carries an exponential throughput penalty to
attain a reduction of impurity levels. In conventional atomic layer
deposition one must accept low throughput to attain high-purity film, or
accept lower-purity films for higher throughput. What is clearly needed is
an apparatus and methods which not only overcome the   20 February 2003 WO
01/45158 PCT/US00/32016 .g_ t.angmuirian limitations but simultaneously
provide higher-purity films than have been available in the prior art
methods. Such apparatus and methods are provided in embodiments of the
present invention, taught in enabling detail below. In addition to the
above ideal situation, ALD chemicals, such as the Na..,; and AH,, in the
above example are typically extremely reactive, and will lead to extensive
undesired CVD side reactions if they coexist in the chamber even at trace
levels. Since GVD is a very unddsirable companion, fast and efficient purge
has been the . most difficult and challenging aspect of engineering high
throughput ALD apparatuses. Chemical delivery lines must be short and free
of trapped volume to facilitate efficient purging of chemicals. However)
some (imitation on efficient purge come from line surface outgassing that
is difficult to avoid. Accordingly) some trace of chemical mixing is
impossible to suppress with throughput limited short purge times. What is
needed is a rapid method of removing trace quantities of the previously
used chemical precursor prior to introduction of the desired new chemical
precursor. Our invention, which provides the clear and present need,
provides an ALD Pre-Reactor as an apparatus and process that eliminates
trace amounts of chemical mixing without CVD contribution to the ALD film
on the substrates. Summary of the Invention In a preferred embodiment of
the present invention a, in a coating process having a processing chamber
for holding a substrate during coating and a source of differing precursor
materials to be supplied to the processing chamber in alternating cycles
for reacting in the coating process, wherein in the alternation of
materials, one or materials from one cycle may contaminate materials in an
alternate cycle, a method for minimizing parasitic chemical vapor
deposition on the substrate or the walls of the processing chamber from
said contaminant materials is provided, comprising steps of (a) imposing a
pre-reaction apparatus between the source and the processing chamber such
that materials supplied to the processing chamber must flow through said
apparatus; and (b) providing activation energy in the pre-reaction
apparatus sufficient to cause contaminant elements to deposit by CVD
reaction in the pre-reaction   20 February 2003 -6 apparatus. The method is
particularly applicable to processes known in the att as Atomic Layer
Deposition (ALD). 



In some embodiments the pre-reaction apparatus comprises a separate chamber
between the source and the processing chamber, and the activation energy
may be provided by heating a surface within the confines of the separate
chamber, or by striking a plasma in the separate chamber. In other
embodiments the pre-reaction apparatus comprises gas supply tubing between
the source and the processing chamber, and the activation energy may be
provided by heating walls of the tubing. In still other embodiments the
pre-reaction apparatus comprises a gas distribution showerhead within the
processing chamber, the activation energy may be provided by heat transfer
to a wall of the showerhead facing the substrate from the substrate and a
hearth heating the substrate, or by striking a plasma within the
showerhead. In another aspect of the invention a pre-reaction apparatus for
a coating system having a processing chamber for holding a substrate during
coating and a source of differing precursor materials to be supplied to the
processing chamber in alternating cycles for reacting in the coating
process, wherein in the alternation of materials, one or more materials
from one cycle may contaminate materials in an alternate cycle is provided,
the pre-reaction apparatus comprising at least one passage for delivery of
materials between the source and the processing chamber, and an energy
provision system for providing activation energy sufficient to cause
contaminant elements to deposit by CVD reaction in the pre-reaction
apparatus. The process may comprises Atomic Layer Deposition (ALD). In some
embodiments of the apparatus the pre-reaction apparatus comprises a
separate chamber between the source and the processing chamber, and
activation energy is provided by heating a surface within the confines of
the separate chamber, or by striking a plasma in the separate chamber. In
other embodiments the pre-reaction apparatus is gas supply tubing between
the source and the processing chamber, and activation energy is provided by
heating walls of the tubing. In still other embodiments the pre-reaction
apparatus comprises a gas distribution showerhead within the processing
chamber, and activation energy is provided by heat transfer to a wall of
the showerhead facing the substrate from the substrate and a hearth heating
the substrate, or by striking a plasma within the showerhead. In yet
another aspect of the invention a substrate coating system is provided,
comprising a processing chamber for holding a substrate during coating, a
source of differing precursor   20 February 2003 -6a materials to be
supplied to the processing chamber in alternating cycles for reacting in
the coating process, wherein in the alternation of materials, one or
materials from one cycle may contaminate materials in an alternate cycle,
and a pre-reaction apparatus. Energy is provided to the pre-reaction
apparatus sufficient to cause contaminant elements to deposit by CVD
reaction in the pre-reaction apparatus. In some embodiments of the system
the process comprises Atomic Layer Deposition (ALD). Also in some
embodiments the pre-reaction apparatus comprises a separate chamber between
the source and the processing chamber, and activation energy is provided by
heating a surface within the confines of the separate chamber, or by
striking a plasma in the separate chamber. In other embodiments the
pre-reaction apparatus comprises gas supply tubing between the source and
the processing chamber, and activation energy is provided by heating walls
of the tubing. In yet other embodiments the pre-reaction apparatus
comprises a gas distribution showerhead within the processing chamber, and
the activation energy is provided by heat transfer to a wall of the
showerhead facing the substrate from the substrate and a hearth heating the
substrate, or by striking a plasma within the showerhead. In embodiments of
the present invention, taught in enabling detail below, for the first time
an efficient process for avoiding parasitic CVD in ALD processes and other
sequential CVD processes alternating precursors in an incremental coating
process.   20 February 2003 -6b Brief descrintion of the Drawings Fig. 1 is
a generalized diagram of a reactor and associated apparatus for practicing
a radical-assisted sequential CVD process according to an embodiment of the
present invention. Fig. 2 is a step dia~~ram illustrating the essential
steps of an atomic layer deposition process. Fig. 3 is a step diagram
illustrating steps in a radical-assisted CVD process according to an
embodiment of the present invention. 



Fig. 4 illustrates a typical time dependent chemical precursor partial
pressure curve for systems with well designed gas flow source and pulsing
subsystems. Fig. 5 represents a time dependent chemical precursor partial
pressure curve where sharply defined "flow ofd" conditions are achieved as
a result of practicing an embodiment of the present invention. Fig. 6 is a
generalized diajram of a reactor and associated apparatus for achieving
radical assisted sequential CVD according to an improved embodiment of the
present invention which eliminates undesired CVD side reactions. Fig. 7
illustrates a second implementation of the reactor in Fig. 6. Fig. 8
illustrates a third implementation ofthe reactor in Fig. 6 Fil;. 9
illustrates a fourth implementation of the reactor in Fig. 6.   20 February
2003 WO 01I45158 PGTIfJS0013Z016 _7_ Description of the Preferred
Embodiments The inventor has developed an enhanced variation of ALD which
alters the conventional surface preparation steps of ALD and overcomes the
problems of conventional ALD, producing high throughput without
compromising quality. The inventor terms the new and unique process
Itadiccrl-Assiste-cl.Seguc~itial CIrD (RASGVD). Fib;. l is a generalized
diagram of a system 11 far practicing RAS-CVD according to an embodiment of
the present invention. In this exemplary system a deposition chamber 13 has
a heatable hearth for supporting and heating a substrate i 9 to be coated.
and a gas distribution apparatus) such as a showerhead 1 S) for delivering
gaseous species to the substrate surface to be coated. Substrates are
introduced and removed from chamber 13 via a valve 21 and
substrate-handling apparatus not shown. Gases are supplied from a gas
sourcing and pulsing apparatus 23) which includes metering and valuing
apparatus for sequentially providing gaseous materials. An optional
treatment apparatus 25 is provided for producing gas radicals from gases
supplied from apparatus 23. The term radtcul.~ is well-known and understood
in the art, but will be qualified again here to avoid confusion. By a
radical is meant an unstable species. For example, oxygen is stable in
diatomic form, and exists principally in nature in this form. Diatomic
oxygen may, however, be caused to split to monatomic form, or to combine
with another atom to produce omne, a molecule with three atoms. Both
monatomic oxygen and ozone are radrccrl forms of oxygen, and are more
reactive than diatomic oxygen. In many cases in embodiments of the present
invention the radical. produced and used are single atom forms of various
gases, such as oxygen, hydrogen, and nitro~:en, although the invention is
not strictly limited to monatomic gases. Fi~~. ? is a step diagram of a
conventional Atomic Layer Deposition process, and i s presented here as
contrast and context for the present invention. In conventional ALD, as
shown in Fig. 2, in step 31 a first molecular precursor is pulsed in to a
reactor chamber, and reacts with the surface to produce (theoretically) a
20 February 2003 



WO 01/45l58 PCT/US00/32016 _g_ monolayer of a desired material. Often in
these processes the precursor is a metalbearing gas, and the material
deposited is the metal; Tantalum from TaCls) for example. In step 33 in the
conventional process an inert gas is pulsed into the reactor chamber to
sweep excess first precursor from the chamber. In step 35 in the
conventional system a second precursor, typically non metallic, is pulsed
into the reactor. The primary purpose of this second precursor is to
condition the substrate surface back toward reactivity with the first
precursor. In many cases the second precursor also provides material from
the molecular gas to combine with metal at the surface, forming compounds
such as an oxide or a nitride with the freshly-deposited metal. At step 3 7
the reactor chamber is purged again to remove excess of the second
precursor) and then step 31 is repeated. The cycle is repeated as many
times as is necessary to establish a desired film. Fig. 3 is a step diagram
illustrating steps in a radical-assisted CVD process according to an
embodiment of the present invention. In the unique process illustrated by
Fig. 3 the first steps, steps 41 and 43, are the same as in the
conventional process. A first precursor is pulsed in step 41 to react with
the substrate surface forming a monolayer of deposit, and the chamber is
purges in step 43. The next step is unique. In step 45 single or multiple
radical species are pulsed to the substrate surface to optionally provide
second material to the surface and to condition the surface toward
reactivity with the first molecular precursor in a subsequent step. Then
step 41 is repeated. There is no need for a second purge, and the cycle is
repeated as often as necessary to accomplish the desired film. Step 45 may
be a single step involving a single radical species. For example, the first
precursor may deposit a metal, such as in W from WF~" and the radical
species in step 45 may be atomic hydrogen. The atomic hydrogen very quickly
and effectively neutralizes any remaining F to HF, and terminates the
surface with atomic hydrogen, providing reactive surface for the next pulse
of WF~. In many cases step 45 will be a compound step comprising substeps
involving different radical species. A good example is a sequence of atomic
hydrogen followed   20 February 2003 WO 01/45I58 PCT/US00/32016 -y_ by
atomic oxygen, followed by atomic hydrogen again. The first hydrogen step
neutralizes Cl or other remaining ligand, the atomic oxygen provides an
oxide of the freshly-deposited metal, and the second atomic hydrogen
terminated the surface with (OH) in preparation for the next metal
precursor step. There are a broad variety of materials and combinations in
step 45, and many are disclosed in more detail below, along with a more
complete explanation of process chemistry. In RAS-CVD, following the metal
precursor reaction, highly reactive radical species are introduced to
quickly react with products of the metal precursor reaction and to prepare
the surface for the next metal precursor reaction. Radical species, as
introduced above, are reactive atoms or molecular fragments that are
chemically unstable and therefore are extremely reactive. In addition,
radicals chemisorb to surfaces with virtually 100% efficiency. Radicals may
be created in a number of ways, and plasma generation has been found to be
an efficient and compatible means of preparation. RAS-CVD processes use
only a single molecular precursor, in many cases a metal precursor. Surface
preparation as well as the deposition of nonmetallic elements are
accomplished by atom-surface reactions. Following the metal precursor
reaction, The -ML terminated surface is reacted with hydrogen atoms to
convert the surface into -MH and eliminate HL by-product. Unlike
molecule-surface reactions, atom-surface reactions do not depend on the
number density of reactive sites. Most atoms (except for noble gases) stick
very efficiently to surfaces in an irreversible process because atomic
desorption is usually unfavorable. The atoms are highly mobile on
non-reactive sites and very reactive at reactive sites. Consequently,
atomsurface reactions have linear exposure dependence, as well as high
rates. The -MH surface can be reacted with A atoms to yield a -M-A-
surface. In this case some of the H ligands can be eliminated as AHy. For
example the -MH surface can be reacted with oxygen atoms to deposit oxide
compound. Alternatively) -MH surface can be reacted again with ML,, for
atomic layer controlled deposition of M metal films. For the deposition of
nitride compound films, A is atomic nitrogen. The surface after the A
atomic reaction is terminated with A- and AH. At this point 



20 February 2003 WO 01I45158 PCTNS00l32016 - 1l1 an additional atomic
reaction rith hydrogen converts the surface to the desired AH ligands that
are reactive towards the metal precursor. Alternatively, the MH surface can
be reacted with a mixture of A and H atoms to convert the surface into -AH
terminated surface with one less step. All the above described reactions
are radicalsurface reactions that are fast and efficient and depend
linearly on exposure. In addition, the final hydrogen reaction results in a
complete restoration to the initial surface without any incorporation of
impurities. Another throughput benefit of RAS-CVD is that a single purge
step after the metal precursor step is needed, rather than the two purge
steps needed in the conventional process. Purge steps are expected by most
researchers to be the most significant throughput-limiting step in ALD
processes. Another advantage is that RAS-CVD promises loner system uptime
and reduced maintenance. This is because atomic species can be efficiently
quenched on aluminum walls of the deposition module. Downstream deposition
on the chamber and pumping lines is therefore virtually eliminated. RAS-CVD
eliminates the use of H20 and NH, that are commonly applied for oxides and
nitrides deposition (respectively) in the prior art. These precursors are
notorious to increase maintenance and downtime of vacuum systems. According
to the above a typical RAS-CVD cycle for a metal oxide film will comprise
steps as follows: I . Metal precursor reaction with -OH (hydroxyl)
terminated surface to attach -0ML,, and eliminate the hydrogen by HL
desorption. The surface becomes covered with L ligands) i. e. in the case
of TaCls the surface becomes covered with Cl atoms. 3. Purge with inert gas
to sweep away excess metal precursor. 3. Atomic hydrogen step - eliminates
the ligands L by HL desorption and terminates the surface with hydrogen. 4.
Atomic oxygen step - reacts with monolayer of metal to form oxide. Atomic
hydrogen again to leave hydroxyl saturated surface for next metal precursor
step.   20 February 2003 WO 01/45158 PCT/US00/32016 -11 At this point the
quality of oxide films (i.e. insulation properties, dielectric stren~nh,
charge trapping) can be improved by running steps 4+5 for multiple times.
For example: A1202 RAS-CVD can be realized from trimethylaluminurn
AI(CH3)~, hydrogen and oxygen exposures. AI(CH3), reacting with -OH
terminated surface will deposit -OAl(CH3), concurrent with the desorption
of methane (CI-L,). The OAl(CH3),; (x=1,2) surface will be treated with H
atoms to eliminate x number of methane molecules and terminate the surface
with -0AIH. This surface after consecutive (or concurrent} reaction with O
atoms and H atoms will be terminated OAI-OH which is the restoration state.
At this point, the RAS-CVD process can proceed by applying another AI(CHz)~
reaction. Alternatively, the -0Al-OH surface can be exposed to another
cycles of O and H atoms. At temperature above I 00 C this process will
exchange OH groups and Al-O-Al bridge sites and the resulted OAl-OH surface
will be more thermodynamically favorable than the beginning surface,
because the process eliminates the more strained (Al-O-)" ring structures
as well as titrating away defects and broken bonds). Since the atomic
reactions are rather fast, these quality improvements are not expected to
be a major throughput concern. In fact, ultimate quality may be achieved by
applying the O, H cycles for several times. Following) a given number of O,
H atomic reactions the sequence will continue with the next Ai(CHz),
reaction. 6. Repeat steps from 1. For metal nitrides atomic nitrogen is
substituted for oxygen. For pure metal depositions the oxygen/nitrogen step
may be eliminated in favor of a single atomic hydrogen step, such as for
tungsten films. The hydrogen saturated surface after the first atomic
hydrogen step is reactive with WF~) to produce the pure metal. The generic
nature of RAS-CVD is advantageous for multiple layer combination films of
different oxides, different nitrides, oxides with nitrides, different
metals and metals with compound films. 



In another unique process, useful for barrier layers) the WN process may be
combined with the pure W process to produce alternating W and WN layers in
a   20 February 2003 WO 01I45158 PC'T/USOOI32016 -12 variety of schemes to
suppress polycrystallization and to reduce the resistivity of the barrier
layer. Other properties, such as electromigration may be controlled by an
ability to provide a graded layer of WN with reduced nitrogen content at
the copper interface for such applications. In embodiments of the invention
a broad variety of process chemistries may be practiced, providing a broad
variety of final films. In the area of pure metals, for example) the
following provides a partial, but not limiting list: 1. Tungsten from
tungsten hexafluoride. 2. Tantalum from tantalum pentachloride 3. Aluminum
from either aluminum trichloride or trimethylaluminum. 4. Titanium from
titanium tetrachloride or titanium tetraiodide. 5. Molybdenum from
molybdenum hexafluoride. 6. Zinc from zinc dichloride. 7. Hafnium from
hafnium tetrachloride. 8. Niobium from niobium pentachloride. 9. Copper
from Cu~Cl3, In the area of oxides the following is a partial but not
limiting list: 1. Tantalum pentoxide from tantalum pentachloride. 2.
Aluminum oxide from trimethylaluminum or aluminum trichloride. 3. Titanium
oxide. from titanium tetrachloride or titanium tetraiodide. 4. Niobium
pentoxide from niobium pentachloride. 5. Zirconium oxide from zirconium
tetrachloride. 6. Hafnium oxide from hafnium tetrachloride. 7. Zinc oxide
from zinc dichloride. 8. Molybdenum oxide from molybdenum hexafluoride or
molybdenum pentachloride. 9. Manganese oxide from manganese dichloride. 14.
Tin oxide from tin tetrachloride.  



20 February 2003 WO 01145158 -13 11. Indium oxide from indium trichloride
or trimethylindium. 12. Tungsten oxide from tungsten hexafluoride. 13.
Silicon dioxide from silicon tetrachloride. In the area of nitrides, the
following is a partial but not limiting list: 1. Tungsten nitride from
tungsten hexafluoride. 2. Tantalum nitride from tantalum pentachloride. 3.
Aluminum nitride from aluminum trichloride or trimethylaiuminum. 4.
Titanium nitride from titanium tetrachloride. 5. Silicon nitride from
silicon tetrachloride or dichlorosilane. 6. Gallium nitride from
trimethylgallium. Hnrcfw.~re Reauirements PCT/US00/32016 Another advantage
of RAS-CVD is that it is compatible in most cases with ALD process
hardware. The significant difference is in production of atomic species
and/or other radicals, and in the timing and sequence of gases to the
process chamber. Production of the atomic species can be done in severs!
ways, such as ( I ) in-situ plasma generation, (2) intra-showerhead plasma
generation, and (3 ) external generation by a high-density remote plasma
source or by other means such as UV dissociation or dissociation of
metastable molecules referring again to Fig. 1, these methods and apparatus
are collectively represented by apparatus 25. Of the options, in-situ
generation is the simplest design, but poses several problems, such as turn
on - turn offtimes that could be a throughput limitation. lntrashowerhead
generation has been shown to have an advantage of separating the atomic
specie generation from the ALD space. The preferable method at the time of
this specification is remote generation by a high-density source, as this
is the most versatile method. The radicals are generated in a remote source
and delivered to the ALD volume, distributed by a showerhead over the wafer
in process.   20 Februa,y ~ ::. WO 01I45158 PCT/CTS00/3Z016 _ 1,~ _ It will
be apparent to tl'~e skilled artisan that there are a variety of options
that may be exercised within the scope of this invention as variations of
the embodiments described above.. some have already been described. Far
example, radicals of the needed species, such as hydrogen, oxygen,
nitrogen, may be generated in several ways and delivered in the process
steps. Further, Ar,D chambers, gas distribution, valuing, timing and the
like may vary in many particulars. Still further, many metals) oxides
nitrides and the like may be produced, and process steps may be altered and
interleaved to create graded and alternating films. An~~nrztus and Concept
for Minimizing Parasitic Chemical Vapor Deposition During Atomic Laver
Deposition In a further embodiment of the present invention an apparatus
and method is provided for preventing contamination by CVD deposition
during ALD processes. Fig 4 is a generalized chemical precursor partial
pressure vs. time curve 4G for a well behaved system using rapid pulsing of
the chemical precursor species and purge steps. The partial pressure 47 of
each active chemical precursor is qualitatively shown on 



the Y axis of the diagram against time on the X axis. The partial pressure
of precursor "A" 49 and precursor "B" 50 are shown for convenience. Systems
with more than two precursors would behave similarly with distinct partial
pressure peaks for each chemical precursor. Of,particular note in Fig. 4 is
that while the partial pressure of each precursor rises rapidly at the
start of each pulse, there is a distinct "tail" at the end of each pulse.
This "tail" represents an undesired condition where the precursor is not
fully removed from the deposition system. This tail is a result of various
real phenomena, such as, for example, the fact that uses molecules have a
certain affinity for surfaces in conduits and chambers, and such
surface-restrained molecules continue to evolve in a system after gas flow
is shut off, a phenomenon known in the vacuum arts as outgasing. if the
next precursor is introduced into the deposition chamber 59, Fig. 6 while
the prior precursor is still present, an undesired CVD side reaction occurs
and contaminates the desired film on the substrate b 1 on Fig. 6. In
addition to the contamination of the film, the undesired CVD reaction could
nucleate in the gas phase   20 February 2003 WO 01/45158 PCT/USOOI320I6 -15
leading to undesirable particle accumulation on the substrate 61 or in the
deposition chamber 59. Fig. 5 is an idealized chemical precursor partial
pressure vs. time curve 51 for a well behaved system using rapid pulsing of
the chemical precursor species, purge steps, and the innovative Pre-Reactor
invention embodied in this patent application. The partial pressure 52 of
each active chemical precursor is qualitatively shown on the Y axis of the
diagram against time on the X axis. The partial pressure of precursor "A"
54 and precursor "B" 55 are shown for convenience. Systems with more than
two precursors would behave similarly with distinct partial pressure peaks
for each chemical precursor. Of particular note in Fig. 5 is that the
partial pressure of each precursor rises rapidly at the start of each pulse
and falls rapidly at the end of each programmed flow pulse. The distinct
chemical `'tail" present in Fig. 4 is eliminated primarily as a result of
an innovative Pre-Reactor described in this invention. The methods and
apparatus used to remove the trace chemical precursor that causes this
"tail" effect are described in enabling detail below. Fig. 6 is a
generalised diagram of a system 56 for practicing RAS-CVD according to an
additional embodiment of the present invention. Although RASCVD is used as
an example, the inventor intends it to be clear that the apparatus and
methods of the present invention are not limited to RAS-CVD, but applicable
in general to all sorts of ALD and many other sequential CVD processes. in
this exemplary system a deposition chamber 59 has a heatable hearth for
supporting and heating a substrate 61 to be coated, and a gas distribution
apparatus, such as a showerhead 60, for delivering gaseous species to the
substrate surface to be coated. Substrates are introduced and removed (item
65) from chamber 59 via a valve 64 and substrate-handling apparatus not
shown. Gases are supplied from a gas sourcing and pulsing apparatus 57,
which includes metering and valuing apparatus for sequentially providing
gaseous materials. An optional treatment apparatus 58 is provided for
producing gas radicals from gases supplied from apparatus 57. A Pre   20
February 2003 WO 01/451S8 PCT/US00/32016 -1C Reactor 66 has been added to
this system to provide improved control of unwanted CVD side reactions. The
pre-reactor may take various forms, and some of the possible variations are
shown in Fig. 6, 7, 8 and 9, described in more detail below. All of the
figures commonly utilize the gas sourcing and pulsing apparatus 57, the
optional treatment apparatus for creating radicals 58, the gas distribution
apparatus 60, the deposition chamber 59, a heating hearth 62 for heating
substrate 6 i) a spent chemical effluent system 63, a substrate entry and
removal 65 valve 64. These items are common in this exemplary system. In
addition, some but not all implementations of the PreReactor are shown. For
example, in one embodiment, the gas distribution apparatus, such as a
showerhead, may serve double duty, and be the pre-reactor chamber as well.
In Fig. 6, the Pre-Reactor 66 is shown as a physically separate chamber
which is placed in the process gas pathway between the Optional Treatment
Apparatus Producing Gas Radicals and the Gas Distribution Showerhead. The
Pre-Reaction process may take place on any surface with sufficient
activation energy supplied either by thermal heating, RF plasma, W or by
other means. Fig. 7 is a generalized diagram of a system 67 for practicing
RAS-CVD in a 



further embodiment of the present invention. In figure 7, two embodiments
of the Pre-Reactor 68 are shown. The first is the incorporation of the
Pre-Reactor 68 into the Gas Distribution Showerhead 60. In this case) the
undesired CVD side reactions are caused to occur on a free-standing,
thermally heated surface inside the Gas Distribution Showerhead 68. Such a
thermally-heated surface may be provided in a wide variety of ways, and the
form of the pre-reactor chamber can take a wide variety of forms as well,
such as) for example, a long, coiled, heated conduit. The rapid depletion
of the undesired chemical "tail" eliminates the possibility that the side
reaction will occur on the substrate allowing a decrease in the time
between each chemical reactant entering the system. In one preferred
embodiment the necessary thermal input for the pre-reaction is provided by
proximity of the showerhead apparatus to substrate 61, with heat transfer
from the hearth and the substrate.   20 Febri~,~~ ~ ::~_~~=~ .~, WO
01I45158 PCTIUS00/32016 -17 Fig. 8 is a generalized diagram of a further
embodiment of the present invention providing system 69 for practicing
RAS-CVD. In Figure 8 , two embodiments of the Pre-Reactor 70 are shown. The
first is the incorporation of the Pre-Reactor 70 into the Gas Distribution
Showerhead 60 which is conceptually similar to figure 7. In this case, the
undesired CVD side reactions are caused to occur on the heated surface of
the Gas Distribution Showerhead 68 itself, which is heated in this
embodiment by hearth 62 and substrate 61 by virtue of near proximity of
these elements to showerhead 60. Again, the rapid depletion of the
undesired chemical "tail" eliminates the possibility that the side reaction
will occur on the substrate allowing a decrease in the time between each
chemical reactant entering the system. Fig. 9 is a generalized diagram for
a system 71 for practicing RAS-CVD in yet a further embodiment of the
present invention. In Figure 9, two embodiments of the Pre-Reactor 72 are
shown. The first is the incorporation of the Pre-Reactor 72 into the Gas
Distribution Showerhead 60 which is conceptually similar to figure 7 In
this new embodiment, however, the undesired CVD side reactions are caused
to occur within the combination Gas Distribution Showerhead 68 and
Pre-Reactor 72 by activating the undesired CVD side reaction using an RF
plasma generated within the showerhead. This process causes rapid depletion
of the undesired chemical "tail" and eliminates the possibility that the
side reaction will occur on the substrate allowing a decrease in the time
between each chemical reactant entering the system In addition 'to these
variations it will be apparent to the skil led artisan that one may, by
incorporating processes described herein) alternate process steps in a
manner that alloys of two, three or more metals may be deposited) compounds
may be deposited with two, three or more constituents, and such things as
graded films and nano-laminates may be produced as well. These variations
are simply variants using particular embodiments of the invention in
alternating cycles, typically in-situ. There are many other variations
within the spirit and scope of the invention, so the invention is limited
only by the claims that follow. Further, in particular reference to the
prereaction chamber aspects of the invention, it will be apparent to the
skilled artisan that various deviations from the embodiments described will
still fall within the spirit and scope of the present invention, and, in
addition, many combinations of embodiments   20 February 2003 WO 01!45I58
PGT/USOOl3Z016 -18 and variations may be made. Y or example, a plasma
activation may readily be used in a pre-reaction chamber within the scope
of the invention, wherein the chamber itself may assume any of a wide
variety of forms.   20 February 2003 -19 What is claimed is: A pre-reaction
apparatus for a coating system having a processing chamber for holding a
substrate during coating and a source of differing precursor materials to
be supplied to the processing chamber in alternating cycles for reacting in
the coating process, wherein in the alternation of materials, one or more
of said precursor materials from one cycle may adversely effect process in
an alternate cycle, the pre-reaction apparatus comprising; at least one
passage for delivery of said precursor materials between the source and 



the processing chamber; and an energy provision system for providing
activation energy sufficient to cause unwanted precursor materials to
deposit by CVD reaction in the pre-reaction apparatus. 2. The apparatus of
claim 1 wherein the process comprises Atomic Layer Deposition (ALD). 3. The
apparatus of claim 1 wherein the pre-reaction apparatus comprises a
separate chamber between the source and the processing chamber. 4. The
apparatus of claim 3 wherein the activation energy is provided by heating a
surface within the confines of the separate chamber. 5. The apparatus of
claim 3 wherein the activation energy is provided by striking a plasma in
the separate chamber. 6. The apparatus of claim 1 wherein the pre-reaction
apparatus is gas supply tubing between the source and the processing
chamber. 7. The apparatus of claim 6 wherein the activation energy is
provided by heating walls of the tubing.   20 February 2003 -20 8. The
apparatus of claim 1 wherein the pre-reaction apparatus comprises a gas
distribution showerhead within the processing chamber. 9. The apparatus of
claim 8 wherein the activation energy is provided by heat transfer to a
wall of the showerhead facing the substrate from the substrate and a hearth
heating the substrate. 10. The apparatus of claim 8 wherein the activation
energy is provided by striking a plasma within the showerhead. 11. A
substrate coating system comprising: a processing chamber for holding a
substrate during coating; a source of differing precursor materials to be
supplied to the processing chamber in alternating cycles for reacting in
the coating process, wherein in the alternation of materials, one or more
of said precursor materials from one cycle may effect processing in an
alternate cycle; and 



a pre-reaction apparatus; characterized in that energy is provided to the
pre-reaction apparatus sufficient to cause the unwanted precursor materials
to deposit by C VD reaction in the pre-reaction apparatus. 12. The system
of claim 11 wherein the process comprises Atomic Layer Deposition (ALD).
13. The system of claim 11 wherein the pre-reaction apparatus comprises a
separate chamber between the source and the processing chamber. 14. The
system of claim 13 wherein the activation energy is provided by heating a
surface within the confines of the separate chamber.   20 February 2003 -21
15. The system of claim 13 wherein the activation energy is provided by
striking a plasma in the separate chamber. 16. The system of claim 11
wherein the pre-reaction apparatus comprises gas supply tubing between the
source and the processing chamber. 17. The system of claim 16 wherein the
activation energy is provided by heating walls of the tubing. 18. The
apparatus of claim 13 wherein the pre-reaction apparatus comprises a gas
distribution showerhead within the processing chamber. 19. The apparatus of
claim 18 wherein the activation energy is provided by heat transfer to a
wall of the showerhead facing the substrate from the substrate and a hearth
heating the substrate. 



20. The apparatus of claim 18 wherein the activation energy is provided by
striking a plasma within the showerhead.
.AYNf_.Af59_.A9_.A&9L.AsN`.A.A(s.A`.A;
s%.AL.ALu.As.A9r.A&`.ALL.AL.A`?.A&L.AsN`r.A!94.AN.Aa
.A(_%4(y5+9:>O[_v?|wrlgb]XS]ca]ca]ca]ca]ca]c^a]ca]caU]ca
U]c^aU]caU]ca]ca]c<a]cTa]ca]ca]ca]ca]ca]ca]ca
U]c^a]ca]ca]c^a]caU]ca]caU]ca]caU]ca   ;/to~q.}
!{vqkf`[V]c]ca]caV]ca]ca]c^a]ca]ca]caU]ca]ca]caV]ca]caV]ca]ca]ca]ca]caV]ca]
caV]ca]caU]ca]ca]ca]ca]ca]ca]caV]ca]ca]ca
!'!/"F"##$$X$A%R%m%q%^&&(O(**...2=59&9+9;
5?F?K?m??|wrmhc]X]c]]ca]c^a]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]c^a]ca]ca]c
a]ca]ca]caU]ca]ca]ca]ca]c^a]caV]ca]caV]ca]caV]ca ?
@!@o@@@AVAAAFBkBBCKCCCD,DHDLDuDEEEEHHH$I.IaJjJ~ysnic^X]c]V]ca]caV]ca]ca]caV
]ca]ca]ca]caV]ca]ca
U]c^a]caU]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca
jJJJLLM:NN
QVS3TiUVV<ViWcXZ]q_____bdKe~ffgggm}xsnid^Y]c]V]caU]ca]ca]ca]ca]ca]ca]ca]caU
]ca]caU]ca]ca]ca]ca]ca]ca]caU]ca]ca]ca]ca]ca]ca]ca]ca]caU]ca]ca]caV]ca]ca
mInnn*ooooHpYpzpp$qxqqq<r~rRstIt|t^vov{vvvvwgw=xxxzupkfaZ]c]V]
U]c^a]ca]ca]ca]ca]ca]caU]caU]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]caU]ca]
ca]ca]ca]ca]ca]ca]ca]ca]ca
xxyM{{}}}}38Fo3|wrmhb]W]c]U]ca]caU]ca]ca]ca]ca]ca]caU]ca]ca]ca]ca]ca]ca]caU
]ca]ca]ca]ca]ca]ca]ca U]c^a]ca]caU]ca]ca]ca]ca]ca]caU]ca
3!A*/CVrjq{4?|wrmhc^Yc]U]]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]c
a]ca]ca]ca]ca]ca]ca]ca]ca]ca]caU]ca]ca]ca]ca]ca]ca!p.9S
[b>vR>u+6}xsni|wrmhc^Yc]U]]ca]ca]ca]]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca
]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]carcD`10%&'()-ss10%&'()-!s
09S!10%zz&'()-9S!10%&'()- L10%&'()-Yf10%&'()-(y5dEF410%&'()-L210%&'()-s%
10%&'()-:L$10%&'()-  10%&'()-@@ 10%&'()-+9:;<=>dYNC 10 10
10L$=10%&'()-9$910%&'()-s99-10%&'()-s7 10%&'()-s510%&'()->O[_vdEYNC
S10%&'()- !10%&'()-m 10%&'()-fY10%&'()-f10%&'()- 910%&'()- ?dEYNC 10%&'()-@
10%&'()-10%&'()-10%&'()-Y10%&'()-Y10%&'()-;/tdE:/ 10 10Y: 10%&'()- 



y8`10%&'()-0 10%&'()-y.@10%&'()-  "!10%&'()-9y 10%&'()-mguV4/ 10!&
10%\\&'()- & 10%\&'()- !f!10%&'()-f!10%0&'()-f!10%\&'()- 910%\&'()-
10onopq}rg\= 10! 910%"&'()- 10\ 10\ 10\&S210%\&'()-!&F% 10%\\&'()-`&F%
10%\&'()-`!& 10%&'()- .}  X$>%?%}^<.= 10!9Y%z 10%&'()- 9Y%z 10%"&'()-
!9!10%JJ&'()-9!10%"&'()-!!&!10%&'()-y&!10%"&'()-y?%@%A%R%q%^&&(aB= 10!
10%&'()-!Vsf!10%&'()-  !sf!10%&'()-  sf!10%&'()-   `10%&'()- 10
10(O()**|.}.~..}[M?1 1 10 10 10!,L!10%&'()- ) 10%&'()-! 10%&'()-'
10%&'()-'!  10%ff&'()-.../-22=5^?M?1 1
109s!10%T&'()-!!10%--&'()-!!10%TT&'()-!10%T&'()-10%T&'()-!10%T&'()-=5[89999
&9+9:rS4 



1 1s!10%-u&'()-910%-u&'()-!s10%-u&'()- 10TT 10TT
10TT!(!10%TT&'()-m!(!10%TT&'()-m:;7>2?3?4?5?F?K?rS4 1 1&10%@&'()-
`10%@&'()- 10-u-u 10-u-u 10-u-u!!10%-u-u&'()-!10%-u&'()-!s!10%uu&'()-K?m??
@!@o@@dErS4 1 1&109G10%@&'()-10%@&'()- @10%@&'()-lg 10%@&'()-s10%@&'()- 9
10%@&'()-@@AVAAAFBdErS4 1 1&10S 10%@&'()-,10%@&'()-
10%@&'()-y10%@&'()-`S10%@&'()-10%@&'()-FBkBBCKCCCdErS4 1
1&10*10%@&'()-&10%@&'()-3%10%@&'()-#f 10%@&'()- !s10%@&'()-f
@10%@&'()-CDDDD,DLDuDE_= 1 1!&@!10%zZzZ&'()-'!p!10%&'()-'!10%z&'()-'
s10%z&'()- 10@ 



10@ 10@9-10%@&'()- EEHHKLLLL}[M?1 1 10zz 10zz 10zz!( 10%zz&'()-( 10%z&'()-!
10%SS&'()-M 10%z&'()-M!!10%HH&'()-'LLMM:NNO}[<M?1 1 10zzY 10%`&'()-
!1!10%`<`<&'()-{ !1!10%``&'()-{ !1!10%``&'()-{ f!10%`&'()-y L10%`&'()-OP
QXQVSS3T}^<M?1 1 10zz!! 10%LTLT&'()-! 10%`&'()-! 10%`&'()-! 10%`&'()-!Y
10%>S>S&'()- !Y 10%``&'()- 3TiUV VVVV<ViWuV7 1
10Lf!10%*&'()-Lf!10%&'()-!10%&'()- 10`` 10`` 10``!2 10%``&'()-2
10%`&'()-iWXcXdZZ]]z[9uV7 1 



10!`y# 10%&'()-s`y# 10%&'()-s!sf 10%&'()-9sf
10%&'()-9!!Lf!10%&'()-!!Lf!10%&'()-]n_o_p_q___abb@ 1
10!!C!10%00&'()-!10%&'()-!10%5&'()- s10%5&'()- 10 10 10L3
10%&'()-bdKe~ffggggaVK@ 1 10! 10~ 10~ 10~Ls- 10%~&'()-Ls- 10%5&'()-Ls-
10%&'()-!`(, 10%55&'()-` 10%5&'()-`ggglmmma?VK@ 1
10!!H@9!10%&'()-(@9!10%&'()-(9!10%&'()-(!9!10%&'()-(9!10%&'()-(&!10%&'()-mI
nnn*ooodEVK@ 1 10!!H37`10%&'()-y5 10%&'()-s310%&'()-
@2310%&'()-010%&'()-.10%&'()-ooEpFpGpHpYpzppbC 1
10!!&f!10%Z&'()--&f!10%"&'()-- `10%"&'()- 10 10
10Y:10%&'()-810%&'()-p$qxqqq<r~rdEbC 1 10!!`10%"&'()-`3#10%B&'()-
L'10%"&'()-sf10%"&'()-s10%"&'()-s,10%"&'()-~rrRsstIt|tdEbC 1 



10!!9Y+ 10%&'()-L ( 10%"&'()-L10%p&'()- L10%6&'()- L10%"&'()- L10%&'()-
|t7uuu5v[v\v]v^vdYNC 1 10!! 10B  10B  10B 9Y+ 10%B &'()-9Y+ 10%"&'()-9Y+
10% &'()-9Y+ 10%&'()-9Y+ 10%R&'()-^vov{vvvvwdEYNC 1 10!!
f10%&'()-y10%&'()--10%&'()-Ff10%&'()-L10%&'()- L10%&'()-wgww=xxxxdEYNC 1
10!! F"10%&'()-s3 10%&'()-10%&'()-10%&'()-10%&'()-Y10%&'()-xyM{{}}~}}}}xmbC
1 10!! L&10%5&'()- 



10 10 10`0 10%&'()-'L/10%&'()-s# 10%&'()- ` "10%&'()-}}38FaBmbC 1
10!!L!10%5&'()-'L!10%5&'()-'LF10%5&'()-`10%5&'()-!Q!10%&'()-!10%5&'()-FbC 1
10!!y!10%&'()-gy!10%\&'()-g!`10%\&'()- 105 105 105LS,
10%5&'()-9*g10%5&'()-$oz[9bC 1 10!& 10%\\&'()-m& 10%\&'()-m!&s 10%&'()- !&s
10%\\&'()- &f 10%\&'()- !Cy!10%WW&'()-goMb@ 1
10!!>&y!10%&'()-z&y!10%&'()-z&y!10%"&'()-z L10%"&'()- 10\ 10\ 10\.
10%\&'()- 3}^SH= 1 10! 10" 



10" 10"` % 10%"&'()-!s10%""&'()-Zs10%&'()-Z!s 10%""&'()- s 10%"&'()-
3`}^<SH= 1
10!!!10%&'()-`!10%&'()-`!0s!10%ee&'()-`!Hs!10%nn&'()-`s!10%&'()-`!`10%&'()-
!AbC 1 10!!,@ 10%M&'()-S!10%M&'()-@S!10%M&'()-@y 910%M&'()- 10 10 10+
10%&'()-*/CbC 1 10!! S10%4|&'()-@10%4|&'()-fm10%4|&'()-&!10%4|&'()- 10M 10M
10M10%M&'()-VrjdEbC 1 10!!F10%4|&'()-310%4|&'()- `10%4|&'()-  10%4|&'()-
@10%4|&'()- 10%4|&'()- jq{dE:/  104| 



104|s6S 10%4|&'()-y1310%4|&'()-z&-10%4|&'()-z(10%4|&'()-y#l10%4|&'()-z
10%4|&'()-4?xY:/  104|10%Z&'()-M10%Z&'()-
10%Z&'()-y10%Z&'()-z@10%Z&'()-!10%Z&'()- 104|p.dE:/  104| g 10%Z&'()-3S
10%Z&'()- 10%Z&'()-  L10%Z&'()-10%Z&'()-y 10%Z&'()-.9S [dE:/
104|+410%Z&'()-(10%Z&'()-&`10%Z&'()- Y%10%Z&'()-
#10%Z&'()-F"10%Z&'()-[b>stuvdYNC  104| 10Z 10Z
10Z`6:10%Z&'()-4M10%Z&'()-1@10%Z&'()-&010%Z&'()--10%Z&'()-vRdEYNC  104|
fl10% h&'()- 10% h&'()-@10% h&'()-@`10% h&'()-f10% h&'()-&!10%
h&'()->u+dEYNC  104| F10% h&'()-S 10% h&'()-y10% h&'()-  10% h&'()-10%
h&'()-y10% h&'()-+6dEYNC 



104| F10% h&'()-S 10% h&'()-y10% h&'()- % 10% h&'()-#Y10% h&'()- M10%
h&'()- Normal" "Heading 13]c" "Heading 23]c" "Heading 33]c" "Heading 43]c"
"Heading 53]c" "Heading 63]c" "Heading 73]c" "Heading 83]c" "Heading 93]c"A
"Default Paragraph Font=p@"~+64<AISp\dGm]szu
!?jJmxqrstuvwxy>?%(.=5:K?@FBCELO3TiW]bgmop~r|t^vwx}Foj.[v+z{|}~6Times New
RomanArialCourier New"h Root EntryWordDocument_
!"#$%&'()*+,-./0123456789:;
<=>?@ABCDEFGHIJKLMNOPQRSTUVWXYZ[\]^_`abcdefghijklmnopqrstuvwxyz{|}~ 


